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WIMA _Polypropylene

Film capacitors

Part
No.
31955

33956

33955

27057
27053
27054
27056
27059
27058
27050
27055
27052
27051

Product No.
WIMA-FKP-1-10uF/400V

WIMA-FKP2-0.01uF/63V

WIMA-FKP2-4700pF/100V

WIMA-MKP10-0.015uF/1600V
WIMA-MKP10-0.01uF/2000V
WIMA-MKP10-0.01uF/630V
WIMA-MKP10-0.022uF/630V
WIMA-MKP10-0.68uF/2000V
WIMA-MKP10-1000pF/2000V
WIMA-MKP10-1500pF/1600V
WIMA-MKP10-2200pF/1600V
WIMA-MKP10-3300pF/2000V
WIMA-MKP10-3300pF/630V

CAPACITORS

Manufacturer Description

WIMA

WIMA

WIMA

WIMA
WIMA
WIMA
WIMA
WIMA
WIMA
WIMA
WIMA
WIMA
WIMA

WIMA _ Polypropylene Film capacitors

Capacitance Tolerance(+) Rated Voltage

10uF

WIMA _ Polypropylene (PP) Film and Foil Capacitors for

Pulse Applications in PCM 5 mm

0.01uF +10%

WIMA _ Polypropylene (PP) Film and Foil Capacitors for

Pulse Applications in PCM 5 mm

WIMA_ Polypropylene Film capacitors
WIMA _ Polypropylene Film capacitors
WIMA_ Polypropylene Film capacitors
WIMA _ Polypropylene Film capacitors
WIMA_ Polypropylene Film capacitors
WIMA _ Polypropylene Film capacitors
WIMA_ Polypropylene Film capacitors
WIMA _ Polypropylene Film capacitors
WIMA_ Polypropylene Film capacitors
WIMA_ Polypropylene Film capacitors

4700pF +2.5%

0.015uF
0.01uF
0.01uF
0.022uF
0.68uF
1000pF
1500pF
2200pF
3300pF
3300pF

5%
5%
5%
10%
10%
5%
5%
5%
5%
5%

Detailed product specifications are available on: us. 100y. com. tw

W*H*L Temp C
400V -55° C to +100° C
63V 5.5*7*7.2mm -55° C to +100° C
100V 5.5*7*7.2mm -55° C to +100° C
1600Vdc/650Vac 6*12.5*18mm -55° C to +100° C
2000Vdc/700Vac 7*14*18mm -55° C to +100° C
630Vdc/400Vac = 4*9*13mm -55° C to +100° C
630Vdc/400Vac = 6*12.5*13mm -55° C to +100° C
2000Vdc/700Vac 24*45.5*41.5mm -55° C to +100° C
2000Vdc/700Vac 4*9*13mm -55° C to +100° C
1600Vdc/650Vac 4*9*13mm -55° C to +100° C
1600Vdc/650Vac 4*9*13mm -55° C to +100° C
2000Vdc/700Vac 5*11*18mm -55° C to +100° C
630Vdc/400Vac = 4*9*10mm -55° C to +100° C

WIMA _Metallized Polyester
Film Cap.

Part No.  Product No.

41123 MKS4-0.01uF/100V

41124 MKS4-0.047uF/100V
41122 MKS4-0.22uF/100V

31905 WIMA-FKS-2-0.01uF/100V
31906 WIMA-FKS-2-0.1uF/100V
31907 WIMA-FKS-2-1.0uF/100V
31899 WIMA-FKS-2-1000pF/100V
31933 WIMA-FKS-3-0.1uF/250V
31934 WIMA-FKS-3-1.0uF/250V
31870 WIMA-MKS-02-0.01uF/100V
31874 WIMA-MKS-02-0.1uF/100V
31875 WIMA-MKS-02-1.0uF/100V
31869 WIMA-MKS-02-1000pF/100V
31893 WIMA-MKS-2-0.01uF/100V
31885 WIMA-MKS-2-0.1uF/100V
40077 WIMA-MKS-2-0.33uF/50V
40076 WIMA-MKS-2-0.33uF/63V
31878 WIMA-MKS-2-1.0uF/100V
31894 WIMA-MKS-2-1000pF/100V
31921 WIMA-MKS-4-0.1uF/100V
31923 WIMA-MKS-4-1.0uF/100V
27060 WIMA-MKS-4-1.0uF/630V
31924 WIMA-MKS-4-10uF/100V

TECHNICAL DATA:
Dielectric: polyethylene-terephthalate film

Capacitor electrodes: vacuum-deposited aluminium
Encapsulation: flame retardent plastic case, UL94V-0
Color:red. marking: black. epoxy resin seal:red

Test specification:in accord. with IEC 60384-2 and

EN 130400

= TECHNICAL DATA:
Dielectric: polyethylene-terephthalate film

Capacitor electrodes: vacuum-deposited aluminium
Encapsulation: flame retardent plastic case, UL94V-0

Test category:55/100/56 in accordance with IEC
Insulation resistance:at+20°C

Color:red. marking: silver. epoxy resin seal:red
Test specification:in accord. with IEC 60384-2 and
EN 130400

Test category:55/100/21 in accordance with IEC
Insulation resistance: at+20°C
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Detailed product specifications are available on: us. 100y. com. tw

TECHNICAL DATA:

Dielectric: polyethylene-terephthalate film
Capacitor electrodes: metal foil
Encapsulation: flame retardent plastic case,

UL94Vv-0

Color:red. marking: silver. epoxy resin seal:red
Test specification:in accord. with IEC 60384-11

and EN 130100

aluminium

Encapsulation: flame retardent plastic case,

UL94V-0

Color:red. marking: black. epoxy resin seal:red
Test specification:in accord. with IEC 60384-2

and EN 130400

Test category:55/100/56 in accordance with IEC
Insulation resistance: at+20°C
TECHNICAL DATA:

Dielectric: polyethylene-terephthalate film
Capacitor electrodes: vacuum-deposited

Test category:55/100/56 in accordance with IEC
Insulation resistance:at+20°C

Description Capacitance Tolerance(+) Rated Voltage W*H*L Temp C

Metallized Polyester (PET) Capacitors 0.01uF +5% 100V 2.5*7*10mm -55° C to +100° C
Metallized Polyester (PET) Capacitors 0.047uF +5% 100V 2.5*7*10mm -55° C to +100° C
Metallized Polyester (PET) Capacitors 0.22uF +5% 100V 3*8.5*10mm -55° C to +100° C
WIMA_ Metallized Polyester Film Cap. 0.01uF 100V -55° C to +100° C
WIMA_ Metallized Polyester Film Cap. 0.1uF 100V -55° C to +100° C
WIMA_ Metallized Polyester Film Cap. 1.0uF 100V -55° C to +100° C
WIMA_ Metallized Polyester Film Cap. 1000pF 100V -55° C to +100° C
WIMA_ Metallized Polyester Film Cap. 0.1uF 250V -55° C to +100° C
WIMA_ Metallized Polyester Film Cap. 1.0uF 250V -55° C to +100° C
WIMA_ Metallized Polyester Film Cap. 0.01uF 100V -55° C to +100° C
WIMA_ Metallized Polyester Film Cap. 0.1uF 100V -55° C to +100° C
WIMA_ Metallized Polyester Film Cap. 1.0uF 100V -55° C to +100° C
WIMA_ Metallized Polyester Film Cap. 1000pF 100V -55° C to +100° C
WIMA_ Metallized Polyester Film Cap. 0.01uF 100V -55° C to +100° C
WIMA_ Metallized Polyester Film Cap. 0.1uF 100V -55° C to +100° C
WIMA_ Metallized Polyester Film Cap. 0.33uF 5% 50Vdc/30Vac 2.5%6.5*7.2mm -55° C to +100 °C
WIMA_ Metallized Polyester Film Cap. 0.33uF 5% 63Vdc/40Vac 3.5*8.5*7.2mm -55° C to +100 °C
WIMA_ Metallized Polyester Film Cap. 1.0uF 100V -55° C to +100° C
WIMA_ Metallized Polyester Film Cap. 1000pF 100V -55° C to +100° C
WIMA_ Metallized Polyester Film Cap. 0.1uF 100V -55° C to +100° C
WIMA_ Metallized Polyester Film Cap. 1.0uF 100V -55° C to +100° C
WIMA_ Metallized Polyester Film Cap. 1.0uF 10% 630Vdc/300Vac = 11*21*31.5mm -55° C to +100 °C
WIMA_ Metallized Polyester Film Cap. 10uF 100V -55° C to +100° C

TEL
FAX:
E-mail :

Taiwan:886-3-5753170
Taiwan:886-3-5753172
Taiwan :us_sale@100y.com.tw

Shenzhen:86-755-83298787
Shenzhen:86-755-83640655
Shenzhen: 100y@163.com

Shanghai: 86-21-54151736
Shanghai: 86-21-64605107
Shanghai: 100y-1@163.com
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http://us.100y.com.tw/PNoInfo/31955.htm
http://us.100y.com.tw/PNoInfo/33956.htm
http://us.100y.com.tw/PNoInfo/33955.htm
http://us.100y.com.tw/PNoInfo/27057.htm
http://us.100y.com.tw/PNoInfo/37053.htm
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http://us.100y.com.tw/PNoInfo/27056.htm
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