.

d.c. Power Sockets- Chassis

Mounting

L

AUDIO & VIDEO— CONNECTORS

SPECIFICATION
® Rating: 2A 16VDC

® Withstanding voltage AC 500V, 60Hz for minute
@ Insulation resistance (initial) 100MQ (min) at 500V DC

@® Contact resistance (initial) 30MQ(max) at AC 100mA (max) 1KHz

@ Insertion & extraction force
initial: 0. 3 to 30kgs
after life test:0.2 to 3.0

kgs

@ Life test(20-30 cycle/minute) 5, 000 cycles unloading

Part No. Product No.
19769 2052

3820 KD-014-L
3797 KD-014A-L

Description
DC JACK
MIC Power Sockets- Classic Mounting

MIC Power Sockets- Classic Mounting

Detailed product specifications are available on:

us. 100y. com. tw

Pin Size
$2.1mm
$2.0mm
$2.5mm

2084A
2084B

Part No.
8081
8082

SPECIFICATION
® Rating: 2A 16VDC

® Withstanding voltage AC 500V, 60Hz for minute
@ Insulation resistance (initial) 100MQ (min) at 500V DC

@® Contact resistance (initial) 30MQ(max) at AC 100mA (max) 1KHz

@ Insertion & extraction force
initial: 0. 3 to 30kgs
after life test: 0.2 to 3.0

kgs

® Life test(20-30 cycle/minute) 5, 000 cycles unloading

Product No.
2084A
2084B

Description
DC Line Socket
DC Line Socket

Pin Size
$2.1mm
$2.5mm

Socket size
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SPECIFICATION

® Contact resistance:30m ohm. max. AT AC 100mA max. KHz
@ Insulation resistance: 100M ohm min. AT 500VDC

® Rating: Dc 12V, 2A max; AC100V, 1A max

® Dielectric withstanding voltage: 500V AC (rms)for 1 minute
® |nsertion force: 3. 0kg maximum

® Extraction force: 0. 3kg minimum

Part No. Product No. Description Pin Size
3821 KD-015 DC Power Sockets- Classic Mounting $2.0mm
3796 KD-015A DC Sockets $2.5mm

Jack Plug Leads For Wall
Transformer

= @%M
| PN

Detailed product specifications are available on: us. 100y. com. tw

o D1
Part No. Product No. Description Length
3680 0013 DC2.1*5.5 Jack Plug Leads For Wall Transformer 6Ft.
14312 6083 DC2.5*5.5 JACK Plug Leads For Wall Transformer 5Ft.
33
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Part No. Product No. Description Length
8348 0048H DC Power Cable 1.75*4/6Ft. 6Ft.
Voltage: AC 65V/2sec FL" 0.7 > 41
Current: 6MA/SEC %
Insulation resistance: 100MQ,DC 500V/SEC ©2.35 |l|l||
Conductor resistance: 3Q = =
Part No. Product No. Description Length
8349 0197BN 0.7*2.35 JACK Plug Leads For Wall Transformer 6 Ft.
@
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