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Power Supplies & UPS

1200~2400W Parallel Switching
Power Supply

® AC 200~260VAC, 3¢3 wire

® Protections: short circuit/Over voltage/

Over load/Over temp.
® Built-in remote sense function
@ Built-in remote ON/OFF control

® Built-in parallel operation function

Detailed product specifications are available on: us. 100y. com. tw

INPUT VOLTAGE RANGE: 200 ~260VAC, 3¢ 3wire

AC Inrush CURRENT: cold start 120A at 230VAC

WORKING TEMP.:-10 ~ +50°C@100% +65°C@50% LOAD
SAFETYSTANDARDS: design refer to UL1950,CSA22. 2. IEC60950

WITHSTAND VOLTAGE: I/P-O/P:1500VAC 1 minute

® Can adjust from 20~100% output voltage
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by external control 1~5VDC
® Forced air cooling by built-in DC fan
® 2 years warranty
Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(t)
30757 SCN-2K0-05 MEAN WELL MEAN WELL_2000W Single Outpit with Parallel Function 5V 0~250A +3%
30758 SCN-2K0-12 MEAN WELL MEAN WELL_2000W Single Outpit with Parallel Function 12v 0~167A +2%
30759 SCN-2K0-15 MEAN WELL MEAN WELL_2000W Single Outpit with Parallel Function 15V 0~134A +2%
28063 SCN-2K0-24 MEAN WELL MEAN WELL_2000W Single Outpit with Parallel Function 24V 0~83.5A +1%
30760 SCN-2K0-48 MEAN WELL MEAN WELL_2000W Single Outpit with Parallel Function 48V 0~42.0A +1%

® AC input 180~260V only

® PF>0. 98@230VAC

® Protections: short circuit/Over voltage/
Over load/Over temp.

@ Built-in remote sense function

® Built-in remote ON/OFF control

® Built-in power good signal output

@ Can adjust from 20~100% output voltage
by external control 1~5VDC

® Forced air cooling by built-in DC fan

® 3 years warranty

AC input voltage range: 180~260VAC;47~63VDC

DC adjustment range:+3% rated output voltage by potential meter
Over load protection: 105%~140% current limiting, delay shutdown
Over voltage protection: 110%~135% rated output voltage

Working temperature:-10°C~50°C@100%, —20°C@80%, 65°C@50% load
Withstand voltage:|/P-O/P:3KVAC, I/P-FG: 1. 5KVAC, 1 minute

Safety standards:UL60950 TUV EN60950 approved
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(+)
31051 SCP-1K2-05 MEAN WELL MEAN WELL_1200W Parallel(N+1) with PFC Function 5V 0~200A +2%
31056 SCP-1K2-12 MEAN WELL MEAN WELL_1200W Parallel(N+1) with PFC Function 12V 0~100A +1%
31058 SCP-1K2-15 MEAN WELL MEAN WELL_1200W Parallel(N+1) with PFC Function 15V 0~80.0A 1%
31059 SCP-1K2-24 MEAN WELL MEAN WELL_1200W Parallel(N+1) with PFC Function 24V 0~50.0A +1%
31060 SCP-1K2-48 MEAN WELL MEAN WELL_1200W Parallel(N+1) with PFC Function 48V 0~24.0A +1%

® AC input 180~260VAC, 3¢3 wire

® PF>0. 98@230VAC

® Protections: short circuit/Over voltage/
Over load/Over temp.

@ Built-in remote sense function

® Built-in remote ON/OFF control

® Built-in power good signal output

® Can adjust from 20~100% output voltage
by external control 1~5VDC

® Forced air cooling by built-in DC fan

® 3 years warranty

INPUT VOLTAGE RANGE: 180 ~260VAC, 3¢ 3wire (other system availabe)
AC Inrush CURRENT : cold start 60A at 230VAC

WORKING TEMP.:-10 ~ +50°C@100% —20°C@80%, +65°C@50% LOAD
SAFETY STANDARDS:UL60950, TUV EN60950 approved

WITHSTAND VOLTAGE: I/P-O/P:3KVAC, I/P-FG: 1. 5KVAC, 1 minute
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(x)
31052 SCP-2K4-12 MEAN WELL MEAN WELL_2400W Parallel(N+1) with PFC Function 12v 0~200A +1%
31053 SCP-2K4-15 MEAN WELL MEAN WELL_2400W Parallel(N+1) with PFC Function 15V 0~160A +1%
31054 SCP-2K4-24 MEAN WELL MEAN WELL_2400W Parallel(N+1) with PFC Function 24V 0~100A +1%
31055 SCP-2K4-48 MEAN WELL MEAN WELL_2400W Parallel(N+1) with PFC Function 48V 0~50.0A +1%

e We provide a wide range of products to development and maintenance engineers in all type of business

® |f you cannot find the components you want on the catalogue, please call us.

@) Taiwan:886-3-5753170
Shanghai:021-54151736 Shenzhen:0755-83298787

Centenary Materials

TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655
E-mail: Taiwan:sale@100y. com. tw Shenzhen: 100y@163. com

Shanghai: 86-21-54151736
Shanghai: 86-21-64605107

Shanghai: 100y—-1@163. com
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