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The Hakko 607 soldering gun holder offers excellent stability and support for the Hakko MG series soldering guns.

minimum of movement

Part No. | Dimensions of cleaner Oulor dimensions Weight
607 70x70x15mm 82x95mm Approx, 600g
Part No. Product No. Manufacturer Description Solder Type
39111 HAKKO-607 HAKKO Hakko 607 Soldering Gun Holder MG. SF
FEATURES:

®* Rod-type ceramic heater brings high insulation, and reduces the handle-to-tip distance for faster soldering with a

e Special alloy heating element is printed in the alumina ceramic insulating layer and then sintered to the ceramic
main body, thus completely sealing the heating element off from air, This protects the heating element from
oxidation, and ensures years of trouble-free use.
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Part No. Product No. Manufacturer Description Output power W Length(mm) Suitable voltage
32725 N452P-V11 HAKKO HAKKO DASH Soldering Irons 15W 185mm 110V
32731 N453P-V11 HAKKO HAKKO DASH Soldering Irons 20W 185mm 110V
32733 N454P-V11 HAKKO HAKKO DASH Soldering Irons 25W 192mm 110V
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Part No. Product No. Manufacturer Description Solder Type Handpiece (mm) Length(mm) The range of control temperature ‘C
35420 | T12-B2 HAKKO HAKKO_Soldering Iron Tip(For Lead-Free) HAKKO FM-2025 0.5mm 139mm
39828 | T12-D12 HAKKO HAKKO_Soldering Iron Tip(For Lead-Free) HAKKO FM-2025 12mm 200~450C
Part No. Product No. = Manufacturer Description Output power W' Solder Type ~ Handpiece (mm) Static-proof Y/N
=t ] 39693 T2-12D HAKKO HAKKO_Soldering Tip For Leed Free = 40w 912 1.2mm Y
ﬂv ( 39694 T2-16D HAKKO HAKKO_Soldering Tip For Leed Free = 40w 912 1.6mm Y
V“ 39696 T2-24D HAKKO HAKKO_Soldering Tip For Leed Free = 60w 912 2.4mm Y
36553 T2-2BCF HAKKO HAKKO_Soldering Tip For Leed Free 942 2 Y
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Part No. Product No. Manufacturer Description Solder Type Static-proof Y/N
28563 T2-B HAKKO HAKKO_Soldering Tip For Leed Free 942 Y
®
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