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Soldering & Desoldering

Soldering Station + Available Detailed product specifications are available on: us. 100y. com. tw
Tip Shape

Part No. Product No. Description Solder Type
39742 AES-1BB Soldering Tip For AES-30 AES-30
FEATURES

* Durable japanese-made ceramic heater provides high insulation and low current leakage
e Ergonomic handle protects you from heat

¢ Efficient heating element takes only 15 sec. to melt solder

e Durable long life tip

o Ideal for repairing and maintenance from sheet motal to PC board

Part No. Product No. Description Output power W Handpiece (mm) Length of sorldering iron (mm)
17993 AES-30 Ceramic Constant Temperature Soldering Iron 30W RO.5 46mm

® Power voltage: AC 220V~240V 50Hz e Working type:continuum

e Power consume:55W e Environment temperature: -10~40°C

e Temperature range:200°C~480°C e Environment humidty:40%~92%

e Insulating resistance:2150MO

The range of control

Part No. Product No. Description Output power W . Static-proof Y/N Weight
temperature'C
28936 GJ-947 The Constant Temperature Soldering Iron Station 50W 200~480°C Y 2.5kg
e Power consume: 60W e Soldering:JF-901
e Input voltage: 110-120V/AC e Heat component: AC 24V-60W
* Weight: about 1700g e Dimensions: 170 (L) x120 (W) x105 (H)
Part No. Product No. Description Solder Type The range of control temperature C Static-proof Y/N
23837 JF-901 Soldering Pencil For JF-96 For JF-96 200°C-480°C N
e Power consume: 60W e Soldering: JF-901ESD
e Input voltage: 110-120V/AC e Heat component: AC 24V-60W
* Weight: about 1700g e Dimensions: 170 (L) x120 (W) x105 (H)
Part No. Product No. Description Output power W Solder Type Length of sorldering iron (mm) Static-proof Y/N Weight
14673 JF-96-IRO(ESD) ESD Soldering Iron For JF-96 60W/110V JF-96 203mm Y 120g
Part No. Product No. Description Solder Type
27297 JF-96P+N JF96 metal sleeve+screw cap JF96
24673 JF-PCT JF soldering iron plastic screw cap

JF-96P+N JF-PCT

. Length of
Part o Handpiece )
Product No. ~ Description = Solder Type sorldering
No. (mm) )
iron (mm)
15850 OA-900M-T-B S99 5ag3giuFes | 0.5mm | 43mm
Iron Tip
3118 | OA-000M-T-I| 0% | ag3guFes | 02mm | 42mm
Iron Tip
Part No. Product No. = Description Output power W
17092 P-20N High Speed Heat Constant temp. Soldering Iron- RoHS 20W
15632 P-30N Constant Temperature Soldering Iron 30W
®
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