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Environmental Monitoring

Light Measurement

Part No. Product No.

20542 CHY-731

Detailed product specifications are available on: us. 100y. com.

Manufacturer

Chy

Description

Digital Light Meter

tw

SAMPLING SPEED

® Sampling rate: 2.5 times per second for
digital display

ACCESSORIES

e Instruction manual

e Carrying case

* 9V Battery x 1 pc
e3¢ plug (DL-202)

POWER SUPPLY

® Battery type : 9V NEDA 1604, IEC 6F22, JIS 006P x 1 pc

« Battery life : about 200 hours

OPERATION CONDITION

e Operating Temperature & Humidity: -10°C ~ 40°C, 0%~ 80%RH.

® Storage Temperature & Humidity: -10°C ~ 50°C, 0%~ 70%RH.
DIMENSION

* Meter size : 130x55x38mm (LxWxH)

® Sensor size: 125x66x35mm (LxWxH)

e Weight : about 2509 (including battery)

Part No. Product No. Manufacturer Description
16234 DL-201 TENMARS Lux/Fc Light METER
DISPLAY SPECIFICATIONS

® 3 ' digits LCD with maximum reading 2000
e Overload indication:LCD will show “OL”in
the left highest position

e Low battery indication:replace battery

immediately when LCD displays” ’
POWER SUPPLY

® Battery type:9V NEDA 1604, IEC 6F22, JIS 006Px1pc

e Battery life:about 200 hours
DIMENSION

® Meter size: 130x55x38mm (LxWxH)

® Sensor size: 125x66x35mm (LxWxH)
e Weight: about 2509 (including battery)

Part No. Product No.

39927 DL-202

Sensor Silicon photodiode and filter

20(TM-202),200, 2000, 20000, 200000Lux
20, 200, 2000, 200000 footcandles

Measuring range

Accuracy
+8% (other visible light source, TM-201)
+6% (other visible light source, TM-202)

+3% (Calibrated to standard incandescent lamp 2856°K)

Angle deviation from cosine 30° 20
characteristics 60° +6%
80° +25%
Manufacturer Description
TENMARS Lux/Fc Light METER

FEATURES
¢ Professional light meter

« Tiny bone shape with lightweight and small size case disign are suitable for handling with one hand
« Wristlet design provides extra protection to the instrument especially for user one hand operation

¢ Exclusive photo diode and color correction filter light sensor, spectrum meets C. I. E. photopic

« Build in microprocessor circuit assures excellent performance and accuracy

« Concise and compact buttons arrangement, easy operation

* Memorize the maximum and minimum value with recall
« Lux/Feet-cadle selectable by pressing button on the front panel

e Zero button design makes light meter calibration
* Hold function to freeze the current reading value

Part No. Product No. Manufacturer Description
38879 LM-81LX LUTRON LIGHT METER
Part No. Product No. Manufacturer Description
7566 LX-101 LUTRON Digital Light Meter
FEATURES

* Precise and easy readout
¢ High accuracy in measuring

¢ LSI-circuit use provides high reliability and durability
¢ Pernits a wide range of light measurements

In build LOW BATTERY indicator

Auto zero adjustment

LCD display provides low power consumption
Compact, light-weight, and excellent operation

Part No. Product No. Description
20554 MLM-1010 Light Measurement
®
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