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e AC/DC Current: 0. 1A~200. 0A 2%

e AC/DC Voltage:0V~600V 0. 8%
— e Resistance: 0. 1~200. OMQ £1%

e Size:176x60x35mm

Part No. Product No. Manufacturer Description

38750 FT-9950 LUTRON AC/DC FORK CURRENT TESTER

e Voltage: DC 600V, AC 450V
e AC Current: AC 2A/20A/200A/600A
e Size:198Hx63Wx28D mm

Part No. Product No. Manufacturer Description

29294 HA-8200 HILA Digital Clamp Meter

®* 1000 A, clamp aperture: 33 mm(1.30in) dia.

e Light 100 g(3.50z), and Slim 16 mm(0.63 in)

e Independent-opening double-lever design

e Slim body design, allows easy clamping even for naconductors

® No metal (iron core) exposure, ensuring enhanced

Part No. Product No. Manufacturer Description

13073 HIOKI-3280 HIOKI Digital AC/DC Clamp Meter

e AC voltage:200V/750V

e AC Current: 200A/600A

e Resistance: 0~2000Q

e Frequency test: AUTO 5MHz

Part No. Product No. Manufacturer Description

42293 KILTER2000 KILTER AC/DC Clamp Meter

Part No. Product No. Manufacturer Description
18631 KILTER2003 KILTER AC/DC Clamp Meter
27361 KILTER2005 KILTER Clamp Meter
e AC Current: 600A e DC Voltage: 600V
¢ DC Current: 600A ®* Frequency:400KHz
* AC Voltage: 600V ® Resistance: 200KQ
Part No. Product No. Manufacturer Description
27360 KILTER2100 KILTER AC/DC Clamp Meter
FUNCTIONS DISPLA.Y. . . . .
. * 31/2 digits LCD with maximum reading 1999, Plus decimal
*Auto range, Auto power off (10 minutes) point,unit symbol indication.
*Function keys: Data Hold, Range Hold. « Polarity indication: Automatic polarity, “-” display for
-Test Ranges: DCV, ACV, ACA, DCV, Q, Diode, Continuity. negative input.
«The maximum conductor size is 30mm . Overllt?ad indication: LCD will show “OL” in the upper left
. FURASS et ) position.
When impedance in circuit is below 25Q, the buzzer will sound. - Low battery indication: Replace battery when LCD display
*Double injection
DIMENSION POWER SUPPLY
+ Size: 205 x 64 x 39mm (L x W x H) + Battery type: RO3 (AB)/SIZE AAA 1.5V/UM4 battery x 2pcs
* Weight: About 2809 (including battery) « Battery life: 200 hours approx. (alkalinebattery recommended)
Part No. Product No. Manufacturer Description
18175 TM-1012 TENMARS Digital AC Clamp-on Meter
®
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