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High Temperature Teflon Silver Copper Wires

Conductor:
Silver plated copper. (Optional conductor with nickel plated copper and silver or nickel plated high-

Part No.
33315
28598
28096
32224
28756
28597
28097
32223
28755
16539
16540
31417
31418
20011
20089
3008
32228
32227
20090
32230
32229
14916
15044
15046
15045
15050
15052
15051
8496
15204
15206
32002
13323

Product No.
20-TE-728-2
22-TE-730-0
22-TE-730-0-1000Ft
22-TE-730-0-100Ft
22-TE-730-0-500Ft
22-TE-730-2
22-TE-730-2-1000Ft
22-TE-730-2-100Ft
22-TE-730-2-500Ft
22-TE-730-4
22-TE-730-9
24-TE-732-0
24-TE-732-2
26-TE-734-0
26-TE-734-2
26-TE-734-2-1000Ft
26-TE-734-2-100Ft
26-TE-734-2-500Ft
26-TE-734-6
26-TE-734-6-100Ft
26-TE-734-6-500Ft
28-TE-736-0
28-TE-736-0-1000FT
28-TE-736-0-100FT
28-TE-736-0-500FT
28-TE-736-2-1000FT
28-TE-736-2-100FT
28-TE-736-2-500FT
28-TE-736-6
28-TE-736-6-1000Ft
28-TE-736-6-100Ft
30-TE-738-8
TEO015-10

strength Copper alloys are also available)

Insulation:

® Extruded PTFE with a nominal wall thickness of. 010 inch (. 254 millimeter) .
® Sodium napthalene etched surfaced are available for bondability.

Identification:

e Surface printing in accordance with Mil-W-16878 if requested.

Manufacturer Description

THERMAX High Temperature Teflon Silver Copper Wires
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High Temperature Teflon Silver Copper Wires

AWG
20
22
22
22
22
22
22
22
22
22
22
24
24
26
26
26
26
26
26
26
26
28
28
28
28
28
28
28
28
28
28
30
30

THERMAX/CDT#=

A Subsidiary of CABLE DESIGN TECHNOLOGIES

color
Red
Black
Black
Black
Black
Red
Red
Red
Red
Yellow
White
Black
Red
Black
Red
Red
Red
Red
blue
blue
blue
Black
Black
Black
Black
Red
Red
Red
Blue
blue
blue
Gray
Blue

Length/Reel
2200Ft/R
2500 F/R
1000 F¥R
2500 F/R
2500 F/R
2500Ft/R
1000 F/R
2500 F/R
2500 F/R
2500Ft/R
2500Ft/R
2500Ft/R
2500Ft/R
4000Ft/R
4000Ft/R
1000 F¥R
4000Ft/R
500Ft/R
4000Ft/R
4000Ft/R
500Ft/R
5000 F/R
1000 F/R
1000 F/R
500 Ft/R
1000 F/R
100 F/R
500 Ft/R
5000 F/R
1000 F/R
100 Ft/R
4000Ft/R
5000FT/R

Temp. C
200°C
200°C
200°C
200°C
200°C
200°C
200°C
200°C
200°C
200C
200°C
200°C
200C
200°C
200°C
200C
200°C
200°C
200C
200°C
200°C
200°C
200°C
200°C
200°C
200°C
200°C
200°C
200°C
200°C
200°C
200C
200°C

Detailed product specifications are available on: us. 100y. com. tw

Voltage Rating
600V
600V
600V
600V
600V
600V
600V
600V
600V
600V
600V
600V
600V
600V
600V
600V
600V
600V
600V
600V
600V
600V
600V
600V
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600V
600V
600V
600V
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600V

Silicone Rubber Insulated Single Glass Fiber Braided Wire
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Part No.
23382
8815
23381
23380
8816
23378
23379
8847
23383
8849
8848
23386
23384
23385
28209
28869
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Product No.
RS-GE-0.3SQ- White
RS-GE-0.3SQ- Red
RS-GE-0.3SQ- Blue
RS-GE-0.5SQ- White
RS-GE-0.5SQ- Red
RS-GE-0.75SQ- White
RS-GE-0.75SQ- Red
RS-GE-0.75SQ- Blue
RS-GE-1.25SQ- White
RS-GE-1.25SQ- Red
RS-GE-1.25SQ- Blue
RS-GE-2.0SQ- White
RS-GE-2.0SQ- Red
RS-GE-2.0SQ- Blue
RS-GE-5.5SQ- White
RS-GE-8.0SQ- White

General:

Applications:

incontinuoysly working temperature ) and cold resistance (-60°c) are essential.’

Description

Silicone Rubber Signal Glass Fiber Braided Wire
Silicone Rubber Signal Glass Fiber Braided Wire
Silicone Rubber Signal Glass Fiber Braided Wire
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Silicone Rubber Signal Glass Fiber Braided Wire
Silicone Rubber Signal Glass Fiber Braided Wire
Silicone Rubber Signal Glass Fiber Braided Wire
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Silicone Rubber Signal Glass Fiber Braided Wire
Silicone Rubber Signal Glass Fiber Braided Wire
Silicone Rubber Signal Glass Fiber Braided Wire
Silicone Rubber Signal Glass Fiber Braided Wire
Silicone Rubber Signal Glass Fiber Braided Wire
Silicone Rubber Signal Glass Fiber Braided Wire
Silicone Rubber Signal Glass Fiber Braided Wire
Silicone Rubber Signal Glass Fiber Braided Wire

Size(SQ)

0.3
0.3
0.3
0.5
0.5
0.75
0.75
0.75
1.25
1.25
1.25
2.0
2.0
2.0
5.55Q
8.0

color
White
Red
Blue
White
Red
White
Red
Blue
White
Red
Blue
White
Red
Blue
White
White

Length/Reel
500M/R
500M/R
500M/R
500M/R
500M/R
400M/R
400M/R
400M/R
200M/R
200M/R
200M/R
200M/R
200M/R
200M/R
100M/R
100M/R

® Wiring and leads which require flexibility, including the wiring material for moving parts.

Temp. C
180°C
180°C
180°C
180°C
180°C
180°C
180°C
180°C
180°C
180°C
180°C
180°C
180°C
180°C
180°C
180°C

Recently silicone rubber products have been remarkably growing in every in every industrial sector. This is
because silicone is an excellent material in terms of heat resistance cold resistance, electrical characteristic,
flexibility, coloring property, and so on. The silicone rubber is extruded/coated onto thewire to produce the
silicone rubber insulated wire, which enjoys a wide range of application.

e Wiring for the household electric appplicances and automotive parts to which heat resistance (180°c

Tinned copper
30/0.18
30/0.18
30/0.18
20/0.18
20/0.18
30/0.18
30/0.18
30/0.18
50/0.18
50/0.18
50/0.18

35/0.45
50/0.45

®
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http://us.100y.com.tw/US-Catalog-pdf/03-02.pdf
http://us.100y.com.tw/US-Catalog-pdf/03-02.pdf
http://us.100y.com.tw/VSProductClass.asp?Mat3=03AA29
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/33315.htm
http://us.100y.com.tw/PNoInfo/33315.htm
http://us.100y.com.tw/PNoInfo/33315.htm
http://us.100y.com.tw/PNoInfo/28598.htm
http://us.100y.com.tw/PNoInfo/28096.htm
http://us.100y.com.tw/PNoInfo/32224.htm
http://us.100y.com.tw/PNoInfo/28756.htm
http://us.100y.com.tw/PNoInfo/28597.htm
http://us.100y.com.tw/PNoInfo/28097.htm
http://us.100y.com.tw/PNoInfo/32223.htm
http://us.100y.com.tw/PNoInfo/28755.htm
http://us.100y.com.tw/PNoInfo/16539.htm
http://us.100y.com.tw/PNoInfo/16540.htm
http://us.100y.com.tw/PNoInfo/31417.htm
http://us.100y.com.tw/PNoInfo/31418.htm
http://us.100y.com.tw/PNoInfo/20011.htm
http://us.100y.com.tw/PNoInfo/20089.htm
http://us.100y.com.tw/PNoInfo/3008.htm
http://us.100y.com.tw/PNoInfo/32228.htm
http://us.100y.com.tw/PNoInfo/32227.htm
http://us.100y.com.tw/PNoInfo/20090.htm
http://us.100y.com.tw/PNoInfo/32230.htm
http://us.100y.com.tw/PNoInfo/32229.htm
http://us.100y.com.tw/PNoInfo/14916.htm
http://us.100y.com.tw/PNoInfo/15044.htm
http://us.100y.com.tw/PNoInfo/15046.htm
http://us.100y.com.tw/PNoInfo/15045.htm
http://us.100y.com.tw/PNoInfo/15050.htm
http://us.100y.com.tw/PNoInfo/15052.htm
http://us.100y.com.tw/PNoInfo/15051.htm
http://us.100y.com.tw/PNoInfo/8496.htm
http://us.100y.com.tw/PNoInfo/15204.htm
http://us.100y.com.tw/PNoInfo/15206.htm
http://us.100y.com.tw/PNoInfo/32002.htm
http://us.100y.com.tw/PNoInfo/13323.htm
http://us.100y.com.tw/main Frame.asp?=03AB
http://us.100y.com.tw/PNoInfo/23382.htm
http://us.100y.com.tw/PNoInfo/23382.htm
http://us.100y.com.tw/PNoInfo/23382.htm
http://us.100y.com.tw/PNoInfo/8815.htm
http://us.100y.com.tw/PNoInfo/23381.htm
http://us.100y.com.tw/PNoInfo/23380.htm
http://us.100y.com.tw/PNoInfo/8816.htm
http://us.100y.com.tw/PNoInfo/23378.htm
http://us.100y.com.tw/PNoInfo/23379.htm
http://us.100y.com.tw/PNoInfo/8847.htm
http://us.100y.com.tw/PNoInfo/23383.htm
http://us.100y.com.tw/PNoInfo/8849.htm
http://us.100y.com.tw/PNoInfo/8848.htm
http://us.100y.com.tw/PNoInfo/23386.htm
http://us.100y.com.tw/PNoInfo/23384.htm
http://us.100y.com.tw/PNoInfo/23385.htm
http://us.100y.com.tw/PNoInfo/28209.htm
http://us.100y.com.tw/PNoInfo/28869.htm

High Voltage Resistant Wire

UL3239-22AWG-W
UL3239-22AWG-K
UL3239-22AWG-R
UL3239-22AWG-W
UL3239-22AWG-W

UL3239-22AWG-20kV-B
UL3239-22AWG-20kV-R
UL3239-22AWG-10KV-R
UL3239-22AWG-10KV-B

wiwie Ly g

UL3239-22AWG-20kV-W
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Detailed product specifications are available on:

us. 100y. com. tw

Features:
Excellent heat and cold resistance: use range from-60°C to 150°C
Electric Character:

® Nominal voltage:3KVDC, 6KVDC. @ Test voltage: 150V @ Flame Test: VW-1, FT-2
® Temperature: -60°C+150°C @ Conductor: Tincoated copper

Application:

Flexible coresilicone rubber insulated cable are equipped with excellent character istic for resistance of high
temprature and humidity, high voltage, and burning. The quality is high reliability and nice for house hold
appliances, micro-wave oven, neonlamps, facsimile, duplicator, printer, MONITOR. SCANNER and TV. etc

Application-matching variety

FLEX RAD HV is available in seven voltage ratings, 5kV to 40kV, so it is easily matched to your applications
with out expensive “overkill”. There is no need, for example, to substitute a 15kV wire in a 5kV application.

Saving fup to 20% incost, space requirement and wire weight are possible by specifying the right FLEX RAD
HV for each job.

Superior production properties

The excellent properties of FLEX RAD HV makes it easy to use in tight places. Its tough irradiated polyethy-
lene insulation resists shrink-back and melting. even when indirect contact with a soldering iron.

Excellent performance characteristics
FLEX RAD HV has high resistance to a brasion, deformation, cut through and chemical attack

Application
Inside wining for a variaty of house hold appliances, micro-wave oven, neon lamps fascimile, duplicator

Part No.
19676
19677
26834
24083
33690
14542
11353
26725
23649

Product No.
UL3239-22AWG-10KV-B
UL3239-22AWG-10KV-R
UL3239-22AWG-20kV-B
UL3239-22AWG-20kV-R
UL3239-22AWG-20kV-W
UL3239-22AWG-3kV-R
UL3239-22AWG-3kV-W
UL3239-22AWG-6kV-W
UL3239-22AWG-3kV-B

Description AWG Color Length/Reel Thermal Rating ‘C Voltage Cond. No./mm
UL3239 High Voltage Tin-plating Wire 22AWG Black 200M/R 200C 10KVDC 19/0.15
UL3239 High Voltage Tin-plating Wire 22AWG Red 200M/R 200°C 10KVDC 19/0.15
UL3239 High Voltage Tin-plating Wire 22AWG Black 200M/R 200°C 20KVDC 19/0.15
UL3239 High Voltage Tin-plating Wire 22AWG Red 200M/R 200°C 20KVDC 19/0.15
UL3239 High Voltage Wire 22AWG White 200M/R 150°C 20kVDC 22/0.14
UL3239 High Voltage Wire 22AWG Pink 610M/R 150°C 3KVDC

UL3239 High Voltage Wire 22AWG White 610M/R 150°C 3KVDC

UL3239 High Voltage Wire 22AWG White 305M/R 150°C 6KVDC

UL3239 High Voltage Wire 22AWG Black 610M/R 200C 3KVDC

THERMAX High

2

Part No. Product No.

15066 22-TE-1934-0
39750 22-TE-1934-0
15071 22-TE-1934-2
15085 28-TE-1940-6

Item information

=== f these wires, restricts their usage to
low-voltage applications. "I‘l | LRM A XXCDT@,:_
A Subnpdtary of CABLE DESIGN TECHNOLOGIES
Manufacturer Description AWG Color Reel Length Temp. C Voltage Rating
THERMAX Mil-W-16878/4 22 Black 2500 F/R 200°C 600V
THERMAX Mil-W-16878/4 22 Black 2600 F/R 200°C 600V
THERMAX Mil-W-16878/4 22 Red 2500 Ft/R 200°C 600V
THERMAX Mil-W-16878/4 28 Blue 2500 F/R 200°C 600V

Temperature Teflon Silver Copper Wires

Thin-wall extruded PTFE (Polytetrafluoroethylene)insulation for weight and space savings,
The very thin wall insulation for weight and space savings, The very thin wall insulation

High Temperature Teflon Silver Copper Wires

L

Part No. Product No.
33643 136-81
40567 30-TE-122-0
32004 30-TE-130-0

Item information

MIL-W-1687814 (typeE) wires have extrudede PTFE insulation (medium wall thickness) for high-temperature
applications. PTFE insulation offers high reliability with excellent thermal stability and chemical resistance

THERMAX /CDT#=

A Sutnpdioery of CABLE DESIGN TECHNOLOGIES

Manufacturer Description AWG Color Reel Length Temp. C Voltage Rating
High Temperature Teflon Silver Copper Wires

THERMAX High Temperature Teflon Silver Copper Wires 22 Black 2500Ft 200°C 600V

THERMAX High Temperature Teflon Silver Copper Wires 30 Black 1525M 200°C 600V

mT—

Centenary Materials
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http://us.100y.com.tw/US-Catalog-pdf/03-01.pdf
http://us.100y.com.tw/US-Catalog-pdf/03-01.pdf
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http://us.100y.com.tw/US-Catalog-pdf/03-03.pdf
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http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/23649.htm
http://us.100y.com.tw/PNoInfo/23649.htm
http://us.100y.com.tw/PNoInfo/19677.htm
http://us.100y.com.tw/PNoInfo/19677.htm
http://us.100y.com.tw/PNoInfo/33690.htm
http://us.100y.com.tw/PNoInfo/19676.htm
http://us.100y.com.tw/PNoInfo/26834.htm
http://us.100y.com.tw/PNoInfo/24083.htm
http://us.100y.com.tw/PNoInfo/33690.htm
http://us.100y.com.tw/PNoInfo/14542.htm
http://us.100y.com.tw/PNoInfo/11353.htm
http://us.100y.com.tw/PNoInfo/26725.htm
http://us.100y.com.tw/VSProductClass.asp?Mat3=03AD
http://us.100y.com.tw/VSProductClass.asp?Mat3=03AE
http://us.100y.com.tw/PNoInfo/15066.htm
http://us.100y.com.tw/PNoInfo/15066.htm
http://us.100y.com.tw/PNoInfo/15066.htm
http://us.100y.com.tw/PNoInfo/39750.htm
http://us.100y.com.tw/PNoInfo/15071.htm
http://us.100y.com.tw/PNoInfo/15085.htm
http://us.100y.com.tw/PNoInfo/33643.htm
http://us.100y.com.tw/PNoInfo/33643.htm
http://us.100y.com.tw/PNoInfo/33643.htm
http://us.100y.com.tw/PNoInfo/40567.htm
http://us.100y.com.tw/PNoInfo/32004.htm
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LeOFlon_FEP Teflon ngh Temp- Detailed product specifications are available on: us. 100y. com. tw
Wire UL AWM Style #1332

Specification

Conductor:

Solid and stranded Tinned Copper
Insulation:

FEP TEFLON Wall Thickness: 0. 33mm
Temperature Rating: UL200°C

Voltage Rating: UL300V

Colors: White, Red, Orange, Yellow, Gerren, Blue, Black, Gray, Brown, Violet

Part No. Product No. Manufacturer = Description AWG/Stranding No. Color Reel Length  Temp. 'C Voltage Rating
28919  AW-FEP-18/7-4  LeoFlon UL1332 FEP High Temperature Teflon Tined Copper Twisted Cable #18(7/0.404) Blue 610M/R 200°C 300V
17860 = AW-FEP-20/7 LeoFlon UL1332 FEP High Temperature Teflon Tined Copper Twisted Cable #20/7 White 610M/R 200C 300V
17861 | AW-FEP-20/7-1 = LeoFlon UL 1332 FEP High Temperature Teflon Tined Copper Twisted Cable #2017 Black 610M/R 200°C 300V
17859  AW-FEP-20/7-2 = LeoFlon UL1332 FEP High Temperature Teflon Tined Copper Twisted Cable #2017 Red 610M/R 200°C 300V
17863  AW-FEP-20/7-7 = LeoFlon UL 1332 FEP High Temperature Teflon Tined Copper Twisted Cable #2017 Yellow 610M/R 200°C 300V
17862  AW-FEP-20/7-8  LeoFlon UL1332 FEP High Temperature Teflon Tined Copper Twisted Cable #20/7 Green 610M/R 200°C 300V
26017 = AW-FEP-22/7 LeoFlon UL1332 FEP High Temperature Teflon Tined Copper Twisted Cable #22/(7/0.254) White 610M/R 200°C 300V
28079  AW-FEP-22/7-2 = LeoFlon UL1332 FEP High Temperature Teflon Tined Copper Twisted Cable #22/(7/0.254) Red 610M/R 200C 300V
22078  AW-FEP-22/7-4  LeoFlon UL1332 FEP High Temperature Teflon Tined Copper Twisted Cable #22/(7/0.254) Green 610M/R 200°C 300V
22454  AW-FEP-22/7-6 = LeoFlon UL1332 FEP High Temperature Teflon Tined Copper Twisted Cable #22/(7/0.254) Blue 610M/R 200C 300V
17856 = AW-FEP-24/7-1 = LeoFlon UL 1332 FEP High Temperature Teflon Tined Copper Twisted Cable #24/(7/0.2) Black 610M/R 200°C 300V
17855  AW-FEP-24/7-3 = LeoFlon UL1332 FEP High Temperature Teflon Tined Copper Twisted Cable #24/(7/0.2) Blue 610M/R 200C 300V
22455  AW-FEP-24/7-7  LeoFlon UL 1332 FEP High Temperature Teflon Tined Copper Twisted Cable #24/(7/0.2) White 610M/R 200°C 300V
17853 = AW-FEP-24/7-9-0 LeoFlon UL1332 FEP High Temperature Teflon Tined Copper Twisted Cable #24/(7/0.2) Red 610M/R 200°C 300V
28078  AW-FEP-24/S-1  LeoFlon UL1332 FEP High Temperature Teflon Tined Copper Twisted Cable #24/(1/0.51) Black 610M/R 200°C 300V

Telephone cables
28 Awg Flat Telephone Cable

Detailed product specifications are available on: us. 100y. com. tw

—

MN4C-4G MN6C-4G MN8C-4G

Information
e Stranded tinned or bare copper coductor e Color —coded polypropylene insulation e Cores laid parallel to forming a flat or pairs
e Under Aluminum/Mylar foil e PVC jacket e Passed UL VW-1 vertical flame test

Part No. Product No. Description Size (mm) No. Conductors Length/Reel

2965 MN4C-4G 28Awg Flat Telephone Cable 28 AWG 7/0.12 mm 152 M/IR

13790 MN6C-4G 28Awg Flat Telephone Cable 28 AWG 7/0.12 mm 152 M/IR

2966 MN6C-4G 28Awg Flat Telephone Cable 28 AWG 7/0.12 mm 152 MIR

2967 MN8C-4G 28Awg Flat Telephone Cable 28 AWG 7/0.12 mm 152 M/IR

Modular Telephone Cable

£ : s

M-0652C M-054C MA052P
Information
® Material of insulation Polyvinyl-chloride (PVC) ® Tinned annealed copper wire ® Sigle core cable
Part No. Product No. Description Size mm No. Conductors Length/Reel
40501 M-0510C Modular Telephone Cable 0.5m/m 10C 100M/R
2968 M-054C Modular Telephone Cable 0.5m/m 4C 100M/R
2287 M-0652C Modular Telephone Cable 0.65m/m 2C 100M/R
32172 MAO052P Digital Telephone Cable 0.5m/m 2P 200M/R
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 3-3
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
E-mail : Taiwan :us_sale@100y.com.tw Shenzhen : 100y@163.com Shanghai: 100y-1@163.com
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http://us.100y.com.tw/PNoInfo/27860.htm
http://us.100y.com.tw/PNoInfo/17861.htm
http://us.100y.com.tw/PNoInfo/17859.htm
http://us.100y.com.tw/PNoInfo/17863.htm
http://us.100y.com.tw/PNoInfo/17862.htm
http://us.100y.com.tw/PNoInfo/26017.htm
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Ribbon/IDC Cables

ELECTRONIC CHARACTERISTICS:

® Spark test: 2500V

® Dielectric strength test: Minimum 2KV in 1 minute
® Conductor resistance: Maximum 237Q/km

INSULATION:
® Material of insulation: polyviny chloride (PVC) gray

® |nsulation resistance: Minimum 100MQ-km

e Capacity: 56pF/m(G-S-G)
e Inductance: 1. 45uH/m

® Characteristic Impedance:90Q (G-S-G)

e Insulation thickness average:9 mil.
e Minimum insulation thickness:7 mil

PHYSICAL PROPERTIES:

Detailed product specifications are available on: us. 100y. com. tw

28-30 AWG Gray Flat Ribbon Cable

sp U 164-44P ® Propagation delay time:4. 65ns/m After7 days ‘T’”r bven at 136°C o,
g @L RC-20-G100 ® Average tensile strength: 1500 Ibs/inch
® Percent of original: 70% at least
ELECTRONIC CHARACTERISTICS: e Average elongation:200%
e H . 0
= = o Spark test: 2500V e percent of original:65% at least
: e Dielectric strength test: Minimum 2KV in 1 minute
S nredal i L EaT iy TS ® Conductor resistance: Maximum 237Q/km
e Insulation resistance: Minimum 100MQ-km
: USAGE:
e Capacity: 44pF/m(G-S-G) Int | tion i t duplicat .
o Inductance: 1. 45uH,/m nr: err?iia1 conlnect:rlonr} in c::}mpui:trsr,f up |cardors,nz(ajx
e Characteristic Impedance: 105Q (G-S-G) achines, electronic games, interrace caras a
) : many other electronic equipment and devices.
N sp e Propagation delay time: 4.2ns/m
(o]
Part No. Product No. Description Num. Of Cores Length/Reel Temp.C  Cond. Size AWG UL Style/Flame Class Volt. Pitch(mm)
29713 HM-068L05000FT| 30 AWG Gray Flat Ribbon Cable 68P 500Ft/152.5M 105 30 UL2678 150V 0.635mm
29714 HM-080L05000FT| 30 AWG Gray Flat Ribbon Cable 80P 500Ft/152.5M 105 30 UL2678 150V 0.635mm
8551 HM-68 30 AWG Gray Flat Ribbon Cable 68P 100Ft/30.5M 105 30 20080 VW-1 150V 0.635mm
| 12713 _ 164-44P | 28AWG Gray Flat Ribbon Cable 44P 100Ft(30.5M)/R 105 28 2651/VW-1 300V 1.0mm
2979 RC-14-G100 28AWG Gray Flat Ribbon Cable 14P 100Ft(30.5M)/R 105 28 2651 VW-1 300V 1.27mm
2980 RC-16-G100 28AWG Gray Flat Ribbon Cable 16P 100Ft(30.5M)/R 105 28 2651 VW-1 300V 1.27mm
2981 RC-20-G100 28AWG Gray Flat Ribbon Cable 20P 100Ft(30.5M)/R 105 28 2651 VW-1 300V 1.27mm
2982 RC-24-G100 28AWG Gray Flat Ribbon Cable 24P 100Ft(30.5M)/R 105 28 2651 VW-1 300V 1.27mm
[ 2083 RC-25-G100 28AWG Gray Flat Ribbon Cable 25P 100Ft(30.5M)/R 105 28 2651 VW-1 300V 1.27mm
2984 RC-26-G100 28AWG Gray Flat Ribbon Cable 26P 100Ft(30.5M)/R 105 28 2651 VW-1 300V 1.27mm
2985 RC-30-G100 28AWG Gray Flat Ribbon Cable 30P 100Ft(30.5M)/R 105 28 2651 VW-1 300V 1.27mm
2987 RC-34-G100 28AWG Gray Flat Ribbon Cable 34P 100F(30.5M)/R 105 28 2651 VW-1 300V 1.27mm
2988 RC-40-G100 28AWG Gray Flat Ribbon Cable 40P 100Ft(30.5M)/R 105 28 2651 VW-1 300V 1.27mm
2989 RC-50-G100 28AWG Gray Flat Ribbon Cable 50P 100Ft(30.5M)/R 105 28 2651 VW-1 300V 1.27mm
2990 RC-60-G100 28AWG Gray Flat Ribbon Cable 60P 100Ft(30.5M)/R 105 28 2651 VW-1 300V 1.27mm
2991 RC-64-G100 28AWG Gray Flat Ribbon Cable 64P 100Ft(30.5M)/R 105 28 2651 VW-1 300V 1.27mm
PHYSICAL PROPETIES: ELECTRONIC CHARACTERISTICS:
e After 7 days air oven at 136°C o Spark test: 2500V
o Average tensile strengh:1500lbs/inch? e Dielectric strength test: Minimum 237Q/km
e Percent of or iginal: 70% at least o Insulation resistance: Minimum 100MQ/km
® Average elongation:200% e Capat_:lty:40pF/m
® Percent of or iginal:65% at least * Inducignce . 45uH/m
ginal:boh e Impedance: 100ft
® Propagation Delay Time:4. 2ns/m
USAGE: pag y /
Appliance wiring material suitable for use on COLOR:
internal wiring of electronic equipment. Ten colors repeat
Part No.  Product No. Description Num. Of Cores Length/Reel Temp.C = Cond. Size AWG UL Style/Flame Class Volt. Pitch(mm)
2993 RC-10-C 28AWG Mutlicolor Flat Ribbon Cable 10P 100F/30.5M = 105 28 20029 VW-1 300V 1.27
2994 RC-14-C 28AWG Mutlicolor Flat Ribbon Cable 14P 100F/30.5M = 105 28 20029 VW-1 300V 1.27
2995 RC-16-C 28AWG Mutlicolor Flat Ribbon Cable 16P 100Ft/30.5M = 105 28 20029 VW-1 300V 1.27
2996 RC-20-C 28AWG Mutlicolor Flat Ribbon Cable 20P 100Ft/30.5M = 105 28 20029 VW-1 300V 1.27
2997 RC-25-C 28AWG Mutlicolor Flat Ribbon Cable 25P 100Ft/30.5M = 105 28 20029 VW-1 300V 1.27
2998 RC-26-C | 28AWG Mutlicolor Flat Ribbon Cable 26P 100Ft/30.5M = 105 28 20029 VW-1 300V 1.27
|2999 RC-30-C 28AWG Mutlicolor Flat Ribbon Cable 30P 100F/30.5M = 105 28 20029 VW-1 300V 1.27
3000 RC-34-C 28AWG Mutlicolor Flat Ribbon Cable 34P 100F/30.5M = 105 28 20029 VW-1 300V 1.27
3001 RC-40-C 28AWG Mutlicolor Flat Ribbon Cable 40P 100Ft/30.5M = 105 28 20029 VW-1 300V 1.27
3002 RC-50-C 28AWG Mutlicolor Flat Ribbon Cable 50P 100F/30.5M = 105 28 20029 VW-1 300V 1.27
8550 RC-60-C 28AWG Mutlicolor Flat Ribbon Cable 60P 100Ft/30.5M = 105 28 20029 VW-1 UL2651 300V 1.27
12940 RC-64-100 28AWG Mutlicolor Flat Ribbon Cable 64P 100Ft/30.5M = 105 28 20029 VW-1 300V 1.27

TEL:
FAX:

Taiwan:886-3-5753170
Taiwan:886-3-5753172

E-mail : Taiwan :us_sale@100y.com.tw

] Centenary Materials

Shenzhen:86-755-83298787
Shenzhen:86-755-83640655
Shenzhen: 100y@163.com

Shanghai: 86-21-54151736
Shanghai: 86-21-64605107
Shanghai: 100y-1@163.com
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3M 28 AWG Gray
Ribbon Cable

Flat

INFORMATION:

® Color: Gray

e Application: Standard applications
® Conductor type: Stranded
® Insulation material: PVC

e First conductor marking: Red

e Propagation:4. 59ns/m

e V/oltage rating: 300

e Temperature rating: -20°C+105°C
e Approvals: UL E42769/2651CSA

i 3H HU e Insulation resistance (Q/3m) :>1%10" ,
e Length(m):30. 48&91. 44 LI
e Impedanc: 108Q '
N YO R o
° e Inductance: 0. 59uH/m syt L
Part No. Product No.  Manufacturer =~ Description Num. Of Cores  Length/Reel = Temp.C Cond. Size AWG UL Style/Flame Class  Volt.
40191 3365S/64 3M 3M? Round Conductor Flat Cable 64P 100Ft/30.5M = 105 28 UL2651/ E42769 300V
28929 3517/26 3M 3M_Shielded/Jacketed , Flat Cable 26P 100Ft/30.5M = 80 28 E118773 300V
28928 3517/50 3M 3M_Shielded/Jacketed , Flat Cable 50P 100Ft/30.5M = 80 28 E118773 300V
9935 (C3365/10 3M 3M 28 AWG Gray Flat Ribbon Cable 10P 100Ft/30.5M = 105 28 UL2651/ E42769 300V
9934 (C3365/26 3M 3M 28 AWG Gray Flat Ribbon Cable 26P 100Ft/30.5M = 105 28 UL E42769/2651 300V
3003 C3365/34 3M 3M 28 AWG Gray Flat Ribbon Cable 34P 100Ft/30.5M = 105 28 UL2651/ E42769 300V
3004 C3365/40 3M 3M 28 AWG Gray Flat Ribbon Cable 40P 100Ft/30.5M = 105 28 UL E42769/2651 300V
3005 C3365/50 | 3M 3M 28 AWG Gray Flat Ribbon Cable 50P 100Ft/30.5M = 105 28 UL E42769/2651 300V
(8533 casesiea | am 3M 28 AWG Gray Flat Ribbon Cable | 64P 100Ft/30.5M | 105 28 UL2651/ E42769 300V

Detailed product specifications are available on: us. 100y. com. tw

Pitch(mm)
1.27
1.27
1.27
1.27
1.27
1.27
1.27
1.27
1.27

3M_28AWG Multicolor Flat Ribbon Cable

3302-26
3302/10

ADDITIONAL IFORMATION:

® Wires are color coded for easy identification

e Twist and flat repeat has variable length option

® Can be mass terminated to a broad line of IDC connectors

® Provides reduced crosstalk in balance drive applications

® 28AWG stranded wire provides flexibility and extended product life
® 10 color repeat

3302/34 |1700/26
Part Product o Num. Of Length Cond. Size UL Style/Flame Pitch
Manufacturer Description Temp.C Volt.
No. No. Cores /Reel AWG Class (mm)
3M_Twisted pair flat
25782  1700/26 @ 3M bl 26P 100FT/R UL-20+105°C CSA-20+80°C 28 20462 UL:300 CSA:150V 1.27
cable
X X -20°C to +105°C Canada: -20°C to USA: 300V Canada:
28638  3302-26 @ 3M Twisted pair flat cable ~ 26P 100FT/R 28 1.27
+80°C 150V EU:50V
28637  3302/10 = 3M Twisted pair flat cable ~ 10P 100FT/R 28 1.27
28639  3302/34  3M Twisted pair flat cable ~ 34P 100FT/R 28 1.27

FEATURE & BENEFITS:

® Extruded-will not delaminate
e Tight pitch tolerance

¢ High temp (200°C)

® Resistant to chemicals

e Environmentally stable

* Non-combustible

PHYSICAL CHARACTERISTICS:
e Conductor Type:28AWG, 7/36 stranded silver plated copper

Optional: Solid Conductor

® Insulation: FEP Extruded (-55°C to 200°C)
* Nember of conductors:2 to 64
e Color: Solid red or blue with blue polarity stripe (standard)

TEMP-FLE:.

e High performance dielectric insulation

Optional: Rainbow

Bare Copper

Part No. Product No. Manufacture  Description Num. Of Cores Ft./Reel Temp.C Cond. Size AWG UL Style/Flame Class Volt.  Pitch(mm)
30436 | F2807S-10-050-55|] Temp-Flex Temp-Flex_28AWG High Temperature FEP Flat Cable 10P 100Ft/30.5M 200C = 28AWG 20424 300V 0.05"
23651 = F2807S-20-050-55] Temp-Flex Temp-Flex_28AWG High Temperature FEP Flat Cable 20P 100Ft/30.5M 200C = 28AWG 20424 300V 0.05"
28390 = F2807S-26-050-55 | Temp-Flex Temp-Flex_28AWG High Temperature FEP Flat Cable 26P 100Ft/30.5M 200°C = 28AWG 20424 300V 0.05"
38156 F2807S-30-050—55| Temp-Flex Temp-Flex_28AWG High Temperature FEP Flat Cable 30P 100Ft/30.5M 200C = 28AWG 20424 300V 0.05"
17306 = F2807S-34-050-594 Temp-Flex Temp-Flex_28AWG High Temperature FEP Flat Cable = 34P 100Ft/30.5M 200°C = 28AWG 20424 300V 0.05"
16800  F2807S-40-050-55 Temp-Flex Temp-Flex_28AWG High Temperature FEP Flat Cable 40P 100Ft/30.5M 200°C = 28AWG 20424 300V 0.05"
30439 | F2807S-50-050-55] Temp-Flex Temp-Flex_28AWG High Temperature FEP Flat Cable 50P 100Ft/30.5M 200°C = 28AWG 20424 300V 0.05"
30441 | F2807S-60-060-55| Temp-Flex Temp-Flex_28AWG High Temperature FEP Flat Cable 60P 100Ft/30.5M 200°C = 28AWG 20424 300V 0.05"
®

TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 3-5

F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107

E-mail : Taiwan :us_sale@100y.com.tw Shenzhen: 100y@163.com Shanghai: 100y-1@163.com
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Temp'FIeX_30'32AWG ngh Detailed product specifications are available on: us. 100y. com. tw
Temperature Teflon Flat Cabloe .
NOTES:
e |nsulation: FEP, Natural, Blue stripe ——
® Conductor: 68@30AWG, Solid, Silver Plated S —
Copper, 0. 010” Diameter ;
\ ® Impedance: 90 ohms (single End) e I I BN OO ON 0N BN N .'r:"'
P 130 ohms (Differential) )
l'} | iFe o e Capacitance: 14. 7pF/ft(single End) i
) R, W] 10. OpF/ft (Differential)
e Inductance:0. 12uH/ft(single End) s n

0. 17uH/fu (Differential)
® Propagation Delay: 1. 25ns/ft
F3207S-100-025-81 F30015-80-025-85 ® Temperature Rating: -55C to 150C

F32075-20-025-81 F3001S-68-025-85 e Voltage Rating: 150V TEMP.FLE X

® U. L. Style: 20726

Part No. Product No. Manufacture Description Ft/Reel = Num. Of Cores Temp.C Cond. Size AWG UL Style/Flame Class Volt. Pitch
26830 | F3001S-68-025-85 « Temp-Flex High Temperature Teflon Flat Cable = 68P 100Ft/R -55C~150C 30AWG #20726 150V 0.025mm
26832 F3001S-80-025-85 = Temp-Flex High Temperature Teflon Flat Cable = 80P 100Ft/R -55C~150C 30AWG #20726 150V 0.025mm
38484 | F3207S-100-025-81 Temp-Flex High Temperature Teflon Flat Cable = 100Ft/R = 100P -55° C t0 200° C  32AWG UL STYLE 20726 0.025inch
38483  F3207S-20-025-81  Temp-Flex High Temperature Teflon Flat Cable = 100F/R = 20P -55° C to 200° C = 32AWG UL STYLE 20726 0.025inch
Audio & Microphone Cable Detailed product specifications are available on: us. 100y. com. tw

Audio & Video Cable

PRODUCT DESCRIPTION:

I ‘,:* ® Various type of thermoplastic insulation
e High quality performance, low attenuation

e ——
EE—— and crosstalk
APPLICATION:
T — .__ \ For internal or external wiring of TV,
e VCD, DVD, tap racorder, microphone,
etc.
Part No. Product No. Description Lengths/Reel
35358 6129 2 Core Isolation Cable Diameter 3mm 60M/R
9149 6133-black Twin Core Store Sound Isolation Cable 4M/M 70M/R
13908 6133- black Twin Core Store Sound Isolation Cable 4M/M 70M/R
38992 81- black Single Sound Isolation Cable 3m/m 55M/R
9148 82- black Twin Core Store Sound Isolation Cable 3M/M 80Y(73.152M)/R
13914 82- black Twin Core Store Sound Isolation Cable 3M/M 80Y(73.152M)/R
9150 86- black 6m/m MIC Cable /Twin sound black soft 80Y(73.152M)/R
9151 87- black 6m/m MIC Cable /Twin sound black soft 80Y(73.152M)/R
13907 87- black 6m/m MIC Cable /Twin sound black soft 80Y(73.152M)/R
34981 OFC single core-2.0 OFC Single Core-2.0
Belden - Cable Detailed product specifications are available on: us. 100y. com. tw

Belden Twisted Pair Data Cables

DESCRIPTION:
] = o g
——= . (1)-€€ g rel® (1D-€€ 24AWG Solid bare

Description Description copper conductors,
UL AWM Syle UL AWM Syle twisted pairs S-R
== DESCRIPTION: DESCRIPTION: PVC insulation, PVC
E? =  Premise Horizontal Cable, Premise Horizontal Cable, 4pair jacket. Sequential marking at two foot
= <R 4pair UTP, 200MHZ Category ¢Ripcord UTP, 350MHZ Enhanced Category inter
Se. Vertical Tray Rated, #24 5e. Vertical Tray Rated, #24 Solid

Solid Bare Copper, Polyolefin Insul cord, Seq- Bare Copper, Poly Bonded Pairs PVC Jacket, Rip B Id C b| ™
uential Marking at Two Foot Intervals e e“ a e

Cord, Sequential Marking at Two Foot Intervals

Part No. of Nom.
Product No. Manufacture Description Lengths / Reel . Trade No. AWG  Nom. Imp.
No. Pairs Cap.
) ) ) 1227A-1 NEC CMR, CEC
2971 Belden 1227A-1 Belden Belden 1227A-1 Cat. 3 Unshielded Twisted Pair Data Cables 1000Ft(305M)/R = 2P4C CMR 24 100Q 62.3pF/m
2970 Belden 1583A  Belden 03. Belden_Twisted Pair Data Cables 1000Ft(305M)/R = 4P8C 1583ANEC CM, CECCM 24 100Q 49.2pF/m
29029  Belden 1584A  Belden Belden_1584A Cat. 5 100MHz 1000Ft(305M)/R = 4P8C 1584A NEC CM 24 100Q 49.2pF/m
Belden Belden_Data Twist 3560MHz Superior Performance Twisted Pair
2973 Belden 1000Ft(305M)/R = 4 NEC CM, CEC CM 24 100£12%Q  14pF/ft.
SM1700A Data Cable
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shangha@:86*21*54151736 3-6
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Belden_COaX|a| Cables Detailed product specifications are available on: us. 100y. com. tw
Description Description Description
UL AWM Syle 3 UL AWM Syle UL AWM Syle
o ™ Trm—— ~ = X .
- “K A 1354 R m|1|'77/%77127co;0001 N MI1L727619780001
: o /160
30v 6oC A (RG-316/V)QPL__ 200°C (RG-1788/U)QPL_ 200°C

DESCRIPTION: DESCRIPTION: DESCRIPTION:

RG-174/U Type 50 ohm coax, 26AWG stranded 50 ohm M17/172-0001(RG-316B/U) coax, 50 ohm M17/169-0001(RG-178B/U) coax, 30AWG
bare copper-covered steel, polyethylene, 90% 26AWG Stranded (7x34),020”silver-coated Stranded (7x38) ,012” silver-coated copper-covered
tinned copper braid. copper-covered steel, TFE core, braid shield steel, TFE core, braid shield 96% coverage, FEP

95% coverage, FEP jacketed. jacketed.

RG-6/U Belden 9116 w: RG-59/U Belden 8241

RG-59/U Belden 9104
DESCRIPTION:
Broadband Series 6 Drop Cable, 1BAWG solid bare copper covered steel concluctor with gas injected foam ™
polythylene insulation. Duobond®|lshild plus 60% aluminum braid. Black, White, Neutral or Beige PVC Jacket, Beldencab|e
Beige Jacket in UnReel@only. 100% Sweep Tested: 5MHZ-1GHZ. SRL 20db minimum spools and/or UnReel
from length shown. E-700 is a replacement coil for ENVIROPACK (TM)

Part Nom.
N Product No. Manufacture Description Trade No. Lengths/Reel AWG . Nom. Imp.  Temp.
0. ap.
Belden RG-174/U Miniature Coax for Video and Computer
2975 RG-174/U Belden8216 ' Belden o 8216 1000F(305M)/R = 26 101pF/m = 50Q
Application
Belden RG-174/U Miniature Coax for Video and Computer
13903 = RG-174/U Belden8216 = Belden o 8216 1000Ft(305M)/R = 26 101pF/m = 50Q
Application
RG-178B/U Belden
2986 83265 Belden Belden_RG-178B/U MIL-C-17G M17/169-00001 83265 1000Ft(305M)/R = 30 95.8pF/m  50Q 200°C
RG-179/U Belden
40459 83264 Belden RG-179/U Belden 83264 83264 1000Ft(305M)/R = 30 19.5 pF/ft 75 Ohms 200
RG-316/U Belden o
2976 83284 Belden Belden_RG-316/U Coxial High-Tempeture MIL-C-17 Cables = MIL-C-17D 1000Ft(305M)/R = 18 96pF/m | 50Q 200°C
RG-58A-U BELDEN
8592 . Belden Belden_50 ohm Transmission and Computer Coaxial Cable ' NEC CL2 CSA CXC FT 1 1000Ft(305M)/R = 20 86.9pF/m 52Q
) 9104 NEC CATV CL2 CSA
2974 RG-59/U Belden 9104 | Belden Belden RG-59/U Coxial CATV Cable CXC FT1 1000Ft(304.8M)/R 20 53.1pF/m  75Q
23788 RG-59/U Belden 8241  Belden Belden_RG-59/U CATV Belden 8241 1000Ft(305M)/R 75Q
9116 NECCATV CL2 CSA
14201 = RG-6/U Belden 9116  Belden Belden RG-6/U Coxial CATV Cable CXC FT1 1000F(305M)/R 18 53.1 75Q

Belden RS-232/RS-485 Low Capacitance Cables BeldenCable™

DESCRIPTION: PHYSICAL CHARACTERISTICS:
—— e 28AWG Stranded (7x36) tinned copper, CONDUCTOR:
twisted pairs, overall 100% Beldfoil shield, ® Number of Pairs: 2
oy 28AWG tinned copper drain wire, D overall ® Total Number of conductors: 4
P tinned copper braid shield, PVC jacket. ® AWG: 28
ﬁ @ Stranding: 7x36
® Conductor Material: TC-Tinned copper
Part No. Product No. Manufacture Description Lengths/Reel No. of Pairs
8593 BELDEN 8132 Belden Belden_RS-232/ RS-485 Low Capacitance Cable 1000Ft(305M)/R 2P
8594 BELDEN 8133 Belden Belden_RS-232/ RS-485 Low Capacitance Cable 1000Ft(305M)/R 3P6C
DESCRIPTION: PHYSICAL CHARACTERISTICS: ™
22AWG Stranded (7x30) tinned copper CONDUCTOR: BeldenCab|e
h conductors, conductors cabled, PVC ® Number of Conductors: 2
insulation, PVC jacket ® Total Number of conductors: 2 @ Stranding: 7x30
® AWG: 22 @ Conductor Material: TC-Tinned copper
Part No. Product No. Manufacture Description Lengths/Reel No. of Pairs
11789 BELDEN 8442 Belden Belden_RS-232/ RS-485 Low Capacitance Cable 1000Ft(305M)/R 1P2C

) DESCRIPTION: PHYSICAL CHARACTERISTICS: B ld C b| ™
ﬂ 24AWG Stranded (7x32) TC conductors, semi-rigid CONDUCTOR: e en 8. e
U3 g

i = PVC insulation, twisted, overall Beldfoil, shield (100% @ Number of Pairs: 2 e Stranding: 7x32
. o goverage),24AWG stranded TC drain wire, PVC ® Total Number of conductors: 4 @ Conductor Material: TC-Tinned
- jacket ® AWG: 24 copper
Part No. Product No. Manufacture Description Lengths/Reel No. of Pairs
36762 Belden 9502 Belden Belden_RS-232/ RS-485 Low Capacitance Cable 1000ft(305M)/R 2
®
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Belden RS-232/RS-485 Low
Capacitance Cables

DESCRIPTION:

Detailed product specifications are available on: us. 100y. com. tw

BeldenCable™

PHYSICAL CHARACTERISTICS:

24AWG Stranded (7x32) TC conductors, semi-rigid ~ CONDUCTOR:
PVC insulation, twisted, overall Beldfoil, shield (100% ® Number of Pairs: 2
coverage), 24AWG stranded TC drain wire, PVC @ Total Number of conductors: 4
jacket ® AWG: 24
® Stranding: 7x32
® Conductor Material: TC-Tinned copper
Part No. Product No. Manufacture Description Lengths/Reel No. of Pairs
36767 Belden 9503 Belden Belden_RS-232/ RS-485 Low Capacitance Cable 1000ft(305M)/R 3
Z-Fold DESCRIPTION: PHYSICAL CHARACTERISTICS: ™
24AWG stranded (7x32) tinned copper conductors, CONDUCTOR: Beldencab|e
twisted pairs, polyethylene insulated, overall 100% ® Number of Pairs: 2
Beldfoil® shield plus a 90% tinned copper braid ® Total Number of conductors: 4
shield, 24 AWG (7x32) tinned copper drain wire, ® AWG: 24
Balgh PVC jacket ® Stranding: 7x32
1300,:)'8,,1-"3'{1 ® Conductor Material: TC-Tinned copper
Coverage
R 2919 Part No. Product No. Manufacture Description Lengths/Reel No. of Pairs
30V 80°C 28258 Belden 9842 Belden Belden_Paired-Low Capacitance EIA RS-485 Cable 1000Ft(305M)/R 2P4C
DESCRIPTION: PHYSICAL CHARACTERISTICS: Be‘dencab|em
24AWG stranded (7x32) tinned copper conductors, CONDUCTOR:
semi-rigid PVC insulation, overall Beldfoil® shield ® Number of Conductors: 6
(100% coverage) +TC braid shield (65% coverage), @ Total Number of conductors: 6
drain wire, PVC jacket ® AWG: 24
® Stranding: 7x32

® Conductor Material:

TC-Tinned copper

Part No. Product No. Manufacture Description Lengths/Reel No. of Pairs
29787 Belden-9611-0601000 Belden Belden_RS-232/ RS-485 Low Capacitance Cable 1000ft/R 6 Conductor
DESCRIPTION: PHYSICAL CHARACTERISTICS:

CONDUCTOR:
® Number of Pairs:

24AWG stranded (7x32)tinned copper conductors,
twisted pairs, polyethylene insulated ,overall 100%
Beldfoil ® shield plus a 90% tinned copper briad

BeldenCable™

® Total Number of conductors: 6

shield, 24AWG (7x32) tinned copper drain wire, PVC ¢ AWG: 24
jacket ® Stranding: 7x32
® Conductor Material: TC-Tinned copper
Part No. Product No. Manufacture Description Lengths/Reel No. of Pairs
29788 Belden-9843-0601000 Belden Belden_RS-232/ RS-485 Low Capacitance Cable 1000ft/R 3 Pair
BeldenCable™
e - DESCRIPTION: PHYSICAL CHARACTERISTICS:
:‘j_.-_.;_ 24AWG stranded (7x32) TC conductors, Datalene® CONDUCTOR:
insulation, overall Beldfoil ® (100% coverage) +TC ~ ® Number of Conductors: 6
braid shield (65% coverage), drain wire, PVC jacket @ Total Number of conductors: 6
o ® AWG: 24
”ﬁ' ® Stranding: 7x32

® Conductor Material:

TC-Tinned copper

Part No. Product No. Manufacture Description Lengths/Reel No. of Pairs

29715 Belden-9931-0601000 Belden Belden_RS-232/RS-423 Low Capacitance Cable 1000ft/R 6 Conductor

29791 Belden-9933-0601000 Belden Belden_RS-232/RS-423 Low Capacitance Cable 1000ft/R 8 Conductor
DESCRIPTION: PHYSICAL CHARACTERISTICS: Beldencab|em

‘#‘ 24AWG stranded (7x32) tinned copper conductors, CONDUCTOR:
A conductors cabled, semi-regid PVC insulation, ov-  ® Number of Conductors: 3
erall Beldfoil® shield (100% coverage), 24AWG st- @ Total Number of conductors: 3
randed tinned copper drain wire, PVC jacket ® AWG: 24
® Stranding: 7x32

® Conductor Material:

TC-Tinned copper

Part No. Product No. Manufacture Description Lengths/Reel No. of Pairs
36742 Belden 9533 Belden Belden_RS-232/ RS-485 Low Capacitance Cable 1000ft(305M)/R 3
®
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Belden_RS-232/RS-485 Low Detailed product specifications are available on: us. 100y. com. tw
Capacitance Cables

PHYSICAL CHARACTERISTICS: BeldenCab|e“‘

DESCRIPTION: CONDUCTOR:

24AWG stranded (7x32) tinned copper conductors, ® Number of Conductors: 4

conductors cabled, semi-regid PVC insulation, ov— ® Total Number of conductors: 4

erall Beldfoil® shield (100% coverage), 24AWG st- ® AWG: 24

randed tinned copper drain wire, PVC jacket ® Stranding: 7x32

® Conductor Material: TC-Tinned copper

Part No. Product No. Manufacture Description Lengths/Reel No. of Pairs
36747 Belden 9534 Belden Belden_RS-232/ RS-485 Low Capacitance Cable 1000ft(305M)/R 4

DESCRIPTION. PHYSICAL CHARACTERISTICS: Beldencab|e“‘
5

! ) NDUCTOR:

_&E 24AWG stranded (7x32) tinned copper conductors, EONumUbC;rcc))f Conductors :

"""""" 33 " conductors cabled, semi-regid PVC insulation, ov- . .

L' L‘!@\ erall Beldfoil ® shield (100% coverage), 24AWG st- : X(\)/\t% .Number of conductors: 254

randed tinned copper drain wire, PVC jacket ps Stranaing' 7x32
® Conductor Material: TC-Tinned copper

Part No. Product No. Manufacture Description Lengths/Reel No. of Pairs
36751 Belden 9535 Belden Belden_RS-232/ RS-485 Low Capacitance Cable 1000ft(305M)/R 5

DESCRIPTION: PHYSICAL CHARACTERISTICS: BEIdencab|em

24AWG stranded (7x32)tinned copper conductors, CONDUCTOR:

conductors cabled, semi-regid PVC insulation, ov- ® Number of Conductors: 6
erall Beldfoil ® shield (100% coverage), 24AWG st- ® Total Number of conductors: 6
randed tinned copper drain wire, PVC jacket ® AWG: 24
@® Stranding: 7x32
® Conductor Material: TC-Tinned copper
Part No. Product No. Manufacture Description Lengths/Reel No. of Pairs
36755 Belden 9536 Belden Belden_RS-232/ RS-485 Low Capacitance Cable 1000ft(305M)/R 6

_— DESCRIPTION: PHYSICAL CHARACTERISTICS: BEIdencab‘em

- 24AWG stranded (7x32)tinned copper conductors, CONDUCTOR:

2= conductors cabled, semi-regid PVC insulation, ov- ® Number of Conductors: 15
o erall Beldfoil ® shield (100% coverage), 24AWG st- ® Total Number of conductors: 15
= randed tinned copper drain wire, PVC jacket ® AWG: 24
® Stranding: 7x32
® Conductor Material: TC-Tinned copper
Part No. Product No. Manufacture Description Lengths/Reel No. of Pairs
36759 Belden 9541 Belden Belden_RS-232/ RS-485 Low Capacitance Cable 1000ft(305M)/R 15

Belden RS-422 CAD/CAM Cables Detailed product specifications are available on: us. 100y. com. tw

DESCRIPTION:
24AWG stranded (7x32) TC conductors, Datalene ® insulation,

twiest pairs, overall Beldfoil® (100% coverage) +TC braid i
shield (65% coverage),24AWG stranded TC drain wire, PVC Be‘dencab|e

jacket
Part No. Product No. Manufacturer Description Lengths/Reel No. of Pairs
36295 BELDEN 8102 Belden Belden_RS-422 CAD/CAM Cable 1000Ft(305M)/R 2
L - 36716 BELDEN 8103 Belden Belden_RS-422 CAD/CAM Cable 1000Ft(305M)/R 3
.y 36723 BELDEN 8104 Belden Belden_RS-422 CAD/CAM Cable 1000Ft(305M)/R 4
36737 BELDEN 8105 Belden Belden_RS-422 CAD/CAM Cable 1000Ft(305M)/R 5
DESCRIPTION:
= i 24AWG stranded (7x32) tinned copper conductors, twisted pairs, individually shielded
— _..,-'—i— with 100% Beldfoil® , 24AWG stranded wire tinned copper drain wire Datalene ® ™
. insulation, overall Beldfoil® , shield puls 65% tinned copper braid shield, PVC jacket Be‘dencab|e
Part No. Product No. Manufacturer Description Lengths/Reel No. of Pairs
8595 BELDEN 8162 Belden Belden_RS-422 CAD/CAM 1000Ft(305M)/R 2P4C
8596 BELDEN 8163 Belden Belden_RS-422 CAD/CAM 1000Ft(305M)/R 3P6C
8597 BELDEN 8164 Belden Belden_RS-422 CAD/CAM Cable 1000Ft(305M)/R 4P8C
@
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Belden_AUdi_O and Detailed product specifications are available on: us. 100y. com. tw
Instrumentation Cables

DESCRIPTION:
Polyolefin insulation, twisted pair, overall Beldfoil shield (100% coverage),TC drain

N wire, PVC jacket. Beldencab‘em

Part No. Product No. Manufacturer Description Lengths/Reel Trade No. No. of Pairs AWG
36244 BELDEN 1508A Belden Belden_Audio AND Instrumentation 500Ft NEC CM 1 24
36276 BELDEN 8719 Belden Belden_Audio and Instrumentation Cables 1000Ft NEC CM,CSA 1 16
36273 BELDEN 8760 Belden Belden_Audio and Instrumentation Cables 1000Ft NEC CM,CSA 1 18
36260 BELDEN 8761 Belden Belden _Audio and Instrumentation Cables 1000Ft NEC CM,CSA 1 22
36268 BELDEN 8762 Belden Belden_Audio and Instrumentation Cables 1000Ft NEC CM,CSA 1 20
32134 BELDEN 8641 Belden Belden_Audio AND Instrumentation 1000Ft(305M)/R NEC CM,CSA 1 24

DESCRIPTION:

" L1
i&*"'ﬁ 20AWG stranded (26x34) high-conductivity TC conductors, EPDM rubber insulation,
W L rayon braid, TC braid shield (85% coverage) ,cotton wrap, EPCM jacket. Beldencab‘em
Part No. Product No. Manufacturer Description No. of Pairs
36277 BELDEN 8412 Belden Belden_Audio and Instrumentation Cables Non-Paired

DESCRIPTION:

ﬁ g 20AWG stranded (26x34) tinned copper conductors, conductors cabbled, polyethylene

4 E ]

ha insulation, overall Beldfoil(R sheild (100% coverage) ,20AWG stranded tinned copper Beldencab|em

drain wire, PVC jacket.

Part No. Product No. Manufacturer Description Lengths/Reel Trade No. No. of Pairs AWG
36247 BELDEN 8772 Belden Audio, Control and Instrumentation Cable 1000Ft NEC CM,CSA Non-Paired 20
DESCRIPTION:

22AWG stranded (7x30) tinned copper conductor, polypropylene insulation, twiested
pairs individually shielded with Beldfoil ® (100% coverage), overall PVC jacket and

22AWG stranded tinned copper drain wire. Beldencab‘em

Part No. Product No. Manufacturer Description Trade No. No. of Pairs AWG

36293 BELDEN 8774 Belden Paired - CM Rated Cable NEC CM,CSA 9 22

36288 BELDEN 8778 Belden Paired - CM Rated Cable NEC CM,CSA 6 22
DESCRIPTION:

22AWG stranded (7x30) tinned copper conductors, polypropylene insulation, twiested

iy T Ll -
W Eg . ' pairs individually shielded with Beldfoil ® (100% coverage), 22AWG stranded tinned Beldencab‘em

copper drain wire, PVC jacket.

Part No. Product No. Manufacturer Description Lengths/Reel Trade No. No. of Pairs AWG
36279 BELDEN 8777 Belden Belden_Audio and Instrumentation Cables 1000Ft NEC CM,CSA 3 22
DESCRIPTION:

W 24AWG stranded (7x32) tinned copper conductors, Datalene @ insulation, twiested

'/ .
ﬁi“‘,‘_’I, pairs, individually Beldfoil(® (100% coverage), 24AWG stranded tinned copper drain Beldencab‘em

wire, PVC jacket.

Part No. Product No. Manufacturer Description Trade No. No. of Pairs AWG
36294 BELDEN 9729 Belden Paired - Shielded Twisted Pair Cable NEC CM,CSA 2 24

® \We provide a wide range of products to development and maintenance engineers in all type of business
® If you cannot find the components you want on the catalogue, please call us.

S Centenary Materials;
) 021-54151736
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product specifications are available on: us. 100y. com. tw

Twisted Pair

Part No.
12064

SPACIFICATION: APPLICATION:

24AWG stranded copper wire e Voice o TP-PMD (ANSI X3T9. 5)
o1 e 100Base-T Ethernet (IEEE802. 5)
e 10Base-T (IEEE802. 3) e 155/622 Mps ATM
e Fast Ethernet (IEEE802. 3u) © 1000Base-T

e 100Vg-AnyLAN (IEEE802. 12) ® 550MTz Broadband Vedio
e Token Ring (IEEE802. 5)

Product No. Description AWG No. of Pairs Length/Reel Spec.
NET-CBL-PRO305-6 Cat.6 4 Pair Unshielded Wire 24 4P8C 305M/R Cat.6 4 Pair UTP(Solid)

'
L

Part No.
17508

~ Enfanced

Detailed product specifications are available on: us. 100y. com. tw

DESCRIPTION:

® 24AWG stranded copper wire

#i7I ® PVC or low smoke innocuity jacket

® Pass the standard of UL, CSA PCC FT4/ETL, ISO/IEC-11801 TEK
and En50173

Product No. Manufacturer Description AWG No. of Pairs Length/Reel Spec.
4101181048-02 DINTEK Cat.5E 4P UTP Cable 24 4P8C (100M)/R CM, CEC CM

DESCRIPTION:

Conductor: Horizontal Cable: 1x24AWG (1x0. 5mm) solid copper or Patch Cable 7x34AWG (7/0. 16mm)
standard coppers

...;“9—"?-’:"5:? ! Insulation: polyolefin

Part No.
2969

e Color Code: Pair 1:White/Blue&Blue, Pair2: White/Orange&Orange

Pair3: White/Green&Green, Pair4: White/Brown&Brown

Shield: Drain wire and aluminum-mylar tape

Jacket: Low smoke Non-Halogen (LSNH) compound, Nominal OD:5. 7mm

Standards: UL444/CSA-C22.2 NO. 214 Type CM ISO/IEC-11801, Horizontal Cable (solid copper)
ISO/IEC-11801, Patch Cable (stranded coppers)

Product No. Description AWG No. of Pairs Length/Reel Spec.
DS-L5E-3 STP 4P8C Cat.5e 24 4P8C 305M/R TIA/EIA-568A

Detailed product specifications are available on: us. 100y. com. tw

DESCRIPTION:

o HDPE plastic isulation
® Copper conductor
® PVC jacket, high security

G -
«Best :
EL?ME 1 ® EIA/TIA 568A,ISO/IEC11801 CAT. 5e, UL/CSA Ft4
ﬁ _— & ® Transmission speed: 100Mbps.

Part No. Product No. Description AWG No. of Pairs Length/Reel Spec.
14137 IBM-25L4231 IBM-CAT 5+ 4UTP,CMR,Gray 24 4P8C 1000Ft(305M)/R CM, CEC CM
14135 NET-CBL-PRO100 CAT.5E Twisted Pair Cable 24 4P8C (100M)/R CM, CEC CM
35592 NET-CBL-PRO100/6 CAT.6 Twisted Pair (100M)/R CM, CEC CM
13187 NET-CBL-PRO305/5e Cat.5e UTP Cable CM 24 4P8C (305M)/R UTP Cat.5e
34398 NET-CBL-PRO305R Cat.5e UTP Cable CM 24 (305M)/R UTP Cat.5e

Y DESCRIPTION:

S

® FR-PVC jacket, (LSZH) jacket, TPE jacket
® 24AWG solid conductor
e polyethylene insulation

Part No. Product No. Description AWG No. of Pairs Length/Reel Spec.
17454 NET-CBL-PRO305B Cat.5e UTP Cable 24 4P8C (305M)/R CM, CEC CM
18015 NET-CBL-PRO50 Cat.5e UTP Cable CM 24 4P8C (50M)/R CM, CEC CM
16216 Outdoor CAT.5e Outdoor CAT.5e #24/8C 24 8C 305M/R CAT.5e PE Waterproof and Sunproof
®
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AMP Twisted Pair Detailed product specifications are available on: us. 100y. com. tw

DESCRIPTION:

AMP NETCONNECT Enhanced Category 5(cat5e)cables exceed TIA/EIA-568-B.2
Enhanced Category5 (Category 5e)and ISO/IEC 11801 classD performance requirements,
providing extra hearoom for a more robust cabling system. The AMP NETCONNECT
Enhanced Category 5 System complies with all of the performance requirements for
current and proposed applications such as Gigabit Ethernet(1000BASE-TX),10 and
100BASE-TX, token ring, 155Mbps ATM, 100Mbps TP-PMD, ISDN, analog and digital

video, and analog and digital voice (volP) NETCONNECT
Part No. Product No. Manufacturer Description No. of Pairs Length/Reel AWG Spec.
14136 AMP 6-219538-2 AMP CAT 5e 4 UTP,CMR 24 4P8C 1000Ft(305M)/R CM, CEC CM
20040 AMP 7-2194538-3 AMP Twisted Wire Cat.5e 7-2194538-3 24 4P8C (100M)/R CM, CEC CM
Coaxial Cable Detailed product specifications are available on: us. 100y. com. tw

Coaxial Cable

Braid Shield
PVC Jacket PvT

DESCRIPTION:

® Copper or copper coated steel conductor

® Transparent PE insulation

® Bare copper braid shield 95% coverage

® Low losses and low propagation delays, Crosstalk kept to minimum
® Refers to JIS C3501

APPLICATIONS:
For use with communication and signal control systems

Part No. Product No. Description No./mm Row Material Length/Reel Imp.
14227 3Cc2v JIS C 3501 Coaxial Cable 1/0.5 B.C. 330Ft (100M)/R 75Q
3010 5C2V JIS C 3501 Coaxial Cable 1/0.8 B.C. 1000Ft(305M)/R 75Q
12960 5CFB 5C2V Coaxial Cable 168 200M/R
14887 A5CFB168 JIS-C-3501 Coaxial Cable 168 BC 100M/R

RF Cables RG Types e

nsulation
l’ Braid Shiek

DESCRIPTION: [ ——
s a3
—__ Copper or tinned copper conductor ]
o |
i . APPLICATIONS: S
G-59U TV, radiogram, receiver, recorder, area net, antenna, secondary planet, etc
Part No. Product No. Description No./mm Row Material Length/Reel Imp.
13899 G-58AU Coaxial-cable RG-58A/U 19/0.18 TC 100M/R 50Q
2977 G-58AU MIL-C-17F UL 1354 RG-Type Coaxial Cable 19/0.18 LDPE 100M/R 50Q
2289 G-62AU MIL-C-17F UL 1478 RG-Type Coaxial Cable 1/0.8 B.C 100M/R 50Q
DESCRIPTION:
Signal transmission in electronic applications and data commumications is changing
- in adramatic way. Cables now have to accommodate faster signal speeds over longer
-——-'rl_’_ distances with less signal loss, Additionally, new shielding requirements to meet FCC

signal loss, Aditionally, new shielding requirements to meet FCC REL/EMI emission
controls, tougher fire regulations, requiring low toxicity materials in plenum installations
and demands for high density wiring arc factors which have been considerded in creating
many of our new, coaxial and date cable products, The products in this section are
designed to meet these needs for safe and reliable transmission of voice, video or data.

Part No. Product No. Description No./mm Row Material Length/Reel Imp.
13901 G-59U RG59U CATV Coaxial-cable 1/0.643 LDPE 100M/R 75Q
2786 G-59U MIL-C-17F UL 1354 RG-Type Coaxial Cable 1/0.643 LDPE 100M/R 75Q

® We meet your procurement needs anytime any place

Http:/us.100y.com.tw/ Centenary Materials
®
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THERMAX Coaxial Cable
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Detailed product specifications are available on: us. 100y. com. tw

DESCRIPTION:
W PO Al o e ey

Thermax/CDT Mil-C-17 Cables are constructed with either solid or stranded
silver plated conductors insulated with an extruded PTFE (polytetrafluoroethylene)
dielectric The outstanding electrical and mechanical properties of PTFE over a
broad range of temperatures and frequencies make these Thermax/CDT coaxial
cables the standard for a wide range of military and commercial applications

L e, 1 o D e / T
A Subsidiary of CABLE DESIGN TECHNOLOGIES
Part No. Product No. Manufacturer Description No./mm Row Material Imp.
33725 M17/069-RG188A/U THERMAX THERMAX_MIL-C-17 coaxial and twinaxial cables 7/0.17 SPCW 50Q
33544 M17/093-RG178 THERMAX THERMAX_MIL-C-17 coaxial and twinaxial cables 1/0.57 SPCW(CCS) 50Q
33545 M17/094-RG179 THERMAX THERMAX_MIL-C-17 coaxial and twinaxial cables 0.57 SPCW(CCS) 75Q
33722 M17/113-RG316 THERMAX THERMAX_MIL-C-17 coaxial and twinaxial cables 1/0.159 SPCW(CCS) 50Q
DESCRIPTION:

| ———

R L r - T R ———

Part No. Product No.
33723 M17/113-RG405
33724 M17/130-RG402

MaxForm cable is a hand-formable alternative to semi-rigid cable which its 100% shield coverage,
it provides equivalent performance to MIL-C-17 semi-rigid, but can be formed by hand without

the use of bending equipment. Cable assemblies can be made to approximate overall length and
bent to fit when installing into equipment. MaxForm cable can be used with connected designed for

MIL-C-17semirigid cable with no change in assembly procedures

A Subsidiary of CABLE DESIGN TECHNOLOGIES

Manufacturer Description No./mm Row Material Imp.
THERMAX THERMAX_MaxForm hand-formable cable 1/1.65 SPCW(CCS) 50Q
THERMAX THERMAX_MaxForm hand-formable cable 1/3.02 SPCW(CCS) 50Q

Heat-Shrinkable Tubing & Sleeving & Webbing (Jacket)

PVC Sleeves

DESCRIPTION:

= 008

Material: P. V. C hot shrink 50%. thickness: 0. 08mm
A Color:Black Red, Blue, White, Clear

_o!-rc

KSS

Part No. Product No. Manufacturer Description In. Diameter (mm) Color Lengths/Reel
35775 HS-20BE KSS PVC HEAT SHRINKING SLEEVE 13 BLUE 100M/R
M% == DESCRIPTION:
f %
%N | | J Material: P. V. C
- Color: Black/Clear
| S 'J Unit:
- | = mm{REF ) —— nic:mm
Part No. Product No. Description Size AWG In. Diameter (mm) Volt. (V) Temp. (C) Color Lengths/Reel
18827 P3.76B PVC Sleeves 7TAWG PVC 3.76 300V 105 Black 304.8(1000FT)
22419 P5.28B PVC Sleeves 4AWG 5.28 300V 105 Black 304.8(1000FT)
36007 P6.68B PVC Sleeves 2AWG PVC 6.68 300V 105 Black 152.4(500FT)

® \We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.

S Centenary Materials:
) 021-54151736
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SUMITOMO Heat-Shrinkable
Tubing, SUMITUBE F32

BASIC PROPERTIES:

Materials: cross-linked, flexible, flame-retardant

polyolefin resin
Shrink temperature: 90°C min
Shrin ratio: 50%min
(Radial change)
Longitudinal change: - (5+5) %

APPLICATIONS:

Insulation protection and reinforcement of terminations

and joints of electric wires
Color identification and bundling of electric wires

Insulation and protection of resistances and capacitors

Continuous operating temperature: -55 to 125°C

Detailed product specifications are available on: us. 100y. com. tw

SUMiPAC

Part No.  Product No. Manufacturer ~ Description W*T(mm) Inside Diameter (mm))  Length/Reel Color  Wall Thickness (mm) Temp. ('C)
3011 F32-1 SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 1%0.2 0.50 200M/R Black | 0.33 125°C
13819 | F32-1 SUMITOMO 1.0*0.2 200M/R 125°C
3012 F32-1.5 SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 1.5%0.2 0.75 200M/R Black = 0.36 125°C
29154 | F32-1/8INCH SUMITOMO  Heat-Shrinkable Tubing, SUMITUBE F32 1/8"0.25 1/8 Inch 50M/R Black 1/16 Inch 125°C
3019 F32-10 SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 10*0.25 5.0 50M/R Black = 0.56 125°C
17088 | F32-10-W SUMITOMO  Heat-Shrinkable Tubing, SUMITUBE F32 10%0.25 5.0 50M/R White ~ 0.56 125°C
3020 F32-12 SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 12*0.25 6.0 50M/R Black = 0.56 125°C
13360 | F32-13 SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 13*0.3 6.5 50M/R Black = 0.69 125°C
3021 F32-15 SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 15*0.3 75 50M/R Black = 0.69 125°C
3013 F32-2 SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 2*0.2 1.0 200M/R Black = 0.44 125°C
28227 | F32-2-Yellow SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 2*0.2 1.0 200M/R Yellow = 0.44 125°C
3014 F32-2.5 SUMITOMO  Heat-Shrinkable Tubing, SUMITUBE F32 2.5%0.25 1.25 200M/R Black = 0.44 125°C
9096 F32-2.5-White  SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 2.5*0.25 1.25 200M/R White = 0.44 125°C
9098 F32-2.5-Red SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 2.5*0.25 1.25 200M/R Red 0.44 125°C
9095 F32-2.5- Yellow = SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 2.5*0.25 1.25 200M/R Yellow = 0.44 125°C
9097 F32-2.5-Gerren  SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 2.5*0.25 1.25 200M/R Green = 0.44 125°C
9094 F32-2.5-Blue SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 2.5*0.25 1.25 200M/R Blue 0.44 125°C
3022 F32-20 SUMITOMO  Heat-Shrinkable Tubing, SUMITUBE F32 20%0.35 10.0 50M/R Black = 0.77 125°C
3023 F32-25 SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 25%0.4 125 50M/R Black = 0.87 125°C
3015 F32-3 SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 3*0.25 15 200M/R Black = 0.44 125°C
35098 | F32-3- Yellow SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 3*0.25 15 200M/R Black = 0.44 125°C
3016 F32-3.5 SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 3.5*0.25 1.75 200M/R Black = 0.44 125°C
9101 F32-3.5-White  SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 3.5*0.25 1.75 200M/R White = 0.44 125°C
9103 F32-3.5- Red SUMITOMO  Heat-Shrinkable Tubing, SUMITUBE F32 3.5%0.25 1.75 200M/R Red 0.44 125°C
9100 F32-3.5- Yellow = SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 3.5*0.25 1.75 200M/R Yellow = 0.44 125°C
9102 F32-3.5- Gerren = SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 3.5*0.25 1.75 200M/R Green = 0.44 125°C
9099 F32-3.5- Blue SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 3.5*0.25 1.75 200M/R Blue 0.44 125°C
16778 | F32-30 SUMITOMO | Transparent Heat-Shrinkable Tubing, SUMITUBE F32 30*0.5 15 50M/R Black = 0.87 125°C
39213 | F32-30RD SUMITOMO | Transparent Heat-Shrinkable Tubing, SUMITUBE F32 30*0.5 15 50M/R Red 0.87 125°C
27936 | F32-4 SUMITOMO  Heat-Shrinkable Tubing, SUMITUBE F32 4%0.25 2 200M/R Black = 0.44 125°C
3017 F32-5 SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 5.0*0.25 25 100M/R Black = 0.56 125°C
27946  F32-6 SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 6*0.25 3mm 100M/R Black = 0.56mm 125°C
3018 F32-7 SUMITOMO  Heat-Shrinkable Tubing, SUMITUBE F32 7.0%0.25 35 50M/R Black = 0.56 125°C
28930 | F32-8 SUMITOMO | Heat-Shrinkable Tubing, SUMITUBE F32 8*0.35 10.0 50M/R Black = 0.77 125°C
® For detail of these and many more similar products,
please go to our webside.
® \We also provide servise of reserving product for you
1 2 ..
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Wall Heat Shrinkable Tube

Part No.
16075
16096
16097
16076
30453
16080
16078
16077
16079
16098
16088
16981
16092
16090
16091
16093
16982
16094

Product No.
w1.0mm-Black
w10.0mm-Black
w15.0mm-Black
y2.0mm-Black-300V
y2.0mm-Black-600V
W2.0mm-Blue
w2.0mm-Yellow
p2.0mm-Red
W2.0mm-Green
p20.0mm-Black
p3.0mm-Black
p30.0mm- Black
w5.0mm-Green
p5.0mm-Red
w5.0mm- Yellow
w5.0mm- Blue
w50.0mm- Black
p8.0mm-Black

APPLICATIONS:

Insulation protection and reinforcement of terminations and joints of electric wires, antisepsis and rust
prevention of mental, the symbol of wire. etc

COLOR:
Black, Red, Blue, White, Yellow, Green, Clear, could produce other colors for your demands

Description

Thin Heat-Shrinkable Tubing
Thin Heat-Shrinkable Tubing

Heat-Shrinkable Tubing

Thin Heat-Shrinkable Tubing

Heat-Shrinkable Tubing
Heat-Shrinkable Tubing
Heat-Shrinkable Tubing
Heat-Shrinkable Tubing
Heat-Shrinkable Tubing
Heat-Shrinkable Tubing

Thin Heat-Shrinkable Tubing

Heat-Shrinkable Tubing
Heat-Shrinkable Tubing
Heat-Shrinkable Tubing
Heat-Shrinkable Tubing
Heat-Shrinkable Tubing
Heat-Shrinkable Tubing

Thin Heat-Shrinkable Tubing

mm
0.5~0.9
5.0~9.0
7.5~14.8
1.0~1.8mm
1.0~1.8mm
1.0~1.8
1.0~1.8
1.0~1.8
1.0~1.8
10.0~19.0
1.5~2.7
15~29
2.5~45
2.5~45
2.5~45
2.5~45
25~49
4.0~7.2

Length/Reel color
200M Black
100M Black
100M Black
200M Black
200M Black
200M Blue
200M Yellow
200M Red
200M Green
100M Black
200M Black
50M Black
100M Green
100M Red
100M Yellow
100M Blue
25M Black
100M Black

Detailed product specifications are available on: us. 100y. com. tw

Temp. (C)
125°C
125°C
125°C
125°C
125°C
125°C
125°C
125°C
125°C
125°C
125°C
125°C
125°C
125°C
125°C
125°C
125°C
125°C

SUMITOMO Heat-Shrinkable Tubing, SUMITUBE V

o

BASIC PROPERTIES:

Materials: Flexible, flame-retardent, polyvinyl chloride resin
Shrink ratio: 50%min
(Radial change)

APPLICATIONS:

and joints of electric wires

® Fixing and protection of cable lables

e Insulation, protection and reinforce of terminations

. = Longitudinal change:-30%min ® Insulation and protection of resistances and capacitors
O Continuous operating: -30 to 105°C ]
o=
/'L o temperature
A, A -=...
Part No. Product No. Manufacturer Description W*T(mm) Inside Diameter (mm) Length/Reel Color Wall Thickness (mm))
8988 V-1.5 SUMITOMO = Heat-Shrinkable Tubing, SUMITUBE V = 1.5*0.15 0.75 100M/R Transparent 0.33
13189 V-15 SUMITOMO = Heat-Shrinkable Tubing, SUMITUBE V | 15.0*0.25 7.5 50M/R Transparent 0.69
14371 V-2 SUMITOMO  Heat-Shrinkable Tubing, SUMITUBE V | 2*0.15 1.00 100M/R Transparent 0.33
Transparent Heat-Shrinkable Tubing,
8989 V-2.5 SUMITOMO 2.5*0.15 1.25 100M/R Transparent 0.33
SUMITUBE V
13800 V-25 SUMITOMO = Heat-Shrinkable tubings, SUMITUBE V = 25*0.25 12.5 50M/R Transprent 0.77
8990 V-3 SUMITOMO  Heat-Shrinkable Tubing, SUMITUBE V = 3.0*0.15 1.50 100M/R Transparent 0.33
Transparent Heat-Shrinkable Tubing,
8991 V-5 SUMITOMO 5.0*0.15 2.50 50M/R Transparent 0.44
SUMITUBE V
8992 V-7 SUMITOMO = Heat-Shrinkable Tubing, SUMITUBE V ' 7.0*0.15 3.50 50M/R Transparent 0.44
Heat-Shrinkable Tubing, SUMITUBE A
PHYSICAL: COLOR:

® Tensile strength: 1. Omin

® Elongation:200

min

® Specific gravity: 0. 92
® \Water absorption: 0. Tmax

® Longitudinal shrinkage: 15max

Black/Brown/Red/Orange/Yellow/Green/Blue/
violet/Grey/White/Clear

T—— “ Part No. Product No. Description W*T(mm) Inside Diameter (mm) Length/Reel Color Wall Thickness (mm)
| H"’"‘-—-—_.____’ 40153 A-1 Heat-Shrinkable Tubing, SUMITUBE A 1.3*0.2 0.6 200M/R Transparent  0.4%0.1
b — '_;_m 14576 A-10 Heat-Shrinkable Tubing, SUMITUBE A 10%0.25 6.0 50M/R Transparent  0.5+0.1
- - ——— 13218 | A-15 Heat-Shrinkable Tubing, SUMITUBE A 15*0.3 10 50M/R Transparent  0.6+0.1
= 40184 A-2 Heat-Shrinkable Tubing, SUMITUBE A 2%0.2 1.3 200M/R Transparent  0.4+0.1
39659 A-2.5 Heat-Shrinkable Tubing, SUMITUBE A 2.5*0.2 15 200M/R Transparent  0.4+0.1
34392  A-20 Heat-Shrinkable Tubing, SUMITUBE A 20*0.3 13.0 50M/R Transparent = 0.60.1
®
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DESCRIPTION:

® A shielded mental, tinned twist copper drain

e High-handed/terminal tie-in available

® 36AWG Tinned soft copper braid, pliancy and almost apply to all figures

Part No. Product No. Manufacturer Description W*T(mm) Length/Reel
7063 24-4.6L 3M Electrical Shielding Tape 25mm 4.6M

S T m SPECIFICATION OF MONOFILAMENT:
R F4A0006. 0114 fuono:  TYPE NO:BKF025

L e \IATERIAL : POLYESTER
FAADDID. 00D y
4, FAADO0G. 028 FAAB004. 000 COLOR: BLACK
L0 DIAMETER (mm) :0. 25£0. 013
= , BREAKING STRENGTH (KG) :ASTM D2256-97 2. 95£0. 30
F4A0005. 018 SIS ST & TENACITY (g/d) :ASTM D2256-97 4. 7
N — mmw MM ELONGATION AT BREAK (%) :ASTM D2256-97 32. 0:5.0
SHRINKAGE (%) : ASTM D2259  200°Cx15’ (HOT AIR) 4. 5+1. 5%
150°Cx15" (HOT AIR) 1. 5£0. 5%
100°Cx30° (BOILING WATER) 1. 0£0. 5%

FAAD409, 020 FAA0003, 000 - i

Part No. Product No. Description W*T(mm) Length/Reel Color Temp. (C)
29315 F4A0003.000 Nylon Expandable-Braided 0.5*0.12mm 100M BLACK 200°C
29312 F4A0003.004 Nylon Expandable-Braided 0.53*0.12mm 100M BLACK+WHITE+BROWN 200°C
29311 F4A0003.014 Nylon Expandable-Braided 1.3*0.12mm 200M BLACK+GOLD 200°C
29301 F4A0003.074 Nylon Expandable-Braided 0.62*0.11mm 100M Black+Brown 200°C
29313 F4A0004.000 Nylon Expandable-Braided 0.78%0.12mm 100M BLACK 200°C
29303 F4A0005.018 Nylon Expandable-Braided 0.92*0.12mm 100M Black+Gray 200°C
29309 F4A0006.002 Nylon Expandable-Braided 1.30.12mm 100M BLACK+BROWN 200°C
29307 F4A0006.014 Nylon Expandable-Braided 1.15%0.12mm 100M BLACK+GOLD 200°C
29300 F4A0006.028 Nylon Expandable-Braided 1.12*0.12mm 100M Black+yellow 200°C
29308 F4A0006.034 Nylon Expandable-Braided 1.35%0.12mm 100M BLACKHsilvery white 200°C
29310 F4A0006.035 Nylon Expandable-Braided 1.2*0.12mm 100M BLACK+BROWN 200°C
29304 F4A0006.075 Nylon Expandable-Braided 1.0*0.12mm 100M Black+GRAY 200°C
29299 F4A0010.000 Nylon Expandable-Braided 1.5*0.12mm 100M Black 200°C
29302 F4A0403.020 Nylon Expandable-Braided 0.31*0.12mm 100M Red+White 200°C
29314 F4A0503.020 Nylon Expandable-Braided 0.5*0.12mm 100M BLACK+GRAY 200°C

DESCRIPTION: L
COLOR:Red, Yellow, Green, Blue, Black, Clear
SPEC:2. 0Omm, 3. 0mm, 4. 0Omm, 6. Omm, 8. Omm, 10mm

15mm, 22mm

Part No. Product No. Description W*T(mm) Length/Reel Color Suitable Type
29011 1-04B Expandable-Braided 3/4" 100M Black

15118 1-301-1/4 Expandable-Braided 1/4" 100M Black 3.3mm~8.3mm
28993 | -306-1/4 Expandable-Braided 1/4" 100M Black 3.3mm~8.3mm
15493 |-3C-1/2 Expandable-Braided 1/2" 100M Black 7mm~19.1mm

E N D CAP DESCRIPTION:
‘.. MATERIAL: high—-grade soft PVC (Black)
‘ [ "‘ COLOR:Black (Red, White, Blue, Yellow, Green Available) K S S

Part No. Product No. Manufacturer Description Suitable Type y Length Material Color
15296 EP-0408 KSS END CAP 4.0y 8.0 PVC Black
39732 EP-0412 KSS END CAP 4.8 12mm Black

® We meet your procurement needs anytime any place

Http://us.100y.com.tw/ centenary Mate"als
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PTFE High Temp. Sleeving
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Detailed product specifications are available on: us. 100y. com. tw

DESCRIPTION:
PTFE TEFLON Stands high temperature and serves perfectly in chemical, electrical and mechanical

WO LW
properties. The tubing is being applied widely in industries of electrical, computer, chemical, high
temperature areas, aerospace, military and transmission system etc
Part No. Product No. Description (ID)*(OD)mm Volt. (V) Temp. ('C) Color Lengths/Reel
16654 IH-4*5 PTFE Heat-Resistable Tubing 4*5 300V 280 Transparent 100M/R

Silicon Glass Fiber Sleeving

NN

Part No. Product No.
33349 FSRN150035L
33350 FSRN152035L
23737 T1

Detailed product specifications are available on: us. 100y. com. tw

DESCRIPTION:
MATERIAL : This product is made of braiding glass fiber sleeving outside the silicon rubber tube, and
then covering with special resin.

CHARACTER: Itis both good in flexibility and in elasticity.
APPLICATION: Itis therefore suitable to be used in hydraulic machinery, temperature regulators in the

domestic electrical appliances. Itis further suited to be used as protection sleeving in
the high voltage devices,and in cabling of safety conductors.

Description THICKNESS. (t) Temp. (C) Color Lengths/Reel (D)mm Material

Silicon Glass Fiber Sleeving 0.28+0.12 -30~180C BLACK 100M/R 35 Glass Fiber/Silicone
Silicon Glass Fiber Sleeving 0.28+0.12 -30~180°C RED 100M/R 35 Glass Fiber/Silicone
Silicon Glass Fiber Sleeving 0.3+0.1 200°C WHITE 200m 1.0 Glass Fiber/Silicone

Cable Retention

Detailed product specifications are available on: us. 100y. com. tw

Surface Wiring Cable Clips

DESCRIPTION:

® These releasable ribbon cable clamps
® Recognized by UL (NYLONG66)

® The grade of fire proofing:94V-2

Manufacturer
KSS

Product No.
FCP-315

Description
KSS FLAT CABLE CLAMP

BPart No.
37256

DESCRIPTION:
® Plastic cable clips for cables. Complete with

| 2= rW’M.‘_’ = u!_!." hardened steel fixing pins
L Jk — ® PE (White), High elasticity, resist impact
- ‘ NF2.0 ® |t can nat be breaked absolutly (Black available)
BPart No. Product No. Description Wide High Inside Altitude Suitable Type Steel Nail Packing
3037 NF-1.2 KSS Surface Wiring Cable Clip 6.2mm 5.4mm 3.8mm Small-type Flat Cable 2*15 100pcs
3038 NF-1.6 Kss Surface Flat Wiring Cable Clip 8.0mm 8.0mm 5.0mm 1.6m/m White Flat Cable 2*15 100pcs
3039 NF-2.0 KSS Surface Wiring Cable Clip 8.5mm 8mm 5.2mm 2.0m/m Flat Cable 2.5*18 100pcs
3040 NF-2.2 KSS Surface Wiring Cable Clip 10mm 10mm 6.5mm Large type 2.0m/m Flat Cable 2.5*18 100pcs

N Cable Clips
T

Detailed product specifications are available on:

us. 100y. com. tw

DESCRIPTION:

-
L I i ® Plastic cable clips for cables. Complete with
( [ hardened steel fixing pins
L
| 8 ® PE(Grey), High elasticity, resist impact
! ® |t can nat be breaked absolutly (Black available)
Part No. Product No. Manufacturer Description Wide  High Inside Altitude = Suitable Type Steel Nail Packing
3041 NC-0.5N KSS Cable Clip(with Fixing Pins) =~ 5mm = 7.6mm 5.3mm 3C2V TV Cable, Communication Cable,RG-58U 2.5*18 100pcs
3042 NC-1N KSS Cable Clip(with Fixing Pins) = 6mm = 9mm 6.6mm 5C2VTV Cable, Communication Cable,RG-59U,RG-62U 2.5"18 100pcs
3043 NC-2N KSS KSS Cable Clip(with Fixing Pins) = 8mm 11.5mm 8.6mm 3C 1.25m m* Cable,RG-5U,RG-6U 2.5*22 100pcs
3045 NC-3.5N KSS Cable Clip(with Fixing Pins) 11mm  16.6mm 12.2mm 3C 3.5m m* Cable 2C 5.5m m* 2.5%27 100pcs
3044 NC-3N KSS Cable Clip(with Fixing Pins) ~ 10mm = 13.4mm 10.5mm 3C 2mm Cable,3C 3.5mm 20 ¥} {5 % #i,RG-8U,RG-12U 2.5*25 100pcs
3052 NT-1 KSS Telephone Cable Clip 4.8mm 7mm 2.5mm 0.2m/m2 2C.4C Telephone Cable 2*15 100pcs
®
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Spiral Wrapping Band

Detailed product specifications are available on: us. 100y. com. tw

DESCRIPTION:
Material: UL-approved nylon 66, 94V-2 and sealing rings from rubber

Ny s
=

Featuere: 1. Special designation, good tensile strength and none damage to electrical machine.
2. No need to disaggregate the fix terminal,cables can be inserted through directly and
then tightened easily and save time.

Part No. Product No. Manufacturer Description Inside Diameter D Outside Diameter D1 Packing
40403 BG-20P KSS KSS Spiral Wrapping Cable Clands 14.7mm 19.2mm 50pcs/Packing
14405 BG-26BK KSS KSS Spiral Wrapping Cable Clands 20.3mm 24mm 25pcs/Packing
40404 BG-32P KSS KSS Spiral Wrapping Cable Clands 24.3mm 31.2mm 25pcs/Packing
DESCRIPTION:
Material: Made from PE or NYLON (EVA standby)
Application: Used protect wire, could substitude PVC
Part No. Product No. Manufacturer Description Inside Diameter D Outside Diameter D1 Packing
14404 BG-26PBK KSS KSS Spiral Wrapping Band 21.240.4 25.8+0.4 100M
DESCRIPTION:
Material: Made from PE (Black)
Application: Used protect all types wire
Part No. Product No. Manufacturer Description Inside Diameter D Outside Diameter D1 Packing
13481 CR-1007P KSS Spiral Wrapping Band (Cut Open) 7.4+0.4 0.3+0.1 300M
13391 CR-1013P KSS Spiral Wrapping Band (Cut Open) 13.240.4 17.5+0.4 200M
13482 CR-1015P KSS KSS Spiral Wrapping Band (Cut Open) 15.0+0.4 0.35+0.1 100M/R
14337 CR-1022P KSS Spiral Wrapping Band (Cut Open) 21.2+0.4 25.8+0.4 100M
13483 CR-1028P KSS Spiral Wrapping Band (Cut Open) 28.0+0.4 34.0+0.4 50M
31284 CR-1032P KSS KSS Spiral Wrapping Band (Cut Open) 31.240.4 40.0+0.4 50M
DESCRIPTION:
® Material: NYLON 66 (UL) ® Flame: Class: 94V-2
® Color: Natural ® Unit: mm
Part No. Product No. Manufacturer Description Inside Diameter D Outside Diameter D1 Packing
19591 KS-10BK KSS Wire Collect Ties 7.5mm 10mm 10M
23888 KS-12 KSS Wire Collect Ties 9 12 10M
20160 KS-12BK KSS Wire Collect Ties 9 12 10M
39299 KS-19BK KSS KSSWire Collect Ties 15mm 19mm 10M/Packing
17152 KS-24BK KSS Wire Collect Ties 20mm 24mm 10M
17908 KS-8BK KSS Wire Collect Ties 6mm 8mm 10M
DESCRIPTION: MATERIAL:

Flexible construction encables bands to follow wire ways easily
Durable, reusable with retained spival strength

Fix ends of band with KSS cable ties and spiral wire bundles
in clockwise direction to complete works

Expand spiral range almost without limit

Made from PE material, Excellent in insulation

and binding strength

COLOR:
Standard in natural Black
and colors available upon
request

Part No. Product No. Manufacturer Description Inside Diameter D Outside Diameter D1 Packing
28557 KS-3 Wire Collect Ties 1.5mm 3mm 10M/Packing
3036 KS-6 KSSWire Collect Ties 4mm 6mm 10M/Packing
17750 KS-6LBK KSS KSS Wire Collect Tie 4mm 6mm 10M/Packing
33950 KS-8 KSS Wire Collect Ties 6mm 8mm 10M
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 3-18
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail : Taiwan :us_sale@100y.com.tw Shenzhen : 100y@163.com Shanghai: 100y-1@163.com


http://us.100y.com.tw/US-Catalog-pdf/03-17.pdf
http://us.100y.com.tw/US-Catalog-pdf/03-17.pdf
http://us.100y.com.tw/US-Catalog-pdf/03-19.pdf
http://us.100y.com.tw/US-Catalog-pdf/03-19.pdf
http://us.100y.com.tw/
http://us.100y.com.tw/VSProductClass.asp?Mat3=03JD22
http://us.100y.com.tw/PNoInfo/40403.htm
http://us.100y.com.tw/PNoInfo/14405.htm
http://us.100y.com.tw/PNoInfo/40404.htm
http://us.100y.com.tw/PNoInfo/14404.htm
http://us.100y.com.tw/PNoInfo/13481.htm
http://us.100y.com.tw/PNoInfo/13391.htm
http://us.100y.com.tw/PNoInfo/13482.htm
http://us.100y.com.tw/PNoInfo/14337.htm
http://us.100y.com.tw/PNoInfo/13483.htm
http://us.100y.com.tw/PNoInfo/31284.htm
http://us.100y.com.tw/PNoInfo/19591.htm
http://us.100y.com.tw/PNoInfo/23888.htm
http://us.100y.com.tw/PNoInfo/20160.htm
http://us.100y.com.tw/PNoInfo/39299.htm
http://us.100y.com.tw/PNoInfo/17152.htm
http://us.100y.com.tw/PNoInfo/17908.htm
http://us.100y.com.tw/PNoInfo/28557.htm
http://us.100y.com.tw/PNoInfo/3036.htm
http://us.100y.com.tw/PNoInfo/17750.htm
http://us.100y.com.tw/PNoInfo/33950.htm
http://us.100y.com.tw/PNoInfo/28557.htm
http://us.100y.com.tw/PNoInfo/19591.htm
http://us.100y.com.tw/PNoInfo/13481.htm
http://us.100y.com.tw/PNoInfo/14404.htm
http://us.100y.com.tw/PNoInfo/40403.htm

the Most Recent Electronic Catalogue 2006 CABLES /WIRES &ACCESSORIES

Spiral Wrapping Band

Detailed product specifications are available on: us. 100y. com. tw

DESCRIPTION:

Material: Made from PE
Usage: Fix one end with safety belt first, then circle the wires clockwise to make them tightened
Application: Used protect wire against a brasion, used for insulation, used to make wire curve

look nice
Part No. Product No. Description Inside Diameter D Outside Diameter D1 Packing
2034 SWB-12 KT Spiral Cable Wrapping 12.0mm 15.0mm 10M/Packing
5471 SWB-16 KT Spiral Cable Wrapping 16.0mm 20.0mm 10M/Packing
2242 SWB-20 KT Spiral Cable Wrapping 20.0mm 24.0mm 10M/Packing
2040 SWB-6 KT Spiral Cable Wrapping 6.0mm 8.0mm 10M/Packing
2042 SWB-9 KT Spiral Cable Wrapping 9.0mm 11.0mm 10M/Packing 10M

Cable Clip

DESCRIPTION:

Material: UL-approved nylon 66 (Black) ,fireproofing grade 94V-2
Adjustable, can accommodate many various cable diameters

Part No. Product No. Description $ (mm) Packing W*D(mm) (C,F) B C D = IF
3062 AP-0810 Adjustable Cable Clip 7.9~10.3 100Pcs 25.4*19.1 10.2 254 222 19.1 1.6 10.2
2444 AP-1013 Cable Clip 10~12.5 100Pcs 31.8*19.1 10.2 31.8 27.8 19.1 1.6 10.2
DESCRIPTION:
Material: NYLONG6 (UL)
Flame Class:94V-2
Color: : Natural/Black
Unit: mm
Usage:avoid burrow, easily maintain
Part No. Product No. Description $ (mm) Packing W*D(mm) (C,F) A B C D
3060 AWC-2 Adjustable Cable Clip 11.9~14.3 100Pcs 25.415 10.2 254 15.0 10.2 11.9~14.3
3061 WceC-2 Adjustable Cable Clip 11.9~14.3 10Pcs/Packing 25.4*15 10.2 31.8 15.0 10.2 1
.
DESCRIPTION: T T i
Material: NYLON®6 (UL) | (O oo
Flame Class:94V-2
Color: : Natural Q\_\\
Unit: mm Ir:""-
- ) ’ C
Part No. Product No. Manufacturer Description $ (mm) Packing W*D(mm) Hole Dia. (mm) A B -
mm Incl
3050 CC-2 KY Cable Clip 4.5 100 Pcs/Packing 9.7 5.4 4.5 3/16
2909 CC-3 KY Cable Clip 6.2 100 Pcs/Packing 9.5 5.0 6.2 1/4
2245 CC-4 KY Cable Clip 7.6 100 Pcs/Packing 9.5 5.0 7.6 5/16
16169 CC-6 KY Cable Clip 11.5 500pcs/Packing
2246 CC-8 KY Cable Clip 17 100 Pcs/Packing 12.9 5.4 17.0 3/4
12341 uc-0 Cable Clip 100 Pcs/Packing 9.6 4.6 3.2 118
16552 UC-0.5 Cable Clip 100pcs/Packing 9.6*19.8 4.8mm(3/16")
35511 UC-1.5 Cable Clip 100pcs/Packing 10*22 7.9mm(5/16")2 451
16553 uc-2 Cable Clip 100pcs/Packing 12*24 9.5mm(3/8")3 43
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Detailed product specifications are available on: us. 100y. com. tw

DESCRIPTION:

Material: UL approved Nylon 66, 94V-2 (Backed with adhesive tape)
Color: Natural

FC-30,40,50
Part No. Product No. Description $ (mm) Packing W*D(mm) A B C D E F
16881 FC-30 Flat Cable Clip 32 100Pcs/Packing 45.8*19.2 63.5 6.0 77.5 19.8 14.9 2.8
2458 FC-50 Flat Cable Clip 63.5 6.0 775 19.8 14.9 2.8
16665 FC-635 Flat Cable Clip 63.5 100Pcs/Packing 76.2*6.4 63.5 6.0 775 19.8 14.9 2.8
16882 FCT-40 Flat Cable Clip 54 100Pcs/Packing 67*15.7 63.5 6.0 775 19.8 14.9 2.8
DESCRIPTION:

= — Material: NYLONG6 (UL)
Flame Class:94V-2

6.8cm Color: Natural
T [}
: P i Unit: mm
_— e Usage:Used fix up ribbon cables that in the computer or electron L'—‘
Part No. Product No. Description Packing W*D(mm) A B
14009 FCB-50 Flat Cable Clip 100pcs/Packing 10*77mm 64.6 77.0
DESCRIPTION: O Ol C
Material: NYLON66 (UL) A\H( |
Flame Class:94V-2 7N
Color: Natural (é'ps\ \
: N
Unit: mm \"Z B
Part No. Product No. Description $ (mm) Packing A D
5633 TL-2 Twist Locks 7.3 100Pcs/Packing 23.8 8.3
DESCRIPTION:

Material: UL approved grey Nylon 66, 94V-2
Two stage lock design to accommodate different cable sizes in one clamp.
Same clamp available in both “STICKY”and”PUSH MOUNT”design

—c—
Color: Gray Adhesive Push

Part No. Product No. Manufacturer Description $ (mm) Packing W*D(mm) A® (mm) B(mm) C(mm)

16318 TS-0607 KSS Cable Clip Clamp 6~7y 100PCS 2025 6~7 20 25

Cable Ties & Component Ties
Standard Nylon Cable Ties

DESCRIPTION: REF,
Material : Nylon 66 (UL)
Flame Class:94V-2
Color: Natural/Black

Unit: mm

L .
\ wgw. 180y.com.tw

AT )

Usage: Suitable for binding cables or components

Part No. Product No. Description Color Length Wide Max. Bundle Dia. Certific
2036 YJ-120 Wire Collect Tie White 120mm 2.5mm 30mm UL
2037 YJ-160 Wire Collect Tie White 160mm 2.5mm 42mm uL
2911 YJ-163 Wire Collect Tie White 163mm 3.6mm 40mm UL
2043 YJ-185 Wire Collect Tie White 185mm 3.6mm 47mm UL
3031 YJ-188 Wire Collect Tie White 188mm 4.8mm 49mm UL
2038 YJ-203 Wire Collect Tie White 203mm 3.6mm 55mm UL
2244 YJ-295 Wire Collect Tie White 295mm 3.6mm 83mm UL
39132 YJ-80(B) Wire Collect Tie BlacK 80mm 2.4mm 17mm UL

mT—

E
A
-m

L
X
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Standard Nylon Cable Ties Detailed product specifications are available on: us. 100y. com. tw
DESCRIPTION:
Material: UL-approved nylone 66, 94V-2 2 = S —

Temp:-400C~1050C = - = T
Color: Red, Black, Yellow, White, Blue, Green 1

Part No. Product No.  Description Color Length Wide Max. Bundle Dia.
5250 1326 Colored Wire Collect Ties Red,Black, Yellow,White,Blue,Green 100mm 2.5mm 25mm

MATERIAL SPECIFICATION:

Natural Nylone:KSS standard cable ties made from O. L. approved nylon6/6
Normal service temperature range:-400C to 850C
Flambility rating: UL 94V-2
Black nylon: (Material and temprature as above) Except in black color
For your order please add "B”to standard item no. i.e. CV-075B

SPECIFICATION:
Made to comply with mil-spec drawing no. MS-3367 tensile strength meet or exceed
MIL-S-23190E. standard

Part No. Product No. Manufacturer Description Color Length Wide Max. Bundle Dia. Certific
39491 CV-060B KSS KSS Nylon Cable Collect Tie Black 63.7mm 2.4mm 12mm uL
35514 CV-075 KSS KSS Nylon Cable Collect Tie White 75mm 2.4mm 18mm uL
2451 CV-100 KSS KSS Nylon Cable Collect Tie White 100mm 2.5mm 25mm UL
3028 CV-100B KSS KSS Nylon Cable Collect Tie Black 100mm 2.5mm 25mm uL
22201 CV-100HS KSS Heat Stabilized Tie Yellow 100mm 2.5mm 25mm UL
17029 CV-100KRD KSS Nylon Wire Collect Tie Red 10cm 2.5mm 25mm uL
22083 CV-100RD KSS KSS Nylon Cable Collect Tie Red 100mm 2.5mm 25mm uL
27795 CV-100YW KSS KSS Nylon Cable Collect Tie Yellow 100mm 2.5mm 25mm uL
28261 CV-120L KSS KSS Nylon Cable Collect Tie White 120mm 4.8mm uL
2912 CV-150 KSS KSS Nylon Cable Collect Tie White 150mm 3.6mm 39mm UL
3029 CV-150B KSS KSS Nylon Cable Collect Tie Black 150mm 3.6mm 39mm uL
3030 CV-200 KSS KSS Nylon Cable Collect Tie White 203mm 4.6mm 55mm UL
2913 CV-200B KSS KSS Nylon Cable Collect Tie Black 203mm 4.6mm 55mm uL
34026 CV-200MB KSS KSS Nylon Cable Collect Tie Black 203mm 2.5mm 55mm uL
2452 CV-250 KSS KSS Nylon Cable Collect Tie Black 250mm 3.6mm 74mm uL
20097 CV-250MB KSS KSS Nylon Wire Collect Tie White 250mm 4.8mm 74mm UL
34027 CV-292B KSS KSS Nylon Cable Collect Tie Black 292mm 3.6mm 85mm uL
3024 CV-300 KSS Nylon Cable Collect Tie White 300mm 7.6mm 88mm UL
20052 CV-300B KSS

3025 CV-310 KSS KSS Nylon Cable Collect Tie White 310mm 4.8mm 89mm uL
39132 YJ-80(B) Wire Collect Tie BlacK 80mm 2.4mm 17mm uL

DESCRIPTION: i L

- PCT-140
e 0o00000000000 e
Material: Made from PE ﬂ,_.: - —_D..m;

Color: White (Black)
Usage:Used to make wire curve look nice

Part No.  Product No. Manufacturer Description Color Length Wide Max. Bundle Dia. Certific
3034 PCT-140B KSS KSS Cable Collect Tie Black 140mm 9mm 38mm uL
TN rnnnong nonn e WL180
’m.fﬂ’ DESCRIPTION: l|~4—_ﬁ> oy Gl
*( —_ L —y
=) : ). Material: Made from PE
ww Color: White (Black) WLT-230
Usage:Used to make wire curve look nice L
Part No.  Product No. Manufacturer Description Color Length Wide Max. Bundle Dia. Certific
3033 WL-160B KSS KSS Cable Collect Tie Black 160mm 9mm 45mm UL
37622 WLT-230 KSS KSS Cable Collect Tie 234mm 5.5mm 50mm
@
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Standard Nylon Cable Ties

L White

@ Grey

Detailed product specifications are available on: us. 100y. com. tw

DESCRIPTION:

Material: Made from PVC, 94V-2

Usage: 1. Suitable for avariety of cables
2. Binding fleetly, disassembly easily
3. Could repeat use

Application: Used protect wire against a brasion, used for insulation,
used to make wire curve look nice

Part No. Product No. Manufacturer Description Color Length Wide Max. Bundle Dia.
23920 WB-100 KSS WRAPPING BAND Grey 55M/R 30mm
23893 WB-150 KSS KSS WRAPPING BAND Grey 55M 47mm
14762 WB-222 KSS KSS WRAPPING BAND Grey 55M 25CM 70mm
24072 WB-40 KSS WRAPPING BAND Grey 55M/R 12mm
SR OO OO OO OO OOOCCORO=—
DESCRIPTION: } L

Tw-A00,120
Material: UL approved NYLONG66, 94V-2
Easy to intall and release TV-150,180,280
Beaded design keeps wires from shifting or slipping (S oo

Tv-238
Part No. Product No. Manufacturer Description Color Length Max. Bundle Dia. Certific
3026 TV-120 KSS KSS Knot Ties White 120mm 30mm UL
3027 TV-150 KSS KSS Knot Ties White 150mm 39mm UL
14786 TV-180 KSS KSS Knot Ties White 180mm 49mm uL
23418 TV-230 KSS KSS Knot Ties White 230mm
W
DESCRIPTION: AJﬂ@]@ " -
Material: UL approved NYLONG66, 94V-2 L L mmj {
TCV-A00, TCV-155, TCV-205, TCV-300, TCV-370 TCV-400, TCV-300L
< 100yl >
4 Part No. Product No. Manufacturer Description Length Wide Max. Bundle Dia.
e} s 31587 TCV-100 KSS KSS Mounting Cable Tie 100mm 2.5mm 25mm
s 35518 TCV-155 KSS KSS Mounting Cable Tie 155mm 3.7mm 40mm
Detailed product specifications are available on: us. 100y. com. tw
DESCRIPTION:

Application: Apply to Cable Collect Tie
WIDTH:2.5~5.0

Part No.
11539

Product No.
TG-1

Description
KSS Cable Tie Installion Tools

Detailed product specifications are available on: us. 100y. com. tw

( > i DESCRIPTION:
( ( g Material: UL approved NYLON 66. 94V-2
<

Part No. Product No. Manufacturer Description Color Length Wide Max. Bundle Dia. Certific
22201 CV-100HS KSS HEAT STABILIZED TIE Yellow 100mm 2.5mm 25mm UL
22202 CV-150HS KSS HEAT STABILIZED TIE Yellow 150mm 3.6mm 39mm UL
40686 CV-300HS KSS HEAT STABILIZED TIE Yellow 300mm 4.8mm 85mm UL
27179 CV-250HS KSS HEAT STABILIZED TIE Yellow 250mm 4.8mm 74mm UL

® We meet your procurement needs anytime any place

Centenary Materials

Http://us.100y.com.tw/
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Stainless Steel Tie (Ladder Type ) Il e N

Part No.
22593
22573
19803
20088
22592
22417
22598
22595
22600
22596
22597

Product No.
STL-195M
STL-195S8
STL-255M
STL-2558
STL-335S8
STL-490S
STLC-195M
STLC-195S
STLC-255M
STLC-255S
STLC-335S

DESCRIPTION:

® These ties are ideal for use where extra strength and durability are required
® High durable and secure

® Very good resistance to high temperatures

® Easy to fit thanks to self-locking system with encapsulated loop

Manufacturer Description Length Approx. Width Approx
KST Stainless Steel Wire Collect Tie 195mm 12mm
KST Stainless Steel Wire Collect Tie 195mm 7mm
KST Stainless Steel Wire Collect Tie 255mm 12mm
KST Stainless Steel Wire Collect Tie 255mm 7mm
KST Stainless Steel Wire Collect Tie 335mm 7mm
KST Stainless Steel Wire Collect Tie 490mm 7mm
KST Stainless Steel Wire Collect Tie 195mm 12mm
KST Stainless Steel Wire Collect Tie 195mm 7mm
KST Stainless Steel Wire Collect Tie 255mm 12mm
KST Stainless Steel Wire Collect Tie 255mm 7mm
KST Stainless Steel Wire Collect Tie 335mm 7mm

Bundle Dia.
45mm
45mm
64mm
64mm
89mm
139mm
45mm
45mm
64mm
64mm

89mm

Adjustable Wire Clamps

DESCRIPTION:

Material: UL Nylon 12 (black) ,with 94V-2 flamability rating, acid & corrosion resisting
and not apt to age.

Usage:double locking, design with strong supporting capacity

Detailed product specifications are available on:

us. 100y. com. tw

Part No.  Product No. Manufacturer Description Color Length Wide Max. Bundle Dia.
39466 DL-265 KSS DOUBLE LOCKING CABLE TIE Black 265mm 9mm 78mm
DESCRIPTION:
4 Material: UL approved Nylon 66, 94V-2
L | To apply with KSS nylon cable ties:
HC-0: CV-075, 094, ---280, 310
{; v --..-.r;( HC-1: CV-075, 094, ---280, 310
HC-2: All applicable sizes
\.e.’ Saddle design provid maximum stability to wire bundles
To apply, simply fix mount with a screw and secure wire
bundles with KSS nylon cable ties
Part No.  Product No. Manufacturer Description (H*L*W) T B Package
3046 HC-0 KSS KSS Adjustable Wire Clamps 5mm*19mm*9.5mm 5mm 3.4mm 100Pcs/Packing
23937 HC-0L KSS Adjustable Wire Clamps 5%*19*9.5 5 5.2 100Pcs/ Packing
3047 HC-1 KSS KSS Adjustable Wire Clamps 7mm*15mm*10mm 5mm 3mm 100Pcs/Packing
26330 HC-1-B KSS KSS_Adjustable Wire Clamps 7mm*15mm*10mm 5mm 3mm 100Pcs/Packing
3048 HC-2 KSS KSS Adjustable Wire Clamps 9mm*23mm*16mm 9mm 6mm 100Pcs/Packing
23938 HC-2S KSS Adjustable Wire Clamps 9*23*16 9 5 100Pcs/ Packing

Detailed product specifications are available on:

DESCRIPTION:

Material: UL approved nylon 66 94V-2, high insulation

Usage: Drill hole on board to fix tie mount and then insert
tie into mount for bunding cables

Easy to install

us. 100y. com. tw

Part No. Product No. Manufacturer Description T B Package
39468 PHC-4 KSS PUSH TIE MOUNT 4mm 4.8mm 100pcs
39469 PHC-5 KSS PUSH TIE MOUNT 5.0mm 7.6mm 100pcs
@
TE Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 3-23
FA Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai:86-21-64605107
E-m Taiwan :us_sale@100y.com.tw Shenzhen : 100y@163.com Shanghai: 100y-1@163.com
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Detailed product specifications are available on: us. 100y. com. tw
"-r-; J— DESCRIPTION: = —T17

[ : ’ I H l i Material: NYLON 66 (UL) el () e
5 W ey | Flame Class: 94V-2 211}
PN

Adjustable Wire Clamps

A B |
| Color: Natural
| (} | 1 l'-"l | Unit: mm ! S e
- \,/ Usage: Fix screw on the board then concert with locking ties fix cables S I
Part No. Product No. Description (H*L*W) T B Package
3063 TH-1 Adjustable Wire Clamps 4.9mm*19.5mm*9.6mm 5.3 mm 4.4mm 1Pcs/Packing
2910 TH-1 Adjustable Wire Clamps 4.9mm*19.5mm*9.6mm 5.3 mm 4.4mm 100Pcs/Packing

Self-Adhesive Tie Bases

Detailed product specifications are available on: us. 100y. com. tw

( &
- |

DESCRIPTION:

Material: UL approved Nylon 66, 94V-2 (Backed with adhesive tape)

SELF-ADHESIVE TIE MOUNTS is designed to support light weight wire bundles when properly applied

on any clean, smooth, grease-free surface.

For heavy support. mounting hole is provided for screws.

To apply, simply peel off backing paper and apply mount to surface.

After that, cable ties can be inserted to secure wire bundles.
Part No. Product No. Manufacturer Description L*W*H T Package
2041 CM-20 KY Cable Tie Bases (Paste) 20.1mm*20.1mm*4.8mm 4.5mm 500pcs/Packing
6228 CM-20 Cable Tie Bases (Paste) 20.1mm*20.1mm*4.8mm 4.5mm 100Pcs/Pakcing
6229 CM-20 Cable Tie Bases (Paste) 20.1*20.1*4.8 4.5
2032 CM-28 KY Cable Tie Bases (Paste) 27.8mm*27.8mm*5.7mm 5.6mm 250pcs/Packing
3054 FC-1 KSS KSS Cable Clamps (Paste) 13mm*9.5mm*5.2mm 2.8mm 100Pcs/Packing
3055 FC-2 KSS KSS Cable Clamps (Paste) 16mm*15.5mm*6.8mm 4.8mm 100Pcs/Packing
3051 HC-100 KSS Cable Tie Bases 12.5mm*12.5mm*3.2mm 3.2mm 100Pcs/Packing
3058 HC-101 KSS Cable Tie Bases (paste) 21mm*21mm*3.5mm 4.7mm 100Pcs/Packing
3059 HC-102 KSS Cable Tie Bases (paste) 28mm*28mm*4mm 5.0mm 100Pcs/Packing
27313 KL-22 Cable Tie Bases (Paste) 41.3*28*15 24 100PCS/ Packing
40634 CM-20B Cable Tie Bases (Paste) 20.1mm*20.1mm*4.8mm 4.5mm 500pcs/Packing

Cable Tie Toolse

DESCRIPTION:

® |ightweight, well-balanced construction, dual-finger short-throw trigger and
a long handle to mitigate pressure on the palm

® Ergonomic design—-minimizes repetitive stress

e Dual finger short-throw trigger

e Rugged construction for file use

Detailed product specifications are available on: us. 100y. com. tw

ol

Part No. Product No. Manufacturer Description Weight
33507 PTX-2BF OK WIRE WRAPPING & UNWRAPPING TOOLS 1.01b
DESCRIPTION:
Suitable for tie width:2. 5~5. 0Omm
)jf Part No. Product No. Manufacturer Description Tie's Width Weight
17532 TG-6 KSS KSS Cable Tie Installion Tools 2.5~5.0 60 A

® \We provide a wide range of products to development and maintenance engineers in all type of business

® If you cannot find the components you want on the catalogue, please call us.

© 021 54151736 Centenary Materials

E L : Taiwan:886-3-5753170
A X : Taiwan:886-3-5753172
-mail : Taiwan :us_sale@100y.com.tw

Shenzhen: 86-755-83298787 3-24
Shenzhen: 86-755-83640655

Shenzhen : 100y@163.com

Shanghai: 86-21-54151736
Shanghai: 86-21-64605107
Shanghai: 100y-1@163.com
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Releasible Lashing Cable Tie Detailed product specifications are available on: us. 100y. com. tw

/-<::I DESCRIPTION:

/@ Material: UL approved nylon 66, 94V-2
Character: Lossen and repeat use

Part No. Product No. Manufacturer Description Color Length Wide Max. Bundle Dia. Certific
22354 RCV-200 KSS Reuseable Cable Ties White 200 4.7 55 UL, 94V-2

Cable Markers & I\/Iarking Equipments Detailed product specifications are available on: us. 100y. com. tw
EC Type Cable Marker

N DESCRIPTION:
\ Maximun service temperature: 850C
Material: Made of finest soft grade, strong, durable P.V.C. that will resist
e oil, grease, acid abrasion and chemicals.
Part No. Product No. Manufacturer Description Cable No. Inside Diameter (mm) Length (mm) No. Package
22356 EC-1-0 KSS EC Type Cable Marker 0.75,1.25,2.0,3.5 3.0~4.2 4 0 1000Pcs/R
22357 EC-1-1 KSS EC Type Cable Marker 0.75,1.25,2.0,3.5 3.0~4.2 4 1 1000Pcs/R
22358 EC-1-2 KSS EC Type Cable Marker 0.75,1.25,2.0,3.5 3.0~4.2 4 2 1000Pcs/R
22360 EC-1-3 KSS EC Type Cable Marker 0.75,1.25,2.0,3.5 3.0~4.2 4 3 1000Pcs/R
22361 EC-1-4 KSS EC Type Cable Marker 0.75,1.25,2.0,3.5 3.0~4.2 4 4 1000Pcs/R
22362 EC-1-5 KSS EC Type Cable Marker 0.75,1.25,2.0,3.5 3.0~4.2 4 5 1000Pcs/R
22363 EC-1-6 KSS EC Type Cable Marker 0.75,1.25,2.0,3.5 3.0~4.2 4 6 1000Pcs/R
22364 EC-1-7 KSS EC Type Cable Marker 0.75,1.25,2.0,3.5 3.0~4.2 4 7 1000Pcs/R
22365 EC-1-8 KSS EC Type Cable Marker 0.75,1.25,2.0,3.5 3.0~4.2 4 8 1000Pcs/R
22366 EC-1-9 KSS EC Type Cable Marker 0.75,1.25,2.0,3.5 3.0~4.2 4 9 1000Pcs/R
15123 EC-3- — KSS EC Type Cable Marker 8,14,22 5.2~10 5.5 — 250Pcs/ R
8832 EC-3-0 KSS EC Type Cable Marker 8,14,22 5.2~10 55 0 250 Pcs/R
8834 EC-3-1 KSS EC Type Cable Marker 8,14,22 5.2~10 55 1 250Pcs/R
8835 EC-3-2 KSS EC Type Cable Marker 8,14,22 5.2~10 55 2 250Pcs/R
8836 EC-3-3 KSS EC Type Cable Marker 8,14,22 5.2~10 5.5 3 250Pcs/R
8837 EC-3-4 KSS EC Type Cable Marker 8,14,22 5.2~10 55 4 250Pcs/R
8838 EC-3-5 KSS EC Type Cable Marker 8,14,22 5.2~10 5.5 5 250Pcs/R
8839 EC-3-6 KSS EC Type Cable Marker 8,14,22 5.2~10 55 6 250Pcs/R
8841 EC-3-7 KSS EC Type Cable Marker 8,14,22 5.2~10 55 7 250Pcs/R
8840 EC-3-8 KSS EC Type Cable Marker 8,14,22 5.2~10 55 8 250Pcs/R
8833 EC-3-9 KSS EC Type Cable Marker 8,14,22 5.2~10 5.5 9 250Pcs/R
8829 EC-3-A KSS EC Type Cable Marker 8,14,22 5.2~10 55 A 250Pcs/R
8828 EC-3-B KSS EC Type Cable Marker 8,14,22 5.2~10 5.5 B 250Pcs/R
8827 EC-3-C KSS EC Type Cable Marker 8,14,22 5.2~10 55 C 250Pcs/R
8830 EC-3-D KSS EC Type Cable Marker 8,14,22 5.2~10 55 D 250Pcs/R
8831 EC-3-E KSS EC Type Cable Marker 8,14,22 5.2~10 55 E 250Pcs/R
16798 EC-3-H KSS EC Type Cable Marker 8,14,22 5.2~10 5.5 H 250Pcs/ R
16796 EC-3-S KSS EC Type Cable Marker 8,14,22 5.2~10 55 S 250Pcs/ R
16797 EC-3-W KSS EC Type Cable Marker 8,14,22 5.2~10 5.5 w 250Pcs/ R
17487 ECO0-1BN KSS EC Type Cable Marker 16~18AWG/0.75mm 2.0~3.2 35 1 1000Pcs/ R
17488 EC0-2RD KSS EC Type Cable Marker 16~18AWG/0.75mm 2.0~3.2 3.5 2 1000Pcs/ R
17489 EC0-30E KSS EC Type Cable Marker 16~18AWG/0.75mm 2.0~3.2 3.5 3 1000Pcs/ R
17490 EC0-4YW KSS EC Type Cable Marker 16~18AWG/0.75mm 2.0~3.2 3.5 4 1000Pcs/ R
17491 ECO0-5GW KSS EC Type Cable Marker 16~18AWG/0.75mm 2.0~3.2 3.5 5 1000Pcs/ R
17492 ECO0-9WE KSS EC Type Cable Marker 16~18AWG/0.75mm 2.0~3.2 3.5 9 1000Pcs/ R
28484 ECA-02A-0 KSS ECA Type Cable Marker 1.3~3.0 0 1000pcs/R
28475 ECA-02A-1 KSS ECA Type Cable Marke r 1.3~3.0 1 1000pcs/R
28476 ECA-02A-2 KSS ECA Type Cable Marker 1.3~3.0 2 1000pcs/R
28477 ECA-02A-3 KSS ECA Type Cable Marker 1.3~3.0 3 1000pcs/R
28478 ECA-02A-4 KSS ECA Type Cable Marker 1.3~3.0 4 1000pcs/R
28479 ECA-02A-5 KSS ECA Type Cable Marker 1.3~3.0 5 1000pcs/R
®

TEL Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 3-25

F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107

E-mail : Taiwan :us_sale@100y.com.tw Shenzhen : 100y@163.com Shanghai: 100y-1@163.com
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EC Type Cable Marker

Detailed product specifications are available on: us. 100y. com. tw

Part No. Product No. Manufacturer Description Cable No. Inside Diameter (mm) Length (mm) No. Package
28480 ECA-02A-6 KSS ECA Type Cable Marker 1.3~3.0 6 1000pcs/R
28481 ECA-02A-7 KSS ECA Type Cable Marker 1.3~3.0 7 1000pcs/R
28482 ECA-02A-8 KSS ECA Type Cable Marker 1.3~3.0 8 1000pcs/R
28483 ECA-02A-9 KSS ECA Type Cable Marker 1.3~3.0 9 1000pcs/R
7014 ECH-1-+ KSS EC Type Cable Marker 0.75/1.25/2.0/3.5 3.0~4.2 4 + 1000Pcs/R
5088 ECH-1-0 KSS EC Type Cable Marker 0.75,1.25,2.0,3.5 3.0~4.2 4 0 1000Pcs/R
2772 ECH-1-1 KSS EC Type Cable Marker 0.75,1.25,2.0,3.5 3.0~4.2 4 1 1000Pcs/ R
5087 ECH-1-2 KSS EC Type Cable Marker 0.75,1.25,2.0,3.5 3.0~4.2 4 2 1000Pcs/R
2773 ECH-1-3 KSS EC Type Cable Marker 0.75/1.25/2.0/13.5 3.0~4.2 4.0 3 1000Pcs/R
6218 ECH-1-4 KSS EC Type Cable Marker 0.75/1.25/2.0/13.5 3.0~4.2 4 4 1000Pcs/R
5084 ECH-1-5 KSS EC Type Cable Marker 0.75,1.25,2.0,3.5 3.0~4.2 4 5 1000Pcs/R
5082 ECH-1-6 KSsS EC Type Cable Marker 0.75,1.25,2.0,3.5 3.0~4.2 4 6 1000Pcs/R
5083 ECH-1-7 KSS EC Type Cable Marker 0.75,1.25,2.0,3.5 3.0~4.2 4 7 1000Pcs/R
5086 ECH-1-8 KSS EC Type Cable Marker 0.75,1.25,2.0,3.5 3.0~4.2 4 8 1000Pcs/R
6832 ECH-1-9 KSS EC Type Cable Marker 0.75/1.25/2.0/13.5 3.0~4.2 4 9

7010 ECH-1-A KSS EC Type Cable Marker 0.75/1.25/2.0/3.5 3.0~4.2 4 A 1000Pcs/R
7012 ECH-1-B KSS EC Type Cable Marker 0.75/1.25/2.0/13.5 3.0~4.2 4 B 1000Pcs/R
7011 ECH-1-C KSS EC Type Cable Marker 0.75/1.25/2.0/13.5 3.0~4.2 4 C

2455 ECH-1-D KSS EC Type Cable Marker 0.75,1.25,2.0,3.5 3.0~4.2 4 D

2454 ECH-1-E KSS EC Type Cable Marker 0.75,1.25,2.0,3.5 3.0~4.2 4 E

7013 ECH-1-— KSS EC Type Cable Marker 0.75/1.25/2.0/3.5 3.0~4.2 4 — 1000Pcs/R

Marker Tie Detailed product specifications are available on: us. 100y. com. tw
DESCRIPTION:

Color: White, Black, Green, Yellow

|- Part No. Product No. Description Wide
| p 8150 1303-8 Marker Tie 03mm
* 12052 1303-R Marker Tie 0.3mm
P 7816 1303-W Marker Tie 0.3mm
12053 1303-Y Marker Tie 0.3mm
Detailed product specifications are available on: us. 100y. com. tw
DESCRIPTION:

Material: UL approved NYLON 66, 94V-2

The and identify bundles of cable in one operation.

Flat areas may be imprinted or wirtten on with a Marking Pen.

Part No. Product No. Manufacturer Description Length (mm) Wide Max Bundle Dia. certific
2453 MCV-100 Marker Tie 100mm 2.5mm 25mm UL
2457 MCV-110 KSS Marker Tie 110mm 2.5mm 25mm UL
3035 MCV-200 Marker Tie 200mm 4.6mm 50mm UL
35652 MCV-200S KSS Marker Tie 200mm 2.5mm 50mm UL
DESCRIPTION:
® Hang card on a small nail or hook so it is easily accessible for use
® Put one inside a cupboard door under the sink, in the pantry, garage, near the workbench
or in the service porch
® Carry on in the trunk of your car
® |ndispesible in the garden
Part No. Product No. Manufacturer Description Length (mm) Wide
15269 S59-125K SELLERY MAGIC TWIST TIE 100M 3mm

® \We provide a wide range of products to development and maintenance engineers in all type of business

® If you cannot find the components you want on the catalogue, please call us.
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CM Type Cable Marker
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Detailed product specifications are available on: us. 100y. com. tw

DESCRIPTION:
B Material: Rigid PVC
—"-_'-F--_ - . . .
3 Apply after wire termination then to embed
! .’_ ; n
Part No. Product No. Manufacturer No. Cable No. Inside Diameter (mm) Description Package
14514 CM-0.75-0 KSS 0 0.75 3 CM Type Cable Marker 100Pcs/ Packing
14515 CM-0.75-1 KSS 1 0.75 3 CM Type Cable Marker 100pce/ Packing
14516 CM-0.75-2 KSS 2 0.75 3 CM Type Cable Marker 100pce/ Packing
14517 CM-0.75-3 KSS 3 0.75 3 CM Type Cable Marker 100pce/ Packing
14518 CM-0.75-4 KSS 4 0.75 3 CM Type Cable Marker 100pce/ Packing
14519 CM-0.75-5 KSS 5 0.75 3 CM Type Cable Marker 100pce/ Packing
14520 CM-0.75-6 KSS 6 0.75 3 CM Type Cable Marker 100pce/ Packing
14521 CM-0.75-7 KSS 7 0.75 3 CM Type Cable Marker 100pce/ Packing
14522 CM-0.75-8 KSS 8 0.75 3 CM Type Cable Marker 100pce/ Packing
14523 CM-0.75-9 KSS 9 0.75 3 CM Type Cable Marker 100pce/ Packing
7017 CM-3.5/0 KSS 0 3.5 4.2 CM Type Cable Marker 100Pcs/Packing
2437 CM-3.5/1 KSS 1 3.5 4.2 CM Type Cable Marker 100Pcs/Packing
6932 CM-3.5/2 KSS 2 3.5 4.2 CM Type Cable Marker
6936 CM-3.5/3 KSS 3 3.5 4.2 CM Type Cable Marker 100Pcs/Packing
6937 CM-3.5/4 KSS 4 3.5 4.2 CM Type Cable Marker 100Pcs/Packing
7005 CM-3.5/5 KSS 5 3.5 4.2 CM Type Cable Marker 100Pcs/Packing
7018 CM-3.5/6 KSS 6 3.5 4.2 CM Type Cable Marker 100Pcs/Packing
7019 CM-3.5/7 KSS 7 3.5 4.2 CM Type Cable Marker 100Pcs/Packing
7020 CM-3.5/8 KSS 8 3.5 4.2 CM Type Cable Marker
7015 CM-3.5/9 KSS 9 3.5 4.2 CM Type Cable Marker
2438 CM-3.5/A KSS A 3.5 4.2 CM Type Cable Marker
7016 CM-3.5/B KSS B 3.5 4.2 CM Type Cable Marker 100Pcs/R
7021 CM-3.5/C KSS C 3.5 4.2 CM Type Cable Marker 100Pcs/Packing
7022 CM-3.5/D KSS D 3.5 4.2 CM Type Cable Marker 100Pcs/Packing
7023 CM-3.5/E KSS E 3.5 4.2 CM Type Cable Marker 100Pcs/Packing
13600 CM-3.5/G KSS G 3.5 4.2 CM Type Cable Marker 100Pcs/Packing
2435 CM-3.5/+ KSS + 3.5 4.2 CM Type Cable Marker 100Pcs/Packing
2436 CM-3.5/— KSS — 3.5 4.2 CM Type Cable Marker 100Pcs/Packing
6997 CM-5.5/+ KSS + 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
2439 CM-5.5/+ KSS + 55 5.1 CM Type Cable Marker 100Pcs/Packing
6998 CM-5.5/- KSS - 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
2441 CM-5.5/0 KSS 0 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
6941 CM-5.5/1 KSS 1 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
6942 CM-5.5/2 KSS 2 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
6943 CM-5.5/3 KSS 3 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
6944 CM-5.5/4 KSS 4 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
6945 CM-5.5/5 KSS 5 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
6946 CM-5.5/6 KSS 6 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
6947 CM-5.5/7 KSS 7 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
6949 CM-5.5/8 KSS 8 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
6950 CM-5.5/9 KSS 9 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
2442 CM-5.5/A KSS A 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
6994 CM-5.5/B KSS B 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
6995 CM-5.5/C KSS (03 55 5.1 CM Type Cable Marker 100Pcs/Packing
6996 CM-5.5/D KSS D 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
6999 CM-5.5/E KSS E 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
12503 CM-5.5/F KSS F 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
12504 CM-5.5/G KSS G 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
12505 CM-5.5/H KSS H 55 5.1 CM Type Cable Marker 100Pcs/ Packing
12506 CM-5.5/1 KSS | 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
12507 CM-5.5/J KSS J 5.5 5.1 CM Type Cable Marker 100Pcs/ Packing
12508 CM-5.5/K KSS K 5.5 5.1 CM Type Cable Marker 100Pcs/Packing
12509 CM-5.5/L KSS L 55 5.1 CM Type Cable Marker 100Pcs/ Packing
12510 CM-5.5/M KSS M 5.5 5.1 CM Type Cable Marker 100Pcs/ Packing
12511 CM-5.5/N KSS N 55 5.1 CM Type Cable Marker 100Pcs/ Packing
®
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CM Type Cable Marker

Part No.
12512
12513
12514
12515
12516
12517
12518
12519
12520
12521
2440

Product No.
CM-5.5/0
CM-5.5/P
CM-5.5/Q
CM-5.5/R
CM-5.5/S
CM-5.5/T
CM-5.5/U
CM-5.5/V
CM-5.5/W
CM-5.5/X
CM-5.5/—

Manufacturer

KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS

z
©

X s<cHonwno o

Cable No.
55
55
55
55
55
55
5.5
55
5.5
5.5
55

Detailed product specifications are available on: us. 100y. com. tw

Inside Diameter (mm)
5.1
5.1
5.1
5.1
5.1
5.1
5.1
5.1
5.1
5.1
5.1

Description

CM Type Cable Marker
CM Type Cable Marker
CM Type Cable Marker
CM Type Cable Marker
CM Type Cable Marker
CM Type Cable Marker
CM Type Cable Marker
CM Type Cable Marker
CM Type Cable Marker
CM Type Cable Marker
CM Type Cable Marker

Package

100Pcs/ Packing
100Pcs/ Packing
100Pcs/ Packing
100Pcs/ Packing
100Pcs/ Packing
100Pcs/ Packing
100Pcs/ Packing
100Pcs/ Packing
100Pcs/ Packing
100Pcs/ Packing
100Pcs/Packing

N Type Cable Marker

-

USAGE:

Detailed product specifications are available on: us. 100y. com. tw

1. Make bell-mouthed closeed the cable

2. Jostle the sign, make signs slip on the cables, nip the cables firm

Part No. Product No. Manufacturer Description Length (mm) No. Cable No. Inside Diameter (mm) Package
2431 N-3-0 KSS N Type Cable Marker 3.0 0 3.5/5.5 4.4*5.8mm 30Pcs/Stick
6822 N-3-1 KSS N Type Cable Marker 3.0 1 3.5/5.5 4.4*5.8mm 30Pcs/Stcik
6823 N-3-2 KSS N Type Cable Marker 3 2 3.5/5.5 4.4*5.8mm 30Pcs/Stcik
6824 N-3-3 KSS N Type Cable Marker 3 3 3.5 4.4*5.8mm 30Pcs/Stcik
6825 N-3-4 KSS N Type Cable Marker 3 4 3.5 4.4*5.8mm 30Pcs/Stcik
6826 N-3-5 KSS N Type Cable Marker 3 5 3.5 4.4*5.8mm 30Pcs/Stcik
6827 N-3-6 KSS N Type Cable Marker 3 6 3.5 4.4*5.8mm 30Pcs/Stcik
7007 N-3-7 KSS N Type Cable Marker 3 7 3.5 4.4*5.8mm 30Pcs/Stick
6828 N-3-8 KSS N Type Cable Marker 3 8 3.5 4.4*5.8mm 30Pcs/Stcik
6829 N-3-9 KSS N Type Cable Marker 3 9 3.5 4.4*5.8mm 30Pcs/Stcik
2432 N-3-A KSS N Type Cable Marker 3.0 A 5.5/3.5 4.4*5.8mm 30Pcs/Stick
7006 N-3-B KSS N Type Cable Marker 3 B 3.5 4.4*5.8mm 30Pcs/stick
7008 N-3-C KSS N Type Cable Marker 3 C 3.5 4.4*5.8mm 30Pcs/Stick
7009 N-3-D KSS N Type Cable Marker 3 D 3.5 4.4*5.8mm 30Pcs/Stick
6760 N-3-E KSS N Type Cable Marker 3.0 E 3.5/5.5 4.4*5.8mm 30Pcs/Stcik
2449 N-3-L KSS N Type Cable Marker 3.0 L 3.5/5.5 4.4*5.8mm 30Pcs/ Stcik
2448 N-3-R KSS N Type Cable Marker 3.0 R 3.5/5.5 4.4*5.8mm 30Pcs/ Stcik
2433 N-3-+ KSS N Type Cable Marker 3.0 + 3.5/5.5 4.4*5.8mm 30Pcs/Stick
2434 N-3-— KSS N Type Cable Marker 3.0 — 3.5/5.5 4.4*5.8mm 30Pcs/Stick
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USAGE:

1. Make bell-mouthed closeed the cable

xrr
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: S N - e 2. Jostle the sign, make signs slip on the cables, nip the cables firm
Part No. Product No. Manufacturer Description Length (mm) No. Cable No. Inside Diameter (mm) Package
13096 S-1/0 KSS N Type Cable Marker 3.0 0 0.5 1.8*2.8mm 30Pcs/Sticks
13097 S-11 KSS N Type Cable Marker 3 1 0.5 1.8*2.8mm 30Pcs/Stick
13098 S-1/2 KSS N Type Cable Marker 3 2 0.5 1.8*2.8mm 30Pcs/Stick
13099 S-1/3 KSS N Type Cable Marker 3 3 0.5 1.8*2.8mm 30Pcs/Stick
13100 S-1/4 KSS N Type Cable Marker 3.0 4 0.5 1.8*2.8mm 30Pcs/Stick
39141 S-1/1 KSS N Type Cable Marker 3.0 | 0.5 1.8*2.8mm 30Pcs/Stick
39142 S-1/N KSS N Type Cable Marker 3.0 N 0.5 1.8*2.8mm 30Pcs/Stick
39143 S-1/0 KSS N Type Cable Marker 3.0 [e] 0.5 1.8*2.8mm 30Pcs/Stick
39137 S-1/T KSS N Type Cable Marker 3.0 T 0.5 1.8*2.8mm 30Pcs/Stick
39144 S-1/U KSS N Type Cable Marker 3.0 U 0.5 1.8*2.8mm 30Pcs/Stick
39135 S-1/X KSS N Type Cable Marker 3.0 X 0.5 1.8*2.8mm 30Pcs/Stick
39136 S-11Y KSS N Type Cable Marker 3.0 Y 0.5 1.8*2.8mm 30Pcs/Stick
39140 S-1/Z2 KSS N Type Cable Marker 3.0 z 0.5 1.8*2.8mm 30Pcs/Stick
39138 S-1/? KSS N Type Cable Marker 3.0 ? 0.5 1.8*2.8mm 30Pcs/Stick
39139 S-1/? KSS N Type Cable Marker 3.0 ? 0.5 1.8*2.8mm 30Pcs/Stick
®
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Marker Ta pe Dis pensers Detailed product specifications are available on: us. 100y. com. tw

APPLICATION:

It is suitable for sign and color printed on the tape at the electric power system,
it is propitious to distinguish the sign on the construction and servicing

PACKAGING:
- 2 Minimum order quantity: 10. 0 RLS
| ! Case quantity:10. 0 RLS
Part No. Product No. Manufacturer Description No.
7470 SDR-0 3M Marker Tapes 0
7286 SDR-1 3M Marker Tapes 1
7287 SDR-2 3M Marker Tapes 2
7288 SDR-3 3M Marker Tapes 3
7289 SDR-4 3M Marker Tapes 4
7467 SDR-5 3M Marker Tapes 5
7469 SDR-6 3M Marker Tapes 6
7468 SDR-7 3M Marker Tapes 7
7466 SDR-8 3M Marker Tapes 8
7295 SDR-9 3M Marker Tapes 9
7290 SDR-A 3M Marker Tapes A
7291 SDR-B 3M Marker Tapes B
7293 SDR-C 3M Marker Tapes C
7294 SDR-D 3M Marker Tapes D
7475 SDR-L2 3M Marker Tapes L2
7476 SDR-S 3M Marker Tapes S
6225 SDR-T1 3M Marker Tapes T1
7473 SDR-T2 3M Marker Tapes T2
7465 SDR-+ 3M Marker Tapes +
7471 SDR-— 3M Marker Tapes
7478 SDR-= 3M Marker Tapes =

Detailed product specifications are available on: us. 100y. com

DESCRIPTION:

® Helping you accomplish the work of codes distinguishly fast and convenient
® Holding ten rolls of tape

Part No. Product No. Manufacturer Description

28377 STD 3M STD Maker Tape Dispenser Box
8307 STD-0-9 3M STD Maker Tape Dispenser Box
8308 STD-C 3M STD Maker Tape Dispenser Box

Part No. Product No. Manufacturer Description No.
26496 WM-1-*1 KSS Marker Tapes 1
27366 WM-1-*2 KSS Marker Tapes 2
27410 WM-1-*21 KSS Marker Tapes 21
27411 WM-1-*22 KSS Marker Tapes 22
27412 WM-1-*23 KSS Marker Tapes 23
27413 WM-1-*24 KSS Marker Tapes 24
27367 WM-1-*3 KSS Marker Tapes 3
27368 WM-1-*4 KSS Marker T; 4
DESCRIPTION: arker fapes
. 27406 WM-1-*5 KSS Marker Tapes 5
Material: Soft cloth 27407 WM-1-6 KsS Marker Tapes 6
Application:indentifying cables and terminal 27408 WM-1-*7 KSS Marker Tapes 7
blockes etc 27409 WM-1-*8 KSS Marker Tapes 8
To form half-size markers 12339 WM-1-*AZ KSS Marker Tapes A-Z
For each full length marker 27416 WM-1-*C KSS Marker Tapes C
Convenient replacment pages offer versatility 27414 WM-1-L KSS Marker Tapes L
for applications that require a variety of different 27415 WM-1-"U KSsS Marker Tapes u
. o . . 26497 WM-1J-*1 KSS 1
identification requirements
12340 WM-1J-*AZ KSS Marker Tapes A-Z
®
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MARKER PLATE Detailed product specifications are available on: us. 100y. com. tw

Vi LW DESCRIPTION:
% I"”"-.C”" ’ ® Material: UL approved Nylon66, 94V-2
“,“!ﬂ'- ® Apply to writed use oily pen
o ® Available Cable Ties: CV-075, 094, ---280, 310, 368, 385, 432
Part No. Product No. Manufacturer Description Length Wide Thickness certific Package
39855 MT-4419 KSS MARKER PLATE 45mm 19.1mm 0.4mm UL 100pcs/bag

Drawing & Marking Printer

Detailed product specifications are available on: us. 100y. com. tw

DESCRIPTION:
Wi, 1 _,,,,.-.';- Material: Weiche PVC, prevent corrade by oil and other material
Character: Flat design apply to typewriter
.
Part No. Product No. Manufacturer Description Lengths/Reel Color Lengths/Reel Dia.: N*W
23890 FMR-13 KSS FLAT MARKER TUBE 100M/R White 100M 8 mm*13.0 mm

DESCRIPTION:
The dispenser offers a flat stable surface on which to write the lables, especially useful when
working in the field.

Part No. Product No. Description Color For Type Length

12828 LM-312BT Label Tape Black LM350A- 11 32M

12204 LM-TP309W Label Tape White LM-350A-2 8M

39825 LM-TP309Y Label Tape Yellow LM-350A-2 8M
DESCRIPTION:

Producing Area:Japan
Package: Two pieces per case

Part No. Product No. Description For Type
13243 LM-HC300T LM-350A Il Knife MAX LM-350A1I Label Printer
DESCRIPTION:

The dispenser offers a flat stable surface on which to write the lables, especially useful when
working in the field.

Part No. Product No. Description Lengths/Reel Color For Type

39784 M-11W6 M-11 LABEL TAPE-6mm White 30M/R White M-1STD (M-11)

39783 M-11W9 M-11 LABEL TAPE-9mm W hite 30M/R White M-1STD (M-11)
DESCRIPTION:

Prints PVC, heat shrink tubing, past. Etc

Print Method:300dpi thermal transfer print head

Compatible with most standard PCs, such as windows 95/98/NT/2K

Light weight, versatile printer for high lables that you can print anytime and anywhere

Part No. Product No. Description Power Dia.: N*'W Weight Tube No.
21789  M-1Pro Label Printer AC-100~240V 50/60HZ Battery N0.2X6pcs = W250xD300xH85mm | 2.0kg ®2.5mm-6.2mm
DESCRIPTION:

Prints PVC, heat shrink tubing, past. Etc
Print Method:300dpi thermal transfer print head
Light weight, versatile printer for high lables that you can print anytime and anywhere

Part No. Product No. Description Cable No. Power Dia.: N*W Weight Tube No.
20304  M-1STD (M-11) Label Printer  TM-45E AC100-240V,50/60Hz 250x300x85mm 2.0kg 0.75mm~6.0mmPVC Empty Tube
®
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Drawin g & Markin g Printer Detailed product specifications are available on: us. 100y. com. tw
DESCRIPTION: -
= Material: Soft P.V.C. % ( 7
. A !
:.f oy Sleve on design. —
Apply before wire termination.
. - ) - —e
Special marking is available upon request. Inside Diameter
Part No. Product No. Description Cable No. Lengths/Reel Color For Type Length Inside Diameter
17936 OM-075 Empty Tube 0.75 200M White
38921 OM-1BB Empty Tube 5.5 150M Black TM-35EN 5.5sq 5.1
14730 OM-1CB Empty Tube 1.25 150M White 3.2
17668 OM-2A Empty Tube 2.0 150M White 3.2
12376 OM-5C Empty Tube 5.5 50M White TM-35EN 5.5sq 5.1
DESCRIPTION:
Material: Soft PVC, prevent corrade by oily and other materail
Character: Packaging adopt paper box, protect empty tube unpollute
- 1000M paper box, convenient for storage and management
100v.eomin
" Part No. Product No. Manufacturer Description Lengths/Reel
14802 OMR-1.25 KSS Empty Tube 100M/R
17645 OMR-2 KSS Empty Tube 100M/R
12698 OMR-3.5 KSS Empty Tube 100M/R
40620
DESCRIPTION:
« Tapes offer crisp, clear legends with superior legibility
« Labeling software packages include all label formats for quick and easy label production
Part No. Product No. Manufacturer Description Lengths/Reel Color For Type Length
12007 TML TOOWA 9mm Label Tape ™ White M-1i TM-35EN 9mm
14729 TMLTO6YA TJ 6mm Label Tape ™ Yellow M-1i TM-35EN 6mm
12009 TMLTO9YA TJ 9mm Label Tape ™ Yellow M-1i TM-35EN 9mm
12008 TMLT12WA TJ 12mm Label Tape ™ White M-1i TM-35EN 12mm
12010 TMLT12YA TJ M-1i Label Tape ™ Yellow M-1i TM-35EN 12mm
DESCRIPTION:
Spec: Paster (yellow) 12mm#*7mm Application: M-1, M-1i
Producing area:Japan
Part No. Product No. Manufacturer Description Color For Type Length
17556 TMLTOOW TJ 9mm Label Tape White FOR:TM-35EN (M1i) ™
23577 TMLT12Y TJ 12mmLabel Tape YELLOW FOR:TM-35EN (M1i) ™

DESCRIPTION:

The dispenser offers a flat stable surface on which to write the lables, especially mln

useful whenworking in the field.

Part No. Product No. Manufacturer Description Color For Type

21958 XR-12YWA1 CASIO Label Tape YELLOW KL-170

21331 XR-9WE1 CASIO Label Tape White KL-170

21957 XR-9YW1 CASIO Label Tape YELLOW KL-170
DESCRIPTION:

Application: M-1, M-1i
Producing area:Japan

Part No. Product No. Description Lengths/Reel Color For Type
24931 TMRC02B Label Tape 85M Black M-1i TM-35EN (M-1,2)
®
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O Type Cable Marker

‘

Part No.

29032
29030
29031
29033
29034
32765
32767
32777
32778
32779
32780
32781
32783
32784
32785
32786
32787
32769
32788
32789
32790
32791
32793
32794
32795
32796
32797
32770
32771
32772
32773
32774
32775
32776
32766

Product No.

OM-1.25-+
OM-1.25-L
OM-1.25-N
OM-1.25—
OM-1.25-?
OM-2-+
OM-2-1
OM-2-10
OM-2-11
OM-2-12
OM-2-13
OM-2-14
OM-2-15
OM-2-16
OM-2-17
OM-2-18
OM-2-19
OM-2-2
OM-2-20
OM-2-21
OM-2-22
OM-2-23
OM-2-24
OM-2-25
OM-2-26
OM-2-27
OM-2-28
OM-2-3
OM-2-4
OM-2-5
OM-2-6
OM-2-7
OM-2-8
OM-2-9
OM-2-—

Manufacturer

KSS
KSS
KSS

KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
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DESCRIPTION:

Detailed product specifications are available on: us. 100y. com. tw

Material: Soft P.V.C./measure up ROHS material

Sleve on design.

Apply before wire termination.

Special marking is available upon request.

Description

O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
OType Cable Marker
O Type Cable Marker
OType Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker
O Type Cable Marker

Cable No. Inside Diameter (mm) Length (mm)  No.
1.25 3.2 10 +
1.25 3.2 10 L
1.25 3.2 10 N
1.25 3.2 10 —
1.25 3.2 10 ?
2.0 3.6 10 +
2.0 3.6 10 1
2.0 3.6 10 10
2.0 3.6 10 11
2.0 3.6 10 12
2.0 3.6 10 13
2.0 3.6 10 14
2.0 3.6 10 15
2.0 3.6 10 16
2.0 3.6 10 17
2.0 3.6 10 18
2.0 3.6 10 19
2.0 3.6 10 2
2.0 3.6 10 20
2.0 3.6 10 21
2.0 3.6 10 22
2.0 3.6 10 23
2.0 3.6 10 24
2.0 3.6 10 25
2.0 3.6 10 26
2.0 3.6 10 27
2.0 3.6 10 28
2.0 3.6 10 3
2.0 3.6 10 4
2.0 3.6 10 5
2.0 3.6 10 6
2.0 3.6 10 7
2.0 3.6 10 8
2.0 3.6 10 9
2.0 3.6 10 —

Package

100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pcePacking
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing
100pce/Packing

Grommet

So & 2.

DESCRIPTION:

Material: Rubber

Color: black

Unit: mm

For use with electrical installation fitting

Part No. Product No. Manufacturer Description (A) (B) (C) (D) (E) Package

20652 GE-2015 KSS Snap Bushing 23.9 19.6 15.5 21 2.0 100PCS

31063 GECQ-2015 KSS EASY FIT GROMMET (open/closed) 23.9 19.6 15.5 2.1 2.0 100pcs

30478 GEQ-2015 KSS Easy Fit Grommet 23.9 19.6 15.5 21 2.0 100pcs

3064 GM-2 Gromment 10.8mm 8mm 4.5mm 1.6mm 4.5mm 500Pcs/Packing

3065 GM-3 Gromment 14.4mm 9.5mm 6.3mm 1.6mm 7mm 500Pcs/Packing

3066 GM-4 Gromment 17.5mm 12.7mm 9.5mm 1.6mm 6.8mm 500Pcs/Packing

)
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Nylon Cable Gland Detailed product specifications are available on: us. 100y. com. tw

W ® Materials : Nylon PA 66 (Flammability UL 94V-2)

® Colours : Standard in black and gray.

® Working Temp. : -40 oC to 100 oC.

® |nstallation : Time saving, cable can be easily once inserted into through the gland without
dismantling the parts. oz

® Claw : The claws and seals of excellent design can hold cable firmly and have a wider cable range.

L Features : Resistant to salt water, weak acid, alcohol, oil, grease and common solvency.

® Thread :Can be screwed directly onto Metric threaded mounting hole. .. 1T — I
® Materials : Nylon PA 66 (Flammability UL 94V-2) for A.C.F parts, EPDM rubber for B.D parts. [‘ I ]:E | |[_<m'\\mm\m
® Colours : Standard in black and gray. = 1 a -
® Working Temp. : -40 oC to 100 oC.

@ Installation : Time saving, cable can be easily once inserted into through the gland without dismantling the parts.

® Claw : The claws and seals of excellent design can hold cable firmly and have a wider cable range.

® Features : Resistant to salt water, weak acid, alcohol, oil, grease and common solvency.
@ Sealing Nut : Flexible protectorin order to prevent harmful bends and prolong life of cable.

@ Material: Nylon 66 (black) (Flammability UL 94V-2)
® Installation : Time saving, cable can be easily once inserted into through the gland without dismantling the parts.
® Claw : The claws and seals of excellent design can hold cable firmly and have a wider cable range.

of

L

-4}
® Materials : Nylon 66 (Black) (Flammability UL 94V-2) f@
@ Installation : Time saving, cable can be easily once inserted into through the gland without dismantling the parts.
® Claw : The claws and seals of excellent design can hold cable firmly and have a wider cable range.

® Sealing Nut : Flexible protector in order to prevent harmful bends and prolong life of cable.

Part

No. Product No. Manufacturer Description D1 (mm) D2 B1 L1 L2 L3 Cable Range Package

13444 | AG-12 KSS RCCN NYLON CABLE GLAND (WITH Metric) = 12mm = 1.25mm 8.3mm = 5.0mm 7.9mm 12.1mm 13.3mm  3-6.5mm 50Pcs/Packing
21828  AG-16 KSS RCCN NYLON CABLE GLAND (WITH Metric) = 16mm  1.5mm = 10.9mm 9.6mm 15.7mm 14.4mm 16.7mm 5~10mm 50Pcs/Packing
18354 < AG-20SR  KSS RCCN NYLON CABLE GLAND (WITH Metric) = 20 1.5 14.8 12.9 12.8 19.5 96.2 50 Pcs / Packing
18355 | AG-25SR | KSS RCCN NYLON CABLE GLAND (WITH Metric) = 25 1.5 18.5 16.5 13.9 19.5 111.2 25 Pcs / Packing
39037 @ EG-11 KSS Nylon Cable Gland 17.3mm 1.5mm  13.2mm 9.6mm 8.2mm 15.4mm 18.3mm 5~10mm 50pcs

39465 < EG-13.5 KSS RCCN NYLON CABLE GLAND (WITH Metric) = 19.3m = 1.5m 15.2m  33.3mm 8.9m 15.8m 18.9m  22~32mm 50pcs

17643  EG-16 KSS Nylon Cable Gland 22.2mm 17.2mm  14.5mm 9.8mm 17.3mm 19.7mm 10~14mm

17642 | EG-21 KSS RCCN NYLON CABLE GLAND (WITH Metric) = 28.1mm 22.4mm 16.5mm 10.8mm 18.6mm 23.9mm  13~18mm

39038 @ EG-29 KSS Nylon Cable Gland 35.6mm 1.5mm = 30.6mm 23.3mm 10.9mm 20.5mm 27.4mm 18~25mm 25pcs

39041 EG-36 KSS Nylon Cable Gland 44.9mm 1.5mm = 35.2mm 33.3mm 14.4mm 24.4mm 30.5mm 22~32mm 10pcs

39464 | EG-7 KSS RCCN NYLON CABLE GLAND (WITH Metric) = 11.7mm 1.5mm  35.2mm 33.3mm 8.0mm 12.8mm 13.4mm 22~32mm 50pcs

17644 | EG-9 KSS RCCN NYLON CABLE GLAND (WITH Metric) = 15mm 9.9mm  7mm 8.1mm 13.9mm 15.2mm  4~8mm

4366 PG-16 KSS Plastic Bushing Glands 16mm  1.5mm  10.5mm 7(B2)/10(B3) 12mm 17mm 16.5mm 5~10mm 1

4367 PG-20 KSS Plastic Bushing Glands 20mm  1.5mm  13.7mm 9(B2)/13 (B3 ) 13mm 19mm 19.5mm 6~13mm 1

4368 PG-25 KSS Plastic Bushing Glands 25mm  1.5mm | 25mm 15 (B2)/20 (B3) 15mm 24.5mm 24.5mm  10~18mm 1

40417 | PG-40 KSS Plastic Bushing Glands 40mm  1.5mm  32mm = 22mmm 21mm 26.5mm 27.5mm 20~27mm 10pcs/parking

° 6 Material: UL approved Nylon 66, 94V-2 (Black) Cust assembly cost, prolongs cord life. Used extensively for
Assemble according photoes sequence above.
Protect power cable from chassis.
L type design faciliate power cord runs out.

e protecting cords of computer, apparatus ... Etc.

Straln Rellef BUShIng g’ Material: UL approved Nylon 66, 94V-2 (Black)

Material: UL approved Nylon 66, 94V-2 (Black) -,-*: ;
) - BCCN SNAP BpSHING smooth and insulate your raw-edged holes / ‘.I
5T w in metal chassis. | @B
' L Locking into hole firmly with fingertip pressure. b i |
w Protect electrical cables, ropes, utility lines througth metal holes.
Available in application for chassis thickness from 0.8mm to 3.2mm
Part No. Product No. Manufacturer Description UL Listed Shape UL Listed Cable outside diamet A B
12525 SB-26 KSS Snap Bushing 255
3091 SR-6P1 Kss Strain Relief Bushing SR-6P1 APPROVALS Round SJC 3C#18 74$~82$ 15.9mm 14.0mm
3092 SR-6R1 Kss Strain Relief Bushing SR-6R1 APPROVALS Round SJ,SJT 3C#16 8.20~9.20 15.9mm 14.0mm
32143 SR-F21 KsSs Strain Relief Bushing SR-F21 APPROVALS Flat SPT-1 2.3'4.5 9.5mm 8.7mm
32144 SR-F41 KsSs Strain Relief Bushing SR-F42 APPROVALS Flat SPT-2 3.07.1 12.7mm 11.8mm
3068 SR-F42 KSS Strain Relief Bushing SR-F42 APPROVALS Flat SPT-2 3.077.1 12.7mm 11.8mm
3090 SR-F51 KSS Strain Relief Bushing SR-F51 Flat SPT-3 5*10.4 14.3mm 13.2mm
13428 SR-F53 KsSs KSS Cable Collect Tie SR-F53 Flat SPT-3 5*10.4 14.3mm 13.2mm
@
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Detailed product specifications are available on:

Material: UL approved Nylon 66

Flame Class:94V-2

color:b

lack

Unit: mm

Cust assembly cost, prolongs cord life. Used extensively for
protecting cords of computer, apparatus ... Etc.

Material: UL approved Nylon 66, 94V-2 (Black)
Protect power cord and smooth you chasis hole.
For 0.8 to 3.2mm chassis.

Finger-tip pressure to install. No tool is needed.
Can be applied after power cable was installed.

us. 100y. com. tw

Part No. Product No. Manufacturer Description A. mm B. mm L. mm
4702 NB-16 Snap Bushing (Open) 15.9 20.6 5.8
4701 NB-19 Snap Bushing (Open) 19 23 5.8
4700 NB-22 Snap Bushing (Open) 22 24.3 5.8
4699 NB-25 Snap Bushing (Open) 25.4 28 5.8
3093 OSB-13 KSS KSS Snap Bushing 12.7mm 8mm 10.3mm
3094 OSB-16 KSS KSS Snap Bushing 15.9mm 11.5mm 10.3mm
3095 OSB-19 KSS KSS Snap Bushing 19.0mm 13.1mm 10.3mm
TWI S TTIE Detailed product specifications are available on: us. 100y. com. tw
g Y S ~
g ’ 0, l.);\.f/}'_i Material: UL approved Nylon 66, 94V-2 (Available in P.P. or P.E.)
,1 ) x ] //II\\ Colors available upon request.

Part No.
24102
24103
24105
24106
24107
24092

Product No.
TT-05
TT-08
TT-11
TT-15
TT-18
TT-24

Manufacturer

KSS
KSS
KSS
KSS
KSS
KSS

Tie-up cables at economical cost.

Open the ties to feed cable and twist on to fix.

Description Bundls Dimension
RCCN TWIST TIE TT-TYPE 4-7mm

RCCN TWIST TIE TT-TYPE 7-10mm

RCCN TWIST TIE TT-TYPE 10-13mm

RCCN TWIST TIE TT-TYPE 13-16.5mm
RCCN TWIST TIE TT-TYPE 16.5-20mm
RCCN TWIST TIE TT-TYPE 20-26mm

(A)
5.1

11.3
15
18.6
24

(B)
20.6
29.3
29.3
34
40
455

©)
1.8
1.8
1.8

STANDOFF TWIST TIE

Part No.
28884
35628

Product No.
ST-3
ST-3B

n\j

Ornnars casign

Material: UL approved Nylon 66, 94V-2

Colors available upon request.

Manufacturer

KSS
KSS

Description (W)mm (H1)mm
STANDOFF TWIST TIE 11.0 30.0
STANDOFF TWIST TIE 11.0 30.8

Detailed product specifications are available on:

(H2)mm
4.0
3.0

Package
100PCS/1000PCS
100PCS/1000PCS

us. 100y. com. tw

Bushing Gland

Detailed product specifications are available on:

us. 100y. com. tw

Fﬂ' mn TTYITHTINN
- Material: PVC (black)
_‘,_(u Color:black
5 Suggested clearance hole for non-threaded mounting.
Part No. Product No. Manufacturer Description (D) A. mm (E) (F) C.mm B Package
30360 KB-1 KSS Bshing Gand 6mm 19mm 8mm 10mm 14mm 13mm 50pcs
®
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UL 2464 Computer Cable

UL2464 Computer Cable Systems

AL-Mylar Foll Type
DESCRIPTION:

® Tinned stranded copper conductor
Color-code PVC or semi-rigid PVC insulation
Cores cabled under aluminum mylar shield

Detailed product specifications are available on:

® Tinnd copper braid shield, 85% coverage

® Rated temperature: 80°C
e Rated voltage: 300V

Copper Conductor

I— Draln Wire
PVC Jacket

%

E Alummum mylar

SFl PWC Insulation

Tinned stranded copper drain wire

PVC jacket unpaired computer and date transmission cable

APPLICATION:
Sound broadcast, audio, instrumentation and computer cable for EIA RS-232 applications

AL-Mylar Foil & Braid Shield Type

DESCRIPTION:

ER-PVC Insulation
Aluminum mylar
r == Copper Braid

T — PVC Jackst
I— Diraim Wire

APPLICATION:
Copper Conductor Computer Cable for EIA RS-232 and CAD/CAM applications

Part No.  Product No. Description AWG No./mm Coaxial Standard Length
18056 CB-2425 UL 2464 Shield Double layers Computer Cable Systems 24 7/0.203 25C 100M/R
36287 CB-2425 UL 2464 Shield Double layers Computer Cable Systems 24 7/0.203 25C 100M/R
8625 CB-2637 UL 2464 Computer Cable Systems 26 7/0.16 37C 152M/R
14216 CB-2650-1 UL 2464 Computer Cable Systems 26 7/0.16 50C

8626 CB-2850-1 UL 2464 Computer Cable Systems 28 7/0.127 50C

2061 CS22-03 UL 2464 Computer Cable Systems 22 7/0.254 3C 305M/R
31996 CS22-03 UL 2464 Computer Cable Systems 22 7/0.254 3C 305M/R
2059 CS22-04 UL 2464 Computer Cable Systems 22 7/0.254 4C 100M/R
23284 CS22-06 UL 2464 Shield Double layers Computer Cable Systems 22 6/0.254 6C 400M/R
2058 CS22-16C UL 2464 Computer Cable Systems 22 7/0.254 16C 100M/R
16283 CS22-6C UL 2464 Shield Double layers Computer Cable Systems 22 7/0.254 6C 100M/R
14843 CS22-7C UL 2464 Computer Cable Systems 22 7/0.254 7C 100M/R
16284 CS22-9C UL 2464 Shield Double layers Computer Cable Systems 22 7/0.254 9C 100M/R
8627 CS24-04 UL 2464 Computer Cable Systems 24 7/0.203 4C 100M/R
2285 CS24-07 UL 2464 Computer Cable Systems 24 7/0.203 7C 100M/R
2060 CS24-09 UL 2464 Computer Cable Systems 24 7/0.203 9C 100M/R
8623 CS24-12 UL 2464 Computer Cable Systems 24 7/0.203 12C 100M/R
2286 CS24-16 UL 2464 Computer Cable Systems 24 7/0.203 16C 100M/R
17442 CS24-50 UL 2464 Shield Double layers Computer Cable Systems 24 7/0.203 50C/outside diameter 11.9mm 200M/R

® Tinned stranded copper conductor
® Color-code PVC or semi-rigid PVC insulation
® Cores cabled under aluminum mylar shield

® Tinned stranded copper drain wire
® PVC jacket unpaired computer and date transmission cable

e Pass VW-1SC vertical flame test

e CI3 approval

® Rated temperature: 80°C

e Rated voltage: 300V
e Pass VW-1SC vertical flame test

e CI3 approval

us. 100y. com. tw

UL2464 Computer Cable Systems(Pair Type)

AL-Mylar Foll Type
DESCRIPTION:

é;"‘-“ TP ——

== SR- PVC Insulation
e AL-mylar fail

L

e PVC Jacket PVC

E‘ _1‘!;I

1 | spiral Shicld

— g

|

Diuin Wise

1y
—

Tinned stranded copper conductor
Color-code PVC or semi-rigid PVC

insulation

Cores cabled under aluminum mylar shield

Tinned stranded copper drain wire

PVC jacket unpaired computer and date transmission cable

APPLICATION:
Sound broadcast, audio, instrumentation and computer cable for EIA RS-232 applications

AL-Mylar Foil & Braid Shield Type
DESCRIPTION:

Tinned stranded copper conductor

® Tinnd copper braid shield, 85% coverage

® Rated temperature:80°C

e Rated voltage: 300V

o Pass VW-1SC vertical flame test
e CI3 approval

® Rated temperature: 80°C

Conduciar ® Color-code PVC or semi-rigid PVC insulation e Rated voltage: 300V
[ — SR- PVC Insulation ® Cores cabled under aluminum mylar shield e Pass VW-1SC vertical flame test
= r-—....!\l-m\'hnr[m! ® Tinned stranded copper drain wire e CI3 approval
’ [ PVC like PVC ® PVC jacket unpaired computer and date transmission cable
-:Eq APPLICATION:
:f?' Computer Cable for EIA RS-232 and CAD/CAM applications
L OrainWire
L Conduetor
Part No. Product No. Manufacturer Description AWG  No./mm Coaxial/ Pair (MM) Length/Reel
8622 CS22-01P Geitai UL2464 Computer Cable System (Pairs) 22 7/0.254 2C/1P 100M/R 5.6
14375 CSA22-02P UL2464 Computer Cable Systems (Pair Type) 22 7/0.254 4C/2P 6.7 100M/R
14376 CSA22-03P UL2464 Computer Cable Systems (Pair Type) 22 7/0.254 6C/3P 6.7 100M/R
®
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PVC-PVC Control Shielded Cable

Part No.
31581
36347
13918
8628
13919
8629
13920
8630
14417
13921
8640
13922
8641
13923
8642
13924
8643
13925
8644
40390

DESCRIPTION:
® Bare of tinned copper conductor

e Tinned copper braid shield 85% coverage

® Color or number coded SR-PVC, PP, PE insulation
® Cores cable under aluminum-mylar tape 100% coverage

® PVC jacketed instrumentation control cable
® Rated temperature 60°C (nom),75°C, 105°C available

® Minimum insulation resistance: 50MQ-km/20°C

-~ ® Bare stranded copper drain wire (22AWG)

Product No. Description mm2/AWG
SCVV07512C PVC 600V PVC-PVC Control Shielded Cable 0.75/18
SCVV0752C PVC 600V PVC-PVC Control Shielded Cable 0.75/18
SCVV0753C Control Shielded Cable-AL-mylarfoil+copper drain 600V 0.75mm2 * 3C 0.75/18
SCVV0753C PVC 600V PVC-PVC Control Shielded Cable 0.75/18
SCVV0754C PVC 600V MultiCore Copper Drain Control Shield Cable 0.75/18
SCVV0754C PVC 600V PVC-PVC Control Shielded Cable 0.75/18
SCVV0755C PVC 600V Many Core Copper Drain Control Shield Cable 0.75/18
SCVV0755C PVC 600V PVC-PVC Control Shielded Cable 0.75/18
SCVV0756C PVC 600V PVC-PVC Control Shielded Cable 0.75/18
SCVV0758C PVC 600V MultiCore Copper Drain Control Shield Cable 0.75/18
SCVV0758C PVC 600V PVC-PVC Control Shielded Cable 0.75/18
SCVV1252C PVC 600V MultiCore Copper Drain Control Shield Cable 1.25/16
SCVV1252C PVC 600V PVC-PVC Control Shielded Cable 1.25/16
SCVV1253C PVC 600V MultiCore Copper Drain Control Shield Cable 1.25/16
SCVV1253C PVC 600V PVC-PVC Control Shielded Cable 1.25/16
SCVV1254C PVC 600V PVC-PVC Control Shielded Cable 1.25/16
SCVV1254C PVC 600V PVC-PVC Control Shielded Cable 1.25/16
SCVvVv22C PVC 600V MultiCore Copper Drain Control Shield Cable 2.0/14
SCVVv22C PVC 600V PVC-PVC Control Shielded Cable 2.0/14
SCVV24C PVC 600V PVC-PVC Control Shielded Cable 2.0114

No. / mm
30/0.18
30/0.18
30/0.18
30/0.18
30/0.18
30/0.18
30/0.18
30/0.18
30/0.18
30/0.18
30/0.18
50/0.18
50/0.18
50/0.18
50/0.18
50/0.18
50/0.18
37/0.26
37/0.26
37/0.26

Length/Reel
100M/R
100M/R
100M/R
100M/R
100M/R
100M/R
100M/R
100M/R
100M/R
100M/R
100M/R
100M/R
100M/R
100M/R
100M/R
100M/R
100M/R
100M/R
100M/R
100M/R

NO. Of Core
12C
2C
3C
3C
4C
4C
5C
5C
6C
8C
8C
2C
2C
3C
3C
4C
4C
2C
2C
4C

Detailed product specifications are available on: us. 100y. com. tw

PVC Control Cable

S e

Part No.
39648
39533
14841
16819
16820
16818
12680
34378
34377
14647
14842
23318
12809
36450
40599
40600
40715

Product No.
EA03-02

EA03-08

EA05-06
EA075-08X
EA075-16
EA125-16
HAL84C
M60/0.08-B
M60/0.08-R

PVC 0.5mm2*12C
PVC 0.75mm2*2C
VCT0755C
VCT0755C
VCT1252C
P0924-BG02/A01
P0924-BG02/A02
P0924-BG02/A03

DESCRIPTION:

eBare stranded copper conductor

e PVC or PE insulation

®PVC or PE jacket

DESCRIPTION:

Manufacturer Description

Geitai PVC Control Cable

Geitai PVC Control Cable
PVC Control Cable
PVC Control Cable

Geitai PVC Control Cable

Geitai PVC Control Cable

TEW 600V Rubber Cable
PVC Control Cable

PVC Control Cable

PVC Control Cable

PVC Control Cable

PVC Control Cable

PVC Control Cable

PVC Thin Core Control Cable

o Color coded or unmber coded

® Rated temperature:60°C, 800C or 105°C available

e Rated voltage: 300V or 600V

e Bare of tinned copper conductor
e Color or number coded SR-PVC, PP, PE insulation
® Rated temperature 60°C (nom),75°C, 105°C available

® Minimum insulation resistance : 50MQ-km/20°C

mm2/AWG
0.3/28

0.3/28
0.5mm2/20AWG
0.75/18

0.75/18

1.25/16

8mm2

0.5mm2/20AWG
0.75mm2/18AWG
0.75/18

0.75/18

1.25/16

0.3/28

0.3/28

0.3/28

No. / mm

20/0.18
30/0.18
30/0.18
50/0.18
4C

20/0.18
30/.018
30/0.18
30/0.18
50/0.18

or 7/0.32

Length/Reel

100M/R
200M/R
100M/R
100M
100M
100M

100M/R
100M/R
100M/R
100M/R
100M/R
™

™
2.5M

® Anti-ant and mouse destroy PVC jacket-available

NO. Of Core
2C

8C

6C

8C

16C

16C

60
60
12C
2C
5C
5C
2C
2C
2C
2C

Centenary Materials;

Waiting for your phone call

Detailed product specifications are available on: us. 100y. com. tw

or UL type
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VCTF Control Cable
VCTF Control Cable

DESCRIPTION:

® Bare of tinned copper conductor, 0. 75MM2, 1. 25MM2, 2. OMM2
® PVC Insulation

® Rated temperature: 60°C

® Rated voltage:300volts

® Pass the burn-resistant testing

Detailed product specifications are available on: us. 100y. com. tw

Computer and other wiring

Part No. Product No. Description mm2/AWG No. / mm Length/Reel NO. Of Core
26739 VCTF07520C VCTF 600V Control Cable 0.75/18 30/0.18 100M/R 20C

26737 VCTF0752C VCTF 600V Control Cable 0.75/18 30/0.18 100M/R 2C

27291 VCTF0753C VCTF 600V Control Cable 0.75/18AWG 30/0.18 100M/R 3C

26738 VCTF0754C VCTF 600V Control Cable 0.75/18 30/0.18 100M/R 4C

40389 VCTF0755C VCTF 600V Control Cable 2.0/14 37/0.26 100M/R 5C

28522 VCTF1252C VCTF 600V Control Cable 1.25/16 50/0.18 100M/R 2C

27289 VCTF1253C VCTF 600V Control Cable 1.25/16 50/0.18 100M/R 3C

28088 VCTF22C VCTF 600V Control Cable 2.0/14 37/0.26 100M/R 2C

26740 VCTF23C VCTF 600V Control Cable 2.0/14 37/0.26 100M/R 3C

UL 1007 Hook—up Wire
UL1007 (Solid) Hook-up Wire

DESCRIPTION:

Tinned, annealed, stranded or solid copper conductor 32-16AWG
Color-coded PVC insulation

Rated temperature: 800C

Rated voltage: 300V

Pass UL VW-1 & CSA Ft1 vertical flame test

Uniform thickness of wire to ensure easy stripping and cutting
Resistant to acids, oils, alkalies, moisture and fungus

Detailed product specifications are available on: us. 100y. com. tw

APPLICATION:
For general purpose internal wiring of
electronic and electrical equipment

Part No. Product No. Description No./mm Length/Reel AWG ohm/kft Color Insu. Thick. (mils)

14437 1007-22-Single -B UL1007 (Solid) Hook-up Wire 1/0.643 2000Ft/R 22 16.5 Black 0.4mm

7634 1007-22-Single -B UL1007 (Solid) Hook-up Wire 1/0.643 100Ft/R 22 16.5 Black 0.4mm

14438 1007-22-Single -BU UL1007 (Solid) Hook-up Wire 1/0.643 2000Ft/R 22 16.5 Blue 0.4mm

7641 1007-22 -Single -BU UL1007 (Solid) Hook-up Wire 1/0.643 100Ft/R 22 16.5 Blue 0.4mm

14817 1007-22-Single -G UL 1007 (Solid) Hook-up Wire 1/0.643 2000Ft/R 22 16.5 Green 0.4mm

10935 1007-22-Single -G UL1007 (Solid) Hook-up Wire 1/0.643 100Ft/R 22 16.5 Green 0.4mm

14814 1007-22-Single - O UL1007 (Solid) Hook-up Wire 1/0.643 2000Ft/R 22 16.5 Orange 0.4mm

7640 1007-22-Single -O UL1007 (Solid) Hook-up Wire 1/0.643 100Ft/R 22 16.5 Orange 0.4mm

14815 1007-22-Single -R UL 1007 (Solid) Hook-up Wire 1/0.643 2000Ft/R 22 16.50 Red 0.4mm

7632 1007-22-Single -R UL1007 (Solid) Hook-up Wire 1/0.643 100Ft/R 22 16.50 Red 0.4mm

14816 1007-22-Single -W UL1007 (Solid) Hook-up Wire 1/0.643 2000Ft/R 22 16.50 White 0.4mm

7633 1007-22-Single -W UL1007 (Solid) Hook-up Wire 1/0.643 100Ft/R 22 16.50 White 0.4mm

14818 1007-22-Single -Y UL1007 (Solid) Hook-up Wire 1/0.643 2000Ft/R 22 16.5 Yellow 0.4mm

9256 1007-22-Single -Y UL1007 (Solid) Hook-up Wire 1/0.643 100Ft/R 22 16.5 Yellow 0.4mm

14819 1007-22-Single - G UL1007 (Solid) Hook-up Wire 1/0.643 2000Ft/R 22 16.5 Gray 0.4mm

10942 1007-22-Single - G UL1007 (Solid) Hook-up Wire 1/0.643 100Ft/R 22 16.5 Gray 0.4mm

14820 1007-22-Single -B UL1007 (Solid) Hook-up Wire 1/0.643 2000Ft/R 22 16.5 Browm 0.4mm

12523 1007-22-Single - B UL1007 (Solid) Hook-up Wire 1/0.643 100Ft/R 22 16.5 Brown 0.4mm

14821 1007-22-Single - P UL1007 (Solid) Hook-up Wire 1/0.643 2000Ft/R 22 16.5 Purple 0.4mm

10943 1007-22-Single -P UL1007 (Solid) Hook-up Wire 1/0.643 100Ft/R 22 16.5 Purple 0.4mm

14822 1007-24-Single -B UL 1007 (Solid) Hook-up Wire 1/0.511 2000Ft/R 24 2725 Black 0.4mm

7642 1007-24-Single -B UL1007 (Solid) Hook-up Wire 1/0.511 100Ft/R 24 27.25 Black 0.4mm

14823 1007-24-Single -BU UL1007 (Solid) Hook-up Wire 1/0.511 2000Ft/R 24 27.25 Blue 0.4mm

7635 1007-24-Single -BU UL1007 (Solid) Hook-up Wire 1/0.511 100Ft/R 24 27.25 Blue 0.4mm

14439 1007-24-Single - W UL 1007 (Solid) Hook-up Wire 1/0.511 2000Ft/R 24 27.25 White 0.4mm

7639 1007-24-Single - W UL1007 (Solid) Hook-up Wire 1/0.511 100Ft/R 24 27.25 White 0.4mm

14827 1007-24-Single -G UL 1007 (Solid) Hook-up Wire 1/0.511 2000Ft/R 24 27.25 Gray 0.4mm

7638 1007-24-Single -G UL1007 (Solid) Hook-up Wire 1/0.511 100Ft/R 24 27.25 Gray 0.4mm

14825 1007-24-Single -R UL1007 (Solid) Hook-up Wire 1/0.511 2000Ft/R 24 27.25 Red 0.4mm

7636 1007-24-Single -R UL1007 (Solid) Hook-up Wire 1/0.511 100Ft/R 24 27.25 Red 0.4mm

21849 1007-24-Single -B UL 1007 (Solid) Hook-up Wire 1/0.643 2000Ft/R 24 16.5 brown 0.4mm

21851 1007-24-Single -B UL1007 (Solid) Hook-up Wire 1/0.643 100Ft/R 24 16.5 Brown 0.4mm

14828 1007-24-Single -P UL1007 (Solid) Hook-up Wire 1/0.643 2000Ft/R 24 16.5 Purple 0.4mm

14826 1007-24-Single -Y UL1007 (Solid) Hook-up Wire 1/0.511 2000Ft/R 24 2725 Yellow 0.4mm

7637 1007-24-Single -Y UL1007 (Solid) Hook-up Wire 1/0.511 100Ft/R 24 27.25 Yellow 0.4mm

®
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UL1007 (Solid) Hook-up Wire

Part No.
14824
9255
21848
21850

Product No.

1007-24-Single -G
1007-24-Single -O
1007-24-Single -O
1007-24-Single -O
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Description

UL1007 (Solid) Hook-up Wire
UL1007 (Solid) Hook-up Wire
UL1007 (Solid) Hook-up Wire
UL1007 (Solid) Hook-up Wire

Detailed product specifications are available on:

us. 100y. com. tw

No./mm
1/0.511
1/0.511
1/0.643
1/0.643

Length/Reel AWG ohm/kft
2000Ft/R 24 27.25
100Ft/R 24 27.25
2000Ft/R 24 16.5
100Ft/R 24 16.5

Color
Green
Green
orange

Orange

Insu. Thick. (mils)
0.4mm
0.4mm
0.4mm

0.4mm

UL1007 (Stra nded ) Hook-u p WAWATEEY Detailed product specifications are available on:

/. --‘? -

Part No.
8660
8662
8663
8664
12835
8665
8666
8667
8668
8669
8670
12834
8671
8672
8673
8674
8675
8676
27633
27495
27497
27496
15334
8682
7629
7628
17632
10936
1093 3
10938
7630
7627
9257
8681
27222
10941
8677
27223
8678
8679
8680
27433
8687
27217
27218
25028
26218
8683
23793
27437
27215
27216
27430
8684
8688
11286
27432
8685

Product No.
1007-16-A2
1007-16-C2
1007-16-12
1007-18-A2
1007-18-B2
1007-18-C2
1007-18-D2
1007-18-E2
1007-18-F2
1007-18-H2
1007-18-12
1007-18-J2
1007-20-A2
1007-20-C2
1007-20-D2
1007-20-E2
1007-20-H2
1007-20-12
1007-20-G
1007-20-B
1007-20-P
1007-20-0O
1007-22-B2
1007-22-12
1007-22-Multi -B
1007-22- Multi -BU

1007-22- Multi -Coffee
1007-22- Multi -Coffee

1007-22- Multi -G
1007-22- Multi -O
1007-22- Multi -R
1007-22- Multi -W
1007-22- Multi -Y
1007-22- Multi -W
1007-22- Multi -G
1007-22- Multi -G
1007-22- Multi -R
1007-22- Multi -P
1007-22- Multi -Y
1007-22- Multi -G
1007-22- Multi -BU
1007-24- Multi -W
1007-24- Multi -W
1007-24- Multi -G
1007-24- Multi -G
1007-24- Multi -R
1007-24- Multi -R
1007-24- Multi -R
1007-24- Multi -B
1007-24- Multi -B
1007-24- Multi -P
1007-24- Multi —P
1007-24- Multi -Y
1007-24- Multi -Y
1007-24- Multi -B
1007-24- Multi -B
1007-24- Multi -G
1007-24- Multi -G

Description

UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL Multicore Hook-up Wire

UL 1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Singlecore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore HooK-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 multicore Hook-up Wire
UL 1007 multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 multicore Hook-up Wire
UL 1007 multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 multicore Hook-up Wire
UL 1007 multicore Hook-up Wire
UL 1007 Mulitcore Hook-up Wire
UL 1007 Mulitcore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL 1007 Multicore Hook-up Wire

No./mm
26/0.254
26/0.254
26/0.254
34/0.18
34/0.18
34/0.18
34/0.18
34/0.18
34/0.18
34/0.18
34/0.18
34/0.18
21/0.18
21/0.18
21/0.18
21/0.18
21/0.18
21/0.18
21/0.18
21/0.18
21/0.18
21/0.18
17/0.16
17/0.16
17/0.160
17/0.160
17/0.160
17/0.160
17/0.160
17/0.160
17/0.160
17/0.160
17/0.16
17/0.16
17/0.160
17/0.160
17/0.16
17/0.160
17/0.16
17/0.16
17/0.16
11/0.16
11/0.16
11/0.16
11/0.16
11/0.16
11/0.16
11/0.16
11/0.16
11/0.16
11/0.16
11/0.16
11/0.16
11/0.16
11/0.16
11/0.16
11/0.16
11/0.16

DESCRIPTION:

°

® Color-coded PVC insulation
® Rated temperature: 80°C
® Rated voltage: 300V

® Pass UL VW-1 & CSA Ft1 vertical flame test
°

°

Length/Reel AWG ohmV/kft
610M/R 16 4.18
610M/R 16 4.18
610M/R 16 4.18
610M/R 18 6.64
610M/R 18 6.64
610M/R 18 6.64
610M/R 18 6.64
610M/R 18 6.64
610M/R 18 6.64
610M/R 18 6.64
610M/R 18 6.64
610M/R 18 6.64
610M/R 20 10.5
610M/R 20 10.5
610M/R 20 10.5
610M/R 20 10.5
610M/R 20 10.5
610M/R 20 10.5
610M/R 20 10.5
610M/R 20 10.5
610M/R 20 10.5
610M/R 20 10.5
2000Ft/R 22 16.5
610M/R 22 16.7
100Ft/R 22 16.7
100Ft/R 22 16.7
2000Ft/R 22 16.7
100Ft/R 22 16.7
100Ft/R 22 16.7
100Ft/R 22 16.7
100Ft/R 22 16.7
100Ft/R 22 16.7
100Ft/R 22 16.7
610M/R 22 16.7
2000Ft/R 22 16.7
100Ft/R 22 16.7
610M/R 22 16.7
2000Ft/R 22 16.7
610M/R 22 16.7
610M/R 22 16.7
610M/R 22 16.7
30.5M/R 24 29.3
610M/R 24 29.3
610M/R 24 29.3
610M/R 24 29.3
610M/R 24 29.3
100FT/R 24 29.3
610M/R 24 29.3
610M/R 24 29.3
30.5M/R 24 29.3
610M/R 24 29.3
610M/ R 24 29.3
30.50M/R 24 29.3
610M/R 24 29.3
610M/R 24 29.3
100Ft/R 24 29.3
30.5M/R 24 29.3
610M/R 24 29.3

us. 100y. com. tw

Tinned, annealed, stranded or solid copper conductor 32-16AWG

Uniform thickness of wire to ensure easy stripping and cutting
Resistant to acids, oils, alkalies, moisture and fungus

Color
Red
Yellow
Black
Red
Orange
Yellow
Green
Blue
Purple
White
Black
Brown
Rad
Yellow
Green
Blue
Whitr
Black
Grey
Brown
Purple
Orange
Orange
Black
Black
Blue
Coffee
Brow n
Green
Orange
Red
White
Yellow
White
Gray
Gray
Red
Purple
Yellow
Green
Blue
Black
Whit e
Gray
Gray
RED
Red
Red
Brown
Brown
Purple
Purple
Yellow
Yellow
Black
Black
Green
Green

Insu. Thick. (mils)

15
15
15

m -
3>m
2 xr
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Shanghai: 86-21-64605107
Shanghai: 100y-1@163.com
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http://us.100y.com.tw/PNoInfo/27215.htm
http://us.100y.com.tw/PNoInfo/27216.htm
http://us.100y.com.tw/PNoInfo/27430.htm
http://us.100y.com.tw/PNoInfo/8684.htm
http://us.100y.com.tw/PNoInfo/8688.htm
http://us.100y.com.tw/PNoInfo/11286.htm
http://us.100y.com.tw/PNoInfo/27432.htm
http://us.100y.com.tw/PNoInfo/8685.htm
http://us.100y.com.tw/PNoInfo/8660.htm
http://us.100y.com.tw/PNoInfo/15334.htm
http://us.100y.com.tw/PNoInfo/7629.htm

UL1007 (Stranded) Hook-up Wire

Part No.
27219
27221
25027
8686
8703
8704
8710
8705
8706
8707
8708
8709
7631
9263
10937
17633
9262
9259
9260
11217
9261
23286
11220
11219

Product No.
1007-24- Multi - O
1007-24- Multi -O
1007-24- Multi -BU
1007-24- Multi -BU
1007-26-A2
1007-26-C2
1007-26-D2
1007-26-E2
1007-26-F2
1007-26-G2
1007-26-H2
1007-26-12
1007-26- Multi -B
1007-26- Multi -BU
1007-26-Multi -G
1007-26- Multi - O
1007-26- Multi -O
1007-26- Multi -R
1007-26- Multi -W
1007-26- Multi -Y
1007-26- Multi -G
1007-26- Multi -B
1007-26- Multi -B
1007-26- Multi -P
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Description

UL1007 multicore Hook-up Wire
UL1007 multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 (Solid) Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire
UL1007 Multicore Hook-up Wire

No./mm Length/Reel
11/0.16 610M/R
11/0.16 610M/R
11/0.16 100Ft/R
11/0.16 610M/R
7/0.16 610M/R
7/0.16 610M/R
7/0.16 610M/R
7/0.16 610M/R
7/0.16 610M/R
7/0.16 610M/R
7/0.16 610M/R
7/0.16 610M/R
7/0.160 100Ft/R
7/0.16 100Ft/R
7/0.16 100Ft/R
7/0.16 610M/R
7/0.16 100Ft/R
7/0.16 100Ft/R
7/0.16 100Ft/R
7/0.16 100Ft/R
7/0.16 100Ft/R
7/0.16 610M/R
7/0.16 100Ft/R
7/0.16 100Ft/R

AWG ohm/kft
24 29.3
24 29.3
24 29.3
24 29.3
26 452
26 45.2
26 452
26 45.2
26 45.2
26 45.2
26 45.2
26 45.2
26 452
26 45.2
26 45.2
26 45.2
26 45.2
26 452
26 45.2
26 452
26 452
26 452
26 452
26 45.2

Detailed product specifications are available on: us. 100y. com. tw

Color
Orange
Orange
BLUE
Blue
Red
Yellow
Green
Blue
Purple
Gray
White
Black
Black
Blue
Green
Orange
Orange
Red
White
Yellow
Gray
Brown
Brown
Purple

UL 1061 Hook-Up Wire
UL1061 (Stranded) Hook-up Wire

DESCRIPTION:

® Solid or stranded, tinned or bare copper conductor, 30-16AWG
® Color-coded semi-rigid PVC insulation

® Rated temperature: 80°C

® Rated voltage: 300V

® Uniform thickness of wire to ensure easy stripping and cutting
® Passes UL VW-1 & CSA FT vertical flame test

Detailed product specifications are available on: us. 100y. com. tw

APPLICATION:
Internal wiring of computers, office, equipment and

other electronic and electrical equipment

Part No. Product No. Description Length/Reel AWG Color No./mm
32005 1061-26-R UL1061 Multicore Hook-up Wire 610M/R 26 Red 7/0.160
32007 1061-26-B UL1061 Multicore Hook-up Wire 610M/R 26 Brown 7/0.160
32006 1061-26-B UL1061 Multicore Hook-up Wire 610M/R 26 Black 7/0.160

UlI1015 Hook-Up Wire
UL1015 (Solid) Hook-up Wire

DESCRIPTION:

® Solid or stranded, tinned or bare copper conductor, 28-9AWG
® Color-coded semi-rigid PVC insulation

® Rated temperature: 105°C

® Rated voltage: 600V

® Uniform thickness of wire to ensure easy stripping and cutting
® Passes UL VW-1 & CSA FT vertical flame test

Detailed product specifications are available on:

us. 100y. com. tw

APPLICATION:
For internal wiring of appliances

Color
BLACK

No./mm
1C/1.29

Part No.
32173

Product No.
1015-16-B

Description
UL1015 (Solid) Hook-up Wire

Length/Reel AWG
1000Ft/R 16

Centenary Materials;

Waiting for your phone call
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UL1015 (Stranded) Hook-Up Wire

= —

_

——— =
Part No. Product No.
8711 1015-12-A1
8712 1015-12-C1
8713 1015-12-D1
13085 1015-12-H1
8714 1015-12-11
8715 1015-14-A1
8716 1015-14-C1
8724 1015-14-D2
8725 1015-14-11
24662 1015-14-W
16447 1015-16-G/Y
34557 1015-16-P
33066 1015-16-Y
33064 1015-16-R
8726 1015-18-A2
18600 1015-18-BL
8728 1015-18-C2
2288 1015-18-D2
8729 1015-18-H2
8730 1015-18-12
14334 1015-18-G
14333 1015-18-B
8731 1015-20-A2
18326 1015-20-BL
8732 1015-20-C2
8733 1015-20-D2
8734 1015-20-12
14607 1015-22-B
18742 1015-22-BL
24928 1015-22-C2
18741 1015-22-G
14606 1015-22-R
14609 1015-24-B
14608 1015-24-R
14649 MPVC1218106261
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DESCRIPTION:

Detailed product specifications are available on: us. 100y. com. tw

® Solid, tinned or bare copper conductor, 28~9 AWG @ Uniform thickness of wire to ensure easy stripping and cutting

® Color-coded PVC insulation
® Rated temperature: 105°C

® Rated voltage: 600volts ® OS-1 is available
Description No./mm Length/Reel AWG ohm/kft
UL1015 (Stranded) Hook -up Wire 65/0.255 305M/R 12 1.65
UL1015 (Stranded) Hook -up Wire 65/0.255 305M/R 12 1.65
UL1015 (Stranded) Hook -up Wire 65/0.255 305M/R 12 1.65
UL1015 (Stranded) Hook -up Wire 65/0.255 305M/R 12 1.65
UL1015 (Stranded) Hook -up Wire 65/0.255 305M/R 12 1.65
UL1015 (Stranded) Hook -up Wire 41/0.255 305M/R 14 2.62
UL1015 (Stranded) Hook -up Wire 41/0.255 305M/R 14 2.62
UL1015 (Stranded) Hook -up Wire 41/0.255 305M/R 14 2.62
UL1015 (Stranded) Hook -up Wire 41/0.255 305M/R 14 2.62
UL1015 (Stranded) Hook -up Wire 41/0.255 305M/R 14 2.62
UL1015 (Stranded) Hook -up Wire 26/0.254 305M/R 16 418
UL1015 (Stranded) Hook -up Wire 26/0.254 305M/R 16 4.18
UL1015 (Stranded) Hook -up Wire 26/0.254 305M/R 16 4.18
UL1015 (Stranded) Hook -up Wire 26/0.254 305M/R 16 4.18
UL1015 (Stranded) Hook -up Wire 34/0.18 610M/R 18 6.64
UL1015 (Stranded) Hook-up Wire 34/0.18 610M/R 18 6.64
UL1015 (Stranded) Hook -up Wire 34/0.18 610M/R 18 6.64
UL1015 (Stranded) Hook -up Wire 34/0.18 610M/R 18 6.64
UL1015 (Stranded) Hook -up Wire 34/0.18 610M/R 18 6.64
UL1015 (Stranded) Hook -up Wire 34/0.18 610M/R 18 6.64
UL1015 (Stranded) Hook -up Wire 34/0.18 610M/R 18 6.64
UL1015 (Stranded) Hook -up Wire 34/0.18 610M/R 18 6.64
UL1015 (Stranded) Hook -up Wire 21/0.18 610M/R 20 10.5
UL1015 Multicore Hook-up Wire 21/0.18 610M/R 20 10.5
UL1015 (Stranded) Hook -up Wire 21/0.18 610M/R 20 10.5
UL1015 (Stranded) Hook -up Wire 21/0.18 610M/R 20 10.5
UL1015 (Stranded) Hook -up Wire 21/0.18 610M/R 20 10.5
UL1015 (Stranded) Hook -up Wire 17/0.16 610M/R 22 16.7
UL1015 (Stranded) Hook-up Wire 17/0.16 610M/R 22 16.7
UL1015 (Stranded) Hook-up Wire 17/0.16 610M/R 22 16.7
UL1015 (Stranded) Hook-up Wire 17/0.16 610M/R 22 16.7
UL1015 (Stranded) Hook -up Wire 17/0.16 610M/R 22 16.7
UL1015 (Stranded) Hook -up Wire 11/0.16 610M/R 24 29.3
UL1015 (Stranded) Hook -up Wire 11/0.16 610M/R 24 29.3
PVC Hook-up Wire 12/0.18 3280Ft/R 20

Color
Red
Yellow
Green
White
Black
Red
Yellow
Green
Black
White
Green
Red
Yellow
Purple
Red
Blue
Yellow
Green
White
Black
Gray
Brown
Red
Blue
Yellow
Green
Black
Black
Blue
Yelleo
Green
Red
Black
Red
Blue

® Resistant to acids, oils, alkalies, moisture and fungus
® Passes UL VW-1&CSA Ft1 vertical flame test

Insu. Thick. (mils)
30

30

30

30

30

30

30

30

30

30

30mils 0.76mm
30mils 0.76mm
30mils 0.76mm
30mils 0.76mm
30

30

30

30

30

30

30

30

30

30

30

30

30

0.79mm
0.79mm
0.79mm
0.79mm
0.79mm
0.79mm
0.79mm

UL

1283 Hook-Up Wire

Part No. Product No.
40613 1283-6-Black

Http://us.100y.com.tw/

® Conductor:-24 thru 6 AWG
-Solid stranded or Topcoat, bare or tinned copper conductor
per ASTM B-33

@ Insulation: color coded PVC, Temperature: -40°C to +105°C (*UL1011 -40°C to +80°C)
® Applications: Hook up wire
® Appliance wiring
@ point to point wiring
® Internal wiring of meters panels, electrical and electronic equipment
Description Length/Reel Color
UL1283 (Stranded) Hook -up Wire [ROHS] 100M/R Black

AWG

Centenary Materials;

Waiting for your phone call

Detailed product specifications are available on: us. 100y. com. tw

UL1283 (Stranded) Hook-Up Wire

L
X :
ail

mm-

: Taiwan:886-3-5753170
Taiwan:886-3-5753172

Shenzhen:86-755-83298787 Shanghai: 86-21-54151736
Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
Taiwan :us_sale@100y.com.tw Shenzhen: 100y@163.com Shanghai: 100y-1@163.com
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Extention Wires & Connectors
Extention Wires

Detailed product specifications are available on: us. 100y. com. tw

AT o KX-H-CGA Insulation approved
i | : o ® Environment temperature rang:0~200°C
. . ﬁ > ® Bearable to harmful gas corrosion and solvents, high temperature
LA resisting, good electric insulating property, high mechanical strength
J-Type Female Socket T-Type Male Plug  J-Type Female Socket KX1-M6-6 and stable chemical property and the high temperature resisting grade

- e .

uses a PTFE insulating layer and features withstanding acid, alkali and
oil, combustion resisting, non-water absorbance and good insulating

performance

K-TYPE(KX-G) K75-AFF KX-H-CGA VX-G-VVF
Part No.  Product No. Description Color Extention Wire Mark ~ + (color) - (color) Length/Reel
16589 J-Type Female socket Do-it-Yourself Female Mini-Connector J-Type
8814 K-TYPE(KX-G) JIS C 1610-1981 Extention Wire (For Thermoelectricity Use) Green K cr (Red) al (White) 100M/R
19501 K75-AFF Extention Wire(For Thermo-element) Yellow K cr (Red) al (White) 200M
23966 KX-H-CGA Extention Wire K 200M
13164 KX1-M6-6 Extention Wire(For Thermo-element) Blue(JIS) K cr (Red) al (White) 200M
19722 T-Type Male plug Do-it-Yourself Male Mini-Connector T-Type
13017 TC-TF Temperature Extention Wire -50°C~200°C Yellow K cr(Red) al(White) 200M/R
19723 TJ-Type Female socket Do-it-Yourself Female Mini-Connector T-Type
18399 VX-G-VVF Inside Insulation Extention Wire Blue K cr (Red) al (White) 100M

Speaker And Power Cable
Stranded Power Wire

® Conformation: 0. 14%14core*2
® OD:8.0mm

® Material: OCC

°

°

Length:60M/R
Application:balance wire

® Copper wire

® PVC insulation

® Water-proof PVC jacket

® Rated temperature:60°C, 75°C,
105°C

OV183C-6 e Vvated voltage:300volts

— b
Separate
PVC Jacke!

PAYC insulation
Conductor

: ® OCC copper wire spec: multi-core,
N knited by diameter 0. 07mm OCC
| m———— | COPDET Wire
;? - @ Diameter:3mm

¥ i ia: 1.
7 occos ® Inside dia:1.48mm

® Material: blue PVC jacket

® Conductor use copper or tinned cooper wire
16-32AWG

® Rated temperature: 80°C

o Rated voltage: 300volts

® Character:resist acid, alkal, oil, damp, mildew

==
:Operating voltage : 300 . ) = m
= o -Sr(teggggac!tuggp;aélrnv%frﬁo ¢ to oo VVF122FTI IVBS51CGTI Insulation wire 1. 6%1C-G
transparent wire-30core* 2F ® Black wire with white polarity stripe — ]
S R-1.6A-T VVR203

Part No. Product No. Manufacturer =~ Description AWG No. / mm Length/Reel UL/CSA Type
16290 0120 Parallel 0.14*14Core*2 60M/R
8813 IVB551CGTI PVC Green Stranded Power Wire 600V 5.5mm2 1C 100M/R @ NO.2566
33612 OCCO05 OCC Multicore Copper Wire 1.48mm Blue 1.48mm 10M
8735 0OV183C-6 UL/CSA SVT UL-type Circle Stranded Power Wire 18*3C 41/0.16 305M/R SVT-E77873 VW-1
12047 R-1.6A-T PVC Plastical Insulated 1 Core Copper Wire -Red 1.6mm 100M./R S$:400007, CED:PW01002
8850 S-075 PVC Flat Stranded Power Wire- White 0.75 30/0.18mm*2C 100M/R
13883  S-075 PVC Flat Cable 0.75 30/0.18mm*2C 100M/R
8851 S-1.25 PVC Flat Stranded Power Wire -White 1.25 50/0.18mm*2C 100M/R
13884 | S-1.25 PVC Flat Cable 1.25 50/0.18mm*2C 100M/R
8755 VVF122FTI Flat Stranded Power Wire PVC 600V VVF 1.2mm 2C 100M/R @ NO.3223
8753 VVF162FTI Flat Stranded Power Wire PVC 600V VVF 1.6mm 2C 100M/R @® NO.3198
13912  VVF162FTI White Flat PVC 600V VVF 1.6mm 2C 100M/R @® NO.3198
8754 VVF202FTI Flat Stranded Power Wire PVC 600V VVF 2.0mm 2C 91.44M/R @ NO.3198
13913 | VVF202FTI White Flat PVC 600V VVF 2.0mm 7/0.6mm 100M/R @ NO.3198
8812 VVR203 Stranded Power Wire PVC VVR 2mm2 3C 100M/R @® NO.3233
12046  transparent wire-100core*2F SINYU Stranded Power Wire 100C*2F 100Y(91.44M)/R
8905 transparent wire -30 core *2F | SINYU Stranded Power Wire 30C*2F 100Y(91.44M)/R
8906 transparent wire -50 core *2F SINYU Stranded Power Wire 300V 50C/0.12mm*2C = 100Y(91.44M)/R
13431 Insulation wire 1.6*1C-G 1 Core Copper Wire 1.6mm*1C Green 1.6mm 100M/R
13429 Insulation wire 1.6*1C-Red 1 Core Copper Wire 1.6mm*1C Red 1.6mm 100M/R
13430 Insulation wire 1.6*1C-Blue 1 Core Copper Wire 1.6mm*1C Blue 1.6mm 100M/R

TEL : Taiwan:886-3-5753170
F A X : Taiwan:886-3-5753172
E-mail : Taiwan :us_sale@100y.com.tw

Shenzhen:86-755-83298787
Shenzhen:86-755-83640655
Shenzhen: 100y@163.com

Shanghai: 86-21-54151736
Shanghai: 86-21-64605107
Shanghai: 100y-1@163.com
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2 Conductors Stranded

Speaker Cable

Part No. Product No.

8868 100*2F-Red/Black
8866 30*2F- Red/Black
8867 50*2F- Red/Black
9145 DC-112
9146 DC-122

11254 DC-132

e Conductor with highly pure OFC conductor

® |nsulation with high density foam PE

® High density OFC braiding coverage to cut down
incuctance and capacitance

® Soft and highly flexible PVC jacket

Material: OCC
Length:100Y

Manufacturer
SINYU
SINYU
SINYU

Configuration: (720. 1*7) *2F
OD:5. 5%14. 5mm
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Application:upgrade speaker cable

Description

Colored 2 Conductors Stranded Speaker Cable

Colored 2 Conductors Stranded Speaker Cable

Colored 2 Conductors Stranded Speaker Cable

SPK-200 Low Capacitance 2Conductors Stranded Speaker Cable
HI-Fi Low Capacitance 2Conductors Stranded Speaker Cable

Silver Foil Low Capacitance 2Conductors Stranded Speaker Cable

No. / mm
100C/0.14
30C/0.14
50C/0.14
200/0.12
505/0.12

Detailed product specifications are available on: us. 100y. com. tw

e Configuration: (27/0. 11%7) *2F
e OD:3. 8%7. 6mm
e Material: OCC
e Length: 100Y
e Application:car. wiring

e Configuration: [ (4/0. 04%10S+

30/0.01C) *7]*2F

e OD:5.6%13. 6mm
e Material: silver foil aluminum
e Length: 100M/R

Length/Reel

67.5M/R
67.5M/R
67.5M/R

100Y(91.44M)R
100Y(91.44M)R

50M/R

Optical Cable
Fibre Optic Cable

Part No. Product No.
17419 LFE-100-1
17205 LFS-075-01-G

Detailed product specifications are available on: us. 100y. com. tw

intalled
Description FIBER DIA(mm) 0O.D.(mm)
Fibre Optic Cable 1.0 2.2mm
Fibre Optic Cable 0.75

Length/Reel
1000M
2700M/Reel

Fiber optic is specification designed to use in a wide range of operating

conditions and they will not optically or mechanically deteriovate once

Color
Black

Green

Coaxial

Test Lead Wires

Standar

d TestL

Detailed product specifications are available on: us. 100y.

ead Wires

® Size OD:3. 0mm ® Clarification: 300V 0. 5A

Part No. Product No. Description

8861 Ammeter wire-Red-20/0.12mm Stranded Test Lead Wires
8863 Ammeter wire -Yellow-20/0.12mm Stranded Test Lead Wires
8862 Ammeter wire -Black-20/0.12mm Stranded Test Lead Wires
8864 Ammeter wire -Green-20/0.12mm Stranded Test Lead Wires
8865 Ammeter wire -Blue-20/0.12mm Stranded Test Lead Wires

Color
Red
Yellow
Black
Green

Blue

Length/Reel

500Y(457.2M) / R
500Y(457.2M) / R
500Y(457.2M) / R
500Y(457.2M) / R
500Y(457.2M) / R

No./mm

20/0.12mm
20/0.12mm
20/0.12mm
20/0.12mm
20/0.12mm

Size OD

3.0mm
3.0mm
3.0mm
3.0mm

3.0mm

Braid Wire & Copper Wire & Tinsel Wire
Flat Copper Braid Wire

® Tinned copper wire

e Pliability and operability

e Electric current the same with 6AWG conduct

Part No. Product No. Manufacturer Description Nominal W (CM) Length (M)
7065 25-4.6L 3M Electrical Grounding Braid 12.7mm 4.57TM
30656 1-90B Flat Copper Braid 4mm 200M/R
38848 1-90C Flat Copper Braid 15mm 100M/R
40277 1-95B Flat Copper Braid 24/15/0.12T 15mm 100M/R
15514 I-T-1/2 Flat Copper Braid 1/2" 152M
15515 I-T-1/4 Flat Copper Braid 1/4" 100M
®
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Detailed product specifications are available on: us. 100y. com. tw

Flat Copper Braid Wire

Part No. Product No. Description Nominal W (CM) Length (M)
15480 I-T-1/2 Flat Copper Braid 48/19/0.12 1/2" 100M
15486 I-T-1/4 Flat Copper Braid 1/4" 100M
23990 I-T-3/8 (1-92) Flat Copper Braid 3/8" (0.9CM) 100M

Insulated Copper Wire

m} \rf

s ol e

¥

\f

<

Detailed product specifications are available on:

Self-fluxing polyurethane-coated solid copper wire for winding

transformers, coils, etc
To BS 6811 section3-1(IEC 317/4) .MAX
Continuous temperature +120°C

us. 100y. com. tw

Part No. Product No. Description AWG Current Rating Diameter (mm)
35174 A0600 Copper Wire 0.6mm
15749 Insulated Copper Wire #14-100g Insulated Copper Wire

27001 Insulated Copper Wire #14-4kg Insulated Copper Wire 14 2mm
5527 Insulated Copper Wire #16-100g Insulated Copper Wire 16 2.74A 1.5mm
39887 Insulated Copper Wire #16-22.8kg Insulated Copper Wire 16 2.74A 1.5mm
39658 Insulated Copper Wire #16-30kg Insulated Copper Wire 16 2.74A 1.5mm
5528 Insulated Copper Wire #17-100g Insulated Copper Wire 17 2.74A 1.7mm
5529 Insulated Copper Wire #18-100g Insulated Copper Wire 18 1.91A 1.25mm
4706 Insulated Copper Wire #19-100g Insulated Copper Wire 19 1.21A 1.0mm
7917 Insulated Copper Wire #20-100g Insulated Copper Wire 20 0.9mm
4707 Insulated Copper Wire #21-100g Insulated Copper Wire 21 779mA 0.8mm
4709 Insulated Copper Wire #22-100g Insulated Copper Wire 22 613mA 0.7mm
7916 Insulated Copper Wire #23-100g Insulated Copper Wire 23 0.6mm
7918 Insulated Copper Wire #24-100g Insulated Copper Wire 24 0.55mm
33727 Insulated Copper Wire #24-2kg Insulated Copper Wire 14 2.3mm
5618 Insulated Copper Wire #25-100g Insulated Copper Wire 25 304mA 0.5mm
11679 Insulated Copper Wire #25-4Kg Insulated Copper Wire 25 304mA 0.5mm
4708 Insulated Copper Wire #26-100g Insulated Copper Wire 26 0.45mm
5612 Insulated Copper Wire #27-100g Insulated Copper Wire 27 194mA 0.4mm
11513 Insulated Copper Wire #28-100g Insulated Copper Wire 28 0.38mm
11514 Insulated Copper Wire #29-100g Insulated Copper Wire 29

7915 Insulated Copper Wire #30-100g Insulated Copper Wire 30 0.31mm
11521 Insulated Copper Wire #31-100g Insulated Copper Wire 31

11516 Insulated Copper Wire #32-100g Insulated Copper Wire 32

5619 Insulated Copper Wire #33-100g Insulated Copper Wire 33 76mA 0.25mm
5621 Insulated Copper Wire #34-100g Insulated Copper Wire 34 61mA 0.224mm
5622 Insulated Copper Wire #35-100g Insulated Copper Wire 35 61mA 0.224mm
5624 Insulated Copper Wire #36-100g Insulated Copper Wire 36 48mA 0.2mm
11522 Insulated Copper Wire #37-100g Insulated Copper Wire 37

11517 Insulated Copper Wire #38-100g Insulated Copper Wire 38

11520 Insulated Copper Wire #39-100g Insulated Copper Wire 39

11518 Insulated Copper Wire #40-100g Insulated Copper Wire 40

11519 Insulated Copper Wire #41-100g Insulated Copper Wire 41 0.11mm
11515 Insulated Copper Wire #42-100g Insulated Copper Wire 42

Tinned Copper Wire

Detailed product specifications are available on:

us. 100y. com. tw

AWG (Approx. ) 22

Length/Reel: 100Ft/R

Fuse Rating:24A

o, Part No. Product No. Description AWG(Approx.) Length/Reel Fuse Rating
WILZUE | Ry 8852 z22 Tinned Copper Wire 22AWG 8kg/R
\ ' e A \‘\ 4731 Z-22AWG-100Ft Tinned Copper Wire 22 100Ft /R 24A
- 8853 Z-24 Tinned Copper Wire 24AWG 8kg/R
4732 Z-24AWG-100Ft Tinned Copper Wire 24 100Ft /R 17A
@
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Electroical Heating Alloys
Alloy Wire(Nichrome Wire/Brass Nickel Wire)

=TT

N7

i

® Well resisted oxidation and engine intensity in the
e high temperature

e High resistance and low resistance temperature

e modulus

e Well performance on jointing

Part No. Product No. Description Material Chemical Tamp. Range Anti- pulls Degree
29532 CuNi40-1.0mm Brass Nickel Wire- $ 1.0mm

29531 Ni80Cr20-0.5mm Nichrome Wire- § 0.5mm Nickel-Chromium Ni80 Cr20 1150°C 686~735

29530 Ni80Cr20-1.0mm Nichrome Wire- § 1.0mm Nickel-Chromium Ni80 Cr20 1150°C 686~735

16011 Ni80Cr20-100g-0.1mm Nichrome Wire- ¢ 0.1mm Nickel-Chromium Cr20 Nigo 1150C 686~735

29596 Ni80Cr20-120g-0.1mm Nichrome Wire- § 0.1mm Nickel-Chromium Ni80 Cr20 1150°C 686~735

29597 Ni80Cr20-140g-0.1mm Nichrome Wire- ¢ 0.1mm Nickel-Chromium Ni80Cr20 1150C 686~735

32505 Nichrome -1kg-0.8mm Nichrome Wire- § 0.8mm
Aluminum Wire Detailed product specifications are available on: us. 100y. com. tw

.H’c%ﬁ'h

e ]
w -_m ? Part No. Product No. Description
P 39706 1.25mm Aluminum Wire 1.25mm Aluminum Wire
Cable Handin g Detailed product specifications are available on: us. 100y. com. tw

Wire-Cable Reeling Panel

® Save time:once send several cables and wires

e Save manpower:if only one people lug wire, could construction

e Save material:remanent wire fitness in the cable reeling pannel at the end of construction
® Enhance efficiency: quick-change design

® Slinky and durable

® ingenious design

Part No. Product No. Description Outside Diameter Thickness Inside Diameter
8181 RH-300 Wire-Cable Reeling Panel 300 80 130~200
8182 RH-400 Wire-Cable Reeling Panel-Middle 400 90 130~260
8183 RH-400L Wire-Cable Reeling Panel-Middle 400 130 130~260
13361 RH-500 Wire-Cable Reeling Panel(With Wheel) 500 150 140~270

Other Cable Accessories Detailed product specifications are available on: us. 100y. com. tw
Other Cable Accessories

e Material: PVC
e Simplyest binding method, cut the length you need and circle the cable then fasten

» ’:1.:“ "|'.'i.‘-"}

’__-- ! 1 et 0 e the circular hole use the fixed button.
he :',- el e Knock down easily
*
Part No. Product No. Manufacturer Description
13112 A-10 KSS KSS Binding Band
13110 A-10B KSS KSS Binding Band

Centenary Materials;

Waiting for your phone call
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®

Other Cable Accessories

DESCRIPTION:

® Material: P.E. Natural
e Cutlength optionally to fit your chassis eding protection or other application
for smoothing edges.

Product No.
ED-024
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Manufacturer
KSS

Description

EDGING GROMMENT

Detailed product specifications are available on: us. 100y. com. tw

Part No.
18768
18782
13111
18352
16946
24057

DESCRIPTION:

Detailed product specifications are available on: us. 100y. com. tw

low cost and assure good appearance.

® Material: UL approved Nylon 66, 94V-2 (Black)
® Close your unneeded holes with fingertip pressure at

® Available in application for chassis thickness from 0.8mm to 3.2mm

Product No. Manufacturer
HP-10 KSS
HP-13 KSS
HP-16 KSS
HP-22 KSS
HP-25 KSS
HP-30 KSS

Description
Hole Plug
Hole Plug
Hole Plug
Hole Plug
Hole Plug
Hole Plug

ELAABU LS TN

TETRRERIERENE

DESCRIPTION:

® P.E. extruded movable bushing.
e Cuttofitany hole sizes for protecting cords, wires,

cables against damage from sharp panel edges.

e Also available in moulded Nylon bushing. 25cm per piece packed per bag.

Detailed product specifications are available on: us. 100y. com. tw

Part No. Product No. Manufacturer Description
12563 KG-010 KSS Movable Bushings
15198 KG-012 KSS Movable Bushings
12526 KG-016 KSS Movable Bushings
13443 KG-020 KSS Movable Bushings
17474 KG-024 KSS Movable Bushings
13113 KG-045 KSS Movable Bushings
Detailed product specifications are available on: us. 100y. com. tw
DESCRIPTION:
I I ® Material: UL approved Nylon 66, 94V-2 (Black)
® Close your unneeded holes with fingertip pressure at
low cost and assure good appearance.
Part No. Product No. Manufacturer Description
17840 MSP-12 KSS SCREW PLUG
DESCRIPTION:
el ® Material: UL approved Nylon 66, 94V-2 (Black) ® Appropriate cable tie: CV-075, 094. ---280, 310, 368.
® Apply to use oil pencil wirting 385, 432
Part No. Product No. Manufacturer Description
17628 MT-2 KSS Marker Plate
17629 MT-3 KSS Marker Plate
Centenary Materials;
Waiting for your phone call
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KSS Wiring Duct

Round Type Telephone Wiring Duct
>

Part No.
23461
6599
6597
6601
6600
2450
6621
6625
6624

Product No.

RD-120
RD-20
RD-20M
RD-30
RD-30M
RD-60
RD-60M
RD-70
RD-70M
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Detailed product specifications are available on: us. 100y. com. tw
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e Material: High i t, rigid, self-extinguish P.V.C = | | = | I
: High impact, rigid, self-extinguish P.V.C. w b |

® Service temperature: 85 RD-70,90,120

e Color: Grey (white, milk, brown, dark brown available)

® Good for floor wiring to faciliate trolly pass and to avoid trip.

® Usage:Department store, super market, station and other public

Manufacturer Description w W1 H H1 Length(M)

KSS Round Type Wiring Duct Grey 120 70 25 21 1

KSS Round Type Wiring Duct Grey 20 8 6 4 1

KSS Round Type Wiring Duct White 20 8 6 4 1

KSS Round Type Wiring Duct Grey 30 11 8 6 1

KSS Round Type Wiring Duct White 30 11 8 6 1

KSS Round Type Wiring Duct Grey 60 30 13 9 1

KSS Round Type Wiring Duct White 60 30 13 9 1

KSS Round Type Wiring Duct Grey 70 40 15 10 1

KSS Round Type Wiring Duct White 70 40 15 10 1

Telephone Wiring Duct

Part No.
29895
6602
2443
6603
6604
10290
6605
6618
6617
6620
2456
6619

Product No.
JD-4
TC-1
TC-1M
TC-1W
TC-2
TC-2M
TC-2W
TC-3
TC-3M
TC-4
TC-4M
TC-4W

® Material: High impact, rigid, self-extinguish P.V.C.

® Service temperature: 85

e Color: Grey (white, milk, brown, dark brown available)
® Backed with high quality double sided tape for permanent stick.
e Usage:Domestic telephone wire, telephone office wiring.

Manufacturer

KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS
KSS

Description W1 (mm)
Telephone Wiring Duct (Self-Adhesive) 23.5mm
Telephone Wiring Duct Grey 6
Telephone Wiring Duct  Milk White 6
Telephone Wiring Duct White 6
Telephone Wiring Duct  Grey 8
Telephone Wiring Duct  Milk White 8
Telephone Wiring Duct  White 8
Telephone Wiring Duct Grey 10
Telephone Wiring Duct  Grey 10
Telephone Wiring Duct Grey 12
Telephone Wiring Duct  Milk White 12
Telephone Wiring Duct  White 12

W2 (mm) H (mm) Length (M)
19.5mm 12.2mm 1M

7 4 1

7 4 1

7 4 1

8 6 1

8 6 1

8 6 1

10 7 1M/ Stcik
10 7 1M/Stcik
15 10 1M/ Steik
15 10 1M/ Steik
15 10 1

Wiring Duct - Slotted

=\

1006y, cc

Part No.
37104
28237
28547

X
Product No.

SD15075
SD300100

SD6545

-

Detailed product specifications are available on: us. 100y. com. tw

damages by rats for cables, wires inside.
® Suitable forindoor and outdoor use.

e Material : Made of low smoke, no lead contained PVC featuring
excellent insulation,self-extinguish characteristics.
® Tightly sealed construction provides protection from dust and

e Usage: Arena, electric, airconditioning project and indoor open wiring.

Manufacturer Description WxH (mm) Length (M)
KSS Wiring Duct - Slotted 150*75mm 2M
KSS Wiring Duct - Slotted 300*100mm 2M
KSS Wiring Duct - Slotted 65*45mm 2M

Http://us.100y.com.tw/

Centenary Materials
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Wirin g D uct - ( Non- S | otte d ) Detailed product specifications are available on: us. 100y. com. tw

DESCRIPTION:
® Material : Made of PVC featuring excellentinsulation, self-extinguish characteristics.
® Complete accessibility and easiest method of inserting or removing wires.
e Will reduce your cost during initial installation, wire tracing, circuit revisions
and trouble shooting.
® Easy to install or remove the cover.

/ ; , ® Material: Well insulation, self-extinguish P.V.C.
; e / H[ ® Service temperature: 85
il HE U L I L‘ pudd ﬁ) ® Backed with high quality double sided tape for permanent stick.
g [ L w | ‘ h *IE 5 ¢ ® Easy to install or remove the cover.
Part No. Product No. Manufacturer Description WxH (mm) Length (M)
13247 AD-3*3 KSS Insulation Wiring Ducts UL CSA 75*75 2M
24073 BD-2525 KSS Solid P.V.C. Insulation Wiring Ducts 25*25 2M
24074 BD-4040 KSS Solid P.V.C. Insulation Wiring Ducts 40*40 2M
6584 HD-0 KSS Insulation Wiring Ducts UL CSA 2525 1.7
6586 HD-0.5 KSS Insulation Wiring Ducts UL CSA 15*25 1.7
6582 HD-1 KSS Insulation Wiring Ducts UL CSA 25*45 1.7
6583 HD-1.2 KSS Insulation Wiring Ducts UL CSA 33*33 1.7
2445 HD-1.5 KSS Insulation Wiring Ducts UL CSA 33*45 1.7
6580 HD-2 KSS Insulation Wiring Ducts UL CSA 45*45 1.7
2446 HD-3 KSS Insulation Wiring Ducts UL CSA 33*65 1.7
2447 HD-5 KSS Insulation Wiring Ducts UL CSA 45*65 1.7
13040 HD-5.7 KSS Insulation Wiring Ducts UL CSA 65*65 1.7
23306 MD-12 KSS Insulated Wiring (Non-Slotted) 150100 1.7M (Duct Botton And Duct Cover)
22355 MD-2.2 KSS Insulated Wiring (Non-Slotted) 50*50 1.7M
32016 MD-7.5 KSS Insulated Wiring (Non-Slotted) 100*75 1.7M
12606 VD-4 KSS Insulation Wiring Ducts UL CSA 40*40 2
39042 VD-7 KSS Insulation Wiring Ducts UL CSA 40*60mm 110~150pcs
Wirin g Duct Cutter Detailed product specifications are available on: us. 100y. com. tw

Heavy duty steel tool incorporates a new, improved blade
design, which minimizes cutting force and blade wear.
Provides a smooth burr-free cut on both wiring duct and cover.
Easily cuts duct & cover

Spare blade of 10’
Multi cutter WT-2
Size: 163 (L) *18 (W) *3 (T) mm

Part No. Product No. Manufacturer Description
11647 WT-1 KSS Wiring Duct Cutter
18740 WT-2B KSS Wiring Duct Knives [163(L)*18(W)*3(T)mm]

Chain Link Trunking
Chain Link Trunking

5, N -

Detailed product specifications are available on: us. 100y. com. tw

With hinged bows
The transportation of light and nicety things

Part No. Product No. Description ID Size
17441 C0450.61 Plastic chain tie-on

34841 KR30 Plastic chain 10*10*1M
17440 SS0450.61KR52 Plastic chain 78*24
34842 chain tie-on Plastic chain tie-on

® \We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.

Http://us.100y.com.tw/ Centenary Materials;
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736  3-47
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai:86-21-64605107
E-mail : Taiwan :us_sale@100y.com.tw Shenzhen : 100y@163.com Shanghai: 100y-1@163.com
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