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Ultrasonic Cleaning Tanks
'Delta' Ultrasonic Cleaners

334.010 334.008

334.150

Model

Internal Tank Size

External Dimension

Capacity Of Container

Operating Frequency

Output Power

Timer

Heater

Net Weight

334.010 DG 1

170L 90W 55D

193L 113W 110D

600CC

43000 one sec

50W

5 minute

0 9KG

( - )

* *

* *

.

.

334.008 D80

150L 135W 100D

175L 113W 200D

2000CC

43000

80W

1 10

2KG

( )

* *

* *

-

one sec

minute

.

334.150 D150H

295L 150W 100D

320L 175W 200D

4500CC

43000

150W

1 99

115W

3 5KG

( )

* *

* *

-

.

one sec

minute

.

Part No. Product No. Manufacturer Description

2498 334.010 DELTA "DELTA" Ultrasonis Cleaners 600cc/110V

10572 334.080 DELTA "DELTA" Ultrasonis Cleaners 2000cc/110V

8263 334.150 DELTA "DELTA" Ultrasonis Cleaners 4500cc/110V

17667 A334-D150 "DELTA" Ultrasonis Cleaners

A334-D150H01 A334-DG101

Part No. Product No. Description

27447 A334-D150H01 D150H

34698 A334-DG101 DELTA_Ultrasonic Cleaners DG-1 Dust Cover

Light and Sound Measurement
Digital Watt Meter Measureement
level range

Operating Temperature and Humidity 0:

:

:

℃ to 40℃ < 80% R. H.

Storage Temperature and Humidity -10℃ to 60℃ < 70% R.H.

Dimensions 240mm(L)x68mm(W)x25mm(H)

Operating Temperature and Humidity 0:

:

:

:

:

℃ to 40℃ < 80% R. H.

Storage Temperature and Humidity -10℃ to 60℃ < 70% R.H.

Dimensions 240mm(L)x68mm(W)x25mm(H)

Power one 9V battery

Weight 215g

Operating Temperature and Humidity 0& : - , - %

: &

:

℃ 50oC 10 90 RHStorage

Dimensions 265(L)x72(W)x21(H)mm 325g

Power one 9V battery

Part No. Product No. Manufacturer Description Level range Frequency range

7464 TES-1350A TES Digital Sound Level Meter 35dB~130dB 31.5Hz~8KHz

Part No. Product No. Manufacturer Description Level range Frequency range

32996 TES-1350B TES Digital Sound Level Meter 35dB~130dB 30Hz~8KHz

Part No. Product No. Manufacturer Description Level range Frequency range

10999 TES-1352A TES Programmable Sound Level Meter 30dB~130dB 31.5Hz~8KHz

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:
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Part No. Product No. Manufacturer Description Level range

21845 TES-1353 TES
Digital Sound

Level Meter
30dB~130dB

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twDigital Watt Meter Measureement
level range
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Environmental Monitoring

FEATURES

Wide linearity range of 100dB

32000 Records Data logging function

RS-232 interface

Real time clock with calendar

Applicable standards

Accuracy

Measurement Item

Measurement Level

Measurement Frequency range

Frequency Weight

Time weight

Microphone

Digital display

Quasi-analog bar indicator

Display Warning function Overrange

indicator Underrange indicator

Analong AC / DC output

Power supply

Battery Life

Operating temperature , humidity

Dimensions

Weight

IEC Pub 651 Type2, ANSI S1.4 Type2, IEC804 Type2

+/-1.5dB (ref 94dB @1KHz).

SPL, Leq, SEL, MaxL, MinL.

30dB to 130dB

31.5 Hz to 8KHz

A and C.

Fast and Slow, Impulse.

1/2 inch Electret condenser microphone .

4 digit LCD , 0.1dB resolution, updated every 0.5s.

4-dB steps, 100dB display range, updated every 100ms.

Displayed at the upper limit.

Displayed at the lower limit.

2Vrms ( at full scale ) , 10mVDC / dB.

Four 1.5V LR-6/AA size alkaline cell, AC adapter

about 28 hours.

5 ~ 40 C , 10 ~ 90% RH.

265 (L) x 72(W) x 21(H)mm, ( 10.4" L x 2.8" W x 0.8" H ).

Approx. 380g.

o

SPECIFICATIONS

FEATURES

Measure % Noise Dose / Exposure Time / Sound Level

Real time clock with calendar

RS-232 interface

SPECIFICATIONS

SPECIFICATIONS

Applicable standards

Digital display

Criterion level

Threshold level

Exchange rate

High level Detector

Peak Flag

Measuring range

Accuracy

Resolution

Frequency weighting

Time weighting

Microphone

Power supply

Battery life

Dimensions

Weight

ANSI S1.25-1991, A weighting

0

80, 84, 85, 90dB Selectable

Selectable from 70 to 90dB, 1dB step

Selectable 3dB, 4dB, 5dB or 6dB

115dBA

140dB

70-140dBA

±1.5dB ref. 94dB @1KHz

0.1dB

A

FAST , SLOW Selectable

1/2 inch electret condenser microphone

4pcs size AAA Alkaline Battery

About 36 hours

106(L)×64(W)×34(H)mm

approx. 350g (include batteries)

～9999%DOSE

Part No. Product No. Manufacturer Description Level range

21846 TES-1354 TES Noise Dosi-Meter 70-140dBA

21844 TES-1355 TES Noise Dosi-Meter 70-140dBA

Part No. Product No. Description Level range Frequency range

21847 TES-1356 Sound Level Adjustor 114dB,94dB 1,000Hz∮4%

FEATURES

0.1dB Resolution

Range from 30 to 130dB

Fast/Slow dynamic characteristic

A&C Frequency Weighting

Applicable standards

Accuracy

Digital display

Measurement Level A weighting

Measurement Level C weighting

Level Range

Measurement Frequency range

Frequency Weight

Time weight

Microphone

Digital display

Quasi-analog bar indicator

Display Warning function Overrange

indicator Underrange indicator

Analong AC / DC output

Power supply

Battery Life

Operating temperature , humidity

Dimensions

Weight

IEC Pub 651 Type2 , ANSI S1.4 Type 2

+/- 1.5dB (ref 94dB @1KHz)

4 digital LCD

30dB to 130dB

35dB ~ 130dB

30-80dB, 50-100dB, 60-110dB, 80-130dB

31.5 Hz to 8KHz

A and C

Fast and Slow

1/2 inch Electret condenser microphone

4 digit LCD , 0.1dB resolution, updated every 0.5s

1-dB steps, 50dB display range, updated every 100ms

Displayed at the upper limit

Displayed at the lower limit

2Vrms ( at full scale ) , 10mVDC / dB

Four 1.5V LR-6/AA size alkaline cell, AC adapter

about 20 hours

5 ~ 40

265 (L)×72(W)×21(H)mm, ( 10.4" L×2.8" W×0.8" H )

Approx. 310g

℃ , 10 ~ 90% RH

Part No. Product No. Manufacturer Description Level range Frequency range

2511 TES-1357 TES Precision Sound Level Meter 30dB~130dB/35dB~130dB 31.5Hz~8KHz

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .
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Part No. Product No. Manufacturer Description Level range Frequency range

21892 TES-1358 TES
Sound

Analyzer
30dB~130dB 25Hz ~ 10KHz

Prew

Prew Next

Next

T E L : Taiwan:886 3 5753170- - Shenzhen:86 755 83298787- - Shanghai:86 21 54151736- -

F A X : Taiwan:886 3 5753172- - Shenzhen:86 755 83640655- - Shanghai:86 21 64605107- -
56 03-

R

Taiwan:us_ sale@100y.com.twE mail- : Shenzhen 100y@163 com: . Shanghai 100y 1@163 com: - .

Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Digital Watt Meter Measureement
level range

FEATURES:

Real-time 1/1-Octave and 1/3-Octave analysis.

Wide linearity range of 100dB.

Large display with backlighting.

Real time clock with calendar.

Memory max. 10000 records of Lp data.

RS-232 interface.

Applicable standards

Microphone

Accuracy

Measurement range

Measurement function

Frequency range

Frequency weighting

Time weighting

Display

IEC 60651 Type2, IEC 60804 Type2, BS EN 6065, 1994, IEC 1260-1995

1/2-inch Electrect condenser microphone

+/- 1.5dB (ref 94dB @ 1KHz)

30dB to 130dB

Lp , Leq , LE , Lmax , Lmin

25Hz ~ 10KHz

A ,C, Flat

Fast , Slow

160x160 dot matrix display with back light Sound level meter display

Numerical : 4 digits, up data cycle 0.5s, resolution 0.1dB

Bar graph : Scale range 100dB , update cycle 0.125s

Real time clock : Year, Month, Day, Hour, Minute, Second

Extension cable

Memory capacity

Signal output

Available in lengths of 5m (TL-F47/5M) and 10m(TL-F47/10M)

10000 data (Sound level meter mode)

AC output : 2 Vrms (at full scale) DC output : 10mVDC / dB

erial interface : RS-232 , 9 pin D-subS

Power

External DC power supply

Battery life

Operating Temperature/Humidity

Dimensions & Weight

4 pcs of C size 1.5V (LR14) batteries

6V, 1A

Approx. 2hrs

0

34.5(H)×10(W)×6(D) cm & Approx. 950g (including batteries)

℃ to 40 ℃ , 10 to 80% RH

SPECIFICATIONS

SPECIFICATIONSFEATURES

0.1dB Resolution

Range from 26 to 130dB

A&C frequency weighting

Fast/Slow Dynamic characteristic

Maximum with Elapsed time

Manual data memory and read

5Selectable Range

Bargraph Indication

Logging Function (99 Sets)

Applicable standards

Digital display

Measurement Level

Measurement Frequency range

Frequency Weighting

Time weight

Microphone

Measurement level range

Quasi-analog bar indicator

Display Warning function Overrange
indicator Underrange indicator

Manual data memory capacity

Analog AC / DC output

Power supply

Battery Life

Operating temperature, humidity

Dimensions

Weight

IEC Pub 60651 Type2 , ANSI S1.4 Type 2

4 digital LCD,0.1 dB resolution ,updated every 0.5s

26dB to 130dB

31.5 Hz to 8KHz

A and C

Fast and Slow

1/2 inch Electret condenser microphone

5 ranges in 10-dB step : 30~90dB , 40~100dB 50~110dB , 60~120dB 70~130dB

1-dB steps, 60dB display range, updated every 0.125s

Displayed at the upper limit

Displayed at the lower limit

99 sets

2Vrms ( at full scale ) , 10mVDC / dB

Four 1.5V LR-6/AA size alkaline cell, AC adapter

about 50 hours

0

258 (L)×68(W)×27(H)mm

Approx. 310g

℃ ~ 50 ℃ (32 ℉ ~122 ℉ )R.H.<80% non-condensing

-10 ℃ ~60 ℃ (14 ℉ ~140 ℉ )R.H.<70% non-condensing

Part No. Product No. Manufacturer Description Level range Frequency range

50492 TES-52 TES Sound Level Meter 26~130dB 31.5Hz~8KHz

Part No. Product No. Manufacturer Description Level range Frequency range

27525 TL-F47 TES 5M Microphone line FOR:TES-1357 30~80dB/50~100dB/60~110dB/80~130dB 31.5Hz~8KHz

16240 TM-101 TENMARS Digital Sound Level Meter 30dB~130dB 31.5Hz~8KHz

Part No. Product No. Manufacturer Description Level range Frequency range

27874 TM-102 TENMARS Digital Watt Meter Measureement level range 30dB~130dB/35dB~130dB 31.5Hz~8KHz

Light Measurement

CHY-331 CHY-332

Part No. Product No. Manufacturer Description

20529 CHY-331 Chy Digital Light Meter

20531 CHY-332 Chy Digital Light Meter
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twLight Measurement

Part No. Product No. Manufacturer Description

20542 CHY-731 Chy Digital Light Meter

SAMPLING SPEED

ACCESSORIES

Sampling rate: 2.5 times per second for

digital display

Instruction manual

Carrying case

9V Battery x 1 pc

3 ∮ plug (DL-202)

POWER SUPPLY

OPERATION CONDITION

DIMENSION

Battery type : 9V NEDA 1604, IEC 6F22, JIS 006P x 1 pc

Battery life : about 200 hours

Operating Temperature & Humidity: -10

Meter size : 130x55x38mm (LxWxH)

Sensor size: 125x66x35mm (LxWxH)

Weight : about 250g (including battery)

℃ ~ 40℃, 0%~ 80%RH.

Storage Temperature & Humidity: -10℃ ~ 50℃, 0%~ 70%RH.

Part No. Product No. Manufacturer Description

16234 DL-201 TENMARS Lux/Fc Light METER

Sensor

Measuring range

Accuracy

Angle deviation from cosine

characteristics

Silicon photodiode and filter

20 TM 202 ,200 2000 20000 200000Lux

20 200 2000 200000 footcandles

( - ) , , ,

, , ,

±3 Calibrated to standard incandescent lamp 2856 K
±8 other visible light source TM 201
±6 other visible light source TM 202

%( )

%( , - )

%( , - )

o

3 0

6 0

8 0

o

o

o

±2

±6

±25

%

%

%

SPECIFICATIONS
DISPLAY

: " "

:

" "

3 ½ digits LCD with maximum reading 2000

Overload indication LCD will show OL in

the left highest position

Low battery indication replace battery

immediately when LCD displays
- +

POWER SUPPLY

: , ,

:

Battery type 9V NEDA 1604 IEC 6F22 JIS 006Px1pc

Battery life about 200 hours

DIMENSION

: ( )

: ( )

: ( )

Meter size 130x55x38mm LxWxH

Sensor size 125x66x35mm LxWxH

Weight about 250g including battery

Part No. Product No. Manufacturer Description

39927 DL-202 TENMARS Lux/Fc Light METER

FEATURES

, . . .

,

/ -

Professional light meter

Tiny bone shape with lightweight and small size case disign are suitable for handling with one hand

Wristlet design provides extra protection to the instrument especially for user one hand operation

Exclusive photo diode and color correction filter light sensor spectrum meets C I E photopic

Build in microprocessor circuit assures excellent performance and accuracy

Concise and compact buttons arrangement easy operation

Memorize the maximum and minimum value with recall

Lux Feet cadle selectable by pressing button on the front panel

Zero button design makes light meter calibration

Hold function to freeze the current reading value

Part No. Product No. Manufacturer Description

38879 LM-81LX LUTRON LIGHT METER

Part No. Product No. Manufacturer Description

7566 LX-101 LUTRON Digital Light Meter

FEATURES

-

Precise and easy readout

High accuracy in measuring

LSI circuit use provides high reliability and durability

Pernits a wide range of light measurements , - ,

In build LOW BATTERY indicator

Auto zero adjustment

LCD display provides low power consumption

Compact light weight and excellent operation

Part No. Product No. Description

20554 MLM-1010 Light Measurement
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twLight Measurement

Dimensions 257 L x155 W x57 H mm 10 1 L x6 1 W x2 2 H inch

Weight 1160g 40 9oz Battery included

: ( ) ( ) ( ) . ( ) . ( ) . ( )

: / . ( )

Part No. Product No. Manufacturer Description Accuracy DC Voltage DC Current Battery Type

50566 PROVA200 PROVA Solar Module Analyzer 1% 18 dgts 0-10V/10-60V 0-1A/1-6A 1.2V AA rechargeable battery x8(2700mAh)

Test range

Resolution 0

Error data

Dimension

Weight

: Pt385 -190 C ~ 790 C(-310 ~ 1454 F)

Pt3916 -190 C ~ 615 C (-310 ~ 1139 F)

Pt3926 -190 C ~ 615 C (-310 ~ 1139 F)

1 C / 0.1 F / 0.1K

±(0.05%rdg+0.5 C) ±(0.05%rdg+0.9 C)

150 72 37mm

300g

O O O

O O O

O O O

O O

O O

: .

:

: * *

:

Part No. Product No. Manufacturer Description

39204 TES-1317 TES TES-1317 Light Meter Pro

39203 TES-1318 TES TES-1318 Light Meter Pro

FEATURES

Spectral Sensitivity close

to CIE photo pic Curve

Cosine Angular corrected

Analog output jack for recording

(TES-1332A/1334A)

Data Hold function, Peak Hold

function for 1334

SPECIFICATION

SPECIFICATION

Display

Measuring Range

Overrange Display

Resolution

Accuracy

Repeatability

Temperature Characteristics

Measuring Rate

Recorder Output

Operating Temperature & Humidity

Power Source

Dimensions

Dimension

Weight

Accessories

3 1/2 digit LCD

20/200/2000/20000 Lux (1330A also Footcandle for 1334A)

200/2000/20000/200000 Lux (1332A) 20000 lux-reading x 10;

200000 lux-reading x 100

Hightest digit of (1) is displayed

0.01 Lux(1330A,1334A) & 0.1 Lux(1332A)

+/- 3% rdg +/- 0.5% f.s.(<10,000 lux)

+/- 4% rdg +/- 10dgts (>10,000 lux) (calibrated to standard

incandescent lamp, 2856 K)

±2%

±0.1% C

Approx. 2 times/sec.

DC 2V/f.s. (full scale) (TES-1332A)

0 ° to 40 C (32 C to 104 C) < 70% R.H.

one 9V battery

100mm(L) x 60mm(W) x 27mm(H)

135mm(L) x 72mm(W) x 33mm(H)

250g

Carrying case, 9V battery & Instruction Manual

o

o o o

Part No. Product No. Manufacturer Description

6257 TES-1330A TES Digital Light Meter

21839 TES-1332A TES Digital Light Meter

21842 TES-1334A TES Light Meter

Part No. Product No. Manufacturer Description Accuracy Battery Type Spectral response

48889 TES-1333 TES Solar Power Meter
Typically within 10W/m2[ 3 Btu / (ft2*h) ] or

5% , whichever is greater in sunlight
4pcs size AAA 400-1100nm

FEATURS

Spectral sensitivity close to CIE

photopic curve

Measuring Levels Ranging 0 to

400,000 Lux, 0 to 40, 000 fc.

Accurate and Instant response.

Data Hold function.

MAX/MIN function.

Peak Hold function.

Relative function.

Cosine Angular corrected.

Auto-Power-Off function.

CNS 5119 class11

Display

Measuring Range

Overrange Display

Resolution

Accuracy

CIE photopic f ' 1

Temperature Characteristics

Measuring Rate

Photosensor

Operating / Storage Conditions

Power Source

Battery Life (typical)

Photosensor Lead Length

Photosensor Dimensions

Dimension

Weight

Accessories

3 3/4 digit LCD with bargraph indication

40, 400, 4000, 40000, 400000 Lux 40, 400, 4000, 40000 fc

(1 fc = 10.76 Lux)

Highest digit of (1) is displayed

0.01 Lux

±3% rdg ±0.5dgt (Calibrated to standard incandescent lamp, 2856°

±0.1% / C

Approximately 2.5 time/sec

Silicon photodiodes

0 50 80% RH -10 ~ 60 < 70%RH

6 pcs AAA size Battery

200 hours

150 cm (approx.)

100(L) ×60(W) ×27(H)mm

135(L) ×72(W) ×33(H)mm

250g

Carrying case, Instruction manual, Battery

Κ)

< 9%
o

~ <
o o o o
C C C C

Part No. Product No. Manufacturer Description

19683 TES-1335 TES Digital Light Meter
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twLight Measurement

Part No. Product No. Description

21843 TES-1336A Digital Light Meter

FEATURES

Dual Display, 4-digit LCD reading.

Spectral Sensitivity close to CIE photopic

Curve.

Measuring Levels Ranging 0.01 to 999900

Lux,0.01 to 99990 fc, Autoranging 5 step.

Accurate and Instant response.

Integral illuminance measurement.

Luminous intensity measurement.

Data Hold function.

Data memory and read function.

Reference value setting for relative or

percentage deviation measurement.

Ripple measurement for STRAY + LIGHT

function.

Time-hold function.

Point - average function.

Comparator function.

Auto power off function.

CNS 5119 Class Ⅱ .

Display

Measuring Range

Overrange Display

Resolution

Accuracy

CIE photopic f ' 1

Temperature Characteristics

Measuring Rate

Photosensor

Data Memory Capacity

Operating / Storage Conditions

Power Source

Battery Life (typical)

Photosensor Lead Length

Photosensor Dimensions

Dimension

Weight

Accessories

Dual display 4 digit LCD read out.

99.99, 999.9, 9999, 99990, 999900 Lux

9.999, 99.99, 999.9, 9999, 99990 fc

Auto rangeing (5 step) (1 fc = 10.76 Lux)

OL is displayed

0.01 Lux, 0.001 fc

± 3% rdg ± 5dgt (Calibrated to standard incandescent lamp,

2856°

± 0.1%/ C

Approximately 5 time/sec

Silicon photodiodes

50 sets. (Direct reading from LCD display)

0 ~ 50 <80% RH -10 ~ 60 <70%RH

6 pcs AAA size Battery

100 hours

150 cm (approx.)

100(L) × 60(W) × 27(H)mm

150(L) × 72(W) × 33(H)mm

250g

Carrying case, Instruction manual, Battery

≦ 6 %

Κ )

o

o o o o
C C C C

SPECIFICATION

Part No. Product No. Manufacturer Description

36285 TES-1339 TES TES-1339 Light Meter Pro

FEATURES

: " "

: .

:

: , , , , , , ,

, ,

( - )

( - )

Low cost highest precision

Overload indication LCD will show OL in the left highest position

Low battery indication

Sampling rate 2 5 times per second for digital display

Spectral response close to CIE luminous spectral efficiency

Cosine angular corrected

According to JIS C 1609 1993 and CNS 5119 general A class specifications

Measuring lights source include all visible

Measuring intensities of illumination in Lux or footcandles

Many applications include warehouses factories office building photographic many video parking garages museums

art galleries stadiums building security

DC analog output TM 202

Data hold

Zero adjustment

Large integrated circuit design

Auto range TM 205

Part No. Product No. Manufacturer Description Accuracy Battery Type

50695 TM-205 TENMARS Lux/Fc Light METER 3% 9V battey*1pc

Part No. Product No. Manufacturer Description Accuracy Battery Type

51500 TM-206 TENMARS Solar Power Meter
Typically within 10W/m2[ 3 Btu / (ft2*h) ] or 5% , whichever is greater

in sunlight
9V battey

Part No. Product No. Manufacturer Description

6752 YF-170 YFE Digital Light Meter
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twHumidity and Temperature Meters
Combined Humidity and
Temperature Indicator

5330 5332

5334 5335 5346

Part No. Product No. Manufacturer Description Temp.range Humidity range

13694 5330 WISEWIND Combined Humidity And Temperature Indicator

14243 5332 Combined Humidity And Temperature Indicator 20~70 15~92

13697 5334 WISEWIND Combined Humidity And Temperature Indicator

14735 5335 Combined Humidity And Temperature Indicator 15%~95%

13695 5346 WISEWIND Combined Humidity And Temperature Indicator

Indoor temp test range 30 C~50 C -22 F~122 F

Outdoor temp test range 50 C~70 C 58 F~158 F

Indoor humidity test range 20 RH~99 RH

Operating environment humidity 5 ~85 temp 0 C~50 C

:- ( )

:- (- )

: % %

: : % % :

o o o o

o o o o

o o

Part No. Product No. Description Temp.range Humidity range Power Supply

49885 BT-2 Digital Thermometer & Hygrometer In:-30~50 Out:-50~70 20%~99% DC1.5V

Operating environment 0 C 50 C Opposite humidity 70 R H

Deposited environment 20 C 60 C 0 80 R H no batterys

Dimensions 178 H x65 5mm W x35mm D

: - :< % .

:- - , - % . .( )

: ( ) . ( ) ( )

o o

o o

Operating environment 0 C 50 C Opposite humidity 75 R H

Deposited environment 20 C 60 C 0 80 R H no batterys

Dimensions 167 H x48mm W x24mm D

: - :< % .

:- - , - % . .( )

: ( ) ( ) ( )

o o

o o

Part No. Product No. Manufacturer Description

20528 CHY-321 Chy Combined Humidity And Temperature Indicator

Test range

~ C ~ F

~ ~

~ ~

:

K/J/E/T/R/S/N-TYPE

K:-200 1372 (-346 2000 )

J:-210 1200 (-346 2000 )

E:-210 1000 (-346 752 )

o o

o o

o o

C F

C F

T:-200 400 (-328 752 )

R:0 1767 (-32 3212 )

S:0 1767 (-32 3212 )

N:-50 1300 (-58 2000 )

~ C ~ F

~ C ~ F

~ C ~ F

~ C ~ F

o o

o o

o o

o o

Part No. Product No. Manufacturer Description Temp.range

29284 CHY-502A Chy Temperature Indicator K/J/E/T/R/S/N-TYPE

Part No. Product No. Manufacturer Description Temp.range

29286 CHY-506A Chy Temperature Indicator T1/T2 Provide K/J/E/T/R/S/N-TYPE

Part No. Product No. Manufacturer Description Humidity range

20541 CHY-722 Chy Combined Humidity And Temperature Indicator 0%RH~100%RH

Temp test range 0 C~50 C 32 F~120 F

Temp test precision ±1 0 C 1 8 F

Temp Resolution display 0 1 C 0 1 F

: ( )

: . ( . )

: . ( . )

o o o o

o o

o o

Humidity test range 30 RH~90 RH

Humidity test Accuracy ±8

Power AAA1 5V

: % %

: %

: .

Part No. Product No. Description Temp.range Humidity range

20555 CTH-2 Combined Humidity And Temperature Indicator 0~50 30%RH~90%RH
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twCombined Humidity and
Temperature Indicator

SPECIFICATIONS

. :- ( )

. :

:

.

: %- %

. : %

1 Temp test range 10

2 Temp test Resolution 2

3 Temp test Accuracy

4 Relative humidity

measurement range 10 99 RH

5 Relative humidity measurement accuracy 5

O O O O

O O

O O

C ~ 60 C 14 F 4 F

0.1 C (0. F)

±1.0 C (1.8 F)

�1 0

.

.

:- ( )

:

:

.

: % %

: %

1 Temperature measurement

range 50 ~

emperature measurement

resolution

Temperature measurement

accuracy

Relative humidity measurement

range 10 ~99 RH

Relative humidity measurement accuracy 5

O O O O

O O

O O

C ~ 70 C -58 F 58 F

0.1 C (0.2 F)

±1.0 C (1.8 F)

2

1

T

SPECIFICATIONS

Part No. Product No. Description Temp.range Humidity range

44670 CTH-5 Combined Humidity And Temperature Indicator -10~60 (14~140) 10%RH~99%RH

40871 CTH-6 Combined Humidity And Temperature Indicator -50~70 10%RH~99%RH

SPECIFICATIONS

:-Internal temperature range 30

The External temperature range

Humidity range

O O

O O

C ~50 C

50 C ~70 C

20 RH~99 RH

:-

: % %

SPECIFICATIONS

:-Internal temperature range 30

The External temperature range

Humidity range

O O

O O

C ~50 C

50 C ~70 C

20 RH~99 RH

:-

: % %

DT-3DT-2

Part No. Product No. Description Temp.range Humidity range Power Supply

49887 DT-2 Digital Thermometer & Hygrometer & Clock Indoor:-30~50 Outdoor:-50~70 20%~99% DC1.5V

49888 DT-3 Digital Thermometer & Hygrometer indoor:-30~50 Outdoor:-50~70 20%~99% DC1.5V

SPECIFICATION:

:

. : . . ( )

. : . ( . )

. : /

. . .

. .

. /

Temperature measuring function

1 Range 0 0 C to 70 0 C 32 F to 158 F

2 Resolution 0 1 C or 0 2 F IN room temp

3 Accuracy ±1 C ±2 F

4 Max and min recall function

5 Clear key to delete max min record

6 Power ON OFF key

o o o o

o o

o o

Humidity measuring function

1 Range 20 to 90 between 0 C~60 C

2 Resolution 1

3 Accuracy ±5 25 C

4 Max and min recall function

5 Clear key to delete max min record

6 Power ON OFF key

:

. : % % ( )

. : %

. : %( )

. .

. .

. /

o o

o

Part No. Product No. Description Temp.range Humidity range

48893 GWS-2001K Combined Humidity And Temperature Indicator 0~70 20%RH~90%RH

Dimensions 135mm L x70mm W

Outdoor temp range 50~70 C

Indoor temp range 0~40 C

Humidity range 20 ~90

: ( ) ( )

:-

:

: % %

o

o

Part No. Product No. Description Temp.range Humidity range Power Supply

51668 HH-286 Combined Humidity And Temperature Indicator Outdoor:-50~70/ Indoor:0~40 20%RH~90%RH 1.5V AAA x 1PC

Humidity range 0~95 0 R H±3

Temp range 0~50 0 C±0 8

Size 135x60x33mm

: . % . %

: . . %

:

o

Part No. Product No. Manufacturer Description Temp.range Humidity range

38751 HT-305 LUTRON HUMIDITY METER (Humidity+Temp.+Dew Point) 0~95.0%R.H ∮3% 0~50.0C ∮0.8%

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call

021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twCombined Humidity and
Temperature Indicator

FEATURES

&

- / -

/

-

& ( )

-

Display temperature humidity and time simultaneously

Memory of MAX MIN measuring value

12 hour 24 hour displaying system selectable

C F unit selectable

Integral hour alarm function

Alarm function

Clock Calendar function month and date

Dest top placing or wall hanging

o o

SPECIFICATON

:

:- (- )

: % %

: : . ( . )

: %

: ( . )

: % ( % %)

: . ( )

:

: .

:- , %

Temperature range

Temperature 50~70 C 58~+158 F

Humidity range 10 ~99 RH

Resolution temperature 0 1 C 0 1 F

Humidity 1 RH

Accuracy

temperature ±1 C 1 8 F

humidity ±5 RH 40 ~80

Power supply 1 5V AAA size x1

Product dimension 100x108x20mm

Weight approx 160g

Storage condition 20 C~60 C 20~80 RH

o o

o o

o o

o o

Part No. Product No. Description Temp.range Humidity range

49806 HTC-1 Operation Manual For Temp. & Humidity Meter (AAA*1PC) -50~70 10%~99%RH

Temperature function

Temperature Range:-40 70 -22 to 158

Resolution 0.1 C(0.1 F or 0.2 F)

Accuracy +/-1 (+/-2 )

Temperature display can be in

to ( )

:

:

or

o o o

o o o o

o o

o o

C C F F

C F

C F

Max-Min temperature memory function

Humidity measuring function

Hummidity range:20 RH to 90 RH

Resolution:1 RH

Accuracy:+/-3 RH between50 80 RH

Max Min humidity memory function

clock function display of hour minute and AM PM

Time format switch able 12hours format or 24hours format

Use 1x1 5V AAA Battery

% %

% ( - % )

-

/

( )

.

%

Part No. Product No. Description Temp.range Humidity range

15989 KSW-06 Combined Humidity And Temperature Indicator -40~70 20%RH~90%RH

Part No. Product No. Description Temp.range Humidity range Power Supply

49886 MHT-18 Digital Thermometer & Hygrometer -5~50 (23~122) 30%~90% DC3V

APPLICATIONS

Laboratory

Quality control

Air-Conditioning

Process Engineering

SPECIFICATIONS

SPECIFICATIONS

Range: Humidity

Temperature

Resolution

10% to 95% R.H.

-20 ℃ to +60 ℃ ; -4 o F to +140 ℉

0.1% R.H. 0.1 ℃ , 0.1 ℉

Accuracy (after calibration)

Humidity

Temperature

+/ - 3% R.H. (at 25 C , 30...95% R.H.)

+/ - 0.8

o

℃ , +/ - 1.5 ℉

Response time

Humidity

Temperature

Accessories

45% R.H. --> 95% R.H. < = 3min 95% R.H. --> 45% R.H. < =5min

1 ℃ /2 sec

Carrying case, Instruction manual, Battery.

Auxiliary outputs

Humidity

Temperature

Operating/Storage Condition

Power Source

Size

Weight

Accessories

10mV DC/1% R.H.
10mV DC/1 o C, 10mV DC/1 o F

0 ℃ to 50 ℃< 80% R.H. -10 ℃ to 60 ℃< 70% R.H.

10mV DC/1 ℃ , 10mV DC/1 ℉

270mm(L)x68mm(W)x25mm(H)

200g

Instruction Manual, Battery and Carrying Case

Part No. Product No. Manufacturer Description

8942 TES-1360 TES Combined Humidity And Temperature Indicator

FEATURES

Instant preformance of Humidity

measurement by precision thin-film

capacity sensor

Dual display LCD / Clock

Compact, light weight & Simple operation

7000 Record Data logging Capacity

(Dual Reading)

RS-232 interface (software included)

Measurement Range

Resolution

Accuracy

Sensor type

Response time

Sampling rate

Record (Data logging)

Operating temperature and humidity

Storage temperature and humidity

Humidity 10%… 95%R.H. Temperature -20 oC ..+ 60 oC

4oF …+140 oF

0.1% R.H. 0.1 ℃ , 0.1 ℉

Humidity +/- 3%R.H. (at 25 oC , 30…95%R.H.)

Temperature +/- 0.8oC , +/- 1.5oF

Humidity----------precision capacitance sensor

Temperature---semiconductor sensor

Humidity 45%R.H.--- 95%R.H. <= 3min

95%R.H.--- 45%R.H. <= 5min Temperature 5 sec./10 ℃

1 time per second

7000 Point Data logger (Dual Data)

0 ℃ to 40 ℃ , below 80% R.H.

-10 ℃ to 60 ℃ , below 70% R.H.

Power supply

Battery life

006P 9V or IEC6F22, NEDA 1604 battery

Approx. 50hours (Alkaline)
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Part No. Product No. Manufacturer Description

12929 TES-1362 TES Combined Humidity And Temperature Indicator
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twCombined Humidity and
Temperature Indicator

Dimensions

Weight

Accessories

270(L)×68(W)×25mm(H), 10.6"(L)×2.7"(W)×1"(H)

Approx. 200g, (7.1oz)

Instruction manual, Battery, Carry case, Software, RS-232 cable, 9 Pin to 25 Pin gender changer.

SPECIFICATIONS

SPECIFICATIONS

Part No. Product No. Manufacturer Description

3111 TES-1361 TES Combined Humidity And Temperature Indicator

FEATURES

Triple LCD Display for RH% Humidity,

T1 for Air Temperature and T2 Type K

Thermometer (-200

Dew Point Reading

Max / Min / Data Hold.

Real Time Stamp.

Periodically Print out from Pre-Set time

Interval.

℃ ~ 1333 ℃ ).

Measuring Range

Resolution

T1 : Temperature : - 20 C ~ 60 (- 4 F ~ 140 )

Humidity : 10%RH ~ 95%RH T2 : Type K : - 200 ~ 1333

o o

℃ (- 58 ~ 2431 ℉ )

C F
o o

0.1 /0.1 /0.1%RHC F
o o

Accuracy T1 : Temperature : +/- 0.8 , +/- 1.5
o o o
C F Humidity : +/- 3%RH (at 25 C, 30….95%RH)

T2 : Type K : - 50 ℃ ~ 500 ℃ , +/- (0.1%rdg + 0.8 ℃ ) 500 ℃ ~ 1333 ℃ ,

+/- (0.2%rdg + 1.8 ℃ )

Input Protection 60V DC or 24 Vrms AC maximum input voltage on any Combination of input Connector.

Sampling Rate 1 time/sec

Operating Conditions 0 ~ 40 (32 F ~ 104 ) 10 ~ 80% R.H.
o o o o
C C F

Power Source 6 pcs size AAA Alkaline Battery or 9V DC adaptor/500mA minimum.

Battery Life Approx. 30 hours.( interval printing = 60 minute, not including beeper).
70 hours ( except printing & beeper).

Size 193(L) x 74(W) x 37(H)mm

Weight Approx. 385g

Accessories 1. Carrying case, Instruction manual, Battery, type K probe (TP-K01).

2. Two rolls thermo-paper.

3. Humidity / Temperature Probe.

FEATURES

Detachable sensing probe.

Data Hold & Relative function.

Dual LCD display with Bargraph indication.

Datalogging capacity 10,100 dual reading.

(%RH & Temp). (TES-1365)

Dew Point Reading.

RS-232 interface & windows software.

(TES-1365)

Wet bulb Reading.

Automatic Timer Recording for Datalogger.

(TES-1365)

MAX/MIN with Time Stamp.

Measuring Range

Resolution

Accuracy

Datalogging (TES-1365)

Temperature : -20 C ~ 60 (-4 F ~ 140 ) Humidity : 1%RH ~ 99%RH

0.1

o o

℃ / 0.1℉ / 0.1%RH

Temperature : ±0.8℃, ±1.5℉ Humidity : ±3%RH

Manual recording : 99 data sets. (Direct reading from LCD display.)

Continue recorder : 9999 data sets. (Automatic timer recording,

RS-232 interface/software.)

o o
C F

Input Protection 60V DC or 24 Vrms AC maximum input voltage on any Combination of
input Connector.

Sampling Rate 1 times/sec

Operating Conditions 0 C ~ 60 (32 F ~ 140 ) & 10 ~ 80% R.H.
o oo o

C F

Power Source

Battery Life

Size & Weight

Accessories

6 pcs size AAA Batteries" "

Approx 500 hours.

152 L x72 W x35 H mm Approx 235g( ) ( ) ( ) & .

1. Carrying case, Instruction manual, Battery.
2. RS-232 Interface & Windows Software. (TES-1365)
3. H-1311 Rubber Holster (Optional)

SPECIFICATIONS

Part No. Product No. Manufacturer Description Humidity range

40838 TES-1364 TES Temperature Indicator -20 ~ 60

49107 TES-1365 TES Temperature Indicator -20 ~ 60

FEATURES

Dual LCD display.

Dew Point Reading.

MAX/MIN with Time Stamp.

Data Hold function.

℃ & ℉ Switchable.

Auto Power Off.

Measuring Range

Resolution

Accuracy

Sampling Rate

Operating Conditions

Power Source

Battery Life

Size & Weight

Accessories

Temperature : -20 C ~ 60 (-4 F ~ 140 ) Humidity : 1%RH ~ 99%RH

0.1

o o

℃/0.1℉/0.1%RH

Temperature : ±0.8℃, ±1.5℉ Humidity : ±3%RH

2 times/sec

0℃ ~ 60℃ (32℉ ~ 140℉) & 10 ~ 80% R.H.

9V Battery

Approx. 200 hours

200mm(L) × 44mm(W) × 40mm(H) / 160g

Instruction manual, Battery, Carrying case.

o o
C F

Part No. Product No. Manufacturer Description Temp.range Humidity range

32952 TES-1367 TES Humidity Temperature Meter -20 ~ 60 1%RH ~ 99%RH

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call

021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twCombined Humidity and
Temperature Indicator

SPECIFICATIONS

. :1 Temperature measurement range

Resolution

Accuracy

-50 C ~ 70 C (-58 F ~ 158 F)

0 1 C 0.2 F

1 C 1 F

2 Relative humidity measurement range 10%RH ~ 99%RH

Accuracy rate 5

O O O O

O O

O O

: . ( )

:+/- ( .8 )

. :

: %

+/-

Part No. Product No. Manufacturer Description Temp.range Humidity range

39952 TH-1 HILA Combined Humidity And Temperature Indicator -50~70 10%RH~99%RH

TH-200

SAUNA THERMOMETER/HYGROMETER

CASE:POLYCARBONATE

COVER:POLYCARBONATE

TH-400

TH-400

Part No. Product No. Description

21772 TH-200 Combined Humidity And Temperature Indicator

11878 TH-400 Combined Humidity And Temperature Indicator

FEATURES

:-

: % %

:< (- ) < ( )

:< %( %),< %( )

Temperature measuring range 20 C~50 C

Humidity measuring range 0 ~100 RH

Measuring accuracy

Thermometer ±1 C 10~40 C , ±2 C Other

Hygrometer ±5 40~75 ±7 other

o o

o o o

( ) ( )

: ( )/ ( )

Dimensions

D74mmxH23mm 108 , D66mmxH21mm 105

Net weight 24g 108 23g 105

Part No. Product No. Description Temp.range Humidity range

49804 TH-603 Anymetre_IN-OUTDOOR THERMO-HYGROMETER <+/-10~40),< +/-2 <+/-5%(40~75%),<+/-7%

Part No. Product No. Description Temp.range Humidity range

46773 TH101 Combined Humidity And Temperature Indicator 0~40 20%RH~100%RH

Test range 50 C~1300 C 58 F~1999 F

Resolution 0 1 C 1 C 0 1 F 1 F

Size 143H 74W 34D mm

:- /-

: . / ( . / )

: * * /

o o o o

o o o o

Part No. Product No. Description

29280 TM-905 Temperature Indicator

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twFlow Anemometers and Tachometers
Tachometers

Test range 5 99999 RPM

Resolution 0 1 RPM 0 5 999 9 RPM 1RPM More than 1000 RPM

: -

: . ( . - . ) ( )

Part No. Product No. Manufacturer Description

29005 DT-2234B LUTRON Photo Tachometer Meter

FEATURES

' , - , .( ) .( , / , / )

. ,

. <

. %

, . , , &

&

- & ,

&

World s patent Multi functions one instrument combine photo tach RPM & Contact Tach RPM m min ft min

Wide measuring range from 0 5 to 100 000 RPM

0 1RPM resolution for the measured value 1000 RPM

High precision with 0 05 accuracy

The last value max value min value will be stored into the memory automatically can be obtained by

pressing MEMORY CALL BUTTON

High visible LCD display gives RPM reading exactly with no guessing or errors saves battery energy

This tachometer used the exclusive one chip MICRO COMPUTER LSI circuit crystal time base offer the high accurate

measurement fast sampling time

, , , ,The use of durable long lasting components including a strong light weight ABS plastic housing assures almost

maintenance free performance for many years

The housing cabinet has been carefully shaped to fit comfortable in either hand
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twTachometers

Accuracy

Time base

Circuit

Operating temperature

Operating humidity

Memory

Battery

Size

Weight

±(0 05 1 digit)

Quartz crystal

Exclusive one chip of microcomputer LSI circuit

0 C 50 C 32 F 122 F

Less than 80 R H

Last Max Min value

4x1 5V AA UM 3 batteries

195x61x38 5mm 7 6x2 4x1 5inch

280g 0 61LB *including batteries

. %+

-

- ( - )

% . .

/ /

. ( - )

. ( . . . )

( . )

o o o o

SPECIFICATIONS

SPECIFICATIONS

Part No. Product No. Manufacturer Description

38754 DT-2236 LUTRON Digital Photo/Contact Tachometer

Accuracy ±0 05

Power AC 110V or 220V

Size 210x120x120mm

: . %

:

:

Part No. Product No. Description

10622 DT-2269 Tachometer 110V

Photoelectric measurement range 5 0 99999 RPM

Blinking frequency measurement range 100 0 1000 FPM RPM

1000 10000

Use ultra-high-frequency flashing LED, power durability

Accuracy 0 1

: . -

: . - /

-

: . %

FPM RPM

10000 99999 FPM RPM

/

- /

±

Can record maximum, minimum and the final value

SIZE 210 120 120mm: * *

Part No. Product No. Description

17109 DT2259 Digital Tachometer

Direct Light-Beam Sensing

Range: 10-100,000RPM

Memory: Max, Min, 0

Range

Basic Accuracy

Resolution

Sample Rate

Measuring distance

Max distance

RECALL

Data Hold

Time Base

Circuit

10RPM~100,000RPM

+/- 0.01% +/- 1 dgt

0.1RPM

1 sec.

50mm to 200m

300mm

MAX value, MIN value

Stop Measurement and Data Hold

12.0MHz Quartz Crystal

High Speed Microcomputer

Range Selection

Battery

Low Battery Indicator

Operation Temperature

Size & Weight

Accessories

Automatic

Four 1.5V Batteries (AA UM-3)

Red LED Display

0 C to 50 C (32 F to 122 F)

192mm(L) X 96mm(W) X 38mm(H) & 300g

Carrying Case, Reflecting Tape & Operation Manual

o o o o

Part No. Product No. Manufacturer Description

6750 RM-1000 PROVA Digital Tachometer

RM 1500- RM 1501-

Operating temp 0 C~50 C 32 F~122 F

Dimensions 6 8 L x2 5 W x1 4 H

175mm L x65mm W x36mm H

Weight 250g include batterys

: ( )

: . "( ) . "( ) . "( )

( ) ( ) ( )

: ( )

o o o o

Part No. Product No. Manufacturer Description

27776 RM-1500 PROVA Digital Tachometer

3250 RM-1501 PROVA Digital Tachometer

Operating temp 0 to 50 C 32 to 122 F

Dimensions 172mmx63mmx36mm 6 8 x2 5 x1 5

: ( )

: ( . " . " . ")

o o

Part No. Product No. Manufacturer Description

18689 RM-1502 PROVA RM1501Adaptor
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twTachometers

XBR-6 XRM-1000A

Part No. Product No. Description

18690 XBR-6 Holder

14866 XRM-1000A (FOR : RM-1000) 1.4*23.3cm

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twFlow Anemometers

Temp range 0 C~80 0 C 32 F~122 F

Accuracy wind speed ±2 temp ±0 8 C

Dimensions 180x72x32mm

: . ( )

: : % : .

:

o o o o

o

Part No. Product No. Manufacturer Description

46974 AM-4206M LUTRON Digital Anemometers(Metal Vane,Air Flow,Air Velocity)

Work humidity Less than 80% RH.

Working temperature 0

Power Alkaline or heavy duty type DC 9V battery,006P, MN1604 (PP3) or equivalent.

Consume power Approx. DC 8.3 mA.

Dimensions Main instrument:180x 72x 32mm

Sensor head:Round, 72mm Dia.

:

:

:

:

:

℃ to 50℃ ( 32℉ to 122℉ ).

Part No. Product No. Description

17110 AM4206 Flow Anemometers

AVM-01 AVM-03

Part No. Product No. Manufacturer Description

10375 AVM-01 PROVA Flow Anemometers

16170 AVM-03 PROVA Flow Anemometers

Operating humidity less than 80 RH

Deposite temp 40 C~60 C 40 F~140 F

Consume current about 3mA

Dimensions Table 3 46 x6 61 x1 03 88x168x26 2mm

Fan 2 60 x5 22 x1 15 66x132x29 2mm

Weight 350g 12 34oz include batterys

: %

:- (- )

:

: : . " . " . "( . )

: . " . " . "( . )

: / . ( )

o o o o

Part No. Product No. Manufacturer Description

10376 AVM-05 PROVA Flow Anemometers

11106 AVM-07 PROVA Flow Anemometers

Operating environment 0 C to 50 C Relative humidity 70 R H

Deposite environment 20 C to 60 C 0 80 R H no batterys

Dimensions 228mm H x65 5mm W x35mm D

: < % . .

:- , - % . ( )

: ( ) . ( ) ( )

o o

o o

Part No. Product No. Manufacturer Description

20530 CHY-361 Chy Flow Anemometers

Working environmental temp 0 C~50 C 32 F~122 F

Dimensions 156 60 33mm

: ( )

: * *

o o o o

Part No. Product No. Manufacturer Description

38864 LM-8000 LUTRON 4 IN 1 Professional Instrument (Anemometer,Hygrometer,Light Meter,Thermometer)

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .

021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:

Centenary Materials
Waiting for your phone call
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Flow Anemometers
FEATURES

-

,

Tiny bone shape with lightweight and small size case design are suitable for handling with one hand

Wristlet design provides extra protection to the instrument especially for user one hand operation

Low friction ball bearing mounted vane wheel design provides high accuracy at high and low air velocity

Build in microprocessor circuit assures excellent performance and accuracy

Concise and compact buttons arrangement easy operation

Memorize the maximum and minimum value with recall

Air velocity measuring units selectable by pressing button on the front panel for five kinds of units

Hold function to freeze the current reading value

Part No. Product No. Manufacturer Description

28984 LM-81AM LUTRON Flow Anemometers

Display

Measurement

Operating humidity

Operating temperature

Over input display

Power supply

Power consumption

Weight

Dimension

Standard accessory

Optional accessories

8mm LCD display

Air velocity

Max 80 RH

0 to 50 C 32 to 122 F

Indication of

006P DC 9V battery Heavy duty type

Approx DC 17mA

160g battery included

HWD 156x60x33mm 6 14x2 36x1 29inch

Instruction manual

Carrying case

. %

( )

"-----"

( )

.

( )

( . . . )

o o

Infrared Noncontact Thermometers

Infrared Thermometers

CHY-111CHY-110

Part No. Product No. Manufacturer Description
Temp.

Range
Accuracy

20545 CHY-110 Chy
Infrared Noncontact

Thermometer
0C ~50C

(2C/4F) at -30C-100C (-22 F-212F) (2%)

101C-550C (213F-1022F)

20546 CHY-111 Chy
Infrared Noncontact

Thermometer
0C ~50C

(2C/4F)at -30C-100C (-22F -212F) (2%) at 101

C-550C (213F-1022F)

Test range 20 C~220 C

Accuracy 15 C~45 C ±0 5 C 45 C~100 C ±2 C

Resolution 0 1 C

Size 73 5H 39W 18D mm

:-

: . /

: .

: . * * /

o o

o o o o o o

o

Part No. Product No. Manufacturer Description

29279 CHY-121 Chy Infrared Noncontact Thermometers

Operating environment 0 C to 50 C Relative humidity 75 R H

Deposite environment 20 C to 60 C 0 80 R H no batterys

Dimensions 170mm H x48mm W x24mm D

: < % . .

:- , - % . ( )

: ( ) ( ) ( )

o o

o o

Part No. Product No. Manufacturer Description Temp. Range Accuracy

20540 CHY-710 Chy Infrared Noncontact Thermometer 0C~50C 2%

Working environmental temp 0~50 C 32~120 F

Humidity 10~90

Storage temp 20~60 C 13~158 F

Weight Dimensions 200g 152x101x38mm

320g 200x160x55mm

: ( )

: %

:- (- )

/ : :

:

o o

o o

Part No. Product No. Description Temp. Range Distance to Spot D:S Accuracy

49218 FLUKE-68 IR Thermometer with emissivity adjustment -32~760 50:1 1% 1 Supposition ambient temperature23
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twInfrared Noncontact Thermometers

Part No. Product No. Manufacturer Description Temp. Range Distance to Spot D:S Laser points

13351 IR-500 3M Infrared Noncontact Thermometer -18~260 6:1 1

FEATURES

Simple to use

Instant readings

Laser Point (Mt4)

Large, easy to read display

Temperature Range (Mt4)

-18º to 400ºC (0º to 750ºF)

ºC or ºF selectable

Temperature range

Accuracy

Repeatability

Response time

Spectral response

Emissivity*

Ambient operating range

Relative humidity

Storage temperature

Weight / Dimensions

Power

-18 to 400°C (0 to 750°F)

-1°C (30°F) to 275°C (525°F) ±2% or ±2°C (±3.5°F) whichever is greater

-18°C (0°F) to -1°C (30°F) ±3°C (±5°F)

±2% of reading, or ±2°C (±3°F), whichever is greater

500 mSec, 95% response

7–18 μm

pre-set 0.95

0 to 50°C (32 to 120°F)

10–95% RH noncondensing, @ up to 30°C (86°F)

-20°to 65°C (-4°to 150°F) without battery

227 g (0.5 lb); 152 x 101 x 38 mm (6 x 4 x 1.5 in)

9V Alkaline or NiCd battery (included)

SPECIFICATIONS

Part No. Product No. Manufacturer Description Temp. Range Distance to Spot D:S Accuracy

11479 RAYMT4U Raytek Infrared Noncontact Thermometer -18~400 8:1 2% reading or 2

Part No. Product No. Manufacturer Description Temp. Range Distance to Spot D:S Laser points Accuracy

18455 RAYR3ILTDL3U Raytek Infrared Noncontact Thermometer -30~1200 75:1 2 Points 1% reading or 1

FEATURES

1% accuracy

Extra Bright Laser Pointsighting

Adjustable emissivity

Temperatures up to 760ºC (1400ºF)

ST80 XB/ST80 XB-IS

Hi/Lo Alarm

MAX, MIN, DIF and AVG temperature

display

Intrinsically Safe model available

(St80 XB-IS)*

Temperature Range

Accuracy

(Assumes ambient operating

temperature of 23ºC [73ºF])

-32 to 760°C (-25 to 1400°F)

-32 to -26°C (-25 to -15°F): ±3ºC (±5ºF)

-26 to -18°C(-15 to 0°F): ±2.5ºC (±4ºF)

18 to 23°C (0 to 73°F): ±2ºC (±3ºF)

For targets above 23 (73°F): ±1% of reading or ±1ºC (±2ºF),whichever is greater

-

Repeatability

Response Time

Spectral Response

Emissivity**

Ambient Operating Temp.

Relative Humidity

Storage Temperature

Weight/Dimensions

Power

±0.5% or ºC (±2ºF), whichever is greater

≤0 5 second 95 of reading

8-14μm

Digitally Adjustable Emissivity (from 0.1 to 1.0 by 0.01)

0 to 50ºC (32 to 120ºF)

10-90% RH noncondensing, at <30°C (86°F) ambient

-20 to 60ºC (-13 to 158ºF) without battery

320g (11oz)200 x 160 x 55mm (8 x 6 x 2 in)

9V Alkaline or NiCd Battery

≤ 1

. ( % )

SPECIFICATIONS

Part No. Product No. Manufacturer Description Temp. Range Distance to Spot D:S Accuracy

44230 ST80XB Raytek Infrared Noncontact Thermometer -32~760 50:1 1%

FEATURES

0.1℃/0.2 ℉ Resolution

Infrared: -20 ℃~500 ℃

Thermomuople input "K":

-50 ℃ ~ 1370 ℃

Built-in Laser sighting /

Backlight LCD display

Data Memory and Read Capacity 20 sets.

(TES-1322A)

Adjustable & Visible Alarm

MAX/MIN Reading

Model

Function
TES-1321A TES-1322A

Measurement Range

Resolution

Accuracy

Spectral Response

Field of View

Auto power off

Sighting

Emissivity

Measurement Rate

Battery life

-20 C ~ 500 (-4 F ~ 932 )

0.1

o o

℃ / 0.2 ℉

± 2% reading or ± 2 ℃

6 ~ 14 u m

8:1 optics ratio with a 1" min target

approx. 15 sec

Laser marker < 1mW

o o
C F

Pre-set 0.95 0.10 ~ 1.00

2.5 times per second

100 hours

Part No. Product No. Manufacturer Description Temp. Range Distance to Spot D:S

14929 TES-1321A TES Infrared Noncontact Thermometer -20~500 8:1

11437 TES-1322A TES Infrared Noncontact Thermometer -20~500 8:1

SPECIFICATIONS
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Infrared Noncontact Thermometers
FEATURES

0.1 ℃/0.2 ℉ Resolution

-35 ℃ ~ 500℃ (-31 ℉ ~ 932 ℉ )

Built-in Laser Targeting / Backlight LCD display

MAX / MIN function

Data memory and read function

Dual thermometer and Dual display (1327K)

Audible and visible alarm (1327/1327K)

Emissivity adjustable (1327/1327K)

Data memory capacity 50 sets (Direct reading from LCD display) (1326S/1327)
99 sets (Direct reading from LCD display) (1327K)

Auto power off

Battery Life

Power Source

Operating / Storage Condition

Dimensions

Weight

Accessories

approx. 15 sec

Approx. 100 hours (laser pointer and backlight aren't on use) (Alkaline)

One 9V cell( ANSI/NEDA-1604A,IEC-6LR61)

0 ℃~50℃ (32 ℉~122℉) below 80%RH

-10℃~60℃ (14℉~140℉) below 70%RH

172mm*118mm*46mm

220g

Instruction manual ,Battery

GENERAL SPECIFICATIONS:

Part No. Product No. Manufacturer Description Temp. Range Distance to Spot D:S Accuracy

21339 TES-1326S TES Infrared Noncontact Thermometer -35~500 8:1;25mm 2% reading or 2 C or 4 F

40945 TES-1327 TES -20~500 8:1;25mm 2% reading or 2 C

44270 TES-1327K TES -35~500 (-31~932) 12:1 ; 25mm 2% reading or 2 C or 4 F

Test range 4 F~968 F 20 C~520 C

Working environment Working temp 0 C~40 C

Relative temp 10~95 RH

Storage temp 20 C~50 C

:- ,-

: :

: %

:-

o o o o

o o

o o

Part No. Product No. Manufacturer Description Temp. Range Distance to Spot D:S Accuracy

45318 TM-300 TENMARS Infrared Noncontact Thermometer -20~520 8:1 2%

Part No. Product No. Manufacturer Description Temp. Range Distance to Spot D:S Laser points Accuracy

38752 TM-958 LUTRON Infrared Noncontact Thermometer -30~300 7:1 A red dot laser Reading data 3% or 3 C(5 F)

Test range 30~305 C ±3

Resolution 0 5 C

Size 160x92x45mm

:- %

: .

:

o

o

Hand Held Thermomenters
Free Standing Thermometer
and Probe

Operating environment 0 C~50 C Relative Humidity 70 R H

Storage environment 20 C~60 C 0~80 R H no battery

Size 156mm H x65 5mm W x35mm D

: , < % . .

:- , % . .( )

: ( ) . ( ) ( )

o o

o o

Part No. Product No. Manufacturer Description Range

20527 CHY-301 Chy K Series Free Stand Thermometer And Probe -50C ~1300C -58F ~2000F

Part No. Product No. Manufacturer Description Range

20536 CHY-501A Chy
K/J Type Free Stand Thermometer

And Probe

K Type:-100C ~1372C -150F ~1999F J Type:-100C ~1200C -150F

~1999F

Part No. Product No. Manufacturer Description Range

20537 CHY-502 Chy
K/J Type Free Stand Thermometer And

Probe

J Type:-200C~ 1050C -328F ~1922F K Type:-200C~1370C -328F

~2498F

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call

021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twFree Standing Thermometer
and Probe

Part No. Product No. Manufacturer Description Range

31592 CHY-505 Chy 505 PLATINUM RTD 100 THERMOMETER -200~800 (-328~1472F)

Operating environment 0 C~50 C Relative Humidity 75 R H

Storage environment 20 C~60 C 0~80 R H no battery

Size 195mm H x92mm W x53mm D

: , < % . .

:- , % . .( )

: ( ) ( ) ( )

o o

o o

Part No. Product No. Manufacturer Description Range

12743 CHY-510 Chy Free Stand Thermometer And Probe 0~800 2.2 or 7.5%

Part No. Product No. Manufacturer Description Range

20538 CHY-700 Chy K Type Free Stand Thermometer And Probe -160C ~800C -160F ~1400F

Operating environment 0 C~50 C Relative Humidity 70 R H

Storage environment 20 C~60 C 0~80 R H no battery

Size 160mm H x48mm W x24mm D

: , < % . .

:- , % . .( )

: ( ) ( ) ( )

o o

o o

Part No. Product No. Manufacturer Description Range

20539 CHY-708 Chy Free Stand Thermometer And Probe 50C ~150C -58F~302F

Test range

Resolution:

Accuracy:

Temperature Coefficient:

Input protection:

Read rate:

Input connector

Operating Environment Temperature

Storage temperature:

Relative Humidity

:

:

:

-50 C C or F F

1 C/0.1 C or F 0 1 F 200 C

±2 C(-50 C C or

±0.3%+1 C(0 C C

C C C

at C and C ccuracy C

60Vdc or 24Vrms

2.5 Times / second

Various types of K-Type Thermocouple

0 C C

-20 C C

0% C C

O O O O

O O O O O

O O O

O O O

O O O

O O O

O O

O O

O O

∼1300 -58 ∼2000

∼ . (< )

∼0 ) 4 ℉(-58℉∼32℉)

∼1000 )

0 .5%+1 (1000 ∼1300 )

∼18 28∼50 ，0.1 /

∼50 ，(32℉∼122℉)

∼60 ，(-4℉∼140℉)

∼80%RH(0 ∼50 )

-1

0 A

( orking in temperatures in the -18 C to 28 C, and the use of less than one year, the error does not include thermocoupleW
o o

)。

SPECIFICATIONS

Part No. Product No. Description Range

5094 DM305P Free Stand Thermometer And Probe -50~1300

39481 DM307P Free Stand Thermometer And Probe -50~1300

DISPLAY

• 5 digits LCD, Triple display (DT-82)

• Pole index: Positive pole will not appear while negative pole display with “-” mark.

• Overloading indication: Positive temperature show “OL”. Negative temperatureshow “-OL”.

• Low battery indication: Replace battery immediately when LCD displays “ ”.

FUNCTIONS

• Single input (DT-80), Dual input (DT-82)

• Auto power off (20 minutes)

• Function keys: MAX./MIN. Hold, REL, T1-T2 (DT-82).

ACCESSORIES

• User’s manual

• TP-03 temperature couple (DT-80) x 1pc , (DT-82) x 2pcs

• Belt buckle (optional)

• 9V battery x 1pc

POWER SUPPLY

• Battery type: 9V Alkaline battery NEDA 1604, IEC 6F22, JIS 006P x 1pc.

• Battery life: 200 hours approx.

OPERATION CONDITION

• Operation temperature & humidity: 0°C~50°C (32°F~122°F), below 80% RH.

• Storage temperature & humidity: 0°C~50°C (32°F~122°F), below 80% RH.
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twFree Standing Thermometer
and Probe SPECIFICATIONS

DIMENSION

• Size: 130 x 56 x 38mm (L x W x H)

• Weight: About 170g

(including battery)

Accuracy: ± (.....%rdg +......°C) at 23°C ± 5°C, below 80% RH.

Temperature unit

Temperature range

Display resolution

Accuracy

Input protection

°C or °F optional

K type : -200°C to 1370°C (-328°F to 2498°F)
J type : -200°C to 1050°C (-328°F to 1922°F)

0.1°C (0.2°F)

± (0.05% ±reading +0.7°C) ± (0.05%±reading +1.4°F)

Maximum voltage of temperature input is 24 DC or AC

Part No. Product No. Description Range

16237 DT-80 Free Stand Thermometer And Probe K-Type:-200~1370 J-type:-200~1050

16236 DT-82 Free Stand Thermometer And Probe K-Type:-200~1370 J-type:-200~1050

Part No. Product No. Manufacturer

48422 ESCORT-20 ESCORT

KILTER2210 KILTER2215

Part No. Product No. Manufacturer Description

27362 KILTER2210 KILTER Analog/digital Multimeter

42294 KILTER2215 KILTER Analog/digital Multimeter

Sampling time

Memory capacity

Battery

Battery life

Operating temperature

Operating humidity

Storage temperature

Storage humidity

Weight

Size (including link)

Accessories

1 TO 255 Minutes

2048 T

3 to 3.6V, 300mAH at 1.5Kohm

10 years

- 40 to 85 (- 40 to 185 )

less than

- 40 to 85 ( - 40 to 185 )

52g / 1.9oz

90mm x 65mm x 22mm 3.5" x 2.6" x 0.9"

85%

85%

O O

O O

C F

C F

less than

V-3 battery, RS-2327 line extension

Part No. Product No. Manufacturer Description Range

40835 PROVA-69 PROVA Anemometers - 40 To 85 oC

FEATURES

Max Hold Function

Data Hold Function

Aux output JACKS

T1-T2 differential

measurement

Measuring Range

Sensor

Input

Resolution

Accuracy:

-50 C -1300 ; -50 F -1999
o oo o

C F

K Type thermocouple

Single(1300), Dual (1302,1303)

-50℃ + 199.9℃...0.1℃ -50℉ + 199.9℉...0.1℉ (Others-1℃/1℉)

-50 ℃ to 199.9 ℃ ...0.3% rdg + 1 ℃ -50 ℉ to 199.9 ℉...0.3% rdg + 2 ℉

-50 ℃ to 1000 ℃ ...0.5% rdg + 1 ℃ -50 ℉ to 1999 ℉F. ..0.5% rdg + 2 ℉

1000 ℃ to 1300 ℃ ..0.75% rdg + 1 ℃ (apply to mainframe only at 23 ℃ +/- 5 ℃ )

Function H Data Hold & Display / o F selection 0.1 o /1 o resolution selection T1 & T2 dual points display

1 - T2 differential measurement 3-1/2 digit LCD

o
C

T

Temperature Coefficient

Overrange

Low Battery

Temperature Coefficient

Input Protection

Less than 0.1 time the applicable accuracy specification per ( )

1------

BT

Less than 0.1 time the applicable accuracy specification per

o o
C F

℃ ( ℉)

60V DC or 24 Vrms AC maximum input voltage on any combination of input Connector.

Sampling Rate: 2.5 times/sec.

Operating Condition

Power Source

Size Weight

0 - 50 (32 -122 ), 0-90% R.H. (0-35 )
o o o o o
C C F F C

one 9V battery

135mm(L)x72mm(W)x31mm(H) & 57g Accessories: Battery & Instruction Manual

SPECIFICATIONS

Part No. Product No. Manufacturer Description Range

11426 TES-1300 TES Free Stand Thermometer And Probe -50 to 1300

40935 TES-1302 TES Free Stand Thermometer And Probe -50 to 1300

40937 TES-1303 TES Free Stand Thermometer And Probe -50 to 1300
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twFree Standing Thermometer
and Probe

FEATURES

Type K. J. E. T. thermocouple input

Dual channels with multi-functions

(T1, T2 & T1-T2)

Built-in thermo printer with programable

time internal setting (1304)

Data-logging capacity via RS-232 (1305)

Display

Measurement Range

4 1/2 digit LCD

Type K: -200 to 1333

T

℃ (-328 to 2431.4℉)

Type J : -200 to 760 ℃ (-328 to 1400 ℉)

Type E: -200 to 705.3 ℃ (-328 to 1301.5 ℉)

ype T: -200 to 400 ℃ (-328 to 752 ℉)

Accuracy Type K: +/-(0.1%rdg+0.8 C) (0 to 1333 /32 to 2431.4 F)

Type J : +/-(0.1%rdg+0.8

o o
C

o

℃) (0 to 760 ℃/32 to 1400 ℉)

Type E: +/-(0.1%rdg+0.8 ℃) (0 to 705.3 ℃/32 to 1301.5 ℉)
Type T: +/-(0.1%rdg+0.8 ℃) (0 to 400 ℃/32 to 752 ℉)
Type K/J/E/T: +/-(0.5%rdg+1 ℃) (-200 to 0 ℃/-328 to 32 ℉)

Resolution

Input Protection

Sampling Rate

Power Supply

Battery Life

Dimensions

Weight

Accessories

0.1 / 0.2
o o
C F

60VDC/24Vrms

1sec / 1time

6pcs size AAA Alkaline Battery

About 50 hours not including printer

193(L)×74(W)×37(H)mm

approx. 365g (include batteries) --1304

approx. 300g (include batteries) --1305

Carrying case, Instruction manual, Batteries, 2 Rolls thermopaper

Software for Windows (TM), RS-232 Cable, 9 pin to 25pin Gender

charger.

SPECIFICATIONS

Part No. Product No. Manufacturer Description Range

40938 TES-1304 TES
Data-Logger

Thermometer(RS-232)
-200~1370

12289 TES-1305 TES
Data-Logger

Thermometer(RS-232)
-200~1370

FEATURES

K/J Type thermocouple input

Auto ranging

Maximum / Minimum reading

Relative reading

Power Source

Battery Life

Operating / Storage Condition

Dimensions

Weight

Accessories

One 9V battery. 006p or NEDA1604 or IEC6F22

Approx. 100hr

0 ﹪RH. -10 ℃ to 60 ℃ (14 ℉ to 140 ℉ ) below 70﹪RH.℃ to 40 ℃ (32 ℉ to 104 ℉ )below 80

135(L) x 72(W) x 31(H)

Approx. 235g with battery

Battery, Instruction Manual Holster ( option )

SPECIFICATIONS

SPECIFICATIONS

SPECIFICATIONS

Part No. Product No. Manufacturer Description Range

11822 TES-1306 TES 2-Input Free Stand Thermometer And Probe -200~1370

FEATURES

K/J Type thermocouple input

Auto ranging

Dual display LCD

8000 Record Data logging Capacity

Maximum / Minimum / Average reading

Relative reading

RS-232 interface (software include)

Measuring Range

Accuracy

Resolution

Type K : -190 C to 1333 (-310 F to 2431 ) Type J : -190
o o

℃ to 760 ℃ (-310 ℉ to 1400 ℉)
o o
C F

(-190 (-310～ -0 ℃ ) ( +/- 0.5% rdg + 0.7 ℃) ～ -0

～ 1000 ℃) ( +/- 0.1% rdg + 0.5 ℃) ～ 1000

～ 1333 ℃) ( +/- 0.2% rdg + 1 ℃) ～ 2431

℉ ℉ ) ( +/- 0.5% rdg + 1.4 o F)

( 0 ℃ ( 0 ℉ ℉) ( +/- 0.1% rdg + 1.0 ℉)

( 1000 ℃ ( 1000 ℉ ℉) ( +/- 0.2% rdg + 2 ℉)

o
C

-190 ～ 999 (0.1 ) ～ 1333 o C ( 1 ℃)

～ 999 o F (0.1

o o o
C C C 1000 ℃

-310 ℉ ℉) 1000 ℉ ℉)～ 2431 o F ( 1

Input Protection

Power Source

Battery Life

60VDC/24Vrms

One 9V battery. 006p or NEDA1604 or IEC6F22

Approx. 50hr

Operating / Storage
Condition

0 to 40 (32 to 104 )below 80 R H -10% . . ﹪RH.℃ to 60 ℃ (14 ℉ to 140 ℉) below 70
o o o o
C C F F

Dimensions

Weight

Accessories

145(L)×68(W)×35(H)mm

Approx. 235g with battery

Instruction manual, Battery, Carry case, Software,

RS-232 cable, 9 Pin to 25 Pin gender changer.

Part No. Product No. Manufacturer Description Range

12584 TES-1307 TES Free Stand Thermometer And Probe -190~1333

FEATURES

Switchable Resolution 0.1° /1.0 °

Single/Dual Channels with

Differential Measurements

Data Hold Function

Measuring Range

Sensor

Input

Resolution

Accuracy

-50 C to 1300 C; -50 F to 1999 F

K Type thermocouple

Single(1310), Dual (1320)

50

o o o o

℃ to 199.9 ℃...0.1 ℃ -50 ℉ to 199.9 ℉ ...0.1 ℉ (Others-1 ℃/1℉ )

50 to 199.9 ...0.2% rdg + 1
o o o
C C C -50 ℉ to 199.9 ℉ ...0.2% rdg + 1 ℉

-50 ℃ to 1000 ℃... 0.3% rdg + 1 ℃ -50 ℉ to 1999 ℉ . ..0.3% rdg + 2℉

1000 ℃ to 1300 ℃..0.5% rdg + 1 ℃ (apply to mainframe only at 23℃±5 ℃)

Function H Data Hold & Display / selection 0.1 o /1 o resolution selection

T1 & T2 dual points display T1 - T2 differential measurement 3-1/2 digit LCD

1------

BT

60V DC or 24 Vrms AC maximum input voltage on any combination of input Connector.

2.5 times/sec.

0

one 9V battery

135mm(L)x72mm(W)x31mm(H)

o o
C F

℃ to 50 ℃ (32 ℉ to 122 ℉ ), 0 to 90% R.H. (0 to 35 ℃)

Overrange

Low Battery

Input Protection

Sampling Rate

Operating Condition

Power Source

Size
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twFree Standing Thermometer
and Probe

Weight

Accessorie

* OPTIONAL TEMPERATURE PROBES

157g

Battery & Instruction Manual

Model Range(Type K(CA) THERMOCOUPLE)

TP-K01 Bead -50℃ to 200 ℃/-58 ℉ to 392 ℉ General Purpose

TP-K02 Immersion -50 ℃ to 1000 ℃/-58 ℉ to 1832 ℉ Liquid or gels.

TP-K03 Surface -50 ℃ to 750 ℃/-58℉ to 1382 ℉

SPECIFICATIONS

SPECIFICATIONS

SPECIFICATIONS

Part No. Product No. Manufacturer Description Range

2406 TES-1310 TES Free Stand Thermometer And Probe -50~1300

FEATURES

Type "K" Thermocouple Input

Switchable Resolution 0.1° / 1°

With

Data Hold Function

Room Temperature Compensated

T1 & T2 dual points display

T1 - T2 differential measurement

Flip-up stand

Backlight LCD display

℃& ℉ switching

Max / MIN Function

Model

Measuring Rang

Sensor

Input

Resolution

Accuracy

TES-1311/1312A

- 50

K Type Thermocouple

Single Channel (TES-1311) / Dual Channel (TES-1312A)

- 50

℃ ~ 1350 ℃ , - 58 ℉ ~ 1999 ℉

℃ ~ 199.9 ℃.....0.1 ℃ , - 50 o F ~ 199.9 ℉.....0.1 ℉ (Others 1 ℃/1 ℉)

TES-1311 :

- 50 ℃ ~ 1350 ℃... +/- (0.1%rdg + 1 ℃) - 50 ℉ ~ 1999 ℉... +/- (0.1%rdg + 2 ℉)

TES-1312A :

- 50 ℃ ~ 1000 ℃... +/- (0.3%rdg + 1 ℃) - 50 ℉ ~ 1832 ℉... +/- (0.3%rdg + 2 ℉)

1000 ℃ ~ 1300 ℃... +/- (0.5%rdg + 1 ℃) 1832 ℉ ~ 1999 ℉... +/- (0.5%rdg + 2 ℉)

Temperature Coefficient

Input Protection

Sampling Rate

perating / Storage Conditions

Power Source

ize

Weight

Accessories

O

S

Less that 0.1 times the applicable accuracy specification per C ( F)

60V DC or 24 Vrms AC maximum input voltage on any Combination of input Connector

2.5 times/sec

0

6 pcs AAA size Battery

135 mm(L) x 72 mm(W) x 31 mm(H)

235g

Battery, Instruction, Manual

o o

℃ ~ 40 ℃< 80%RH , -10 ℃ ~ 60 ℃< 70%RH

Part No. Product No. Manufacturer Range

40939 TES-1311 TES -50~1300

40940 TES-1312 TES

FEATURES

Highly accurate thermometer with thermocouple

K, J, E, T, R, S, N type.

Dual input function T1/T2 temperature display. (1314)

Warning beeper with HI/LO setting.

MAX/MIN with TIME, MAX–MIN AVG, HOLD function.

Back-Light LCD display.

℃ / ℉ / K User-Selective.

Measuring Range K - Type : -200 C to +1372 (-328 F to +2501 ) J - Type : -210
o o

℃ to +1200℃ (-346℉ to +2192℉)

E - Type : -150℃ to +1000℃ (-238℉ to +1832℉) T - Type : -250℃ to +400℃ (-418℉ to +752℉)

R and S - Type : 0℃ to +1767℃ (+32℉ to +3212℉) N - Type : -200℃ to +1300℃ (-328℉ to +2372℉)

o o
C F

Display Resolution 0.1 / / K <2000° 1.0℃ / ℉ / K ≦2000°
o o
C F

Measurement Accuracy
(According to ITS-90)

K, J, E, T and N-Type : ±[0.05% of reading +0.3 C (0.6 F)]

[below-100

R-and S-Type : ±[0.05% of reading + 0.4

o o

℃ (-148℉) : add 0.15 % of reading for K-, J-, E-, and N-Type ; and

0.45% of reading for T-Type] ℃ (0.8℉)]

Temperature Coefficient 0.01% of reading + 0.03 per (0.05 per ) outside the specified +18 to 28
(+64 to +82 ) range

[LCD ranging : below –100℃ (-148℉) : add 0.04% of reading for K-, J-, E, and

N- Type; and 0.08% of reading for T- Type]

o o o o o o

o o

C C F F C C
F F

Maximum Differential Common
Mode Voltage

1V (Maximum voltage difference between T1 and T2)

Input Protection

Sampling Rate

Operating/Storage Conditions

Power Source

Battery Life

Size

Weight

Accessories

30V maximum input voltage on any Combination of input Connector

1 time/sec

0

6 pcs size AAA Battery

Approx. 300hours. (not including backlight and beeper)

152(L) ×72(W) ×37(H)mm

Approx. 300g

Instruction manual, Battery

℃ ~ 40 ℃ –10 ℃ ~ 60 ℃＜ 80% RH ＜ 70% RH

Part No. Product No. Manufacturer Description Range

15502 TES-1313 TES K/J/T/E/N/R/S Free Stand Thermometer And Probe

23994 TES-1314 TES Free Stand Thermometer And Probe K.J.E.T.R.S.N. Type

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call

021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twFree Standing Thermometer
and Probe

FEATURES

Highly accurate thermometer with

thermocouple K, J, E, T, R, S, N type.

Dual input function T1/T2 temperature display.

(1316)

7500 DataLogging capacity.

Warning beeper with HI/LO setting.

MAX/MIN with TIME, MAX-MIN AVG, HOLD

function.

Back-Light LCD display.

℃ / ℉ / K User-Selective.

Measuring Range K - Type : -200 C to +1372 (-328 F to +2501 ) J - Type : -210

E - Type : -150

o o
℃ to +1200℃ (-346℉ to +2192℉)

℃ to +1000℃ (-238℉ to +1832℉) T - Type : -250℃ to +400℃ (-418℉ to +752℉)

R and S - Type : 0℃ to +1767℃ (+32℉ to +3212℉) N - Type : -200℃ to +1300℃ (-328℉ to +2372℉)

o o
C F

Display Resolution 0.1 / / K < 2000° 1.0℃ / ℉ / K ≦2000°
o o
C F

Measurement Accuracy
(According to ITS-90)

K, J, E, T, and N-Type : ± [0.05% of reading +0.3 (0.6 )]

[below -100

R-and S-Type : ± [0.05% of reading + 0.4

o o
C F

℃ (-148℉) : add 0.15 % of reading for K-, J-, E-, and N-Type ; and 0.45% of

reading for T-Type] ℃ (0.8℉)]

Temperature Coefficient 0.01% of reading + 0.03 per (0.05 per ) outside the specified +18 to 28
(+64 to +82 ) range

[LCD ranging : below -100

o o o o o o

o o

C C F F C C
F F

℃ (-148℉) : add 0.04% of reading for K-, J-, E, and N- Type;

and 0.08% of reading for T- Type]

Maximum Differential
Common Mode Voltage

1V (Maximum voltage difference between T1 and T2)

Input Protection 30V maximum input voltage on any Combination of input Connector

Sampling Rate 1 time/sec

Operating/Storage Conditions

Power Source

Battery Life

Size

Weight

Accessories

0 ~ 40 < 80% RH , -10 ~ 60 < 70%RH

6 pcs size AAA Battery

Approx. 300hours. (not including backlight and beeper)

152(L) ×72(W) ×37(H)mm

Approx. 300g

1. Instruction manual, Battery

2. Software for WINDOWS, RS-232 Cable, 9 pin to 25 pin Gender changer.

o o o o
C C C C

SPECIFICATIONS

SPECIFICATIONS

Part No. Product No. Manufacturer Description

40942 TES-1315 TES

15730 TES-1316 TES Free Stand Thermometer And Probe

FEATURES

Type "K" Thermocouple Input.

Switchable Resolution 0.1° / 1 °

With

Max / MIN Function.

Data Hold Function.

Flip-up stand.

℃& ℉ switching.

Measuring Rang

Sensor

Input

esolution

ccuracy

R

A

- 50 C ~ 1350 , -58 F ~ 1999
o o

C F

K Type Thermocouple

Single Channe

- 50

o o

℃ ~ 199.9 ℃.....0.1 ℃ , - 50 ℉ ~ 199.9 ℉.....0.1 ℉ (Others 1 ℃/1 ℉)

- 50 ℃ ~ 199.9 ℃... +/- (0.3%rdg + 1 ℃) - 50 ℉ ~ 199.9 ℉... +/- (0.3%rdg + 2 ℉)

- 50 ℃ ~ 1000 ℃... +/- (0.5%rdg + 1 ℃) - 50 ℉ ~ 1999 ℉... +/- (0.5%rdg + 2 ℉)

1001 ℃ ~ 1300 ℃... +/- (0.75%rdg + 1 ℃)

Temperature Coefficient

Input Protection

Sampling Rate

perating / Storage Conditions

ower Source

Size

eight

ccessories

O

P

W

A

Less that 0.1 times the applicable accuracy specification per ( )

60V DC or 24 Vrms AC maximum input voltage on any Combination of input Connector

2.5 times / sec

0

o o
C F

℃ ~ 40 ℃<80%RH , - 10 ℃ ~ 60 ℃< 70%RH

6 pcs AAA size Battery

135mm(L) x 72mm(W) x 31mm(H)

235g

Battery, Instruction, Manual

Part No. Product No. Manufacturer Description

40944 TES-1319 TES Thermometer

Part No. Product No. Manufacturer Description Range

14979 TES-1320 TES Free Stand Thermometer And Probe -50~1300

SPECIFICATIONS

:- (- )

: . .

: . / . (- / . / ) . % .

: . , . % .

Temperature measure ranges 40 C~60 C 40 F~140 F

Humidity measure range 1 0~99 0 RH

Resolution 0 1 C 0 1 F 40 C oF~99 9 C F ;0 1 RH

Accuracy 0 5 C 2 5 RH

o o o o

o o o o o

o

DIMENSION

: ( )

: ( )

Size 200x55x38mm LxWxH

Weight about 165g including battery

POWER SUPPLY

: .

:

Battery type 9V NEDA 1604 IEC 6F22 JIS 006Px1pc

Battery life about 200 hours

Part No. Product No. Description Range

49154 TM-181 TENMARS Digital Hygro-thermometer -40~60 (-40~140F)
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twFree Standing Thermometer
and Probe

FEATURES

. % ,

. ( )

/

- " "

( ) ( ) - ( )

: , , , , , , , , , , , - , , , , ,

/

-

5 digits LCD display

Compact design for filed use

With highest 0 05 accuracy fast response

Resolution 0 1 C F ,Large LCD dual display

Has a programmable Hi lo audible alarm function

With built in time function

Temperature read out modes include celsius C Fahrenheit F ,absolute temperature Kelvin K

Functionkeys MAX MIN HOLD REL TIME TYPE SET LIMIT HI LO T1 T2 T1 T2 C F K RS232 INTV

Auto power off on and low battery indicator

RS 232 interface with window software

o o

o o o

o o o

Thermocouples
Measurement range

K Type 200 C~1372 C 328 F~2501 F J TypeL 210 C~1200 C 346 F~2192 F
T Type 250 C~400 C 418 F~752 F E Type 210 C~1000 C 346 F~1832 F
R S Type 0 C~1767 C 32 F~3212 F N type 150 C~1300 C 238 F~2372 F

:- (- ) - (- )

:- (- ) :- (- )

& : ( ) :- (- )

o o o o o o o o

o o o o o o o o

o o o o o o o o

Accuracy

Operation temperature and humidity

Storage temperature and humidity

Power supply

Input protection at thermocouple input

Dimension

Weight

±0 05 reading 0 7 C ±0 05 Reading 1 4 F

0 C~50 C 32 F~122 F ,0~80 RH

0 C~50 C 32 F~122 F ,0~80 RH

9V Battery NEDA 1604 or JIS 006P IEC 6F22

AC DC 24Vrms

130mm L *56mm W *38mm H

Approx 180g

. % + . ( . % + . )

( ) %

( ) %

, ,

/

( ) ( ) ( )

:

o o

o o o o

o o o o

SPECIFICATIONS

SPECIFICATIONS

Part No. Product No. Manufacturer Description

23659 TM-263R TENMARS Free Stand Thermometer And Probe

FEATURES

.( . )

: . / .

( )

: / , / , ,

, , , / ,

, -

--

- ,

-

Dual display LCD 18 2mm

Resolution 0 1 C 0 1 F

Below 1000 C

Function C F MAX MIN HOLD

REL MEM LIMIT HI LO

TYPE T1 T2

MEM to save 10 data

Auto power OFF

Low battery indication

CE Mark approval Conform to

ITS 90

o o

o

o o

Measurement TC: K type 200 C~1372 C 328 F~2501 F
J type 210 C~1200 C 346 F~2192 F
T type 250 C~400 C 418 F~752 F
E type 210 C~1000 C 346 F~1832 F

:- (- )

:- (- )

:- (- )

:- (- )

o o o o

o o o o

o o o o

o o o o

Accuracy

Operation temperature and humidity

Storage temperature and humidity

Power requirement

Input protection at thermocouple input

Dimension Indication hoster

Weight Indication hoster

:( )

:( )

±(0 1 reading 0 7 C),±(0 1 reading 1 4 F

0 C~50 C 0~80 RH

10 C~60 C 0~80 RH

R03 AB /SIZE AAA 1 5V UM 4X4PCS

AC DC 24Vrms

125mm L x82mm W x43mm T

APPROX 350g

. % + . . % + . )

; %

- ; %

( ) / . / -

/

( ) ( ) ( )

:

o o

o o

o o

Part No. Product No. Description Range

40711 TM-362 TENMARS Free Stand Digital Thermometer And Probe -200~1372 (-328~2501F)

30159 TM-363 TENMARS Free Stand Digital Thermometer And Probe -200~1372 (-328~2501F)

FEATURES

,

. / . , /

: / , , , , , , , / , , , , , , - ,

- , , - , ,

/ , .

-

- ,( / )

( ) . / - ,

4 digits LCD display Backlight

Resolution 0 1 C 0 1 F 1 C 1 F

Function keys C F MAX MIN AVG HOLD REL LIMIT Hi Lo TYPE COUNT TIME CLOCK CHANNEL T1 T2

T3 T4 BACK LIGHT RS 232 REC CALL

Auto power off on Low battery indication

RS 232 Interface with window software

10000 records data logger for each channel

Call fit to quick read memory data 50 page sec

With a perpetual calendar function

R03 AB /SIZE AAA 1 5V UM 4x4pcs battery life 500 hours

o o o o

o o

Part No. Product No. Description

23660 TM-747D Free Stand Thermometer And Probe

Part No. Product No. Manufacturer Description Range

49039 YF-160A YFE 3 1/2 Thermometer -50~1300,-58~1999

Dimensions 143 74 34mm: * *
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twTest Probe P

C115 CK 1- CTP 90- HP-404A-M12

Part No. Product No. Description Sensor Type Range ºC

26893 C115 Test Probe K-TYPE

31135 CK-1 Plug K-Type (For Temperature Stick) K-Type 200

13467 CTP-90 Test Probe K-Type ~

15884 HP-404A-M12 Free Stand Thermometer And Probe J-TYPE Max. 400

Maximum Temperature:600℃

Response Time:3”

Applications:For measuring internal temperatures of liquids, semi-solids; such as: oils, rubbers, plastics,clays, powders, meats,

fruits, frozen foodstuffs.

Remarks: point head

Part No. Product No. Description Sensor Type RangeºC

15885 HP-502A-M11 Test Probe J-TYPE Max. 600

Parameters

Note

Temperature Measurement Type

A range of measure C
O

Note

US-made specifications Yellow drape

Centerline 1 0 32 28 Red White

J TYPE

200

: ,

: / . # / ( : :-)

-

Red + White

C
O

Part No. Product No. Description Sensor Type RangeºC

15492 J-TYPE Test Probe Free Stand Thermometer And Probe J-TYPE -80~200

15116 J-TYPE Test Probe Test Probe J-TYPE

16732 J-TYPE Test Probe -20FT Test Probe J-TYPE

23912 J-TYPE Test Probe -25FT Test Probe J-TYPE

17611 J-TYPE Test Probe -30FT Test Probe J-TYPE

17501 J-TYPE Test Probe -50FT Test Probe J-TYPE

19793 J-TYPE Test Probe -5μ Test Probe J-TYPE

Part No. Product No. Description

16588 J-Type K-type Plug Switcher

17203 K-Type Female Mini-Connector K-Type

Name:Small Thermocouple

Specification: 1.5 meter(length)

Temperature:0-600

Scale Mark Type:K

℃

Part No. Product No. Description Sensor Type RangeºC

15708 KSW-03-01 1.5M Yellow Plug galvanic K-Type 600

M-5
NR-81531B OK-2

Part No. Product No. Description Sensor Type Range ºC

36245 M-5 Plug K-Type Mini (For Temperature Stick)

2248 NR-81531B Free Stand Thermometer And Probe K-Type -50~400

31136 OK-2 Female Mini-Connector K-Type K-Type
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twTest Probe P

PN-200 TA-100

TA-100

SPECIFICATION

, , , , , , , .

-

J K T E C R S N calibrations Max temperature 220oC Standard type adapting miniature

connectors of probes to fit multi meters

Part No. Product No. Description

14888 PN-200 Plug K-Type (For Temperature Stick)

14800 TA-100 Free Stand Thermometer And Probe

TP-101 TP-101-HT TP-103

Part No. Product No. Description Sensor Type Range ºC

5176 TP-101 Test Probe K-TYPE 1000

14620 TP-101-HT Free Stand Thermometer And Probe K 1600

2249 TP-103 Test Probe K-Type 200

30147 TP-103-16M Test Probe K-Type 200

13316 TP-103-3M Test Probe K-Type 200

30146 TP-103-4M Test Probe K-Type 200

Parameters

Note

Temperature Measurement Type

A range of measure C
O

Note

Surface Temperature Probes L-type extension

C C

( )

K-

-50 -6

TYPE

00
O O

Part No. Product No. Description Sensor Type Range ºC

12827 TP-104L Free Stand Thermometer And Probe K-Type -50~600

TP-106 TP-J01

Part No. Product No. Manufacturer Description Sensor Type Range ºC

51663 TP-106 Standard Temperature Probe K-TYPE -50~600

23849 TP-J01 TES Test Probe J-Type 200

Model

Type

TP K01 TP K02 TP K03- - -

Bead probe Immersion probe Surface probe

Range - - - , - , - , -58 to 392 F 50 to 200 C 58 to 1 832 F 50 to 1 000 C 58 to 1 382 F 50 to 750 C
o o o o o o

Tolerance ± 3.6°F or ± 0.75%
± 2.2°C or ± 0.75%

± 3.6°F or ± 0.75%
± 2.2°C or ± 0.75%

± 3.6°F or ± 0.75%
± 2.2°C or ± 0.75%

Description 4 ft chromel-alumel thermocouple

wire coated with Teflon. Maximum

insulating temperature

500°F or 260°C

1/8" diameter x 6"

stainless steel sheath

40" compensating wire

1/2" diameter x 3.7"
handle
40" compensating wire

Part No. Product No. Manufacturer Description Sensor Type Range ºC

13588 TP-K01 TES Test Probe K-Type 200

13589 TP-K02 TES Test Probe K-TYPE 1000

13590 TP-K03 TES Test Probe K-Type -50~600

WRNM-102

Extension

longer-handle

Flat surface probe

Best suited for measuring temperatures of

dies, molds, plates, walls, glassware,

bearings and other stationary surfaces.

250 C
o less than 5 sec

Part No. Product No. Description Sensor Type Range ºC

15466 WRNM-102 Free Stand Thermometer And Probe K-Type 0~400
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Test Probe P

WRNM-201

WRNM-202

Extension

short-handle with

ball bearing head of

probe

Extension

short-handle Narrow

type head of probe

Use on rotating, smooth metallic and plastic
surfaces above 130mm diameter. Maximum
surface velocity not to exceed 100 meter per
minute.The probe for measuring the outside
wall temperature of plastic and steel tube and
cylinders.

Best suited for measuring temperatures of

dies, molds, plates, walls, glassware,

bearings and other stationary surfaces.

250 C
o

500 C
o

less than 5 sec

less than 5 sec

Part No. Product No. Description Sensor Type Range C

15706 WRNM-201 Free Stand Thermometer And Probe K-Type 0~600

Part No. Product No. Description Sensor Type Range C

15467 WRNM-202 Free Stand Thermometer And Probe K-Type 0~400

Wall Mounted Hand Held
Temp Digital Temp Meter

&

.& .
Digital Thermometer

Part No. Product No. Description Power supply Temp. measure range

49884 BT-1 Big Screen In/Outdoor Thermometer DC1.5V In:-30~50 Out:-50~70

FEATURES

/

: .

. :- ( - ) - ( - )

:- . > .

:

:" " " " ( - )

. :-

: .

: ( )

:

: ( ) . ( ) . ( )

: - : , - : .

- . . ' -

.

- - ( ) -

Maximum Minimum Data hold

Resolution 0 1 C

Low cost

Measurement Temp Range 50 C~100 C DE 20W 10 C~70 C DE 20

Accuracy 50 C~40 C ±1 8 C 40 C~100 C ±3 0 C

Sampling rate every 10 seconds

Over range indication Hi or Lo display DE 20W

Applicable ambient temp for meter 10 C~70 C

Battery life time approx 3 months

Battery button cell Lr44 or Sr44 x1 installed

Low battery indication display color fades away

Dimension 48 W x28 6 H x15 5 D mm

Weight DE 20 14g DE 20W 26 2g approx

Only DE 20W is with an extension temp probe that can work with the wider range Don t apply DE 20 exceeding the

measurement temp range as the case of meter may crash while over the range

Optional models with water proof design DE 30W with cable & DE 30 are available in our line

o

o o o o

o o o o o o

o o

Part No. Product No. Manufacturer Description Power supply

48290 DE-20W DEREE LCD Thermometer-WaterProof LR44 or SR44*1

Features :

Water Proof

High Accuracy

Resolution 0.1 C

Easy Carrying

o

Application

Indoor / Outdoor use

Hiking, Bathing, Freezer, Aquarium .……

Hobby

Apply for equipments required monitoring the change of

temperature

Specifications:

Temp. Range

Resolution

Accuracy

Update Reading

Waterproof Level

Battery Life

Dimension

Weight

Accessory

Remarks

-30 C~70 C

0.1 C

-30 C ~ 40 C ± 1.0 C , >40 C ± 2.0 C

10 second / time

IP-65

around 2 years

68.8(W)x34.2(H)x24(D)mm [2.7”(W)x1.3”(H)x0.9”(D)]

approx. 26g ((DE-30), approx. 36g(DE-30W)

Button cell battery CR2032 x1

Recommend choosing DE-30W to apply for the measurement in liquid

with high temperature.

o o

o

o o o o o

Part No. Product No. Manufacturer Description Power supply

35845 DE-30 DEREE LCD Thermometer-WaterProof CR2032*1

35857 DE-30W DEREE LCD Thermometer-Water Proof CR2032*1
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Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twDigital Thermometer

Part No. Product No. Description Power supply Temp. measure range

49883 DS-2 Digital Thermometer DC1.5V -50~70

SPECIFICATIONS

.

-

Item No DST1001S

LCD Display

Operated on solar power in light levels above 100 lux

Utilize a back up battery provide power for a constant

:- +

:

Display as light level decreased

Temperature range 50 C to 70 C

Size L 114 x H 29 x D16mm

o o

Part No. Product No. Manufacturer Description Power supply

11450 DST-1001S CHROMALOCK Thermometer Display Solar Power

SPECIFICATIONS

LCD Display

Operated on solar power in light levels above 100 lux

Utilize a back-up battery provide power for a constant

Display as light level decreased

Temperature Range : -50 C to +70 C

Size : L 114 x H 29 x D 16 mm

o o

Part No. Product No. Manufacturer Description Power supply

23693 DST-1001SH CHROMALOCK Thermometer Display Solar Power

Features

• Stainless Steel case and bezel

• Easy to read dial

Applications

• Heating and ventilation

• Tanks

• Plant machinery

Specifications

Accuracy: ±1%

Face Diameter: 63mm

Capillary Type 1 metre capillary c/w probe

StemType 6.3mm dia stem x 75mm longc/w 15mm B.S.P.

Connection.

Part No. Product No. Manufacturer Description Power supply

11453 DST-2001S CHROMALOCK Thermometer Display Solar Power

DT-101SH

Part No. Product No. Description Power supply

21733 DT-101SH Digital Thermometer Battery

LCD display

Two choice between C/F.

Used for refrigerators , fish bowless .

1.5V Ag13 battery

Temperature range: -50℃~70℃

Accuracy : ±0.1℃ (10℃~50℃) ±0.2℃

Result : 0.1℃

Display mode: LCD

Display choice: ℃/℉

﹝＜10℃ and ＞50℃﹞

Can be used in the refrigerator, the goldfish jar, the freezer ,etc

Part No. Product No. Description Power supply Temp. measure range

32306 EDT-3A Thermometer Display Battery

32317 EDT-3A add wire Thermometer Display Battery GP186 -50~70

EDT-3A EDT-3A add wire

Size L 139 x W 33 4 x D 31 7mm: . .
TPM-10

ET-501

Part No. Product No. Description Power supply Temp. measure range

10989 ET-501 Thermometer Display AC220V

49880 TPM-10 Digital Thermometer DC1.5V -50~70

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

http://us.100y.com.tw/mainFrame.asp?mat3=56HA1440
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/49883.htm
http://us.100y.com.tw/PNoInfo/11450.htm
http://us.100y.com.tw/PNoInfo/23693.htm
http://us.100y.com.tw/PNoInfo/11453.htm
http://us.100y.com.tw/PNoInfo/21733.htm
http://us.100y.com.tw/PNoInfo/32306.htm
http://us.100y.com.tw/PNoInfo/32317.htm
http://us.100y.com.tw/PNoInfo/10989.htm
http://us.100y.com.tw/PNoInfo/49880.htm
mailto:us_sale@100y.com.tw
mailto:100y-1@163.com


Prew

Prew Next

Next

T E L : Taiwan:886 3 5753170- - Shenzhen:86 755 83298787- - Shanghai:86 21 54151736- -

F A X : Taiwan:886 3 5753172- - Shenzhen:86 755 83640655- - Shanghai:86 21 64605107- -
56 27-

R

Taiwan:us_ sale@100y.com.twE mail- : Shenzhen 100y@163 com: . Shanghai 100y 1@163 com: - .

Environmental Monitoring

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Single Digital Thermometer
and Probes

Part No. Product No. Description Power supply Measure range

14002 5321 Single Digital Thermometer And Probes LR44 BATTERY -10~+200 (+14~+392)

1 Meter 3 feet metal wire included

1 PC AAA green battery included

1 year battery life

( )

Part No. Product No. Description

13696 COOKING THERMO TIMER Single Digital Thermometer And Probes

DCT-1 PT-1005

PT-1435

PT-1835
WT-1

Part No. Product No. Description Power supply Measure range

49881 DCT-1 Clinical Digital Thermometer DC1.5V 32~43.9

14648 PT-1005 Single Digital Thermometer And Probes

11452 PT-1435 -20~110 Single Digital Thermometer And Probes

11451 PT-1835 Single Digital Thermometer And Probes

49882 WT-1 Digital Thermometer DC1.5V -50~300 (-58~572)

Digital Temp. Panel Meter
FEATURE

Measuring T/C: K, J, T, E, R RTD: Pt100Ω

Accuracy: T/C: ±0.25% , RTD: ±0.1%

3 1/2 Digital display: 1999 ( Option range

199.99 in pt100Ω input )

Easy-to-wire, screw type terminal

Outside dimensions is 1/8 DIN standard

(96x48 mm)

High stability & low cost

SPECIFICATION

Measuring accuracy:

Span adjustment:

Zero adjustment:

Sampling time:

Polarity indication:

Over-range indication:

Operating temperature:

Operating relative humidity:

Temperature coefficient:

Cold junction compensation:

Storage temperature:

Power Supply:

T/C: ±0.25% F.S. ±1 digit RTD ±0.1% F.S. ±1 digit

≤ 0% of R.O.

≤2% of R.O.

About 3 cycles/sec.

When input is negative “ -“

“ 1 “ display

0~60

20~95 RH

≤100 PPM/ ≤

25 ±10 C, error < 0.5 C)

-10~70 C

AC115 230V ±10 50 60Hz

Option DC 12V 24V 48V ±10 isolated

:

1

%

/ %, /

: , , %( )

℃

℃ 50 PPM/℃ (23 ±5 ℃)

o o

o

Power consumption:

Dielectric Strength:

Weight:

DC 3W, AC 4.5VA

AC 2.0KV for 1 min (Between Power / Input)

AC 3.0KV for 1 min Between (Terminal / Case)

350g

Part No. Product No. Description L*W*D(mm) Measure range Power supply Sensor Type Resolution(max)

40397 CST-321K-C-A Single Digital Thermometer And Probes 96*48*118mm 0~400 AC 115/230 10%, 50/60 Hz K TYPE 0.2% 1

14670 CST-321K-D-A Single Digital Thermometer And Probes 96*48*118mm 0~600 AC 115/230 10%, 50/60 Hz K TYPE 0.2% 1

14933 CST-321K-E-A Single Digital Thermometer And Probes 96*48*118mm 0~1000 AC 110/220 10%, 50/60 Hz K TYPE 0.2% 1

FRONT VIEW

PANEL CUT OUT-

48 0.

96 0.

93 0.
+ .0 8

7 0. 98 0. 12 0.
45 0.

+ .0 8

Unit mm:

FEATURE

Measuring T/C: K, J, T, E, R RTD: Pt100Ω

Accuracy: T/C: ±0.25% , RTD: ±0.1%

3 1/2 Digital display: 1999 ( Option range 199.99 in pt100Ω input )

Easy-to-wire, screw type terminal

Outside dimensions is 1/8 DIN standard (96x48 mm)

High stability & low cost

FRONT VIEW 48 0.

96 0.

7 0. 98 0. 12 0.

PANEL CUT OUT-

93 0.
+ .0 8

45 0.
+ .0 8

Unit mm:
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Environmental Monitoring

SPECIFICATION

Measuring accuracy: T/C: ±0.25% F.S. ±1 digit
RTD ±0.1% F.S. ±1 digit:

Span adjustment:

Zero adjustment:

Sampling time:

Polarity indication:

Over-range indication:

Operating temperature:

Operating relative humidity:

≤10% of R.O.

≤2% of R.O.

About 3 cycles/sec.

When input is negative “ -“

“ 1 “ display

0~60 C

20~95 RH%

o

Temperature coefficient:

Cold junction compensation:

Storage temperature:

Power Supply:

≤100 PPM/ ≤℃ 50 PPM/℃ (23 ±5 ℃)

25±10

-10~70 C

AC 115/230V ±10%, 50/60 Hz
Option: DC 12V, 24V, 48V ±10% isolated

℃, error < 0.5 ℃)

( )

o

Power consumption: DC 3W, AC 4.5VA

Dielectric Strength: AC 2.0KV for 1 min (Between Power / Input)
AC 3.0KV for 1 min Between (Terminal / Case)

Weight: 350g

Part No. Product No. Description L*W*D(mm) Measure range Power supply Sensor Type Resolution(max)

20145 CST-321P-1-A Single Digital Thermometer And Probes 96*48*118mm 0~199.9 AC 115/230V , 60 Hz PT100 0.1% 1

Filled Glass Thermometers
Mercury Filled Thermometers

Part No. Product No. Description Temp.range

11079 350-250 General Purpose Glass Thermometers 0~250

Registers High and Low

Readings from last setting.

Contents:Pushbutton reset Magnet reset

Part No. Product No. Description Temp.range

11877 IOT-0 General Purpose Glass Thermometers -60~40

Alcohol Filled Thermometers

Liquid column in the liquid

Temperature Range

Price

Expansion sensitivity

Accuracy

Whether toxic

Liquid column in the liquid

Temperature Range

Price

Expansion sensitivity

Accuracy

Whether toxic

Liquid column in the liquid

Temperature Range

Price

Expansion sensitivity

Accuracy

Whether toxic

Alcohol thermometer

0 50-
O
C

Alcohol

Cheaper

High

Low

Non-toxic alcohol

Alcohol thermometer

0 50-
O
C

Alcohol

Cheaper

High

Low

Non-toxic alcohol

Alcohol thermometer

0 0-
O
C

Alcohol

1 11

Cheaper

High

Low

Non-toxic alcohol

Mercury thermometer

Mercury

39 360

Expensive

Low

High

Toxic mercury

- -
O O
C C

Mercury thermometer

Mercury

39 360

Expensive

Low

High

Toxic mercury

- -
O O
C C

Mercury thermometer

Mercury

39 360

Expensive

Low

High

Toxic mercury

- -
O O
C C

Part No. Product No. Description Temp.range

8760 347/0-50 Alcohol Thermometer 0~50

Part No. Product No. Description Temp.range

8759 347/0~50 Alcohol Thermometer 0~50

Part No. Product No. Description Temp.range

8758 349-110 Alcohol Thermometer -10~+110

11081 349-200 Alcohol Thermometer 0~200

Cu1 Cu2

Part No. Product No. Description Temp.range

48420 Cu1 Alcohol Thermometer -40~50

48421 Cu2 Alcohol Thermometer -40~50
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Alcohol Filled Thermometers

Liquid column in the liquid

Temperature Range

Price

Expansion sensitivity

Accuracy

Whether toxic

Alcohol thermometer

40 70-

Alcohol

C

Cheaper

High

Low

Non-toxic alcohol

O

Mercury thermometer

Mercury

39 360

Expensive

Low

High

Toxic mercury

- -
O O
C C

Part No. Product No. Description Temp.range

10032 GT-100 Alcohol Thermometer -40~70

Part No. Product No. Description Temp.range Length

11076 Refrigerator thermometer- 90mm Refrigerator Thermometer -40~50 93mm

32081 thermometer -87mm Alcohol Thermometer -30~50 87mm

Ph Meters
PH Meters

Part No. Product No. Description

51899 PE-03 General purpose PH electrode,1~13pH(FOR:PH-208)

Monitors

Range

Input impedance

Accuracy

Temperature Compensation

Correction adjustment VR

Information lock

Memory Call

Power boot

Data output

Work environment temperature

Working environment humidity

Sampling time

Power

Power Consumption

Weight

Size

3 *

: . - . .

:- -- .

: - , -

A

-LCD Monitor igh character

Humidity

1 median

Automatic temperature compensation Temperature wand

Manual temperature adjustment

External adjustment

Display screens numerical lock.

The maximum, minimum, the final value

Automatic and manual boot Temple boot.

Computer interface link.

elative humidity below

sec

Please use the 9 V alkaline batteries.

bout 7 mA DC

Pounds

51 32mm H 15mm

PH 0 00 14 00 PH

mV 1999mV 1999mV

0 65 32 150

10

0 01PH

0 65 TP 07

0 100

PH4 PH7 PH10

RS 232

0 50 32 122

80

0 8

250g 0 55

O O

O

O

O O

C F

C

C

C F

R

10
Ω

( + )

: - ( - )

: -

: , ,

-

- ( - )

%

.

/ .

±
.

Part No. Product No. Manufacturer Description

28971 PH-208 LUTRON Ph/Temperature Meter

FEATURES

Fast and Easy pH measurement

Dual LCD display shows PH/℃& ℉ or mV/ ℃&℉ simultaneously

Logging 99 readings

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
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WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

http://us.100y.com.tw/mainFrame.asp?mat3=56JB
http://us.100y.com.tw/mainFrame.asp?mat3=56LA
http://us.100y.com.tw/
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/10032.htm
http://us.100y.com.tw/PNoInfo/11076.htm
http://us.100y.com.tw/PNoInfo/32081.htm
http://us.100y.com.tw/PNoInfo/51899.htm
http://us.100y.com.tw/PNoInfo/28971.htm
mailto:us_sale@100y.com.tw
mailto:100y-1@163.com


Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Ph Meters

Prew

Prew Next

Next

T E L : Taiwan:886 3 5753170- - Shenzhen:86 755 83298787- - Shanghai:86 21 54151736- -

F A X : Taiwan:886 3 5753172- - Shenzhen:86 755 83640655- - Shanghai:86 21 64605107- -
56 30-

R

Taiwan:us_ sale@100y.com.twE mail- : Shenzhen 100y@163 com: . Shanghai 100y 1@163 com: - .

Environmental Monitoring

General Specification

Circuit

Display

Measurement

Input Impedance

Temperature
Compensation
For pH Range

Custom one-chip of microprocessor circuit.

Super large LCD display 76.5mm*50.5mm*2.7mm

pH : -2 to 16 pH mV : 0 to 2000mV
Temperature : 0 to 100

≒ 1012 ohms

℃ , 32 to 212 ℉

Manual : 0 to 100 ℃, adjusting by push button
on front panel. Automatic : With the optional
TEMP probe, 0 to 100 ℃

Calibration For pH Range Built in SLOPE (pH 4) & CAL. (pH 7)

Data Hold

Memory Recall

To auto hold the reading values on display.

Single record 99 point, Continuity record 99 point
MAX 4500 data

Power off Auto shut off 10 minutes saves battery life, or
manual off by push button.

Over Input Indication

PH Electrode

Operating Temperature

Operating Humidity

Sampling Time

Power Supply

Battery Life

Accessories

Optional Accessories

Indication of "-- -- -- -- "

Any combination pH electrode with BNC connector.

0

Max. 80% RH

Approx. 1.5 second

S-006P 9V 6F22 battery (Heavy duty type)

50 hours ( approx. )

Carrying case, Instruction manual, Battery

pH electrode, Temperature probe, PH Standard

Buffer Solution.

℃ to 50 ℃ ( 32℉ to 122 ℉ )

Part No. Product No. Manufacturer Description

12338 TES-1380 TES pH/ORP/Temperature Meter

EMF Testers
EMF Testers

Part No. Product No. Manufacturer Description

38861 EMF-822A LUTRON EMF Tester

Monitors

Measurement bandwidth

Shaft number

Accuracy

Overload show

Sampling the world

Battery

Current consumption

Work environment temperature

Working environment humidity

13 mm high character, and three semi-liquid crystal displays, the biggest show of 1999.

Uniaxial.

± (median 4% +3) in the frequency of 50 Hz or 60 Hz,.

The display of "1"

bout 0.4 seconds

V DC battery (the proposed use of alkaline batteries)

bout 3 mA DC

0 C 50 C 32 122 F

Max 90 RH 0 C 35 C

80 RH 35 C 50 C

-

9

A

30Hz 300Hz

A

O O O

O O

O O

- ( - )

% .( - )

% .( - )Max

Weight 165g/0.36 pounds

Dimensions 131 70 25mm* *

FEATURES

The EMF tester is designed to provide user a quick, reliable and easy way to measure electromagnetic field radiation levels

around power lines, home appliances and industrial devices.

The EMF tester is a cost effective, hand-held instrument designed and calibrated to measure electromagnetic field radiation

at different bandwidths.

Display micro Tesla & milli Gauss in the same tester.

Data hold, Peak hold function

On-line computer (1391/1392) Data logging (1392) function.

Display

Range

Resolution

Number of Axis

Band Width

Accuracy

Over-Input

Sampling Time

Battery

3-1/2 digits. Max. indication 1999

200 / 2000 milli Gauss 200 micro Tesla

0.1 / 1 milli Gauss 0.01 / 0.1 micro Tesla

Single axis

30 Hz to 300 Hz

+/- (3% + 3d) at 50Hz / 60Hz

Display shows "OL"

Approx. 0.4 second

4 pcs size AAA (Alkaline Battery)

Battery Life

Operating Temp and Humidity

Storage Temp and Humidity

Weight

Dimension

Accessories

Datalogging Capacity(TES-1392)

Approx. 60 hours

0

Approx. 165g

111(L) x 64(W) x 34(H) mm

Operation Manual, 4 pcs size AAA (Alkaline Battery), RS-232

interface / software (1391/1392)

℃ to 40 ℃ (32℉ to 104℉) below 80%RH

-10 ℃ to 60 ℃ below 70%RH

16000 Point Data logging

Part No. Product No. Manufacturer Description

11439 TES-1390 TES EMF Tester

21857 TES-1391 TES EMF Tester

21858 TES-1392 TES EMF Tester

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .
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Environmental Monitoring

FEATURES

The EMF tester is designed to provide user a quick, reliable and easy way to measure electromagnetic field radiation levels

around power lines, home appliances and industrial devices.

The EMF tester is a cost effective, hand-held instrument designed and calibrated to measure electromagnetic field radiation at

different bandwidths down to 50Hz/60Hz.

Display micro Tesla & milli Gauss in the same tester.

Data hold, Peak hold function.

RS-232 Optical inter face. (1394)

999 Datalogging capacity.

APPLICATIONS

This EMF tester is specifically designed to determine the magnitude

of electromagnetic filed radiation generated by power lines, computer's

monitor, TV sets, video machinery and many other similar devices.

Display

Range

Resolution

Number of Axis

Band Width

Accuracy

Datalogger

Sampling Time

Battery

Battery Life

Operating Temp and Humidity

Storage Temp and Humidity

Weight

Dimension

Accessories Included

3-1/2 digits. Max. indication 1999

20/200/2000 milli Gauss 2/20/200 micro Tesla

0.01/0.1/1 milli Gauss 0.001/0.01/0.1 micro Tesla

Three axis

30 Hz to 2000 Hz

±(3%+3d) at 50Hz or 60HZ, ±(5%+3d) at 40Hz to 200HZ,

-3dB at 30Hz to 2000HZ

999 reading

Approx. 0.5 second

6 pcs size AAA 1.5V

Approx. 100 hours

0

Approx. 165g

154(L) × 72 (W) × 35(H) mm

Operation Manual , 6 pcs size AAA ,

[Software for windows, RS-232 Cable (1394)].

℃ to 50℃ (32℉ to 122℉) below 80%RH

-10℃ to 60℃ below 70%RH

SPECIFICATIONS

Part No. Product No. Manufacturer Description

15532 TES-1393 TES EMF Tester

19745 TES-1394 TES EMF Tester

Part No. Product No. Description

41060 TM-191 EMF Tester

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

CO2 Meter
CO2 Testers

FEATURES

CO 2 : 0 ~ 6,000 ppm range, Diffusion

sampling mode.

Three LCD Display for CO 2 , %RH Humidity

and Air Temperature.

Maintenance free dual wavelength NDIR

infrared CO 2 sensor (non-dispersive infrared).

Continuous or manual data logging (20,000 sets).

Data hold & Maximum / Minimum with Time stamp.

Data Memory and READ function.

Alarm and Time setting.

RS-232 function / Software.

Backlight display function.

Simple and safe to use.

Measuring Range

Resolution

Accuracy

CO 2 : 0~ 6,000 ppm Temperature : -20℃ ~ 60℃ (-4℉ ~ 140℉) Humidity : 10%RH ~ 95%RH

CO 2 :1ppm 0.1 C / 0.1 F / 0.1%RH
o o

CO 2 : ±3% of reading or ±50ppm, which is greater. Temperature : ±0.5℃, ±0.9℉

Humidity : ±3%RH ( at 25℃, 30 ~ 95% RH ). ±5%RH ( at 25℃, 10 ~ 30% RH )

Manual Data Memory Capacity 99 sets (Direct reading from LCD display)

Auto Memory Capacity Approx. 20,000 sets

Operating Conditions 5 ~ 50 (41 ~ 122 ) 10 ~ 90% R.H.
o o o o
C C F F

Power Source 6pcs size AAA Alkaline Battery (large current) batteries

Battery Life Approx. 8 hours by using alkaline (large current) batteries (without backlight or Alarm
function). For long time datalogging, please use AC adapter.

Size 158(L) ×72(W) ×35(H)mm

Weight Approx. 255g (including batteries)

Accessories Instruction Manual, Battery, AC Adaptor (110Vor220V), Software CD Rom, RS232
Cable & Carrying case.

SPECIFICATIONS

Part No. Product No. Manufacturer Description CO2 Range

40840 TES-1370 TES nfrared Noncontact Thermometer(RH+TEMP) 0~6000ppm

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .
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