Hand Held Component Tester

(LCR Meters)
LCR Meters
LCR Meters

Multimeters & Panel Meters

Detailed product specifications are available on: us. 100y. com. tw

Part No. Product No. Description

11110 APPA-76 3 1/2 RC Digital LCR Meter

Part No. Product No. Manufacturer Description

20517 CHY-24 Chy 3 1/2 Digital LCR Meter

49978 CHY-24C Chy 3 1/2 Digital LCR Meter
FEATURES

* Over-molded Case with Integrated Holster

Measurement Ranges :

L: 2mH to 1,000H; C: 2,000pF to 10mF; R:

Large LCD with Dual Display and Backlight (ELC-133A)
Resolution: 20,000 CountforL,C,Rand 1,
Measurement Parameters: R, L, C, D, Q, and q ( q for ELC-133A only)
Selectable Test Frequency : ELC-133A-100Hz/ 120Hz / 1kHz / 10kHz ELC-132A- 120Hz / 1kHz

000 CountforD, Q,and q

20Q to 10MQ

Q:.000 to 999 Auto; D: .000 to 999 Auto; q: £ 90°

Parallel and Serial Test Mode
Auto and Manual Ranging

Tolerance Mode: 1%, 5%, 10%, and 20%
Max / Min / Avg Dynamic Recording

Auto Protective Fuse Check

* Auto Power Off
Low Battery Indicator
Optical RS-232 Interface CE Mark

0.5% Basic Accuracy for Resistance Measurement
0.7% Basic Accuracy for Capacitance and Inductance Measurement

Relative Mode for Reading Correlation and Comparison Applications

Self-Calibration for Calibrating the Meter's Internal Parameters as well as External Connector Residuals
Powered by Battery or External AC/DC Adapter

Part No. Product No. Manufacturer Description
23414 ELC-132A ESCORT 20,000 Counts Digital LCR Meter
48417 ELC-132A ESCORT Dual Display Digital LCR Meter 10KHz
37342 ELC-133A ESCORT Dual Display Digital LCR Meter 10KHz
Part No. Product No. Manufacturer
48419 ELC-3133A ESCORT
FEATURES Display 18mm (0. 7”) LCD, Max. reading 1999
« Digital display & battery operated, Inductance, Measurement Indctance:2 mH to 2H, 5 ranges
Capacitance resistance and Diode measurement Capacitance: 2nF to 200uF, 6 ranges
* LSI-circuit provides high reliability and durability | Qver-input indicator “1”mark indication
. . . S ling ti A .0.4 d
¢ LCD display for clear readout even in bright < ',ng e RRroX secon
) [ o Operating temperature & 0°C to 50°C(32°F to 122°F) .less than 80% RH.
ambient light conditions Humidity
®* Input overload protection Power supply 006 P DC 9V battery, heavy duty battery
* Rotary switch function selector Dimensions 185x87x39mm (7. 3x3. 4x1. 5 inch)
* Low battery indicator Weight 280g/0. 62LB
Power consumption R measurement: approx. 9 mA max
L&C measurement:approx. 13mA max.
Part No. Product No. Manufacturer Description
28994 LCR-9083 LUTRON LCR Meters
TEL Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shangha!:86—21—54151736 58-01
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
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LCR Meters

Detailed product specifications are available on: us. 100y. com. tw

The MIC 4070D is an advanced hand-held digital LCR Meter with Features:

A . . ® 0.1y Hto 200H Inductance Measurement
the ability to measure very low resistance with the 2Q range

e 0.1pF to 20,000uF Capacitance Measurement

®* 1MQ to 20MQ Resistance Measurement
capacitances with 20,000uF range. .

(1mQ resolution) and high inductances with 200H range and high

Dissipation Factor Measurement

Zero Adjustment
e Quick Responding of Measurement

Part No. Product No. Description
12591 MIC-4070D Digital LCR Meter

how vieter
Detailed product specifications are available on: us. 100y. com. tw
Low Ohm Meter

Part No. Product No. Manufacturer Description
16083 HIOKI-3453 HIOKI DIGITALM HiTESTER
Part No. Product No. Manufacturer Description
46140 HIOKI-3560 HIOKI Digital Milliohm Meter
Part L ) . 9
N Product No. Manufacturer Description Battery type Dimension Accuracy? Range Resolution?
o.
Milli-Ohm Meter(5A .test 1.2V AArech ble batt 7
50567  PROVA700 PROVA ll-Ohm Metec@qjhts. 165 rechargeable batiely | »s7+155"57mm  0.05% best resolution 1
current) x 8(2700mAh) Ranges(16m~6K)
FUNCTIONS
* Function keys: ZERO, TEST, LOCK * Measures DC voltage (0V~600V),

AC Voltage (0V~600V)
e Auto power OFF
« Auto discharge

e Automatic zero adjustment

¢ Continuity test

« Measures high insulation resistance (4MQ/40MQ/400MQ/1000MQ)
with auto range of 250V, and (4MQ/40MQ/400MQ/2000MQ) with
auto range of 500V and (4MQ/40MQ/400MQ/4000MQ) with auto

range of 1000V
Part No. Product No. Description

49288 TM-507 DIGITAL INSULATION TESTER

ABM_Programmable Milli-Ohm Meter ([iEEsm product specifications are available on:

us. 100y. com. tw

Part No. Product No. Description
15684 3245 DIGITAL M HITESTER

Calibrator
Calibrator reatures

* Portable instrument for calibrating process devices and measuring process signals

* Adjustable 0-24mA current source

* Adjustable-199. 9mV to +199. 9mV DCV source

« Current calibrator drives loads up to 500 ohms

* The instruments power or measure a two-wire current loop

« Four function provide the quality and accuracy of handheld calibrator: 1) Precision current source, 2) Measurement of
a current signal, 3) Power and measurement of two wire loop, 4) Precision DC mV source

Detailed product specifications are available on: us. 100y. com. tw

Part No. Product No. Manufacturer Description
28986 CC-421 LUTRON 4-20mA Loop Calibrator
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 58-02
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
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Calibrator

SPECIFICATIONS

us. 100y. com. tw

Detailed product specifications are available on:

Functions voltage measurement

705/707/707 Ex

Range 0-28V DC
Resolution 1mV
Accuracy 705:0. 025% Rdg+2LSD 707/707Ex:0.015% Rdg + 2 LSD

Current measurement

Range 0-24 mA

Resolution 0.001 mA

Accuracy 705:0.025% Rdg+2LSD 707/707Ex:0.015% Rdg + 2 LSD
Current sourcing

Range 0-20 mA or 4-20 mA'

Accuracy 705:0.025% Rdg+2LSD 707/707Ex:0.015% Rdg +2 LSD

Drive capability

705:1000 0@ 24 mA 707: 1200 Q@ 24 mA 707Ex: 700 Q@ 20 mA

Loop power while measuring mA 24V
Voltage sourcing N/A
Display current and % of span Yes
Auto step, auto ramp Yes
Span Check Yes
Part No. Product No. Manufacturer Description
48434 FLUKE705 FLUKE FLUKE_705 Loop Calibrator
Part No. Product No. Manufacturer Description
19805 PROVA-100 PROVA 4-20mA Loop Calibrator

o Storage:-40°C~60°C (-40°F~140°F)
e Dimensions: 3. 46”x6. 61”x1. 03"

Part No. Product No.

12107 PROVA-123

e Operating humidity:less than 80% RH

88mm (L) x168mm (W) x26. 2mm (H)

Manufacturer Description

PROVA Loop Calibrator

Part No. Product No.

40828 PROVA-125

e Operating temp: 0 to 50°C (32 to 122°F)
e Operating humidity: less than 85% (Related humidity)
® Storage temp:-20 to 60°C (-4 to 140°F)

e Storage humidity:less than 85% (Related humidity)
e Dimensions: 88x168x26mm (3. 46”x6. 61”x1. 03”)
o Weight: 330g/11. 630z

Manufacturer Description

PROVA Multifunction Calibrator

Benchtop Component Tester
(LCR Meters)
LCR Meters

FEATURES
* Test Frequency 20Hz ~ 1 Mhz
* 6 Digit Measurement Resolution

* DC Resistance Measurement

« Comprehensive Measurement Functions o

Manufacturer Description

Product No.

Part No.

51973 LCR-8101 GW Instek Precision LCR meter

* Monitoring of DUT Voltage and Current .
* 0.1% Basic Measurement Accuracy .

Detailed product specifications are available on: us. 100y. com. tw

¢ Standerd Interface : RS-232 & GPIB
e Large LCD Display

* Intuitive User Interface

Multi Step Mode

PASS/FAIL Comparator

Graph Mode ( Option)

Test frequency Display color Weight

20Hz~1MHz 320*240 dot-matrix 5kg/pc

® \We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.

©) Taiwan:886-3-5753170
Shanghai: 021-54151736

Centenary Materials

Shenzhen:0755-83298787

TEL : Taiwan:886-3-5753170
F A X : Taiwan:886-3-5753172
E-mail: Taiwan:us_ sale@100y.com.tw

Shanghai: 86-21-54151736 58-03
Shanghai: 86-21-64605107

Shanghai: 100y—-1@163. com

Shenzhen:86-755-83298787
Shenzhen:86-755-83640655
Shenzhen: 100y@163. com
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LCR Meters Detailed product specifications are available on: us. 100y. com. tw
FEATURES
* Test Frequency: e R/Q, C/D, C/R, L/Q Test Modes for all Models; Z/©, L/R for LCR-821 Only
1 12Hz~200kHz (LCR-821) e Absolute Value,AValue, and A% Measurement Display
= , 12Hz~100kHz (LCR-819/829) e 240 x 128 dot Matrix LCD Display
12Hz~10kHz (LCR-817/827) ® Test Condition and Test Result Shown on the Screen Simultaneously

100Hz~2kHz (LCR-816/826)
e 0.05~0.1% Measurement Accuracy
e 100 Sets Memory for Save/Recall of Setup State

e Interface :RS-232C , Handler

Part No. Product No. Manufacturer Description Test frequency Display color Weight
51974 LCR-821 GW Instek High precision LCR Meter 12Hz~200kHz 240*128 dot-matrix C.C.F.L back light LCD 5.5kg/pc
Di g ital Earth Testers Detailed product specifications are available on: us. 100y. com. tw

Ground Tester

SPECIFICATIONS

FEATURES Display 18mm (0. 7”) LCD (Liquid crystal
® Earth resistance and earth voltage measurement display) .Max. indicaiton 1999

* 3 ranges for earth resistance measurement, 19. 99, 199. 9, 19990hm uctiol quratgurrzsrzﬁ{we 4 Earth voltage
® 0 to 199. 9V for earth voltage measurement Safety standard IEC 1010

e 18mm, large size LCD display, easy to read-out Overload protection| 200V AC for 10 seconds across
* Deta hol Fconcs mamarent

voltage range

circuit provides high accuracy, reliability and durability 300V AC for 1 minute on earth

Manual power On/Off or auto power off within 2 minutes after power On

S . . | Insulation resistance| More than 5 Meg ohm between
e Built-in over input indication the circuit and t?\e housing case

Durable & portable housing plastic case with the front protective cover when measured with 500DCV

Operating temp 0 to 50°C (32 to 122°F)

Complete testing accessories included

Operating humidity| Less than 80% R. H..

Part No. Product No. Manufacturer Description

38889 ET-3000 LUTRON EARTH RESISTANCE TESTER

e Operating temp:0°C~40°C

e Operating humidity:less than 80%RH

® Consume current:about 27mA

® Dimensions: 10. 2”x4. 4”x1.9” 258mm (L) x110mm (W) x47mm (H)

Part No. Product No. Manufacturer Description

11440 PROVA 5600 PROVA Earth Ground Resistance(Hook)

e Operating temp:0°C to 50°C (14°F to 122°F)
v » Storage temp:-20°C to 60°C (-4°F to 122°F)
r ® Operating humidity:less than 85% RH
* Storage humidity:less than 75% RH
¢ Dimensions/Weight(5637) :276mm (L) x 100mm(W) x 47mm(H),10.8" (L) x 3.9"(W) x 1.9"(H)/ 750g/1.65Ibs
e Dimensions/Weight(5600,5601) : 257mm (L) x 100mm(W) x 47mm(H),10.1" (L) x 3.9"(W) x 1.9"(H)/ 640g/1.41Ibs

Part No. Product No. Manufacturer Description
48415 PROVA 5601 PROVA Earth Ground Resistance
48416 PROVA 5637 PROVA Clamp on Ground Resistance Tester

e Dimensions: 190 (L) x140 (W) x77 (H) mm
® Operating temp & humidity: 0°C to 40°C (32°F to 104°F),less than 80%RH
e Storage temp & humidity: -10°C to 60°C (14°F to 140°F),less than 70%RH

Product No. Manufacturer Description

TES-1700 TES Earth Ground Resistance

e \We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.

@ Taiwan:886-3-5753170 Centenary Materials
Shanghai: 021-54151736 Shenzhen:0755-83298787

TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Clamp Meters
TES Digital Clamp Meter

The Fluke 330 series clamp meters offer all the features you need to fit the way you work. The small body and jaws

Detailed product specifications are available on: us. 100y. com. tw

fit perfectly in your hand and into tight places. Meter controls are positioned so that current measurements can be

done with one hand. A large backlit display (on most models) is easy to see and a handy display hold keeps

measurements on the display . Measuring starting current for motors. lighting, etc. is easy with the in-rush current

function (on most models) .All models are backed up with a 3 year warranty.

Part No. Product No. Manufacturer Description
15491 FLU336 FLUKE FLUKE_330 Series Clamp Meters
- FEATURES General Specification

J ® True RMS value (V and A)

Conductor Size

30mm (approx.)

® | eakage Current

Battery Type

1.5V SUM-3x 2

® Measurementat 10 y A Resolution

Display

4+2+2 digits LCD

e Harmonic Analysis (V and A) to the 99 th Order

Power Consumption

5mA (approx.)

e Better Understanding of High Frequency Harmonic

Analysis (up to 5/6 KHz)

* Non-interrupted Harmonic Analysis

Auto-Power-Off 30 minutes
No. Of Samples/Period |512 (V &A), 256 (W)
LCD update rate 2 times / sec.

e Analysis of Total Harmonic Distortion (THD-F)

Weight

200g (battery included)

e Analysis of Crest Factor (C.F.)

Operating Temperature

-10°Cto50°C

e Fast Peak Function (33 psand 39 ps)

Operating Humidity

< 85% relative

e Programmable CT Ratio (1 to 250)

Storage Temperature

-20°Ct060°C

Storage Humidity

<75% relative

Part No. Product No. Manufacturer Description Dimension 210 (L) x 62 (W) x 35.6mm (H), 8.3" (L) x 2.5" (W) x 1.4" (H)
40836 TES-19 TES Power and Harmonics Analyzer Accessories testleads, Carrying bag x 1, Users manual x 1, Batteries 1.5V x 2
40841 TES-21 TES Power and Harmonics Analyzer Option alligator clips
40842 TES-23 TES Power and Harmonics Analyzer
FEATURES Range 200/750V
e ACA: 20A, 200A, 600A Accuracy 1.5% rdg + 8 dgts
e Continuity Buzzer Resolutiog 100mv
Unit & Sign Displ Input Impedance 10M W
. ni Iign Displa
9 play Overload Protection DC1100V & AC800V
Display 3-1/2 digit LCD, Maximum reading 1999
Power Source one 9V battery
Size & Weight 208mm(L)x65mm(W)x31mm(H) & 330g
— Accessories Carrying Case, Test Leads, Battery & Instruction Manual
Part No. Product No. Manufacturer Description
2404 TES-3010 TES Prof. Clamp Meter
21859 TES-3012 TES Prof. Clamp Meter
S Specifications
FEATURES
X Operating/Storage Condition 0°Cto 50°C<80% R.H. -10°Cto60°C <70% R.H.
e Auto Ranging - — ; ;
Display: 3-1/2 digit LCD Maximum reading 1999
¢ Pocket size Power Source: 2pcs 1.5V button - Type battery
® One slide switch Jaw Size 28mm (Max)
covers all functions Sampling Rate 2 times/sec
Size & Weight 175mm(L)x43mm(W)x29mm(H) & 200g
Accessories Carrying Case, Test Lead Battery & Instruction Manual
Part No. Product No. Manufacturer Description
2405 TES-3030 TES 400A Clamp Meter
FEATURES Resolution 0.001V
3.3/4 Digital LCD with b h Accuracy(50Hz-60Hz) 1% rdg + 2 dgts
® 'gita w ar-grap Overload Protection 600Vrms
® Auto-power off with Data Hold and | Numerical Display 3 3/4 digit liquid crystal display (LCD) maximum reading 3999
MAX/MIN mode Sampling Rate 20 times/sec (Bargraph)2 times /sec (Digital Display)
Power Source one 006p; 9V or IEC 6F22 or NEDA 1604 Battery
e Zero Adjustment/Relative Reading ] — ) 2 - A
Operating/Storage/Temperature & Humidity | 0 °C to 40 “C (32 °F to 104 °F ) < 80%RH
-10°Cto 60 °C (14 Fto 140 °F)< 70%RH
Dimensions 239(L) x 66(W) x 34(H) mm
i Approx. 365¢g
Part No. Product No. Manufacturer Description
21860 TES-3040 TES AC 1000A Clamp Meter
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shangha!:86—21—54151736 58-05
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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TES Digital Clamp Meter

FEATURES
® 3-3/4 Digital LCD with bar-graph

Detailed product specifications are available on: us. 100y. com. tw

e Auto-ranging off / Data Hold / Peak Hold / MAX/MIN mode

e Zero Adjustment/Relative Reading

IES

Part No. Product No. Manufacturer Description

21862 TES-3050 TES AC /DC 1000A Clamp Meter
FEATURES Diode Test
® 3-3/4 Digital LCD Resolution 0.001V
* Auto-Ranging Frequency measurements. Accuracy 1% rdg + 2 dgts
® Data Hold mode Overload Protection 660Vrms

e PEAK Hold mode.

IES

e Capacitance Measurement (400uF).
e MAX/MIN /Data Hold.

¢ Phase Rotation Indicator.

e Pos Peak Hold & Neg Peak Hold.

* 1000AAC & 600V AC.

IES

Part No. Product No. Manufacturer Description
21867 TES-3070 TES AC Clamp Meter
FEATURES GENERAL SPECIFICATIONS

Numerical Display

3-3/4 digit liquid crystal display (LCD) maximum reading 3999 42 segment bargraph.

Range Selection

All ranges are selected by a single range switch.

Over Range Indication

LCD will show an "OL".

Low Battery Indication

LCD will show an "@ry'

Sampling Rate

2 times/sec (Digits) 10 times/sec (Analog).

Power Source

one 006p 9V or IEC 6F22 or NEDA 1604 Battery.

Battery Life

200hr approx.

Polarity

Automatic polarity " — " display for negative input.

Operating & storage /
Temperature and Humidity

0°Cto 40°C(32°Fto 104°F) < 80%RH/-10C to 60C
(14°F to 140°F) < 70% RH

Dimensions and Weight

228(L) x76(W) x39(H)mm and Approx. 465g

Jaw Opening Diameter Cables 40mm
Part No. Product No. Manufacturer Description
16147 TES-3074 TES 3074 AC 1000A Clamp Meter
Part No. Product No. Manufacturer Description
21869 TES-3076 TES TRUE RMS AC 3 Phase Clamp Meter

Part No.
21870

Product No.
TES-3078

FEATURES

* Dual LCD display to show Amp /V &V
/ Hz simultaneously.

* ACAandACV test simultaneously.

* Temperature o C & o F measurement
(-500C-13000C).

* MAX/MIN / Data Hold.

* 1000AAC & 600V AC.

Manufacturer Description

TES AC 1000A Clamp Meter

GENERAL SPECIFICATIONS

Numerical Display

3-1/2 digit liquid crystal dual display (LCD) maximum reading 1999.

Range Selection

Allranges are selected by a single range switch.

Over Range Indication

LCD will show an"OL".

Low Battery Indication

Thel®xis displayed when the battery voltage drops below the operating voltage.

Sampling Rate

2 times/sec

Power Source

one 006p 9V or IEC 6F22 or NEDA 1604 Battery.

Battery Life

120hr approx.

Polarity

Automatic polarity " - " display for negative input.

Operating & storage
Temperature and Humidity

0°Cto40°C(32°Fto 104 ° F) (below 80%RH)

Dimensions 228(L) x 76(W) x 39(H)mm
Weight Approx. 4659
Jaw Opening Diameter Cables j40mm

APPLICATIONS
HVAC Application

e Test run/start capacitors

¢ Confirm low voltage control signals.

e Confirm power sources

e Insulation test up to 100M.

* Check current draw in motors and compressors.
¢ Use MAX/MIN/Recording in the temperature mode to assess efficiency.

e Measure flame safeguard device current draw.

* Analyze temperature and power data with the aid of the time stamp.

Electrical Application

¢ Check for energized circuits.

e Balance loads.

e Evaluate electrical contacts.

e Capture motorin-rush current readings.

e Determine peak power demand periods.

* Verify line voltage stability.

® Monitor motors and other loads for excess heat.
* Check motor run/start capacitor values.

Part No. Product No. Manufacturer Description
21871 TES-3079 TES HVAC Trms Clamp Meter (1000A)
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 58-06
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Clamp Meter

FEATURES
HVAC Application :
Check current draw in motors and compressors.

Detailed prod

TES Digital

#

Test run/start capacitors.

Confirm low voltage control signals.

Measure flame safeguard device current draw.

Confirm power sources.

Analyze temperature and voltage or current data with the aid of t
Insulation test up to 100M Q.

Use MAX/MIN/Rescording in the temperature mode to assess efficiency.

el Meters

uct specifications are available on: us. 100y. com. tw

Electrical Application:
* Check for energized circuits and balance loads.
*1® /3 (3P3W/3P4W)Power analyzer.
* Evaluate electrical contacts.
e Capture motor in-rush current readings.
« Determine peak power demand periods.
« Verify line voltage stability.
hetime stamp.  ponitor motors and other loads for excess heat.
e Check motor run/start capacitor values.

Part No. Product No. Manufacturer Description
44300 TES-3079K TES POWER CLAMP METER(1000A) HVAC Trms
Part No. Product No. Manufacturer Description
21872 TES-3080 TES AC/DC Clamp Meter
FEATURES Y . [T \ . ;
Numerical Display: 3 3/4 digit liquid crystal display (LCD) maximum reading 3999.
e Auto-Ranging Frequency measurements -
Sampling Rate 2 times/sec
¢ Auto ZERO mode
Power Source one 006p 9V or IEC 6F22 or NEDA 1604 Battery
e Data Hold mode
Di i 239(L) x 66(W) x 34(H) mm
* PEAK Hold mode , {eRsjons
X b e - i Approx. 465g
o True RMS Reading bl
Part No. Product No. Manufacturer Description
21873 TES-3082 TES TRMS AC/DC Clamp Meter
Part No. Product No. Manufacturer Description
21874 TES-3091 TES DC/AC CLAMP METER
FEATURES Continuity beeper

« 3-1/2 Digital LCD, 2000 count. LCD Display

3-1/2 digits, (MAX 1999). OL for over-range indication[* -For Low battery indication|

* Pocket size. Power Source

One 9V battery. (006P or IEC6F22).

« MAX hold / Data hold function, ~ |_Cattery Life

100hr approx.

Operating/Storage Condition

0°Cto50°C<80%RH. -10°Cto60°C<70%RH.

Dimensions

188(L) x 62.5(W) x 30.5(H)mm

Weight

Approx. 185 g

Jaw Opening Diameter

Cables 27.5 mm

IES

Accessories

Instruction Manual ,Battery, Test Lead and Carrying Case. [3091/3092]

Part No. Product No. Manufacturer Description
20246 TES-3091R TES AC Clamp Meter
GENERAL SPECIFICATIONS
FEATURES
LCD Displa 3-1/2 digits, (MAX 1999). OL for over-ran eindication.ForLowbatter indication.
« 3-1/2 Digital LCD, 2000 count. Paay gits, ) d y
Power Source One 9V battery. (006P or IEC6F22).

* Pocket size. Battery Life

100hr approx.

* MAX hold / Data hold function. Operating/Storage Condition

0°Cto50°C<80%RH. -10°Cto60°C <70%RH.

* One touch DCA zero. Dimensions

188(L) x 62.5(W) x 30.5(H)mm

Weight

Approx. 1859

Jaw Opening Diameter

Cables 27.5 mm

Accessories

Instruction Manual ,Battery, Test Lead and Carrying Case.

Part No. Product No. Manufacturer Description
14511 TES-3092 TES AC / DC 700A Clamp Meter
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 58-07
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al Clamp Meter

TES Digit
_~—~ FEATURES3095T

* Trms KW, Current, Voltage measu

* AC Current 0.1Ato 700A.

* Resistance and Continuity test.

¢ Data hold & MAX function.

* Pocket size.

* Auto Power off.

¢ 3-3/4 Digital LCD, 4000 count, Autoranging

Detailed product specifications are available on: us. 100y. com. tw

GENERAL SPECIFICATIONS 3095T

Numerical Display 3-3/4 digit liquid crystal display (LCD) maximum reading 3999

The[Z -)is displayed when the battery voltage drops below the
operating voltage

One 9V battery (006P or IEC6F22)
100hr approx.

0°C to 50°C (32°F to 122°F) below 80 %RH.
~10°C to 60°C (14°F to 140°F) below 70%RH
192(L) x 64(W) x 31(H)mn

rement.

Low Battery Indication

Power Source
Battery Life

Operating Temperature and Humidity

Storage Temperature and Humidity

Dimensions

Part No. Product No. Manufacturer ~ Description RiETght Approx. 240 g
Jaw Opening Diameter Cables 27 mm
85 TES-3095, TES AC / DC 700A-Clainp Meter Accessories Carrying case, Battery & Instruction Manual, Test Lead.
21876 TES-3095T TES TRMS AC/DC Clamp Meter
FEATURES GENERAL SPECIFICATIONS

¢ 3-1/2 Digital LCD, 2000 count.
e Pocket size.

* MAX hold / Data hold function.

IES

LCD Display 3-1/2 digits, (MAX 1999). OL for over-range indication.
For Low battery indication.
Power Source One 9V battery. (006P or IEC6F22).

Battery Life 100hr approx.

0°Cto 50 ‘C< 80%RH.

Operating/Storage Condition -10°Cto 60 "C< 70%RH.

188(L) x 62.5(W) x 30.5(H)mm

Dimensions

Weight Approx. 185 g
Jaw Opening Diameter Cables 27.5 mm
Part No. Product No. Manufacturer  Description N
Accessories Instruction Manual ,Battery, Test Lead
21877 TES-3097 TES AC 700A Current Meter
Part No. Product No. Manufacturer Description
5603 TES-500 TES

Analog Clamp Meter/ Multimeter

CHY_ Series Digital Clamp-Maters

r\

Part No.

29288
29289

HY-9005

Detailed product specifications are available on: us. 100y. com. tw

Product No. Manufacturer Description
CHY-9001 Chy
CHY-9005 Chy AC/DC 600A T-Rms Clamp Meter

* Voltage: DC1000V+
® AC Current:20A/20

® Resistance:2K/200KQ +(1. 5%+3dgt)

(1. 5%+1dgt) AC 200V/750V *(2. 9%+4dgt)
0A/600A + (1. 5%+4dgt)

e Frequency:2KHz/20KHz +(0. 5%+3dgt)
e Temperature:-20°C--750°C #(2%+3dgt)
® Dimensions: 192H*82W*33D/mm

2 ; Part No. Product No. Manufacturer Description
-ia 5482 CHY-902C Chy AC/DC Clamp Meter(With Thermometer)
e 20544 CHY-903 Chy AC/DC Clamp Meter

AC Current: AC 0. 0-1000A

Frequency:0. 001-5Mz

CHY-9101

Voltage: DC1mV-600V, AC 1mV-600V

Resistance: 0. 1-40MQ, Capacitance: 10p-100u F

Resistance: 0. 10~10KQ
Capacitance: 0. 1~1000uF

¢

Frequency:0. 1~400Hz

CHY-9105

Part No. Product No. Manufacturer Description

29290 CHY-9101 Chy

29291 CHY-9105 Chy Digital True RMS Clamp Meter

®
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CHY _ Series Digital Clamp-Maters

CHY-98

* Voltage: DC600V+ (0. 5%+1dgt) AC200V/600V+(1.2%+4dgt)
e AC Current: 20A/200A/1000A (1. 5%+4dgt)

* Resistance: 2K/200KQ (1. 2%+1dgt)

* Frequency: 2KHz/20KHz£(0.1%+3dgt)
 Size:250Hx100Wx46D/mm

Detailed product specifications are available on: us. 100y. com. tw

CHY-96
Part No. Product No. Manufacturer Description
12131 CHY-96 Chy 20543
20543 CHY-98 Chy 1000A AC/DC Clamp Meter

FLUKE_Series Digital Clamp-Meters

Detailed product specifications are available on: us. 100y. com. tw

Part No.
49216

Product No. Description

FLUKE-337 1000A AC/DC True-rms Clamp Meter

PROVA_Series Digital Clamp-Meters ([ ey e sy

General Specifications

Probe Length: AFLEX 3005-24 24 inches (610mm)

o Minimum Bending Diameter 35mm
Probe Connector Diameter 23mm
Cable Probe Diameter 14mm
Cable Length from Probe to Instrument 170mm

Instrument Dimensions 130mm (L) x 80mm (W) x 43mm (H)

Battery Two 1.5V SUM-3
Display LCD 4 + 4 digits
Range Selection Auto

Temperature (Operating) -10°Cto 85°C

Humidity (Operating) 15% to 85% RH

Altitude 2000 Meters
Weight 4309 (battery included)
Part No. Product No. Manufacturer Description
44315 AFLEX 3005 PROVA Flexible Power Quality Tester

* Power: 1. 5V (UM3) *2 Battery
* Consume current: 10mA
e Working temp/humidity: -10°C~50°C/85% (max)

Part No.
2841

Product No.
CM-01

Manufacturer

PROVA

Description

AC / DC Clamp Meter

e Operating temp:0°C~50°C (32°F~122°F)

e Operating humidity:less than 80% RH (related humidity)

Dimensions:7.2” (L)x2. 57 (W) x1.4” (H) 183mm (L) x63. 6mm (W) x35. 6mm (H)
Weight: 190g (include batterys)

Part No. Product No. Manufacturer Description
40837 CM-02 PROVA AC / DC Clamp Meter
40844 CM-04 PROVA AC / DC Clamp Meter

* Power: 1. 5V (UM3) *2 Battery
* Working temp/humidity: -10°C~50°C/85% (max)

Part No. Product No. Manufacturer Description

2073 CM-03 PROVA 3-3/4 AC/DC Clamp Meter

. Taiwan:886-3-5753170

Shenzhen:86-755-83298787
Shenzhen:86-755-83640655
Shenzhen: 100y@163. com

Taiwan:886-3-5753172
il: Taiwan:us_ sale@100y.com.tw
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Shanghai: 86-21-54151736
Shanghai: 86-21-64605107
Shanghai: 100y—-1@163. com
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PROVA_ Series D|g|ta| Clamp'MeterS Detailed product specifications are available on: us. 100y. com. tw

* Power: 1. 5V (UM3) *2 Battery
* Consume current: 8mA
e Working temp/humidity: -10°C~50°C/85% (max)

Part No. Product No. Manufacturer Description

16727 CM-05 PROVA AC / DC Current Probe

* Power: 1. 5V (UM3) *2 Battery
* Consume current: 10mA
e Working temp/humidity: -10°C~50°C/85% (max)

Part No. Product No. Manufacturer Description

40845 CM-07 PROVA AC / DC Clamp Meter

« Working temp:-10°C to 50°C

« Storage temp:-20°C to 60°C

e Dimensions:183mm (L) x63. 6mm (W) x35. 6mm (H)
7.27(L)x2.5” (W) x1.4” (H)

o Weight: 1909 (include batterys)

Part No. Product No. Manufacturer Description
28053 PROVA 1200 PROVA DC/AC TRMS CLAMP METER

* Power: One 006P 9V or IEC 6F22 or NEDA 1604 battery

e Operating temp:0°to 40°C (32°F to 104°F)

® Dimensions: 27 1mm(L)x112mm(W)x46mm(H) 10.7"(L)x4.4"(W)x1.8"(H)
* Weight: 6479/22.8 oz (Battery included)

Part No. Product No. Manufacturer Description

2696 PROVA 2000 PROVA AC / DC Clamp Meter

* Operating temp:0°C~40°C (32°F~104°F)
e Dimensions:10. 7" (L) x4. 4”7 (W) x18” (H) 271mm (L) x112mm (W) x26. 2mm (H)
* Weight:647g/22. 8oz (include battery)

Part No. Product No. Manufacturer Description
40947 PROVA 2009 TES AC / DC Clamp Meter
Ce
Part No. Product No. Manufacturer Description
40946 PROVA 400 PROVA AC / DC Clamp Meter
Operating temp -10°C to 60°C
Operating humidity <85% RH
Storage temp -20°C to 60°C
Storage humidity <75% RH
Dimensions 210mm (L) *62mm (W) *35. 6mm (H) , 8. 3" (L) *2. 5 (W) *1. 4 (H)
Weight 6409
Part No. Product No. Manufacturer Description
44308 PROVA 6200 PROVA Graphic AC Power Quality Analyzer

® We provide a wide range of products to development and maintenance engineers in all type of business
e |f you cannot find the components you want on the catalogue, please call us.

© Taiwan:886-3-5753170 Centenary Materials
Shanghai: 021-54151736 Shenzhen:0755-83298787
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* Operating temp:4°C to 50°C

¢ Operating humidity:less than 85% ralated humidity
« Altitude: up to 2000M

* Storage temp:-20°C to 60°C

Part No. Product No.

40954 PROVA 6600

Detailed product specifications are available on: us. 100y. com. tw

» Storage humidity:less than 75% ralated humidity
» Dimensions:271mm (L) x112mm (W) x46mm (H)

10. 7”7 (L) x4. 4" (W) x1. 8” (H)

Manufacturer

PROVA

» Weight: 647g/22. 8oz (battery included)

Description

Clamp Meter

* Operating temp:4°C to 50°C

¢ Operating humidity:less than 80% RH ralated humidity
* Storage temp:-20°C to 60°C (-40°F~140°F)

* Consume current:about 25mA

e Dimensions: 271mm (L) x112mm (W) x26. 2mm (H)

10. 77 (L) x4. 4”7 (W) x18” (H)

« Weight: 647g/22. 80z (battery included)

Part No. Product No. Manufacturer Description
40955 PROVA 6601 PROVA Clamp Meter
FEATURES General specification

Accurate DC/AC digital clamp meter for current measurement

Conductor size

23mm max. (approx)

Battery type

two 1.5V SUM-3

1mADC/0. 1mAAC high resolution

Display

3 3/4 LCD with 40 seg. bargraph

One touch zero for DCA adjustment

Range selection

manual

23mm diameter jaw

Overload indication

left most digit blinks

Power consumption

15mA (approx. )

Large 3 3/4 digits LCD
Fast bargraph display (20 times/sec) for transient observation

Sampling time

2 times/sec (display)

20 times/sec. (bargraph)

Max/Min and data hold functions

Operating temperature

-10°C to 50°C

Operating humidity

less than 85% relative

Easy single rotary switch for any function selection

Altitude

up to 2000M

Ideal for works in crowed switch box for cable areas

Storage temperature

-20°C to 60°C

Storage humidity

less than 75% relative

Dimensions 183mm (L) x61. 3mm (W) x35. 6mm (H)
Weight 7.27 (L)x2.5” (W)x1.4” (H)
1 incl
Part No. Product No. Description 90g (lbattery igdluded)
Accessories Carrying bag x 1
8303 PROVA-11 AC / DC mA True RMS Clamp Meter Users manual x 1

1.5V battery x 2

* POWER: 1. 5V (UM3) *2 battery
e Current consume: 10mA
* Working temp/humidity: -10°C~50°C/85% MAX

Part No. Product No.

40847 PROVA15 PROVA

Manufacturer

Description

AC / DC Clamp Meter

« Operating temp:-10°C~50°C
e Storage temp:-20°C~60°C
* Dimensions: 210 (L) x62 (W) x35. 6mm (H)

« Weight: 200g

Part No. Product No. Manufacturer

44217 PROVA21 PROVA

« Storage humidity: <85%R. H
« Storage humidity: <75%R. H

Description

Power Harmonics and Leakage Tester

DM_Series Digital Clamp-Meters g ewysywmyngrrypyny

* Ralated humidity: <80%RH

e Operating environment: 0°C~50°C
* Storage environment:-20°C~60°C

* Dimensions: 277mm (H) x102mm (W) x49mm (T)

Part No. Product No. Description
13084 DM2605 3-1/2 AC/DC Clamp Meter
14408 DM2608 3-3/4 AC/DC Clamp Meter

e \We provide a wide range of products to development and maintenance engineers in all type of business

® |f you cannot find the components you want on the catalogue, please call us.

©) Taiwan:886-3-5753170

Centenary Materials

Shanghai:021-54151736 Shenzhen:0755-83298787

®

TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 58-11
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com

e 4


http://us.100y.com.tw/mainFrame.asp?mat3=58BC1412
http://us.100y.com.tw/mainFrame.asp?mat3=58BD1412
http://us.100y.com.tw/
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/40954.htm
http://us.100y.com.tw/PNoInfo/40955.htm
http://us.100y.com.tw/PNoInfo/8303.htm
http://us.100y.com.tw/PNoInfo/40847.htm
http://us.100y.com.tw/PNoInfo/44217.htm
http://us.100y.com.tw/PNoInfo/13084.htm
http://us.100y.com.tw/PNoInfo/14408.htm
mailto:us_sale@100y.com.tw
mailto:100y-1@163.com

<«

Multimeters & Panel Meters

Digital Clamp-Meters

Detailed product specifications are available on: us. 100y. com. tw

Operating environment:temperature 32~104°F (0~40°C)
Humidity: <80% RH
e Storage environment:temperature -~4~140°F (-20~60°C)
humidity<90%RH.
e Power supply:3V (CR2032) battery 3
e Dimension: 190/69/24mm
Weight: approx. 1509 (including batteries)

i \»  SPECIFICATIONS
\_ J/ \ e Display:3 % digit LCD with a max. reading of 1999.
L]
-

e Polarity: Automatic negative polarity indication
e Zero adjustment: Automatic
e Overrange indicaiton: Only the
e Low battery indication: display ”[F={ sign
e Data hold:display”DH”sign’
e AUTO power off select .
& e Clamp opening size:40mm
e Safety standards: The meter is up to the standard of

IEC 1010 Double insulation, pollution

degree 2 , overvoltage category 11

797

Part No. Product No. Description

49871 A-3380 3-1/2 Digital AC Clamp Multimeter

SPECIFICATIONS
Display:3 3/4 digita LCD with a max. Reading of 3999
Range control:auto range or manual range control

e Clamp opening size:38mm
e Operating environment:

.t Hg\

Polarity : automatic negative polarity indication

Zero adjustment: automatic

Over range indication:only the “OL”or”-OL"display
Low battery: Display”==)” sign

temperature 32~104°F (0~40°C) humdity<80%RH
e Storage environment:
temperature -4~140°F (-20~60°C) humidity<90%RH
e Power supply: Type 3V battery 3

® Dimension: 189 (H) x55 (W) x24 (D) mm
e Weight approx: 150g (including batteries)

e Auto power off: 30 minutes after stopping the switch or no push
button. the meter automatically enter to power of mode. Push
button or run switch. auto power off disable

Safety standards:the meter is up to standards of IEC1010 Double
insulaiton, pollution, degree 2, over voltage category Il

Part No. Product No. Description

49872 A-3383 3-3/4Auto Range Digital AC Clamp Multimeter

The flucke 330 series clamp meters offer all the features you need to fit the way you work. The small body and jaws fit
perfectly in your hand and into tight places, meter controls are positioned so that current measurements can be done with
one hand. A large backlit display (on most models)is easy to see and a handy display hold keeps measurements on the
display. Measuring starting current for motors, lighting, etc. is easy with the in-rush current function (on most models) all

models are backed up with a 3 year warranty

Part No. Product No. Manufacturer Description
21333 FLU321 FLUKE FLUKE_321/322 Clamp Meters
21335 FLU322 FLUKE FLUKE_321/322 Clamp Meters
21338 FLU333 FLUKE FLUKE_330 Series Clamp Meters
21336 FLU334 FLUKE FLUKE_330 Series Clamp Meters
21340 FLU335 FLUKE FLUKE_330 Series Clamp Meters
21341 FLU337 FLUKE FLUKE_330 Series Clamp Meters
Fluke Current clamps are the ideal tools to extend the functionality of Fluke tools.  Specifications
'\‘ ,--. The i400 is a single range 400 A ac current clamp with current output via safety Nominal current range 400A
i
shrouded banana plugs. The clamp is compatible with most Fluke multimeters or Continlious currentrangs | 1 A-400'A
any other current measurement device that accepts 4mm-shrouded banana plugs ) .
Maximum Non-Destructive | 1000 A
and has an AC milliamp range. The division ratio is 1000:1. B X
urren
¢ Companion to your DMM to measure up to 400 AAC
\ Lowest measurable current | 1 o
* 1mA/Amp output garantuees easy reading on you meter
« Only current clamp available with a CAT [V 600 V / CAT I11 1000 V safety rating | Basic aceuracy 2% +0.06 A
* Specially designed to offer maximum utility in a very compact shape (45-400 Hz)
¢ Take accurate current readings without breaking the circuit (% reading + floorspec)
* Soft non-slippery overmold handle prevents form accidental touching live wiring |useable frequency 5Hz - 20 KHz
* Max. conductor @ 32 mm Output level(s) 1 mA/A
Part No. Product No. Manufacturer Description
47898 FLUKEi400 FLUKE High safety AC current clamp for DMM's
47273 FLUKEi400s FLUKE AC Current Clamp with BNC output
®
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Dlgltal Clamp'MeterS Detailed product specifications are available on: us. 100y. com. tw

-
-

e AC/DC Current: 0. 1A~200. 0A 2%

e AC/DC Voltage:0V~600V 0. 8%
— e Resistance: 0. 1~200. OMQ £1%

e Size:176x60x35mm

Part No. Product No. Manufacturer Description

38750 FT-9950 LUTRON AC/DC FORK CURRENT TESTER

e Voltage: DC 600V, AC 450V
e AC Current: AC 2A/20A/200A/600A
e Size:198Hx63Wx28D mm

Part No. Product No. Manufacturer Description

29294 HA-8200 HILA Digital Clamp Meter

®* 1000 A, clamp aperture: 33 mm(1.30in) dia.

e Light 100 g(3.50z), and Slim 16 mm(0.63 in)

e Independent-opening double-lever design

e Slim body design, allows easy clamping even for naconductors

® No metal (iron core) exposure, ensuring enhanced

Part No. Product No. Manufacturer Description

13073 HIOKI-3280 HIOKI Digital AC/DC Clamp Meter

e AC voltage:200V/750V

e AC Current: 200A/600A

e Resistance: 0~2000Q

e Frequency test: AUTO 5MHz

Part No. Product No. Manufacturer Description

42293 KILTER2000 KILTER AC/DC Clamp Meter

Part No. Product No. Manufacturer Description
18631 KILTER2003 KILTER AC/DC Clamp Meter
27361 KILTER2005 KILTER Clamp Meter
e AC Current: 600A e DC Voltage: 600V
¢ DC Current: 600A ®* Frequency:400KHz
* AC Voltage: 600V ® Resistance: 200KQ
Part No. Product No. Manufacturer Description
27360 KILTER2100 KILTER AC/DC Clamp Meter
FUNCTIONS DISPLA.Y. . . . .
. * 31/2 digits LCD with maximum reading 1999, Plus decimal
*Auto range, Auto power off (10 minutes) point,unit symbol indication.
*Function keys: Data Hold, Range Hold. « Polarity indication: Automatic polarity, “-” display for
-Test Ranges: DCV, ACV, ACA, DCV, Q, Diode, Continuity. negative input.
«The maximum conductor size is 30mm . Overllt?ad indication: LCD will show “OL” in the upper left
. FURASS et ) position.
When impedance in circuit is below 25Q, the buzzer will sound. - Low battery indication: Replace battery when LCD display
*Double injection
DIMENSION POWER SUPPLY
+ Size: 205 x 64 x 39mm (L x W x H) + Battery type: RO3 (AB)/SIZE AAA 1.5V/UM4 battery x 2pcs
* Weight: About 2809 (including battery) « Battery life: 200 hours approx. (alkalinebattery recommended)
Part No. Product No. Manufacturer Description
18175 TM-1012 TENMARS Digital AC Clamp-on Meter
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 58-13
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Digital Clamp-Meters

Multimeters & Panel Meters

DISPLAY

» Back light 33/4 digits LCD with maximum reading 3999 plus
decimal point,unit symbol indication.

» Automatic polarity, “-” display for negative input.

» Overload indication: LCD will show “OL” in the upper left position.

* Low battery indication: Replace battery when LCD display ‘7—".

Detailed product specifications are available on: us. 100y. com. tw

FUNCTIONS

» Auto range, Auto power off (30 minutes)

» Function keys: Max./Min. Hold, Data Hold.

» Testranges: ACV,ACA, DCV, Q, Frequency, Diode, Continuity.

* The maximum conductor size is 30mm

* When Impedance in circuit is below 40Q, the buzzer will sound.

POWER SUPPLY
« Battery type: RO3 (AB)/SIZE AAA 1.5V/UM4 battery x 2pcs.
< Battery life: 50 hours approx. (alkalinebattery recommended)

* Double injection
» Safety sockets designed

DIMENSION

* Size: 205 x 64 x 39mm (Lx W x H)
» Weight: About 2809 (including battery)

Manufacturer Description
TENMARS Digital AC Clamp-on Meter
DISPLAY

« Back light 33/4 digits LCD with maximum reading 3999 plus decimal
point,unit symbol indication.

» Automatic polarity, “-” display for negative input.

* Overload indication: LCD will show “ OL” in the upper left position.

» Low battery indication : Replace battery when LCD display ‘7—".

POWER SUPPLY
« Battery type: RO3 (AB)/SIZE AAA 1.5V/UM4 battery x 2pcs.
« Battery life: 50 hours approx. (alkalinebattery recommended)

Manufacturer Description

TENMARS Digital AC/DC Clamp-on Meter

FUNCTIONS

* Auto range, Auto power off (30 minutes)

* Function keys: Max./Min. Hold, Data Hold, Range Hold,
Auto Zero.

* Testranges: ACV,ACA, DCV, DCA, Q, Continuity.

* The maximum conductor size is 30mm

*When Impedance in circuit is below 40Q, the buzzer will

sound
* Double injection
» Safety sockets designed

DIMENSION
* Size: 205 x 64 x 39mm (L x W x H)
» Weight: About 2809 (including battery)

DISPLAY

*33/4 digits LCD with maximum reading 3999, Plus decimal point,unit
symbol indication.

*Polarity indication: Automatic polarity, “-” display for negative input.

*Overload indication: LCD will show “OL” in the up left position.

*Low battery indication : Replace battery as LCD display " *.
POWER SUPPLY

*Battery type: R0O3 (AB)/SIZE AAA1.5V/UM4 battery x 2pcs.

<Battery life: 100 hours approx.(alkaline battery recommended)

FUNCTIONS

*Auto range, Auto power off.

*Function keys:Select, Data Hold, Range Hold.

*Testranges: ACuA, DCuA, ACA, DCV ACV,Q, Continuity ,

Capacitance, Temperature.

*The maximum conductor size is 30mm

*Continuity test is designed buzzer soundwhen impedance
in objective’s circuitbelow 25Q.

*Back light display for easy reading in the dark.

DIMENSION

* Size: 205 x 64 x 39mm (L x W x H)

» Weight: About 280g (including battery)

Manufacturer Description
TENMARS Digital AC Clamp-on Meter
FUNCTIONS

» Test Ranges: ACA
* The maximum conductor size is 30mm.
« Safety sockets designed.

« Operation altitude: up to 2000m. DIMENSION

ACCESSORIES
* Instruction manual

« Signal Connectors.

Part No. Product No.

16235 TM-13E(62)

Manufacturer

TENMARS

OPERATION CONDITION
* Operating Temperature & Humidity: 5°C ~ 40°C,below 80%RH.
« Storage Temperature & Humidity: -10°C ~ 60°C, below 70%RH.

* Size: 195x64x30mm(LxWxH)
» Weight: about 2409 (including batteries)

Description

Digital AC/DC Clamp-on Meter

FEATURES

® For electrical measurements on civil and industrial plant.
DISPLAY

® 3 1/2 digits LCD with maximum reading 1999, Plus decimal

® point, unit symbol indication.

® Overload Indication: LCD will show “1” in the upper left position.
e Low Battery Indication: Replace battery as LCD display ‘.

FUNCTIONS

¢ Auto Range

® Auto power off

e Function keys: Data Hold

e Test Ranges: DCV,ACV, ACA, Q, Diode, Continuity

e The maximum conductor size is 30mm

DIMENSION
® Size : 195 x 64 x 30mm (LxWxH)

Part No. Product No. Manufacturer Description  Weight: about 240g. (including battery)
16243 TM-16E TENMARS Digital AC Clamp-on Meter
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 58-14
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Multimeters & Panel Meters

Digital Clamp-Meters

DISPLAY

® unit symbol indication.

displays .
POWER SUPPLY

e Battery type: 9V NEDA 1604 IEC 6F22 JIS 006P x 1pc.

e Battery life: about 200 hours.

® Display: 3 1/2 digits LCD with max. reading 1999, plus decimal point,

® Overload Indication: LCD will show “1”in the left highest position.

e Low Battery Indication: Replace battery immediately when LCD

Detailed product specifications are available on: us. 100y. com. tw

FUNCTIONS

e TM-22E with True RMS measurements
e Function Keys: Data Hold

e Test Ranges: ACA,ACV, O

e The maximum conductor size is 35mm.
DIMENSION

:218x75x43 mm (LxWxH)

o Weight: about 335¢g (including battery)

e Size

Part No. Product No. Manufacturer Description

16241 TM-21E TENMARS Digital AC Clamp-on Meter

16239 TM-23E TENMARS Digital AC Clamp-On Meter
DISPLAY FUNCTIONS

unit symbol indication.
e Back Light (TM-27E)

® 33/4 digits LCD with max. reading 3999, plus decimal point,

® TM-27E with True RMS measurements
e Autorange, Auto power Off

e High speed bargraph

e Overload Indication: LCD will show “OL” in the left highest e Function Keys: Data Hold, Max/Min Hold
position. e Range key (TM-26E)

e Low Battery Indication: Replace battery immediately when e Key (TM-27E) Backlit Display for easy reading in the dark.
LCD displays “ . e Test Ranges: ACV, ACA, DCV, DCA, Q, Frequency, Continuity

POWER SUPPLY

® Battery type: 9V NEDA 1604 IEC 6F22 JIS 006P x 1 pc.

e Battery Life: about 200 hours.

Part No.
16242

Product No.
TM-27E

Manufacturer

TENMARS

® The maximum conductor size is 35mm.
DIMENSION

e Size :218x75x43 mm (LxWxH)

® Weight: about 375g. (Including battery)

Description

3 3/4 Digital Clamp Meter

BRYMEN_ 4000 COUNTS
Digital Clamp-Meters

e Operating temperature:0°C to 40°C
o Altitude: operating below 2000m

® Power consumption: 2. 5mA typical
Dimension: L190mmxW63mmxH32mm
e Weight: 187 gm approx

Part No. Product No. Manufacturer
15716 BM-111 BRYMEN
15717 BM-112 BRYMEN
15718 BM-125 BRYMEN
15719 BM-126 BRYMEN

Detailed product specifications are available on: us. 100y. com. tw

e Display:3-3/4 digits 4000 counts LCD display (s)

Storage temperature:-20°C to 60°C, <80% R. H. (with battery removed)

Description

BRYMEN_ Single/Double Displays Clamp-on Multimeter
BRYMEN_ Single/Double Displays Clamp-on Multimeter
BRYMEN_ Single/Double Displays Clamp-on Multimeter
BRYMEN_ Single/Double Displays Clamp-on Multimeter

Phase & Continuity Indicators
Phase & Continuity Indicators

Part No. Product No.

48438 61-521

Detailed product specifications are available on: us. 100y. com. tw

Manufacturer Description

IDEAL IDEAL_3 Phase Motor Rotation Tester

e \We provide a wide range of products to development and maintenance engineers in all type of business

® |f you cannot find the components you want on the catalogue, please call us.

©) Taiwan:886-3-5753170
Shanghai: 021-54151736

Centenary Materials

Shenzhen:0755-83298787

TEL : Taiwan:886-3-5753170
F A X : Taiwan:886-3-5753172
E-mail: Taiwan:us_ sale@100y.com.tw

Shenzhen:86-755-83298787
Shenzhen:86-755-83640655
Shenzhen: 100y@163. com

Shanghai: 86-21-54151736
Shanghai: 86-21-64605107
Shanghai: 100y—-1@163. com

58-15

e 4


http://us.100y.com.tw/mainFrame.asp?mat3=58BE
http://us.100y.com.tw/mainFrame.asp?mat3=58BF
http://us.100y.com.tw/mainFrame.asp?mat3=58CA14
http://us.100y.com.tw/
http://us.100y.com.tw/
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/16241.htm
http://us.100y.com.tw/PNoInfo/16239.htm
http://us.100y.com.tw/PNoInfo/16242.htm
http://us.100y.com.tw/PNoInfo/15716.htm
http://us.100y.com.tw/PNoInfo/15717.htm
http://us.100y.com.tw/PNoInfo/15718.htm
http://us.100y.com.tw/PNoInfo/15719.htm
http://us.100y.com.tw/PNoInfo/48438.htm
mailto:us_sale@100y.com.tw
mailto:100y-1@163.com

<«

Multimeters & Panel Meters

Phase & COHtinUity Indicato rs Detailed product specifications are available on: us. 100y. com. tw

Basic specifications

Voltage range: 110 to 480 VAC

Time limit: Continuous /110 V AC, 30 minutes /220 VAC, 4 minutes /480 VAC
Frequency:40to 70 Hz

Cord length : 1.2 m(3.94 ft)

Dimensions, mass: 70 mm(2.76 in)W x 95 mm(3.74 in)H x 55 mm(2.17 in)D, 280 g (9.9 0z)
Accessories: Soft case (1)

Part No. Product No. Manufacturer Description

9830 HIOKI-3126 HIOKI 3 Phase Detector

Part No. Product No. Manufacturer Description

27363 KILTER2208 KILTER Electronic detector
Part No. Product No. Description

20553 MFA-840 detector

e Working temp:0°C to 50°C
e Working humidity:less than 80% RH.
e Dimensions: 100x50x25mm

3. 9x1. 9x1. 0 inch

Part No. Product No. Manufacturer Description

38892 RT-606 LUTRON 3 PHASE ROTATION TESTER

Metrohm Test Equipment

Digital Insulation & Continuity

® Dimensions: 77%44%160

® Test voltage:less than 3. 5V
® Battery life:about 200 hours

Part No. Product No. Manufacturer Description

11620 KILTER369 KILTER Digital Static Meter

e Power:6pcs”AA”1. 5V batteries

e Dimensions & Weight: 165mm (L) x100mm (W) x57mm (H) & 500g

e OQOperating and storage temp/humidity: 0°C to 40°C<80% R. H.
-10°C to 60°C<70%R. H.

Part No. Product No. Manufacturer Description

2840 TES-1600 TES Insulation Tester

¢ Max output current: 0. 4mA/0. 9mA/1. 7mA max. o Dimensions & Weight: 190mm (L) x140mm (W) x
e Operating & storage temp/humidity: 0°C to 40°C<80%R. H. 77mm (H) &900g

-10°C to 60°C<70% R. H.

Part No. Product No. Manufacturer Description

10967 TES-1601 TES Auto-Ranging Insulation Tester

e We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.

@© Taiwan:886-3-5753170 Centenary Materials
Shanghai: 021-54151736 Shenzhen:0755-83298787

®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 58-16
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Digital Insulation & Continuity
-t

® T f P

e Operating temperature/humidity: 0°C to 40°C (32°F to 104°F),Less than 80% ral
® Storage temp:-10°C to 60°C (14°F to 140°F)

{

i
y

Detailed product specifications are available on: us. 100y. com. tw

ated humidity

TES

= Y | ® Dimensions: 190 (L) x140 (W) x77 (H) mm
w Part No. Product No. Manufacturer Description
21879 TES-1604 TES Datalogging Insulation Tester
FEATURES SPECIFICATIONS
« Capable of measuring earth voltage. Séfety Standard IEC101.0.-1.ov?rvoItage c.ategory.lll s IEC§1557
Display 3 1/2 digit liquid crystal display with a maximum

e Data hold function.

reading of 1999.

e Auto power off function: The timer operates automatically about Insulation Resistance

3 minutes when the " Test Button Switch " are pressed to

More than 5M W between the circuit and the
housing case when measured with 300VDC

keep the tester power on. Withstand Voltage

3700CV AC for 1 minute between the circuit and
the housing case.

e 2mA measuring current permits earth resistance tests without "
Timer (Auto power off)

about 3 minutes.

tripping earth leakage current breakers in the circuit under test. BDinaneane

165(L) x 100(W) x 57(H)mm

¢ |[n addition to the facility for precision measurement, test leads for | weight

Approx. 5009 (with battery).

Power Source

DC 9V (6' 1.5V size "AA" battery or equivalent).

simplified two wire measuring system also supplied as

standard accessories. OVsprangeiiidication

"1----"will be shown on the LCD panel when
out of range measurement is made.

o Automatic warning when resistance of auxiliary earth spike is in

eand |0°Cto40°C(32Fto 104 FF), below 80%RH.

Operating Temperatur
excess of tolerance. Humidity
e Designed to meet IEC1010-1 safety standard. Storage Temperature

-10Cto60°C(14°Fto140°F)

e Zero ohm adjustment. Accessories

Test leads Auxiliary--> 1 Set, Auxiliary
earth spikes--> 2 Pcs , Batteries, AA, R -
6P or equivalent--> 6 Pcs, Carring case

Part No. Product No. Manufacturer Description > 1Pcs
21880 TES-1605 TES Earth Tester
SPECIFICATIONS
M' FEATURES Loop Impedance Range 20/200/2000 W
-~ i e Large custom high contrast display. Loop Impedanc.eAccuracy +/- (2% + 2dgts ) at 1 W on 20 W Range
e /‘—'\ Lowest Resolution 0.01W
: mn_ . e Auto lock out if test resister overheats. Voltage Display +/- 2% + 1digit
el ; \ Ac Test Current 25A nominal at 20 Range
i e Voltage indication.
L ] 9 Ac Test Period 20ms
e " e Measure low loop with 0.01 W resolution. PSC Range 200A/2000A/20KA
High loop range permit measurement of ground spikes Operating Voltage 2R . S0HZ 1 12
e fighlooprange p 9 PIKES. [ Withstand Voltage 3000V AC for 1 minute
e Microprocessor controlled. Fuse Protection HRC ceramic fuse
Dimensions 200(L) x 140(W) x 95(H)mm
Weight Approx. 900g
Display 3 digit liquid crystal display with a maximum
BT .
reading of 1999.
Over Range Indication "OL " will be shown on the LCD
Penal when out of range measurement is made.
Part No. Product No. Manufacturer = Description ACV Operating Temperature and 0°Cto 40 °C (32°F to 104 °F), Below 80% RH
48235 DM-1008S SANWA SANWA_Analog Milliohm Meter 0~500V Humidity
Storage Temperature -10°Cto 60°C (14 °Fto 140 °F)
Over Temperature "OL"on" § "indisplay
Accessories Test Lead with IEC Connector

o Part No. Product No. Manufacturer Description
- -
_:;’/ 21882 TES-1900 TES DIGITAL RCD TESTER
* 3 ' digits, 2000 counts LCD display
e Zero function
e Data hold
\ Part No. Product No. Description
e Size:160(L) x101 (W) x75(H) mm
5388 YF-508 Digital Milliohm Meter

Range:200mQ 2Q 20Q 200Q 2kQ 20kQ

e \We provide a wide range of products to development and maintenance engineers in all type of business

® |f you cannot find the components you want on the catalogue, please call us.

©) Taiwan:886-3-5753170

Shanghai:021-54151736 Shenzhen:0755-83298787

Centenary Materials

®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Sh
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Sh
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Sh

anghai:86-21-54151736
anghai: 86-21-64605107
anghai: 100y—1@163. com
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Digital Insulation & Continuity
Testers

DISPLAY
e 3 1/2 digits LCD display with maximum reading of 1999,

plus decimal point, unit symbol indication.
o Polarity Indication : Automatically polarity, “-“ display for

oo

Detailed product specifications are available on: us. 100y. com. tw

FUNCTIONS
® Function keys : Data Hold, MAX
® Automatic zero adjustment.

® Equipped with a continuity test

negative input.

=)
=

e )

® Overload Indication : LCD will show “OL” at left side.

e Measures high insulation resistance (0.1MQ~2000MQ) with
manual range of 200MQ/250V, 200MQ/500V and 2000MQ/1000V.

= 3 POWER SUPPLY e Measures DC voltage (0 V~1000V), AC Voltage (0OV~750W) .
e Battery type: 1.5V NEDA 15F IEC R6 JIS UM-3 x 8 pcs DIMENSION
e Battery life : 100 hours approx. ® Size :160x 100 x 52mm (LxWxH)
e Weight: about 4809 (including battery)
Part No. Product No. Manufacturer Description
5387 YF-509 YFE Digital Insulation Tester

Analog Insulation Testers

General Specifications

Detailed product specifications are available on: us. 100y. com. tw

AC rectifying method

Half-wave rectification (Mean value indication rms value converted)

Meter specification

Inner-pole type taut-band system, 24puA (PDM508S:48puA)

Battery consumption

Checked by BATTERY CHECK range.

Allowable temperature/humidity range

18~28 °C, 45~75% RH.

Service temperature/humidity

0~40°C 80% RH max. no condensation

Storage temperature/humidity

-10~50°C, 70%RH max. no condensation

Service ambient condition

Altitude 2000 m max., environmental pollution |I.

Built-in battery

Layer built type alkaline battery 6LR61 x 1 (9V)

Max. power consumption

2.0W~2.8W at MQ range

Applicable standard

JIS C 1302-1994 Insulation resistance testers.

Safety standard

IEC-1010-1(EN61010-1) Overvoltage category Ill,protection class Il (600V AC/DC or less).

Withstand voltage

3.7 kVAC (one minute), between measuring terminal and rear case.

Size and weight

144(H) x 99 (W) x 43 (D) mm, approx. 310g

Accessories

Testlead TL-508S, 1 set Instruction manual, 1 copy Carrying case C-08S, 1 piece

Part No. Product No. Manufacturer
48235 DM-1008S SANWA
42860 DM-508S SANWA

Description ACV
SANWA_Analog Milliohm Meter 0~500V
SANWA_Analog Milliohm Meter 0~500V

DM-1527

® Rating: 1000V 500V 250V

Accurancy :+2-5%

Rating voltage:2000MQ 1000MQ 500MQ

DM-507
® Rating:500V
® Rating voltage: 1000MQ

® Accurancy:+2-5%

e MQ:2-1000-2000 1-500-1000 0.5-200-500 e MQ:1-500-1000
e ACV:0-600 e ACV:0-600
Part No. Product No. Manufacturer Description ACV
48217 DM-1527 SANWA SANWA_Analog Milliohm Meter 0~600V
48215 DM-507 SANWA SANWA_Analog Milliohm Meter 0~600V
FEATURES
e Large LCD with analog bar graph and digital display.
e 250V, 500V, 1000V output voltage for insulation M Q testing.
o 4000M Q insulation testing with automatically switch to voltage measurement.
. Lo Q function for testing connections.
Autodischarge of capacitive voltage charges.
‘ Lastreading HOLD display.
® AC/DC voltage measurement up to 1000V.
® Manual data memory and read function (9 sets). m
® Meets EN61557 and IEC1010-1, CAT Ill 1000V
e Size:235(L)x116(W)x54(H)mm (9.3"Lx4.6"Wx2.1"H)
Part No. Product No. Manufacturer Description ACV
40839 TES-3660 TES atalogging Insulation Tester 1000V
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 58-18
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Multimeters & Panel Meters

Analog Insulation Testers Detailed product specifications are available on: us. 100y. com. tw

® Qutput voltage: 0-5KVAC or DC Continuous variable

- v
o i | ® |nsulation range: 500MQ/1000MQ
.. *! B #
WIS
sty A Part No. Product No. Manufacturer Description ACV
46137 TPT-500ADRT TOPWARD TOPWARD_AC, DC Insulation Tester AC110V
3
"f. =
s Part No. Product No. Manufacturer Description
J‘ 13074 YF-510 YFE Analog Milliohm Meter
Power Test E CI ul p ment Detailed product specifications are available on: us. 100y. com. tw
y gg GENERAL SPECIFICATIONS
FEATURES Maximum Voltage between any | 600Vrms
. ® RS-232interface to talk with PC terminal and earth ground
s ® 4 digits with dual display LCD Numerical Dual Display 4 digit liquid crystal display (LCD) maximum
[l ® Amp/ Voltage frequency measurement reding 9999.
i 40 Segments.
B * Dual display KW+PF , KVA+PF , V+A Bargraph display 9 :
Battery Life 30hr approx. (Alkaline)
. - . .
4000 continuity point data logger, 25 point manual data logger DawlOpen Diameted Cables f 46mm.
® True power/apparent power/ power factor measurement Operating Temperature and 0°Cto 50 °C (32 Fto 122 °F) R.H. < 80%
® True RMS.V,A, W, cap, Ind, phase indicator Humidity non-condensing.
m * MIN/MAX measurement Storage Temperature and -10°Cto 60 °C (14 F to 140 °F) R.H.
it e Humidit 9 - ing.
e Peak hold detector ST < J0% noy*condensing
1 Dimensions 260mm(L) x 93mm(W) x 45mm(H)
e Dualdisplay A+Hz , V+Hz Weight Approx. 450g
Part No. ProdiiciNo) Manafistirer Description ACV Accessories Carrying Case, Test leads, One 9V Battery
& Instruction manual
18030 TES-3063 TES Power AC /DC Clamp Meter 600V
18031 TES-3064 TES Power AC /DC Clamp Meter
FEATURES General Specifications
® 10 Display Easy - to - View LCD Screen. Size 235(L)x116(W)x54(H)mm
e Connectors for 4 Current Sensing Clamps. (9.3"Lx4.6"Wx2.1"H)
o 1P2W, 1P3W, 3P3W2M & 3P4W Power Measurement. Opj:“”ngempe’a‘”'e O¥Co 50 C(32 30122 F)RAY
idit . \ )
* True RMS Sensing. and Humidity < 80% non-condensing
® Power KW, KVAR, KVA, PF, 6 ,Hz, & Energy KWh, KVARh & KVAh Storage Temperature -10°Cto60C(14°Fto 140 F)R.H.
Measurement. and Humidity < 70% non-condensing
® Phase sequency indicator function. Accessories Instruction manual , Software CD
e Backlight display function. Rom / Optical RS-232 interface ,
® Manual Data Memory and Read (99 sets). Deluxe carrying case , Battery
e Data Logging (512KB Memory, 20,000 sets) (“AA” 1.5V '8pcs ), AC adaptor
e Programmable Trigger - Points and Start / Stop Time (110V -> 12V ; 220V -> 12V) ,
® RS-232 Optical Interface with three phase voltage / current Waveform 4pcs current clamp transducer
display and Harmonic analysis. (1,2, 3, 4 cable length 3 meters)
® Easy - to - use Push - Button Operation. (1000AAC, jaw opening 40mm) ,
e Light Weight, Portable Design. 4pcs crocodiles test leads (blue,
yellow, red, black, wire length 3
Part No. Product No. Manufacturer Description ACV
meters)
40827 TES-3600 TES 3 phase power analyzer 600V
FEATURES
® Analysis for 3P4W, 3P3W, 1P2W, 1P3W -
® True RMS Value (V123 and L 123) m
o Active Power (W, KW, MW, GW) P

e Apparent and Reactive Power (KVA, KVAR)

® Power Factor (PF), Phase Angle (®)

® Energy (WH, KWH, KVARH, PFH)

e Current Measurement from 0.1mA to 3000A, Capable of Analyzing IT Standby Power Consumption to the Maximum Demand of a Factory
® Display of 35 Parameters in One Screen(3P4W)

e Programmable CT (1 to 600) and PT (1 to 3000) Ratios

® Display of Overlapped Voltage and Current Waveform

e 2.4M Memory with Programmable Interval (1 to 6000 seconds, 17000 Records for 3P4W System)

e Output of Waveform, Power Parameters and Harmonics at Command
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Power Analyzer/Datalogger

Detailed product specifications are available on: us. 100y. com. tw

FEATURES
Large Dot Matrix LCD Display with Backlight
Average Demand (AD in W, KW, MW)
Maximum Demand (MD in W, KW, MW) with Programmable Period
Harmonic Analysis to the 99th Order
Display of 50 Harmonics in One Screen with Waveform
Display of Waveform with Peak Values (1024 Samples/Period)
Analysis of Total Harmonic Distortion (% THD-F)
Graphic Phasor Diagram with 3 Phase System Parameters
Capture 28 Transient Events (Time + Cycles) with Programmable
Threshold(%)
3 Phase Voltage Unbalance Ratio (VUR)
3 Phase Voltage Unbalance Factor (d0%, d2%)
Calculated Unbalance Current through Neutral Line (In)
Optical isolated USB Interface
Built-in Timer and Calendar for Data Logging
Conductor Size: -Model 6801 30mm(approx) -Model 6802 5
55mm(approx),64*24mm(bus bar) -Model 3007 170mm(approx)

Battery Type

1.5VSUM-3x8

Display

Dot Matrix LCD with backlight

Power Consumption

140mA (approx.)

External DC Input

DC 12V adaptor (for safety purpose,
the adaptor must be certified with

600Visolation protection)

LCD update rate

1times/sec

No. Of Samples/Period

1024

Operating Humidity

< 85% relative

Operating Temperature

-10°Cto 50°C

Storage Humidity

<75% relative

Storage Temperature

-20°Cto60°C

Weight(6800)

1160g

Dimension(6800)

257 (L) x 155 (W) x 57 (H) mm
10.1"(L)x 6.1" (W) x 2.3" (H)

Accessories

Testleads x4, alligator clips

x 4, Carrying bag x 1, Users

manual x 1, Batteries 1.5V x 8

Part No. Product No. Manufacturer Description ACV

40831 TES-6800 TES Power and Harmonics Analyzer 600V

FUNCTIONS

e Conversion type: Trms

® Auto Range, Auto Power Off, Auto Zero
High speed bargraph

DISPLAY
e Back light 3 3/4 digits LCD with max. reading 3999,
plus decimal point, unit symbol indication.

® Overload Indication: LCD will show “OL” in the upper
Function Keys: Max/Min Hold, Data Hold, Trms Positive and Negative

Peak Hold
®* Test Ranges: ACV,ACA, DCV, DCA, Q, WATT, Frequency, Continuity
e The maximum conductor size is 35mm.

left position.

POWER SUPPLY
e Battery type: 9V NEDA 1604 IEC 6F22 JIS 006P
battery x 1pc

DIMENSION
e Size :218 x75x43mm(LxWxH)
® Weight: about 375 g (including battery)

e Battery life : 200 hours approx.

Part No. Product No. Manufacturer Description ACV
18038 TM-28E TENMARS AC/DC True RMS Watt Meter 600V
e 41CD Displays with W, PF, V, A General Specification:
Numerical Display 3 1/2 digits LCD
® EasyPlug-in and Test Over Range Indication OLonLCD
® RS-232 Computer Interface Sampling Rate 2.5 times/sec
Power Source 1.5V AAbatteries
Power Consumption 22mA approx.
Operating Temperature 0~40°C
Operating Humidity Less than 80%
Dimension 352mm(L)*300mm(W)*100mm(H) 13.9"(L)*11.8"(W)*3.9"(H)
Weight 1.637 Kg(approx.) 3.6 Ibs(approx.)
Part No. Product No. Manufacturer Description ACV
17651 WM-01 PROVA Power Analyzer 750V
14288 WM-02 PROVA Power Analyzer 110V

Detailed

ABM 2010 Series Programmable
Power Meter

product specifications are available on: us. 100y. com. tw

Part No. Product No. Description ACV
15679 2014 Power Meter 600V
®
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ABM 2010 Series Programmable

Power Meter

Part No.
48545

Product No.
ABM-2012

General Specification

Detailed product specifications are available on: us. 100y. com. tw

Interface

Standard RS-232 Interface, Data Transfer Rate only 9600 bps.

Power Supply

AC115V/230V+10%, 60/50Hz Switch Selectable

Warm-up Time

Approx. 30 min.

Operation Humidity/Temperature Range

80% R.H. (+5°C to 30°C), 50% R.H. (+31°C to 40°C)

Storage Temperature/Humidity Range

-10to 70°C, <80% R.H.

Dimensions

213(W) x 88(H) x 394(D) mm

Net Weight

Approx. 3.6 Kg

Accessories

Power cord x1, Operation Manual x1

Manufacturer

ABM

Description

Power Meter

ACV
600V

Pocket Multimeters
Pocket Sized Multimeters

/!

e DC/AC Voltage: 600V
e Resistance:40. 00MQ

Detailed product specifications are available on: us. 100y. com. tw

® Frequency: 1MHz
® Capacity: 500nF~3000pF
® Dimensions: 114x53x10. 5

Product o Range Diode Batt. Test Buzzer Auto off
Part No. Manufacturer Description Frequency(Hz)
No. Manual/Auto Y/IN Yes/No Yes/No Yes/No
BRYMEN_ Digits Professional
20139  BM-22 | BRYMEN =N DIGHs Frotessional \panual Y 5.000Hz~1.000MHz N N N
Industrial Multimeter
.
e DC/AC Voltage: 600V ® Frequency:999. 9Hz
e Resistance: 6. 000MQ ® Capacity: 2000pF
® Dimensions: 114x53x10. 5
R Batt. Test Auto off
Part No. Product No. Manufacturer Description e Diode Y/N Frequency(Hz) atl. tes Buzzer Yes/No uto o
Manual/Auto Yes/No Yes/No
20140 | BM-25 BRYMEN  DRYMEN_4 Digits Professional | o N 10.00Hz~30.00KHz | N N Y
Industrial Multimeter
20141 | BM-27 BRYMEN  DRYMEN_4 Digits Professional | o Y 10.00Hz~30.00KHz | N N Y

Industrial Multimeter

® Operating environment: 0°C~40°C
® Storage environment: -20°C~60°C
¢ Ralated humidity: <80%RH

Part No. Product No. = Description Range Manual/Auto ~ Diode Y/N = Frequency(Hz) Batt. Test Yes/No Buzzer Yes/No Auto off Yes/No
2873 DM113 Digit.s Professional Industrial Auto Yes No No Yes Yes
Multimeter

o Voltage: DC200m/2/20/200/400V AC. 2/20/200/400V DC=(0.8%+3dgt) AC+(1%+3dgt)
o Resistance:200/2K/20K/200K/2000K  +(1%+3dgt)/20MQ=+(3%+3dgt)
e Size:108Hx52Wx11D/mm

Part Produgt Manufacturer = Description Range Manual/Auto  Diode Y/N = Frequency(Hz) Sat, Test Buzzer Yes/No  Auto off Yes/No

No. No. Yes/No

Digits Professional
2001 EZ-5 HILA Auto Yes No No Yes Yes

Industrial Multimeter

Part No.

29278

e Voltage: DC400m/4/40/400/500V AC4/40/400/500V DC £(0.8%+3dgt) AC +(1% + 3dgt)
e Resistance:400/4k/40k/400k/4m +(1% + 3dgt)/40MQ+(3% + 3dgt)
e Capacitance4n/40n/400n/4u/40u/400uF +(3% +3dgt)/4m/40mF+5%+3dgt

® Frequncy:4K/40K/400K/4M/40MHz
® Size:116H*811W*13D/mm

Product No.
EZ-9

Description

Pocket Sized Multimeters

TE L : Taiwan:886-3-5753170 Shenzhen:86-755-83298787
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Pocket Sized Multimeters Detailed product specifications are available on: us. 100y. com. tw

e 3-3/4 digits 3200 count

® Compact size test leads that are directly fixed to the main

e Body provide safety in high voltage measurement

e Test probe can be snapped into a fixed position

e Full auto range

e Arc. Bargraph

Part No. Product No. Manufacturer = Description Range Manual/Auto ~ Diode Y/N = Frequency(Hz) Batt. Test Yes/No = Buzzer Yes/No = Auto off Yes/No
10939 PM-10 SANWA Sanwa_Digits Professional Industrial Multimeter =~ Auto Yes No No Yes No

® \oltage: DC400m/4/40/400/500V  AC 4/40/400/500V  DC#(1.3%+3dgt) AC+(2.3%+5dgt)
® Resistance:400/4K/40K/400K/4M  £(2%+5dgt)/40MQ%(10%+5dgt)

e Capacitance:4n/40n/400n/4u+(5%+10d) 40u/200uf+(10%+15dgt)

e Frequency:9. 999Hz~99. 9KHz

e DUTY:0. 1%~99%

e Size: 108Hx56Wx11. 5D/mm

Part No. Product No. Manufacturer = Description Range Manual/Auto  Diode Y/N Frequency(Hz) Batt. Test Yes/No  Buzzer Yes/No Auto off Yes/No
22081 PM-3 SANWA Sanwa_Digital Multimeter Auto Yes Yes No Yes Yes

Fluke_Multimeters and Accessories
Fluke 70 Series Multimeters

® Display: 3000 counts, 30, 000 counts, 100, 000 counts

Detailed product specifications are available on: us. 100y. com. tw

® Reading rates:fast(20 times per second) Medium 95 time per second, Slow (2. 5 times per second)
® Size:216mm W x 93mm H x286mmD (8. 5" Wx3067"Hx11. 27" D)
® Weight: net 2. 4kg (5. 2Ib) ;with battery 3. 2kg (7 Ib)

Part No. Product No. Manufacturer Description

2781 FLU45 FLUKE FLUKE_45 Dual Display Multimeter

Voltage, Ohms, 10A and mA current, diade test, continuity beeper
e Digital display with analog bar graph

e All inputs protected to 600V CAT Il

e Protected from overvoltage transients to 4kV per IEC 1010-1

e 0. 3% basic accuracy

e Fast autorange and range hold

® Rugged durable removeable holster with Flex-stand™ protects the multimeter

FLU73-1I ® Lifetime manufacturer warranty
® Includes: Multimeter, Hard-Point™ test leads, Protective holster with Flex-stand™, 9V battery, instructions
Part  Product Base Max.voltage Base Max.transistor = Base
Manufacturer Description Max.Vdc Max.Amp.(DCA,ACA) Resolving(DCA ACA
No. No. i accuracy (ACV) accuracy(ACV) P ) o ) (Q) accuracy(Q)

FLUKE_70 Series Ill
Digital Multimeters

7377 | FLU73-ll  FLUKE 0.3% 600V 600V 2% 10A 0.01mA 33MQ 0.5%

General specifications

L Prew]

Maximum voltage between any terminal and earth ground 1000V
Surge protection 8 kV peak per IEC 61010
Fuse for mAinputs 440 mA, 1000 V FAST Fuse
Fuse for Ainput 11A, 1000 V FAST Fuse
Display Digital: 6,000 counts, updates 4/sec; Bar Graph: 33 segments, updates 32/sec
Frequency: 10,000 counts; Capacitance: 1000 counts
Altitude Operating: 2000 m; Storage: 12,000 m
Temperature Operating: -10 °C to +50 °C; Storage: -40 °C to +60 °C
Temperature coefficient 0.1 X (specified accuracy /°C) (<18 °C or > 28 °C)
FLU77-IV Electromagnetic compatibility (EN 61326-1:1997) In an RF field of 3 V/M, accuracy = specified accuracy exceptin
temperature: specified accuracy +5 °C, +9 °F
Relative humidity (maximum non-condensing) 90 % to 35°C; 75 % to 40 °C; 45 % to 50 °C
Battery life 400 hours typical (Alkaline)
IFE Pt Manufacturer Description EEEC Max.Vdc MaxyQltags SEEC Max.Amp.(DCA,ACA) Resolving(DCA,ACA) MEPSIERSEEF || EESE
No. No. accuracy (ACV) accuracy(ACV) Q) accuracy(Q)
48249 | FLU77-IV | FLUKE FLUKE_70 IV'Series | 5o, 1000V | 1000V 2% 10A 0.01mA 50MQ 0.5%
Digital Multimeters
@
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FIUke_8O Series MUItimete rs Detailed product specifications are available on: us. 100y. com. tw

e Compatible with Fluke DMM

* High accuracy, fast reading for low voltage (below 24 V AC, 60 V DC) applications
* Measurementrange: -50 to 150°C

e Output: 1 mV/°C or 1 mV/°F (switchable)

® Oneyear warranty

Part No. Product No. Manufacturer Description Temp °CI°F
28494 80T-150U FLUKE FLUKE_80T-150U Universal Temperature Probe(for DMMs) -50~150

The 180 series are the only choice for users who simply want the best meter available

The two top models 187 and 189, with integrated holsters, are the smartest meters when it comes down to performance,
features and more. Extremely fast readings, extended ranges, the highest bandwidth, accuracy and resolution are the basis
for their performance. Features like a dual display with bargraph and backlight, true-RMS AC/AC+DC measurements and
a PC interface make them suitable for the most demanding applications. In addition, the 189 has a readings memory for
up to 100 readings and a unique stand-alone logging function to measure hard to find intermittent problems

Max Accura
Manufac N ) Accuracy(D Accuracy(A Max.V(DC Max.V( Accuracy(A Transi Accuracy( y Frequenc Temp
Part No. Product No. e Description ;/(DCV Counts ov) Max V(ACV) ov) A) /c\y)(DC ACA) | CA) stor(Q) Q) Capacitor 5 oCrE
12047 Y FLUKE | | EUKETMUEM - h00v | 50,000 1000V 10A 0.15% 10A 500M Q0[qF~50 | 0-8Hz~ | -200-1
187ECJKT s Multimeter ’ (0.025%+5) (0.4%+40) (+2) : (0.75%+5) (0.05%+2)  mF 1000kHz = 350
Max ~ Accu
Part et N Manufac V(DCV Count Accurac Max Accurac Max.V(DC Accuracy Max.V( Accuracy(A Transi (c i Frequen
roduct No. ounts rac apacitor
No. turer ) y(DCV) V(ACV) y(ACV) A) (DCA) ACA) CA) stor(Q) ) ¥ R
4141 FLUK-020 0-binfgw
FLUKE @ 1000V @ 4000 0.5%+ 1000V 10A 10A 1.5%+3) 40M 0.5 [ 100KHZ
7 136 (0-5% (1%+3) (1.5%+3) R ( \
3) %+2) (2.0%+5)

The 180 series are the only choice for users who simply want the best meter available

The two top models 187 and 189, with integrated holsters, are the smartest meters when it comes down to performance,
features and more. Extremely fast readings, extended ranges, the highest bandwidth, accuracy and resolution are the basis
for their performance. Features like a dual display with bargraph and backlight, true-RMS AC/AC+DC measurements and
a PC interface make them suitable for the most demanding applications. In addition, the 189 has a readings memory for

up to 100 readings and a unique stand-alone logging function to measure hard to find intermittent problems

Max
Part  Product Manufac - Accuracy(D Accuracy(A Max.V(D Accurac Max.V( Accuracy Transi Accuracy( ) Frequen Temp
D ti V(DCV ' Count: Max V(ACV C ¢
No. 'No. | turer SRS )( ST ey X VRGN v cA) y(DCA) ACA) (ACA)  stor(Q) Q) APaciofN(VY °CPF
1564 FLUKE- FLUKE EI'-l'JtK:E_1 e 1000V ' 50,0007 1000V 10A (0.15%+ 10A (0.75%+5 500M 0.001nF~p{0.5Hz~1) 2004
igita ,0007 . )
2 189 g, (0.025%+5) (0.4%+40) ? ? (0.05%+2) OmF 000kHz | 350
Multimeters 2) )
Manufactur \ | Accuracy(D y
Part No. Product No. or Description Max V(DCV) Counts ov) Max V(ACV) Max.V(DCA) Max.V(ACA) Capacitor Frequency
Fluke_5 Digital Industrial M to 10A, M t 10,000F F t
KRR a, naus r!a Measure up to 4-1/2 digit. 0.05% dc Measure up SpSHre Up fo Sapdrep o y P
28738 FLUKE87-5 @ FLUKE True-rms Multimeter with 20A for up to 30 10A, 20A for up to  capacitance 200 kHz and %
1000 Vdc mode accuracy to 1000 Vac
Temperature seconds 30 seconds range duty cycle

e \We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.

© Taiwan:886-3-5753170 Centenary Materials
Shanghai:021-54151736 Shenzhen:0755-83298787
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FIUke_SerleS HOISter Detailed product specifications are available on: us. 100y. com. tw

Introduction
The Fluke 700P2X Series Pressure Modules allow you to measure pressure with the Fluke 700 Series Documenting Process

Calibrators. Read this sheet before you use the pressure module. This sheet contains specifications and information about

how to avoid damaging the pressure module. See the 700 Series Users Manual for operating instructions.

Part No. Product No. Manufacturer Description
41052 700P23 FLUKE Fluke_PRESSURE MODULES
41053 700P24 FLUKE Fluke_ PRESSURE MODULES
\ e 80PK-1:Type-Kthermocouple forgeneral purpose applications
' e 80PJ-1operates withJ-type thermometers
re
‘t/x,\ * Measurementrange: -40 to 260°C
Part No. Product No. Manufacturer Description Type
48128 80PK-1 FLUKE FLUKE_Bead Probe -40~260
® Type-Kthermocouple for flat or curved surfaces such as plates and rollers
* Measurementrange:0 to 260°C
Part No. Product No. Manufacturer Description Type
14913 80PK-3A FLUKE FLUKE_80PK-3A Surface Probe 0-260

e |nstantly measures temperature from-18°C to 260°C (0 to 500°F) without contact.

e Highly repeatable readings.
e Senses and converts infrared energy emitted from an object into a signal readable on a DMM.

® Results displayedin °C or °F: 1 mV dc per °C or °F output.

* Automatic shut-off after 10 minutes of operation saves battery life.
Ideal for maintenance applications where object to be measured is hazardous to touch, is moving, easily contaminated, or

difficult to reach.
Type

Part No. Product No. Manufacturer Description
-18°C to 260° C (0 to 500F)

23968 80T-IR FLUKE FLUKE_IR Non-Contact Temperature Probe(for DMMs)

® Converts a DMM to a thermometer
® Foruse with type-K thermocouples in low voltage applications(below 24 VAC, 60V DC)

® Measurementrange: -50 to 1000°C (probe dependent)

Part No. Product No. Manufacturer Description Type

12045 80TK FLUKE FLUKE_80TK Thermocouple Module 80TK

® Zippered carrying case with padding and inside pocket.
e One yearwarranty Size:22*12*6CM

Recommended for all 20,50,70 and 80 series meters either in or out of their holsters.Also fits 8025A,8060A/62A and the

fluke Pv350.
Part No. Product No. Manufacturer Description Type
50924 C25 FLUKE FLUKE_C25 Soft Case for DMMs C25
\\‘\ e Small profile design is comfortable and allows accessibility to hard to reach test points
“ ® Comes with 5 sets of replaceable tips (includes 3 sets of spring loaded gold plated and 2 sets of stainless steel replacement tips)
: e Probes are 102 mm (4") long and include 1m (39") leads
e Compatible with all instruments that accept standard 4 mm (.160"), shrouded banana plugs
e CAT IV, 600V; CAT IIl, 1000V, 3A
e Replacement tips available as Fluke model TP912
e One year warranty
Part No. Product No. Manufacturer Description
15959 TL910 FLUKE FLUKE_Electronic Test Probe Set
®
: Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 58-24

EL:
A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
-ma Shanghai: 100y—-1@163. com
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FIUke_SerieS MUItimete rs Detailed product specifications are available on: us. 100y. com. tw

Part No. Product No. Manufacturer Description Frequency

41424 F15B FLUKE Fluke_F15B Digital Multimeter 100KHz

When size is important, the 110 series are clearly the best choice. These little meters pack more features than many
multimeters twice their size.

True RMS AC measurements, a 6000—-count display are standard with all models. And the capability to measure frequency
and capacitance make them really powerful

The compact case has a removable protective holster and a battery door to allow easy replacement of the batteries.

Part No. Product No. Manufacturer Description Dim. Size Frequency Type

21348 FLU110 FLUKE FLUKE_Ture-rms Multimeter 46*96*16mm 9,999 counts

17740 FLU111 FLUKE FLUKE_Ture-rms Multimeter 46*96*16mm 9,999 counts DC10A (1%+3);AC10A (1.5%+3)

16157 FLU112 FLUKE FLUKE_Ture-rms Multimeter 46*96*16mm 9,999 counts Bckground Light/DC10A  (1%+3);AC10A  (1.5%+3)

The Fluke 12 and 16 are ideal for first-level troubleshooting. The VChek™ function provides the user with ultimate ease
of use by automatic switching to AC voltage. DC voltage or resistance measurements depending on the input. The Fluke
16 has extra capabilities for measuring temperature, current for flame sensor measurements, capacitance, plus recording
of minimum and maximum values over time with a relative time stamp.

Part No. Product No. Manufacturer Description Dim. Size Type
14234  FLU12 FLUKE FLUKE_12/16 Digital Multimeters L142.3*W70.5*H34.6mm | UL3111,ANS/ISA-S82,CSA C22.2 No 231 e VDE0411
39500 @ FLU16 FLUKE FLUKE_12/16 series digital multimeters L142.3*W70.5*H34.6mm = UL3111,ANS/ISA-S82,CSA C22.2 No 231 e VDE0411

The three models of the new 170 series are the new benchmarks for general purpose multimeters. They set the standard
with a combination of precision, features, ease-of-use, safety and reliability

All models offer true RMS AC voltage and current reading, 6000-count resolution, min—-max-average recording, as well as
frequency and capacitance ranges.

Despite all these and many other useful feature, the 170 series remain easy to use. The ergonomic case with integrated

holster protects the units in rough and tough environments

Part No. Product No. Manufacturer Description Dim. Size Frequency Type

FLUKE_170 Series Digital Fluke 170 Series/DC1000V  (0.15%+2),AC1000V (1%+3)/DC10A
21352 FLU175 FLUKE N, 185(L)*90(W)*40(H)mm | 19,999 Counts>10Hz

Multimeters (L)"S0(W)"40(H) (1%+3),AC10A  (1.5%+3)

FLUKE_170 Series Digital Fluke 170 Series /DC1000V (0.09%+2),AC1000V (1%+3)/DC10A
21351 FLU177 FLUKE A 185(L)*90(W)*40(H)mm | 19,999 Counts>10Hz

Multimeters (L"90(W)40(H) (1%+3),AC10A  (1.5%+3)

FLUKE_170 Series Digital
15121 FLU179  FLUKE raie) nes BN 485(L)*90(W)*40(H)mm | 19,999 Count>10Hz | Fluke 170 Series

Fluke 51 and 52 series Il features

® Model 51-1l single input: model 52-11 dual input

e Large backlit dual display shows any combination of T1, T2(52 and 54 only) ,T1-T2(52 and 54 only),plus MIN, MAX
or AVG

® Relative time clock on MIN, MAX and AVG provides a time reference for major events

® Electronic offset function allows compensation of thermocouple errors to maximise overall accuracy

® Measures J, K, T and E type thermocouples

e Readout in°C, °F or Kelvin (K)

® User friendly front panel is easy to set up and operate

e Sleep mode increases battery life

Part No. Product No. Manufacturer Description Type
21344 FLU51-2 FLUKE FLUKE_50 Series Il Contact Thermometer 51-54 Series
21345 FLU52-2 FLUKE FLUKE_50 Series Il Contact Thermometer 51-54 Series
®
TEL Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 58-25
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Fluke Series Multimeters

Fluke 53 & 54 series Il additional features

Detailed product specifications are available on: us. 100y. com. tw

® Model 53-1I single input: model 54-1I dual input
® Data logging up to 500 point of data with user adjustable recording interval
e Additional thermocouple type R, S, and N

o Real time clock captures the exact time of day when events occur

o Recall function allows logged data to be easily reviewed on the meter display
e |R communication port allows data to be exported to optional FlukeViewTM Temperature PC software for further
analysis and graphing

Part No.
21346

Product No. Manufacturer

FLUKE

Description Type

FLU53-2 FLUKE_ 50 Series Il Contact Thermometer 51-54 Series

General specifications

Accuracy is specified for 1 year after calibration,at operating
temperatures of 18°C to 28°C,with relative humidity at 0% to
90%.

The accuracy specifications take the form of:
1([%ofreading]+[counts])

Features include:
Resistance,continuity,frequency,capacitance,and diode test
Measures 10A (20A overload for 30 seconds)

.

Large white LED backlight to work in poorly litareas
Compact ergonomic design for one-handed operation
Compatible with optional magnetic hanger (ToolPak™)
True-rms for accurate measurements on non-linear loads

Maximum voltage between any | 600V

terminal and earth ground

Surge protection 6kV peak per IEC61010-1 600VCAT
I1l,Pollution Degree 2

11A,1000V FAST Fuse(Fluke PN
803293)

Digital:6,000 counts,updates 4/sec

.

Min/Max/Average with elapsed time to record signal
fluctuations
CATIII 600V safety rated

Fuse for Ainput

Display

Bar graph 33 segments,updates 32/sec

-10°C to +50°C

-40°C to +60°C

9 volt Alkaline,NEDA 1604A/IEC 6LR61

400 hours typical,without backlight

Operating temperature

Storage temperature

Part No. Product No. Manufacturer Description Dim. Size

Battery

48552  FLUKE115 FLUKE Fluke_115 Digital Multimeter 167 x 84 x 46 mm

Battery life

Environmental Specifications
The Fluke 1587 and 1577 Insulation Multimeters combine a digital

—20°Cto+55°C
-40°Cto +60°C

Operating temperature

insulation tester with a full-featured, true RMS digital multimeter S
torage temperature

in a single, compact, handheld unit, which provides maximum
versatility for both troubleshooting and preventative maintenance.

Whether you work on motors, generators, cables, or switch gear,

Humidity (Without
Condensation)

0% -95% (10 °C - 30 °C)
0% - 75% (30 °C — 40 °C)
0% - 40% (40 °C — 55 °C)

Operating Altitude 2000 m

the Fluke 1587/1577 Insulation Multimeters are ideally suited to

help you with your tasks and at a cost that is far less than buying Mechahical & General Specifigafigns

the two products. Size 203 x 100 x 50 mm (with holster)
Weight 6249
Warranty 3years
Part No. Product No. =~ Manufacturer Description Dim. Size Frequency
IP Rating 1p40
47274 FLUKE1587 = FLUKE Fluke_1587 Insulation Multimeters 203*100*50 100 kHz

The Fluke 12 and 16 are ideal for first-level troubleshooting, The VChek™ function provides the user with ultimate ease
of use by automatic switching to AC voltage, DC voltage or resistance measurements depending on the input.
The Fluke 16 has extra capabilities for measuring temperature, current for flame sensor measurements, capacitance, plus

recording of minimum and maximum values over time with a relative time stamp

Part No. Product No. ~ Manufacturer Description Dim. Size

FLUKE_12/16 Digital
Multimeters

Type

21332 FLUKE16 FLUKE L142.3*W70.5*H34.6mm UL3111,ANS/ISA-S82,CSA C22.2 No 231 e VDE0411/DC200A (1%+2);AC200A (2%+3)

® Model 5311 single input: model 541l dual input

e Data logging up to 500 point of data with user adjustable recording interval
e Additional thermocouple type R, S, and N

o Real time clock captures the exact time of day when events occur

« Recall function allows logged data to be easily reviewed on the meter display

e [R communication port allows data to be exported to optional FlukeViewTM Temperature PC software for further analysis and graphing

Part No. Product No. Manufacturer Description Type
19496 FLUKE54-2 FLUKE FLUKE_50 Series Il Contact Thermometer 51-54 Series
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 58-26
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TES/P ROVA_M ultimeters and Detailed product specifications are available on: us. 100y. com. tw
Accessories

SPECIFICATIONS

TES_CapaCItance Meters Operating Principle Dual Slop Integration
FEATURES Display Rate Approx. 2 times per second
® 0.5% Accuracy . Zero Adjustment + - 20pF Approx.
. ting/St iti )] ° % R.H. -10° ° % R.H.
« Overload Fuse protection . Operating/Storage Condition | 0°Ct0o40°C <80% R.H 10°Cto60°C<70%R.H
I \ X i Power Source 006P DC 9V 1pc
e Test Clips/Directinsert jack for easy - -
Size & Weigh 135mm(L) x 72mm(W) x 33mm(H) & 207g
measurement . - : .
Accessories Test Clips, Spare Fuse, Battery & Instruction Manual
Part No. Product No. Manufacturer Description Manual/Auto-switch Capacity range Auto shut-down
7581 TES-1500 TES 3 1/2 Capacitance Meter Manual 0.1pF~20000uF No

TES_Series Digit Multimeters

e, o

Part No. Product No. Manufacturer Description
40832 TES-2204 TES Multimeter
FEATURES
e 35 Ranges

e Capacitance Check

e Transistor gain Testing

Part No. Product No. Manufacturer Description
2842 TES-2206 TES Multimeter

® Auto-power off 3-3/4 digit, 4000 count Operation/Storage Condition 0°Ct040°C < 80% R.H. -10°C to 60°C < 70% R. H.
DMM with Peak Hold EoarSource one 9V battery

* Frequency Count (Auto-Ranging) Size & Weight 187mm(L)x88mm(W)x37mm(H) & 374g

¢ Inductance, Capacitance and Temperature Accessories Test Leads, Spare Fuse, Battery & Instruction Manual

(diode type) checks

Part No. Product No. Manufacturer Description
11288 TES-2360 TES LCR Multimeter
R
Part No. Product No. Manufacturer Description
21852 TES-2600 TES Auto-Ranging Multimeter
21853 TES-2610 TES Auto-Ranging Multimeter

MODEL TES-2700 MODEL TES-2712

FEATURES FEATURES

e Autoranging and Auto-power-off ® 3% LCD

e 3200 count LCD with analog bar-graph ® Data-hold and peak-hold function available

e Data-hold mode available at ohms. ® Inductance, Capacitance & ohm measurement

e Overload protection up to 600 Vrms

TES-2712
Part No. Product No. Manufacturer Description
14899 TES-2700 TES Multimeter
16146 TES-2712 TES Multimeter
®

TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 58-27
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TES_M ultimeter Accessories Detailed product specifications are available on: us. 100y. com. tw

* e S Part No. Product No. Manufacturer Description
www. 108y.co y ¢ Al 3 =
/ {w - 33160 TL-E60 TES TES-32A
=ik RE — y 16956 XTES-2804A TES RS232
TL-E60 XTES-2804A 32949 XTES-32B TES RS232

PROVA_Series Digit Multimeters

FEATURES

Detailed product specifications are available on: us. 100y. com. tw

General Specification

® 60,000 count and dual input channels
\ . Battery Type: 9V
® 0.04% DC basic accuracy and 0.2% AC basic accuracy ? QINIYPE — -
. Display: 5 + 5 digits LCD with 30 segments bar graph
* Bandwidth of 10KHz(max) Range Selection: auto and manual
® FastACV, ACAresponse Overload Indication: oL
e Dual channels measurement similar to a dual channels | Power Consumption: |4 mA (approx)
DSO(V+V, V+A) Operating Temperature:| .10 °C to 50 °C
Operating Humidity: less than 85% relative
e Hz + duty cycle dual displa -
. y ey piay Altitude: up to 2000M
¢ Capacitance measurement Storage Temperature: |-20°Ct0 60 C
® Standalone data logging of 10,708 records for both Storage Humidity: less than 75% relative
channels(803) Dimension: 207mm(L) x 101mm (W) x 47mm (H)8.15" (L) x 4" (W) x 1.85" (H)
. Weight: 430g/15.20z (battery included
e RS-232C interface g - 9 ( y )
Accessories: Users manualx1 9V battery x 1
® Application Software (Option) 801A1:Holster
® 1/7 the cost 801A2:RS-232C interface cable + software
Part No. Product No. Manufacturer Description
38783 PROVA 803 PROVA PROVA_Digital Multi-Meter
FEATURES General Specification
® 0.02% DC and 0.1% AC basic accuracy Battery Type 9v
® 60,000 counts resolution Display 5+ 5 digits LCD with 30 segments bar graph
® 200KHz (max.) bandwidth Range Selection auto and manual
o True RMS with fast ACV/ACA response ilcadiindicalion oL
y o Power Consumption 6 mA (approx)
e o e Dual channels measurement similar to a dual -
o M \ Operating Temperature | -10Cto 50 C
1 ) channels DSO (V+V' V+A) Operating Humidity less than 85% relative
e RS-232C ASCllinterface Altitude up to 2000M
o Datalogging (model 903 with 10,708 records for | Storage Temperature -20Cto60C
both channels) Storage Humidity less than 75% relative
( Dimension 207mm(L) x 101mm (W) x47mm (H)8.15" (L) x 4" (W) x 1.85" (H)
e Capacitance measurement ;
Weight 4309/ 15.20z (battery included)
e Free software (901,903) Accessories Users manualx1 9V batteryx1 RS-232C interface cable
e 1/3 the cost
Part No. Product No. Manufacturer Description
40834 PROVA-901 PROVA Digital Multi-Meter
17972 PROVA903 PROVA Digital Multi-Meter

YE_Muliimeters and Accessories

YF _Series Digital Multimeter

DISPLAY ACCESSORIES POWER SUPPLY

® 3 % digits LCD max. reading 2000 ® User’ s manual ® Battery type: 9V NEDA 1604 IEC 6F22
® with maximum reading 2000 counts ® Test leads ® JIS 006P battery x 1pc.

e Automatic polarity indication e 9V battery x 1pc o Battery life: about 100 hours

e The 'appears when the battery

DIMENSION
® Size: 128x72x36mm (LxWxH)
o Weight:about 140g

Part No. Product No. Manufacturer Description Range Manual/Auto = Tr.(hFE) Diode Y/N Frequency(Hz) Capacitance Auto off Y/N Batt. Test YN Buzzer Y/N Temp. Y/N
39562 | YF-1000 YFE 3 1/2 Digital Multimeter = Manual 0~1000 = Yes No No No Yes Yes No
®
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YF_Series Digital Multimeter Detailed product specifications are available on: us. 100y. com. tw

g ||
(o]

DISPLAY
e 3 1/2digits LCD with maximum reading of 1999.

POWER SUPPLY ACCESSORIES
e Battery type: 1.5V(LR44) batteriesx2pcs. ® Instruction Manual

FUNCTIONS DIMENSION e Carrying Case

* Allto powgy oI * Size : 106x53x11mm (LxWxH) * Battery

* Agiematic Rangagelpction. ® Weight: about 100 g. (including battery)
e Compact sized, pocket portable.
e Testranges: ACV, DCV, Q, Battery Test, Continuity Test,

e Diode Test (YF-110) Capacitance Test (YF-220).

Part No. Product No. Manufacturer = Description Range Manual/Auto  Diode Y/N = Frequency(Hz) Capacitance Auto off Y/N = Batt. Test Y/N = Buzzer Y/N Temp. Y/N

40247

YF-110 YFE 3 1/2 Digital Multimeter = Auto Yes No No Yes Yes Yes No

Part
No.
2834
2047
2048
2835
2836

10019

YF-3120 YF-3140 YF-3180 YF-3502 YF-3503 YF-3700A
E:duct Manufacturer Description Range Manual/Auto ~ Tr.(hFE) s;zde Frequency(Hz) Capacitance ﬁ;\"o off 37’3 Test \B{;ﬁzer ;e’;np.
YF-3120 YFE 3-1/2 Digital Multimeter Auto 0~1000 Yes No No Yes No Yes No
YF-3140 YFE 3 1/2LCD Digital Multimeter 3 Manual 0-1000  Yes No Yes Yes No Yes No
YF-3180 YFE 3 1/2LCD Digital Multimeter 3 Manual 0~1000 Yes Yes Yes Yes No Yes Yes
YF-3502 YFE 3-1/2 Digital Multimeter Manual 0~1000 Yes No No No Yes Yes No
YF-3503 YFE 3 1/2 Digital Multimeter Manual 0~1000  Yes No Yes No Yes Yes No

N . Auto Range/ Power
YF-3700A  YFE 3-3/4 Digital Multimeter off No Yes No Yes No

DM_Multimeters and Accessories

Detailed product specifications are available on: us. 100y. com. tw

DM_Series Digital Multimeter

e Voltage: DC 200m/2V/20V/200V/1000V (0.8%+2dgt) AC 200V/750V (2%+10dgt)
Current: DC 200u/2mA/20mA/200mA  (2%+2dgt)/10A (3%+2dgt)
Resistance:200/2K/20K/200K/2MQ (0.8%+2dgt)

e Dimensions: 130H x 74W x 25Dmm

Part No. Product No. Description
DM-1200 3 1/2 Digital Multimeter

® Voltage: DC2V/20V/200V/1000V+(0.8%+1dgt) AC200/750V+(1.2%+3dgt)
Current: DC2m/20mA/200mA+(1%+1dgt)/10A+(2%+1dgt)

Resistance: 2000/2K/20K/200K/2MO+(1%+2dgt)

Dimensions: 153Hx74Wx45D/mm

Part No. Product No. Description

29261

DM-1210 3 1/2 Digital Multimeter

Voltage: DC200m/2/20/200/1000V  AC200m/2/20/200/750V DC+(0.5%+1dgt) AC*(1.2%+3dgt)
Current:200u/2m/20m/200m/10A  DC+(1%+1dgt) AC+(1.5%+3dgt)

Resistance: 200/2K/20K/200K/2MO +(1%+2dgt)/20MO+(2%+4dgt)

Dimensions: 1563H*x74Wx45D/mm

Part No. Product No. Description

29260

DM-1220 3 1/2 Digital Multimeter

e We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.

© Taiwan:886-3-5753170 Centenary Materials
Shanghai:021-54151736 Shenzhen:0755-83298787
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Multimeters & Panel Meters

DM_Series Digital Multimeter Detailed product specifications are available on: us. 100y. com. tw

® Voltage: DC200m/2/20/200/1000V AC200m/2/20/200/750V DC+(0.5%+1dgt) AC%(1.2%+3dgt)
e Current:200u/2m/20m/200m/10A DC#(1%+1dgt) AC=*(1.5%+3dgt)

e Resistance:200/2K/20K/200K/2MO £(1%+2dgt)/20MO +(2%+4dgt)

Capacitance: 2n/20n/200n/2u/20uF *(3%+10dgt)

Part No. Product No. Description

29262

DM-1230 3 1/2 Digital Multimeter

® Voltage: DC200m/2/20/200/1000V AC200m/2/20/200/750V DC#(0.5%+1dgt) AC+(1.2%+3dgt)
e Current:200u/2m/20m/200m/10A DC#(1%+1dgt) AC*(1.5%+3dgt)

e Resistance:200/2K/20K/200K/2MO %(1%+2dgt)/20MO +(2%+4dgt)

e Capacitance:2n/20n/200n/2u/20uF +(3%+10dgt)

e Frequency: 1Hz~20MHz +(0.5%+2dgt)

e Dimensions: 153Hx74Wx45D/mm

Part No. Product No. Description

29263 DM-1240 3 1/2 Digital Multimeter
e Temperature: -50°C~1370°C + 1. 8% e ACV:0-200m/2/20/200+1. 2%/750V+1. 5%
e Capacitance:0-2n/20n/200n/2u/20uf +3% e DC/ACA:0-200u/2m/20m/200m+1%/10A
e Frequency: 1Hz~20MHz£0. 5% e 0:0-200/2K/20K/200K/2M+1%/20M=2%

® DCV:0-200m/2/20/200/1000V%0. 8%

Part No. Product No. Description Capacitance

23831 DM-1250 3 1/2 Digital Multimeter YES

Part No.

29264

® Voltage: DC200m/2/20/200/1000V, AC200m/2/20/200/700V DC=(0.5%+3d)/AC+(0.8%+5d)
® Current: AC/DC2m/20m/200m/20A DC#(0.8%+3d)/AC+(1%+5d)

® Resistance:200/2K/20K/200K/2M/20M/200MO +(0.8%+3dgt)

® Capacitance:2n/20n/200n/2u/200uF +(2.5%+20dgt)

® Dimensions: 190H*x88.5Wx27.5D/mm

Product No. Description

DM-2610 3 1/2 Digital Multimeter

® Voltage: DC200m/2/20/200/1000V AC200m/2/20/200/700V DC+(0.5%+3d)/AC+(1%+4d)
® Current: AC/DC2m/20m/200m/20A DC+(0.8%+4d)/AC+(0.8%+5d)

e Resistance:200/2K/20K/200K/2M/20M/200MQ +(0.8%+3dgt)

® Capacitance:20n/200n/2u//20u/200uF +2.5%

e Inductance:2m/20m/200m//2/20h £2.5%

e Temperature: -400C~10000C+(0.8%+4dgt)

e Frequency: 1Hz~10MHz+(0.8%+3dgt)

Part No. Product No. Description

29265

DM-2630 3 1/2 Digital Multimeter

Voltage: DC200m/2/20/200/1000V  AC2/20/200/700V  DC=%(0.1%+5d)/AC%(0.8%+25d)
e Current: AC/DC2m/20m/200m/20A, DC%(0.5%+4d)/AC%(1.5%+25d)

e Resistance:200/2K/20K/200K/2M/20M £(0.4%+5dgt)

® Capacitance:2n/20n/200n/2u/200uF +3.5%

* Frequency: 1Hz~200KHz+(1.5%+25dgt)

e Conductivity:0.1nS~100nS *(1%+30dgt)

® Dimensions: 190Hx88.5Wx27.5D/mm

Part No. Product No. Description

29266

DM-2650 3 1/2 Digital Multimeter

® \We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.
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Multimeters & Panel Meters

DM_Series Digital Multimeter Detailed product specifications are available on: us. 100y. com. tw

e DCV:0~2+0. 5%/20/200/600V+1. 5%

e ACV:0~200/600V+2. 5% e 0:0~200/2K/20K/200K/2M+1%/20M+3%
e DCA:0~2m/20m/200m/10A+2% e SIZE:126x70x26mm
!\ ! . Buzzer
Part No.  Product No.  Description Range Manual/Auto = Diode Y/N Frequency(Hz) Capacitance Auto Power off Y/N Batt. Test Yes/No Yes/No
2250 DM-3000 3 1/2 Digital Multimeter = Manual Yes No No No No Yes
Part No. Product No. Manufacturer Description
28983 DM-9023 LUTRON 3 1/2 Capacitance Meter
28997 DM-9092 LUTRON Digital Multimeter
Part Product Range Diode Auto Power off ~ Batt. Test Buzzer
D ipti Tr.(hFE B Hz) C ita
No.  No. ALY MahalAuto) gl SR YIN requency(lizh\papacitancel Yes/No Yes/No
3 1/2LCD Digital
2231 DM122 K 'gita Manual Resistance-2000M Yes Yes Yes No No Yes
Multimeter
3 1/2LCD Digital
2233 | DM124 K 'gia Manual Resistance-2000M Yes Yes Yes No No No
Multimeter
. |
\
3}
- DM8007 DM8020 DM8050
R: Diod Auto P ff B
Part No. Product No.  Description ange Tr.(hFE) e Frequency(Hz) Capacitance to Fower 2 Hgzer
Manual/Auto Y/N Y/N Yes/No
8282 DM132 3 1/2 Auto-Range Digital Multimeter Auto Yes Yes
2230 DM8007 3 1/2 LCR Digital Multimeter Manual Yes 20MHz 200uF Yes Yes
25839 DM8020 Digital Multimeter 0-1000 Y 4kHz/40kHz/400kHz/4000kHz 4nF/40nF/400nF/4uF/40uF Y Y
9271 DM8050 4 1/2TRUE RMS Digital Multimeter Manual Yes Yes Yes

APPA_MUltlmeterS and Accessorles Detailed product specifications are available on: us. 100y. com. tw

APPA_Series Digit Multimeters

Range Buzzer

Part No. Product No.  Manufacturer = Description Capacitance Auto power Y/N Diaode Y/N
Manual/Auto Yes/No
8576 APPA-101  APPA Auto-Range Digital Auto Yes 4nF 400nF 4UF ,40uF Yes Yes
Multimeter
e Display: 4 1/2 digit, 20000/4000 count e Frequency:Hz:20Hz ~ 1MHz
* Voltage:DCV :20mV ~ 1000V ACV:20mV ~ 750V ® Diode Test: 1.1mA 3.3V
® Current: DCA/ACA:20mA~ 10A ® Store Recall Function : UP to 1000 record
e Resistance: Ohms:200Q ~2GQ range ® Continuity Test: 2KHz Tone
Part No. Product No. Manufacturer Description Frequency(Hz) Capacitance Weight
51918 APPA-106 The Toughest Multimeters 4KHz ~ 400MHz 4nF ~ 40mF 620g
32249 APPA-107N APPA The Toughest Multimeters 20Hz ~ 1MHz 4nF ~ 40mF
®
TEL Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 58-31
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
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APPA_Series Digit Multimeters s

product specifications are available on: us. 100y. com. tw

Part No.  Product No. = Manufacturer  Description Range Manual/Auto  Buzzer Yes/No Auto power Y/N Batt.Test Y/N Diaode Y/N
7483 APPA-97 APPA Digital Multimeter ~ Auto Yes Yes No Yes

Replacement test lead for APPA 30/60/90/100/200 series, Hard tips Comfort-grip, safety-shrouded, right-angle plug, 48" (1.2m),
1000V, 10A, CAT III.

Part No. Product No. Manufacturer Description

26498 ATL-3 APPA APPA-101

CHY_MuItimeters and Accessories Detailed product specifications are available on: us. 100y. com. tw
CHY_Multimeter Series

Part No. Product No. Manufacturer Description Manual/Auto

20518 CHY-14 Chy 3 1/2 Digital Multimeter Auto-Range

* LCDdisplay 3 2 digits * Residual capacity adjust

® Easyto check components with a baseboard and alligator clips ® Fuse protected

® Ranges: 200 & 2000 pF /20y 200 nF /2,20, 200 & 2000 pF (9 scales) ® Alligator clips

e Testvoltage: 3,2 V max. ® Power source: 1 battery 9V 6F22 type
® Basicaccuracy: £(0,5% + 1 digito) * CE

e Low battery indicator ® Dimensions: 151 x 70 x 38 mm

e Overrange indicator

Part No. Product No. Manufacturer Description Manual/Auto Capacitance Auto power off
11118 CHY-15 Chy 3-1/2 Digital Capactiance Meter Manual 0.1pf-20mf NO

® Capacitance:0-2000p/20n/200n/2u/20uF+2% e DCA:0-2m/20m/200mA/10A+2%

® Frequency: 1Hz~15MHz+0. 1% e ACA:0-2m/20m/200mA/10A+2. 5%

® DCV:0~200m/2/20/200/600V+0. 5% e 0:0-200/2K/20K/200K/2000K/20M+1%

ACV:0-200m/2/20/200/600V+1. 5%

Part No. Product No. Manufacturer Description Manual/Auto Capacitance

20519 CHY-17 Chy 3 1/2 Digital Multimeter Auto 2000pF 20nF 200Nf 2F 20F

e DCV:0-320m/3.2/32/320/600V+1. 2% e ACA:0-320u/3.2m/32m/320m+2. 5%/10A+3%

e ACV:0-320m/3.2/32/320/600V+2% e 0:0-310/3. 1K/31K/310K/3. 1M/31M+1. 5%

e DCA:0-32u/3.2m/32m/320m+2%/10A+3% e SIZE:151(H) x70 (W) x38 (D) mm
Part No. Product No. Manufacturer Description Manual/Auto
20520 CHY-19 Chy 3200 Auto-Range Digital Multimeter Auto

e \oltage: DC400m/4/40/400/1000V AC 400m/4/40/400/750V DC#(0.5%+1dgt) AC+(1%+4dgt)
e Current:4m/400m/10A DC#(1%+1dgt) AC£(1.5%+4dgt)

o Capacitance:400/4K/40K/400K/4000K/40M+/4000MQ=(0.8%+2dgt)

o Capacitance:4n/40n/400n/4u/400uF

o Inductance:4m/40m/400m/4/40H+(5%+10dgt)

e Frequency: 1THz~4MHz£(0.1%+1dgt)

e SIZE:200Hx900Wx40D/mm

Part No. Product No. Manufacturer Description Manual/Auto Capacitance
20658 CHY-21 Chy LCR Logic Digital Multimeter Auto 4nF, 40nF, 400nF, 4uF, 400uF
®
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CHY_Multimeter Series

Detailed product

* DC Voltage: 0V~1000V
* AC Voltage:20mV~750V
e AC Current: 0A~10A

+(0.05% rdg + 4digit)
+(1.5% rdg + 10digit)

+(2.5% rdg + 10digit)

Part No. Product No.

CHY-23

Manufacturer

20521 Chy

e DC Current: 0A~10A
e Resistance:0Q~20MQ

Meters

specifications are available on: us. 100y. com. tw

+(2% rdg + 10digit)
+(2% rdg + 3digit)

Description

Digital Multimeter

e DC Voltage:200m/2/20/200/1000V  +(0.05%+4dgt)
e Input resistance: 10MQ

e AC Voltage:200m/2/20V

e Resistance:20/200/2K/20K/200K/2MQ
e SIZE:200H x 90W x 40D/mm

e Current: 200u/2m/20m/200m/10A DC(0.5%+10d)AC£(0.75%+10d)
+(0.2%+2dgt)/20MQ+(2% +3dgt)

Part No. Product No. Manufacturer Description
35297 CHY-23T Chy Digital Multimeter
Part No. Product No. Manufacturer Description Manual/Auto Capacitance
20522 CHY-26 Chy 3 1/2 Digital Multimeter Auto 200pF 2Nf 20nF 200nF 2F 200F

Voltage: DC430m/4.3/43/430/1000V AC430m/4.3/43/430/750V
Current:430u/43m/430m/10A DC+(0.5%+1dgt) AC+(1%+2dgt)
Resistance:430/4.3K/43K/430K/4300K /43MQ+(0.3%+3dgt)
Capacitance:4.3n/43n/430n/4.3u/430uF
Inductance:4.3m/43m/430m/4.3/43H £(5%+10dgt)
Frequency:0.1Hz~430KHz+(1%+3dgt)
Temperature:-20~1370°C+(2%+3dgt)

DC+(0.25%+1dgt)AC+(0.75%+2dgt)

Part No. Product No. Manufacturer Description Manual/Auto Capacitance Auto power off
39369 CHY-29 Chy Multimeter Auto-Range 4.3n/43n/430n/4.3u/430uF Yes
Part No. Product No. Manufacturer Description Capacitance Auto power off
20523  CHY-36A Chy CHY-Multimeter Series
20524 ' CHY-36B Chy CHY-Multimeter Series
20525  CHY-36C Chy Digital Multimeter No
¥ < ) 2nF, 20nF, 200nF,
CHY-36A 20526 = CHY-38 Chy Digital Multimeter 2UF. 20uF
CHY-36B CHY-36C uF, 20u

Resistance: 20/200/2K/20K/200K/2M/20MQ +( 0.5%+3dgt)

Test frequency: 120Hz/1KHz choice
SIZE:192H*91W*53D/mm

Part No. Product No. Manufacturer

29252 CHY-41R Chy

Capacitance:2000p/20n/200n/2000nF/20u/200u/2000u/20mF
Inductance:2000u/20m/200m/2000mH/20H/200H/2000H/20000H

Description

LCR Logic Digital Multimeter

e We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.
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C HY_M Ult' meter Ser' es Detailed product specifications are available on: us. 100y. com. tw
* DCV:0~400mV/4/40/400/600V+0. 25% ® 0:0~400/4K/40K/400K/4M/40M+0. 3%
e ACV:0~400mV/4/40/400/600V+0. 75% e Frequency:100HZ/1K/10K/100K/700KHZ+0. 05%
e DCA:0~4m/40m/400mA/10A+0. 5% e Capacitance: 0~40nf/40nf~20uf+2%/200uf+5%

o ACA:0~4m/40m/400mA/10A+1%

Part No. Product No. Manufacturer Description Manual/Auto Capacitance Auto power off
20532 CHY-42 Chy Auto-Range Multimeter Auto 4nF, 40nF, 400nF, 4uF, 40uF Yes

e DCV:0~320mV/3.2/32/320/600V+0. 3% e 0:0~310/3. 1K/31K/310K/3. 1M/31M+0. 4%

e ACV:0~320mV/3.2/32/320/600V+1% e Capacitance: 0~3. 2/32/320nF+2%

e DCA:0~320u/3.2m/32m/320m/+0. 5%/ 10A e Size: 151 (H) x70 (W) x38 (D) mm
e ACA:0~320uA/32mA+1. 5%/ 10A+2%

Part No. Product No. Manufacturer Description Capacitance

20533 CHY-47 Chy Auto-Range Multimeter 3.2nF, 32nF, 320nF, 3.2F, 32F
e DCV:0-200mV/2/20/200/600V+0. 35% e Temperature: -20°C~750°C+2~3% (Include temperature rate)
e ACV:0-200mV/600V+1% ® Frequency:0~15MHZ+0. 1%
® DCA:0-200u/20m/200m/10A+0. 5% * Capacitance:0~2n/200nF/20uF+2%

® 0:0-200/2K/20K/200K/2M/20M+0. 4%

Part No. Product No. Manufacturer Description Capacitance
20534 CHY-48C Chy Multimeter 2nF, 200nF, 20uF
® Operating environment:temp: 0~40°C, ralated humidity: <70% ® Size:19.2cm*9.1cm*5.25cm

® Storage environment:temp:-20°C ~60°C, ralated humidity<80% ® Weight:about 335g (include battery)
® Power:9V*1 (NEDA 1604, JIS 006P, IEC 6F22)

Part No. Product No. Manufacturer Description

38648 CHY-48R Chy CHY-48R Multilogger

Multimeter Series
Other Type Multimeters

Detailed product specifications are available on: us. 100y. com. tw

320 Series 61-320 ‘ 61-322 61-324
Range Based on accuracy

AC Voltage 400.0m/4.000/40.00/400.0/750V 0.9% 1.2% 1.2%
DC Voltage 400.0m/4.000/40.00/400.0/1000V 0.5% 0.5% 0.5%
AC Current 400.0u/4000u/40.00m/400mA -- 1.5% 1.5%
DC Current 400.0u/4000u/40.00m/400mA 1.0%* 1.0% 1.0%
Resistance 400.0/4.000k/40.00k/400.0k/4.000M/40.00MQ 0.7% 0.7% 0.7%
Capacitance 4.000n/40.00n/400.0n/4.000u/40.00u/400.0p4/4.000m/40.00mF 2.0% 2.0% 2.0%
Frequency 4.000k/40.00k/400.0k/4.000M/40.00MHz 0.01% 0.01% 0.01%

Part No. Product No. Manufacturer Description

48430 61-320 IDEAL IDEAL_Digital Multimeters

48432 61-322 IDEAL IDEAL_True RMS Digital Multimeters

48433 61-324 IDEAL IDEAL_True RMS Digital Multimeters

e We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.
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Other Type Multimeters

Multimeters & Panel Meters

Detailed product specifications are available on: us. 100y. com. tw

490 Series Specifications 61-494 61-495
RANGE & RESOLUTION BASIC ACCURACY
AC VOLTAGE 20.000m/200.00m/2.0000/20.000/200.00/750.0 V 0.7% 0.7%
DC VOLTAGE 20.000m/200.00m/2.0000/20.000/200.00/1000.0 V 0.06% 0.06%
AC CURRENT 20.000m/200.00m/2.0000/10.000 A 0.1% 0.1%
DC CURRENT 20.000m/200.00m/2.0000/10.000 A 0.3% 0.2%
RESISTANCE 200.00/2.0000k/20.000k/200.00k/ 2.0000M/20.000M/200.00M/2.0000G Q 0.6% 0.6%
LV RESISTANCE 2.0000k/20.000k/200.00k/2.0000M/20.000M/200.00M Q 0.3% 0.3%
CAPACITANCE 4.000n/40.00n/400.0n/4.000u/40.00pu/400.0u/4.000m/40.00mF 0.9% 0.9%
FREQUENCY 20.000/200.00/2.0000k/20.000k/200.00k/1.0000M Hz 0.01% 0.01%
DUTY FACTOR 20% - 80% 1.0% 1.0%
TEMPERATURE -150°F to 2200°F (-100°C TO 1200°C) 0.1% 0.1%
Part No. Product No. Manufacturer Description
48435 61-494 IDEAL IDEAL_Industrial-Grade Multimeters
48436 61-495 IDEAL IDEAL_ Industrial-Grade Multimeters
Features:

Part No.
36269

e Combination precision calibrator and True RMS DMM
e Multifunction Calibrator provides: current, voltage, and
frequency (square wave) sources

Constant current output for loads up to 500 ohms
Bipolar current (+25mA) and voltage (x1.5V, £15V output)

Wide range frequency source with adjustable pulse width]

and duty cycle

28 frequency ranges

Programmable memory with continuous ramp or step output
DMM functions: AC and DC voltage and current, AC and
DC voltage and current, AC+DC True RMS, resistance,

temperature, frequency, duty cycle, pulse width, diode test
and continuity beeper
Dual 40,000 count backlit LCD

Product No.

72-6665 TENMA 20

e Optical isolated RS-232 interface

e 1msec peak hold for glitch capture

Data Hold: MAX/MIN/AVG dynamic recording

e Dimensions: 1.5"(H) x 3.5"(W) x 7.6"(L)

Weight 2.73Ibs (12409)

e Includes testleads and clips, 9V battery, protective

L]

holster, 12V external battery source, carrying case and
owners manual
® Optional Accessories: 120VAC to 12V Adaptor Source (72-6666)
RS-232 Software and Cable (72-6667)
220VAC to 12V Adaptor Source (72-6668)
K-Type Transition Plug (72-6252)
K-Type Thermocouple (72-6253)

Description

00 DMM/CALIBRATOR, TRUE RMS

Part No. Product No. Manufacturer

45859

« Compact size, ideal for carrying General Specifications

» Large display for easy viewing Additional Functions

Auto hold, overvoltage and current warning

- Safe design allows measurement in | 2iSPlay

Digital display: 4300-count digital reading

Measuring Rate

Digital display: Approx. 2 times/sec

excess of 20 A (excluding 73204)
« Special model for voltage

Operating Temp.and Humid

ity| 0to 50°C; 80% RH or less at 0°C to 40°C, or 70% RH or less at 40°C to 50°C
(no condensation)

measurement (73204)

Storage Temp.and Humidity

-20°C to 60°C, 70 RH or less (no condensation)

. . Temperature Coefficient
« Simple auto hold function P

Add accuracy x 0.1/ °C to the basic accuracy at a temperature within 0°C to
18°C and 28°C to 50°C

» Capacitors can be checked Withstanding Voltage

3.7 kV AC for 1 minute(between input terminals and casing, for 73201,73202,
73203)5.55 kV AC for 1 minute (between input terminals and casing, for 73204)

(73202/73203)
Power Supply

Two AAA (LR03 or R03) dry cells

Battery Life

Approx. 600 hours (for continuous DC voltage measurement with alkaline cells)

Description Auto Power Off

The power is automatically turned off when no operation is made for approx.
20 minutes (can be disabled). N/Afor 73204

YOKOGAWA YOKOGAWA _73202 Digital Dimensions

74 (W) x 155 (H) x 31 (D) mm

Multimeter

Weight

Approx. 240 g (including batteries)

® Current:40m/400Ma DC#(2.2%+5dgt) AC*(2.8%+5dgt)
® Resistance:400/4K/40K/400K/4M/40MO +(1.2%+5dgt)

® Capacitance4n/40n/400n/4u/40u/400uF

e Frequency:5Hz~100K, Duty Cycle

® SIZE:176Hx104Wx46D/mm

® Voltage: DC:400m/4/40/400/600V AC:4/40/400/600V DC=(1.1%+3d)/AC£(1.6%+5d)

Part No. Product No. Manufacturer Description

29282 CD-800a SANWA SANWA _Digital Multimeter
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 58-35
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com



http://us.100y.com.tw/mainFrame.asp?mat3=58GA
http://us.100y.com.tw/
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/48435.htm
http://us.100y.com.tw/PNoInfo/48436.htm
http://us.100y.com.tw/PNoInfo/36269.htm
http://us.100y.com.tw/PNoInfo/45859.htm
http://us.100y.com.tw/PNoInfo/29282.htm
mailto:us_sale@100y.com.tw
mailto:100y-1@163.com

<« o g

Multimeters & Panel Meters

Other Ty pe Multimeters Detailed product specifications are available on: us. 100y. com. tw
Specifications:
Size 1 155 (L) x 74 (W) x 31 (H) mm ACV (0.001V ~600V) 4V /40V/400V/600V
DCV (0.1mV ~600V) 400mV /4V/40V/400V/600V
Weight : 240g DCA (0.1uA~ 20A) 400uA/4000uA/40mA/400mA/ 10A (max. 20A)
ACA (0.1uA~20A) 400uA/4000uA/40mA/400mA/ 10A (max. 20A)
Q(0. 10~40MQ) 400Q/4kQ/40KQ/400KQ/4MQ/40MQ
Capacitor (0.01nF ~ 200uF) 20nF /200nF / 2uF / 20uF / 200uF
Continuity check Yes
Diode test Yes
Overload indicator OL & Beep
Part No. Product No. Description Lo beTttery Indlgatan Yos
LCD Display 3 3/4 digit 4300 counts
17191 DE-2002 Digital Multimeter Sampling rate 2 times/sec.
Part No. Product No. Description
48357 DMM-93B DIGITAL MULTIMETER
20551 EZ-8 DIGITAL MULTIMETER
DMM-93B EZ-8
DC VOLTAGE DC CURRENT RESISTONCE

® Range :200Q ~200MQ 7 ranges

Range :200mV, 2V, 20V, 200V, 1000V e Range :2mA, 20mA, 200mA, 20A
e BestAccuracy : £(0.05%rdg + 3 digits) e BestAccuracy : £(0.5%rdg + 5 digits) ® BestAccuracy :+(0.3%rdg + 1 digit)

Input Impedance: 10MQ AC CURRENT (50Hz ~ 400Hz) CAPACITANCE
Range: 2nF, 20nF, 2pF, 20pF

® Range :20mA, 200mA, 20A

AC VOLTAGE (40Hz ~ 400Hz .
| e BestAccuracy : +(0.8%rdg + 10 digits) ~ ® BestAccuracy:£(3%rdg + 40digits)

Range :2V, 20V, 200V, 750V
® BestAccuracy :+(0.5%rdg + 10 digits) FREQUENCY TEMPERATURE('C)

Input Impedance : 2MQ e Range : 1Hz ~ 20kHz Range : -40°C~1000°C
e BestAccuracy: +(1.5%rdg + 5 digits) e BestAccuracy :+1% + 30

L]
°

Part No. Product No. Manufacturer Description

51734 GDM-451 GW Instek Hand-Held Digital Multimeter(1/2 LCD)

Basic tester with improved safety features Specifications
» Protected against transient voltages up DC Voltage range 0.3V (16.7 k-ohm/V), 3/12/30/120/300/600 V (20 k-ohm/V)

to 250 V AC, preventing electric shock Accuracy: £2.5 % f.s.

AC Voltage range 12V (9 k-ohm/V) Accuracy: +4 % f.s. 30/120/300/600 V (9 k-ohm/V)
. ; . Accuracy: +2.5 % f.s. Average rectifier effective value

* Drop proof design withstands dropping Resistance range 0 to 3 k-ohm ( center scale 30 ohm), Rx 1, Rx 10, Rx 100, R x 1k

accidents before they can happen

onto a concrete floor from a height of 1 Accuracy: +3 % of scale length
meter DC Currentrange 60 yA/30 m/300 mA (300 mV internal voltage drop)
. 430
- LED check function A Accuracy: £3 % L.s. ,
Other functions Battery check: 0.9to 1.8 V, load resistance 10 ohm Temperature: -20 to
* Temperature measurement support 150 °C (9021-01 Thermister Temperature Probe is necessary, sold separately)
(with optional probes) Safety considerations|Complies with EN61010-1:1992+A2:1995, EN61010-2-031:1994,
+ CE marking Installation Category Ill (anticipated transient overvoltage 6000 V),
Pollution Degree 2
Part No. Product No. Manufacturer ~ Description Power supply REBP(AA) x 2 batteries
Di i 5 74 in)W x 141 .55in)H 1.54in)D, 2 .
39613 HIOKI-3030-10 | HIOKI Analog HiTester Multimeter imensions, mass |95 mm(3.74in)W x 141 mm(5.55 in)H x 39 mm(1.54 in)D, 280 g (9.9 0z)
Part No. Product No. Manufacturer Description
50288 HIOKI-3246 HIOKI "HIOKI" _PENCIL HITESTER
e DCV:0~560m/5. 6/56/560/1000V+0. 35% e 0:0-560/5. 6K/56K/560K/5. 6M/56MQ+0. 5%
e ACV:0~560m/5.6/56/560/750V+1. 5% e Frequency:0~150/1500/15K/150K/400KHz+0. 02%
e DCA:0~56u/560u/5600u/56m/560mA/10A+1. 5% e SIZE:167 (H) x76 (W) x33 (D) mm

o ACA:0~56u/560u/5600u/56m/560mA/10A+2. 5%

Part No. Product No. Manufacturer Description
12129 HIOKI-3256 HIOKI Digital Multimeter
®
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Other Type Multimeters Detailed product specifications are available on: us. 100y. com. tw

e Voltage: DCV:200mV/2000mV/20V/200V/1000V ~ ACV:200V/750V
e Current: DCA:200pA/2000pA/20mA/200mA/10A
® Resistance: Ohms:200/2000/20K/200K/2000KQ

Part No. Product No. Description
14837 MT-903B Digital Multimeter
Part No. Product No. Manufacturer Description
41299 PC20 SANWA Sanwa_Digital Multimeter
41303 PC500 SANWA SANWA_multimeter
41308 PC5000 SANWA SANWA_TRUE RMS Digital Multimeter
41305 PC510 SANWA SANWA_Digital Multimeter

BRYMEN_Multimeters and Accessories
BRYMEN_BM85O 5-4/5d Detailed product specifications are available on: us. 100y. com. t

Professional Multimeter Series

Part No. Product No. Manufacturer Description Manual/Auto Capacitance Auto power off
15713 BM-857 BRYMEN BRYMEN_ Digital Multimeter AUTO 10pF to 9999F YES

15712 BM-859CF BRYMEN BRYMEN_ Digital Multimeter AUTO 10pF to 9999F YES

Part No. Product No. Manufacturer Description

16789 BR-859X BRYMEN "BRYMEN" For BM850 Series Cable

BRYMEN_BM510 3-4/54 Mobil-Logger (e e ey gy

Professional Multimeter Series

® Temperature measurement: -50°C to 1000°C 0. 3%+3d ® DC Voltage:0. 01mV to 1000V 0. 06%+2d True RMS
e Capacitance: 10pF to 9999uF 0. 8% +3d e AC Voltage:0. 01mV to 1000V 0. 5%+3d
e Frequency:5Hz to 125KHz 0. 01%+2d e DC Current: 0. 1pA to 10A 0. 2%+4d
e Resistance: 0. 01Qto 50MQ 0. 1%+2d e AC Current:0. 1pyA to 10A 0. 6%+3d True RMS
Part No. Product No. Manufacturer Description Manual/Auto Capacitance Auto power off
15686 BM-515 BRYMEN BRYMEN_ Digital Multimeter/Datalogger 3 4/5 Auto 10pF TO 9999F YES

BRYMEN_BM®810 3-4/5d

Professional Multimeter Series

BM-812 BM-815
* Temperature measurement: -50°C to 1000°C 0. 3%+3d
e Capacitance: 10pF to 9999uF 0. 8% +3d
e Frequency:5Hz to 125KHz 0. 01%+2d
e Resistance:0. 01Qto 50MQ 0. 1%+2d
* DC Voltage:0. 01mV to 1000V 0. 06%+2d
e AC Voltage:0. 01mV to 1000V True RMS 0. 5%+3d (BM-811, BM-815: AVE)
e DC Current: 0. 1pA to 10A 0. 2%+4d
BM-817
e AC Current: 0. 1pA to 10A True RMS 0. 6%+3d (BM-811, BM-815: AVE)
Part No. = Product No. ~ Manufacturer  Description Manual/Auto  Capacitance Auto power off
15711 BM-812 BRYMEN BRYMEN_ 3 4/5 5000 Count Digital Multimeter Auto 10pF to 9999F Yes
23791 BM-815 BRYMEN BRYMEN_3-4/5D Professional Multimeter + RS232PC Interface Auto 10pF to 9999F Yes
15200 BM-817 BRYMEN BRYMEN_Digital 3-4/5d Professional Multimeter Auto 10pF to 9999F  Yes
®
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BRYMEN_ BM810 3-4/5d
Professional Multimeter Series

Part No. Product No.

16409 BR-81X

Detailed product specifications are available on:

Manufacturer Description

BRYMEN BRYMEEN- BM810 Series Software+Cable

us. 100y. com. tw

BRYMEN_ BM800 3-3/4d Practical
Industrial Multimeter Series

e DC/AC Voltage:0. 1mV to 1000V
e DC/AC Current:0. 1pA to 20A
e Resistance: 0. 1Q to 40MQ

Part No. Product No. Manufacturer

15685 BM-807 BRYMEN

Description

BRYMEN_ 3 3/4 4000 Digital Multimeter

Detailed product specifications are available on:

® Frequency:5Hz to 1MHz
e Capacitance: 100pF to 3000uF

Manual/Auto

AUTO 10pF-3000F

Capacitance

us. 100y. com. tw

Auto power off

NO

BRYMEN_BM200 3'2/3d Practical Detailed product specifications are available on: us. 100y. com. tw

Industrial Multimeter Series

BM-201 BM-202
BR-20X
Part No. Product No. Manufacturer Description Manual/Auto Capacitance
15714 BM-201 BRYMEN AUTO 1pF TO 25F
15715 BM-202 BRYMEN BRYMEN_ 3-2/3d Practical Industrial Multimeter Series AUTO 1pF TO 25F
20650 BR-20X Software and CABLE

Auto power off

YES
YES

KILTER Mulimeters and Accessories

KILTER_Capacitance Meter

Part No. Product No. Manufacturer Description Auto power off Manual/Auto
48700 KILTER119 KILTER Multimeter Y AUTO
Part No. Product No. Manufacturer = Description Capacitance Auto power off Manual/Auto
42168  KILTER270 KILTER Capacitiance Meter 200nF N Manul
42289  KILTER280 KILTER Capacitiance Meter N Auto
KILTER270 KILTER280
SPECIFICATIONS
® Max Display:1999 Count e Holster Size:77mm*44mm*160mm
® Over Range: "1" Is Displayed e Safety:10mO Input Impedance
e |gLCD Size:20mm*45mm e Battery Life:300Hours
® Big Character Size: 8mm*17mm ® Power:9V
e Single Meter Size:70mm*35mm*150mm
Part No. Product No. Manufacturer Description Capacitance Auto power off Manual/Auto
18632 KILTER357 KILTER Capacitiance Meter 20mF Y Manul
®
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K”—TER_SerieS D|g|t MUItimeterS Detailed product specifications are available on: us. 100y. com. tw

SPECIFICATIONS:

Max Display:1999 Count automatic polarity detect Holster size:77mm*44mm*160mm

big ICD size:20mm*45mm safety:10mO Input Impedance

big character size: 8mm*17mm Battery Life:200Hours

single meter size:70mm*35mm*150mm Power:9V
Part No.  Product No. = Manufacturer = Description = hFE Diodes test ~ Auto power off Y/N  Battery test Y/N Short-circuits Y/N Manual/Auto
18626 KILTER249  KILTER Multimeter = 0-1000 N N Y N Manul

SPECIFICATIONS

Max Display:1999 Count Single Meter Size:70mm*35mm*150mm
Automatic Polarity Detect Holster Size:77mm*44mm*160mm
Over Range: "1" Is Displayed Safety:10mO Input Impedance

Big LCD Size:20mm*45mm Battery Life:200Hours

Big Character Size: 8mm*17mm Power:9V

Part No.  Product No. Manufacturer Description Diodes test = Auto power off Y/N Battery test Y/N Short-circuits YN =~ Temp.test Y/N Manual/Auto
18625 KILTER259 = KILTER Multimeter Y N Y Y- N Manul

SPECIFICATIONS:

Max Display:1999 Count Single Meter Size:70mm*35mm*150mm
Automatic Polarity Detect Holster Size:77mm*44mm*160mm
Over Range: "1" Is Displayed Safety:10mO Input Impedance

Big LCD Size:20mm*45mm Battery Life:200Hours

Big Character Size: 8mm*17mm Power:9V

Part No. Product No. Manufacturer  Description hFE Diodes test = Battery test Y/N = Short-circuits Y/N Temp.test Y/N =~ Memory Y/N  Manual/Auto
11619  KILTER269 = KILTER Multimeter | 0-1000 @ Y N Y N N Manul

SPECIFICATIONS:

Max Display:1999 Count Single Meter Size:70mm*35mm*150mm

Automatic Polarity Detect Holster Size:77mm*44mm*160mm

Over Range: "1" Is Displayed Safety:10mO Input Impedance

Big LCD Size:20mm*45mm Battery Life:200Hours

Big Character Size: 8mm*17mm Power:9V
::t Z::duct Manufacturer  Description = hFE Diodes test ~ Capacitance gzt\c;/zower Zastttt\e(r/);\‘ \S(;\T G5 zlet\rln o \'\:I/T\lmory ManuRAte
18633 KILTER275 KILTER capacitiance , 1500 v 20uF N N Y N N Manul

Meter

Part No. Product No. Manufacturer Description Diodes test Frequency range = Auto power off Y/N Short-circuits Y/N =~ Temp.test Y/N = Manual/Auto
42290 KILTER325 KILTER Multimeter Y 4.1KHz Y Y N Auto

SPECIFICATIONS:

Current: AC/DC Max 10A Single Meter Size:70mm*35mm*150mm
Max Display:3200 Count Holster Size:77mm*44mm*160mm
Automatic Polarity Detect Safety:10mO Input Impedance

Over Range: "OL" Is Displayed Battery Life:500Hours

Big LCD Size:16mm*48mm Power:9V

Big Character Size: 5mm*11mm

Part No. Product No. = Manufacturer Description Diodes test Auto power off Y/N Battery test Y/N Short-circuits YN  Memory Y/N = Manual/Auto
18623 | KILTER326 @ KILTER Multimeter Yes Y N Y Y Auto

e We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.

@© Taiwan:886-3-5753170 Centenary Materials
Shanghai: 021-54151736 Shenzhen:0755-83298787

TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 58-39
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com

<« - e 4


http://us.100y.com.tw/mainFrame.asp?mat3=58GB3A
http://us.100y.com.tw/PNoInfo/18626.htm
http://us.100y.com.tw/PNoInfo/18625.htm
http://us.100y.com.tw/PNoInfo/11619.htm
http://us.100y.com.tw/PNoInfo/18633.htm
http://us.100y.com.tw/PNoInfo/42290.htm
http://us.100y.com.tw/PNoInfo/18623.htm
http://us.100y.com.tw/
mailto:us_sale@100y.com.tw
mailto:100y-1@163.com

<« [Noxt 2
Multimeters & Panel Meters

K”—TER_SerieS D|g|t MUItimeterS Detailed product specifications are available on: us. 100y. com. tw

SPECIFICATIONS:

Current: AC/DC Max 10A Single Meter Size:70mm*35mm*150mm

Max Display:4000 Count Holster Size:77mm*44mm*160mm

Automatic Polarity Detect Safety:10mO Input Impedance

Over Range: "OL" Is Displayed Battery Life:500Hours

Big LCD Size:16mm*48mm Power:9V

Big Character Size: 5mm*11mm
Part No. Product No. Manufacturer = Description Diodes test = Frequency range Auto power off Y/N = Short-circuits Y/N Manual/Auto
18628 KILTER335 KILTER Multimeter Y 5Hz~5MHz Y Y Auto

SPECIFICATIONS:

Current: AC/DC Max 10A Single Meter Size:70mm*35mm*150mm
Max Display:4000 Count Holster Size:77mm*44mm*160mm
Automatic Polarity Detect Safety:10mO Input Impedance

Over Range: "OL" Is Displayed Battery Life:500Hours

Big LCD Size:16mm*48mm Power:9V

Big Character Size: 5mm*11mm

Diod E Aut Short-circuit T test
Part No. Product No. = Manufacturer Description  hFE 1eges requency Capacitance 5 I Pover e omp.{es Manual/Auto
test range off Y/N Y/N Y/N
18627 | KILTER345 @ KILTER Multimeter 0-1000 Y 5Hz~5MHz 50nF~100uF Y Y N Auto
KILTER355 KILTER365 KILTER370
KILTER360
Part - Diodes X Auto power  Battery test Short-circuits =~ Temp.test Memory
P No. Manuf: Di hFE Fi M I/A
No. roduct No anufacturer Description test requency range Capacitance off YIN YIN YIN YIN YIN anual/Auto
42292 | KILTER355 = KILTER Multimeter 0-1000 Y 9.905H2PO0.9KHz | PoUlce00nF Y Y N Auto
~5MHz ~100uF
50286 @ KILTER360 @ KILTER Multimeter  0-1000 Y N Y N N Manul
50287 @ KILTER365 @ KILTER Multimeter  0-1000 Y N Y N N Manul
27356 @ KILTER370 @ KILTER Multimeter No No No N N
SPECIFICATIONS:
Current: AC/DC Max 10A Dimension:186mm*88mm*40mm
Max Display:4000 Count Safety:10mO Input Impedance
Automatic Polarity Detect Battery Life:500Hours
Over Range: "OL" Is Displayed Power:9V

Big LCD Size:60mm*73mm

Part No.  Product No. Manufacturer ~ Description  Diodes test = Frequency range = Auto power off Y/N Short-circuits YN Memory Y/N = Manual/Auto
18629 KILTER767 KILTER Multimeter Y 5MHz \ Y Y Auto

SPECIFICATIONS:
Current: AC/DC Max 10A
Max Display:4000 Count
Automatic Polarity Detect

Dimension:186mm*88mm*40mm
Safety:10mO Input Impedance

Battery Life:500Hours
Over Range: "OL" Is Displayed

) d Power:9V
Big LCD Size:60mm*73mm
Part No. Product No. Manufacturer Description
18630 KILTER787 KILTER Multimeter

e We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.
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Multimeter

KILTER_Pocket Sized Multimeters

SPECIFICATIONS:

Max Display:1999 Count

Big LCD Size:16mm*48mm

Big Character Size:6.5mm*14mm
Single Meter Size:60mm*110mm*12mm

Part No.

s & Panel Meters

Detailed product specifications are available on: us. 100y. com. tw

Carrying Case Size:80mm*114mm*16mm
Power:LR44*2PCS

Battery Life:200hours

Safety:10mO Input Impedance

Product No. =~ Manufacturer Description Diode Y/N Batt. Test Yes/No Buzzer Yes/No = Auto off Yes/No  Range Manual/Auto
11617 KILTER128 = KILTER Multimeter Yes No Yes No Auto
Part No. Product No.  Manufacturer  Description Diode Y/N Batt. Test Yes/No Buzzer Yes/No  Auto off Yes/No Range Manual/Auto
42161 KILTER159 | KILTER Multimeter Yes Yes Yes Yes Auto
SPECIFICATIONS:
Max Display:3200 Count Single Meter Size:60mm*110mm*12mm
Over Range: "OL" Is Displayed Carrying Case Size:80mm*114mm*16mm
Big LCD Size:16mm*48mm Power:LR44*2PCS
Big Character Size: 5mm*11mm Safety:10mO Input Impedance
Part No. Product No. Manufacturer ~ Description Diode Y/N = Batt. Test Yes/No Buzzer Yes/No  Auto off Yes/No Range Manual/Auto
11623 KILTER168 KILTER Multimeter Yes Yes Yes Yes Auto
Part No. Product No. Manufacturer ~ Description Diode Y/N Batt. Test Yes/No Buzzer Yes/No  Auto off Yes/No Range Manual/Auto
42163 KILTER169 KILTER Multimeter Yes Yes Yes Yes Auto

(ACV) MAX:750V
(DCA) MAX 4A

(DCV) MAX:750V
(Q)MAX:40MQ

(ACmA) 400mA (DCmA) 400mA (ACA) MAX 4A

Range
Part No.  Product No. = Manufacturer = Description  Diode Y/N = Frequency(Hz)  Batt. Test Yes/No Buzzer Yes/No = Auto off Yes/No MangaI/A -
ual/Au
45246 KILTER179 | KILTER Multimeter  Yes No No Yes YN Auto
Part No. Product No. Manufacturer = Description Diode Y/N  Batt. Test Yes/No Buzzer Yes/No  Auto off Yes/No  Range Manual/Auto
42165 KILTER189 KILTER Multimeter Yes Yes Yes Yes Auto

SPECIFICATIONS:

Current: AC/DC Max 400mA
Max Display:4000 Count

Over Range: "OL" Is Displayed
Big LCD Size:16mm*48mm

Big Character Size: 5mm*11mm

Single Meter Size:60mm*110mm*12mm
Carrying Case Size:80mm*114mm*16mm
Power:LR44*2PCS

Safety:10mO Input Impedance

Part No. Product No.

KILTER199

Manufacturer

KILTER

Description Diode Y/N Frequency(Hz)

5MHz

Batt. Test Yes/No = Buzzer Yes/No Auto off Yes/No

Y/N

Range Manual/Auto

27354 Multimeter Yes No Yes Auto

e \We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.
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Multimeters & Panel Meters

Digital Bench Meters

Benchtop Digital Multimeter

Detailed product specifications are available on: us. 100y. com. tw

DC VOLTAGE MEASUREMENT

Range

+199.9mV, £1.999V, £19.99V, £199.9V, £1200V, 5 Ranges

Accuracy

+(0.1% + 1d)

Input Impedance

10MW

AC VOLTAGE MEASUREMENT (AC or AC + DC TrueRMS)

Range +199.9mV, £1.999V, +19.99V, +199.9V, +1000V, 5 Ranges
199.9mV ~ 199.9V 4 Ranges 45Hz~ 2KHz +(0.5%+1d),
Accuracy 2KHz~ 10KHZ +(1%+1d), 10KHz~ 20KHZz +(2%+1d),

20KHz~ 50KHz~ 50KHz +(5%+2d), 1000V Range 45Hz-1KHz +(0.5%+2d)

Input Impedance

10MW // 100Pf

DC CURRENT MEASUREMENT
Range +199.9mA, +1.999mA, £19.99mA, +199.9mA, £1999mA, +19.99A, 6 Ranges
Accuracy 199.9mA ~ 199.9mA 4 Ranges #(0.2%+1d),
1999mA ~ 19.99A 2 Ranges +(0.3%+1d),
Protection 2A 250V DC or RMS [Fuse Protected] for 199.9m A~ 1999mA

AC CURRENT MEASUREMEN

T (AC orAC+DC TrueRMS)

Range

199.9mA, 1.999mA, 19.99mA, 199.9mA, 1999mA, 19.99A, 6 Ranges

199.9mV ~ 199.9mA 4 Ranges 45Hz~ 2KHz +(0.5%+1d),

Accuracy 2KHz~ 10KHz +(1%+1d), 10KHz~ 20KHz +(2%+1d),
1999mA ~ 19.99A 2 Range 45Hz~ 2KHz +(0.5%+1d)

Protection 2A 250V DC or RMS [Fuse Protected] for 199.9mA ~ 1999mA

OHM MEASUREMENT

Range 199.90hm, 1.999KOhm, 19.99KOhm 199.9KOhm
1.999MOhm , 19.99MOhm , 6 Ranges

Accuracy 199.90hm range +(0.1% +1d)
1.999KOhm ~ 1.999MOhm 4 Ranges +(0.1% +1d)
19.99MOhm Range +(0.25% +2d)

DIODE TEST YES

GENERAL

Display 0.5", 3 1/2 Digits Green LED Display

Power Source

ACV 115V/230V, £10%, 60Hz/50Hz

Dimension 10.3"(W)x 3.3"(H)x 10.2"(D)
Part No. Product No. Manufacturer Description
38417 1320 TOPWARD Topward 1320 3 1/2 Digit Digital Multimeter
DC VOLTAGE MEASUREMENT
'"Jl_“ Range £199.9mV, £1.999V, +19.99V, £199.9V, +1200V, 5 Ranges
\ 1 °
LA T (R Accuracy +(0.03% + 4d)

Input Impedance

10MW

AC VOLTAGE MEASUREMENT (AC or AC + DC TrueRMS)

Range £199.9mV, £1.999V, £19.99V, +199.9V, +1000V, 5 Ranges
199.9mV ~ 199.9V 4 Ranges 45Hz~ 2KHz +(0.5%+1d),
Accuracy 2KHz~ 10KHz +(1%+1d), 10KHz~ 20KHZz #(2%+1d),

20KHz~ 50KHz~ 50KHz +(5%+3d), 1000V Range 45Hz-1KHz £(0.5%+15d)

Input Impedance

10MW // 100Pf

DC CURRENT MEASUREMEN

T

£199.99mA, £1.9999mA, £19.999mA, £199.99mA, £1999. 9mA, £19.999A,

Range
6 Ranges
199.99mA ~ 199.99mA 4 Ranges #(0.2%+1d),
Accuracy
1999. 9mA ~ 19.999A 2 Ranges #(0.3%+1d),
Protection 2A 250V DC or RMS [Fuse Protected] for 199.99m A~ 1999. 9mA

AC CURRENT MEASUREMEN

T(AC orAC+DC TrueRMS)

Range 199.99mA, 1.9999mA, 19.999mA, 199.99mA, 1999. 9mA, 19.999A, 6 Ranges
199.99mV ~ 199.99mA 4 Ranges 45Hz~ 2KHz +(0.5%+15d),
Accuracy 2KHz~ 10KHz £(1%+15d), 10KHz~ 20KHz £(2%+15d),
1999. 9mA ~ 19.999A 2 Range 45Hz~ 2KHz +(0.5%+15d)
Protection 2A 250V DC or RMS [Fuse Protected] for 199.99mA ~ 1999. 9mA
®
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Multimeters & Panel Meters

Benchtop Digital Multimeter

Detailed product specifications are available on: us. 100y. com. tw

OHM MEASUREMENT

: T,,-.(l}‘ Range 199.990hm, 1.9999KOhm, 19.999KOhm 199.99KOhm,
‘«.‘\H’mﬂ.ﬂ 1.9999MOhm , 19.999MOhm , 6 Ranges

Accuracy 199.990hm range £(0.1% +4d)
1.9999KOhm ~ 1.9999MOhm 4 Ranges +(0.1% +2d)
19.999MOhm Range +(0.25% +2d)

DIODE TEST YES

GENERAL

Display 0.5", 4 1/2 Digits Green LED Display

Power Source ACV 115V/230V, £10%, 60Hz/50Hz

Dimension 10.3"(W) x 3.3"(H) x 10.2"(D)

Gross Weight 3. 3lbs

Accessories ACS-0. 18%1, Operation Manual *1

Part No. Product No. Manufacturer

38418 1330 TOPWARD

Description

Topward 1330 3 1/2 Digit Digital Multimeter

Meet IEC-1010-1 safety requirements
PTICCTE % And
\1-_ ¥ d.l_ﬂl

Yl
wwt

Part No. Product No. Manufacturer Description
44070 8150 TOPWARD 8100 SERIES DIGITAL FUNCTION GENERATOR/COUNTER

(X N

.o &

\es T y -
e AL v Part No. Product No. Manufacturer Description
ESCORT 3146A 48414 ESCORT-3146A ESCORT ESCORT_Digital Bench Ture RMS Meter
T P
FEATURES

* GDM-8255: 199999 Counts Display
GDM-8251: 120000 Counts Display
VFD Dual Color Display
Auto/Manual Ranging

2/4 Wire Resistance Measurement

Temperature Measurement

True RMS (AC,AC+DC)

Selectable Measurement Rate

Frequency Measurement

Max./Min., REL, dBm, Compare, Math, Store, Recall, dB
16-Channel Scanner Card (Option)

Part No. Product No. Manufacturer Description Weight
51939 GDM-8251 GW Instek 120000 Count Dual Display Digital Multimeter 2.6kg/pc
51938 GDM-8255 GW Instek 199999 Count Dual Display Digital Multimeter 2.6kg/pc
o &5 e VOLTAGE:DC400m/4/40/400/600V AC4/40/400/600 DC=(0.3%+3dgt) AC+(0.5%+3dgt)
.\;\“ - 5 q}r e CURRENT:400u/4000u/40m/400m/10A DC=(0.8%+3dgt) AC+(0.8%+3dgt)
N &

RESISTANCE:400/4K/40K/400K/4M Q

FREQUENCY: 1Hz~40MHz +(0.3%+3d)
RPM: 10~400M +0.3%+3dgt

CAPACITANCE :4n/40n/400n/4u/40u/400uF

+ (0.5+3gt) /40M Q + (1.5%+3dgt)
+ (1%+3dgt) /4m/40m + (5% +3dgt)

Part No. Product No. Description
49604 HL-601 Digital Meter
Part No. Product No. Manufacturer Description
49966 TM-87 TENMARS "TENMARS" _TM-87 Autoranging True RMS Multimeter

® We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.
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Multimeters & Panel Meters

Benchtop Digital Multimeter Detailed product specifications are available on: us. 100y. com. tw
e DCV:200m/2/20/200/1000V 0.05% ® RESISTANCE:200/2K/20K/200K/2M/20MQ+0.1%
e ACV:200m/2/20/200/750V 0.8% e CAPACITANCE: 2n/2u/200uF 3.5%+20dgt
e DCA:20m/200m/2A/20A0.3% e FREQUENCY:20KH /200KHz 1.5%
e ACA:200m/2A/20A0.8% e SIZE:100H x 270W x 215Dmm
Part No. Product No. Description
20552 VC-8045 Digital Bench Ture RMS Meter

Anatoy Eiginter Multimeters
SANWA_Series Analog Multimeters

General Specifications

Display: Analog Display. Fuse: 5x20mm 250V/500mA Fast Acting

Dimensions: 120 (H) x85 (W) x30 (D) mm.
Operating temperature and humidity: 5°Cto 40°C, max. 75%R. H. Weight: Approx. 150g (including battery and test leads)

Switching range: Manual Operation.

Power source: IEC R03 Single 1.5Volt AAA size battery Packing: Complete with Operation Manual
Part No. Product No. Manufacturer Description
11241 AP-31 SANWA SAMWA_Analog Multimeter

General Information Standard Accessories Included

® High internal resistance ® Testlead (TL-61G) x 1set

® Auto-range function e Spare fuse (0.3A/250V - 20mm) x 1

* A i larity fi i
utomatic polarity function Optional Accessories
e Auto zero ohm adjustment « High voltage probe (HV-50)
e Auto power off
P ® Carrying case (C-SP)
e Inner battery check range
v 9 e For more information about accessories

e Series condenser built in circuit

Part No. Product No. Manufacturer Description

36418 AU-31 SANWA SANWA_multitester

FEATURES
e Auto-range function (V & Ohm)

I\.;.‘!\ e AC/DC auto-switching function

. e Highinternal resistance of 10M ohm for highly accurate measurement.
e Manual range selection is available by pressing the range hold button.
e Ohm measurement can be made without adjusting the 0 ohm adjuster.

e [nternal battery checking function.

Part No. Product No. Manufacturer Description

11859 AU-32 SANWA SAMWA_Analog Multimeter

Features
e This testeris based on the revised standard JIS C1302-1994 Insulationresistance testers.
e Itis equipped with the discharge function.

o Itis equipped with the MQ (insulation resistance) measuring switchthat enables both one-shot and continuous

measurement.
FARU-F(E) TRIU-F W

o Itcan measure DC voltage and AC voltage.

FAFEY

Part No. Product No. Manufacturer Description

39279 DM1528S SANWA SANWA_multitester

Far
F3 kY= K21

® We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.
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Multimeters & Panel Meters

available on: us. 100y. com. tw

SANWA_Series Analog Multimeters [ R .

Part No. Product No. Manufacturer Description
36212 SP21 SANWA SANWA_MULTITESTER
Feature
Taut Band meter for high sensitivity, High DC voltage measurement with optional HV probe
stabilized indication and drop shockproof hFE measurement with optional HFE probe
Attachment body cover equipped for meter panel Test Lead compartment equipped for storage.
protection and stand. Gold plated test pin for accurate measurement
Measurement high resistance up to 200M ohm with Direct connected test leads to avoid loss
low voltage IEC1010-1 CAT 11 1000 DCV / 750ACV, CATIII 600V Max.CE Marking

Null meter £5/+25in DCV

Capacitance, dB, Li measurement
General Specification

Drop shock proof Taut-band structure is adopted in the meter section. The meter section is designed to withstand shock.
Circuit protection The circuit protected by fuse even when voltage of up to AC 230V is impressed on each range for 5 seconds.
Internal battery R6(IEC) or UM-3 1.5VX2
Internal fuse 0. 5A/250V 5. 2mm dia X20mm
Standard calibration temperature and humidity range 23+2°C 45~75% RH
Operating temperature and humidity range 0~40°C 80% RH max. no condensation
Withstand voltage 3kV AC (1 min.) between input terminal and case
Dimensions and weight 159.5X129X41. 5mm / approx. 320g
Accessories One copy of instruction manual, hand strap
Part No. Product No. Manufacturer Description Buzzer Yes/No = Dim. Size Frequency Temp. Yes/No Tr.(hFE)
2252 YX-360TRF = SANWA Sanwa_22-Ch. Rotary Switch Various Measurement Meter No 160H*129W*41.5D = No No 0-1000

brother_ Serles Analog MUItlmeterS Detailed product specifications are available on: us. 100y. com. tw

e DC Voltage:0.5/2.5/10/50/250V/1000VDC+3% F. S(20KQ/V) e Resistance:2K/20K/200K/2M/20MQ +3% All calibration

e AC Voltage:10/50/250/1000VAC 4% F. S (8KQ/V) e dB:-10dB~+22dB (AC10V)

e DC Current:50u/2. 5m/25m/250m ADC+3% F. S e SIZE:148Hx99Wx41D/mm

Part No. Product No. Description Buzzer Yes/No Dim. Size Temp. Yes/No Tr.(hFE)
2251 YH-370A Multimeter No 147(H)*97(W)*36(D)mm No 0~100*10

Other Type AnalOg Multimeters ree® product specifications are available on: us. 100y. com. tw

® DC Voltage:0.3/3/12/30/120/300/600V
® AC Voltage: 12/30/120/300/600V
e DC Current: 60pA/30/300mA

Part No. Product No. Description Buzzer Yes/No Dim. Size Temp. Yes/No
44995 1110 KYORITSU A Multimeter+Buzzer Y 94*140*39MM Y

® DC Voltage:15/150/1000VDC +3% F. S(2KQ/V) ® Resistance: 100KQ+3% All calibration

® AC Votage:15/150/1000VAC 4% F. S (2KQ/V) ® SIZE:98Hx64Wx32D/mm

® DC Current:150mADC %3% F. S

Part No. Product No. Description
39816 HA-200 Multimeter+Buzzer

® DC Voltage:0.3/3/12/30/120/300V/1000VDC 3% F.S (20KQ/V) ® Resistance: 2K /20 K/200K/2M/20MQ 3% All calibration

® AC Voltage: 6/30/120/300/1200VAC 4% F.S (9KQ/V) ® dB:-10dB ~+17dB (AC6V)
e DC Current:60u/3m/30m/300mA/12ADC 3% F.S e SIZE:150H x 102W x 40Dmm
Part No. Product No. Description Buzzer Yes/No Tr.(hFE)
20549 HA-303 Multimeter Yes 3%
®
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Multimeters & Panel Meters

Other Type Analog Multimeters [ ATy PP

’_,._—'..\ * DC Voltage:0.1/0.5/2.5/10/50/250V/1000VDC +3% F.S (20KQ/V) e Resistance: 2K/20K/200K/2M/20MQ +3% All calibration
I/

e r ® AC Voltage: 10/50/250/1000VAC +4% F.S (9KQ/V) ® SIZE:150H’102W’40D/mm

® DC Voltage:50u/2.5m/25m/250mADC +3% F.S

Part No. Product No.

20547 HA-360

e DC Voltage:0.1/0.5/2.5/10/50/250V/1000VDC 3% F.S (20KQ/V)
e AC Voltage:10/50/250/1000VAC 4% F.S (9KQ/V)

e DC Current:50u/2.5m/25m/250m/10ADC 3% F.S

e Resistance: 2K /20K /200K /2M/20M 3% All calibration

e SIZE:150H x 102W x 40Dmm

Part No. Product No.

20548 HA-380
® DCV:0~0.25/2.5/10/50/250/500V+3% f. s (W9) e DCA:0-0.25m/25m/500mA+3%f. s
® DCV:0~0.3/3/12/30/300/1000V+3% f. s (P-7) e 0:0-5K/500KQ+3%
® ACV:0~10/50/250/500V +4% f.s(W-9) e SIZE:100(H) x68 (W) x31(D) mm

® ACV:0~30/120/300/1000V +4% f. s(P-7)

Part No. Product No. Description
6290 W-9 Multimeter+Buzzer
ACCG_ ssories and Ada pto s Detailed product specifications are available on: us. 100y. com. tw
Multi-Meter Test Probes
7 ) = z = f Part No. Product No. Description
8347 0141 Multimeter Test Probe
11845 0150 Multimeter Test Probe
1008-B 1011-B R
1008-R 1011-R
Part No. Product No. Description
10339 1008-B Multimeter Test Probe
10338 1008-R Multimeter Test Probe
7691 1010-B Multimeter Test Probe
7690 1010-R Multimeter Test Probe
8791 1011-B Multimeter Test Probe
8792 1011-R Multimeter Test Probe

® Type-Kthermocouple with standard banana jack
® Convenient one piece construction

® Compatible with DMMs with temperature measurement functions

e Measurementrange: -40 to 260°C

Part No. Product No. Manufacturer Description

12972 80BK FLUKE FLUKE_Multimeter Test Probe

A“ ® One pair(red, black) of nickel plated clips
” ® Profile narrows to 5. 6 mm at tip, hook opening at front, 2mm at base
® Recommended for use with TL222 and and TL224 leads

e CAT IV 600V, CAT Ill 1000V, 3A rating. UL li
e One year warranty

Part No. Product No. Manufacturer Description
28435 AC280 FLUKE FLUKE_Hook Clips
®
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Multimeters & Panel Meters

Multi-Meter Test Probes Detailed product specifications are available on: us. 100y. com. tw

® One pair(red, black) of nickel plated pincers 5mm

* 11.4 cm flexible insulated shaft

* Recommended for use with TL222 and and TL224 leads
e CAT IV 600V, CAT IIl 1000V, 1A rating. UL i

e One year warranty

Part No. Product No. Manufacturer Description

28437 AC283 FLUKE FLUKE_Pincer Clips

Part No. Product No. Manufacturer Description
11863 C-AU SANWA SAMWA_Bag

11862 C-CD SANWA SAMWA_BOX PC100/CD100
11864 C-CP BOX CP-7D

C-15A

FC-10

FC-15B
Part No. Product No. Description
2901 FC-07 Multimeter Test Probe
3291 FC-10 Multimeter Test Probe
3292 FC-15A Multimeter Test Probe
6288 FC-15B Multimeter Test Probe

SPECIFICATIONS

i \ Part No. Product No. Manufacturer Description
=
V ‘{ 33208 GTL-108 GW Instek GOM-802 Test Probe
A

Input resistance Approx. 1000MQ Ground lead length 90cm (3ft)
Max. operating voltage DC:0~40KV AC: 1~28KV (50/60Hz) Output cable length 100cm (3. 3ft)

3 Polarity Positive/Negative For DMM

HVP40 Accuracy DC:+1% to 20KV, +2% to 40KV Output division 1V/1KV
- AC:-50% to -10% (1~28KV;50/60Hz) BilNensions "

Temperature coefficient | <200PPM/°C - S40mIS0P
Maximum Loading current| <40pA (at 40KV DC) LSiopt about 300g
Maximum loading power | <1. 6watt Remark For 10MQ input impedance DMM
Operating temperature 0~+50°C (Accuracy<0. 5%) only
Storage temperature -20~+70°C

Part No. Product No. Description

12119 HVP-40 PINTEK_Multimeter Test Probe

30165 HVP-40DM DC HIGH VOLTAGEDC40KV PROBE METER

 —
el
< KT-001 KT-002 KT-003 KT-004

|

,/ KT-008 KT-009 KT-010 KT-012 ’

Part No. Product No. Description

48728 KT-001 Multimeter Test Probe

48729 KT-002 Multimeter Test Probe

®
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Multimeters & Panel Meters

Detailed product specifications are available on: us. 100y. com. tw

Multi-Meter Test Probes

Part No. Product No. Description

48730 KT-003 Multimeter Test Probe
48731 KT-004 Multimeter Test Probe
11624 KT-005 Multimeter Test Probe
11625 KT-006 Multimeter Test Probe
48732 KT-008 Multimeter Test Probe
48733 KT-009 Multimeter Test Probe
48734 KT-010 Multimeter Test Probe
48735 KT-011 Multimeter Test Probe
48736 KT-012 Multimeter Test Probe

Specifications
® Maximum input voltage / current-1000V/15A

e Resistance: 20m Part No. Product No. Description
e Wire length: Double insulation 1M PVC 16671 L10-0300-01 Multimeter Test Probe
. . . 16672 L10-0350-03 Multimeter Test Probe
e Terminals : ®4mm diameter pin
Specifications
® Maximum input voltage / current-1000V/15A Part No Product No Désctiption
o i : Q
Re_SIStance 200w . \ 16670 L11-0350-01 Multimeter Test Probe
* Wire length: Doubigipslation 1 PYC 16673 L11-0400-03 Multimeter Test Probe
e Terminals: ®4mm diameter pin
Specifications
® Maximum input voltage / current-1000V/15A Part No. Product No. Description
® Resistance:2mQ 17665 L12-0280-03 Multimeter Test Probe
e Terminals: ®4mm diameter pin 17664 L12-0300-02 Multimeter Test Probe
Specifications
® Maximum input voltage / current-1000V/15A Pard P Description
\ ® Resistance:22mQ
. . . 16674 L13-0250-01 Multimeter Test Probe
* Wiraclength: Double insulation1M RiAG 16675 113-0250-02 Multimeter Test Probe
e Terminals: ®4mm diameter pin
FEATURES
e Material: Plug: nickel plated brass
Handle: PVC

e Fits screw less than 7mm or O.D. less than 4mm
wire by screw, please cut the end of handle to fit wire's diameter.

Part No. Product No. Description
17271 R8-25D-B Multimeter Test Probe
17270 R8-25D-R Multimeter Test Probe

® Test probe

= ® Terminals: ®4mm diameter pin

® SIZE: 3. 6%65%0. 1
® Tinning Core

® Maximum input voltage / current-1000V/15A
® Resistance:22mQ
® Wire length: Double insulation 1M PVC

Part No. Product No. Description
25682 TFC-265G Ne3.6*65*0.1
Part No. Product No. Description

8237 TL-06 Multimeter Test Probe

e \We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.

©) Taiwan:886-3-5753170

Shanghai:021-54151736

Shenzhen:0755-83298787

Centenary Materials

T
E
E

E L : Taiwan:886-3-5753170 Shenzhen:86-755-83298787
A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655
-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com

Shanghai: 86-21-54151736
Shanghai: 86-21-64605107
Shanghai: 100y—-1@163. com
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Multi-Meter Test Probes

TL-21

Multimeters & Panel Meters

FEATURES

* Material: Plug: nickel plated heat treated beryllium copper.
e Handle: PVC

¢ Fits 4mm standard banana socket.

e Set of 100cm long PVC insulated lead.

e Test probe with banana plug.

Manufacturer Description

SANWA SAMWA_Multimeter Test Probe IEC1010 CATIII 600V / CATII 1000V / Length 1m

Detailed product specifications are available on: us. 100y. com. tw

Kit contains: 1.5m silicone lead set, probesw/SS tips, rigid alligator clips, flex pincerclips, insulated alligator clips,

insulated spadelugs and padded zipper pouch, 1000V, 10Arating

&
; Part No. Product No. Manufacturer Description
I ‘ 48440 TL-435 IDEAL IDEAL_Industrial Test Lead Kit
TL®435
Part No. Product No. Manufacturer Description
11860 TL-81C SANWA SAMWA_Multimeter Test Probe
L-81C

Handy all-in—one kit that includes
® AC220 SureGrip™ Alligator clip set
e TP220 SureGrip™ Test Probe Set

e TL222 SureGrip”" Silicone Test Lead set(right) Part No. Product No. Manufacturer ~ Description

e One year warranty 28434 TL220 FLUKE FLUKE_SureGrip Industrial Test Lead Kit
/ Part No. Product No. Description

28974 TLSM-12 Multimeter Test Probe

® This Tweezers is for indoor use/Altitude up to 2000m
e Operating temperature: 0°C~40°C (32°F~104°F) ,R. H. 80%
e Storage temperature: -20°C to 60°C (-4°F~140°F)

Part No. Product No. Manufacturer Description

47897 TW-01 ESCORT SMD Tweezers for LCR Meters
E d d Part No. Product No. Description

28356 Multi-Meter Test Probes Multi-Meter Test Probes

Moving Col Panel Mounting Meters (Y e ey

YS-80 Series Moving Coil Meters

FEATURES

® Models: YS-100C. YS-80. YS-65. YS-60. YS-51. YS-45

® Accuracy:class 1.5-2.5

® Compostion:Acrylic resin front Cap. Bakelite Base

e Test voltage: 2. 3KV 50-60C/S

e All scale plate with printing technique & They are all linear

e YS-50 Has two mountings:surface & window

Part No. Product No. Description Install way L(A)*W(B)(mm) Measure range

20131 YS-80-AC-10A AC Long Scale Switchboard Meter Panel Mounting 81*81mm AC10A

20132 YS-80-AC-150V AC Long Scale Switchboard Meter Panel Mounting 81*81mm AC150V

14432 YS-80-AC-30A AC Long Scale Switchboard Meter Panel Mounting 81*81mm AC30A

20135 YS-80-DC-100mA DC Long Scale Switchboard Meter Panel Mounting 81*81mm DC100mA

®
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Multimeters & Panel Meters

YS-80 Series Moving Coil Meters Tl AT Wy

Part No. Product No. Description Install way L(A)*W(B)(mm) Measure range
20134 YS-80-DC-1A DC Long Scale Switchboard Meter Panel Mounting 81*81mm DC1A
39810 YS-80-DC-20V DC Long Scale Switchboard Meter Panel Mounting 81*81mm DC20V
20137 YS-80-DC-30V DC Long Scale Switchboard Meter Panel Mounting 81*81mm DC30V
20133 YS-80-DC-3A DC Long Scale Switchboard Meter Panel Mounting 81*81mm DC3A
20136 YS-80-DC-50V DC Long Scale Switchboard Meter Panel Mounting 81*81mm DC50V
YS-10 Series Moving Coil Meters [y ey ey sy
Item Range Class
AC-A 1A~50A 1.5 =
AC-A 1A~ 5A 1.5
AC-V 150V ~ 600V 1.5 3
AC-V 1V ~ 600V 1.5
DC-A 50pA~50A 1.5
DC-V 30mV ~ 600V 1.5
RPM 50 ~ 6000 1.5
H.z 45~65 1.5 S0 98
Part No. Product No. Description L(A)*W(B)(mm) Measure range Install way
17897 YS-10-AC100A AC Long Scale Switchboard Meter 100*100mm AC-100A 600W/DC, 1200W/AC
Y8-120 Series Moving Coil Meters
Item Range Class
AC-A 1A~ 60A 1.5
AC-A 1A~ 5A 1.5 o=
AC-V 150V ~ 600V 1.5
AC-V 1V ~ 600V 1.5 E
DC-A 50pA~60A 1.5
DC-V 30mV ~ 600V 1.5 =
RPM 50 ~6000 1.5
H.Z 45~ 65 1.5
K.W 10 ~30 1.5 70
P.F (COS®) 10 ~ 30 1.5
Part No. Product No. Description Install way L(A)*W(B)(mm) Measure range
12133 YS-12 Long Scale Switchboard Meter Panel Mounting 120mm*120mm 600W/DC, 1200W/AC

YS-670 Series Moving Coil Meters [ AT

Part No. Product No. Description Install way L(A)*W(B)(mm) Measure range
12347 670-AC-10A AC Long Scale Switchboard Meter Panel Mounting 60*70mm AC10A
9247 670-AC-150V AC Long Scale Switchboard Meter Panel Mounting 60*70mm AC 0-150V
- 14_34 9rnm - 5
iy W s s 1 gnmm .
@ [k
- L § o/0 ¥
. ° 3 | =
Part No. Product No. Description Install way L(A)*W(B)(mm) Measure range
45647 670-AC-20A AC Long Scale Switchboard Meter Panel Mounting 60*70mm AC 0~20A
Part No. Product No. Description Install way L(A)*W(B)(mm) Measure range
9244 670-AC-300V AC Long Scale Switchboard Meter Panel Mounting 60*70mm AC 0~300V
®
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YS-670 Series Moving Coil Meters

Multimeters & Panel Meters

Detailed product specifications are available on: us. 100y. com. tw

Part No. Product No. Description Install way L(A)*W(B)(mm) Measure range
9248 670-AC-30A AC Long Scale Switchboard Meter Panel Mounting 60*70mm AC 0~30A
12261 670-AC-5A AC Long Scale Switchboard Meter Panel Mounting 60*70mm AC 0~5A
Part No. Product No. Description Install way L(A)*W(B)(mm) Measure range
17445 670-AC-600V AC Long Scale Switchboard Meter Panel Mounting 60*70mm AC 0~600V
Part No. Product No. Description Install way L(A)*W(B)(mm) Measure range
7986 670-DC-100mA DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC 0~100mA
12826 670-DC-100uA DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC 0~100uA
7512 670-DC-10A DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC 0~10A
22463 670-DC-10V DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC 0~10V
40685 670-DC-15V DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC 0~15V
3294 670-DC-1A DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC 0~1A
2879 670-DC-1mA DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC 0~1mA
16014 670-DC-20A DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC 0-20A
13238 670-DC-2A DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC 0~2A
9246 670-DC-300mA DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC 0~300mA
48010 670-DC-30A DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC 0-30A
3295 670-DC-30V DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC 0~30V
2878 670-DC-3A DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC 0~3A
7732 670-DC-500mA DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC 0~500mA
8157 670-DC-50V DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC 0~50V
3293 670-DC-50mA DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC 0~50mA
12880 670-DC-50uA AC/DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC 0~50uA
9245 670-DC-5A DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC 0-5A
15062 670-DC-5V DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC 0~5V
A
Part No. Product No. Description Install way L(A)*W(B)(mm) Measure range
J 14525 670-DC- 10V DC Long Scale Switchboard Meter Panel Mounting 60*70mm DC +10~-10V
FEATURES
Models:YS-120, YS-100, YS-786, YS-670, YS-520
YS-670 & YS-100 Have three moutings:window, surface & Bezel:
Accuracy:class 1.5-2.5
Composition: acrylic resin front cap, bakelite base
Test voltage: 2. 3KV 50-60 C/S
All scale plate with printing technique & they are all linear
YS-520 Has polycarbonate front cap & base
YS’ s moving coil types are notsubject to any influence of
Ferromagnetic supports
The instruments vibration proof up to MAX 2. 5g & shock proof up to 15g
Customized scales available
Part No. Product No. Description Install way L(A)*W(B)(mm) Measure range
16053 YS-670-1500W Long Scale Switchboard Meter Panel Mounting 72*61.5 0~1.5kW
16052 YS-670-3000W Long Scale Switchboard Meter Panel Mounting 72*61.5 0~3kW
16051 YS-670-65Hz Hz Long Scale Switchboard Meter Panel Mounting 72*61.5 55~65Hz/110V
16042 YS-670-AC-10A AC Long Scale Switchboard Meter Panel Mounting 72*61.5 AC 0~10A
16038 YS-670-AC-150V AC Long Scale Switchboard Meter Panel Mounting 72*61.5 AC 0~150V
16039 YS-670-AC-300V AC Long Scale Switchboard Meter Panel Mounting 72*61.5 AC 0~300V
16040 YS-670-AC-30A AC Long Scale Switchboard Meter Panel Mounting 72*61.5 AC 0~30A
16041 YS-670-AC-5A AC Long Scale Switchboard Meter Panel Mounting 72*61.5 AC 0~5A
16046 YS-670-DC-100A DC Long Scale Switchboard Meter Panel Mounting 72*61.5 DC 0~100A
45873 YS-670-DC-10V DC Long Scale Switchboard Meter Panel Mounting 72*61.5 DC 0~10V
16048 YS-670-DC-1mA DC Long Scale Switchboard Meter Panel Mounting 72*61.5 DC 0~1mA
16050 YS-670-DC-300V DC Long Scale Switchboard Meter Panel Mounting 72*61.5 DC 0~300V
16044 YS-670-DC-30V DC Long Scale Switchboard Meter Panel Mounting 72*61.5 DC 0~30V
16043 YS-670-DC-3A DC Long Scale Switchboard Meter Panel Mounting 72*61.5 DC 0~3A
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 58-51
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com

e 4


http://us.100y.com.tw/mainFrame.asp?mat3=58PG669
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/9248.htm
http://us.100y.com.tw/PNoInfo/12261.htm
http://us.100y.com.tw/PNoInfo/17445.htm
http://us.100y.com.tw/PNoInfo/7986.htm
http://us.100y.com.tw/PNoInfo/12826.htm
http://us.100y.com.tw/PNoInfo/7512.htm
http://us.100y.com.tw/PNoInfo/22463.htm
http://us.100y.com.tw/PNoInfo/40685.htm
http://us.100y.com.tw/PNoInfo/3294.htm
http://us.100y.com.tw/PNoInfo/2879.htm
http://us.100y.com.tw/PNoInfo/16014.htm
http://us.100y.com.tw/PNoInfo/13238.htm
http://us.100y.com.tw/PNoInfo/9246.htm
http://us.100y.com.tw/PNoInfo/48010.htm
http://us.100y.com.tw/PNoInfo/3295.htm
http://us.100y.com.tw/PNoInfo/2878.htm
http://us.100y.com.tw/PNoInfo/7732.htm
http://us.100y.com.tw/PNoInfo/8157.htm
http://us.100y.com.tw/PNoInfo/3293.htm
http://us.100y.com.tw/PNoInfo/12880.htm
http://us.100y.com.tw/PNoInfo/9245.htm
http://us.100y.com.tw/PNoInfo/15062.htm
http://us.100y.com.tw/PNoInfo/14525.htm
http://us.100y.com.tw/PNoInfo/16053.htm
http://us.100y.com.tw/PNoInfo/16052.htm
http://us.100y.com.tw/PNoInfo/16051.htm
http://us.100y.com.tw/PNoInfo/16042.htm
http://us.100y.com.tw/PNoInfo/16038.htm
http://us.100y.com.tw/PNoInfo/16039.htm
http://us.100y.com.tw/PNoInfo/16040.htm
http://us.100y.com.tw/PNoInfo/16041.htm
http://us.100y.com.tw/PNoInfo/16046.htm
http://us.100y.com.tw/PNoInfo/45873.htm
http://us.100y.com.tw/PNoInfo/16048.htm
http://us.100y.com.tw/PNoInfo/16050.htm
http://us.100y.com.tw/PNoInfo/16044.htm
http://us.100y.com.tw/PNoInfo/16043.htm
mailto:us_sale@100y.com.tw
mailto:100y-1@163.com

<«

Multimeters & Panel Meters

YS-670 Series Moving Coil Meters i R W

Part No. Product No. Description Install way L(A)*W(B)(mm) Measure range
17272 YS-670-DC-50A DC Long Scale Switchboard Meter Panel Mounting 72*61.5 DC 0~50A
16045 YS-670-DC-50V DC Long Scale Switchboard Meter Panel Mounting 72*61.5 DC 0~50V
16047 YS-670-DC-50A DC Long Scale Switchboard Meter Panel Mounting 72*61.5 DC 0~50A

Part No. Product No. Description Install way L(A)*W(B)(mm) Measure range
vitews 700y 51579 YS-670-DC- 10V DC Long Scale Switchboard Meter Panel Mounting DC O~ 10V
7 23355 YS-670-DC- 15A DC Long Scale Switchboard Meter Panel Mounting 72*61.5 DC 0~ 15A
23354 YS-670-DC- 15V DC Long Scale Switchboard Meter Panel Mounting 72*61.5 DC O~ 15V
23356 YS-670-DC- 30A DC Long Scale Switchboard Meter Panel Mounting 72*61.5 DC 0~ 30A
16049 YS-670-DC- 30V DC Long Scale Switchboard Meter Panel Mounting 72*61.5 DC 0~ 30V

85L/C17 Series long Scale

Switchboard neters

Part No. Product No. Description Install way Measure range

42881 44117 Long Scale Switchboard Meter infix DC-10~50um

Itis a moving-coil panel meter with core-magnet.The meters are suitable for electronic Instruments,communication facilities
and vehicles to indicate to indicate a variety of electric parameters.The

Specifications are in agreement with GB7676-98

Accuracy class and Measuring range

Accuracy class:1.50r2.5

uA 50,75,100,150,200,300,500,750

Ma 1,2,3,5,7,10,15,20,30,50,75,100,150,200,300,500,750

A 1,2,3,5,7.5,10,15,20,30,50,75,100,150,200,300,500,750 A60 or 75mv current divider accompanied with if above 10A

mv 60, 75

\ 1.5,3,6,7.5,1,15,20,30,50,75,100,150,200,250,300,450,600

V 3,5,6,7.5,10,15,20,30,50,75,100,150,200,250,300,450,600

A 0.5,1,2,3,5,10,15,20A,30-3KA with current transformer
Part No. Product No. Description Install way L(A)*W(B)(mm) Measure range
34019 69L17 DC Long Scale Switchboard Meter infix 73.5*58.5 DC-10-50m

Itis a moving-coil panel meter with core-magnet.The meters are suitable for electronic Instruments,communication facilities
and vehicles to indicate to indicate a variety of electric parameters.The

Specifications are in agreement with GB7676-98

Accuracy class and Measuring range

Accuracy class:1.50r2.5

uA 50,75,100,150,200,300,500,750
Ma 1,2,3,5,7,10,15,20,30,50,75,100,150,200,300,500,750
A 1,2,3,5,7.5,10,15,20,30,50,75,100,150,200,300,500,750 A60 or 75mv current divider accompanied with if above 10A
mv 60, 75
\ 1.5,3,5,7.5,1,15,20,30,50,75,100,150,200,250,300,450,600
\ 3,5,6,7.5,10,15,20,30,50,75,100,150,200,250,300,450,600
85C17-DC-30 A 0.5,1,2,3,5,10,15,20A,30-3KA with current transformer
85C17-DC-5A
85L17-AC-500V
Part No. Product No. Description Install way L(A)*W(B)(mm) Measure range
16056 85C17-DC-300V DC Long Scale Switchboard Meter Infix 73.5*58.5 DC0~300V
16055 85C17-DC-3A DC Long Scale Switchboard Meter Infix 73.5*58.5 DCO~3A
16057 85C17-DC-5A DC Long Scale Switchboard Meter Infix 73.5*58.5 DCO~5A
16054 85L17-AC-500V AC Long Scale Switchboard Meter Infix 73.5*58.5 ACO~500V
® \We provide a wide range of products to development and maintenance engineers in all type of business
® [f you cannot find the components you want on the catalogue, please call us.
© Taiwan:886-3-5753170 Centenary Materials
Shanghai: 021-54151736 Shenzhen:0755-83298787
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 58-52
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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YS-45 Series Moving Coil Meters

Part No. Product No.
23359 YS-45-DC-
23357 YS-45-DC-
23360 YS-45-DC-
23358 YS-45-DC-

15A
15V
30A
30V

Multimeters & Panel Meters

FEATURES

Detailed product specifications are available on: us. 100y. com. tw

Models:YS-100C, YS-80, YS-65, YS-60, YS-51, YS-45
Accuracy:class 1.5-2. 5

Composition: acrylic resin front cap, bakelite base
Test voltage: 2. 3KV 50-60 C/S
All scale plate with printing technique & they are all linear

YS-50 Has two moutings:surface & window

YS’ s moving coil types are not subject to any influence of

Ferromagnetic supports

The instruments vibration proof up to MAX 2. 5g & shock proof up to 15g

Customized scales available

Description

DC Long Scale Switchboard Meter
DC Long Scale Switchboard Meter
DC Long Scale Switchboard Meter
DC Long Scale Switchboard Meter

L(A)'W(B)(mm)

4545 DC 0~
45*45 DC 0~
4545 DC 0~
45*45 DC 0~

Measure range

15A
30A
30A
30V

Install way

Panel Mounting
Panel Mounting
Panel Mounting
Panel Mounting

DIN METERS (MOVING IRON)

Part No.

39755
23911
29026
29025
29027
29028

Product No.

SR-96

SR-96
SR-96-1.0COS
SR-96-1.2KV
SR-96-100V
SR-96-150KA

Description

AC/DC Long Scale Switchboard Meter
AC/DC Long Scale Switchboard Meter
Long Scale Switchboard Meter

AC/DC Long Scale Switchboard Meter
AC/DC Long Scale Switchboard Meter
AC/DC Long Scale Switchboard Meter

]
2.u3 ®
2403
1
.|
L(A)*W(B)(mm) Measure range
96*96
96*96 AC 1A~60A DC 50pA ~ 60pA
96*96 1.0COS
96*96 1.2KV
96*96 100V
96*96 150KA

Install way I RE
Panel Mounting SR-96
Panel Mounting SR-96
Panel Mounting SR-96
Panel Mounting SR-96
Panel Mounting SR-96
Panel Mounting SR-96

Digital Panel Mounting Meters
3 1/2 Digit Voltage , Ampere Meter

Detailed product specifications are available on: us. 100y. com. tw

Part No. Product No. = Description L*W*D(mm) Measure range Resolution (max)  Vin Win
39981 A113AMOD = 3 1/2 Digit Voltage Meter 48*96*90mm 4 Range 4 Range AC 110V/220V 50/60Hz 4 Range
13239 A113B20D 3 1/2 Digit Voltage Meter 48*96*90mm 0.01~19.99mV/DC 0.01Vv/DC 110V/220V 2V/IDC
e Accuracy: 0.1% x1Digit. e Consumed power: 2W,
® SIZE:DIN 48 x 96 x 90mm ® Operating temperature: 0 ~50°C
e Hole size:44 x 92mm
Part No.  Product No. = Description L*W*D(mm) Measure range Resolution (max) = Vin Win
26219 A123A30D | 3 1/2 Digit Ampere Meter 48*96*90 0.001~1.999A/DC = 0.001mA/DC AC110/220V  15% 50/60Hz 50mA/DC
20496 A123B20D | 3 1/2 Digit Ampere Meter 48*96*90 0.01~10.00A/DC 0.01A/DC AC110/220V  15% 50/60Hz 12A/DC
Part No. Product No. = Description L*W*D(mm) Measure range Resolution (max) = Vin Win
14872 A123C20D 3 1/2 Digit Ampere Meter 48*96*90 0.01~19.99mA/DC  0.01mA/DC AC110/220V  15% 50/60Hz 50mA/DC
® We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.
© Taiwan:886-3-5753170 Centenary Materials
Shanghai: 021-54151736 Shenzhen:0755-83298787
®
TEL Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shangha!:86—21—54151736 58-53
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Multimeters & Panel Meters

o g

31/2Digit Voltage , Ampere Meter ey yrgrT—my

e Accuracy:<0. 025% +1 digit e Consume power:<0. 6W

e Input resistance:21. 0 Mega ohm e Operating temp:0~50°C

e Input power:DC+4. 75~+5. 25V/120mA ® Operating humidity: 0~85%

Part No. Product No. Description L*W*D(mm) Measure range Vin
39923 C113BMOE 3-1/2 Digital Panel Meter 40*72*35mm DC0.001~1.999V DC5V/150mA
Part No. Product No. Manufacturer Description L*W*D(mm)
48205 CHY-700X Chy 3 1/2 LCD Digital Panel Meter 36*24*25.4
CHY-700X CHY-701X 48206 CHY-701X Chy 3 1/2 LCD Digital Panel Meter 36*24*25.4
General specifications
® Display:3 % digit liquid crystal display (LCD) with maximum reading of 1999
e Measurement rate:2. 5 times per second, nominal,
e Current consumption 50mA max.
e Measurement type: Half-wave average rms calibrated for sinusoidal input
e Operating environment: 0°C to 60°C (32°F to 140°F)
e Storage temperature: -20°C to 75°C (-4°F to 167°F)
e Humidity:less than 75% RH.
Part No. Product No. Manufacturer Description L*W*D(mm)
48183 CHY-710ACV Chy 3 1/2 LCD Digital Panel Meter 36*24*25.4
48184 CHY-710DCV Chy 3 1/2 LCD Digital Panel Meter 36*24*25.4
Part No. Product No. Manufacturer Description L*W*D(mm)
48203 CHY-711ACV Chy 3 1/2 LED Digital Panel Meter 36*24*25.4
48204 CHY-711DCV Chy 3 1/2 LED Digital Panel Meter 36*24*25.4

SPECIFICATIONS
e Display:3 % digit liquid crystal display (LCD) with maximum reading of 1999
e Measurement rate:2. 5 times per second, nominal

e Operating environment:0°C to 60°C (32°F to 140°F)

e Storage temperature:-20°C to 75°C (-4°F to
e Humidity:less than 75% RH
e 12LED (LCD negativered backlit)

167°F)

Part No. Product No. Manufacturer Description L*W*D(mm)
48182 CHY-740X-A Chy 3 1/2 LCD Digital Panel Meter 72*36%*16.25
42894 CHY-740X-V Chy 3 1/2 LCD Digital Panel Meter 72*36*16.25
48192 CHY-741X-A Chy 3 1/2 LED Digital Panel Meter 72*36*16.25
48191 CHY-741X-V Chy 3 1/2 LED Digital Panel Meter 72*36*16.25
Part No.  Product No. Description L*W*D(mm) Measure range  Resolution (max)  Vin Win
48585 CSM-321AN-5-A = AC Digital Panel Meter 0~300Vac AC115/230V
18093 CSM-321AN-6-A | 3 1/2 Digit Voltage Meter 96*48*117  0~600Vac 1V AC115/230V = 1.5%rated for 10 second
48986 CSM-321AN-F-A = AC current first-Table 220V 5A
48145 CSM-321AN-G-A  AC current number Head 0~10A AC115/230V
42436 CSM-321DN-3-A = 3 1/2 Digit Voltage Meter  96*48*117 = 0~19.99Vdc AC115/230V
15303 CSM-321DN-6-A = 3 1/2 Digit Voltage Meter ~ 96*48*117  0~600Vdc 1V AC115/230V  1.5*rated for 10 seconds
42433 CSM-321DN-B-A | 3 1/2 Digit Voltage Meter 96*48*117  0~1.999mA AC115/230V
16149 CSM-321DN-C-A ' 3 1/2 Digit Ampere Meter = 96*48*117  0~19.99mA/DC = 0.01mA/DC AC115/230V = 10*rated for 10 seconds
FEATURE
e Measuring process signal mA, Vdc, Potentiometer, Pulse/u.
e Accuracy: +0.1%
® 3 1/2 Digital display: 1999
e Easy-to-wire, screw type terminal
e Outside dimensions is 1/8 DIN standard (96x48 mm)
e High stability & low cost
Part No. Product No. Description L*W*D(mm) Measure range Resolution (max) Vin Win
42083 CSR-321-A4-N -D24 3 1/2 DC Current digital Head 96*48*118 4~19.99mVdc 0.1mA 24V 20mA
16373 CSR-321-A4-N-A 3 1/2 Digit Ampere Meter 96*48*118 4~19.99mVdc 0.1mA AC115/230V 10*rated for 10 seconds

TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com

Shanghai: 86-21-54151736
Shanghai: 86-21-64605107
Shanghai: 100y—-1@163. com
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3 1/2 Digit Voltage , Ampere Meter i euymsmrpse:

Multimeters & Panel Meters

Part No. = Product No.

fications are available on:

us. 100y. com. tw

Description L*W*D(mm) Measure range Resolution (max)  Vin Win

14358 F113D20A 3 1/2 Digit Voltage Meter 60*70*57mm 0.01~19.99v/DC  0.01V/DC AC 110V 15% 50/60Hz 50V/DC
12132 F113D20B 3 1/2 Digit Voltage Meter 60*70*57mm 0.01~19.99v/DC  0.01V/DC AC220V  15%.50/60Hz 50V/DC
12879 F113E10A 3 1/2 Digit Voltage Meter 60*70*66mm 0.1~199.9VDC 0.1vDC AC110V  15%.50/60Hz 300VDC
Part No.  Product No.  Description L*W*D(mm) Measure range Resolution (max)  Vin Win
14550 F123A30A 3 1/2 Digit Ampere Meter 60*70*57mm 0.001-1.999A/DC 0.001A/DC AC110V  15% 50/60Hz 3A/DC
39316 F123D20A 3 1/2 Digit Ampere Meter 60*70*57mm 0.001-1.999A/DC 0.001A/DC AC110V  15% 50/60Hz 3A/DC
Part No. Product No. Manufacturer Description L*W*D(mm) Measure range

19498 U00500050-00000 DEREE Shunt 50A/50mV 136*31*17 50A/50mV
39199 U02000050-00003 DEREE Shunt 200A/50mV 136*31%43.3

Detailed product specifications are available on: us. 100y. com. tw

Part No. Product No.

Description L*W*D(mm) Measure range Vin Win
28951 A-114D2P3R 4-1/2 Digital Panel Meter 48*96*90mm -9.999~+9.999V DV AC110/220V  15% 50/60Hz +-20V DC
® Test range: DC 1200V (MAX) e Working power: AC 110V/220V 50Hz/60Hz
® Accuracy: £(0.025% rdg + 1digit) e Operating temp: 0°C~+50°C
® Resolution:0.001~1V
Part No. Product No. Description L*W*D(mm)  Measure range Vin Resolution (max) = Win
10802 A114AMOD = 4-1/2 Digital Panel Meter = 48*96*90mm | A, B, C, D Type = AC110/220V 15% 50/60Hz A, B, C, D Type A, B, C, D Type
Part No. Product No. = Description L*W*D(mm)  Measure range Vin Resolution (max) ~ Win
14359 A124A40D 4 1/2 Digital Panel Meter  48*96*90mm 0.0001~1.9999 A/IDC  AC110/220V  15% 50/60Hz 0.0001A/DC 3A/DC
Part No.  Product No. Description L*W*D(mm) Measure range Vin Resolution (max) Win
39970 A124C30D-2P3R 4 1/2 Digital Panel Meter 48*96*90mm 10.000 A/DC  0.001A/DC | AC110/220V 50/60Hz 10.000A/DC
Operating temp: 0~50°C
Operating humidity: 0~85%
Part No.  Product No. = Description L*W*D(mm) = Measure range Vin Resolution (max) ~ Win
18018 A144D20D 4 1/2 Digital Panel Meter 489682 0.01~100.00 A/AC = AC110/220V  15% 50/60Hz 100A:5A 8.0 AIAC
Part No. Product No. Description L*W*D(mm) Measure range Vin
36350 C114CMOE 4-1/2 Digital Panel Meter 72*40*68mm DC0.0001-1.9999V DC4.75~5.25V/120mA
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shangha!:86—21—54151736 58-55
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw
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4 1/2 Digit Voltage , Ampere Meter

Multimeters & Panel Meters

FEATURE

® Measuring DCA, DCV, ACA, ACV, Hz
® Accuracy: DC: £0.04%, AC: £0.1%

e 4 1/2 Digital display: 19999

e High stability & low cost

e Easy-to-wire, screw type terminal
e Outside dimensions is 1/8 DIN standard (96x48mm)

Detailed product specifications are available on: us. 100y. com. tw

Part No. Product No. Description L*W*D(mm) Measure range Vin Resolution (max) Win

16326 CSM-421D-4-A 4 1/2 Digital Panel Meter 96*48*117 0~199.99Vdc AC115/230V 0.01V 10*rated for 10 seconds

43515 CSM-421D-4-D12 4 1/2 Digital Panel Meter 96*48*117 0~19.99Vdc 0.01V DC12V 10*rated for 10 seconds

21152 CSM-421D-7-A 4 1/2 Digital Panel Meter

16630 CSM-421D-D-A 4 1/2 Digital Panel Meter 96*48*117 0~199.99mAdc AC115/230V 0.01mA 10*rated for 10 seconds

16328 CSM-421D-E-A 4 1/2 Digital Panel Meter 96*48*117 0~1.999Adc AC115/230V 0.01V 10*rated for 10 seconds

16629 CSM-421D-V0-A 4 1/2 Digital Panel Meter 96*48*117 0~50.00Vdc AC115/230V 10*rated for 10 seconds
Part No.  Product No. Description L*W*D(mm) Measure range Vin Resolution (max) Win
39934 CSS-40D-A4-HD-N-N-A Digital panel meter 120*93*45 0-1V 2.0mV = 100mA 100mA/1V

FEATURES SPECIFICATIONS

Part No.

28540
28408

Product No.

DE-S942A-,
DE-S942D-

A6
AB

® Relay Output Delay 0~9sec.

® 4 -setsHH, HI, LO, LL (DE-S944)
® 2-setsHI,LO (DE-S942)

e True RMS V/A

o CTorPT Rate Free Setting

o Direct Setting Function

o DIN Case 96 x48mm

Max. Display

4 digits (9999 )

Polarity Display

"-"symbol is displayed automatically

Over Range Indication

oL"

Conversion Rate

2.5/sec. (DC) or 1/sec. (AC)

Decimal Point

Settable to any digit position by front sheet switch

External Control

Hold

Accuracy (23+5°C)

+0.1% F.S. #2 digits

Operating Temp. / Humidity

0~50°C / Below 80% R.H. (No Condensation)

Storage Temp. / Humidity

-10~60°C / Below 70% R.H. (No Condensation)

Power Supply

AC 115/230V +10%, 50/60Hz DC 12, 24, 48, 120V +20%

Power Consumption

Approx. 5VA

Weight

Approx. 420g

Manufacturer Description L*W*D(mm)
Digital panel meter _ -9999 ~ +9999 142*95*47mm
DEREE Digital panel meter _ -9999 ~ +9999 142*95*47mm

Vin
AC 115/230V 10%
AC 115/230V 10%

, 50/60Hz
, 50/60Hz

Resolution (max)

-9999 ~ +9999
-9999 ~ +9999

Win

AC 115/230V  10%
AC 115/230V  10%

5 Digit Voltage , Ampere Meter

Detailed product specifications are available on: us. 100y. com. tw

FEATURES

® Programmable display £19999
® Accuracy:”+0. 05% to 0. 2%
® Auto-zero and hold function.

® Max. four setting and contact points

Part No. Product No. Description L*W*D(mm) Measure range Vin
38714 G315BPOE 24*48 Digit Frequency Meter 48*24*48mm 0.100Hz~9961.4KHz 5VDC
SPECIFICATION
Electrical Characterstics Conforming to EIARS-485

Communication Method

2-wires system half-duplex

Transmission Speed

2400/4800/9600/19200pbs

DC Output

Isolation 12 bit D/A

Sampling time

Abt. 0.8 sec. Typically

Frequency range

45~400Hz for AC range

Over indication

Flash” OFL"or”-OFL”

Over Input Signal

Flash display

Aux power source

AC 110/220V10%, 50/60Hz

Power consuption

for two setting (S2-412PA-2)<AC 4VA for four setting(S2-412PA-4)<AC 5VA

Operating temperature range

0~60°C

Storage temperature range

-10~70'C

® Qutside dimension is DIN standard(96x48mm)

Part No.
19382

Product No.

S2-412PA-2

® We provide a wide range of products to development and maintenance engineers in all type of business

Description

48*96 Digital Panel Meter

L*W*D(mm)
4896*154

Measure range

0.01~100.00A/AC

® |f you cannot find the components you want on the catalogue, please call us.

@©) Taiwan:886-3-5753170

Shanghai: 021-54151736

Shenzhen:0755-83298787

Vin
AC110V/AC220V

Win
8.0A/AC

Centenary Materials

®

T
F
E

E
A
-m

L
X
ail :

Taiwan:886-3-5753170
Taiwan:886-3-5753172
Taiwan :us_ sale@100y.com.tw

Shenzhen:86-755-83298787
Shenzhen:86-755-83640655
Shenzhen: 100y@163. com

Shanghai: 86-21-54151736

Shanghai: 86-21-64605107
Shanghai: 100y—-1@163. com
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http://us.100y.com.tw/mainFrame.asp?mat3=58QC
http://us.100y.com.tw/mainFrame.asp?mat3=58QE
http://us.100y.com.tw/
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/16326.htm
http://us.100y.com.tw/PNoInfo/43515.htm
http://us.100y.com.tw/PNoInfo/21152.htm
http://us.100y.com.tw/PNoInfo/16630.htm
http://us.100y.com.tw/PNoInfo/16328.htm
http://us.100y.com.tw/PNoInfo/16629.htm
http://us.100y.com.tw/PNoInfo/39934.htm
http://us.100y.com.tw/PNoInfo/28540.htm
http://us.100y.com.tw/PNoInfo/28408.htm
http://us.100y.com.tw/PNoInfo/38714.htm
http://us.100y.com.tw/PNoInfo/19382.htm
mailto:us_sale@100y.com.tw
mailto:100y-1@163.com
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