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Power Supplies UPS&

DC Switch Power Supply

5-40W Single Output Switching Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Universal AC input / Full range

Low leakage current0.3mA

Protections:Short circuit/Over load/Over voltage/Over temperature

Fixed switching frequency at 100KHz

Low cost

High reliability

3 years warranty

FEATURES:

101 6.

66 1.

95 2.

18

65 8.

62 6.

51 4.

CN2

CN1

M3 L 6mm
=

23 5max. .

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

31405 MPS-30-12 MEAN WELL MEAN WELL_30W Single Output Medical Type 12V 2.5A ±3%

31406 MPS-30-15 MEAN WELL MEAN WELL_30W Single Output Medical Type 15V 2.0A ±3%

31407 MPS-30-24 MEAN WELL MEAN WELL_30W Single Output Medical Type 24V 1.2A ±3%

31409 MPS-30-27 MEAN WELL MEAN WELL_30W Single Output Medical Type 27V 1.1A ±3%

31410 MPS-30-48 MEAN WELL MEAN WELL_30W Single Output Medical Type 48V 0.6A ±2%

31404 MPS-30-5 MEAN WELL MEAN WELL_30W Single Output Medical Type 5V 5.0A ±3 %

FEATURES:

Unversial AC input Full range NES 100

AC input selectable by switch

Protections Short circuit OLP OVP

Cooling by free air convection

Small size high power density

Low cost high reliability

100 full load burn in test

2 years warranty

/ ( -
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: / /

,

,
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AC input voltage range 85~264VAC universal input 120~370VDC

AC inrush current max Cold start 40A at 230VAC

DC adjustment range ±10 by potential meter for single output

CG1 5~+10 by potential meter for multiple output

Over load protection 110 ~150 hiccup mode auto recovery

Over voltage protection 115 ~135 rated output voltage shut off

Working temperature 20~+60oC refer to the derating curve for

different models

Connection Terminal block for input and output
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

29888 NES-15-12 MEAN WELL MEAN WELL_15W Single Output Switching Power Supply 12V 0~1.3A ±1%

29889 NES-15-15 MEAN WELL MEAN WELL_15W Single Output Switching Power Supply 15V 0~1.0A ±1%

29890 NES-15-24 MEAN WELL MEAN WELL_15W Single Output Switching Power Supply 24V 0~0.7A ±1%

29891 NES-15-48 MEAN WELL MEAN WELL_15W Single Output Switching Power Supply 48V 0~0.35A ±1%

29887 NES-15-5 MEAN WELL MEAN WELL_15W Single Output Switching Power Supply 5V 0~3.0A ±2%

29893 NES-25-12 MEAN WELL MEAN WELL_25W Single Output Switching Power Supply 12V 0~2.1A ±1%

29894 NES-25-15 MEAN WELL MEAN WELL_25W Single Output Switching Power Supply 15V 0~1.7A ±1%

29896 NES-25-24 MEAN WELL MEAN WELL_25W Single Output Switching Power Supply 24V 0~1.1A ±1%

29898 NES-25-48 MEAN WELL MEAN WELL_25W Single Output Switching Power Supply 48V 0~0.57A ±1%

29892 NES-25-5 MEAN WELL MEAN WELL_25W Single Output Switching Power Supply 5V 0~5.0A ±2%

29904 NES-35-12 MEAN WELL MEAN WELL_35W Single Output Switching Power Supply 12V 0 ~3.0A ±1%

29913 NES-35-15 MEAN WELL MEAN WELL_35W Single Output Switching Power Supply 15V 0~2.4A ±1%

29915 NES-35-24 MEAN WELL MEAN WELL_35W Single Output Switching Power Supply 24V 0~1.5A ±1%

29917 NES-35-48 MEAN WELL MEAN WELL_35W Single Output Switching Power Supply 48V 0~0.8A ±1%

29899 NES-35-5 MEAN WELL MEAN WELL_35W Single Output Switching Power Supply 5V 0~7.0A ±2%

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

40693 NFM-20-5 MEAN WELL 20W Output Switching Power Supply 5VDC 4.4A +/-2%

20W Output Switching Power Supply

UniversalAC input/ full range

High reliability

High efficiency, low working temp.

Built in EMI filter, low ripple noise

Compact size, light weight

100% full load burn-in test

Short circuit/ over load / over voltage protected

Input voltage.....................................85~264VAC; 120~370VDC

Input frequency.................................47-440Hz

Inrush current...................................Cold start, 25A/ 115V, 45A/ 230V

Output voltage..................................Refer to below table (10% ADJ.)

Overload protection..........................Above 150% output pulsing mode

Over voltage protection.....................115%~135%

Setup, rise, hold up time....................150ms, 20ms, 17ms/ 115VAC

150ms, 20ms, 80ms/ 230VAC

Withstand voltage.............................I/P-O/P:3.0KVAC

Working temperature.........................-10°~50°@100%, +60° @60%

Safety standard................................UL1950,TUV, EN60950 approved

EMC standard...................................EN50081-1, EN50082-1

Connection.......................................4 industrial pin out

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

21096 OFM-0101 MEAN WELL 10W Switching Power Supply 5V 2A +/-2%
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5-40W Single Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

21097 OFM-0102 MEAN WELL 10W Switching Power Supply 12V 0.85A +/-2%

21098 OFM-0103 MEAN WELL 10W Switching Power Supply 15V 0.67A +/-2%

16828 OFM-0105 MEAN WELL 10W Switching Power Supply 24V 0.42A +/-2%

UniversalAC input/ full range

High reliability

High efficiency, low working temp.

Built in EMI filter, low ripple noise

Compact size, light weight

100% full load burn-in test

Short circuit/ over load / over voltage protected

Input voltage.....................................85~264VAC; 120~370VDC

Input frequency.................................47-440Hz

Inrush current...................................Cold start, 25A/ 115V, 45A/ 230V

Output voltage..................................Refer to below table (10% ADJ.)

Overload protection..........................Above 150% output pulsing mode

Over voltage protection.....................115%~135%

Setup, rise, hold up time....................300ms, 160ms, 17ms/ 115VAC

300ms, 160ms, 50ms/ 230VAC

Withstand voltage.............................I/P-O/P:3.0KVAC

Working temperature.........................-10°~50°@100%, +60° @60%

Safety standard................................UL1950,TUV, EN60950 approved

EMC standard...................................EN50081-1, EN50082-1

Connection.......................................4P/ 3.96mm pith, molex 41791

SPECIFICATION

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

21099 OFM-0201 MEAN WELL 20W Switching Power Supply +5V 4.4A +/-2%

21100 OFM-0202 MEAN WELL 20W Switching Power Supply +12V 1.8A +/-2%

21101 OFM-0203 MEAN WELL 20W Switching Power Supply +15V 1.4A +/-2%

16821 OFM-0205 MEAN WELL 20W Switching Power Supply +24V 0.92A +/-2%

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

21102 OFM-1501 MEAN WELL 15W Switching Power Supply +5Vdc 3A +/-2%

14740 OFM-1502 MEAN WELL 15W Switching Power Supply +12Vdc 1.25A +/-2%

21103 OFM-1503 MEAN WELL 15W Switching Power Supply +5Vdc 1A +/-2%

21104 OFM-1505 MEAN WELL 15W Switching Power Supply +24Vdc 0.63A +/-2%

15W Switching Power Supply

75

67 4

4
0 3
2

1
1

5
.

1
6

5
.

- .4 3 5 Dia
Mounting Holes

3 96.

CN1

Cn2

To chassis
Grounding

21

Universal AC input Full range

Protections Short circuit Over load

Over voltage Over temp

Cooling by free air convection

Fixed switching frequency at 67KHZ

Low leakage current 0 5mA

100 full load burn in test

Low cost high reliability

2 years warranty

/

: /

/ .

< .

% -

,

AC input voltage range 85~264VAC 120~370VDC

AC inrush current Cold start 30A at 230VAC

Over load protection 105 hiccup mode auto recovery

Over voltage protection 115 ~135 rated output voltage

Over temp protection U1 Tj 140 C hiccup mode

Leakage current Less than 0 5mA at 240VAC

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC 1minute

Working temperature 10~60 C refer to output derating curve

Safety standards UL60950 1 TUV EN60950 1 pending

EMC standards EN55022 class B EN61000 3 2 3

EN61000 4 2 3 4 5 6 8 11

Connection 2P 3P 3 96mm pitch molex P N 5277 02 03

Packing 0 05kg 120pcs 6 25kg 1 0CUFT
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SPECIFICATION

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

30712 PS-05-12 MEAN WELL MEAN WELL_5W Single Output Switching Power Supply 12V 0.45A ±2%

30713 PS-05-15 MEAN WELL MEAN WELL_5W Single Output Switching Power Supply 15V 0.35A ±2%

30715 PS-05-24 MEAN WELL MEAN WELL_5W Single Output Switching Power Supply 24V 0.22A ±1%

30716 PS-05-48 MEAN WELL MEAN WELL_5W Single Output Switching Power Supply 48V 0.11A ±1%

30701 PS-05-5 MEAN WELL MEAN WELL_5W Single Output Switching Power Supply 5V 1.0A ±2%

Universal AC input Full range

Protections Short circuit Over load

Over voltage Over temp

Cooling by free air convection

Fixed switching frequency at 67KHZ

Low leakage current 0 5mA

100 full load burn in test

Low cost high reliability

2 years warranty

/
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5-40W Single Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw
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Power Supplies UPS&

5-40W Single Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

AC input voltage range 85~264VAC 120~370VDC

AC inrush current Cold start 40A at 230VAC

Over load protection 105 hiccup mode auto recovery

Over voltage protection 115 ~135 rated output voltage

Over temp protection U1 Tj 140 C hiccup mode

Leakage current Less than 0 5mA at 240VAC

: ;

: ,

:> % , -

: % %

. : , : ,

: .

o

SPECIFICATION Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

1minute

Working temperature 10~60 C refer to output derating

curve

Safety standards UL60950 1 TUV EN60950 1 pending

EMC standards EN55022 class B EN61000 3 2 3

EN61000 4 2 3 4 5 6 8 11

Connection 2P 3P 3 96mm pitch molex P N 5277 02 03

: / - / : , / - : . ,

:- (

)
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o

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

30727 PS-15-12 MEAN WELL MEAN WELL_15W Single Output Switching Power Supply 12V 1.3A ±2%

30730 PS-15-15 MEAN WELL MEAN WELL_15W Single Output Switching Power Supply 15V 1.0A ±2%

30731 PS-15-24 MEAN WELL MEAN WELL_15W Single Output Switching Power Supply 24V 0.7A ±1%

30732 PS-15-48 MEAN WELL MEAN WELL_15W Single Output Switching Power Supply 48V 0.35A ±1%

30726 PS-15-5 MEAN WELL MEAN WELL_15W Single Output Switching Power Supply 5V 3.0A ±2%

FEATURES

,

, .

,

,

% -

/

: / / /

-

Low cost high reliability

High efficiency low working temp

Built in EMI filter low ripple noise

Compact size light weight

100 full load burn in test

1 year warranty

Short circuit over voltage overload protection

International AC input range

Approvals UL CUL TUV CE

ISO 9001 certified manufacturer

SPECIFICATION
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Input voltage range 85~264VAC 120~370VDC

Input frequency 47 63Hz

Inrush current cold start 20A 115V 40A 230V

Overload protection 105 output pulsing mode

Leakage current 0 5mA

Withstand voltage I P O P 3KV 1 P FG 1 5KV 1min

Operating temp 0 50 C 100 10 C 80 60 C 60 load

Safety standard UL1950 TUV En60950

EMC standard CISPR22 EN55022 class B EN61000 4

2 3 4 5 EN61000 3 2 3 verification

Connection 4P 3 96mm molex 41791

Weight packing 0 15kgs 120pcs 1 42CUFT

o o o

USC

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

19804 PS-25-12 MEAN WELL 25W Single Output Switching Power Supply 12V 2.1A +/-3 %

FEATURES

,

,

- ,

, ,

,

% -

,

Low cost high reliability

105 C Output capacitor

International AC input range

High efficiency low working temperature

Soft start circuit limiting AC surge current

Short circuit overload over voltage protected

Compact size light weight

100 full load burn in test

Built in EMI filter low ripple noise

o

Input voltage range 85~264VAC 47~63Hz 120~370VDC

Inrush current cold start 40A

Leakage current 0 5mA 240VAC

Overload protection above 105 type pulsing hiccup shutdown

reset auto recovery

Over voltage protection 115 ~135

Wtihstand voltage I P O P 3KVAC I P FG 1 5KVAC O P FG

0 5KVAC

Weight 0 15kgs
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SPECIFICATION

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

21106 PS-25-13.5 MEAN WELL 25W Single Output Switching Power Supply 13.5V 1.9A +/-2%

21107 PS-25-15 MEAN WELL 25W Single Output Switching Power Supply 15V 1.7A +/-2%

14456 PS-25-24 MEAN WELL 25W Single Output Switching Power Supply 24V 1A +/-2 %

21108 PS-25-27 MEAN WELL 25W Single Output Switching Power Supply 27V 0.9A +/-2%

15936 PS-25-3.3 MEAN WELL 25W Single Output Switching Power Supply 3.3V 5A +/-3%

21109 PS-25-48 MEAN WELL 25W Single Output Switching Power Supply 48V 0.5A +/-2%

16419 PS-25-5 MEAN WELL 25W Single Output Switching Power Supply 5V 5A +/-2%

21105 PS-25-7.5 MEAN WELL 25W Single Output Switching Power Supply 7.5V 3.3A +/-3%

We provide a wide range of products to development and maintenance engineers in all type of business

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:
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Power Supplies UPS&

5-40W Single Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Universal AC input / Full range

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

LED indicator for poweron

100% full load burn-in test

All using 105 C long life electrolytic capacitors

Withstand 300VAC surge input for 5 second

High operating temperature up to 70 C

Withstand 5G vibrationtest

High efficiency, long life and high reliability

3 years warrantylong

o

o

FEATURES

7 62.

6 62.
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4
.

5
1

55

79

10 5.

66 5.

14

28

2 25.
USC CB

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

29516 RS-25-12 MEAN WELL MEAN WELL_25W Single Outpu Switching Power Supply 12V 0~2.1A ±1%

29517 RS-25-15 MEAN WELL MEAN WELL_25W Single Outpu Switching Power Supply 15V 0~1.7A ±1%

29518 RS-25-24 MEAN WELL MEAN WELL_25W Single Outpu Switching Power Supply 24V 0~1.1A ±1%

29513 RS-25-3.3 MEAN WELL MEAN WELL_25W Single Outpu Switching Power Supply 3.3V 0~6A ±3%

29520 RS-25-48 MEAN WELL MEAN WELL_25W Single Outpu Switching Power Supply 48V 0~0.57A ±1%

29515 RS-25-5 MEAN WELL MEAN WELL_25W Single Outpu Switching Power Supply 5V 0~5A ±2%

20 5. 55

88 5.
99

4
0

4
0

5
.

8
26 5. 87

1
7

5
. 2

8 3
5

7418

Universal AC input / Full range

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

LED indicator for poweron

100% full load burn-in test

High realibility

FEATURES

USC CB

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

29638 RS-35-12 MEAN WELL MEAN WELL_35W Single Output Output Switching Power 12V 0~3A ±1%

29466 RS-35-15 MEAN WELL MEAN WELL_35W Single Output Output Switching Power Supply 15V 0~2.4A ±1%

29642 RS-35-24 MEAN WELL MEAN WELL_35W Single Output Output Switching Power 24V 0~1.5A ±1%

29632 RS-35-3.3 MEAN WELL MEAN WELL_35W Single Output Output Switching Power Supply 3.3V 0~7A ±3%

29644 RS-35-48 MEAN WELL MEAN WELL_35W Single Output Output Switching Power 48V 0~0.8A ±1%

29634 RS-35-5 MEAN WELL EAN WELL_35W Single Output Output Switching Power Supply 5V 0~7A ±2%

AC input range selectable by switch

Protections short circuit over load

Cooling by free air convection

100 full load burn in test

Low cost high reliability

1 year warranty

: /

% -

,

AC input voltage range 85~132VAC 170~264VAC selectable by switch

AC inrush current cold start 15A at 115VAC 30A at 230VAC

DC adjustment range ±10 of rated output voltage

Over load protection 105 ~150 fold back current limiting auto recovery

Setup rise hold up time 200ms 100ms 30ms at full load and 230VAC

Withstand voltage I P O P 1 5KVAC I P FG 1 5KVAC for 1 minute

Working temperature 0~50oC 100 10oC 80 60oC 60 load

Safety standards design refer to UL 1012

EMC standards design refer to FCC part 15J

Connection 5P 9 5mm pitch terminal block

Weight Packing 0 31kg 45pcs 15 0kg 0 9CUFT
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

7528 S-15-12 MEAN WELL 15W Single Output Switching Power Supply 12VDC 1.3A +/-1%

7527 S-15-24 MEAN WELL 15W Single Output Switching Power Supply 24VDC 0.7A +/-1%

7529 S-15-5 MEAN WELL 15W Single Output Switching Power Supply 5VDC 3A +/-2%

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:
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Power Supplies UPS&

5-40W Single Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Input voltage range 85~264VAC 47~63Hz 120~370VDC

Inrush current cold start 15A 115V 30A 230V

Leakage current 0 75mA 240VAC

Overload protection above 105 ~150 type pulsing hiccup shutdown

reset auto recovery

Over voltage protection 115 ~135

Wtihstand voltage I P O P 3KVAC I P FG 1 5KVAC O P FG

0 5KVAC

Weight 0 37kgs
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SPECIFICATION
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FEATURES
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Low cost high reliability

105 C Output capacitor

International AC input range

High efficiency low working temperature

Soft start circuit limiting AC surge current

Short circuit overload over voltage protected

Compact size light weight

100 full load burn in test

Built in EMI filter low ripple noise

o

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

7525 S-25-12 MEAN WELL 25W Single Output Switching Power Supply 12VDC 2.1A +/-1%

7538 S-25-15 MEAN WELL 25W Single Output Switching Power Supply 15VDC 1.7A +/-1%

7526 S-25-24 MEAN WELL 25W Single Output Switching Power Supply 24VDC 1.1A +/-1%

7524 S-25-5 MEAN WELL 25W Single Output Switching Power Supply 5VDC 5A +/-2%

Input voltage range 85~132VAC 170~264VAC Selected

by switch 47~63Hz 240~370VDC

Inrush current cold start 18A 115V 36A 230V

Leakage current 0 5mA 240VAC

Overload protection above 105 ~150 type pulsing hiccup shutdown

reset auto recovery

Wtihstand voltage I P O P 1 5KVAC I P FG 1 5KVAC O P FG

0 5KVAC

Weight 0 4kgs
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Low cost high reliability

105 C Output capacitor

International AC input range

High efficiency low working temperature

Soft start circuit limiting AC surge current

Short circuit overload over voltage protected

Compact size light weight

100 full load burn in test

Built in EMI filter low ripple noise

o
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SPECIFICATION

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

11158 S-35-12 MEAN WELL 35W Single Output Switching Power Supply 12VDC 3A +/-1%

7485 S-35-15 MEAN WELL 35W Single Output Switching Power Supply 15VDC 2.4A +/-1%

11159 S-35-24 MEAN WELL 35W Single Output Switching Power Supply 24VDC 1.5A +/-1%

11421 S-35-5 MEAN WELL 35W Single Output Switching Power Supply 5VDC 7A +/-1%

FEATURES

,

,

- ,

, ,

,

% -

,

Low cost high reliability

105 C Output capacitor

International AC input range

High efficiency low working temperature

Soft start circuit limiting AC surge current

Short circuit overload over voltage protected

Compact size light weight

100 full load burn in test

Built in EMI filter low ripple noise

o
Input voltage range 85~264VAC 47~63VAC 120~370VDC

Inrush current cold start 30A 115V 60A 230V

Leakage current 1mA 240VAC

Overload protection 105 ~150 type pulsing hiccup shutdown

reset auto recovery

Wtihstand voltage I P O P 3KVAC I P FG 1 5KVAC O P FG

0 5KVAC

Weight 0 45kgs
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SPECIFICATION

CB
Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

21075 S-40-12 MEAN WELL MEAN WELL_40W Single Output Switching Power Supply 12V 0~3.5A ±1%

21076 S-40-15 MEAN WELL MEAN WELL_40W Single Output Switching Power Supply 15V 0~2.8A ±1%

21077 S-40-24 MEAN WELL MEAN WELL_40W Single Output Switching Power Supply 24V 0~1.8A ±1%

12093 S-40-5 MEAN WELL MEAN WELL_40W Single Output Switching Power Supply 5V 0~8.0A ±2%

R

http://us.100y.com.tw/mainFrame.asp?mat3=27AA
http://us.100y.com.tw/PNoInfo/7525.htm
http://us.100y.com.tw/PNoInfo/7525.htm
http://us.100y.com.tw/PNoInfo/7538.htm
http://us.100y.com.tw/PNoInfo/7526.htm
http://us.100y.com.tw/PNoInfo/7524.htm
http://us.100y.com.tw/PNoInfo/11158.htm
http://us.100y.com.tw/PNoInfo/11158.htm
http://us.100y.com.tw/PNoInfo/7485.htm
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45-65W Single Output Switching
Power Supply

Universal AC input / Full range

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

Small and compact sizeBuilt-in remote ON-OFF control

LED indicator for power on

100% full load burn-in test

Low profile:23mm thickness

2 years warranty

FEATURES

LED
SVR1

1
2
3
4
5

1
2

1
2
3
4

195

185

55 45

23

4 Φ3 8- .

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

31283 LPS-50-12 MEAN WELL MEAN WELL_50W Single Output Switching Power Supply 4.2A 12V ±2%

31285 LPS-50-15 MEAN WELL MEAN WELL_50W Single Output Switching Power Supply 3.4A 15V ±2%

31286 LPS-50-24 MEAN WELL MEAN WELL_50W Single Output Switching Power Supply 24V 2.1A ±1%

31281 LPS-50-3.3 MEAN WELL MEAN WELL_50W Single Output Switching Power Supply 3.3V 10A ±3%

31287 LPS-50-48 MEAN WELL MEAN WELL_50W Single Output Switching Power Supply 48V 1.1A ±1%

31282 LPS-50-5 MEAN WELL MEAN WELL_50W Single Output Switching Power Supply 5V 10A ±3%

CBC US

Universal AC input / Full range

Low leakage current≤0.3mA

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

100% full load burn-in test

Fixed switching frequency at 45KHz

3 years warranty

FEATURES

AC FUSE
T2A 250V/

AC FUSE
T2A 250V/

FS1

CN1 FS2

1

2

1
2

3

4
5

6

127

115 8.

7
6

2
.

6
4

8
.

5
6

.

SVR1
LED

FG

M1 M2

4
Φ

3
8

-

.

5 6.

2
8

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

31423 MPS-45-12 MEAN WELL MEAN WELL_45W Single Output Medical Type 12V 3.7A ±2%

31424 MPS-45-13.5 MEAN WELL MEAN WELL_45W Single Output Medical Type 13.5V 3.3A ±2%

31425 MPS-45-15 MEAN WELL MEAN WELL_45W Single Output Medical Type 15V 3.0A ±2%

31426 MPS-45-24 MEAN WELL MEAN WELL_45W Single Output Medical Type 24V 1.9A ±2%

31428 MPS-45-27 MEAN WELL MEAN WELL_45W Single Output Medical Type 27V 1.7A ±2%

31408 MPS-45-3.3 MEAN WELL MEAN WELL_45W Single Output Medical Type 3.3V 8.0A ±3%

31430 MPS-45-48 MEAN WELL MEAN WELL_45W Single Output Medical Type 48V 1.0A ±2%

31421 MPS-45-5 MEAN WELL MEAN WELL_45W Single Output Medical Type 5V 8.0A ±3%

31422 MPS-45-7.5 MEAN WELL MEAN WELL_45W Single Output Medical Type 7.5V 5.4A ±3%

CBC US

Universal AC input Full range

Medical safety approved

Protections Short circuit Over load

Over voltage

Low leakage current≤0 3mA

Approvals UL CUL TUV CB CE

Fixed switching frequency at 45KHz

100 full load burn in test

3 year warranty

/

: /

/

.

: / / / /

% -

FEATURES

AC input voltage range 90~264VAC 127~370VDC

AC inrush current Cold start 20A at 115VAC 40A at 230VAC

DC adjustment range CH1 ±10 rated output voltage

Over load protection 73~105W hiccup mode auto recovery

Over voltage protection CH1 115 ~135 rated output voltage

Leakage current Less than 0 3mA at 264VAC

Setup rise hold up time 800ms 30ms 20ms at full load and 230VAC

Withstand voltage I P O P 4KVAC I P FG 1 5KVAC 1 minute

Working temperature 10~60oC refer to output derating curve

Safety standards UL2601 1 TUV EN60601 1 IEC601 1 approved

EMC standards EN55011 class B EN61000 4 2 3 4 5 6 8 11

EN61000 3 2 3 EN60601 1 2 ENV50204

Connection 2P 6P 3 96mm pitch Molex P N 5277 02 5273 06
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: : % %
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"
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AC FUSE
T4A 250V/

CBC US

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

31466 MPS-65-12 MEAN WELL MEAN WELL_65W Single Output Medical Type 12V 5.2A ±2%

31467 MPS-65-13.5 MEAN WELL MEAN WELL_65W Single Output Medical Type 13.5V 4.7A ±2%

31468 MPS-65-15 MEAN WELL_65W Single Output Medical Type 15V 4.2A ±2%

28349 MPS-65-24 MEAN WELL MEAN WELL_65W Single Output Medical Type +24V 2.7A +/-2%

31469 MPS-65-27 MEAN WELL MEAN WELL_65W Single Output Medical Type 27V 2.4A ±2%

http://us.100y.com.tw/mainFrame.asp?mat3=27AD
http://us.100y.com.tw/PNoInfo/31283.htm
http://us.100y.com.tw/PNoInfo/31285.htm
http://us.100y.com.tw/PNoInfo/31286.htm
http://us.100y.com.tw/PNoInfo/31281.htm
http://us.100y.com.tw/PNoInfo/31287.htm
http://us.100y.com.tw/PNoInfo/31282.htm
http://us.100y.com.tw/PNoInfo/31423.htm
http://us.100y.com.tw/PNoInfo/31424.htm
http://us.100y.com.tw/PNoInfo/31425.htm
http://us.100y.com.tw/PNoInfo/31426.htm
http://us.100y.com.tw/PNoInfo/31428.htm
http://us.100y.com.tw/PNoInfo/31408.htm
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw45-65W Single Output Switching
Power Supply
Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

31444 MPS-65-3.3 MEAN WELL MEAN WELL_65W Single Output Medical Type 3.3V 12A ±3%

31470 MPS-65-48 MEAN WELL MEAN WELL_65W Single Output Medical Type 48V 1.35A ±2%

31445 MPS-65-5 MEAN WELL MEAN WELL_65W Single Output Medical Type 5V 12A ±3%

31465 MPS-65-7.5 MEAN WELL MEAN WELL_65W Single Output Medical Type 7.5V 8.0A ±3%

Unversial AC input Full range NES 100 AC

input selectable by switch

Protections Short circuit OLP OVP

Cooling by free air convection

Small size high power density

Low cost high reliability

100 full load burn in test

2 year warranty

/ ( -

)

: / /

,

,

% -

AC input voltage range 85~264VAC universal input 120~370VDC

AC inrush current max Cold start 40A at 230VAC

DC adjustment range ±10 by potential meter for single output

CH 1 5~+10 by potential meter for multiple output

Over load protection 110 ~150 hiccup mode auto recovey

Over volatage protection 115 ~135 rated output voltage shut off

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

O P FG 0 5KVAC 1minute

Working temperature 20~+60 C refer to the derating curve for

different models

Safety standards Design refer to UL60950 1 TUV EN60950 1

EMC standards EN55022 class B EN00 3 2 3 EN61000 4 2 3 4 5

6 8 11 ENV50204

Connection Terminal block for input and output

: ( )
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FEATURES

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

29920 NES-50-12 MEAN WELL MEAN WELL_50W Single Output Switching Power Supply 12V 0~4.2A ±1%

29921 NES-50-15 MEAN WELL MEAN WELL_50W Single Output Switching Power Supply 15V 0~3.4A ±1%

29922 NES-50-24 MEAN WELL MEAN WELL_50W Single Output Switching Power Supply 24V 0~2.2A ±1%

29923 NES-50-48 MEAN WELL MEAN WELL_50W Single Output Switching Power Supply 48V 0~1.1A ±1%

29918 NES-50-5 MEAN WELL MEAN WELL_50W Single Output Switching Power Supply 5V 0~10A ±2%

15~100W Miniature 1~3 Output

Unversial AC input Full range

Ultra miniature size light weight

Protections Short circuit Overloa Over voltage Over temp

Fixed switching frequency at 100KHz

Cooling by free air convection

Small size high power density

Low cost high reliability

Approvals UL CUL TUV

100 full load burn in test

2 year warranty

/

- ,

: / / / .

,

,
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% -

FEATURES AC input voltage range 85~264VAC 120~370VDC

AC inrush current max Cold start 25A at 115VAC 45A at 230VAC

OFM 5000 20A at 115VAC 40A at 230VAC

DC adjustment range ±10 rated output voltage OFM 0200 ±6 rated output voltage

Over load protection 150 typical hiccup mode auto recovey

Over volatage protection 115 ~135 rated output voltage shut off AC recycle to re start

Withstand voltage I P O P 3 0KVAC 1minute

Working temperature 10~+60 C refer to the derating curve

Safety standards UL1950 TUV En60950 approved

EMC standards EN50081 1 EN50082 1

Connection 4 industrial pin for 5~15W 3P 4P 3 96mm pitch Molex 41791 for 20W

:

( .): , ,

( : : , )

: % ( - : % )

: %( ) , -

: % % , -

: / - / : .

:- ( )

:

: - , -

: / / . ,

o

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

31796 OFM-5001 MEAN WELL MEAN WELL_50W Switching Power Supply 5V 1.00A ±2%

31798 OFM-5002 MEAN WELL MEAN WELL_50W Switching Power Supply 12V 0.42A ±2%

31800 OFM-5003 MEAN WELL MEAN WELL_50W Switching Power Supply 15V 0.33A ±2%

31802 OFM-5005 MEAN WELL MEAN WELL_50W Switching Power Supply 24V 0.23A ±2%

LOW COST, HIGH RELIABILITY

COMPACT SIZE, LIGHT WEIGHT

105ºC OUTPUT CAPACITOR.

100% FULL LOAD BURN-IN TEST.

INTERNATIONAL AC INPUT RANGE.

BUILT IN EMI FILTER, LOW RIPPLE NOISE.

HIGH EFFICIENCY, LOW WORKING TEMPERATURE.

SOFT-START CIRCUIT, LIMITING AC SURGE CURRENT.

SHORT CIRCUIT, OVERLOAD, OVER VOLTAGE PROTECTED

Input voltage range 90~264VAC 47~440Hz 120~370VDC

AC Current 1A 115V 0 7A 230V

Inrush current cold start 20A 115V 40A 230V

Leakage current 0 5mA 240VAC

Over voltage protection 115 ~135

Temp coefficient ±0 04 C 0~50 C

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC O P FG 0 5KVAC

Weight 0 23Kgs

Safety standards UL 1950 TUV En60950 APPROVED
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

21116 PS-45-12 MEAN WELL MEAN WELL_45W Single Output Switching Power Supply 12V 3.7A ±2%

mailto:100y-1@163.com
http://us.100y.com.tw/mainFrame.asp?mat3=27AD
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw45-65W Single Output Switching
Power Supply

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

21117 PS-45-13.5 MEAN WELL MEAN WELL_45W Single Outputs Switching Power Supply 13.5V 3.3A ±2%

21118 PS-45-15 MEAN WELL MEAN WELL_45W Single Outputs Switching Power Supply 15V 3A ±2%

13393 PS-45-24 MEAN WELL MEAN WELL_45W Single Outputs Switching Power Supply 24V 1.9A ±2%

21119 PS-45-27 MEAN WELL MEAN WELL_45W Single Outputs Switching Power Supply 27V 1.7A ±2%

21112 PS-45-3.3 MEAN WELL MEAN WELL_45W Single Outputs Switching Power Supply 3.3V 8A ±3%

21120 PS-45-48 MEAN WELL MEAN WELL_45W Single Output Switching Power Supply 48V 1A ±2%

21113 PS-45-5 MEAN WELL MEAN WELL_45W Single Outputs Switching Power Supply 5V 8A ±3%

21115 PS-45-7.5 MEAN WELL MEAN WELL_45W Single Outputs Switching Power Supply 7.5V 5.4A ±3%

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International ac input range.

Built in emi filter, low ripple noise

High efficiency, low working temperature.

Soft-start circuit, limiting ac surge current.

Short circuit, overload, over voltage protected

Input voltage range 90~264VAC 47~440Hz 120~370VDC

AC Current 1 5A 115V 0 9A 230V

Inrush current cold start 20A 115V 40A 230V

Leakage current 0 5mA 240VAC

Over voltage protection 115 ~135

Temp coefficient ±0 04 C 0~50 C

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC O P FG 0 5KVAC

Weight 0 28Kgs

Safety standards UL 1950 TUV EN60950 APPROVED
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

12710 PS-65-12 MEAN WELL MEAN WELL_65W Single Outputs Switching Power Supply 12V 5.2A ±2%

21128 PS-65-13.5 MEAN WELL MEAN WELL_65W Single Outputs Switching Power Supply 13.5V 4.7A ±2%

21129 PS-65-15 MEAN WELL MEAN WELL_65W Single Outputs Switching Power Supply 15V 4.2A ±2%

14458 PS-65-24 MEAN WELL MEAN WELL_65W Sigle Output Switching Power Supply 24V 2.7A ±2%

21130 PS-65-27 MEAN WELL MEAN WELL_65W Single Outputs Switching Power Supply 27V 2.4A ±2%

21124 PS-65-3.3 MEAN WELL MEAN WELL_65W Single Outputs Switching Power Supply 3.3V 12A ±3%

21131 PS-65-48 MEAN WELL MEAN WELL_65W Single Outputs Switching Power Supply 48V 1.35A ±2%

21125 PS-65-5 MEAN WELL MEAN WELL_65W Single Outputs Switching Power Supply 5V 12A ±2%

21126 PS-65-7.5 MEAN WELL MEAN WELL_65W Single Outputs Switching Power Supply 7.5V 8.0A ±2%

4"x2" miniature size

Universal AC input/Full range

Low leakage current<200uA

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

UL60601-1/IEC60601-1/EN60601-1 medical safety approved

No load power consumption<0.75W

Fixed switch frequency at

FEATURES

29
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CBC US

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

47318 RPS-60-5 MEAN WELL 60W Single Output Medical Type 5V 10A ±2%

Universal AC input / Full range

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

LED indicator for power on

100% full load burn-in test

All using 105 C long life electrolytic capacitors
o

FEATURES

Withstand 300VAC surge input for 5 second

High operating temperature up to 70 C

Withstand 5G vibration test

High efficiency long life and high reliability

3 years warranty

,

o

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

29674 RS-50-12 MEAN WELL MEAN WELL_50W Single Output Output Switching Power Supply 12V 0~4.2A ±1%

29676 RS-50-15 MEAN WELL EAN WELL_50W Single Output Output Switching Power Supply 15V 0~3.4A ±1%

29678 RS-50-24 MEAN WELL EAN WELL_50W Single Output Output Switching Power Supply 24V 0~2.2A ±1%

29044 RS-50-3.3 MEAN WELL MEAN WELL_50W Single Output Output Switching Power Supply 3.3V 0~10A ±3%

29681 RS-50-48 MEAN WELL MEAN WELL_50W Single Output Output Switching Power Supply 48V 0~1.1A ±1%

26474 RS-50-5 MEAN WELL EAN WELL_50W Single Output Output Switching Power Supply 5V 0~10A ±3%

CBC US

http://us.100y.com.tw/PNoInfo/21117.htm
http://us.100y.com.tw/PNoInfo/21118.htm
http://us.100y.com.tw/PNoInfo/13393.htm
http://us.100y.com.tw/PNoInfo/21119.htm
http://us.100y.com.tw/PNoInfo/21112.htm
http://us.100y.com.tw/PNoInfo/21120.htm
http://us.100y.com.tw/PNoInfo/21113.htm
http://us.100y.com.tw/PNoInfo/21115.htm
http://us.100y.com.tw/PNoInfo/12710.htm
http://us.100y.com.tw/PNoInfo/21128.htm
http://us.100y.com.tw/PNoInfo/21129.htm
http://us.100y.com.tw/PNoInfo/14458.htm
http://us.100y.com.tw/PNoInfo/21130.htm
http://us.100y.com.tw/PNoInfo/21124.htm
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw45-65W Single Output Switching
Power Supply

low cost, high reliability.

compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

international ac input range.

built in emi filter, low ripple noise

high efficiency, low working temperature.

soft-start circuit, limiting ac surge current.

short circuit, overload, over voltage protected

Input voltage range 85~132VAC 170~264VAC Selected by

switch 47~63Hz 240~370VDC

AC Current 1 3A 115V 0 65A 230V

Inrush current cold start 18A 115V 36A 230V

Leakage current 0 5mA 240VAC

Temp coefficient ±0 03 C 0~50 C

Withstand voltage I P O P 1 5KVAC I P FG 1 5KVAC

O P FG 0 5KVAC

Weight 0 5Kgs

Safety standards Meet Ul1012 Requirement not apply for the mark
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

7523 S-50-12 MEAN WELL 50W Single Output Switching Power Supply 12VDC 4.2A +/-1%

2192 S-50-15 MEAN WELL 50W Single Output Switching Power Supply 15VDC 3.4A +/-1%

7521 S-50-24 MEAN WELL 50W Single Output Switching Power Supply 24VDC 2.1A +/-1%

7522 S-50-5 MEAN WELL 50W Single Output Switching Power Supply 5VDC 10A +/-2%

Universal AC input Full range

Protections Short circuit Overload Over voltage

Fixed switching frequency at 50KHz

Cooling by free air convection

100 full load burn in test

2 year warranty

/

: / /

% -

FEATURES

CBC US

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

10762 S-60-12 MEAN WELL 60W Single Output Switching Power Supply 12VDC 5A +/-1%

18784 S-60-15 MEAN WELL 60W Single Output Switching Power Supply 15VDC 4A +/-1%

11854 S-60-24 MEAN WELL 60W Single Output Switching Power Supply 24VDC 2.5A +/-1%

20930 S-60-5 MEAN WELL 60W Single Output Switching Power Supply 5VDC 12A +/-1%

75-120W Single Output
Switching Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Universal AC input / Full range

Built-in active PFC function, PF>0.95

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

100% full load burn-in test

Fix switching frequency at PFC 67KHz PWM 134KHz

3 year warranty

: :

FEATURES

32

62 52

212

222

CBC USFC

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

31371 LPP-100-12 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 12V 8.5A ±2%

31372 LPP-100-13.5 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 13.5V 7.5A ±2%

31373 LPP-100-15 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 15V 6.7A ±2%

31375 LPP-100-24 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 24V 4.2A ±1%

31376 LPP-100-27 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 27V 3.8A ±1%

31367 LPP-100-3.3 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 3.3V 20A ±2%

31377 LPP-100-48 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 48V 2.1A ±1%

31368 LPP-100-5 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 5V 20A ±2%

31369 LPP-100-7.5 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 7.5V 13.5A ±2%

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw75-120W Single Output
Switching Power Supply

FEATURES

/

: / /

% -

Universal AC input Full range

Protections Short circuit Over load Over voltage

Cooling by free air convection

100 full load burn in test

Fix switching frequency at 134KHz

3 years warranty

32

62 52

212

222

CBC US

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

31348 LPS-100-12 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 12V 8.4A ±2%

31351 LPS-100-13.5 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 13.5V 7.5A ±2%

31353 LPS-100-15 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 15V 6.7A ±2%

31354 LPS-100-24 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 24V 4.2A ±1%

31355 LPS-100-27 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 27V 3.8A ±1%

30088 LPS-100-3.3 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 3.3V 20A ±3%

31357 LPS-100-48 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 48V 2.1A ±1%

31346 LPS-100-5 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 5V 20A ±3%

31347 LPS-100-7.5 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 7.5V 13.3A ±2%

Universal AC input Full range

Protections Short circuit Over load Over voltage

Cooling by free air convection

PWM control and regulated

Small and compact size

Buit in remote ON OFF control

LED indicator for power on

100 full load burn in test

2 years warranty

/

: / /

- -

% -

FEATURES

CBC US

30

55 45

212

222

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

31291 LPS-75-12 MEAN WELL MEAN WELL_75W Single Output Switching Power Supply 12V 6.2A ±2%

31292 LPS-75-15 MEAN WELL MEAN WELL_75W Single Output Switching Power Supply 15V 5.0A ±2%

31293 LPS-75-24 MEAN WELL MEAN WELL_75W Single Output Switching Power Supply 24V 3.2A ±2%

31289 LPS-75-3.3 MEAN WELL MEAN WELL_75W Single Output Switching Power Supply 3.3V 15A ±3%

3129 4 LPS-75-48 MEAN WELL MEAN WELL_75W Single Output Switching Power Supply 48V 1.56A ±2%

31290 LPS-75-5 MEAN WELL MEAN WELL_75W Single Output Switching Power Supply 5V 15A ±3%

Universal AC input/Full range

Lowleakagecurrent<180μA

Protections: Short circuit/Over

load/Over voltage

UL2601-1 medical safety approved

With power good and fail signal

output(Optional)

100%full load burn-in test

Fixed switching frequency at 45KHz

3 years warranty

FEATURES

AC Input voltage 90~264VAC,47~440Hz/127~370VDC.

AC input current Maximum input current 2.9A at

115VAC,60Hz or 1.7A at 230VAC,

60Hz with 100% output load.

Inrush current Inrush current is less than 35A at

115VAC or less than 60A at 230VAC

under cold start conditions.Limiting

provided by internal thermistors

Leakage current leakage current less than 180μA at 264VAC

Working temp Whole series can operate from 20~70 C Please

refer to the deration curves

Safety standards Medical UL2601-1,TUV EN60601-1 approved

Commercial:Also design refer to UL60950-1,

TUVEN60950-1

Withstand voltage 4000VAC between input and output

1500VAC between input and F.G.

500VAC between output and F.G.
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

31529 MPS-120-12 MEAN WELL MEAN WELL_120W Single Output Medical Type 12V 10A ±2%

http://us.100y.com.tw/mainFrame.asp?mat3=27AF
http://us.100y.com.tw/PNoInfo/31348.htm
http://us.100y.com.tw/PNoInfo/31351.htm
http://us.100y.com.tw/PNoInfo/31353.htm
http://us.100y.com.tw/PNoInfo/31354.htm
http://us.100y.com.tw/PNoInfo/31355.htm
http://us.100y.com.tw/PNoInfo/30088.htm
http://us.100y.com.tw/PNoInfo/31357.htm
http://us.100y.com.tw/PNoInfo/31346.htm
http://us.100y.com.tw/PNoInfo/31347.htm
http://us.100y.com.tw/PNoInfo/31291.htm
http://us.100y.com.tw/PNoInfo/31291.htm
http://us.100y.com.tw/PNoInfo/31292.htm
http://us.100y.com.tw/PNoInfo/31293.htm
http://us.100y.com.tw/PNoInfo/31289.htm
http://us.100y.com.tw/PNoInfo/31294.htm
http://us.100y.com.tw/PNoInfo/31290.htm
http://us.100y.com.tw/PNoInfo/31529.htm
mailto:100y-1@163.com
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

29706 RS-75-12 MEAN WELL MEAN WELL_75W Single Output Output Switching Power Supply ±1% 12V 0~6A

29707 RS-75-15 MEAN WELL MEAN WELL_75W Single Output Output Switching Power Supply ±1% 15V 0~5A

29708 RS-75-24 MEAN WELL MEAN WELL_75W Single Output Output Switching Power Supply ±1% 24V 0~3.2A

29697 RS-75-3.3 MEAN WELL MEAN WELL_75W Single Output Output Switching Power Supply ±3% 3.3V 0~15A

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw75-120W Single Output
Switching Power Supply

T E L : Taiwan:886 3 5753170- - Shenzhen:86 755 83298787- - Shanghai:86 21 54151736- -

F A X : Taiwan:886 3 5753172- - Shenzhen:86 755 83640655- - Shanghai:86 21 64605107- -
Taiwan sale@100y com tw: . .E mail- : Shenzhen 100y@163 com: . Shanghai 100y 1@163 com: - .
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

31531 MPS-120-15 MEAN WELL MEAN WELL_120W Single Output Medical Type 15V 8.0A ±2%

31532 MPS-120-24 MEAN WELL MEAN WELL_120W Single Output Medical Type 24V 5.0A ±2%

31526 MPS-120-3.3 MEAN WELL MEAN WELL_120W Single Output Medical Type 3.3V 24A ±3%

31533 MPS-120-48 MEAN WELL MEAN WELL_120W Single Output Medical Type 48V 2.5A ±2%

31527 MPS-120-5 MEAN WELL MEAN WELL_120W Single Output Medical Type 5V 22A ±3%

Universal AC input Full range NES 100 AC

input selectable by switch

Protections Short circuit OLP OVP

Small size high power density

Low cost high reliability

Cooling by free air convection

100 full load burn in test

2 year warranty

/ ( -

)

: / /

,

,

% -

FEATURES AC input voltage range 85~264VAC universal input 120~370VDC

AC inrush current max Cold start 40A at 230VAC

DC adjustment range ±10 by potential meter for single output

CH 1 5~+10 by potential meter for multiple output

Over load protection 110 ~150 hiccup mode auto recovey

Over volatage protection 115 ~135 rated output voltage shut off

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

O P FG 0 5KVAC 1minute

Working temperature 20~+60 C refer to the derating curve for

different models

Safety standards Design refer to UL60950 1 TUV EN60950 1

EMC standards EN55022 class B EN61000 3 2 3 EN61000 4 2 3

4 5 6 8 11 ENV50204

Connection Terminal block for input and output
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

29936 NES-100-12 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 12V 0~8.5A ±1%

29937 NES-100-15 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 15V 0~7.0A ±1%

29938 NES-100-24 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 24V 0~4.5A ±1%

29939 NES-100-48 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 48V 0~2.3A ±1%

29933 NES-100-5 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 5V 0~20A ±2%

29934 NES-100-7.5 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 7.5V 0~13.6A ±1%

29935 NES-100-9 MEAN WELL MEAN WELL_100W Single Output Switching Power Supply 9V 0~11.2A ±1%

29926 NES-75-12 MEAN WELL MEAN WELL_75W Single Output Switching Power Supply 12V 0~6.2A ±1%

29927 NES-75-15 MEAN WELL MEAN WELL_75W Single Output Switching Power Supply 15V 0~5.0A ±1%

29931 NES-75-24 MEAN WELL MEAN WELL_75W Single Output Switching Power Supply 24V 0~3.2A ±1%

29932 NES-75-48 MEAN WELL MEAN WELL_75W Single Output Switching Power Supply 48V 0~1.6A ±1%

29925 NES-75-5 MEAN WELL MEAN WELL_75W Single Output Switching Power Supply 5V 0~15A ±2%

Universal AC input / Full range

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

LED indicator for poweron

100 full load burn in test

All using 105 C long life electrolytic capacitors

% -

o

Withstand 300VAC surge input for 5 second

High operating temperature up to 70 C

Withstand 5G vibration test

High efficiency, long life and high reliability

3 years warrantylong life electrolytic capacitors

o

FEATURES

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

29763 RS-100-12 MEAN WELL MMEAN WELL_150W Single Output Output Switching Power Supply 12V 0~8.5A ±1%

29012 RS-100-15 MEAN WELL 100W Single Output 15V 0-7A 1%

27861 RS-100-24 MEAN WELL 100W Single Output 24V 0-4.5A 1%

23228 RS-100-3.3 MEAN WELL 100W Single Output 3.3V 0-20A 3%

28987 RS-100-48 MEAN WELL 100W Single Output 48V 0-2.3A 3%

23229 RS-100-5 MEAN WELL 100W Single Output 5V 0-16A 2%

CBC US

Universal AC input / Full range

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

LED indicator for poweron

100 full load burn in test

All using 105 C long life electrolytic capacitors

% -

o

Withstand 300VAC surge input for 5 second

High operating temperature up to 70 C

Withstand 5G vibration test

High efficiency, long life and high reliability

3 years warrantylong life electrolytic capacitors

o

FEATURES

CBC US

http://us.100y.com.tw/PNoInfo/31531.htm
http://us.100y.com.tw/PNoInfo/31532.htm
http://us.100y.com.tw/PNoInfo/31526.htm
http://us.100y.com.tw/PNoInfo/31533.htm
http://us.100y.com.tw/PNoInfo/31527.htm
http://us.100y.com.tw/PNoInfo/29936.htm
http://us.100y.com.tw/PNoInfo/29937.htm
http://us.100y.com.tw/PNoInfo/29938.htm
http://us.100y.com.tw/PNoInfo/29939.htm
http://us.100y.com.tw/PNoInfo/29933.htm
http://us.100y.com.tw/PNoInfo/29934.htm
http://us.100y.com.tw/PNoInfo/29935.htm
http://us.100y.com.tw/PNoInfo/29926.htm
http://us.100y.com.tw/PNoInfo/29927.htm
http://us.100y.com.tw/PNoInfo/29931.htm
http://us.100y.com.tw/PNoInfo/29932.htm
http://us.100y.com.tw/PNoInfo/29925.htm
http://us.100y.com.tw/PNoInfo/29763.htm
http://us.100y.com.tw/PNoInfo/29012.htm
http://us.100y.com.tw/PNoInfo/27861.htm
http://us.100y.com.tw/PNoInfo/23228.htm
http://us.100y.com.tw/PNoInfo/28987.htm
http://us.100y.com.tw/PNoInfo/23229.htm
http://us.100y.com.tw/PNoInfo/29706.htm
http://us.100y.com.tw/PNoInfo/29707.htm
http://us.100y.com.tw/PNoInfo/29708.htm
http://us.100y.com.tw/PNoInfo/29697.htm
http://us.100y.com.tw/mainFrame.asp?mat3=27AF
mailto:100y-1@163.com
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

29709 RS-75-48 MEAN WELL MEAN WELL_75W Single Output Output Switching Power Supply ±1% 48V 0~1.6A

29705 RS-75-5 MEAN WELL MEAN WELL_75W Single Output Output Switching Power Supply ±2% 5V 0~12A

T E L : Taiwan:886 3 5753170- - Shenzhen:86 755 83298787- - Shanghai:86 21 54151736- -

F A X : Taiwan:886 3 5753172- - Shenzhen:86 755 83640655- - Shanghai:86 21 64605107- -
Taiwan sale@100y com tw: . .E mail- : Shenzhen 100y@163 com: . Shanghai 100y 1@163 com: - .
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw75-120W Single Output
Switching Power Supply

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International ac input range.

Built in emi filter, low ripple noise

High efficiency, low working temperature.

Soft-start circuit, limiting ac surge current.

Short circuit, overload, over voltage protected

Input voltage range 85~132VAC 180~264VAC Selected by

switch 47~63Hz 255~370VDC

AC Current 2 4A 115V 1 2A 230V

Inrush current cold start 30A 115V 60A 230V

Leakage current 1mA 240VAC

Temp coefficient ±0 03 C 0~50 C

Withstand voltage I P O P 1 5KVAC I P FG 1 5KVAC

O P FG 0 5KVAC

Weight 0 65Kgs

Safety standards Meet Ul1012 Requirement not apply for the mark
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

20931 S-100-10 MEAN WELL 100W Single Output Switching Power Supply 10VDC 10A +/-1%

7531 S-100-12 MEAN WELL 100W Single Output Switching Power Supply 12VDC 8.5A +/-1%

7532 S-100-15 MEAN WELL 100W Single Output Switching Power Supply 15VDC 6.7A +/-1%

11717 S-100-18 MEAN WELL 100W Single Output Switching Power Supply 18VDC 5.6A +/-1%

7588 S-100-24 MEAN WELL 100W Single Output Switching Power Supply 24VDC 4.5A +/-1%

20932 S-100-27 MEAN WELL 100W Single Output Switching Power Supply 27VDC 3.7A +/-1%

11722 S-100-3 MEAN WELL 100W Single Output Switching Power Supply 3VDC 20A +/-2%

7533 S-100-48 MEAN WELL 100W Single Output Switching Power Supply 48VDC 2A +/-1%

7530 S-100-5 MEAN WELL 100W Single Output Switching Power Supply 5VDC 20A +/-2%

11723 S-100-7.5 MEAN WELL 100W Single Output Switching Power Supply 7.5VDC 13.6A +/-1%

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International ac input range.

Built in emi filter, low ripple noise

High efficiency, low working temperature.

Soft-start circuit, limiting ac surge current.

Short circuit, overload, over voltage protected

Input voltage range 88~132VAC 176~264VAC Selected by jumper or

switch 47~63Hz 248~370VDC

AC Current 2 4A 115V 1 2A 230V

Inrush current cold start 30A 115V 60A 230V

Leakage current 1mA 240VAC

Temp coefficient ±0 03 C 0~50 C

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

O P FG 0 5KVAC

Weight 0 65Kgs

Safety standards UL1012 TUV EN60950 IEC950 UL1950 APPROVED
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

20939 S-100F-12 MEAN WELL 100W Single Output Switching Power Supply 12VDC 8.5A +/-1%

20940 S-100F-15 MEAN WELL 100W Single Output Switching Power Supply 15VDC 6.7A 1％

12196 S-100F-24 MEAN WELL 100W Single Output Switching Power Supply 24VDC 4.5A +/-1%

20941 S-100F-48 MEAN WELL 100W Single Output Switching Power Supply 48VDC 2.2A +/-1%

20933 S-100F-5 MEAN WELL 100W Single Output Switching Power Supply 5VDC 20A +/-%

20938 S-100F-7.5 MEAN WELL 100W Single Output Switching Power Supply 7.5VDC 13.5A +/-1%

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw145W-150W Single Output
Switching Power Supply

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International ac input range.

Built in emi filter, low ripple noise

High efficiency, low working temperature.

Soft-start circuit, limiting ac surge current.

Short circuit, overload, over voltage protected

mailto:100y-1@163.com
http://us.100y.com.tw/PNoInfo/29709.htm
http://us.100y.com.tw/PNoInfo/29705.htm
http://us.100y.com.tw/PNoInfo/20931.htm
http://us.100y.com.tw/PNoInfo/7531.htm
http://us.100y.com.tw/PNoInfo/7532.htm
http://us.100y.com.tw/PNoInfo/11717.htm
http://us.100y.com.tw/PNoInfo/7588.htm
http://us.100y.com.tw/PNoInfo/20932.htm
http://us.100y.com.tw/PNoInfo/11722.htm
http://us.100y.com.tw/PNoInfo/7533.htm
http://us.100y.com.tw/PNoInfo/7530.htm
http://us.100y.com.tw/PNoInfo/11723.htm
http://us.100y.com.tw/PNoInfo/20939.htm
http://us.100y.com.tw/PNoInfo/20940.htm
http://us.100y.com.tw/PNoInfo/12196.htm
http://us.100y.com.tw/PNoInfo/20941.htm
http://us.100y.com.tw/PNoInfo/20933.htm
http://us.100y.com.tw/PNoInfo/20938.htm
http://us.100y.com.tw/mainFrame.asp?mat3=27AF
http://us.100y.com.tw/mainFrame.asp?mat3=27AG
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145W-150W Single Output
Switching Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Input voltage range 85~264VAC 47~63Hz 120~370VDC

AC Current 2 2A 115V 1 1A 230V 3 3V 1 5A 115V

0 8A 230V

Inrush current cold start 40A 230V

Leakage current 3 5mA 240VAC

Temp coefficient ±0 05 C 0~50 C

: ;

: . / . / . : . /

. /

: /

:< . /

. : . %/ ( )
o o

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

O P FG 0 5KVAC

Weight 550gs

Safety standards UL1950 TUV En60950 APPROVED

: / - / : / - : .

/ - : .

:

: ,

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

21135 LPP-150-12 MEAN WELL MEAN WELL_150W Single Output with PFC Function 12V 12.5A ±2%

21136 LPP-150-13.5 MEAN WELL MEAN WELL_150W Single Output with PFC Function 13.5V 11.2A ±2%

21138 LPP-150-15 MEAN WELL MEAN WELL_150W Single Output with PFC Function 15V 10A ±2%

19615 LPP-150-24 MEAN WELL MEAN WELL_150W Single Output with PFC Function 24V 6.3A ±1%

21139 LPP-150-27 MEAN WELL MEAN WELL_150W Single Output with PFC Function 27V 5.6A ±1%

21132 LPP-150-3.3 MEAN WELL MEAN WELL_150W Single Output with PFC Function 3.3V 30A ±3%

21140 LPP-150-48 MEAN WELL MEAN WELL_150W Single Output with PFC Function 48V 3.2A ±1%

21133 LPP-150-5 MEAN WELL MEAN WELL_150W Single Output with PFC Function 5V 30A ±3%

21134 LPP-150-7.5 MEAN WELL MEAN WELL_150W Single Output with PFC Function 7.5V 20A ±2%

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

LED indicator for power on

100% full load burn-in test

All using 105 C long life electrolytic capacitors

Withstand 300VAC surge input for 5 second

High operating temperature up to 70 C

Withstand 5G vibration test

High efficiency, long life and high reliability

3 years warranty

o

o

FEATURES:
AC Current 3A 115VAC 2A 230VAC

Inrush current max cold start 50A 230VAC

Leakage current 2mA 240VAC

Working temp 25~+70 C Refer to output load derating

curve

Safety standards UL60950 1 TUV EN60950 1 Approved

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

O P FG 0 5KVAC

: / /

( .): /
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o

CBC US

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

23772 RS-150-12 MEAN WELL 150W Single Output Switching Power Supply 12V 12.5A +-1%

29765 RS-150-15 MEAN WELL MEAN WELL_150W Single Output Output Switching Power Supply 15V 0~10A ±1%

29780 RS-150-24 MEAN WELL MEAN WELL_150W Single Output Output Switching Power Supply 24V 0~4.5A ±1%

23750 RS-150-3.3 MEAN WELL 150W Single Output Switching Power Supply 3.3V 30A +-3%

29781 RS-150-48 MEAN WELL MEAN WELL_150W Single Output Output Switching Power Supply 48V 0~3.3A ±1%

23712 RS-150-5 MEAN WELL 150W Single Output Switching Power Supply 5V 26A +-2%

AC input range selectable by switch

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

100% full load burn-in test

Fixed switching frequency at 25KHz

LED indicator for power on

Made in China for low cost

High reliability

1 year warranty

FEATURES:

AC Current 3 2A 115VAC 1 6A 230VAC

Inrush current max cold start 35A

Leakage current 3 5mA 240VAC

Working temp 10~+60 C Refer to output load derating curve

Safety standards Design refer to Ul1012

Withstand voltage I P O P 1 5KVAC I P FG 1 5KVAC

O P FG 0 5KVAC
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

30320 S-145-12 MEAN WELL MEAN WELL_145W Single Output Switching Power Supply 12V 0~12A ±1%

30321 S-145-15 MEAN WELL MEAN WELL_145W Single Output Switching Power Supply 15V 0~9.6A ±1%

30322 S-145-24 MEAN WELL MEAN WELL_145W Single Output Switching Power Supply 24V 0~6.0A ±1%

30313 S-145-5 MEAN WELL MEAN WELL_145W Single Output Switching Power Supply 5V 0~25A ±2%

30319 S-145-7.5 MEAN WELL MEAN WELL_145W Single Output Switching Power Supply 7.5V 0~18A ±1%

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:

RS 150 Series-

S 145 Series-

LPP 150 Series-

http://us.100y.com.tw/mainFrame.asp?mat3=27AG
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/21135.htm
http://us.100y.com.tw/PNoInfo/21136.htm
http://us.100y.com.tw/PNoInfo/21138.htm
http://us.100y.com.tw/PNoInfo/19615.htm
http://us.100y.com.tw/PNoInfo/21139.htm
http://us.100y.com.tw/PNoInfo/21132.htm
http://us.100y.com.tw/PNoInfo/21140.htm
http://us.100y.com.tw/PNoInfo/21133.htm
http://us.100y.com.tw/PNoInfo/21134.htm
http://us.100y.com.tw/PNoInfo/23772.htm
http://us.100y.com.tw/PNoInfo/29765.htm
http://us.100y.com.tw/PNoInfo/29780.htm
http://us.100y.com.tw/PNoInfo/23750.htm
http://us.100y.com.tw/PNoInfo/29781.htm
http://us.100y.com.tw/PNoInfo/23712.htm
http://us.100y.com.tw/PNoInfo/30320.htm
http://us.100y.com.tw/PNoInfo/30321.htm
http://us.100y.com.tw/PNoInfo/30322.htm
http://us.100y.com.tw/PNoInfo/30313.htm
http://us.100y.com.tw/PNoInfo/30319.htm
mailto:100y-1@163.com
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145W-150W Single Output
Switching Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage protected

Input voltage range 85~132VAC 176~264VAC Selected by

switch 47~63Hz 248~370VDC

AC Current 3 2A 115V 1 6A 230V

Inrush current cold start 35A

Leakage current 3 5mA 240VAC

Temp coefficient ±0 03 C 0~50 C

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

O P FG 0 5KVAC

Weight 0 8Kgs

Safety standards UL1950 TUV EN60950 Approved

: /

;

: . / . /

:
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FEATURES:

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

7535 S-150-12 MEAN WELL 150W Single Output Switching Power Supply 12VDC 12.5A +/-1%

20951 S-150-13.5 MEAN WELL 150W Single Output Switching Power Supply 13.5V 11.2A +/-1%

7536 S-150-15 MEAN WELL 150W Single Output Switching Power Supply 15VDC 10A +/-1%

7537 S-150-24 MEAN WELL 150W Single Output Switching Power Supply 24VDC 6.5A +/-1%

20950 S-150-27 MEAN WELL 150W Single Output Switching Power Supply 27VDC 5.6A +/-1%

15620 S-150-48 MEAN WELL 150W Single Output Switching Power Supply 48VDC 3.2A +/-1%

7534 S-150-5 MEAN WELL 150W Single Output Switching Power Supply 5VDC 30A +/-2%

17051 S-150-7.5 MEAN WELL 150W Single Output Switching Power Supply 7.5V 0~20.0A +/-1%

20949 S-150-9 MEAN WELL 150W Single Output Switching Power Supply 9VDC 16.7A +/-1%

SP 150 Series-

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

High efficiency, low working temperature.

Built in PFC circuit

Soft-start circuit, limiting AC surge current.

Remote control option

Short circuit, overload, over voltage

Over temperature protected

( )

FEATURES:
Input voltage range 85~264VAC 47~63Hz 120~370VDC

AC Current 2 2A 115V 1 1A 230V 3 3V 1 5A 115V 0 8A 230V

Inrush current cold start 40A 230V

Leakage current 2mA 240VAC

Temp coefficient ±0 05 C 0~50 C

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

O P FG 0 5KVAC

Weight 750gs

Safety standards UL1950 TUV EN60950 S MARK approved
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

21010 SP-150-12 MEAN WELL 150W Single Output Switching Power Supply 12V 12.5A +/-2%

21079 SP-150-13.5 MEAN WELL 150W Single Output Switching Power Supply 13.5V 11.2A +/-2%

21080 SP-150-15 MEAN WELL 150W Single Output Switching Power Supply 15V 10A +/-2%

21081 SP-150-24 MEAN WELL 150W Single Output Switching Power Supply 24V 6.3A +/-1%

21082 SP-150-27 MEAN WELL 100W Single Output Switching Power Supply 27V 5.6A +/-1%

21078 SP-150-3.3 MEAN WELL 150W Single Output Switching Power Supply 3.3V 30A +/-2%

21083 SP-150-48 MEAN WELL 150W Single Output Switching Power Supply 48V 3.2A +/-1%

21062 SP-150-5 MEAN WELL 150W Single Output Switching Power Supply 5V 30A +/-2%

14342 SP-150-7.5 MEAN WELL 150W Single Output Switching Power Supply 7.5V 20A ±2%

S 150 Series-

200-250W Single Output
Switching Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

FEATURES:

/

> . @ ( )

: / / , ( )

( )

( )

- / ( )

/ ( )

: / / / /

/ , /

% -

Universal AC input Full range

PF 0 95 230Vac 200W

Protections short circuit Over load Over voltage OTP 200W

Leakage current≤150μA 120W

Leakage current≤180μA 120W

Built in remote sense and remote ON OFF control 200W

PG PF signal output optional for 120W

Approvals UL CUL TUV CB CE

80W 140W free air convection 120W 200W with 25CFM forced air

100 full load burn in test

3 years warranty

MPS 200 Series-
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200-250W Single Output
Switching Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

MPS 200 Series-

AC input voltage range 90~264VAC 127~370VDC

AC inrush current Cold start 35A at 115VAC 60A at 230VAC

DC adjustment range CH1 5~+10 rated output voltage

Over load protection 110~160 hiccup mode auto recovery

Over voltage protection CH1 115 ~140 rated output voltage

Leakage current Less than 150μA at 264VAC 180μA for 120W

Setup rise hold up time 1000ms 20ms 16ms at full load and 230VAC
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Withstand voltage I P O P 4KVAC

I P FG 1 5KVAC 1minute

Working temperature 20~70 C refer to output

derating curve

Safety standards UL2601 1 TUV EN6060 1

IEC601 1 approved

design refer to UL60950 1

TUV EN 60950 1

Connection 5P 13P 3 96mm pitch Molex

5273 05 5273 13 120W

3P 8Px2 3 96mm pitch

JST B3P B8Px2 VH 200W
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

31540 MPS-200-12 MEAN WELL MEAN WELL_200W Single Output Medical Type 12V 16.7A ±2%

31541 MPS-200-15 MEAN WELL MEAN WELL_200W Single Output Medical Type 15V 13.4A ±2%

31542 MPS-200-24 MEAN WELL MEAN WELL_200W Single Output Medical Type 24V 8.4A ±1%

31537 MPS-200-3.3 MEAN WELL MEAN WELL_200W Single Output Medical Type 3.3V 40A ±2%

31544 MPS-200-48 MEAN WELL MEAN WELL_200W Single Output Medical Type 48V 4.2A ±1%

31539 MPS-200-5 MEAN WELL MEAN WELL_200W Single Output Medical Type 5V 40A ±2%

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage

over temp protected

,

FEATURES: Input voltage range 90~132VAC 180~264VAC By switch 47~63Hz

254~370VDC

AC Current 4 5A 115V 2 5A 230V

Inrush current 25A 115V 50A230V

Leakage current 3 5mA 240VAC

Temp coefficient ±0 03 C 0~50 C

Withstand voltage I P O P 1 5KVAC I P FG 1 5KVAC

O P FG 0 5KVAC

Weight 0 9Kgs

Safety standards Design refer to UL1950
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

10806 S-201-12 MEAN WELL 200W Single Output Switching Power Supply 12VDC 16.5A +/-1%

10605 S-201-13.5 MEAN WELL 200W Single Output Switching Power Supply 13.5VDC 14.7A +/-1%

20959 S-201-15 MEAN WELL 200W Single Output Switching Power Supply 15VDC 13A +/-1%

10962 S-201-24 MEAN WELL 200W Single Output Switching Power Supply 24VDC 8.3A +/-1%

20961 S-201-27 MEAN WELL 200W Single Output Switching Power Supply 21VDC 7.4A +/-1%

20962 S-201-48 MEAN WELL 200W Single Output Switching Power Supply 48VDC 4.2A +/-1%

11716 S-201-5 MEAN WELL 200W Single Output Switching Power Supply 5VDC 40A +/-2%

16305 S-201-7.5 MEAN WELL 200W Single Output Switching Power Supply 7.5VDC 26.5A +/-2%

AC input range selected by switch

Protections short circuit Over load

Over voltage Over temp

Fixed switching frequency at 90KHz

Cooling by free air convection

100 full load burn in test

Low cost high reliability

2 years warranty

: / /

/ .

% -

,

FEATURES: AC input voltage range 88~132VAC 176~264VAC selectable by switch

AC inrush current cold start 20A at 115VAC 40A at 230VAC

DC adjustment range ±10 rated output voltage

Over load protection 105 ~135 hiccup mode auto recovery

Over voltage protection 115 ~145 rated output voltage

Setup rise hold up time 1000ms 20ms 20ms at full load and 230VAC

Withstand voltage I P O P 3 0KVAC I P FG 1 5KVAC 1minute

Working temperature 20~50 C refer to output derating curve

Safety standards UL60950 1 pending

Connection 9P 9 5mm pitch terminal block with cover
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S 201 Series-

S 210 Series-

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

30185 S-210-12 MEAN WELL MEAN MELL_210W Single Output Switching Power Supply 12V 0~17A ±1%

30186 S-210-13.5 MEAN WELL MEAN MELL_210W Single Output Switching Power Supply 13.5V 0~15A ±1%

30187 S-210-15 MEAN WELL MEAN MELL_210W Single Output Switching Power Supply 15V 0~14A ±1%

30188 S-210-24 MEAN WELL MEAN MELL_210W Single Output Switching Power Supply 24V 0~8.8A ±1%

30189 S-210-27 MEAN WELL MEAN MELL_210W Single Output Switching Power Supply 27V 0~7.8A ±1%

30190 S-210-48 MEAN WELL MEAN MELL_210W Single Output Switching Power Supply 48V 0~4.4A ±1%

30103 S-210-5 MEAN WELL MEAN MELL_210W Single Output Switching Power Supply 5V 0~40A ±2%

30184 S-210-7.5 MEAN WELL MEAN MELL_210W Single Output Switching Power Supply 7.5V 0-27A ±2%

http://us.100y.com.tw/
mailto:100y-1@163.com
http://us.100y.com.tw/mainFrame.asp?mat3=27AH
http://us.100y.com.tw/PNoInfo/31540.htm
http://us.100y.com.tw/PNoInfo/31540.htm
http://us.100y.com.tw/PNoInfo/31541.htm
http://us.100y.com.tw/PNoInfo/31542.htm
http://us.100y.com.tw/PNoInfo/31537.htm
http://us.100y.com.tw/PNoInfo/31544.htm
http://us.100y.com.tw/PNoInfo/31539.htm
http://us.100y.com.tw/PNoInfo/10806.htm
http://us.100y.com.tw/PNoInfo/10806.htm
http://us.100y.com.tw/PNoInfo/10605.htm
http://us.100y.com.tw/PNoInfo/20959.htm
http://us.100y.com.tw/PNoInfo/10962.htm
http://us.100y.com.tw/PNoInfo/20961.htm
http://us.100y.com.tw/PNoInfo/20962.htm
http://us.100y.com.tw/PNoInfo/11716.htm
http://us.100y.com.tw/PNoInfo/16305.htm
http://us.100y.com.tw/PNoInfo/30185.htm
http://us.100y.com.tw/PNoInfo/30185.htm
http://us.100y.com.tw/PNoInfo/30186.htm
http://us.100y.com.tw/PNoInfo/30187.htm
http://us.100y.com.tw/PNoInfo/30188.htm
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200-250W Single Output
Switching Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage

over temp protected

,

FEATURES:

Input voltage range 88~132VAC 176~264VAC By switch 47~63Hz

248~370VDC

AC Current 5A 115V 2 5A 230V

Inrush current 18A 115V 36A 230V

Leakage current 1 2mA 240VAC

Temp coefficient ±0 03 C 0~50 C

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

O P FG 0 5KVAC

Weight 1 1Kgs

Safety standards UL 1950 TUV EN60950 IEC950 UL1950

approved
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S 240 Series-

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

20965 S-240-12 MEAN WELL 240W Single Output Switching Power Supply 12V 18A +/-1%

16374 S-240-15 MEAN WELL 240W Single Output Switching Power Supply 15V 15A +/-1%

20966 S-240-24 MEAN WELL 240W Single Output Switching Power Supply 24V 10A +/-1%

20967 S-240-30 MEAN WELL 240W Single Output Switching Power Supply 30V 8A +/-1%

20968 S-240-48 MEAN WELL 240W Single Output Switching Power Supply 48V 5A +/-1%

20963 S-240-5 MEAN WELL 240W Single Output Switching Power Supply 5V 40A +/-2%

20964 S-240-7.5 MEAN WELL 240W Single Output Switching Power Supply 7.5V 30A +/-2%

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload protected

FEATURES: Input voltage range 90~132VAC 176~264VAC selected By switch

47~63Hz 248~370VDC

AC Current 6A 115V 3 5A 230V

Inrush current Gold start 50A 230VAC

Leakage current 2mA 240VAC

Temp coefficient ±0 03 C 0~50 C

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

O P FG 0 5KVAC

Weight 1 3Kgs

Safety standards UL60950 approved
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

20970 S-250-12 MEAN WELL 250W Single Output Switching Power Supply 12V 18A +/-1%

20971 S-250-15 MEAN WELL 250W Single Output Switching Power Supply 15V 15A +/-1%

18604 S-250-24 MEAN WELL 250W Single Output Switching Power Supply 24V 10A +/-1%

20972 S-250-27 MEAN WELL 250W Single Output Switching Power Supply 27V 9.4A +/-1%

20973 S-250-48 MEAN WELL 250W Single Output Switching Power Supply 48V 5.2A +/-1%

20969 S-250-5 MEAN WELL 250W Single Output Switching Power Supply 5V 40A +/-2%

S 250 Series-

SP 200 Series-

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

21027 SP-200-12 MEAN WELL 200W Single Output Switching Power Supply 12VDC 16.7A +/-2%

20956 SP-200-13.5 MEAN WELL 200W Single Output Switching Power Supply 13.5VDC 14.9A +/-2%

20957 SP-200-15 MEAN WELL 200W Single Output Switching Power Supply 15VDC 13.4A +/-2%

21028 SP-200-24 MEAN WELL 200W Single Output Switching Power Supply 24VDC 8.4A +/-1%

20958 SP-200-27 MEAN WELL 200W Single Output Switching Power Supply 27VDC 7.5A +/-1%

14865 SP-200-3.3 MEAN WELL 200W Single Output Switching Power Supply 3.3V 40 A +/-2%

20236 SP-200-48 MEAN WELL 200W Single Output Switching Power Supply 48V 4.2A +/-1%

21026 SP-200-5 MEAN WELL 200W Single Output Switching Power Supply 5VDC 40A +/-2%

20955 SP-200-7.5 MEAN WELL 200W Single Output Switching Power Supply 7.5VDC 26.7A +/-2%

Universal AC input Full range

PF 0 98 115VAC 0 93 230VAC

Protections short circuit over load over

voltage over temp

Built in fan speed control

Approvals UL CUL TUV CB CE S MARK

Fixed switching frequency at 134KHz

Forced air cooling by built in DC fan

Remote ON OFF control option

3 years warranty
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FEATURES:
AC input voltage range 85~264VAC 120~370VDC

DC adjustment range 5~+10 of rated output voltage

Over load protection 105 ~150 constant current limiting

auto recovery

Over voltage protection 110 ~135 of rated output voltage

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC 1minute

Working temperature 10~60 C Refer to output derating curve

Safety standards UL1950 TUV EN60950 J60950 approved

Connection 7P 9 5mm pitch terminal block with cover
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw
300-600W Single Output
Switching Power Supply

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage

over temp protected

FEATURES:

Input voltage range 88~132VAC 176~264VAC By switch 47~63Hz

248~370VDC

AC Current 6A 115V 3 5A 230V

Inrush current 20A 115V 40A 230V

Leakage current 3 5mA 240VAC

Temp coefficient ±0 03 C 0~50 C

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

O P FG 0 5KVAC

Weight 1 15Kgs

Safety standards UL 1950 approved
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S 320 Series-

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

7540 S-320-12 MEAN WELL 320W Single Output Switching Power Supply 12VDC 25A +/-1%

20975 S-320-13.5 MEAN WELL 320W Single Output Switching Power Supply 13.5Vdc 22A +/-1%

7541 S-320-15 MEAN WELL 320W Single Output Switching Power Supply 15VDC 20A +/-1%

7542 S-320-24 MEAN WELL 320W Single Output Switching Power Supply 24VDC 12.5A +/-1%

17592 S-320-27 MEAN WELL 320W Single Output Switching Power Supply 27Vdc 11A +/-1%

7543 S-320-48 MEAN WELL 320W Single Output Switching Power Supply 48VDC 6.5A +/-1%

7539 S-320-5 MEAN WELL 320W Single Output Switching Power Supply 5VDC 50A +/-2%

20974 S-320-7.5 MEAN WELL 320W Single Output Switching Power Supply 7.5Vdc 36A +/-2%

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage

over temp protected

,

FEATURES: Input voltage range 90~132VAC 180~264VAC By switch 47~63Hz

254~370VDC

AC Current 6 5A 115V 4A 230V

Inrush current 25A 115V 50A 230V

Leakage current 3 5mA 240VAC

Temp coefficient ±0 03 C 0~50 C

Withstand voltage I P O P 1 5KVAC I P FG 1 5KVAC

O P FG 0 5KVAC

Weight 1 15Kgs

Safety standards Design refer to UL 1950
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

14971 S-350-12 MEAN WELL 350W Single Output Switching Power Supply 12Vdc 29A +/-1%

20978 S-350-13.5 MEAN WELL 350W Single Output Switching Power Supply 13.5VDC 25.8A +/-1%

20979 S-350-15 MEAN WELL 350W Single Output Switching Power Supply 15VDC 23.2A +/-1%

12269 S-350-24 MEAN WELL 350W Single Output Switching Power Supply 24Vdc 14.6A +/-1%

20983 S -350-27 MEAN WELL 350W Single Output Switching Power Supply 27VDC 13A +/-1%

20984 S-350-48 MEAN WELL 350W Single Output Switching Power Supply 48VDC 7.3A +/-1%

20976 S-350-5 MEAN WELL 350W Single Output Switching Power Supply 5VDC 50A +/-2%

20977 S-350-7.5 MEAN WELL 350W Single Output Switching Power Supply 7.5VDC 40A +/-2%

High power density 4.9w/in

AC input active surge current limiting

AC input range selected by switch

Short circuit, overload, over voltage,over

temperature protection

Forcedair cooling by built-in DC fan

Built-in remote sense function

Ulapproved

Low cost

2 years warranty

3

FEATURES:
AC Current 12A 115VAC 7 5A 230VAC

Inrush current max 30A 115VAC 50A 230VAC

Leakage current 2mA 240VAC

Working temp Humidity 10~+60 C Refer to output load derating

curve ,20~90 RH non condensing

Safety standards UL60950 Approved

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

O P FG 0 5KVAC
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

20986 SE-600-12 MEAN WELL 600W Single Output Switching Power Supply +12V 50A +/-1%

17049 SE-600-15 MEAN WELL 600W Single Output Switching Power Supply 15V 0~40A +/-1%

20987 SE-600-24 MEAN WELL 600W Single Output Switching Power Supply +24V 25A +/-1%

18169 SE-600-27 MEAN WELL 600W Single Output Switching Power Supply +27V 22.2A 1%

20988 SE-600-48 MEAN WELL 600W Single Output Switching Power Supply +48V 12.5A +/-1%

20985 SE-600-5 MEAN WELL 600W Single Output Switching Power Supply +5V 100A +/-2%

SE 600 Series-
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twDIN 30-960W Single Output
Switching Power Supply

Part No. Product No. Manufacturer Description Output Volt. Tol.(±) Output Current

30623 DR-120-24 MEAN WELL MEAN WELL_120W Single Output DIN Rail Power Supply 24V ±1% 0~5.0A

30624 DR-120-48 MEAN WELL MEAN WELL_120W Single Output DIN Rail Power Supply 48V ±1% 0~2.5A

MEAN WELL_120W Single Output DIN Rail Power Supply

Universal AC input/Full range

Protections:Short circuit/Over load/Over

voltage

Cooling by free air convection

Can be installed on DINrail TS-35/7.5 or 15

Isolation class

LED indicator for power on

100% full load burn-in test

3 year warranty

FEATURES:

AC Current Typ 0 88A 115VAC 0 48A 230VAC

Inrush current Typ Gold start 27A 115VAC 36A 230VAC

Working temp 20~+60 C Refer to output load derating curve

Safety standards UL60950 1 TUV EN60950 1 Approved

Design refer to EN50178

Withstand voltage I P O P 3KVAC
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Part No. Product No. Manufacturer Description Output Volt. Tol.(±) Output Current

30800 DR-30-12 MEAN WELL MEAN WELL_30W Single Output Class II DIN Rail Power 12V ±1% 0~2.0A

30801 DR-30-15 MEAN WELL MEAN WELL_30W Single Output Class II DIN Rail Power 15V ±1% 0~2.0A

30804 DR-30-24 MEAN WELL MEAN WELL_30W Single Output Class II DIN Rail Power 24V ±1% 0~1.5A

30793 DR-30-5 MEAN WELL MEAN WELL_30W Single Output Class II DIN Rail Power +5V ±2% 0~3.0A

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage over temp protected,

FEATURES:

Input voltage range 85~264VAC 47~63Hz 120~370VDC

AC Current 1 5A 115V 0 75A 230V

Inrush current Cold start 30A 115V 60A 230V

Leakage current 1mA 240VAC

Temp coefficient ±0 03 C 0~50 C

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC O P FG 0 5KVAC

Weight 0 4Kgs

Safety standards TUV EN60950 UL508 Approved
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Part No. Product No. Manufacturer Description Output Volt. Tol.(±) Output Current

21093 DR-4505 MEAN WELL 45W Single Output DIN Rail Power Supply 5V ±2% 0~5A

21094 DR-4512 MEAN WELL 45W Single Output DIN Rail Power Supply 12V +/-1% 0~3.5A

21095 DR-4515 MEAN WELL 45W Single Output DIN Rail Power Supply 15V +/-1% 0~2.8A

19718 DR-4524 MEAN WELL 45W Single Output DIN Rail Power Supply 24V +/-1% 0~2A

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:

DR 30 Series-
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twDIN 30-960W Single Output
Switching Power Supply

Universal AC input/Full range

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

Can be installed on DINrail TS-35/7.5 or 15

Isolation class

LED indicator for power on

100% full load burn-in test

3 year warranty

FEATURES:

AC Current Typ 1 4A 115VAC 0 8A 230VAC

Inrush current Typ Gold start 27A 115VAC 36A 230VAC

Working temp 20~+60 C Refer to output load derating curve

Safety standards UL60950 1 TUV EN60950 1 Approved

Design refer to EN50178

Withstand voltage I P O P 3KVAC
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Part No. Product No. Manufacturer Description Output Volt. Tol.(±) Output Current

30808 DR-60-12 MEAN WELL MEAN WELL_60W Single Output Class II DIN Rail Power 12V ±1% 0~4.5A

30809 DR-60-15 MEAN WELL MEAN WELL_60W Single Output Class II DIN Rail Power 15V ±1% 0~4.0A

30810 DR-60-24 MEAN WELL MEAN WELL_60W Single Output Class II DIN Rail Power 24V ±1% 0~2.5A

30805 DR-60-5 MEAN WELL MEAN WELL_60W Single Output Class II DIN Rail Power 5V ±2% 0~6.5A

Universal AC input/Full range Ul508 listed

Protections:Short circuit/Over load/Over

voltage Over temp

Cooling by free air convection

Fixed switching frequency at 50KHz

Approvals UL CUL TUV CB CE

LED indicator for power on

100% full load burn-in test

3 year warranty

/ .

: / / / /

FEATURES: AC input voltage range 85~264VAC 120~370VDC

DC adjustment range 12V 12~14V 24V 24~28V 48V 48~53V

Over load protection 105 ~150 constant current limiting

auto recovery

Over voltage protection 121 ~142 rated output voltage

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC 1minute

Working temperature 10~60 C Refer to output derating curve

Safety standards UL508 TUV E 60950 approved

Connection I P 3 poles O P 4 poles screw DIN terminal
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Part No. Product No. Manufacturer Description Output Volt. Tol.(±) Output Current

30514 DR-75-12 MEAN WELL MEAN WELL_75W Single Output DIN Rail Power Supply 12V ±2% 0~6.3A

20043 DR-75-24 MEAN WELL MEAN WELL_75W Single Output DIN Rail Power Supply 24V ±1% 0~3.2A

30515 DR-75-48 MEAN WELL MEAN WELL_75W Single Output DIN Rail Power Supply 48V ±1% 0~1.6A

Part No. Product No. Manufacturer Description Output Volt. Tol.(±) Output Current

31113 DRH-120-24 MEAN WELL MEAN WELL_120W Single Output High Input Voltage 24V ±1% 0~5.0A

31115 DRH-120-48 MEAN WELL MEAN WELL_120W Single Output High Input Voltage 48V ±1% 0~2.5A

MEAN WELL_120W Single Output High Input Voltage

Www 100y com tw. . . Part No. Product No. Manufacturer Description Output Volt. Tol.(±) Output Current

31117 DRT-240-24 MEAN WELL MEAN WELL_240W Three Phase DIN Rail Power 24V ±1% 0~10A

31118 DRT-240-48 MEAN WELL MEAN WELL_240W Three Phase DIN Rail Power 48V ±1% 0~5.0A

MEAN WELL_240W Three Phase DIN Rail Power

Part No. Product No. Manufacturer Description Output Volt. Tol.(±) Output Current

31119 DRT-480-24 MEAN WELL MEAN WELL_480W Three Phase DIN Rail Power 24V ±1% 0~20A

31121 DRT-480-48 MEAN WELL MEAN WELL_480W Three Phase DIN Rail Power 48V ±1% 0~10A

31122 DRT-960-24 MEAN WELL MEAN WELL_960W Three Phase DIN Rail Power 24V ±1% 0~40A

31123 DRT-960-48 MEAN WELL MEAN WELL_960W Three Phase DIN Rail Power 48V ±1% 0~20A

MEAN WELL_480W Three Phase DIN Rail Power

MEAN WELL_960W Three Phase DIN Rail Power

We provide a wide range of products to development and maintenance engineers in all type of business

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:

DR 60 Series-
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DIN 240-480W Single Output
With PFC Function

Universal AC input / Full range

Built in active PFC function, PF>0.95

Protections:Short circuit/Over load/Over voltage/

Over temperature

Cooling by free air convection

Can be installed on DIN rail TS-35/7.5 or 15

UL 508(industrial control equipment)approved

LED indicatorfor power on

100% full load burn-in test

Fixed switching frequency at 100KHz

3 years warranty

FEATURES:
AC CURRENT 3.5A/115VAC 1.8A/230VAC

INRUSH CURRENT (max.) COLD START30A/115VAC 50A/230VAC

LEAKAGE CURRENT <3.5mA/ 240VAC

WORKING TEMP. -10 ~ +70 C(Refer to output load derating curve)

SAFETYSTANDARDS UL508,UL60950 1 TUV EN60950-1 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

:

:

:

:

: -

:

o

CBC US
UL®C USFC

DRP 240 Series-

Part No. Product No. Manufacturer Description Output Current Output Volt. Tol.(±)

30349 DRP-240-24 MEAN WELL MEAN WELL_240W Single Output with PFC Function 0~10A 24V ±1%

30358 DRP-240-48 MEAN WELL MEAN WELL_240W Single Output with PFC Function 0~5.0A 48V ±1%

Built-in passive PFC function compliance

to EN61000-3-2

High efficiency 89% and low dissipation

Protections:Short circuit/Over load/Over

voltage/Over temperature

Cooling by free air convection

Built-in constant current limiting circuit

Can be installed on DIN rail TS-35/7.5 or 15

UL 508(industrial control equipment)approved

EN61000-6-2(EN50082-2) industrial immunity level

100% full load burn-in test

3 years warranty

FEATURES:

CBC US
UL®C US

AC CURRENT 4A/230VAC

INRUSH CURRENT (max.) COLD START 50A/230VAC

LEAKAGE CURRENT <3.5mA/ 240VAC

WORKING TEMP. -20 ~ +70 C(Refer to output load derating curve)

SAFETYSTANDARDS UL508,UL60950 1 TUV EN60950-1 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

:

:

:

:

: -

:

o

DRP 480 Series-

Part No. Product No. Manufacturer Description Output Current Output Volt. Tol.(±)

22828 DRP-480-24 MEAN WELL MEAN WELL_480W Single Output with PFC Function 0~20A 24V ±1%

30361 DRP-480-48 MEAN WELL MEAN WELL_480W Single Output with PFC Function 0~10A 48V ±1%

AC input range selectable by switch

Built-in passive PFC function compliance to

EN61000-3-2

High efficiency 89% and low dissipation

Protections:Short circuit/Over load/Over voltage/

Over temperature

Cooling by free air convection

Built-in constant current limiting circuit

Can be installed on DIN rail TS-35/7.5 or 15

UL 508(industrial control equipment) approved

EN61000-6-2(EN50082-2) industrial immunity level

100% full load burn-in test

3 years warranty

FEATURES: AC CURRENT 11A/115VAC 4A/230VAC

INRUSH CURRENT (max.) Gold start 30A 115VAC 50A 230VAC

LEAKAGE CURRENT <3.5mA/ 240VAC

WORKING TEMP. -20 ~ +70 C(Refer to output load derating curve)

SAFETYSTANDARDS UL508, UL60950-1,TUV EN60950-1

Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

:

: / /

:

:

:

:

o

CBC US
UL®C US

Part No. Product No. Manufacturer Description Output Current Output Volt. Tol.(±)

30362 DRP-480S-24 MEAN WELL MEAN WELL_480W Single Output with PFC Function 0~20A 24V ±1%

30371 DRP-480S-48 MEAN WELL MEAN WELL_480W Single Output with PFC Function 0~10A 48V ±1%

DRP 480S Series-

75-1500W Single Output With
PFC Function

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

CBC USFC

Universal AC input / Full range

Built-in active PFC function

Protections:Short circuit/Over load/Over voltage

PWM control and regulated

High power density 6.117W/inch

Built-in remote sense function

LED indicator for power on

100% full load burn-in test

125W with 18CFM FAN

5"x3" compact size

3 years warranty

3

FEATURES:

INRUSH CURRENT (max.) COLD START40A/230VAC

LEAKAGE CURRENT <2mA/ 240VAC

WORKING TEMP.-20 ~ +70 C(Refer to output load derating curve)

SAFETYSTANDARDS UL60950-1,TUV EN60950-1Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

:

:

o

:

:

http://us.100y.com.tw/mainFrame.asp?mat3=27AI-3
http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27AJ
http://us.100y.com.tw/PNoInfo/30349.htm
http://us.100y.com.tw/PNoInfo/30349.htm
http://us.100y.com.tw/PNoInfo/30358.htm
http://us.100y.com.tw/PNoInfo/22828.htm
http://us.100y.com.tw/PNoInfo/22828.htm
http://us.100y.com.tw/PNoInfo/30361.htm
http://us.100y.com.tw/PNoInfo/30362.htm
http://us.100y.com.tw/PNoInfo/30362.htm
http://us.100y.com.tw/PNoInfo/30371.htm
http://us.100y.com.tw/PNoInfo/31166.htm
mailto:100y-1@163.com
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75-1500W Single Output With
PFC Function 127

115 6.

7
6

2
.

6
4

8
.

3
4

6
.

1
2
3
4
5
6
7
8

Pin No. Assignment Mating Housing Terminal

1

2

3

AC L/

No Pin

AC N/

JST VHR
or equivalent

JST SVH 21T P1 1
or equivalent

- - ,

1~4 -V

+V

Pin No. Assignment Mating Housing Terminal

5~8

JST VHR
or equivalent

JST SVH 21T P1 1
or equivalent

- - ,

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

31166 PPS-125-12 MEAN WELL MEAN WELL_125W Single Output with PFC Function 12V 10.5A ±2%

31168 PPS-125-13.5 MEAN WELL MEAN WELL_125W Single Output with PFC Function 13.5V 9.3A ±2%

31169 PPS-125-15 MEAN WELL MEAN WELL_125W Single Output with PFC Function 15V 8.4A ±2%

31220 PPS-125-24 MEAN WELL MEAN WELL_125W Single Output with PFC Function 24V 5.2A ±1%

31221 PPS-125-27 MEAN WELL MEAN WELL_125W Single Output with PFC Function 27V 4.6A ±1%

31164 PPS-125-3.3 MEAN WELL MEAN WELL_125W Single Output with PFC Function 3.3V 25A ±2%

31222 PPS-125-48 MEAN WELL MEAN WELL_125W Single Output with PFC Function 2.6A 48V ±1%

31165 PPS-125-5 MEAN WELL MEAN WELL_125W Single Output with PFC Function 5V 25A ±2%

AC input active surge current limiting

Built-in active PFC function, PF>0.95

Protections:Short circuit/Over load/

Over voltage/Over temperature

Built-in constant current limiting circuit

Built-in remote ON-OFF control

Built-in remote sense function

3 years warranty

FEATURES: AC CURRENT 10 5A/230VAC

INRUSH CURRENT (max.) 100A 230VAC

LEAKAGE CURRENT <3.5mA/ 240VAC

WORKING TEMP. -10 ~ +65 C(Refer to output load derating curve)

SAFETYSTANDARDS UL1950, TUV En60950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

: .

: /

:

:

:

:

o

CBC USFC

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

21070 PSP-1500-12 MEAN WELL MEAN WELL_1500W Single Output with PFC Function 12V 112.5A ±3%

21071 PSP-1500-13.5 MEAN WELL MEAN WELL_1500W Single Output with PFC Function 13.5V 100.5A ±2%

21072 PSP-1500-15 MEAN WELL MEAN WELL_1500W Single Output with PFC Function 15V 90A ±2%

21073 PSP-1500-24 MEAN WELL MEAN WELL_1500W Single Output with PFC Function 24V 56.4A ±1％

21074 PSP-1500-27 MEAN WELL MEAN WELL_1500W Single Output with PFC Function 27V 50.4A ±1％

18603 PSP-1500-48 MEAN WELL MEAN WELL_1500W Single Output with PFC Function 48V 28.5A ±1％

21069 PSP-1500-5 MEAN WELL MEAN WELL_1500W Single Output with PFC Function 5V 217.5A ±6％

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

High efficiency, low working temperature.

Built in PFC circuit

Soft-start circuit, limiting AC surge current.

Remote control option

Short circuit, overload, over voltage

Over temperature protected

( )

FEATURES: Input voltage range 85~264VAC 47~63Hz 120~370VDC

AC Current 1 3A 115V 0 75A 230V 3 3V 1A 115V 0 A 230V

Inrush current cold start 40A 230V

Leakage current 2mA 240VAC

Temp coefficient ±0 05 C 0~50 C

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

O P FG 0 5KVAC

Weight 600gs

Safety standards UL1950 TUV En60950 approved

: ;

: . / . / . : / . /

: /

:< /

. : . %/ ( )

: / - / : / - : .

/ - : .

:

: ,

6

o o

SP 100 Series-

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

20943 SP-100-12 MEAN WELL 100W SP Series Single Output Switching Power Supply 12VDC 8.5A +/-2%

20944 SP-100-13.5 MEAN WELL 100W SP Series Single Output Switching Power Supply 13.5VDC 7.5A +/-2%

17910 SP-100-15 MEAN WELL 100W SP Series Single Output Switching Power Supply 15VDC 6.8A +/-2%

20945 SP-100-24 MEAN WELL 100W SP Series Single Output Switching Power Supply 24VDC 4.2A +/-1%

11719 SP-100-27 MEAN WELL 100W SP Series Single Output Switching Power Supply 27VDC 3.8A + /-1%

1171 8 SP-100-3.3 MEAN WELL 100W SP Series Single Output Switching Power Supply 3.3VDC 20A +/-2%

20947 SP-100-48 MEAN WELL 100W SP Series Single Output Switching Power Supply 48VDC 2.1A +/-1%

17909 SP-100-5 MEAN WELL 100W SP Series Single Output Switching Power Supply 5VDC 20A +/-2%

20942 SP-100-7.5 MEAN WELL 100W SP Series Single Output Switching Power Supply 7.5VDC 13.5A +/-2%

http://us.100y.com.tw/mainFrame.asp?mat3=27AJ
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/31166.htm
http://us.100y.com.tw/PNoInfo/31166.htm
http://us.100y.com.tw/PNoInfo/31168.htm
http://us.100y.com.tw/PNoInfo/31169.htm
http://us.100y.com.tw/PNoInfo/31220.htm
http://us.100y.com.tw/PNoInfo/31221.htm
http://us.100y.com.tw/PNoInfo/31164.htm
http://us.100y.com.tw/PNoInfo/31222.htm
http://us.100y.com.tw/PNoInfo/31165.htm
http://us.100y.com.tw/PNoInfo/21070.htm
http://us.100y.com.tw/PNoInfo/21070.htm
http://us.100y.com.tw/PNoInfo/21071.htm
http://us.100y.com.tw/PNoInfo/21072.htm
http://us.100y.com.tw/PNoInfo/21073.htm
http://us.100y.com.tw/PNoInfo/21074.htm
http://us.100y.com.tw/PNoInfo/18603.htm
http://us.100y.com.tw/PNoInfo/21069.htm
http://us.100y.com.tw/PNoInfo/20943.htm
http://us.100y.com.tw/PNoInfo/20943.htm
http://us.100y.com.tw/PNoInfo/20944.htm
http://us.100y.com.tw/PNoInfo/17910.htm
http://us.100y.com.tw/PNoInfo/20945.htm
http://us.100y.com.tw/PNoInfo/11719.htm
http://us.100y.com.tw/PNoInfo/11718.htm
http://us.100y.com.tw/PNoInfo/20947.htm
http://us.100y.com.tw/PNoInfo/17909.htm
http://us.100y.com.tw/PNoInfo/20942.htm
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75-1500W Single Output With
PFC Function

Universal AC input / Full range

Built-in active PFC function, PF>0.95

Protections:Short circuit/Over load/

Over voltage/Over temperature

Forced air cooling by built-in DC Fan

Built-in fan speed control

Fixed switching frequency at 100KHz

3 years warranty

CBC USFC

FEATURES:
AC CURRENT 5A/115VAC 2 5A 230VAC

INRUSH CURRENT (max.) 22A 115VAC 40A 230VAC

LEAKAGE CURRENT <1mA/ 240VAC

WORKING TEMP. -20 ~ +65 C(Refer to output load derating curve)

SAFETYSTANDARDS UL60950 1, TUV EN60950 1 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

: . /

: / /

:

:

: - -

:

o

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

28792 SP-320-12 MEAN WELL 320W SP Series Single Output Switching Power Supply 12VDC 25A +/-1%

20991 SP-320-13.5 MEAN WELL 320W SP Series Single Output Switching Power Supply 13.5VDC 22A +/-1%

20992 SP-320-15 MEAN WELL 320W SP Series Single Output Switching Power Supply 15VDC 20A +/-1%

18947 SP-320-24 MEAN WELL 320W SP Series Single Output Switching Power Supply 24VDC 13A +/-1%

20993 SP-320-27 MEAN WELL 320W SP Series Single Output Switching Power Supply 27VDC 11.7A +/-1%

20994 SP-320-48 MEAN WELL 320W SP Series Single Output Switching Power Supply 48VDC 6.7A +/-1%

20989 SP-320-5 MEAN WELL 320W SP Series Single Output Switching Power Supply 5VDC 55A +/-2%

20990 SP-320-7.5 MEAN WELL 320W SP Series Single Output Switching Power Supply 7.5VDC 40A +/-2%

Universal AC input / Full range

Built in active PFC function, PF>0.95

Protections:Short circuit/Over load/

Over voltage/Over temperature

Forced air cooling by built-in DC fan

High power density 5.18w/in

Low profile:43mm thickness

Built-in remote ON-OFF control

Built-in remote sense function

Active AC surge current limiting

3 years warranty

FEATURES: AC CURRENT 6 5A/115VAC 3 5A 230VAC

INRUSH CURRENT (max.) 25A 115VAC 40A 230VAC

LEAKAGE CURRENT <2mA/ 240VAC

WORKING TEMP. -20 ~ +60 C(Refer to output load derating curve)

SAFETYSTANDARDS UL60950 1, TUV EN60950 1 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:Short

: . . /

: / /

:

:

: - -

:

o

CBC USFC

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

30409 SP-480-12 MEAN WELL MEAN WELL_480W Single Output With PFC Function 0~43A 12V ±1.5％

30412 SP-480-15 MEAN WELL MEAN WELL_480W Single Output With PFC Function 15V 0~35A ±1.5%

22560 SP-480-24 MEAN WELL 480W Single Output With PFC Function 24VDC 22A +/-1%

30391 SP-480-3.3 MEAN WELL MEAN WELL_480W Single Output With PFC Function 3.3V 0~85A ±2％

30413 SP-480-48 MEAN WELL MEAN WELL_480W Single Output With PFC Function 48V 0~11A ±1.0%

30407 SP-480-5 MEAN WELL MEAN WELL_480W Single Output With PFC Function 5V 0~85A ±2％

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

High efficiency, low working temperature.

Built in PFC circuit

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage

Over temperature protected

FEATURES: Input voltage range 88~264VAC 47~63Hz 124~370VDC

AC Current 7A 115V 3 5A 230V

Inrush current 18A 115V 36A 230V

Leakage current 3 5mA 240VAC

Temp coefficient ±0 03 C 0~50 C

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

O P FG 0 5KVAC

Weight 1 8Kgs

Safety standards UL1950 TUV EN60950 approved

: ;
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

21000 SP-500-12 MEAN WELL 500W SP Series Single Output Switching Power Supply 12VDC 40A +/-1%

21001 SP-500-13.5 MEAN WELL 500W SP Series Single Output Switching Power Supply 13.5VDC 36A +/-1%

21002 SP-500-15 MEAN WELL 500W SP Series Single Output Switching Power Supply 15VDC 32A +/-1%

12138 SP-500-24 MEAN WELL 500W SP Series Single Output Switching Power Supply 24VDC 20A +/-1%

21003 SP-500-27 MEAN WELL 500W SP Series Single Output Switching Power Supply 27VDC 18A +/-1%

11422 SP-500-48 MEAN WELL 500W SP Series Single Output Switching Power Supply 48VDC 10A +/-1%

We provide a wide range of products to development and maintenance engineers in all type of business

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:

mailto:100y-1@163.com
http://us.100y.com.tw/mainFrame.asp?mat3=27AJ
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/28792.htm
http://us.100y.com.tw/PNoInfo/28792.htm
http://us.100y.com.tw/PNoInfo/20991.htm
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http://us.100y.com.tw/PNoInfo/18947.htm
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http://us.100y.com.tw/PNoInfo/20994.htm
http://us.100y.com.tw/PNoInfo/20989.htm
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http://us.100y.com.tw/PNoInfo/30409.htm
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw
75-1500W Single Output With
PFC Function

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

High efficiency, low working temperature.

Built in PFC circuit

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage protected

FEATURES:
AC CURRENT 1 3A/115VAC 0 7A 230VAC

INRUSH CURRENT (max.) Cold start 40A 230VAC

LEAKAGE CURRENT <2mA/ 240VAC

WORKING TEMP.Humidity -10 ~ +60 C(Refer to output load derating

curve) 20 ~90 RH

SAFETYSTANDARDS UL1950 TUV EN60950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0 5KVAC

: . . /

: /

:

:

% %

: ,

:

.

o

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

20995 SP-75-12 MEAN WELL 75W Single Output Switching Power Supply 12VDC 6.3A +/-2%

20996 SP-75-13.5 MEAN WELL 75W Single Output Switching Power Supply 13VDC 5.6A +/-2%

20997 SP-75-15 MEAN WELL 75W Single Output Switching Power Supply 15VDC 5A +/-2%

20998 SP-75-24 MEAN WELL 75W Single Output Switching Power Supply 24VDC 3.2A +/-1%

14798 SP-75-27 MEAN WELL 75W Single Output Switching Power Supply 27V 2.8A +/-1%

14654 SP-75-3.3 MEAN WELL 75W Single Output Switching Power Supply 3.3V 15A +/-2%

20999 SP-75-48 MEAN WELL 75W Single Output Switching Power Supply 48VDC 1.6A +/-1%

20948 SP-75-5 MEAN WELL 75W Single Output Switching Power Supply 5VDC 15A +/-2%

20946 SP-75-7.5 MEAN WELL 75W Single Output Switching Power Supply 7.5VDC 10A +/-2%

SP 75 Series-

Universal AC input Full range

Using ZVS technology to reduce power dissipation

Protections short circuit Over load Over voltage

Over temp

High power density 5 48W in

PF 0 98 115VAC 0 95 230VAC

Built in remote sense and ON OFF control

With PG PF signal output

Forced air cooling by built in DC fan

3 years warranty

/

: / / /
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FEATURES: AC input voltage range 90~264VAC 127~370VDC

DC adjustment range ±10 rated output voltage

Over load protection 105 ~125 constant current limiting

hiccup after 3 sec

Over voltage protection 115 ~140 rated output voltage

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC 1minute

Working temperature 20~45 C 100 60 C 60 load 5V

20~50 C 100 60 C 60 load others

Safety standards UL60950 1 TUV EN60950 1 approved

Connection 5P 10mm pitch terminal block with cover for input

copper pillars for output
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

30415 SP-750-12 MEAN WELL MEAN WELL_750W Single Output With PFC Function 12V 0~62.5A ±1％

30418 SP-750-15 MEAN WELL MEAN WELL_750W Single Output With PFC Function 15V 0~50A ±1％

30419 SP-750-24 MEAN WELL MEAN WELL_750W Single Output With PFC Function 24V 0~31.3A ±1％

30422 SP-750-27 MEAN WELL MEAN WELL_750W Single Output With PFC Function 27V 0~27.8A ±1%

30423 SP-750-48 MEAN WELL MEAN WELL_750W Single Output With PFC Function 48V 0~15.7A ±1%

24675 SP-750-5 MEAN WELL 750W SP Series Single Output Switching Power Supply 5V 120A +/-2%

Universal AC input / Full range

Built in active PFC circuit compliance

to EN61000-3-2

Protections:Short circuit/Over load/

Over voltage/Over temperature

Free air convection for 150W and

forced air convection for 225W

High power density 4.7w/in

Active AC surge current limiting

U-bracket low profile:38mm

3 years warranty

3

FEATURES:

CBC USFC

: / /

: .

:

: , -

:

.

INRUSH CURRENT (max.) 20A 115VAC 30A 230VAC

LEAKAGE CURRENT <3 5mA/ 240VAC

WORKING TEMP -20 ~ +65 C(Refer to output load derating curve)

SAFETYSTANDARDS UL60950 TUV EN60950 1 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0 5KVAC

o

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

30830 USP-225-12 MEAN WELL MEAN WELL_225W U-Bracket Type with PFC Function 12V 0~18.7A ±2%

30831 USP-225-15 MEAN WELL MEAN WELL_225W U-Bracket Type with PFC Function 15V 0~15.0A ±2%

30834 USP-225-24 MEAN WELL MEAN WELL_225W U-Bracket Type with PFC Function 24V 0~9.40A ±2%

30823 USP-225-3.3 MEAN WELL MEAN WELL_225W U-Bracket Type with PFC Function 3.3V 0~40.0A ±2%

30837 USP-225-48 MEAN WELL MEAN WELL_225W U-Bracket Type with PFC Function 48V 0~4.70A ±2%

30828 USP-225-5 MEAN WELL MEAN WELL_225W U-Bracket Type with PFC Function 5V 0~40.0A ±2%

SP 750 Series-

USP 225 Series-

http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27AJ
http://us.100y.com.tw/PNoInfo/20995.htm
http://us.100y.com.tw/PNoInfo/20995.htm
http://us.100y.com.tw/PNoInfo/20996.htm
http://us.100y.com.tw/PNoInfo/20997.htm
http://us.100y.com.tw/PNoInfo/20998.htm
http://us.100y.com.tw/PNoInfo/14798.htm
http://us.100y.com.tw/PNoInfo/14654.htm
http://us.100y.com.tw/PNoInfo/20999.htm
http://us.100y.com.tw/PNoInfo/20948.htm
http://us.100y.com.tw/PNoInfo/20946.htm
http://us.100y.com.tw/PNoInfo/30415.htm
http://us.100y.com.tw/PNoInfo/30415.htm
http://us.100y.com.tw/PNoInfo/30418.htm
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http://us.100y.com.tw/PNoInfo/30831.htm
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Part No. Product No. Manufacturer Description Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current

30445 TP-7503 MEAN WELL MEAN WELL_75W Triple Output with PFC Function ±8% 12V/0.0~0.6A ±4% 3.3V/0.2~8.0A ±3% 5V/1.5~10A
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75W-150W Triple Output With
PFC Function

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Universal AC input / Full range

Built-in active PFC function

Protections:Short circuit/Over load/Over voltage

PWM control and regulated

High power density 6.117W/inch

LED indicator for power on

100% full load burn-in test

125W with 18CFM FAN

5"x3" compact size

3 years warranty

3

FEATURES:

PPT 125 Series-

AC CURRENT 1 7A/115VAC 0 75A 230VAC

INRUSH CURRENT (max.) Cold start 40A 230VAC

LEAKAGE CURRENT <2mA/ 240VAC

WORKING TEMP.Humidity -20 ~ +60 C(Refer to output load derating

curve)

SAFETYSTANDARDS UL60950 1 TUV EN60950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0 5KVAC

: . . /

: /

:

:

: - ,

:

.

o

CBC USFC

Part No. Product No. Manufacturer Description Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current

31158 PPT-125A MEAN WELL MEAN WELL_125W Triple Output with PFC Function ±6% 12V/0.05~0.63A ±5% 5V/0.8~10.0A ±3% 3.3V/1.0~12.5A

30363 PPT-125B MEAN WELL MEAN WELL_125W Triple Output with PFC Function ±6% -12V/0.05~0.63A ±5% 12V/0.3~3.75A ±3% 5V/1.0~14.38A

31160 PPT-125C MEAN WELL MEAN WELL_125W Triple Output with PFC Function ±6% -15V/0.05~0.63A ±5% 15V/0.25~3.13A ±3% 5V/1.0~13.75A

31162 PPT-125D MEAN WELL MEAN WELL_125W Triple Output with PFC Function ±6% 12V/0.05~0.63A ±5% 24V/0.25~3.13A ±3% 5V/1.0~8.75A

Low cost, high reliability.

105ºc output capacitor.

International AC input range.

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage protected

FEATURES: Input voltage range 90~264VAC 47~63Hz 127~370VDC: ,

AC CURRENT 1 5A/115VAC 0 75A 230VAC

INRUSH CURRENT (max.) Cold start ≤40A 230VAC

LEAKAGE CURRENT <3 5mA/ 240VAC

WORKING TEMP.Humidity -10 ~ +60 C(Refer to output load derating

curve) 20 ~90 RH

SAFETYSTANDARDS UL1950 TUV EN60950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0 5KVAC

: . . /

: /

: .

:

, % %

: ,

:

.

o

Part No. Product No. Manufacturer Description Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current

21029 TP-100A MEAN WELL MEAN WELL_100W Triple Output with PFC Function ±6% -5V/0~1.0A ±7% 12V/0.4~5.0A ±3% +5V/3.0~15A

16141 TP-100B MEAN WELL MEAN WELL_100W Triple Output with PFC Function ±6% -12V/0~1.0A ±6% 12V/0.4~5.0A ±3% +5V/3.0~15A

21033 TP-100C MEAN WELL MEAN WELL_100W Triple Output with PFC Function ±6% -15V/0~1.0A +10%,-6% 15V/0.4~4.0A ±3% +5V/3.0~15A

21037 TP-100D MEAN WELL MEAN WELL_100W Triple Output with PFC Function ±6% 12V/0~1.0A ±8% 24V/0.4~3.0A ±3% +5V/3.0~15A

TP 100 Series-

Universal AC input / Full range

Built-in active PFC function, PF>0.94

Protections:Short circuit/Over load/Over voltage

Forced air cooling by built-in DC fan

Fixed switching frequency at 100KHz(Optional)

3 years warranty

FEATURES: Voltage range 90~264VAC 127~370VDC:

AC CURRENT 2 5A/115VAC 1 2A 230VAC

INRUSH CURRENT (max.) Cold start ≤45A 230VAC

LEAKAGE CURRENT <3 5mA/ 240VAC

WORKING TEMP.Humidity -10 ~ +60 C(Refer to output load derating

curve)

SAFETYSTANDARDS UL60950 TUV EN60950 1 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0 5KVAC

: . . /

: /
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o

Part No. Product No. Manufacturer Description Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current

30330 TP-150A MEAN WELL MEAN WELL_150W Triple Output with PFC Function ±8% 12V/0.4~7.0A ±3% 5V/2.0~20A ±6% -5V/0.0~1.0A

30335 TP-150B MEAN WELL MEAN WELL_150W Triple Output with PFC Function ±3% 12V/0.4~7.0A ±8% 5V/2.0~20A ±6% -12V/0.0~1.0A

30336 TP-150C MEAN WELL MEAN WELL_150W Triple Output with PFC Function ±3% 15V/0.4~6.0A +10%,-6% 5V/2.0~20A ±6% -15V/0.0~1.0A

30337 TP-150D MEAN WELL MEAN WELL_150W Triple Output with PFC Function ±3% 24V/0.4~4.0A ±8% 5V/2.0~20A ±6% 12V/0.0~1.0A

TP 150 Series-

CBC USFC

Universal AC input / Full range

Built-in active PFC function, PF>0.95

Protections:Short circuit/Over load/Over voltage

Low profile:33mm thickness

LED indicator for power on

Cooling by free air convection

Fixed switching frequency at PFC:67KHz PWM:134KHz

3 years warranty

FEATURES: Voltage range 90~264VAC 127~370VDC:

AC CURRENT 1 5A/115VAC 0 8A 115VAC

INRUSH CURRENT (max.) Cold start 45A 230VAC

LEAKAGE CURRENT <2mA/ 240VAC

WORKING TEMP. -10 ~ +60 C(Refer to output load

derating curve)

SAFETYSTANDARDS UL60950 1 TUV EN60950 1 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0 5KVAC

: . . /

: /

:

:

: - , -

:

.

o

CBC USFC

TP 75 Series-

mailto:100y-1@163.com
http://us.100y.com.tw/mainFrame.asp?mat3=27AJ-1
http://us.100y.com.tw/
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75W-150W Triple Output With
PFC Function

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Part No. Product No. Manufacturer Description Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current

30434 TP-75A MEAN WELL MEAN WELL_75W Triple Output with PFC Function ±8% -5V/0.0~0.6A ±4% 12V/0.2~4.0A ±3% 5V/1.5~10A

30442 TP-75B MEAN WELL MEAN WELL_75W Triple Output with PFC Function ±8% -12V/0.0~0.6A ±4% 12V/0.2~4.0A ±3% 5V/1.5~10A

30443 TP-75C MEAN WELL MEAN WELL_75W Triple Output with PFC Function ±8% -15V/0.0~0.6A ±4% 15V/0.2~3.0A ±3% 5V/1.5~10A

30444 TP-75D MEAN WELL MEAN WELL_75W Triple Output with PFC Function ±8% 12V/0.0~0.6A ±4% 24V/0.2~2.5A ±3% 5V/1.5~10A

100W-375W Quad Output With
PFC Function

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Universal AC input / Full range

Built-in active PFC function, PF>0.95

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

100% full load burn-in test

Fixed switching frequency at PFC 67KHz

PWM 134KHz(Optional)

2years warranty

:

:

FEATURES:

Voltage range 90~264VAC 127~370VDC:

AC CURRENT 1 65A/115VAC 0 85A 230VAC

INRUSH CURRENT (max.) Cold start 40A

LEAKAGE CURRENT <1mA/ 240VAC

WORKING TEMP. -10 ~ +60 C(Refer to output load derating curve)

SAFETYSTANDARDS UL60950 1 TUV EN60950 1 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC O/P-FG:0 5KVAC

: . . /

:

:

:

: - , -

: .

o

CBC USFC

178

165 1.

92 25.

108

38

Part No. Product No. Manufacturer Description Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current

31224 PPQ-1003A MEAN WELL
MEAN WELL_100W Quad

Output with PFC Function
±6% -5V/0.0~1.0A ±6% 12V/0.2~3.0A ±3% 5V/2.0~15A ±3% 3.3V/0.0~15A

31226 PPQ-1003B MEAN WELL
MEAN WELL_100W Quad

Output with PFC Function
±6% -12V/0.0~1.0A ±6% 12V/0.2~3.0A ±3% 5V/2.0~15A ±3% 3.3V/0.0~15A

31227 PPQ-1003C MEAN WELL
MEAN WELL_100W Quad

Output with PFC Function
±6% -15V-0.0~1.0A +10%,-5% 15V/0.2~3.0A ±3% 5V/2.0~15A ±3% 3.3V/0.0~15A

31230 PPQ-1003D MEAN WELL
MEAN WELL_100W Quad

Output with PFC Function
±6% 24V/0.0~1.0A ±6% 12V/0.2~3.0A ±3% 5V/2.0~15A ±3% 3.3V/0.0~15A

Universal AC input / Full range

Built-in active PFC function, PF>0.95

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

100% full load burn-in test

Fixed switching frequency at 70KHz(Optional)

3 years warranty

FEATURES:

Voltage range 90~264VAC 127~370VDC:

AC CURRENT 1 65A/115VAC 0 85A 230VAC

INRUSH CURRENT (max.) Cold start 40A

LEAKAGE CURRENT <3 5mA/ 240VAC

WORKING TEMP. -10 ~ +60 C(Refer to output load derating curve)

SAFETYSTANDARDS UL60950 1 TUV EN60950 1 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC O/P-FG:0 5KVAC

: . . /
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o
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CBC USFC

Part No. Product No. Manufacturer Description Tol.(±) Output Volt./Current Tol.(±)
Output

Volt./Current
Tol.(±)

Output

Volt./Current
Tol.(±) Output Volt./Current

31235 PPQ-100B MEAN WELL
MEAN WELL_100W Quad

Output with PFC Function
±5% -5V/0.0~1.0A ±5% -12V/0.0~1.0A ±8% 12V/0.3~4.0A ±3% 5V/2.0~15A

31237 PPQ-100 C MEAN WELL
MEAN WELL_100W Quad

Output with PFC Function
±5% -5V/0.0~1.0A ±5% -15V/0.0~1.0A -6%,+10% 15V/0.3~4.0A ±3% 5V/2.0~15A

31240 PPQ-100D MEAN WELL
MEAN WELL_100W Quad

Output with PFC Function
±5% -12V/0.0~1.0A ±5% 12V/0.0~1.0A ±8% 24V/0.3~4.0A ±3% 5V/2.0~10A

http://us.100y.com.tw/mainFrame.asp?mat3=27AJ-1
http://us.100y.com.tw/mainFrame.asp?mat3=27AJ-2
http://us.100y.com.tw/
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/30434.htm
http://us.100y.com.tw/PNoInfo/30442.htm
http://us.100y.com.tw/PNoInfo/30443.htm
http://us.100y.com.tw/PNoInfo/30444.htm
http://us.100y.com.tw/PNoInfo/31224.htm
http://us.100y.com.tw/PNoInfo/31224.htm
http://us.100y.com.tw/PNoInfo/31226.htm
http://us.100y.com.tw/PNoInfo/31227.htm
http://us.100y.com.tw/PNoInfo/31230.htm
http://us.100y.com.tw/PNoInfo/31235.htm
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100W-375W Quad Output With
PFC Function

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

CBC USFC

FEATURES:

Universal AC input / Full range

PF 0 98 115VAC 0 94 230VAC

Protections:Short circuit/Over load/Over voltage

Over temp protection option

Approvals UL CUL TUV CB CE

> . @ ;> . @

, ( )

: / / / /

Free air cooling convection for 100W

Forced air cooling by built in DC fan for 150W

Ch4 polarity can be reversed for QP 100 3X

QP 150 3X option

3 years warranty

-

- - /

- - ( )

AC input voltage range 90~264VAC 127~370VDC

DC adjustment range CH1 5~+10 rated output voltage

CH1 2 for QP 100 150 3 series

Over load protection CH1 105~150 hiccup mode auto recovery

Over voltage protection 115 ~135 for Ch1 or CH1 2

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC 1minute

Working temperature 10~60 C refer to output derating curve

Safety standards UL60950 1 TUV EN60950 1 approved

Connection 7 62mm pitch terminal block with cover

: ;

: :- %

( & - / - )

: : % , -

: % % &

: / - / : , / - : . ,

:- ( )
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Part No. Product No. Manufacturer Description Tol.(±)
Output

Volt./Current
Tol.(±)

Output

Volt./Current
Tol.(±)

Output

Volt./Current
Tol.(±)

Output

Volt./Current

21087 QP-100-3A MEAN WELL
MEAN WELL_100W Quad Output with PFC

Function
±5% -5V/0~1A ±6% 12V/0.3~3A ±3% 3.3V/0~10A ±3% 5V/2~10A

21088 QP-100-3B MEAN WELL
MEAN WELL_100W Quad Output with PFC

Function
±5% -12V/0~1A ±6% 12V/0.3~3A ±3% 3.3V/0~10A ±3% 5V/0~10A

21089 QP-100-3C MEAN WELL
MEAN WELL_100W Quad Output with PFC

Function
±5% -15V/0~1A +8,-6% 15V/0.3~2A ±3% 3.3V/0~10A ±3% 5V/2~10A

21090 QP-100-3D MEAN WELL
MEAN WELL_100W Quad Output with PFC

Function
±5% -12V/0~1A ±6% 24V/0.3~2A ±3% 3.3V/0~10A ±3% 5V/2~10A

21045 QP-100B MEAN WELL
MEAN WELL_100W Quad Output with PFC

Function
±5% -5V/0.0~1.0A +10%,-6% -12V/0.15~1.0A ±6% 12V/0.3~4.0A ±3% 5V/2.0~10A

16144 QP-100C MEAN WELL
MEAN WELL_100W Quad Output with PFC

Function
±3% 5V/2.0~10A +6%,-10% 15V/0.3~2.0A ±8% -15V/0.15~1.0A ±5% -5V/0.0~1.0A

21085 QP-100D MEAN WELL
MEAN WELL_100W Quad Output with PFC

Function
±5% -12V/01~A ±6% 24V/0.3~2A ±3% 12V/0~3A ±3% 5V/2~10A

21086 QP-100F MEAN WELL
MEAN WELL_100W Quad Output with PFC

Function
±5% -15V/0~1A ±6% 24V/0.3~2A ±3% 15V/0~3A ±3% 5V/2~10A

Universal AC input / Full range

Built-in active PFC function, PF>0.95

Protections:Short circuit/Over load/Over voltage

Forced air cooling by built-in DC fan

Fixed switching frequency at 100KHz(Optional)

3 years warranty

FEATURES:
VOLTAGE RANGE 90 ~ 264VAC 127 ~ 370VDC

AC CURRENT 2.5A/115VAC 1.2A/230VAC

INRUSH CURRENT (max.) COLD START≤40A

LEAKAGE CURRENT <3.5mA/ 240VAC

WORKING TEMP. -10 ~ +60 C(Refer to output load derating curve)

SAFETYSTANDARDS UL1950,TUV EN60950Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

EMS IMMUNITY Compliance to EN61000 4 2 3 4 5 6 8 11

ENV50204 EN55024, Light industry level, criteriaA

DIMENSION 199*99*50mm (L*W*H)

:

:

:

:

:

:

:

: - , , , , , , , ;

:

o

,CBC USFC

Part

No.

Product

No.
Manufacturer Description Tol.(±)

Output

Volt./Current
Tol.(±)

Output

Volt./Current
Tol.(±)

Output

Volt./Current
Tol.(±)

Output

Volt./Current

30343 QP-150-3A MEAN WELL
MEAN WELL_150W Quad Output with PFC

Function
±5% -5V/0.0~1.0A ±6% 12V/0.4~5.0A ±3% 3.3V/0.0~15A ±3% 5V/3.0~15A

30344 QP-150-3B MEAN WELL
MEAN WELL_150W Quad Output with PFC

Function
±5% -12V/0.0~1.0A ±6% 12V/0.4~5.0A ±3% 3.3V/0.0~15A ±3% 5V/3.0~15A

30345 QP-150-3C MEAN WELL
MEAN WELL_150W Quad Output with PFC

Function
±5% -15V/0.0~1.0A +8%,-6% 15V/0.4~5.0A ±3% 3.3V/0.0~15A ±3% 5V/3.0~15A

30346 QP-150-3D MEAN WELL
MEAN WELL_150W Quad Output with PFC

Function
±5% -12V/0.0~1.0A ±6% 24V/0.3~3.0A ±3% 3.3V/0.0~15A ±3% 5V/3.0~15A

23507 QP-150B MEAN WELL
MEAN WELL_150W Quad Output with PFC

Function
±5% -5V/0.0~1.0A +10%,-6% -12V/0.3~2.0A ±6% 12V/0.4~5.0A ±3% 5V/3.0~15A

30339 QP-150C MEAN WELL
MEAN WELL_150W Quad Output with PFC

Function
±5% -5V/0.0~1.0A ±8% -15V/0.3~2.0A +6%,-10% 15V/0.4~4.0A ±3% 5V/3.0~15A

28677 QP-150D MEAN WELL
MEAN WELL_150W Quad Output with PFC

Function
±5% -12V/0.0~1.0A ±6% 24V/0.4~3.0A ±3% 12V/0.0~5.0A ±3% 5V/3.0~15A

30342 QP-150F MEAN WELL
MEAN WELL_150W Quad Output with PFC

Function
±5% -15V/0.0~1.0A ±6% 24V/0.4~3.0A ±3% 15V/0.0~5.0A ±3% 5V/3.0~15A

We provide a wide range of products to development and maintenance engineers in all type of business

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:

QP 150 Series-

QP 100 Series-

http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27AJ-2
http://us.100y.com.tw/PNoInfo/21087.htm
http://us.100y.com.tw/PNoInfo/21087.htm
http://us.100y.com.tw/PNoInfo/21088.htm
http://us.100y.com.tw/PNoInfo/21089.htm
http://us.100y.com.tw/PNoInfo/21090.htm
http://us.100y.com.tw/PNoInfo/21045.htm
http://us.100y.com.tw/PNoInfo/16144.htm
http://us.100y.com.tw/PNoInfo/21085.htm
http://us.100y.com.tw/PNoInfo/21086.htm
http://us.100y.com.tw/PNoInfo/30343.htm
http://us.100y.com.tw/PNoInfo/30343.htm
http://us.100y.com.tw/PNoInfo/30344.htm
http://us.100y.com.tw/PNoInfo/30345.htm
http://us.100y.com.tw/PNoInfo/30346.htm
http://us.100y.com.tw/PNoInfo/23507.htm
http://us.100y.com.tw/PNoInfo/30339.htm
http://us.100y.com.tw/PNoInfo/28677.htm
http://us.100y.com.tw/PNoInfo/30342.htm
mailto:100y-1@163.com
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100W-375W Quad Output With
PFC Function

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Low cost, high reliability.

CH4 ±POLARITY is selectable:

105ºc output capacitor.

Built in remote sense CH1 CH2

International AC input range.

Power good and fail signal option

,

( )

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage protected

FEATURES:
AC CURRENT 3 5A/115VAC 2A 230VAC

INRUSH CURRENT (max.) Cold start 45A

LEAKAGE CURRENT <2mA/ 240VAC

WORKING TEMP.Humidity -10 ~ +60 C(Refer to output load derating

curve) 20 ~90 RH

SAFETYSTANDARDS UL1950 TUV EN60950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0 5KVAC

Dimension 230 115 50mm CASE 912

: . /

:

:

:

% %

: ,

:

.

:( * * ) :

o

Part

No.

Product

No.
Manufacturer Description Tol.(±)

Output

Volt./Current
Tol.(±)

Output

Volt./Current
Tol.(±)

Output

Volt./Current
Tol.(±)

Output

Volt./Current

21054 QP-200-3A MEAN WELL
MEAN WELL_200W Quad Output with

PFC Function
±6% -5V/0.0~1.0A -10%,+8% 12V/0.5~8A ±3% 5V/0~20A ±3% 3.3V/0~20A

21055 QP-200-3B MEAN WELL
MEAN WELL_200W Quad Output with

PFC Function
±6% -12V/0.0~1.0A -10%,+8% 12V/0.5~8A ±3% 5V/0~20A ±3% 3.3V/0~20A

21056 QP-200-3C MEAN WELL
MEAN WELL_200W Quad Output with

PFC Function
±6% -15V/0.0~1.0A +10%,-6% 15V/0.5~7A ±3% 5V/0~20A ±3% 3.3V/0~20A

21057 QP-200-3D MEAN WELL
MEAN WELL_200W Quad Output with

PFC Functio n
±6% -12V/0.0~1.0A +10%,-6% 24V/0.4~6A ±3% 5V/3~20A ±3% 3.3V/0~20A

21058 QP-200-3E MEAN WELL
MEAN WELL_200W Quad Output with

PFC Function
±6% -15V/0.0~1.0A +10%,-6% 24V/0.4~6A ±3% 5V/3~20A ±3% 3.3V/0~20A

21053 QP-200D MEAN WELL
MEAN WELL_200W Quad Output with

PFC Function
±6% -12V/0.0~1.0A +10,-6% 24V/0.4~6.0A ±3% 12V/0.0~7.0A ±3% 5V/3.0~20A

17930 QP-200F MEAN WELL
MEAN WELL_200W Quad Output with

PFC Function
±6% -15V/0.0~1.0A +10,-6% 24V/0.4~6.0A ±3% 15V/0.0~6.0A ±3% 5V/3.0~20A

Universal AC input / Full range

Built-in active PFC function, PF>0.95

Protections:Short circuit/Over load/Over

voltage/Over temperature

With power good and fail signal output

Built-in remote sense function

LED indicator for power on

100% full load burn-in test3 years warranty

Peak current capability

FEATURES:
VOLTAGE RANGE 90 ~ 264VAC 127 ~ 370VDC

AC CURRENT 5A/115VAC 2.5A/230VAC

INRUSH CURRENT (max.) 25A/115VAC 45A/230VAC

LEAKAGE CURRENT <2mA/ 240VAC

WORKING TEMP.-10 ~ +70 C(Refer to output load derating curve)

WORKING HUMIDITY 20 ~ 90% RH non-condensing

SAFETYSTANDARDS UL60950-1,TUV EN60950-1Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

EMS IMMUNITY Compliance to EN61000 4 2 3 4 5 6 8 11

ENV50204 EN55024, Light industry level, criteriaA

DIMENSION 215*115*50mm (L*W*H)

:

:

:

:

:

:

:

: - - , , , , , , ;

:

o

CBC USFC

QP 200 Series-

QP 320 Series-

Part

No.

Product

No.
Manufacturer Description Tol.(±)

Output

Volt./Current
Tol.(±)

Output

Volt./Current
Tol.(±)

Output

Volt./Current
Tol.(±)

Output

Volt./Current

47099 QP-320D MEAN WELL
MEAN WELL_320W Quad Output with PFC

Function
±3% 5V/2.5~20A ±3% 12V/0.0~10A +10%,-6% 24V/0.2~5.0A ±10% -12V/0.2~2A

39614 QP-320F MEAN WELL
MEAN WELL_320W Quad Output with PFC

Function
±3% 5V/2.5~20A ±3% 15V/0.0~10A +10%,-6% 24V/0.2~5.0A ±10% -15V/0.2~1.6A

QP 375 Series-

Low cost, high reliability.

Isolate Ch3 Ch4 DC output&

105ºc output capacitor.

Main output remote sense

International AC input range.

Power good and fail signal option( )

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage protected

FEATURES:
INPUT VOLTAGE RANGE 85 ~ 264VAC 47~63Hz 120 ~ 370VDC

AC CURRENT 6A/115VAC 6A 115V 3A 230V

INRUSH CURRENT Gold start 45A

LEAKAGE CURRENT <2mA/ 240VAC

WORKING TEMP Humidity.-10 ~ +60 C(Refer to output load derating

curve)20 ~

SAFETYSTANDARDS UL1950,TUV E 60950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

EMS Standards CISPR22 EN55022 CLASS B EN61000 4 2 3 4 5

6 8 11 ENV50204 EN61000 3 2 3 Verification

DIMENSION 278*127*63 5mm

:

: / /

:

:

% %

:

:

: ( ) , - - , , , ,

, , ; ; - - ,

: .

o

90 RH

N

Part No. Product No. Manufacturer Description Tol.(±)
Output

Volt./Current
Tol.(±)

Output

Volt./Current
Tol.(±)

Output

Volt./Current
Tol.(±)

Output

Volt./Current

21051 QP-375-24B MEAN WELL
MEAN WELL_375W Quad Output with PFC

Function
±1% ±12V/0.0~4.0A ±1% ±12V/0.0~4.0A ±1% 5V/0.0~16A ±1% 24V/1.0~10A

mailto:100y-1@163.com
http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27AJ-2
http://us.100y.com.tw/PNoInfo/21054.htm
http://us.100y.com.tw/PNoInfo/21054.htm
http://us.100y.com.tw/PNoInfo/21055.htm
http://us.100y.com.tw/PNoInfo/21056.htm
http://us.100y.com.tw/PNoInfo/21057.htm
http://us.100y.com.tw/PNoInfo/21058.htm
http://us.100y.com.tw/PNoInfo/21053.htm
http://us.100y.com.tw/PNoInfo/17930.htm
http://us.100y.com.tw/PNoInfo/47099.htm
http://us.100y.com.tw/PNoInfo/47099.htm
http://us.100y.com.tw/PNoInfo/39614.htm
http://us.100y.com.tw/PNoInfo/21051.htm
http://us.100y.com.tw/PNoInfo/21051.htm
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100W-375W Quad Output With
PFC Function

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Part No. Product No. Manufacturer Description Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current
Tol.(±)

Output

Volt./Current

Tol.(±) Output

Volt./Current

21052 QP-375-24C MEAN WELL
MEAN WELL_375W Quad Output

with PFC Function
±1% ±15V/0.0~4.0A ±1% ±15V/0.0~4.0A

±1%
±1%

24V/1.0~10A

21046 QP-375-5A MEAN WELL
MEAN WELL_375W Quad Output

With PFC Function
±1% ±12V/0.0~3.0A ±1%

±12V/0.0~6.0A
±1%

12V/0.0~16A ±1%
5V/3.5~40A

21047 QP-375-5B MEAN WELL
MEAN WELL_375W Quad Output

with PFC Function
±1% ±5V/0.0~3.0A ±1%

±12V/0.0~6.0A ±1%
12V/0.0~16A ±1%

5V/3.5~40A

21049 QP-375-5C MEAN WELL
MEAN WELL_375W Quad Output

with PFC Function
±1% ±15V/0.0~4.0A ±1%

±15V/0.0~4.0A ±1%
12V/0.0~16A ±1%

5V/3.5~40A

17835 QP-375-5D MEAN WELL
MEAN WELL_375W Quad Output

with PFC Function
±1% ±24V/0.0~3.0A ±1%

±12V/0.0~6.0A ±1%
12V/0.0~16A ±1%

5V/3.5~40A

21050 QP-375-5E MEAN WELL
MEAN WELL_375W Quad Output

with PFC Function
±1% ±24V/0.0~3.0A ±1%

±24V/0.0~4.0A ±1%
12V/0.0~16A ±1%

5 V/3.5~40A

25-50W Dual Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

D 30A Series-

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage protected

FEATURES: Input voltage range 85~132VAC 170~264VAC selected by switch

47~63Hz 240~370VDC

: /

;

AC CURRENT 0 8A/115VAC 0 45A 230VAC

INRUSH CURRENT (max.) Cold start 18A 115VAC 36A 230V

LEAKAGE CURRENT <0 5mA/ 240VAC

WORKING TEMP.Humidity -10 ~ +60 C(Refer to output load derating

curve) 20 ~90 RH

SAFETYSTANDARDS Meet Ul1012 Requirement not apply for the mark

WITHSTAND VOLTAGE I/P-O/P:1 5KVAC I/P-FG:1.5KVAC

O/P-FG:0 5KVAC

Dimension 129 98 38mm Case 903

: . . /

: / /

: .

:

, % %

: ( )

: .

.

: * * :

o

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

16220 D-30A MEAN WELL 30W Dual Output Switching Power Supply 5VDC/0.5~4.04A +/-2% 12VDC/0.1~1A +3,-7%

11194 D-30B MEAN WELL 30W Dual Output Switching Power Supply 5VDC/0.5~4A +/-2% 24VDC/0.1~1A +3,-5%

AC input selectable by switch

Protections:Short circuit/Over load

Cooling by free air convection

100% full load burn-in test

Fixed switching frequency at 24KHz

I/P-O/P:Rated

1 year warranty

FEATURES:
AC CURRENT 1.3A/115VAC 0.65A/230VAC

INRUSH CURRENT(max.) COLD START18A/115VAC 36A/230VAC

LEAKAGE CURRENT <0.5mA/ 240VAC

WORKING TEMP. -10 ~ +60 C(Refer to output load derating curve)

SAFETY STANDARDS Design refer to Ul1012

WITHSTAND VOLTAGE I/P-O/P:1.5KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC

DIMENSION 159*97*38mm (L*W*H)

:

:

:

:

:

:

:

o

D 50 Series-

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

21005 D-50A MEAN WELL MEAN WELL _50W Dual Output Switching Power Supply 5VDC/1~6A ±2％ 12VDC/0.3~2A +5,-8％

7544 D-50B MEAN WELL MEAN WELL _50W Dual Output Switching Power Supply 24VDC/0.2~1A +/-2% 5VDC/1~6A +/-8%

ID 30 Series-

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage protected

FEATURES: Input voltage range 85~132VAC 170~264VAC selected by switch

47~63Hz 240~370VDC

: /

;

AC CURRENT 0 8A/115VAC 0 45A 230VAC

INRUSH CURRENT (max.) Cold start 18A 115VAC 36A 230V

LEAKAGE CURRENT <0 5mA/ 240VAC

WORKING TEMP.Humidity -10 ~ +60 C(Refer to output load derating

curve) 20 ~90 RH

SAFETYSTANDARDS Meet Ul1012 Requirement not apply for the mark

WITHSTAND VOLTAGE I/P-O/P:1 5KVAC I/P-FG:1.5KVAC

O/P-FG:0 5KVAC

Dimension 129 98 38mm Case 903

: . . /

: / /

: .

:

, % %

: ( )

: .

.

: * * :

o

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

21004 ID-30B MEAN WELL 30W Dual Output Switching Power Supply 5VDC/0.5~4A +/-2% 24VDC/0.1~1A +3,-5％

http://us.100y.com.tw/PNoInfo/21052.htm
http://us.100y.com.tw/PNoInfo/21046.htm
http://us.100y.com.tw/PNoInfo/21047.htm
http://us.100y.com.tw/PNoInfo/21049.htm
http://us.100y.com.tw/PNoInfo/17835.htm
http://us.100y.com.tw/PNoInfo/21050.htm
http://us.100y.com.tw/PNoInfo/16220.htm
http://us.100y.com.tw/PNoInfo/16220.htm
http://us.100y.com.tw/PNoInfo/11194.htm
http://us.100y.com.tw/PNoInfo/21005.htm
http://us.100y.com.tw/PNoInfo/21005.htm
http://us.100y.com.tw/PNoInfo/7544.htm
http://us.100y.com.tw/PNoInfo/21004.htm
http://us.100y.com.tw/PNoInfo/21004.htm
mailto:100y-1@163.com
http://us.100y.com.tw/mainFrame.asp?mat3=27AJ-2
http://us.100y.com.tw/mainFrame.asp?mat3=27AK
http://us.100y.com.tw/
http://us.100y.com.tw/
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25-50W Dual Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage protected

FEATURES:
Input voltage range 85~264VAC 47~63Hz 120~370VDC: ;

AC CURRENT 1A/115VAC 0 6A 230VAC

INRUSH CURRENT (max.) Cold start 18A 115VAC 36A 230V

LEAKAGE CURRENT <3 5mA/ 240VAC

WORKING TEMP.Humidity -10 ~ +60 C(Refer to output load derating

curve) 20 ~90 RH

SAFETYSTANDARDS Meet IEC950 Requirement not apply for the mark

WITHSTAND VOLTAGE I/P-O/P:1 5KVAC I/P-FG:1.5KVAC

O/P-FG:0 5KVAC

Dimension 159 97 38mm Case 901

: . /

: / /

: .

:

, % %

: ( )

: .

.

: * * :

o

ID 50 Series-

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

21006 ID-50A MEAN WELL MEAN WELL_50W Dual Isolated Output Switching Power Supply 5VDC/0~2A ±2％ 5VDC/0.5~6A ±1％

21007 ID-50B MEAN WELL MEAN WELL_50W Dual Isolated Output Switching Power Supply 13VDC/0~2A ±2％ 13.5VDC/0.3~2A ±1％

7562 ID-50C MEAN WELL MEAN WELL_50W Dual Isolated Output Switching Power Supply 27VDC/0~1A ±2％ 27VDC/0.18~1A ±1％

21008 ID-50D MEAN WELL MEAN WELL_50W Dual Isolated Output Switching Power Supply 13VDC/0~2A ±2％ 5VDC/1~5A ±1％

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage protected

FEATURES:

Input voltage range 90~264VAC 47~440Hz 127~370VDC: ;

AC CURRENT 1 2A/115VAC 0 7A 230VAC

INRUSH CURRENT Cold start 20A 115VAC 40A 230V

LEAKAGE CURRENT <0 3mA/ 264VAC

WORKING TEMP.Humidity -10 ~ +60 C(Refer to output load derating

curve) 20 ~90 RH

SAFETYSTANDARDS UL2601 1 EN6060 1 Approved

WITHSTAND VOLTAGE I/P-O/P:4KVAC I/P-FG:1.5KVAC O/P-FG:0 5KVAC

Dimension 127 76 2 30mm L W H PCB ONLY

: . . /

: / /

: .

:

, % %

: - , -

: .

: * . * ( * * )

o

MPD 45 Series-
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AC FUSE
T2A 250V/
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.
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

16342 MPD-45A MEAN WELL MEAN WELL_45W Dual Output Medical Type +5V/0.4~5.0A ±4% +12V/0.2~2.5A ±7%

21141 MPD-45B MEAN WELL MEAN WELL_45W Dual Output Medical Type +5V/0.4~5A +/-4% +24V/0.2~1.8A +/-7%

NE Series

Universal AC input / Full range Nes 100 AC

input selectable by switch

Protections:Short circuit/OLP/OVP

Cooling by free air convection

Small size high power density

Low cost high reliability

100 full load burn in test

2 years warranty

( -

)

,

,

% -

FEATURES:
AC input voltage range 85~264VAC universal input 120~370VDC

AC inrush current max Cold start 40A at 230VAC

Over load protection 110 ~150 hiccup mode auto recovery

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

O P FG 0 5KVAC 1minute

Working temperature 20~60 C refer to the derating curve for different

models

Safety standards Design refer to UL60950 1 TUV EN60950 1

EMC standards EN55022 class B EN61000 3 2 3 EN61000 4 2 3 4

5 6 8 11 ENV50204

Connection Terminal block for input and output

Dimension L W H mm 35W 99x97x36 50W 129x98x38

: ( )

( .): ,

: % % , -

: / - / ; , / - : . ,

/ - : . ,

:- (

)

: - , -

: , - - , , - - , ,

, , , ,

:

( * * ) : : :

o

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

29955 NED-35A MEAN WELL MEAN WELL_35W Dual Output Switching Power Supply 12V/0.1~1.5A ±6% 5V/0.5~5.0A ±2%

29959 NED-35B MEAN WELL MEAN WELL_35W Dual Output Switching Power Supply 24V/0.2~1.3A ±6% 5V/0.5~4.0A ±2%

29960 NED-50A MEAN WELL MEAN WELL_50W Dual Output Switching Power Supply 12V/0.3~3.0A ±6% 5V/1.0~6.0A ±2%

29961 NED-50B MEAN WELL MEAN WELL_50W Dual Output Switching Power Supply 24V/0.2~2.0A ±6% 5V/1.0~6.0A ±2%

We provide a wide range of products to development and maintenance engineers in all type of business

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:
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25-50W Dual Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage protected

Built in EMI filter, low ripple noise

FEATURES:

Input voltage range 85~264VAC 47~440Hz 120~370VDC: ;

AC CURRENT 0 65A 115VAC 0 4A 230V

INRUSH CURRENT (max.) Cold start 40A

: . / . /

:

LEAKAGE CURRENT <0 5mA/ 240VAC

WORKING TEMP.Humidity -10 ~ +70 C(Refer to output load derating curve) 20 ~90 RH

SAFETYSTANDARDS UL1950 TUV E 60950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC O/P-FG:0 5KVAC

Dimension 107 61 30mm

: .

: , % %

: ,

: .

: * *

o

N

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

12066 PD-2503 MEAN WELL MEAN WELL_25W Dual Output Switching Power Supply +5VDC/0.1~4A +5-8% +3.3VDC/0.2~5A ±2%

PD 2503 Series-

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage protected

Built in EMI filter, low ripple noise

FEATURES:

Input voltage range 85~264VAC 47~63Hz 120~370VDC: ;

AC CURRENT 0 65A 115VAC 0 4A 230V

INRUSH CURRENT (max.) Cold start 40A

: . / . /

:

LEAKAGE CURRENT <0 5mA/ 240VAC

WORKING TEMP.Humidity -10 ~ +60 C(Refer to output load derating curve) 20 ~90 RH

SAFETYSTANDARDS UL1950 TUV E 60950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC O/P-FG:0 5KVAC

Dimension 107 61 30mm

: .

: , % %

: ,

: .

: * *

o

N

PD 25 Series-

2 5 0 1. ( . ")

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

12266 PD-2505 MEAN WELL MEAN WELL_25W Dual Outputs Switching Power Supply +5VDC/0.1~3A ±6% -5VDC/0.1~2.5A ±6%

21110 PD-2512 MEAN WELL MEAN WELL_25W Dual Outputs Switching Power Supply 12V/0.1~1.2A ±4% -12V/0.1~1.2A ±4%

12267 PD-251 5 MEAN WELL MEAN WELL_25W Dual Output Switching Power Supply -15VDC/0.1~1A ±4% +15VDC/0.1~1A ±4%

21111 PD-25A MEAN WELL MEAN WELL_25W Dual Outputs Switching Power Supply 5V/0.2~2.5A ±2% 12V/0.1~1.5A +6%

16569 PD-25B MEAN WELL MEAN WELL_25W Dual Output Switching Power Supply +24VDC/0.1~1A +6% +5VDC/0.2~2A ±2%

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage protected

Built in EMI filter, low ripple noise

FEATURES:

Input voltage range ~264VAC 47~ Hz 120~370VDC: ;90 440

AC CURRENT 1A 115VAC 0 7A 230V

INRUSH CURRENT (max.) Cold start 20A 115V 40A 230V

: / . /

: / /

LEAKAGE CURRENT <0 5mA

WORKING TEMP.Humidity -10 ~ +60 C(Refer to output load derating curve) 20 ~90 RH

SAFETYSTANDARDS UL1950 TUV E 60950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC O/P-FG:0 5KVAC

Dimension 127 76 2 30mm L W H PCB ONLY

: .

: , % %

: ,

: .

: * . * ( * * )

o

N

PD 45 Series-

0
6
"

4 3 8 0 15- . ( . ")

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

21121 PD-45A MEAN WELL MEAN WELL_45W Dual Output Switching Power Supply 5V/0.4~5.0A ±4% 12V/0.2~2.5A ±7%

12627 PD-45B MEAN WELL MEAN WELL_45W Dual Output Switching Power Supply +5V/0.4~5.0A ±4% +24V/0.2~1.8A ±7%

We provide a wide range of products to development and maintenance engineers in all type of business

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:
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25-50W Dual Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

RD 35 Series-

Universal AC input / Full range

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

LED indicator for power on

100% full load burn-in test

All using 105 C

Withstand 300VAC surge input for 5 second

High operating temperature up to 70 C

Withstand 5G vibrationtest

High efficiency, long life and high reliability

3 years warranty

o

o

long life electrolytic capacitors

FEATURES: INPUT VOLTAGE RANGE 88 ~ 264VAC 125 ~ 373VDC

(Withstand 300VAC surge for 5sec. Without damage)

AC CURRENT 0.8A/115VAC 0.55A/230VAC

INRUSH CURRENT(max.) COLD START36A/230VAC

LEAKAGE CURRENT <2mA/ 240VAC

ENVIRONMENT WORKING TEMP. -25 ~ +70 C(Refer to output

load derating curve)

SAFETYSTANDARDS UL60950,TUV En60950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION 99*82*36mm (L*W*H)

:

:

:

:

:

:

:

:

o

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

29790 RD-3513 MEAN WELL MEAN WELL_35W Dual Output Switching Power Supply -13.5V/0.2~1.5A ±4％ 13.5V/0.3~2.0A ±4 ％

29786 RD-35A MEAN WELL MEAN WELL_35W Dual Output Switching Power Supply 12V/0.2~1.0A ±6％ 5V/0.3~4.0A ±2％

29789 RD-35B MEAN WELL MEAN WELL_35W Dual Output Switching Power Supply 24V/0.2~1.3A ±5％ 5V/0.3~4.0A ±2％

Universal AC input / Full range

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

LED indicator for power on

100% full load burn-in test

All using 105 C

Withstand 300VAC surge input for 5 second

High operating temperature up to 70 C

Withstand 5G vibration test

High efficiency, long life and high reliability

3 years warranty

o

o

long life electrolytic capacitors

FEATURES:

RD 50 Series-

INPUT VOLTAGE RANGE 88 ~ 264VAC 125 ~ 373VDC

(Withstand 300VAC surge for 5sec. Without damage)

AC CURRENT 1.3A/115VAC 0.8A/230VAC

INRUSH CURRENT(max.) COLD START 36A/230VAC

LEAKAGE CURRENT <2mA/ 240VAC

ENVIRONMENT WORKING TEMP. -25 ~ +70 C(Refer to output

load derating curve)

SAFETYSTANDARDS UL60950 1,TUV En60950 1 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION 99*97*36mm (L*W*H)

:

:

:

:

:

: - -

:

:

o

CBC US

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

29782 RD-50A MEAN WELL MEAN WELL_50W Dual Isolated Output Switching Power Supply 5V/0.3~6A ±2％ 12V/0.3~3A ±7％

29783 RD-50B MEAN WELL MEAN WELL_50W Dual Output (Output Isolated) 5V/0.3~6A ±2% 24V/0.2~2A +8%,-4%

60-85W Dual Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage protected

Built in EMI filter, low ripple noise

FEATURES: INPUT VOLTAGE RANGE 85 ~ 264VAC 47~63Hz 120 ~ 370VDC

AC CURRENT 2A/115VAC 1A/230VAC

INRUSH CURRENT(max.) COLD START 30A/115VAC 60A 230V

LEAKAGE CURRENT <1mA/ 240VAC

WORKING TEMP. -10 ~ +60 C(Refer to output load derating curve)

20 ~90 RH

SAFETY STANDARDS UL1012 TUV E 60950 IEC950 UL1950

Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION 159*97*38mm (L*W*H) CASE 901

:

:

: /

:

:

% %

: , ,

:

: :

o

N

D 60 Series-

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

7557 D-60A MEAN WELL 60W Dual Output Switching Power Supply 5VDC/0.3~6A +/-2% 12VDC/0.2~4A +/-6%

7558 D-60B MEAN WELL 60W Dual Output Switching Power Supply 5VDC/0.3~6A +/-2% 24VDC/0.2~2.2A +/-5%

Isolated output & GND for CH1,CH2

Universal AC input/Full range

Protections:Short circuit/Over load/Over voltage

Coolig by free air convection

100% full load burn-in test

Fixed switching frequency at 54KHz

2 years warranty

FEATURES: INPUT VOLTAGE RANGE 85 ~ 264VAC 120 ~ 370VDC

AC CURRENT 2A/115VAC 1A/230VAC

INRUSH CURRENT(max.) COLD START 25A/115VAC 50A 230VAC

LEAKAGE CURRENT <1mA/ 240VAC

WORKING TEMP. -10 ~ +60 C( 10 C 80 load 60 C 60 load)

SAFETY STANDARDS UL60950 1 TUV EN60950 1 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION 159*97*38mm (L*W*H)

:

:

: /

:

: - % , %

: - , -

:

:

o o o

ID 60B Series-

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

30243 ID-60B MEAN WELL MEAN WELL_60W Dual Output Switching Power Supply 24V/0.2~2.2A ±8% 5V/0.3~6.0A ±2%

CBC US

http://us.100y.com.tw/PNoInfo/29790.htm
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

28782 MPD-65A MEAN WELL 45W Dual Outputs Switching Power Supply 5V, 0.4~7.0A +/-4% 12V, 0.2~3.2A +10%,-7%
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60-85W Dual Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

FEATURES:

Universal AC input / Full range

Approvals UL CUL TUV CB CE

Medical safety approved

Fixed switching frequency at 45Hz

Protections Short circuit Over load Over voltage

Low leakage current≤0 3mA

100 full load burn in test

: / / / /

: / /

.

% -

3 years warranty

AC input voltage range 90~264VAC 127~370VDC

DC adjustment range CH1 ±10 rated output voltage

Over load protection 73~105W hiccup mode auto recovery

Over voltage protection CH1 115 ~135 rated output voltage

Withstand voltage I P O P 4KVAC I P FG 1 5KVAC 1minute

Working temperature 10~60 C refer to output derating curve

Safety standards UL2601 1 TUV EN60601 1 IEC601 1 approved

Connection 2P 6P 3 96mm pitch Molex P N 5277 02 5273 06

: ;

: : %

: , -

: : % %

: / - / : , / - : . ,

:- ( )

: - , - , -

: , / . , / : - , -

o

CBC US

FEATURES:

Universal AC input / Full range

Approvals UL CUL TUV CB CE

Medical safety approved

Fixed switching frequency at 45Hz

Protections Short circuit Over load Over voltage

Low leakage current≤0 3mA

100 full load burn in test

: / / / /

: / /

.

% -

3 years warranty

AC input voltage range 90~264VAC 127~370VDC

DC adjustment range CH1 ±10 rated output voltage

Over load protection 73~105W hiccup mode auto recovery

Over voltage protection CH1 115 ~135 rated output voltage

Withstand voltage I P O P 4KVAC I P FG 1 5KVAC 1minute

Working temperature 0~45 C 100 10 C 80 60 50 load

Safety standards UL2601 1 TUV EN60601 1 IEC601 1 approved

Connection 6P 3 96mm pitch Molex P N 5273 06

: ;

: : %

: , -

: : % %

: / - / : , / - : . ,

: @ %,- @ %, %@ %

: - , - , -

: / . , / : -

o o
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

16405 MPD-65B MEAN WELL 65W Dual Output Switching Power Supply +5V/0.4~6.0A +/-4% +24V/0.2~2.6A +/-7%

FEATURES:

Universal AC input / Full range NES 100 AC input

selectable by switch

Cooling by free air convection

Small size high power density

Protections Short circuit OLP OVP

Low cost high reliability

100 full load burn in test

( -

)

,

: / /

,

% -

2 years warranty

AC input voltage range 85~264VAC universal input 120~370VDC

DC adjustment range ±10 by potential meter for single output

CH1 5~+10 by potential meter for multiple

output

Over load protection 110 ~150 hiccup mode auto recovery

Over voltage protection 115 ~135 rated output voltage shut off

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

O P FG 0 5KVAC 1minute

Working temperature 20~60 C refer to the derating curve for

different models

Safety standards Design refer to UL60950 1 TUV EN60950 1

Connection Terminal block for input and output

: ( )

: % ;

- %

: % % , -

: % % ,

: / - / : , / - : . ,

/ - : . ,

:- (

)
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:

o

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

29962 NED-75A MEAN WELL MEAN WELL_75W Dual Output Switching Power Supply 12V/0.3~4.0A ±6% 5V/1.0~8.0A ±2%

29963 NED-75B MEAN WELL MEAN WELL_75W Dual Output Switching Power Supply 24V/0.2~3.0A ±6% 5V/1.0~6.0A ±2%

NE Series

mailto:100y-1@163.com
http://us.100y.com.tw/PNoInfo/28782.htm
http://us.100y.com.tw/PNoInfo/28782.htm
http://us.100y.com.tw/PNoInfo/16405.htm
http://us.100y.com.tw/PNoInfo/16405.htm
http://us.100y.com.tw/PNoInfo/29962.htm
http://us.100y.com.tw/PNoInfo/29962.htm
http://us.100y.com.tw/PNoInfo/29963.htm
http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27AL


WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

RPrew

Prew Next

Next

Power Supplies UPS&

T E L : Taiwan:886 3 5753170- - Shenzhen:86 755 83298787- - Shanghai:86 21 54151736- -

F A X : Taiwan:886 3 5753172- - Shenzhen:86 755 83640655- - Shanghai:86 21 64605107- -
Taiwan sale@100y com tw: . .E mail- : Shenzhen 100y@163 com: . Shanghai 100y 1@163 com: - .

27 33-
R

60-85W Dual Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage protected

Built in EMI filter, low ripple noise

FEATURES:

INPUT VOLTAGE RANGE 90 ~ 264VAC 47~440Hz 120 ~ 370VDC

AC CURRENT 1 5A/115VAC 0 9A/230VAC

INRUSH CURRENT(max.) COLD START 20A/115VAC 40A 230V

LEAKAGE CURRENT <0 5 mA

WORKING TEMP.humidity -10 ~ +60 C(Refer to output derating

curve) 20 ~90 RH

SAFETY STANDARDS UL1950 TUV E 60950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION 127*76 2*42mm (L*W*H)PCB ONLY
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PD 65 Series-

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

16599 PD-65A MEAN WELL MEAN WELL_65W Dual Output Switching Power Supply +5V,0.4~7.0A ±4% +12V,0.2~3.2A ±7%

16600 PD-65B MEAN WELL MEAN WELL_65W Dual Output Switching Power Supply +5V,0.4~6.0A ±4% +24V,0.2~2.6A ±7%

Universal AC input / Full range

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

LED indicator for power on

100% full load burn-in test

All using 105 C long life electrolytic capacitors

Withstand 300VAC surge input for 5 second

High operating temperature up to 70 C

Withstand 5G vibrationtest

High efficiency, long life and high reliability

3 years warranty

o

o

FEATURES: INPUT VOLTAGE RANGE 88 ~ 264VAC 125 ~ 373VDC(Withstand

300VAC surge for 5sec. Without damage)

AC CURRENT 2A/115VAC 1.2A/230VAC

INRUSH CURRENT(max.) COLD START40A/230VAC

LEAKAGE CURRENT <2mA/ 240VAC

WORKING TEMP. -25 ~ +70 C(Refer to output load derating curve)

SAFETYSTANDARDS UL60950-1,TUV EN60950-1Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION 129*98*38mm (L*W*H)

:

:

:

:

:

:

:

:

o

CBC US

RD 65 Series-

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

29784 RD-65A MEAN WELL MEAN WELL_65W Dual Isolated Output Switching Power Supply 12V/0.2~4A ±6％ 5V/0.3~8A ±2％

29785 RD-65B MEAN WELL MEAN WELL_65W Dual Isolated Output Switching Power Supply 24V/0.2~3A +4%,-6% 5V/0.3~8A ±2％

Universal AC input / Full range

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

LED indicator for poweron

100% full load burn-in test

All using 105 C long life electrolytic capacitors

Withstand 300VAC surge input for 5 second

High operating temperature up to 70 C

Withstand 5G vibrationtest

High efficiency, long life and high reliability

3 years warranty

o

o

FEATURES: INPUT VOLTAGE RANGE 88 ~ 264VAC 125 ~ 373VDC(Withstand

300VAC surge for 5sec. Without damage)

AC CURRENT 2 5A/115VAC 1.5A/230VAC

INRUSH CURRENT(max.) COLD START 40A/230VAC

LEAKAGE CURRENT <2mA/ 240VAC

WORKING TEMP. -25 ~ +70 C(Refer to output load derating curve)

SAFETY STANDARDS UL60950-1,TUV EN60950-1Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION 159*97*38mm (L*W*H)

:
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:

:

:

o

CBC US

RD 85 Series-

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

29792 RD-85A MEAN WELL MEAN WELL_85W Dual Isolated Output Switching Power Supply 12V/0.3~5.0A ±5％ 5V/2.0~10A ±2％

29796 RD-85B MEAN WELL MEAN WELL_85W Dual Isolated Output Switching Power Supply 24V/0.3~2.5A ±5％ 5V/2.0~10A ±2％

100-200W Dual Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

DISPLAY ACCURACY ±0.5

Display Mode Red LED Display×4

TRACKING OPERATION

Tracking Error Series Regulation

: ％ +2digits 3 1/2 Digits

:≦0.2% +50mV ≦300mV

:

:

POWER SOURCE ACV 100/120/220/240±10

OPERATION TEMP. & HUMIDITY 5

:

:

:

:

﹪, 60/50Hz

℃to 40℃, <80

STORAGE TEMP. & HUMIDITY -10℃to 70℃, <80

SAFETY & EMC CE (include EMC & LVD)

﹪

﹪

Part No. Product No. Description Output Volt./Current

47438 9603D ABM_Dual Output Switching Power Supply 60V/3A

http://us.100y.com.tw/mainFrame.asp?mat3=27AL
http://us.100y.com.tw/
http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27AM-3
http://us.100y.com.tw/PNoInfo/16599.htm
http://us.100y.com.tw/PNoInfo/16599.htm
http://us.100y.com.tw/PNoInfo/16600.htm
http://us.100y.com.tw/PNoInfo/29784.htm
http://us.100y.com.tw/PNoInfo/29784.htm
http://us.100y.com.tw/PNoInfo/29785.htm
http://us.100y.com.tw/PNoInfo/29792.htm
http://us.100y.com.tw/PNoInfo/29792.htm
http://us.100y.com.tw/PNoInfo/29796.htm
http://us.100y.com.tw/PNoInfo/47438.htm
http://us.100y.com.tw/PNoInfo/47438.htm
mailto:100y-1@163.com
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100-200W Dual Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage protected

Built in EMI filter, low ripple noise

FEATURES: INPUT VOLTAGE RANGE 88 ~132VAC 176~264VAC selected by

switch 47~63Hz 248 ~ 370VDC

AC CURRENT 2 5A/115VAC 1 25A/230VAC

INRUSH CURRENT(max.) COLD START 35A

LEAKAGE CURRENT <3 5 mA 240VAC

WORKING TEMP.humidity -10 ~ +60 C(Refer to output derating

curve) 20 ~90 RH

SAFETY STANDARDS UL1950 TUV E 60950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION 199*110*50mm CASE 906

: /

: . .

:

: . /

:

% %

: ,

:

: :

o

N

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

21084 D-120A MEAN WELL 120W Dual Output Switching Power Supply 5VDC/2~112A +/-2% 12VDC/0.5~5A +/-6%

8540 D-120B MEAN WELL 120W Dual Output Switching Power Supply 5VDC/2~10A +/-2% 24VDC/0.4~4A +/-7%

D 120 Series-
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Universal AC input/Full range

Lowleakagecurrent<180μA

Protections: Short circuit/Over

load/Over voltage

UL2601-1 medical safety

approved

With power good and fail

signal output(Optional)

100%full load burn-in test

Fixed switching frequency at 45KHz

3 years warranty

FEATURES

AC Input voltage 90~264VAC,47~440Hz/127~370VDC.

AC input current Maximum input current 2.9A at

115VAC,60Hz or 1.7A at 230VAC,

60Hz with 100% output load.

Inrush current Inrush current is less than 35A at

115VAC or less than 60A at 230VAC

under cold start conditions.Limiting

provided by internal thermistors

Leakage current leakage current less than 180μA at 264VAC

Working temp Whole series can operate from 20~70 C Please

refer to the deration curves

Safety standards Medical UL2601-1,TUV EN60601-1 approved

Commercial:Also design refer to UL60950-1,

TUVEN60950-1

Withstand voltage 4000VAC between input and output

1500VAC between input and F.G.

500VAC between output and F.G.

:

:

:

:

.: - .

: :

:

o

CBC US

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

31711 MPD-120A MEAN WELL MEAN WELL_120W Dual Output Medical Type 12V/0.5~6.0A ±7% 5V/2.0~12A ±2%

31715 MPD-120B MEAN WELL MEAN WELL_120W Dual Output Medical Type 24V/0.3~3.2A ±8% 5V/2.0~12A ±2%

FEATURES:

/

> . @ ( )

: / / , ( )
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: / / / /
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Universal AC input Full range

PF 0 95 230Vac 200W

Protections short circuit Over load Over voltage OTP 200W

Leakage current≤150μA 200W

Leakage current≤180μA 120W

Built in remote sense and remote ON OFF control 200W

PG PF signal output optional for 120W

Approvals UL CUL TUV CB CE

80W 140W free air convection 120W 200W with 25CFM forced air

100 full load burn in test

3 years warranty
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

31730 MPD-200A MEAN WELL MEAN WELL_200W Dual Output Medical Type 12V/0.8~9.6A +8%,-5% 5V/4.0~24A ±2%

31731 MPD-200B MEAN WELL MEAN WELL_200W Dual Output Medical Type 24V/0.4~4.8A ±6.5% 5V/4.0~24A ±2%

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:

mailto:100y-1@163.com
http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27AM-3
http://us.100y.com.tw/PNoInfo/21084.htm
http://us.100y.com.tw/PNoInfo/21084.htm
http://us.100y.com.tw/PNoInfo/8540.htm
http://us.100y.com.tw/PNoInfo/31711.htm
http://us.100y.com.tw/PNoInfo/31711.htm
http://us.100y.com.tw/PNoInfo/31715.htm
http://us.100y.com.tw/PNoInfo/31730.htm
http://us.100y.com.tw/PNoInfo/31730.htm
http://us.100y.com.tw/PNoInfo/31731.htm
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100-200W Dual Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Universal AC input / Full range

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

With power good signal output(Optional)

100% full load burn-in test

Fixed switching frequency at 45KHz

2 years warranty

FEATURES:

INPUT VOLTAGE RANGE 100 ~ 264VAC 141 ~370VDC (90 ~ 100VAC 90% load max.)

AC CURRENT 3A/115VAC 1.5A/230VAC

INRUSH CURRENT(max.) COLD START50A

LEAKAGE CURRENT <1mA/240VAC

WORKING TEMP. -10 ~ +50 C,60 C with cooling fan(Refer to output load derating curve)

SAFETYSTANDARDS UL60950-1,TUV EN60950-1Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC

:

:
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o o
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

30761 PD-110A MEAN WELL MEAN WELL_110W Dual Output Switching Power Supply 12V/0.5~6.5A ±6% 5V/0.5~5.0A ±2%

30774 PD-110B MEAN WELL MEAN WELL_110W Dual Output Switching Power Supply 24V/0.5~3.5A ±6% 5V/0.5~5.0A ±2%

Protections:Short circuit/Over load

/Over voltage

Cooling by free air convection

LED indicator for power on

100% full load burn-in test

All using 105 C long life electrolytic

capacitors

Withstand 300VAC surge input for 5 second

High operating temperature up to 70 C

Withstand 5G vibration test

High efficiency, long life and high reliability

3 years warranty

o

o

FEATURES:

CBC US

CBC US

RD 125 Series-

INPUT VOLTAGE RANGE 88 ~ 132VAC / 176 ~ 264VAC selected by switch

248 ~ 373VDC(Withstand 300VAC surge for 5sec. Without damage)

AC CURRENT 3A/115VAC 2A/230VAC

INRUSH CURRENT(max.) COLD START50A/230VAC

LEAKAGE CURRENT <2mA/ 240VAC

WORKING TEMP. -25 ~ +70 C(Refer to output load derating curve

SAFETYSTANDARDS UL60950-1,TUV EN60950-1Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION 199*98*38mm (L*W*H)

:

:

:

:

: )

:

:

:

o

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

29809 RD-125-1224 MEAN WELL MEAN WELL_125W Dual Isolated Output Switching Power Supply 24V/0.4~5.0A +8%,-5% 12V/1.0~7.0A ±2％

29811 RD-125-1248 MEAN WELL MEAN WELL_125W Dual Isolated Output Switching Power Supply 48V/0.2~2.5A +8%,-5% 12V/1.0~7.0A ±2％

29810 RD-125-2412 MEAN WELL MEAN WELL_125W Dual Isolated Output Switching Power Supply 12V/1.0~7.0A ±10% 24V/0.5~5.0A ±2％

29813 RD-125-2448 MEAN WELL MEAN WELL_125W Dual Isolated Output Switching Power Supply 48V/0.2~2.5A ±4％ 24V/0.5~4.0A ±1％

29812 RD-125-4812 MEAN WELL MEAN WELL_125W Dual Isolated Output Switching Power Supply 12V/1.0~7.0A ±10％ 48V/0.3~2.5A ±2％

29815 RD-125-4824 MEAN WELL MEAN WELL_125W Dual Isolated Output Switching Power Supply 24V/0.5~4.0A ±8％ 48V/0.3~2.5A ±1％

29801 RD-125A MEAN WELL MEAN WELL_125W Dual Output Switching Power Supply 12V/0.5~10A ±7％ 5V/2.0~15A ±5％

29806 RD-125B MEAN WELL MEAN WELL_125W Dual Output Switching Power Supply 24V/0.4~5.0A ±7% 5V/2.0~10A ±5%

30-50W Triple Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

INPUT VOLTAGE RANGE 90 ~264VAC 47~440Hz 127 ~ 370VDC

AC CURRENT 1 2A/115VAC 0 7A/230VAC

INRUSH CURRENT(max.) COLD START 20A 115V 40A 230V

LEAKAGE CURRENT <0 3 mA 264VAC

WORKING TEMP.humidity -10 ~ +60 C(Refer to output derating curve) 20 ~90 RH

SAFETY STANDARDS UL2601 1 EN60601 1 Approved

WITHSTAND VOLTAGE I/P-O/P:4KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC 1min

:

: . .

: / /

: . /

: % %

: - , -

:

o

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

High efficiency, low working temperature.

FEATURES:

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage protected

Built in EMI filter, low ripple noise

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

20237 MPT-45A MEAN WELL MEAN WELL_45W Triple Output Medical Type +5V/0.4~5.0A +/-4% +12V/0.2~2.5A +/-7% -5V/0.0~0.5A ±5%

21142 MPT-45B MEAN WELL MEAN WELL_45W Triple Output Medical Type +5V/0.4~5.0A +/-4% +12V/0.2~2.5A +-7% -12V/0.0~0.5A ±5%

19513 MPT-45C MEAN WELL MEAN WELL_45W Triple Output Medical Type +5V/0.4~5.0A ±4% +15V/0.2~2.3A ±7% -15V/0~0.5A ±5%

http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27AM-3
http://us.100y.com.tw/PNoInfo/30761.htm
http://us.100y.com.tw/PNoInfo/30761.htm
http://us.100y.com.tw/PNoInfo/30774.htm
http://us.100y.com.tw/PNoInfo/29809.htm
http://us.100y.com.tw/PNoInfo/29809.htm
http://us.100y.com.tw/PNoInfo/29811.htm
http://us.100y.com.tw/PNoInfo/29810.htm
http://us.100y.com.tw/PNoInfo/29813.htm
http://us.100y.com.tw/PNoInfo/29812.htm
http://us.100y.com.tw/PNoInfo/29815.htm
http://us.100y.com.tw/PNoInfo/29801.htm
http://us.100y.com.tw/PNoInfo/29806.htm
http://us.100y.com.tw/PNoInfo/20237.htm
http://us.100y.com.tw/PNoInfo/20237.htm
http://us.100y.com.tw/PNoInfo/21142.htm
http://us.100y.com.tw/PNoInfo/19513.htm
http://us.100y.com.tw/mainFrame.asp?mat3=27AN
mailto:100y-1@163.com
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

30735 NET-35A MEAN WELL MEAN WELL_35W Triple Output Switching Power Supply -5V/0.1~0.5A ±6% 12V/0.1~1.5A ±6% 5V/0.5~4.0A ±2%

30736 NET-35B MEAN WELL MEAN WELL_35W Triple Output Switching Power Supply -12V/0.1~0.5A ±6% 12V/0.1~1.5A ±6% 5V/0.5~4.0A ±2%

30739 NET-35C MEAN WELL MEAN WELL_35W Triple Output Switching Power Supply -15V/0.1~0.5A ±8% 15V/0.1~1.5A ±8% 5V/0.5~3.5A ±2%

30741 NET-35D MEAN WELL MEAN WELL_35W Triple Output Switching Power Supply 12V/0.1~1.0A ±8% 24V/0.1~1.0A ±8% 5V/0.5~3.5A ±2%

29964 NET-50A MEAN WELL MEAN WELL_50W Triple Output Switching Power Supply -5V/0.1~0.7A ±5% 12V/0.2~2.5A ±6% 5V/0.6~5.0A ±2%

29966 NET-50B MEAN WELL MEAN WELL_50W Triple Output Switching Power Supply -12V/0.1~0.7A ±5% 12V/0.2~2.5A ±6% 5V/0.6~5.0A ±2%

29967 NET-50C MEAN WELL MEAN WELL_50W Triple Output Switching Power Supply -15V/0.1~0.7A ±5% 15V/0.1~2.0A ±8% 5V/0.6~5.0A ±2%

29968 NET-50D MEAN WELL MEAN WELL_50W Triple Output Switching Power Supply 12V/0.1~1.5A ±6% 24V/0.1~1.5A ±8% 5V/0.6~5.0A ±2%
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw30-50W Triple Output Switching
Power Supply

FEATURES:

Universal AC input / Full range NES

100 AC input selectable by switch

Cooling by free air convection

Small size high power density

Protections Short circuit OLP OVP

Low cost high reliability

100 full load burn in test

( -

)

,

: / /

,

% -

2 years warranty

AC input voltage range 85~264VAC universal input 120~370VDC

DC adjustment range ±10 by potential meter for single output

CH1 5~+10 by potential meter for multiple output

Over load protection 110 ~150 hiccup mode auto recovery

Over voltage protection 115 ~135 rated output voltage shut off

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

O P FG 0 5KVAC 1minute

Working temperature 20~60 C refer to the derating curve for different models

Safety standards Design refer to UL60950 1 TUV EN60950 1

Connection Terminal block for input and output

: ( )

: % ;

- %

: % % , -

: % % ,

: / - / : , / - : . ,

/ - : . ,

:- ( )

: - , -

:

o
NE Series

FEATURES:

/

: / /

+ : ( - )

+ : ( - )

: / / / /

% -

Universal AC input Full range

Protections short circuit Over load Over voltage

Total power for CH1 2 35W PT 45

Total power for CH1 2 54W PT 65

Approvals UL CUL TUV CB CE

Fixed switching frequency at 65KHz

Cooling by free air convection

100 full load burn in test

years warranty2

AC FUSE
T2A 250V/

AC FUSE
T2A 250V/

FS1

CN1

1

2

1
2

3

4
5
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5 6 0 22. ( . ")
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7
8AC input voltage range 90~264VAC 127~370VDC

DC adjustment range 3 3V ±10 rated output voltage

Over load protection 120 ~160 hiccup mode auto recovery

Over voltage protection 5V 115 ~135 rated output voltage

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC 1minute

Working temperature 0~30 C 100 60 C 40 load without fan

0~50 C 100 60 C 60 load with 18CFM forced air

Safety standards UL60950 1 TUV EN60950 1 approved

Connection 2P 8P 3 96mm pitch Molex 5277 02 5273 08
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

27823 PT-4503 MEAN WELL 45W Triple Output with 3.3V Channel 3.3V,0.0~5.0A +/-2% 5V/0.2~7.0A +4%,-2% 12V/0.0~1.2A +/-8%

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

High efficiency, low working temperature.

FEATURES:

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage protected

Built in EMI filter, low ripple noise

INPUT VOLTAGE RANGE 90 ~ 264VAC 47 ~ 440Hz 120~370VDC

AC CURRENT 1A/115VAC 0 7A/230VAC

INRUSH CURRENT(max.) COLD START 20A/115VAC 40A 230V

LEAKAGE CURRENT <0 5mA

WORKING TEMP. HUMIDITY -10 ~ +60 C(Refer to output load derating curve 20 ~90 RH

SAFETYSTANDARDS UL1950,TUV E 60950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC 1min
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N

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

21122 PT-45A MEAN WELL 45W Triple Output Switching Power Supply +5V,0.4~5.0A +/-4% +12V/0.2~2.5A +/-7% -5V/0.0~0.5A +/-5%

mailto:100y-1@163.com
http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27AN
http://us.100y.com.tw/PNoInfo/30735.htm
http://us.100y.com.tw/PNoInfo/30735.htm
http://us.100y.com.tw/PNoInfo/30736.htm
http://us.100y.com.tw/PNoInfo/30739.htm
http://us.100y.com.tw/PNoInfo/30741.htm
http://us.100y.com.tw/PNoInfo/29964.htm
http://us.100y.com.tw/PNoInfo/29966.htm
http://us.100y.com.tw/PNoInfo/29967.htm
http://us.100y.com.tw/PNoInfo/29968.htm
http://us.100y.com.tw/PNoInfo/27823.htm
http://us.100y.com.tw/PNoInfo/27823.htm
http://us.100y.com.tw/PNoInfo/21122.htm
http://us.100y.com.tw/PNoInfo/21122.htm
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw30-50W Triple Output Switching
Power Supply
Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

21123 PT-45B MEAN WELL 50W Triple Output Switching Power Supply +5V,0.4~5.0A +/-4% +12V/0.2~2.5A +/-7% -12V/0.0~0.5A +/-5%

17935 PT-45C MEAN WELL 45W Triple Output Switching Power Supply +5V,0.4~5.0A +/-4% +15V/0.2~2.3A +/-7% -15V/0.0~0.2A +/-5%

137 5.

126 5.

8
1

5
.

7
1

5
.

4
2

Universal AC input Full range

Power good signal output PTsb 75

Built in remote ON OFF control

Protections Short circuit Over load

Over voltage

Peak 63 5W for 1 minute PTsb 50

Peak 75W for 1 minute PTsb 75

Meet green power requirment

5V 0 3~0 5A standby output

Cooling by free air convection

Low profile 42mm

100 full load burn in test

2 years warranty

/

( - )

- /

: / /

. ( - )

( - )

@ . .

% -

AC input voltage range ~264VAC 12 ~370VDC

Over load protection 1 ~1

Over voltage protection 115 ~135 rated output voltage

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC 1minute

Working temperature 0~60 C refer to the derating curve

Safety standards Design refer to UL60950 1 TUV EN60950 1

:

: % % ,

-

: : % %

: / - / : , / - : . ,
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90 7

32 72 shut off AC recycle

to re start

CH1

1
o

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

31141 PTsb-50A MEAN WELL MEAN WELL_50W Tripe Output with ATX Function -5V/0.0~1.0A ±5% 12V/0.2~2.5A ±5% 5V/0.5~5.0A ±5%

27504 PTsb-50B MEAN WELL 50W Tripe Output with ATX Function 5V/0.5~5A +/-5% 12V/0.2~2.5A +/-5% -12V/0.3~0.5A +/-5%

31154 PTsb-50C MEAN WELL AN WELL_50W Tripe Output with ATX Function -15V/0.0~0.5A ±6% 15V/0.5~2.5A ±6% 5V/0.5~5.0A ±5%

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

FEATURES:

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage

INPUT VOLTAGE RANGE 85 ~ 132VAC 170~264VAC Selected by switch

47 ~ 63Hz 240~370VDC

AC CURRENT 0 8A/115VAC 0 45A/230VAC

INRUSH CURRENT(max.) COLD START 18A/115VAC 36A 230V

LEAKAGE CURRENT <0 5mA 240VAC

WORKING TEMP. HUMIDITY -10 ~ +60 C(Refer to output load derating curve

20 ~90 RH

SAFETYSTANDARDS MEET Ul1012 Requirement not apply for the mark

WITHSTAND VOLTAGE I/P-O/P:1 5KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC
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o

T 30 Series-

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

14910 T-30A MEAN WELL 30W Triple Output Switching Power Supply 5V/3A +/-2% 12V/1A +2,-6% -5V/0.5A +2,-10%

11720 T-30B MEAN WELL 30W Triple Output Switching Power Supply 5VDC/0.5~3A +/-2% 12VDC/0.1~1A +2,-6% -12VDC/0.1~0.5A +/-6%

Universal AC input / Full range

Protections:Short circuit/Over load/

Over voltage

Approvals CSA CE NRTLC

Cooling by free air convection

Fixed switching frequency at 100KHz

100 full load burn in test

3 years warranty

: / /

% -

FEATURES: AC input voltage range 85~264VAC 120~370VDC

DC adjustment range 5~+10

Over load protection 1 ~150 hiccup mode auto recovery

Over voltage protection 115 ~135 rated output voltage

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

O P FG 0 5KVAC 1minute

Working temperature 0~ 0 C

Safety standards UL60950 1 60950 1

Connection erminal block for input and output

:
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rated output voltage

05

CH1

5 100 10 C 80 60 C 60 load

CSA60950 1 IEC EN60950 1 Approved

7P 9 5mm pitch t

o o o

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

27826 T-40A MEAN WELL 40W Triple Output Switching Power Supply 5V/5A +/-2% 12V/3A +/-6% -5V/1.0A +/-8%

30191 T-40B MEAN WELL MEAN WELL_40W Triple Output Switching Power Supply -12V/0.1~1.0A ±8％ 12V/0.2~3.0A ±6％ 5V/0.6~5.0A ±2％

30192 T-40C MEAN WELL MEAN WELL_40W Triple Output Switching Power Supply -15V/0.1~1.0A ±6％ 15V/0.2~2.0A ±6％ 5V/0.6~5.0A ±2％

AC input range selectable by switch

Protections short circuit Overload

Cooling by free air convection

100 full load burn in test

Low cost high reliability

1 year warranty

: /

% -

,

AC input voltage range 85~ VAC ~

DC adjustment range 5~+10

Over load protection 1 ~150

Withstand voltage I P O P KVAC I P FG 1 5KVAC 1minute

Working temperature 0~ C

Safety standards

Connection erminal block

: /

: :- %

: % % , -

: / - / : . , / - : . ,

: @ %,- @ %, @ %

:

: / .

132 170 264VAC selectable by switch

CH1 rated output voltage

05 fold back current limiting auto recovery

1 5

35 100 10 C 80 65 C 40 load

Design refer to UL1012

8P 8 25mm pitch t

o o o

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

7559 T-50A MEAN WELL 50W Triple Output Switching Power Supply 5VDC/0.6~7A +/-2% 12VDC/0.2~1A +/-5% -5VDC/0.2~1A +/-5%

http://us.100y.com.tw/PNoInfo/21123.htm
http://us.100y.com.tw/PNoInfo/17935.htm
http://us.100y.com.tw/PNoInfo/31141.htm
http://us.100y.com.tw/PNoInfo/27504.htm
http://us.100y.com.tw/PNoInfo/31154.htm
http://us.100y.com.tw/PNoInfo/14910.htm
http://us.100y.com.tw/PNoInfo/14910.htm
http://us.100y.com.tw/PNoInfo/11720.htm
http://us.100y.com.tw/PNoInfo/27826.htm
http://us.100y.com.tw/PNoInfo/27826.htm
http://us.100y.com.tw/PNoInfo/30191.htm
http://us.100y.com.tw/PNoInfo/30192.htm
http://us.100y.com.tw/PNoInfo/7559.htm
http://us.100y.com.tw/PNoInfo/7559.htm
mailto:100y-1@163.com
http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27AN
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw30-50W Triple Output Switching
Power Supply

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

7560 T-50B MEAN WELL 50W Triple Output Switching Power Supply 5VDC/0.6~5A +/-2% 12VDC/0.2~1A +/-5% -12VDC/0.2~1A +/-5%

7561 T-50C MEAN WELL 50W Triple Output Switching Power Supply 5VDC/0.6~4A +/-2% 15VDC/0.2~1A +/-5% -15VDC/0.2~1A +/-5%

14055 T-50D MEAN WELL 50W Triple Output Switching Power Supply 5VDC/0.6-4A +/-2% 12VDC/0.2-1.2A +/-6% 24VDC/0.2-1.2A +/-6%

60-200W Triple Output Switching
Power Supply
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Universal AC input/Full range

Lowleakagecurrent<180μA

Protections: Short circuit/Over

load/Over voltage

UL2601-1 medical safety

approved

With power good and fail

signal output(Optional)

100%full load burn-in test

Fixed switching frequency at 45KHz

3 years warranty

FEATURES

AC Input voltage 90~264VAC,47~440Hz/127~370VDC.

AC input current Maximum input current 2.9A at

115VAC,60Hz or 1.7A at 230VAC,

60Hz with 100% output load.

Inrush current Inrush current is less than 35A at

115VAC or less than 60A at 230VAC

under cold start conditions.Limiting

provided by internal thermistors

Leakage current leakage current less than 180μA at 264VAC

Working temp Whole series can operate from 20~70 C Please

refer to the deration curves

Safety standards Medical UL2601-1,TUV EN60601-1 approved

Commercial:Also design refer to UL60950-1,

TUVEN60950-1

Withstand voltage 4000VAC between input and output

1500VAC between input and F.G.

500VAC between output and F.G.

:

:

:

:

.: - .

: :

:

o

CBC US

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Tol.(±) Output Volt./Current

31732 MPT-120A MEAN WELL MEAN WELL_120W Triple Output Medical Type -5V/0.0~1.0A ±5% 12V/0.4~5.8A +8%,-6% ±2% 5V/2.0~12A

31734 MPT-120B MEAN WELL MEAN WELL_120W Triple Output Medical Type -12V/0.0~1.0A ±5% 12V/0.4~5.3A ±6% ±2% 5V/2.0~12A

31735 MPT-120C MEAN WELL MEAN WELL_120W Triple Output Medical Type -15V/0.0~1.0A ±5% 15V/0.4~4.4A +6%,-7% ±2% 5V/2.0~11A

31736 MPT-120D MEAN WELL MEAN WELL_120W Triple Output Medical Type 12V/0.0~1.0A ±5% 24V/0.4~2.6A +8%,-6% ±2% 5V/2.0~12A

FEATURES:

/

> . @ ( )

: / / , ( )

( )

( )

- / ( )

/ ( )

: / / / /

/ , /

% -

Universal AC input Full range

PF 0 95 230Vac 200W

Protections short circuit Over load Over voltage OTP 200W

Leakage current≤150μA 200W

Leakage current≤180μA 120W

Built in remote sense and remote ON OFF control 200W

PG PF signal output optional for 120W

Approvals UL CUL TUV CB CE

80W 140W free air convection 120W 200W with 25CFM forced air

100 full load burn in test

3 years warranty
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CBC USFC

AC input voltage range 90~264VAC 120~370VDC

DC adjustment range CH1 5~+10 rated output voltage

Over load protection 110 ~160 hiccup mode auto recovery

Over voltage protection CH1 115 ~140 rated output voltage

Withstand voltage I P O P 4KVAC I P FG 1 5KVAC 1minute

:

: :- %

: % % , -

: : % %

: / - / : , / - : . ,

Working temperature 20~70 C refer to output derating curve

Safety standards UL2601 1 TUV EN60601 1 IEC601 1 approved design

refer to UL60950 1 TUV EN60950 1

Connection 5P 13P 3 96mm pitch Molex 5273 05 5273 13 120W

3P 8Px2 3 96mm pitch JST B3P B8Px2 VH 200W

:- ( )

: - , - , - ,

- , -

: , / . , - , - ( )

. / . , / - ( )

o

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Tol.(±) Output Volt./Current

31747 MPT-200A MEAN WELL MEAN WELL_200W Triple Output Medical Type -5V/0.0~2.4A ±5% 12V/0.8~9.0A ±8% ±2% 5V/4.0~24A

31750 MPT-200B MEAN WELL MEAN WELL_200W Triple Output Medical Type -12V/0.0~2.4A ±5% 12V/0.6~7.2A ±8% ±2% 5V/4.0~24A

31753 MPT-200C MEAN WELL MEAN WELL_200W Triple Output Medical Type -15V/0.0~24A ±5% 15V/0.5~5.6A ±8% ±2% 5V/4.0~24A

31754 MPT-200D MEAN WELL MEAN WELL_200W Triple Output Medical Type 12V/0.0~2.4A ±5% 24V/0.3~3.6A ±8% ±2% 5V/4.0~24A

We provide a wide range of products to development and maintenance engineers in all type of business

Centenary Materials

http://us.100y.com.tw/mainFrame.asp?mat3=27AN
http://us.100y.com.tw/mainFrame.asp?mat3=27AO
http://us.100y.com.tw/
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/7560.htm
http://us.100y.com.tw/PNoInfo/7561.htm
http://us.100y.com.tw/PNoInfo/14055.htm
http://us.100y.com.tw/PNoInfo/31732.htm
http://us.100y.com.tw/PNoInfo/31732.htm
http://us.100y.com.tw/PNoInfo/31734.htm
http://us.100y.com.tw/PNoInfo/31735.htm
http://us.100y.com.tw/PNoInfo/31736.htm
http://us.100y.com.tw/PNoInfo/31747.htm
http://us.100y.com.tw/PNoInfo/31747.htm
http://us.100y.com.tw/PNoInfo/31750.htm
http://us.100y.com.tw/PNoInfo/31753.htm
http://us.100y.com.tw/PNoInfo/31754.htm
mailto:100y-1@163.com
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw60-200W Triple Output Switching
Power Supply

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

FEATURES:

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage

INPUT VOLTAGE RANGE 90 ~ 264VAC 47 ~ 440Hz 127~370VDC

AC CURRENT 1 6A/115VAC 1A/230VAC

INRUSH CURRENT(max.) COLD START 20A/115VAC 40A 230V

LEAKAGE CURRENT <0 3mA 264VAC

WORKING TEMP. HUMIDITY -10 ~ +60 C(Refer to output load derating curve

20 ~90 RH

SAFETYSTANDARDS UL2601 1 EN60601 1 Approved

WITHSTAND VOLTAGE I/P-O/P:4KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC
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AC FUSE
T4A 250V/

CN1

N2

4
0

AC FUSE
T4A 250V/

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Tol.(±) Output Volt./Current

21143 MPT-65A MEAN WELL 65W Triple Outputs Switching Power Supply +5V/0.4~7.0A +/-4% +12V/0.2~3.2A +10,-7% ±5% -5V/0.0~0.7A

21144 MPT-65C MEAN WELL 65W Triple Outputs Switching Power Supply +5V/0.4~7.0A +/-4% +15V/0.2~2.6A +10,-7% ±5% -15V/0.0~0.7A

FEATURES:

Universal AC input / Full range NES 100

AC input selectable by switch

Cooling by free air convection

Small size high power density

Protections Short circuit OLP OVP

Low cost high reliability

100 full load burn in test

( -

)

,

: / /

,

% -

2 years warranty

AC input voltage range 85~264VAC universal input 120~370VDC

DC adjustment range ±10 by potential meter for single output

CH1 5~+10 by potential meter for multiple output

Over load protection 110 ~150 hiccup mode auto recovery

Over voltage protection 115 ~135 rated output voltage shut off

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

O P FG 0 5KVAC 1minute

Working temperature 20~60 C refer to the derating curve for different models

Safety standards Design refer to UL60950 1 TUV EN60950 1

Connection Terminal block for input and output
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Tol.(±) Output Volt./Current

30051 NET-75A MEAN WELL MEAN WELL_75W Triple Output Switching Power Supply -5V/0.1~0.7A ±5% 12V/0.2~3.5A ±6% ±2% 5V/0.6~7.0A

30052 NET-75B MEAN WELL MEAN WELL_75W Triple Output Switching Power Supply -12V/0.1~0.7A ±5% 12V/0.2~3.5A ±6% ±2% 5V/0.6~7.0A

30053 NET-75C MEAN WELL MEAN WELL_75W Triple Output Switching Power Supply -15V/0.1~0.7A ±5% 15V/0.1~3.5A ±8% ±2% 5V/0.6~7.0A

30054 NET-75D MEAN WELL MEAN WELL_75W Triple Output Switching Power Supply 12V/0.1~1.5A ±6% 24V/0.1~2.0A ±8% ±2% 5V/0.6~6.0A

NE Series

FEATURES:

/

: / /

+ : ( - )

+ : ( - )

: / / / /

% -

Universal AC input Full range

Protections short circuit Over load Over voltage

Total power for CH1 2 35W PT 45

Total power for CH1 2 54W PT 65

Approvals UL CUL TUV CB CE

Fixed switching frequency at 65KHz

Cooling by free air convection

100 full load burn in test

years warranty2

AC FUSE
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AC FUSE
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7
8AC input voltage range 90~264VAC 127~370VDC

DC adjustment range 3 3V ±10 rated output voltage

Over load protection 120 ~160 hiccup mode auto recovery

Over voltage protection 5V 115 ~135 rated output voltage

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC 1minute

Working temperature 0~30 C 100 60 C 40 load without fan

0~50 C 100 60 C 60 load with 18CFM forced air

Safety standards UL60950 1 TUV EN60950 1 approved

Connection 2P 8P 3 96mm pitch Molex 5277 02 5273 08
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Tol.(±) Output Volt./Current

29064 PT-6503 MEAN WELL 65W Triple Output with 3.3V Channel 3.3V,0.0~7.0A ±3％ 5V,0.2~10A +4%,-2% ±8％ 12V,0.0~1.2A

mailto:100y-1@163.com
http://us.100y.com.tw/PNoInfo/21143.htm
http://us.100y.com.tw/PNoInfo/21143.htm
http://us.100y.com.tw/PNoInfo/21144.htm
http://us.100y.com.tw/PNoInfo/30051.htm
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw60-200W Triple Output Switching
Power Supply

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

FEATURES:

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage protected

INPUT VOLTAGE RANGE 90 ~ 264VAC 47 ~ 440Hz 120~370VDC

AC CURRENT 1 5A/115VAC 0 9A/230VAC

INRUSH CURRENT(max.) COLD START 20A/115VAC 40A 230V

LEAKAGE CURRENT <0 5mA

WORKING TEMP. HUMIDITY -10 ~ +60 C(Refer to output load derating curve 20 ~90 RH

SAFETYSTANDARDS UL1950 TUV E 60950 Approved

WITHSTAND VOLTAGE I/P-O/P 3KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC 1min
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Tol.(±) Output Volt./Current

21015 PT-65A MEAN WELL MEAN WELL_65W Triple Outputs Switching Power Supply +5V/0.4-7A ±4% +12V/0.2-3.2A ±7% ±5% -5V/0-0.7A

16399 PT-65B MEAN WELL MEAN WELL_65W Triple Output Switching Power Supply -12V/0.0~0.7A ±5% +12V/0.2~3.2A ±7% ±4% +5V/0.4~7.0A

15284 PT-65C MEAN WELL MEAN WELL_65W Triple Output Switching Power Supply -15V/0-0.7A ±5% +15V/0.2-2.6A ±7% ±4% +5V/0.4-7A

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

FEATURES:

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload, over voltage protected

INPUT VOLTAGE RANGE 90 ~ 264VAC 47 ~ 440Hz 120~370VDC

AC CURRENT 1 5A/115VAC 0 9A/230VAC

INRUSH CURRENT(max.) COLD START 20A/115VAC 40A 230V

LEAKAGE CURRENT <0 5mA

WORKING TEMP. HUMIDITY -10 ~ +50 C 20 ~90 RH

WITHSTAND VOLTAGE I/P-O/P 3KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC 1min
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Tol.(±) Output Volt./Current

21016 PT-65D MEAN WELL MEAN WELL_65W Triple Outputs Switching Power Supply +5V/0.5-5A ±4% +12V/0.2-4A ±6% ±6% +24V/0.2-1.3A

Universal AC input/Full range

12V or 24V high peak output current capability

Optional L Bracket and cover

Low leakage current<1mA

Protections:Short circuit/Overload/Over voltage

65W free air convection, 80W with 18CFM forced air

100% full load burn-in test

Fixed switching frequency at 65KHz

2 years warranty

-

FEATURES:

INPUT VOLTAGE RANGE 90 ~ 264VAC 127 ~370VDC

AC CURRENT(Typ.) 1.5A/115VAC 0.9A/230VAC

INRUSH CURRENT(Typ.) COLD START25A/115VAC 50A/230VAC

LEAKAGE CURRENT <1mA

WORKING TEMP. -20 ~ +60 C(Refer to output load derating curve)

SAFETYSTANDARDS UL60950-1,TUV EN60950-1Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Tol.(±) Output Volt./Current

47683 RPT-65E MEAN WELL 65W Triple Output Switching Power Supply 12V/0.18~5.8A +-2% 5V/0~1.5A +-5% +-56% -5V/0~0.7A

47581 RPT-65E MEAN WELL 65W Triple Output Switching Power Supply 12V/0.18~5.8A +-2% 5V/0~1.5A +-5% +-56% -5V/0~0.7A

http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27AO
http://us.100y.com.tw/PNoInfo/21015.htm
http://us.100y.com.tw/PNoInfo/21015.htm
http://us.100y.com.tw/PNoInfo/16399.htm
http://us.100y.com.tw/PNoInfo/15284.htm
http://us.100y.com.tw/PNoInfo/21016.htm
http://us.100y.com.tw/PNoInfo/21016.htm
http://us.100y.com.tw/PNoInfo/47683.htm
http://us.100y.com.tw/PNoInfo/47683.htm
http://us.100y.com.tw/PNoInfo/47581.htm
mailto:100y-1@163.com
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Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

FEATURES:

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload protected

INPUT VOLTAGE RANGE 85 ~ 132VAC 170~264VAC Selected by switch

47 ~ 63Hz 240~370VDC

AC CURRENT 2 5A/115VAC 1 25A/230VAC

INRUSH CURRENT(max.) COLD START 30A/115VAC 60A 230V

LEAKAGE CURRENT <0 5mA 240VAC

WORKING TEMP. HUMIDITY -10 ~ +60 C(Refer to output load derating curve

20 ~90 RH

SAFETYSTANDARDS MEET Ul1012 Requirement not apply for the mark

WITHSTAND VOLTAGE I/P-O/P:1 5KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Tol.(±) Output Volt./Current

11680 T-100D MEAN WELL 100W Triple Output Switching Power Supply 5VDC/2~12A +/-2% 12VDC/0.1~2A +/-6% +/-6% 24VDC/0.2~2A

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

FEATURES:

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload over voltage

protected

,

INPUT VOLTAGE RANGE 88 ~ 132VAC 176~264VAC Selected by switch

47 ~ 63Hz 120~370VDC

AC CURRENT 2 8A/115VAC 1 7A/230VAC

INRUSH CURRENT(max.) COLD START 25A/115VAC 50A 230V

LEAKAGE CURRENT <3 5mA 240VAC

WORKING TEMP. HUMIDITY -10 ~ +60 C(Refer to output load derating curve

SAFETYSTANDARDS UL 1950 TUV E 60950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Tol.(±) Output Volt./Current

12314 T-115 MEAN WELL 115W Triple Output Switching Power Supply +5V/0~10A +/-2% 3.3V/0~12A +/-2% +/-26% 12V/0~2.0A

AC input range selected by switch

: / /

100% full load burn-in test.

Protections short circuit Over load

over voltage

Fixed switching frequency at 25KHz

2 years warranty

FEATURES:

CBC US

INPUT VOLTAGE RANGE 88 ~ 132VAC 176~264VAC Selected by switch

240~370VDC

AC CURRENT 2 8A/115VAC 1 6A/230VAC

INRUSH CURRENT(max.) COLD START 35A

LEAKAGE CURRENT <3 5mA 240VAC

WORKING TEMP. HUMIDITY -10 ~ +60 C(Refer to output load derating curve

SAFETYSTANDARDS UL 60950 TUV E 60950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC
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T 120 Series-

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±)
Output

Volt./Current
Tol.(±) Tol.(±) Output Volt./Current

30308 T-120A MEAN WELL
MEAN WELL_120W Triple Output Switching

Power Supply
-5V/0.2~1.0A ±6% 12V/0.5~5.0A ±6% ±2% 5V/2.0~12A

30310 T-120B MEAN WELL
MEAN WELL_120W Triple Output Switching

Power Supply
-12V/0.2~1.0A ±6% 12V/0.5~5.0A ±6% ±2% 5V/2.0~12A

29061 T-120D MEAN WELL 120W Triple Output Switching Power Supply 5V/2~12A ±2% 12V/0.2~5A ±6% ±6% 24V/0.2~2A

AC input range selected by switch

: / /

: / / / /

100% full load burn-in test.

Protections short circuit Over load

over voltage

Cooling by free air convection

Approvals UL CUL TUV CB CE

2 years warranty

FEATURES:
AC input voltage range 88~132VAC 176~264VAC selectable by switch

DC adjustment range CH1 5~+10 rated output voltage

Over load protection 105 ~135 shut off AC recycle to re start

Over voltage protection CH1 115 ~135 rated output voltage

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC 1minute

Working temperature 0~50 C 100 10 C 80 60 C 40 load

D 20 /60 T 120 Q 120

Safety standards UL60950 1 TUV EN 60950 1 approved

Connection 8P 9 5mm pitch terminal block
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Tol.(±) Output Volt./Current

26784 T-120C MEAN WELL 120W Triple Output Switching Power Supply +5V/2.0~12A +/-2% 15V/0.5~5.0A +10%,-5% +10%,-5% -15V/2.0~1.0A

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:

http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27AO
http://us.100y.com.tw/PNoInfo/11680.htm
http://us.100y.com.tw/PNoInfo/11680.htm
http://us.100y.com.tw/PNoInfo/12314.htm
http://us.100y.com.tw/PNoInfo/12314.htm
http://us.100y.com.tw/PNoInfo/30308.htm
http://us.100y.com.tw/PNoInfo/30308.htm
http://us.100y.com.tw/PNoInfo/30310.htm
http://us.100y.com.tw/PNoInfo/29061.htm
http://us.100y.com.tw/PNoInfo/26784.htm
http://us.100y.com.tw/PNoInfo/26784.htm
mailto:100y-1@163.com
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw60-200W Triple Output Switching
Power Supply

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

FEATURES:

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload protected over

voltage protected

INPUT VOLTAGE RANGE 85 ~ 264VAC 47 ~ 63Hz 120~370VDC

AC CURRENT 2A/115VAC 1A/230VAC

INRUSH CURRENT(max.) COLD START 30A/115VAC 60A 230V

LEAKAGE CURRENT <1mA 240VAC

WORKING TEMP. HUMIDITY -10 ~ +60 C(Refer to output load derating curve

20 ~90 RH

SAFETYSTANDARDS UL1012 TUV EN60950 IEC950 UL 1950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC

DIMENSION 159 97 38mm CASE 901
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Tol.(±) Output Volt./Current

20982 T-60A MEAN WELL 60W Triple Output Switching Power Supply 5VDC/0.5~7A +/-2% 12VDC/0.2~3.5A +/-6% +/-6% -5VDC/0~1A

2854 T-60B MEAN WELL 60W Triple Output Switching Power Supply 5VDC/0.5~7A +-2% 12VDC/0.2~3.5A +-6% +-6% -12VDC/0~1A

8655 T-60C MEAN WELL 60W Triple Output Switching Power Supply 5VDC/0.5~7A +/-2% 15VDC/0.2~3A +/-6% +/-6% -15VDC/0~1A

50-100W Quad Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

FEATURES:

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload over voltage

protected

,

INPUT VOLTAGE RANGE 85 ~ 264VAC 47 ~ 63Hz 120~370VDC

AC CURRENT 1 3A/115VAC 0 8A/230VAC

INRUSH CURRENT(max.) COLD START 18A/115VAC 36A 230V

LEAKAGE CURRENT <1mA 240VAC

WORKING TEMP. HUMIDITY -10 ~ +60 C(Refer to output load derating curve

20 ~90 RH

SAFETYSTANDARDS UL 1950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC

: ;

: . .

: /

: /

: )

% %

:

:

o

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

21040 IQ-60D MEAN WELL 60W Quad Output Switching Power Supply 5VDC,0.5~3.0A +/-3% 12VDC,0.1~1.0A +/-8% 24VDC,0.2~2.0A +/-8% -12VDC,0.1~1.0A +/-8%

17625 IQ-60F MEAN WELL 60W Quad Output Switching Power Supply 5VDC,0.5~3.0A +/-3% 15VDC,0.1~1.0A +/-8% 24VDC,0.2~2.0A +/-8% -15VDC,0.1~1.0A +/-8%

Universal AC input / Full range

Protections:Short circuit/Over load/

Over voltage

With power good signal output optional

Cooling by free air convection

Fixed switching frequency at 45KHz

100 full load burn in test

3 years warranty

( )

% -

FEATURES:

INPUT VOLTAGE RANGE 100 ~ 264VAC 141 ~ 370VDC 90~100VAC 90 load max

AC CURRENT 3A/115VAC 1 5A/230VAC

INRUSH CURRENT(max.) COLD START 50A

LEAKAGE CURRENT <1mA 240VAC

WORKING TEMP. -10 ~ +50 C 60 C with cooling fan (Refer to output load derating curve

SAFETY STANDARDS UL60950 1 TUV EN60950 1 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC

: ( % .)
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

30779 PQ-100B MEAN WELL
MEAN WELL_100W Quad Output

Switching Power Supply
-12V/0.0~1.0A ±6% -5V/0.0~1.0A ±6% 12V/0.5~4.5A ±12% 5V/2.0~10A ±3%

30783 PQ-100C MEAN WELL
MEAN WELL_100W Quad Output

Switching Power Supply
-15V/0.0~1.0A ±6% -5V/0.0~1.0A ±6% 15V/0.5~4.0A ±6% 5V/2.0~8.0A ±2%

30785 PQ-100D MEAN WELL
MEAN WELL_100W Quad Output

Switching Power Supply
-12V/0.0~1.0A ±6% 24V/0.4~2.0A ±10% 12V/0.5~4.5A ±6% 5V/2.0~5.0A ±2%

30787 PQ-100E MEAN WELL
MEAN WELL_100W Quad Output

Switching Power Supply
24V/0.0~1.0A ±6% 15V/0.0~1.0A ±6% 12V/0.5~3.0A ±6% 5V/2.0~8.0A ±2%

mailto:100y-1@163.com
http://us.100y.com.tw/mainFrame.asp?mat3=27AO
http://us.100y.com.tw/mainFrame.asp?mat3=27AQ-2
http://us.100y.com.tw/
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/20982.htm
http://us.100y.com.tw/PNoInfo/20982.htm
http://us.100y.com.tw/PNoInfo/2854.htm
http://us.100y.com.tw/PNoInfo/8655.htm
http://us.100y.com.tw/PNoInfo/21040.htm
http://us.100y.com.tw/PNoInfo/21040.htm
http://us.100y.com.tw/PNoInfo/17625.htm
http://us.100y.com.tw/PNoInfo/30779.htm
http://us.100y.com.tw/PNoInfo/30779.htm
http://us.100y.com.tw/PNoInfo/30783.htm
http://us.100y.com.tw/PNoInfo/30785.htm
http://us.100y.com.tw/PNoInfo/30787.htm
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw50-100W Quad Output Switching
Power Supply

Universal AC input Full range

Power good signal output PTsb 75

Built in remote ON OFF control

Protections Short circuit Over load

Over voltage

Peak 63 5W for 1 minute PTsb 50

Peak 75W for 1 minute PTsb 75

Meet green power requirment

5V 0 3~0 5A standby output

Cooling by free air convection

Low profile 42mm

100 full load burn in test

2 years warranty

/
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FEATURES:
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AC input voltage range 90~264VAC 127~370VAC

Over load protection 132 ~172 shut off

AC recycle to re start

Over voltage protection CH1 115 ~135 rated

output voltage

Withstand voltage I P O P 3KVAC

I P FG 1 5KVAC 1minute

Working temperature 10~60 C refer to output

derating curve

Safety standards Design refer to UL60950 1

TUV EN60950 1

Connection 3 4 5P 3 96mm pitch Molex 5273

03 04 05 PTsb 50

3 6x P 3 96mm pitch Mo ex 5273

03 06x2 PTsb 75
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

27947 PTsb-75D MEAN WELL 50W Tripe Output with ATX Function 5V/0.6~8A +/-5% 3.3V/0.3~3A +/-8% 12V/0.2~2A +/-8% 5Vsb/0.1~0.5A +/-5%

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

FEATURES:

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload over voltage

protected

,

INPUT VOLTAGE RANGE 85 ~ 264VAC 47 ~ 63Hz 120~370VDC

AC CURRENT 2 0A/115VAC 0 8A/230VAC

INRUSH CURRENT(max.) COLD START 18A/115VAC 36A 230V

LEAKAGE CURRENT <1mA 240VAC

WORKING TEMP. HUMIDITY -10 ~ +60 C(Refer to output load derating curve

20 ~90 RH

SAFETYSTANDARDS MEET U 60950 TUV E 60950

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

8042 Q-60B MEAN WELL
60W Quad Output Switching Power

Supply
5VDC/0.5~8A +/-2% 12VDC/0.1~3A +/-6% -5VDC/0~1A +/-5% -12VDC/0~1A +/-5%

19476 Q-60C MEAN WELL
60W Quad Output Switching Power

Supply
5VDC/0.5~8A +/-2% 15VDC/0.1~3A +8%,-4% -5VDC/0~1A +/-5% -15VDC/0~1A +/-5%

19477 Q-60D MEAN WELL
60W Quad Output Switching Power

Supply
5VDC/0.5~8A +/-2% 12VDC/0.1~3A +8,-4% 24VDC/0.1~1.5A +/-6% -12VDC/0~1A +/-5%

Universal AC input / Full range

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

LED indicator for power on

100% full load burn-in test

All using 105 C

Withstand 300VAC surge input for 5 second

High operating temperature up to 70 C

Withstand 5G vibration test

High efficiency, long life and high reliability

3 years warranty

o

o

long life electrolytic capacitors

FEATURES: INPUT VOLTAGE RANGE 88 ~ 264VAC 125 ~ 373VDC Withstand

300VAC surge for 5sec Without damage

AC CURRENT 1 3A/115VAC 0 8A/230VAC

INRUSH CURRENT(max.) COLD START 36A 230V

LEAKAGE CURRENT <2mA 240VAC

WORKING TEMP. HUMIDITY -25 ~ +70 C(Refer to output load

derating curve

SAFETYSTANDARDS UL60950 1 TUV EN60950 1Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC
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RQ 50 Series-

CBC US

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±)
Output

Volt./Current
Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

29816 RQ-50B MEAN WELL
MEAN WELL_50W Quad Output

Switching Power Supply
-12V/0.0~1.0A ±2％ -5V/0.0~1.0A ±2％ 12V/0.2~1.5A ±6％ 5V/0.5~6.0A ±2％

29817 RQ-50C MEAN WELL
MEAN WELL_50W Quad Output

Switching Power Supply
-15V/0.0~1.0A ±2％ -5V/0.0~1.0A ±2％ 15V/0.2~1.5A ±6％ 5V/0.5~6.0A ±2％

29819 RQ-50D MEAN WELL
MEAN WELL_50W Quad Output

Switching Power Supply
-12V/0.0~1.0A ±2％ 24V/0.1~1.0A +7%,-5% 12V/0.2~1.5A ±6％ 5V/0.5~6.0A ±2％

http://us.100y.com.tw/mainFrame.asp?mat3=27AQ-2
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/27947.htm
http://us.100y.com.tw/PNoInfo/27947.htm
http://us.100y.com.tw/PNoInfo/8042.htm
http://us.100y.com.tw/PNoInfo/8042.htm
http://us.100y.com.tw/PNoInfo/19476.htm
http://us.100y.com.tw/PNoInfo/19477.htm
http://us.100y.com.tw/PNoInfo/29816.htm
http://us.100y.com.tw/PNoInfo/29816.htm
http://us.100y.com.tw/PNoInfo/29817.htm
http://us.100y.com.tw/PNoInfo/29819.htm
mailto:100y-1@163.com
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw50-100W Quad Output Switching
Power Supply

Universal AC input / Full range

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

LED indicator for power on

100% full load burn-in test

All using 105 C

Withstand 300VAC surge input for 5 second

High operating temperature up to 70 C

Withstand 5G vibration test

High efficiency, long life and high reliability

3 years warranty

o

o

long life electrolytic capacitors

FEATURES: INPUT VOLTAGE RANGE 88 ~ 264VAC 125~373VDC Withstand 300

VAC surge for 5sec Without damage

AC CURRENT 2 0A/115VAC 1 28A/230VAC

INRUSH CURRENT(max.) COLD START 40A/230VAC

LEAKAGE CURRENT <2mA 240VAC

WORKING TEMP. HUMIDITY -25 ~ +70 C(Refer to output load derating

curve

SAFETYSTANDARDS UL60950 1 TUV EN60950 1 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC
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CBC US

RQ 65 Series-

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)
Output

Volt./Current
Tol.(±) Output Volt./Current Tol.(±)

29820 RQ-65B MEAN WELL
MEAN WELL_65W Quad Output

Switching Power Supply
-12V/0.0~1.0A ±5% -5V/0.0~1.0A ±5% 12V/0.2~3.0A +7%,-5% 5V/0.5~8.0A ±2%

29828 RQ-65C MEAN WELL
MEAN WELL_65W Quad Output

Switching Power Supply
-15V/0.0~1.0A ±5% -5V/0.0~1.0A ±5% 15V/0.2~3.0A +8%,-4% 5V/0.5~8.0A ±2%

29830 RQ-65D MEAN WELL
MEAN WELL_65W Quad Output

Switching Power Supply
-12V/0.0~1.0A ±5% 24V/0.1~1.5A ±8% 12V/0.2~3.0A ±6% 5V/0.5~8.0A ±2%

Universal AC input / Full range

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

LED indicator for power on

100% full load burn-in test

All using 105 C

Withstand 300VAC surge input for 5 second

High operating temperature up to 70 C

Withstand 5G vibrationtest

High efficiency, long life and high reliability

3 years warrantylong

o

o

life electrolytic capacitors

FEATURES:

RQ 85 Series-

INPUT VOLTAGE RANGE 88 ~ 264VAC 125 ~ 373VDC(Withstand

300VAC surge for 5sec. Without damage)

AC CURRENT 2.5A/115VAC 1.5A/230VAC

INRUSH CURRENT(max.) COLD START40A/230VAC

LEAKAGE CURRENT <2mA/ 240VAC

WORKING TEMP. -25 ~ +70oC(Refer to output load derating curve)

SAFETY STANDARDS UL60950-1,TUV EN60950-1 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION 159*97*38mm (L*W*H)

:

:

:

:

:

:

:

:

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±)
Output

Volt./Current
Tol.(±) Output Volt./Current Tol.(±)

Output

Volt./Current
Tol.(±)

29836 RQ-85B MEAN WELL
MEAN WELL_85W Quad

Output Switching Power Supply
-12V/0.0~1.0A ±5% -5V/0.0~1.0A ±8% 12V/0.3~4.0A +7%,-3% 5V/2.0~10A ±2%

29842 RQ-85C MEAN WELL
MEAN WELL_85W Quad

Output Switching Power Supply
-15V/0.0~1.0A ±5% -5V/0.0~1.0A ±8% 15V/0.3~4.0A +3%,-7% 5V/2.0~10A ±2%

29847 RQ-85D MEAN WELL
MEAN WELL_85W Quad

Output Switching Power Supply
-12V/0.0~1.0A ±5% 24V/0.1~1.5A ±8% 12V/0.3~4.0A +7%,-3% 5V/2.0~10A ±2%

120-375W Quad Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

AC Input voltage 90~264VAC,47~440Hz/127~370VDC.

AC input current Maximum input current 2.9A at

115VAC,60Hz or 1.7A at 230VAC,

60Hz with 100% output load.

Inrush current Inrush current is less than 35A at

115VAC or less than 60A at 230VAC

under cold start conditions.Limiting

provided by internal thermistors

Leakage current leakage current less than 180μA at 264VAC

Working temp Whole series can operate from 20~70 C Please

refer to the deration curves

Safety standards Medical UL2601-1,TUV EN60601-1 approved

Commercial:Also design refer to UL60950-1,

TUVEN60950-1

Withstand voltage 4000VAC between input and output

1500VAC between input and F.G.

500VAC between output and F.G.

:

:

:

:

.: - .

: :

:

o
Universal AC input/Full range

Lowleakagecurrent<180μA

Protections: Short circuit/Over

load/Over voltage

UL2601-1 medical safety approved

With power good and fail

signal output(Optional)

100%full load burn-in test

Fixed switching frequency at 45KHz

3 years warranty

FEATURES

CBC US

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

31772 MPQ-120B MEAN WELL MEAN WELL_120W Quad Output Medical Type -12V/0.0~1.0A ±5% -5V/0.0~1.0A ±5% 12V/0.5~5.0A ±6% 5V/2.0~11A ±2%

mailto:100y-1@163.com
http://us.100y.com.tw/mainFrame.asp?mat3=27AQ-2
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/29820.htm
http://us.100y.com.tw/PNoInfo/29820.htm
http://us.100y.com.tw/PNoInfo/29828.htm
http://us.100y.com.tw/PNoInfo/29830.htm
http://us.100y.com.tw/PNoInfo/29836.htm
http://us.100y.com.tw/PNoInfo/29836.htm
http://us.100y.com.tw/PNoInfo/29842.htm
http://us.100y.com.tw/PNoInfo/29847.htm
http://us.100y.com.tw/PNoInfo/31772.htm
http://us.100y.com.tw/PNoInfo/31772.htm
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27 45-
R

120-375W Quad Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

31775 MPQ-120C MEAN WELL
MEAN WELL_120W Quad

Output Medical Type
±5% *5V/0.0~1.0A ±5% 15V/0.5~3.8A +6%,-7% 5V/2.0~11A ±2%

31776 MPQ-120D MEAN WELL
MEAN WELL_120W Quad

Output Medical Type
-12V/0.0~1.0A ±5% 24V/0.3~2.3A ±8% 12V/0.2~1.1A +8%,-6% 5V/2.0~11A ±2%

31777 MPQ-120E MEAN WELL
MEAN WELL_120W Quad

Output Medical Type
24V/0.0~1.0A ±5% 15V/0.0~1.0A ±8% 12V/0.5~3.3A ±6% 5V/2.0~11A ±2%

FEATURES:

/

> . @ ( )

: / / , ( )

( )

( )

- / ( )

/ ( )

: / / / /

/ , /

% -

Universal AC input Full range

PF 0 95 230Vac 200W

Protections short circuit Over load Over voltage OTP 200W

Leakage current≤150μA 200W

Leakage current≤180μA 120W

Built in remote sense and remote ON OFF control 200W

PG PF signal output optional for 120W

Approvals UL CUL TUV CB CE

80W 140W free air convection 120W 200W with 25CFM forced air

100 full load burn in test

3 years warranty CBC USFC
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AC input voltage range 90~264VAC 120~370VDC

DC adjustment range CH1 5~+10 rated output voltage

Over load protection 110 ~160 hiccup mode auto recovery

Over voltage protection CH1 115 ~140 rated output voltage

Withstand voltage I P O P 4KVAC I P FG 1 5KVAC 1minute

:

: :- %

: % % , -

: : % %

: / - / : , / - : . ,

Working temperature 20~70 C refer to output derating curve

Safety standards UL2601 1 TUV EN60601 1 IEC601 1 approved design

refer to UL60950 1 TUV EN60950 1

Connection 5P 13P 3 96mm pitch Molex 5273 05 5273 13 120W

3P 8Px2 3 96mm pitch JST B3P B8Px2 VH 200W

:- ( )

: - , - , - ,

- , -

: , / . , - , - ( )

. / . , / - ( )

o

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

31779 MPQ-200B MEAN WELL
MEAN WELL_200W Quad Output

Medical Type
-12V/0.0~2.4A ±5% -5V/0.0~2.4A ±5% 12V/0.7~8.4A ±8% 5V/3.0~18A ±2%

31780 MPQ-200C MEAN WELL
MEAN WELL_200W Quad Output

Medical Type
-15V/0.0~2.4A ±5% -5V/0.0~2.4A ±5% 15V/0.5~6.0A ±6% 5V/3.0~18A ±2%

31781 MPQ-200D MEAN WELL
MEAN WELL_200W Quad Output

Medical Type
-12V/0.0~2.4A ±5% 12V/0.0~2.4A ±5% 24V/0.3~3.6A ±8% 5V/3.0~18A ±2%

31784 MPQ-200F MEAN WELL
MEAN WELL_200W Quad Output

Medical Type
-15V/0.0~2.4A ±5% 15V/0.0~2.4A ±5% 24V/0.3~3.3A ±8% 5V/3.0~18A ±2%

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

FEATURES:

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload over voltage

protected

,

INPUT VOLTAGE RANGE 88 ~ 132VAC 176~264VAC Selected by switch

47 ~ 63Hz 240~370VDC

AC CURRENT 2 5A/115VAC 1 25A/230VAC

INRUSH CURRENT(max.) COLD START 35A

LEAKAGE CURRENT <3 5mA 240VAC

WORKING TEMP. HUMIDITY -10 ~ +60 C(Refer to output load derating curve

20 ~90 RH

SAFETYSTANDARDS UL 1950 TUV E 60950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC

: /

;

: . .

:

: . /

: )

% %

:

:

o

N

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

11855 Q-120B MEAN WELL
120W Quad Output Switching

Power Supply
5VDC/2~12A +/-2% 12VDC/0.5~5A +/-6% -12VDC/0.2~1A +/-6% -5VDC/0.2~1A +/-6%

19475 Q-120C MEAN WELL
120W Quad Output Switching

Power Supply
5VDC/2~12A +/-2% 15VDC/0.5~5A +10,-5% -5VDC/0.2~1A +/-6% -15VDC/0.2~1A +10,-5%

12280 Q-120D MEAN WELL
120W Quad Output Switching

Power Supply
5VDC/2~12A +/-2% 12VDC/0.2~5A +/-6% 24VDC/0.2~2A +/-6% -12VDC/0.2~1A +/-6%

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:

http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27AQ-4
http://us.100y.com.tw/PNoInfo/31775.htm
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http://us.100y.com.tw/PNoInfo/11855.htm
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120-375W Quad Output Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

AC input range selected by switch

Protections Short circuit Over load

Over voltage

Fixed switching frequency at 75KHz

Forced air cooling by built in DC fan

Approvals UL CUL

100 full load burn in test

Low cost high reliability

2 years warranty

: / /

-

: /

% -

,

FEATURES: AC input voltage range 90~132VAC 176~264 Selectable by switch

DC adjustment range CH1 5~+10 rated output voltage

Over load protection 105 ~150 hiccup mode auto recovery

Over voltage protection CH1 115 ~135 rated output voltage

Working temperature 10~50 C 100 60 C 60 load

Safety standards UL60950 1 approved

Connection 9P 9 5mm pitch terminal block with cover

: /

: :- %

: % % , -

: : % %

:- @ %, @ %

: -

: / .

o o

C US

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

28059 Q-250B MEAN WELL
MEAN WELL_250W Quad

Output Switching Power Supply
5VDC/2.0~20A ±2% 12VDC/0.1~3A +8%,-10% -12VDC/0.5~1A ±10% -5VDC/0~1A ±6%

30291 Q-250C MEAN WELL
MEAN WELL_250W Quad

Output Switching Power Supply
-5V/0.0~1.0A ±6% -15V/0.5~1.0A ±10% 15V/0.5~5.0A ±10% 5V/2.0~20A ±2%

30292 Q-250D MEAN WELL
MEAN WELL_250W Quad

Output Switching Power Supply
-12V/0.0~1.0A ±6% 24V/0.5~5.0A ±8% 12V/0.5~6.0A +6%,-10% 5V/2.0~15A ±2%

30293 Q-250F MEAN WELL
MEAN WELL_250W Quad

Output Switching Power Supply
-15V/0.0~1.0A ±6% 24V/0.5~5.0A ±8% 15V/0.5~5.0A +6%,-10% 5V/2.0~15A ±2%

Protections:Short circuit/Over load/Over voltage

Cooling by free air convection

LED indicator for power on

100% full load burn-in test

All using 105 C

Withstand 300VAC surge input for 5 second

High operating temperature up to 70 C

Withstand 5G vibration test

High efficiency, long life and high reliability

3 years warranty

o

o

long life electrolytic capacitors

FEATURES:
INPUT VOLTAGE RANGE 88 ~ 132VAC / 176 ~ 264VAC selected by

switch 248 ~ 373VDC(Withstand 300VAC

surge for 5sec. Without damage)

AC CURRENT 3A/115VAC 2A/230VAC

INRUSH CURRENT(max.) COLD START 50A/230VAC

LEAKAGE CURRENT <2mA/ 240VAC

WORKING TEMP. -25 ~ +70 C(Refer to output load derating curve)

SAFETYSTANDARDS UL60950-1,TUV EN60950-1Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION 199*98*38mm (L*W*H)

:

:

:

:

:

:

:

:

o

CBC US

RQ 125 Series-

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

29868 RQ-125B MEAN WELL
MEAN WELL_125W Quad Output

Switching Power Supply
-12V/0.0~1.0A ±5% -5V/0.1~1.0A +6%,-10% 12V/0.5~4.5A +8%,-3% 5V/2.0~12A ±2%

29883 RQ-125C MEAN WELL
MEAN WELL_125W Quad Output

Switching Power Supply
-15V/0.0~1.0A ±5% -5V/0.1~1.0A +6%,-10% 15V/0.5~4.0A +8%,-3% 5V/2.0~12A ±2%

29885 RQ-125D MEAN WELL
MEAN WELL_125W Quad Output

Switching Power Supply
-12V/0.0~1.0A ±5% 24V/0.1~2.5A ±8% 12V/0.5~4.0A +8%,-3% 5V/2.0~12A ±2%

300 ~ 1000W Parallel Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Universal AC input / Full range

AC input active surge current limiting

Built-in active PFC function

Protections:Short circuit/Over load/Over voltage/

Over temperature

Built-in constant current limiting circuit

Current sharing up to 2 units or 2000W

Built-in remote ON-OFFcontrol

Built-in remote sense function

Built-in active current sharing and parallel function

3 years warranty

FEATURES: INPUT VOLTAGE RANGE 90 ~ 264VAC 127 ~ 370VDC

AC CURRENT(Typ.) 11.2A/115AVC 5.6A/230VAC

INRUSH CURRENT(Typ.) 32A/115VAC 63A/230VAC

LEAKAGE CURRENT <2mA/ 240VAC

WORKING TEMP. -10 ~ +60 C(Refer to output load derating curve)

SAFETYSTANDARDS UL60950-1,TUV EN60950-1Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION 278*129*127mm (L*W*H)

:

:

:

:

:

:

:

:

o

CBC USFCParallel

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

30940 PSP-1000-12 MEAN WELL MEAN WELL_1000W with PFC and Parallel Function 12V 0~75.0A ±3%

30942 PSP-1000-13.5 MEAN WELL MEAN WELL_1000W with PFC and Parallel Function 13.5V 0~67.0A ±2%

30944 PSP-1000-15 MEAN WELL MEAN WELL_1000W with PFC and Parallel Function 15V 0~60.0A ±2%

30946 PSP-1000-24 MEAN WELL MEAN WELL_1000W with PFC and Parallel Function 24V 0~37.6A ±1%

30947 PSP-1000-27 MEAN WELL MEAN WELL_1000W with PFC and Parallel Function 27V 0~33.6A ±1%

30948 PSP-1000-48 MEAN WELL MEAN WELL_1000W with PFC and Parallel Function 48V 0~19.0A ±1%

30934 PSP-1000-5 MEAN WELL MEAN WELL_1000W with PFC and Parallel Function 5V 0~145A ±6%

mailto:100y-1@163.com
http://us.100y.com.tw/PNoInfo/28059.htm
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27 47-
R

300 ~ 1000W Parallel Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Universal AC input Full range

PF 0 98 115VAC 0 95 230VAC

Protections short circuit Over load

Over voltage Over temp

Forced air cooling by built in DC fan

Built in remote sense and ON OFF control

With PG PF signal output

Cooling fan ON OFF auto control

Approval UL CUL TUV CB CE

3 years warranty

/
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FEATURES:
AC input voltage range 88~264VAC 124~370VDC

DC adjustment range ±11 rated output voltage

Over load protection 105 ~135 constant current limiting auto recovery

Over voltage protection 115 ~140 rated output voltage

Working temperature 10~50 C refer to output derating curve

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC 1 minute

Safety standards UL60950 1 TUV EN60950 1 approved

Connection 7 8P 9 5mm pitch terminal block with cover
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CBC USFCParallel

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

30918 PSP-300-12 MEAN WELL MEAN WELL_300W with PFC and Parallel Function 12V 0~25.0A ±1%

30919 PSP-300-13.5 MEAN WELL MEAN WELL_300W with PFC and Parallel Function 13.5V 0~22.0A ±1%

30945 PSP-300-24 MEAN WELL MEAN WELL_300W with PFC and Parallel Function 24V 0~12.5A ±1%

30921 PSP-300-27 MEAN WELL MEAN WELL_300W with PFC and Parallel Function 27V 0~11.0A ±1%

30922 PSP-300-48 MEAN WELL MEAN WELL_300W with PFC and Parallel Function 48V 0~6.50A ±1%

Low cost high reliability

100 full load burn in test

Built in EMI filter current sharing circuit

105 C output capacitor

Built in remote control remote sense

Built in PFC circuit PFC 0 95

Power good signal

Complies with EN61000 3 2

Short circuit overload over voltage

over temp protected

,
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, , ,

.

o

FEATURES: INPUT VOLTAGE RANGE 90 ~ 264VAC / 47 ~ 63Hz 127 ~ 370VDC

AC CURRENT 7A/115VAC 3 5A/230VAC

INRUSH CURRENT 20A/115VAC 40A 230V

LEAKAGE CURRENT <1mA/ 240VAC

WORKING TEMP.humidity -10 ~ +60 C(Refer to output load derating curve)

20 ~90 RH with 30CFM forced air

SAFETYSTANDARDS UL1950,TUV E 60950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION 278*127*63 5mm (L*W*H)
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

21011 PSP-500-12 MEAN WELL 500W Parallel with PFC Function +/-1% 12V 41.5A

21012 PSP-500-13.5 MEAN WELL 500W Parallel with PFC Function 13.5V 37A +/-1%

17330 PSP-500-15 MEAN WELL 500W Parallel with PFC Function 15V 33A +/-1%

21013 PSP-500-24 MEAN WELL 500W Parallel with PFC Function 20.8A 24V +/-%

15283 PSP-500-27 MEAN WELL Parallel with PFC Function 27V 18.5A +/-1%

21014 PSP-500-48 MEAN WELL 500W Parallel with PFC Function 48V 10.5A +/-1%

21009 PSP-500-5 MEAN WELL 500W Parallel with PFC Function 5V 80A +/-2%

Universal AC input Full range

PF 0 98 115VAC 0 95 230VAC

Protections short circuit Over load

Over voltage Over temp

Forced air cooling by built in DC fan

Built in remote sense and ON OFF control

With DC OK signal output

Active current sharing up to 2400W 3 1

Approval UL CUL TUV CB CE

3 years warranty
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FEATURES: AC input voltage range 88~264VAC 124~370VDC

DC adjustment range ±10 rated output voltage

Over load protection 105 ~135 fold back current limiting auto recovery

Over voltage protection 115 ~140 rated output voltage

Working temperature 0~45 C 100 20 C 80 70 C 60

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC 1 minute

Safety standards UL60950 1 TUV EN60950 1 approved

Connection 7 8P 9 5mm pitch terminal block with cover
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CBC USFCParallel

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

30926 PSP-600-12 MEAN WELL MEAN WELL_600W with PFC and Parallel Function 12V 0~50.0A ±1%

30928 PSP-600-13.5 MEAN WELL MEAN WELL_600W with PFC and Parallel Function 13.5V 0~44.5A ±1%

30930 PSP-600-15 MEAN WELL MEAN WELL_600W with PFC and Parallel Function 15V 0~40.0A ±1%

30932 PSP-600-24 MEAN WELL MEAN WELL_600W with PFC and Parallel Function 24V 0~25.0A ±1%

30933 PSP-600-27 MEAN WELL MEAN WELL_600W with PFC and Parallel Function 27V 0~22.2A ±1%

27101 PSP-600-48 MEAN WELL Parallel with PFC Function 48V 0~12.5A ±1％

30087 PSP-600-5 MEAN WELL MEAN WELL_Parallel with PFC Function 5V 0~80.0A ±2％

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:
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27 48-
R

300 ~ 1000W Parallel Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Built in EMI filter

Over load protected

Over Temp protected

With papallel function

UL CUL CB approval

Short circuit protected

Over voltage protected

Built in remote sense control

2 year warranty

.

. .

/

INPUT VOLTAGE RANGE 90 ~ 130VAC / 180 ~ 260VAC Selected by switch 47 ~ 63Hz

AC CURRENT 11A/115VAC 7 0A/230VAC

INRUSH CURRENT cold start 60A 230VAC

LEAKAGE CURRENT <3 5mA/ 240VAC

WORKING TEMP.humidity -10 ~ +50 C 100 LOAD 65 C 50 LOAD

20 ~90 RH

SAFETYSTANDARDS UL1950,CSA22 2 IEC60950

WITHSTAND VOLTAGE I/P-O/P:1500VAC I/P-FG:1500VAC For 1 min

DIMENSION 291*132*68mm (L*W*H)
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

10757 SCN-600-05 MEAN WELL 600W Parallel with PFC Function 5VDC 100A +/-2%

10755 SCN-600-12 MEAN WELL 600W Parallel with PFC Function 12VDC 50A +/-1%

21059 SCN-600-15 MEAN WELL 600W Parallel with PFC Function 15VDC 40A +/-1%

21060 SCN-600-18 MEAN WELL 600W Parallel with PFC Function 18VDC 33A +/-1%

12457 SCN-600-24 MEAN WELL 600W Parallel with PFC Function 24VDC 25A +/-1%

21061 SCN-600-48 MEAN WELL 600W Parallel with PFC Function 48VDC 12A +/-1%

Built in EMI filter

Over load protected

Over Temp protected

With papallel function

Over voltage protected

Built in remote sense control

2 year warranty

.

/

INPUT VOLTAGE RANGE 180 ~ 260VAC 47 ~ 63Hz

AC CURRENT 8A/230VAC

INRUSH CURRENT cold start 60A 230VAC

LEAKAGE CURRENT <3 5mA/ 240VAC

WORKING TEMP.humidity -10 ~ +50 C 100 LOAD 65 C 50 LOAD

20 ~90 RH

SAFETYSTANDARDS Design to meet UL 1950 CSA22 2 EN60950

WITHSTAND VOLTAGE I/P-O/P:1500VAC I/P-FG:1500VAC For 1 min

DIMENSION 291*132*68mm (L*W*H)
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

21063 SCN-800-12 MEAN WELL 800W Parallel with PFC Function 12VDC 66A +/-1%

17282 SCN-800-15 MEAN WELL 800W Parallel with PFC Function 15VDC 54A +/-1%

7815 SCN-800-24 MEAN WELL 800W Parallel with PFC Function 24VDC 33A +/-1%

7814 SCN-800-48 MEAN WELL 800W Parallel with PFC Function 48VDC 16.6A +/-1%

AC input 180~260VAC only

PF 0 98 230VAC

Protections Short circuit Over voltage

Overload Over temp

Built in remote sense function

Built in remote ON OFF control

Built in power good signal output

Can adjust from 20~100 output voltage

by external control 1~5VDC

Forced air cooling by built in DC fan

3 years warranty

> . @

: / /

/ .

-

- /

-

%

-

AC input voltage range 180~260VAC 47~63Hz

DC adjustment range ±3 rated output voltage by potential meter

Over load protection 105 ~115 current limiting delay shutdown

Over voltage protection 110 ~135 rated output voltage

Working temperature -10 C~50 C 100 20 C 80 65 C 50 load

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC 1 minute

Safety standards UL60950 TUV E 60950 approved
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CBC USFCParallel

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

30950 SCP-600-05 MEAN WELL MEAN WELL_600W Parallel (N+1) with PFC Function 5V 0~100A ±1.5%

30951 SCP-600-12 MEAN WELL MEAN WELL_600W Parallel (N+1) with PFC Function 12V 0~50.0A ±1.0%

30952 SCP-600-15 MEAN WELL MEAN WELL_600W Parallel (N+1) with PFC Function 15V 0~40.0A ±1.0%

30953 SCP-600-24 MEAN WELL MEAN WELL_600W Parallel (N+1) with PFC Function 24V 0~25.0A ±1.0%

30954 SCP-600-48 MEAN WELL MEAN WELL_600W Parallel (N+1) with PFC Function 48V 0~12.0A ±1.0%

AC input 180~260VAC only

PF 0 98 230VAC

Protections Short circuit Over voltage

Overload Over temp

Built in remote sense function

Built in remote ON OFF control

Built in parallel operation function N 1

Built in power good signal output

Can adjust from 20~100 output voltage

by external control 1~5VDC

Forced air cooling by built in DC fan

3 years warranty
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AC input voltage range 180~260VAC 47~63Hz

DC adjustment range ±3 rated output voltage by potential meter

20~100 by external control voltage 1~5 VDC

Over load protection 105 ~115 current limiting delay shutdown

Over voltage protection 110 ~135 rated output voltage

Working temperature -10 C~50 C 100 20 C 80 65 C 50 load

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC 1 minute

Safety standards UL60950 1 TUV E 60950 1 approved
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CBC USFCParallel

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

31042 SCP-800-12 MEAN WELL MEAN WELL_800W Parallel (N+1) with PFC Function 12V 0~66.0A ±1.0%
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27 49-
R

300 ~ 1000W Parallel Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

31044 SCP-800-15 MEAN WELL MEAN WELL_800W Parallel (N+1) with PFC Function 15V 0~53.0A ±1.0%

31046 SCP-800-24 MEAN WELL MEAN WELL_800W Parallel (N+1) with PFC Function 24V 0~33.0A ±1.0%

31047 SCP-800-48 MEAN WELL MEAN WELL_800W Parallel (N+1) with PFC Function 48V 0~16.0A ±1.0%

1200~2400W Parallel Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Universal AC input Full range

PF 0 98 115VAC 0 95 230VAC

Using ZVS technology to reduce power dissipation

High power density 8 3W in3

Built in 12V 0 1A auxiliary output

Alarm signal output

DC output voltage adjustment 70~100 by external resistor

Active current sharing up to 6000W 3 1

Built in remote sense function

Built in remote ON OFF control

Protections short circuit Overload Over voltage Over temp

Forced air cooling by built in DC fan

3 years warranty

/
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AC input voltage range 90~264VAC 127~370VDC

DC adjustment range 30~+10 rated output voltage

Over load protection 105 ~135 constant current limiting

shut off after 5 sec

Over voltage protection 115 ~140 rated output voltage

Working temperature -20 C~70 C refer to output derating

curve

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC

1 minute

Safety standards UL60950 1 TUV E 60950 1 approved
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CBC USFCParallel

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

31029 RSP-1500-12 MEAN WELL MEAN WELL_1500W with PFC and Parallel Function 12V 0~125A ±1%

31030 RSP-1500-15 MEAN WELL MEAN WELL_1500W with PFC and Parallel Function 15V 0~100A ±1%

31031 RSP-1500-24 MEAN WELL MEAN WELL_1500W with PFC and Parallel Function 24V 0~63A ±1%

31033 RSP-1500-27 MEAN WELL MEAN WELL_1500W with PFC and Parallel Function 27V 0~56A ±1%

31035 RSP-1500-48 MEAN WELL MEAN WELL_1500W with PFC and Parallel Function 48V 0~32A ±1%

31028 RSP-1500-5 MEAN WELL MEAN WELL_1500W with PFC and Parallel Function 5V 0~240A ±2%

Built in EMI filter

Over load protected

Over Temp protected

With papallel function

UL CUL CB approval

Short circuit protected

Over voltage protected

Built in remote sense control

2 year warranty

.

. .

/

INPUT VOLTAGE RANGE 180 ~ 260VAC 1¢ 3wire 47~63Hz

AC CURRENT 11A/230VAC

INRUSH CURRENT cold start 120A 230VAC

LEAKAGE CURRENT <3 5mA/ 240VAC

WORKING TEMP.humidity -10 ~ +50 C 100 LOAD 65 C 50 LOAD 20 ~90 RH

SAFETYSTANDARDS UL1950,CSA22 2 IEC60950

WITHSTAND VOLTAGE I/P-O/P:1500VAC I/P-FG:1500VAC For 1 min

DIMENSION 291*132*132mm (L*W*H)
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

11616 SCN-1K2-05 MEAN WELL 1200W Parallel with PFC Function 5VDC 200A +/-2%

11425 SCN-1K2-12 MEAN WELL 1200W Parallel with PFC Function 12VDC 100A +/-1%

21065 SCN-1K2-15 MEAN WELL 1200W Parallel with PFC Function 15VDC 80A +/-1%

12313 SCN-1K2-24 MEAN WELL 1200W Parallel with PFC Function 24VDC 50A +/-1%

21064 SCN-1K2-48 MEAN WELL 1200W Parallel with PFC Function 48VDC 24A +/-1%

Built in EMI filter

Over load protected

Over Temp protected

With papallel function

Over voltage protected

Built in remote sense control

2 year warranty

.

/

INPUT VOLTAGE RANGE 200 ~ 260VAC 1¢ 3wire 47~63Hz

AC CURRENT 12A/230VAC

INRUSH CURRENT cold start 120A 230VAC

LEAKAGE CURRENT <3 5mA/ 240VAC

WORKING TEMP.humidity -10 ~ +50 C 100 LOAD 65 C 50 LOAD 20 ~90 RH

SAFETYSTANDARDS UL1950,CSA22 2 IEC60950

WITHSTAND VOLTAGE I/P-O/P:1500VAC I/P-FG:1500VAC For 1 min

DIMENSION 291*132*132mm (L*W*H)
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Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

21066 SCN-1K5-12 MEAN WELL Parallel with PFC Function 12VDC 125A +/-1%

11626 SCN-1K5-15 MEAN WELL Parallel with PFC Function 15VDC 100A +/-1%

21067 SCN-1K5-24 MEAN WELL Parallel with PFC Function 24VDC 62.5A +/-1%

21068 SCN-1K5-48 MEAN WELL Parallel with PFC Function 48VDC 32A +/-1%

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:
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1200~2400W Parallel Switching
Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

AC 200~260VAC 3¢3 wire

Protections short circuit Over voltage

Over load Over temp

Built in remote sense function

Built in remote ON OFF control

Built in parallel operation function

Can adjust from 20~100 output voltage

by external control 1~5VDC

Forced air cooling by built in DC fan

2 years warranty
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INPUT VOLTAGE RANGE 200 ~ 260VAC ¢ 3wire

AC Inrush CURRENT cold start 120A at 230VAC

WORKING TEMP. -10 ~ +50 C 100 65 C 50 LOAD

SAFETYSTANDARDS design refer to UL1950,CSA22 2 IEC60950

WITHSTAND VOLTAGE I/P-O/P:1500VAC 1 minute

: ,
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: @ % + @ %
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:
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o o

Parallel

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

30757 SCN-2K0-05 MEAN WELL MEAN WELL_2000W Single Outpit with Parallel Function 5V 0~250A ±3%

30758 SCN-2K0-12 MEAN WELL MEAN WELL_2000W Single Outpit with Parallel Function 12V 0~167A ±2%

30759 SCN-2K0-15 MEAN WELL MEAN WELL_2000W Single Outpit with Parallel Function 15V 0~134A ±2%

28063 SCN-2K0-24 MEAN WELL MEAN WELL_2000W Single Outpit with Parallel Function 24V 0~83.5A ±1%

30760 SCN-2K0-48 MEAN WELL MEAN WELL_2000W Single Outpit with Parallel Function 48V 0~42.0A ±1%

AC input 180~260V only

PF 0 98 230VAC

Protections short circuit Over voltage

Over load Over temp

Built in remote sense function

Built in remote ON OFF control

Built in power good signal output

Can adjust from 20~100 output voltage

by external control 1~5VDC

Forced air cooling by built in DC fan

3 years warranty
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AC input voltage range 180~260VAC 47~63VDC

DC adjustment range ±3 rated output voltage by potential meter

Over load protection 105 ~140 current limiting delay shutdown

Over voltage protection 110 ~135 rated output voltage

Working temperature -10 C~50 C 100 20 C 80 65 C 50 load

Withstand voltage I P O P 3KVAC I P FG 1 5KVAC 1 minute

Safety standards UL60950 TUV E 60950 approved
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CBC USFCParallel

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

31051 SCP-1K2-05 MEAN WELL MEAN WELL_1200W Parallel(N+1) with PFC Function 5V 0~200A ±2%

31056 SCP-1K2-12 MEAN WELL MEAN WELL_1200W Parallel(N+1) with PFC Function 12V 0~100A ±1%

31058 SCP-1K2-15 MEAN WELL MEAN WELL_1200W Parallel(N+1) with PFC Function 15V 0~80.0A ±1%

31059 SCP-1K2-24 MEAN WELL MEAN WELL_1200W Parallel(N+1) with PFC Function 24V 0~50.0A ±1%

31060 SCP-1K2-48 MEAN WELL MEAN WELL_1200W Parallel(N+1) with PFC Function 48V 0~24.0A ±1%

AC input 180~260VAC 3¢3 wire

PF 0 98 230VAC

Protections short circuit Over voltage

Over load Over temp

Built in remote sense function

Built in remote ON OFF control

Built in power good signal output

Can adjust from 20~100 output voltage

by external control 1~5VDC

Forced air cooling by built in DC fan

3 years warranty
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INPUT VOLTAGE RANGE 180 ~ 260VAC ¢ 3wire other system availabe

AC Inrush CURRENT cold start 60A at 230VAC

WORKING TEMP. -10 ~ +50 C 100 20 C 80 65 C 50 LOAD

SAFETY STANDARDS UL60950 TUV E 60950 approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I P FG 1 5KVAC 1 minute
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CBC USFCParallel

Part No. Product No. Manufacturer Description Output Volt. Output Current Tol.(±)

31052 SCP-2K4-12 MEAN WELL MEAN WELL_2400W Parallel(N+1) with PFC Function 12V 0~200A ±1%

31053 SCP-2K4-15 MEAN WELL MEAN WELL_2400W Parallel(N+1) with PFC Function 15V 0~160A ±1%

31054 SCP-2K4-24 MEAN WELL MEAN WELL_2400W Parallel(N+1) with PFC Function 24V 0~100A ±1%

31055 SCP-2K4-48 MEAN WELL MEAN WELL_2400W Parallel(N+1) with PFC Function 48V 0~50.0A ±1%

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:
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27 51-
R

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw55W~250W Single Output with
Battery Charger

Universal AC input / Full range

Protections:Short circuit/Over load/Over voltage

Battery low and battery polarity protection

Cooling by free air convection

100% full load burn-in test

Fixed switching frequency at PFC 67KHz,

PWM 134KHz

2 years warranty

FEATURES:
INPUT VOLTAGE RANGE 88 ~ 264VAC 124 ~ 370VDC

AC CURRENT 2.5A/115VAC 1.5A/230VAC

INRUSH CURRENT (max.) COLD START20A/115VAC

40A/230VAC

LEAKAGE CURRENT <1mA/ 240VAC

WORKING TEMP. -10 ~ +60 C(Refer to output load derating curve)

SAFETYSTANDARDS UL60950-1,TUV EN60950-1Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION 199*110*50mm (L*W*H)

:

:

:

:

:

:

:

:

o

CBC USFC

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Charger

30468 AD-155A MEAN WELL MEAN WELL_155W Single Output with Battery Charger(UPS function) 13.8V/0.0~11.5A ±2% 13.3V/0.0~0.50A

30469 AD-155B MEAN WELL MEAN WELL_155W Single Output with Battery Charger(UPS function) 27.6V/0.0~5.50A ±1% 27.1V/0.0~0.50A

30470 AD-155C MEAN WELL MEAN WELL_155W Single Output with Battery Charger(UPS function) 54.0V/0.0~2.70A ±1% 53.5V/0.0~0.50A

Universal AC input / Full range

Protections:Short circuit/Over load/Over voltage

Battery low protections

Cooling by free air convection

100% full load burn-in test

Fixed switching frequency at 45KHz

2 years warranty

FEATURES: INPUT VOLTAGE RANGE 88 ~ 264VAC 124 ~ 370VDC

AC CURRENT 1.6A/115VAC 1A/230VAC

INRUSH CURRENT (max.) COLD START20A/115VAC 40A/230VAC

LEAKAGE CURRENT <1mA/ 240VAC

WORKING TEMP. -10 ~ +60 C(Refer to output load derating curve)

SAFETY STANDARDS UL60950-1,TUV EN60950-1Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION 159*97*38mm (L*W*H)

:

:

:

:

:

:

:

:

o

CBC US

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Charger

30461 AD-55A MEAN WELL MEAN WELL_55W Single Output with Battery Charger(UPS function) 13.8V/0.0~4.0A ±1% 13.4V/0.0~0.23A

30463 AD-55B MEAN WELL MEAN WELL_55W Single Output with Battery Charger(UPS function) 27.6V/0.0~2.0A ±1% 26.5V/0.0~0.16A

AD 55 Series-

AD 155 Series-

Low cost high reliability

Cooling fan ON OFF automatically

3 colors LED loading indication

International AC input range

Built in EMI filter low ripple noise

Soft start circuit limiting AC surge current

Short circuit overload over voltage over

temp protected

High efficiency low working temperature

Charger protection ESC only

Battery polarity under voltage over

voltage protection

105 C OUTput capacitor

,

/

,

- ,

.

.

( )

( , , ,

)
o

:

: .

:

, % 9 %

:

( . , - , - ,

- )

:

: :

: / - : / . /

/ - : . / . /

INRUSH CURRENT (max.) COLD START 35A

LEAKAGE CURRENT <3 5mA/ 240VAC

WORKING TEMP. -10 ~ +60 C(Refer to output load derating

curve) 20 ~ 0 RH

SAFETY STANDARDS CSA international mark approved

CSA1010 1 UL3101 1 IEC1010 1

EN61010 1 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION 150*140*86mm CASE 909

AC CURRENT ESC ESP 120 3A 115V 1 5A 230V

ESC ESP 240 4 5A 115V 2 5A 230V

o

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±)

31877 ESC-120-13.5 MEAN WELL MEAN WELL_108W Desktop Power Supply or Charger 13.5V/0~8A ±2%

31879 ESC-120-27 MEAN WELL MEAN WELL_108W Desktop Power Supply or Charger 27V/0~4A ±1%

31880 ESC-120-54 MEAN WELL MEAN WELL_108W Desktop Power Supply or Charger 54V/0~2A ±1%

17837 ESC-240-13.5 MEAN WELL MEAN WELL_216W Desktop Power Supply/Charger 13.5V/16A +/-2%

17836 ESC-240-27 MEAN WELL MEAN WELL_216W Desktop Power Supply/Charger 27V/8A +/-1%

21145 ESC-240-54 MEAN WELL MEAN WELL_216W Desktop Power Supply/Charger 54V/4A +/-2%

31881 ESP-120-13.5 MEAN WELL MEAN WELL_108W Desktop Power Supply or Charger 13.5V/0~8A ±2%

31882 ESP-120-27 MEAN WELL MEAN WELL_108W Desktop Power Supply or Charger 27V/0~4A ±1%

31883 ESP-120-54 MEAN WELL MEAN WELL_108W Desktop Power Supply or Charger 54V/0~2A ±1%

21146 ESP-240-13.5 MEAN WELL 216W Desktop Power Supply/Charger 13.5V/16A +/-2%

17882 ESP-240-27 MEAN WELL 216W Desktop Power Supply/Charger 27V/8A +/-1%

21148 ESP-240-54 MEAN WELL 216W Desktop Power Supply/Charger 54V/4A +/-1%

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:

mailto:100y-1@163.com
http://us.100y.com.tw/
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Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

18032 ATX-68A MEAN WELL 150w Micro ATX PC Power Supply +3.3V/0-6.0A +/-5% +5V/1.0-12A +/-5%
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw55W~250W Dual Output with
Battery Charger

Universal AC input / Full range

Built-in active PFC function, PF>95

Protections:Short circuit/Over load/Over voltage

Battery low/battery polarity protections

Cooling by free air convection

100% full load burn-in test

Fixed switching frequency at PFC 67KHz, PWM 134KHz

2 years warranty

FEATURES:

INPUT VOLTAGE RANGE 88 ~ 264VAC 124 ~ 370VDC

AC CURRENT 2.5A/115VAC 1.5A/230VAC

INRUSH CURRENT (max.) COLD START20A/115VAC

40A/230VAC

LEAKAGE CURRENT <1mA/ 240VAC

WORKING TEMP. -10 ~ +60 C(Refer to output load derating

curve)

SAFETYSTANDARDS UL60950-1,TUV EN60950-1Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION 199*110*50mm (L*W*H)

:

:

:

:

:

:

:

:

o

CBC USFC

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Charger

30475 ADD-155A MEAN WELL MEAN WELL_155W Dual Output with Battery (UPS function) 5V/0.0~3.00A ±3% 13.8V/0.0~10.5A 13.3V/0.0~0.50A

30497 ADD-155B MEAN WELL MEAN WELL_155W Dual Output with Battery Charger(UPS function) 5V/0.0~3.00A ±3% 27.6V/0.0~5.00A ±1% 27.1V/0.0~0.50A

30498 ADD-155C MEAN WELL MEAN WELL_155W Dual Output with Battery Charger(UPS function) 5V/0.0~3.00A ±5% 54.0V/0.0~2.50A ±1% 53.5V/0.0~0.20A

Universal AC input / Full range

Protections:Short circuit/Over load/Over voltage

Battery low protections

Cooling by free air convection

100% full load burn-in test

Fixed switching frequency at 45KHz

2 years warranty

FEATURES: INPUT VOLTAGE RANGE 88 ~ 264VAC 124 ~ 370VDC

AC CURRENT 1.6A/115VAC 1A/230VAC

INRUSH CURRENT (max.) COLD START20A/115VAC 40A/230VAC

LEAKAGE CURRENT <1mA/ 240VAC

WORKING TEMP. -10 ~ +60 C(Refer to output load derating curve)

SAFETY STANDARDS UL60950-1,TUV EN60950-1Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION 159*97*38mm (L*W*H)

:

:

:

:

:

:

:

:

o

CBC US

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±) Output Volt./Charger

30464 ADD-55A MEAN WELL MEAN WELL_55W Dual Output with Battery Charger(UPS function) 5V/0.0~4.00A ±3% 13.8V/0.0~3.50A ±1% 13.4V/0.0~0.23A

30466 ADD-55B MEAN WELL MEAN WELL_55W Dual Output with Battery Charger(UPS function) 5V/0.0~4.00A ±3% 27.6V/0.0~2.00A ±1% 26.5V/0.0~0.16A

Other Type Switching Power
Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Low cost, high reliability.

Compact size, light weight

105ºc output capacitor.

100% full load burn-in test.

International AC input range.

Built in EMI filter, low ripple noise

FEATURES:

High efficiency, low working temperature.

Soft-start circuit, limiting AC surge current.

Short circuit, overload Over voltage protected

INPUT VOLTAGE RANGE 88 ~ 264VAC 47~63Hz 124 ~ 370VDC

AC CURRENT 2.5A/115VAC 1 5A/230VAC

INRUSH CURRENT (max.) COLD START 20A/115VAC 40A/230VAC

LEAKAGE CURRENT <1mA/ 240VAC

WORKING TEMP.humidity -10 ~ +60 C(Refer to output load derating

curve) 20 ~ 0 RH

SAFETY STANDARDS UL1950,TUV E 60950 Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION 199*110*50mm CASE 906

:

: .

:

:

:

% 9 %

:

:

: :

o

,

N

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

21091 ADS-15512 MEAN WELL MEAN WELL_155W Single Output with 5V/3A DC-DC Converter 12V/0~12.5A ±2% 5V/0~3.0A ±3%

13757 ADS-15524 MEAN WELL MEAN WELL_155W Single Output with 5V/3A DC-DC Converter 24V/0~6.5A ±1% 5V/0~3.0A ±3%

21092 ADS-15548 MEAN WELL MEAN WELL_155W Single Output with 5V/3A DC-DC Converter 48V/0~3.2A ±1% 5V/0~3.0A ±5%

AC input range selected by switch

With +5VSB:0 ~ 0.75Amax.

Power good signal output

Power fail signal output

Approvals:TUV / CSA/ UL/ CB / CE / FCC

Forced air cooling by built-in DC fan

100% full load burn-in test

Low cost

1 year warranty

FEATURES: INPUT VOLTAGE RANGE 100 ~ 132VAC/ 200 ~ 264VAC selected

by switch

AC CURRENT 4.0ARMS max. FOR 115VAC and 2.0 RMS max. F

or 230VAC

INRUSH CURRENT (max.) 40A for 115VAC, 80A for 230VAC at

COLD START

LEAKAGE CURRENT <3.5mA/ 240VAC

SAFETY STANDARDS CSA22.2, UL1950,TUV EN60950 approved

WITHSTAND VOLTAGE I/P-O/P:1.5KVAC I/P-FG:1.5KVAC for 1min.

DIMENSION 125*100*64mm (L*W*H)

:

:

:

:

:

:

:
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Other Type Switching Power
Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Built in overvoltage and overcurrent trip crowbar

Ten turn potentiometer

Suitable for material and product aging

-

-

0 01 high resolution

Constant voltage and constant current operation

Low ripple and noise

Overload and reverse polarity protection

3½ Digit 0 5 LED displays showing voltage and current

. %

. "

FEATURES:

Part No. Product No. Manufacturer Description Output Volt./Current

15094 GPR-100H05D GW Instek Switching Power Supply 1000V/0.5A

0 01 High regulation

Constant voltage and constant current operation

Low ripple and noise

Overload and reverse polarity protection

3 ½ digits 0 5 LED display

. %

. "

Application for material and products aging

Built in over voltage and over current tripped crowbar

Ten turn potentiometer

-

-

FEATURES:

Part No. Product No. Manufacturer Description Output Volt./Current

13258 GPR-10HH10D GW Instek Switching Power Supply 1000Vdc/1A

FEATURES:

Meet 1U rack mount system

Universal AC input / Full range

Active power factor 94

94%Protections:Short circuit/Over load/Over voltage

Forced air cooling by built-in DC fan

With power good and fail signal output

Built-in remote ON-OFF control

Remote DC sense +5V and +3.3V

With +5VSB:0 ~ 2.0A max.

100% full load burn-in test

High efficiency

2 years warranty

>= %

CBC USFC

INPUT VOLTAGE RANGE 90 ~ 264VAC

AC CURRENT(Typ.) 4.6A/115VAC 2.3A/230VAC

INRUSH CURRENT(Typ.) 40A/115VAC 80A/230VAC

LEAKAGE CURRENT(max.) 3mA/240VAC

WORKING TEMP. -10 ~ +60 C(Refer to output load derating curve)

SAFETY STANDARDS UL60950-1,TUV EN60950-1Approved

WITHSTAND VOLTAGE I/P-O/P:1.5KVAC I/P-FG:1.5KVAC

DIMENSION 260*83*40mm (L*W*H)

:

:

:

:

:

:

:

:

o

Part No. Product No. Manufacturer Description

47731 IPC-300A MEAN WELL 300W Industrial 1U ATX 12V/P4 PC POWER SUPPLY

ZVT technology to reduce power dissipation and improve efficiency

Various output configuration is selectable

Built in active PFC, PF>0.95

Universal AC input/ full range

Remote Control on every individual output module

Remote Sense on every individual output module(MS-75,150,300)

Built in parallel function(MS-300)

Protections:Short circuit/Over load/Over voltage for all output modules

Additional 12V/0.1A auxiliary output for remote control

Cooling by built-in DC fan with fan alarm function

3 years warranty

WORKING TEMP. -20 ~ +70oC(Refer to output load

derating curve)

SAFETY STANDARDS UL60950-1,TUV

EN60950-1Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC

I/P-FG:1.5KVAC

O/P-FG:0.5KVAC

DIMENSION PFC-450 254*127*63.5mm (L*W*H)

PFC-650 278*127*63.5mm (L*W*H)

PFC-1000 278*177.8*63.5mm (L*W*H)

:

:

:

: :

:

:CBC USFC

Part No. Product No. Manufacturer Description Output Volt./Current Output Volt./Current

45524 MP1K0-2C2HEE# MEAN WELL 1000W Modular Power

44892 MP1K0-2CEEHM MEAN WELL 1000W Modular Power

39006 MP450-2CENN MEAN WELL 450W Modular Power 5V/50A, 12V/13A 12V/6.3A, 12V/6.3A

42774 MP650-2CEEF MEAN WELL Digital Meter Adjustable Switching Power Supply 240VAC/9A

42775 MP650-CEEFF MEAN WELL Digital Meter Adjustable Switching Power Supply 240VAC/9A

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:

mailto:100y-1@163.com
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Other Type Switching Power
Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Model PS AL 3000P4 II

Suitable for CPU and mainframe board AMD K7

: - -

( )

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±)
Output

Volt./Current

14311 P4-3000TC ICute Switching Power Supply (+3.3V/14A)(+5V/30A)(+12V/15A) (-5V/0.5A)(-12V/0.5A)(+5Vsb/1.5A) 300Wmax

Temperature coefficient 100ppm C

Dimensions 310mm x 250mm x133mm 12 2 x9 8 x5 2

Weight 3 8kg 8 4lbs

:< /

: / . " . " . "

: . / .

o

Part No. Product No. Manufacturer Description Output Volt./Current Output Volt./Current

14773 PROVA 8000 PROVA Stylization Switching Power Supply 0~40V/5A +2 Support(5V/2A,3.3V/3A) 0~40V/5A,0~40V/5A +2 support

AC input range selected by switch

With 5VSB 0~2 0A max

Power good signal output

Power fail signal output

Power ON OFF switch

+ : . .

-

Approvals TUV UL CSA CB CE FCC

Forced air cooling by built in DC fan

100 full load burn in test

1 year warranty

: / / / / /

-

% -

Part No. Product No. Manufacturer Description Output Volt./Current Tol.(±) Output Volt./Current Tol.(±)

32946 PSIV-400-2 MEAN WELL 300W ATX-12V PC Power Supply +3.3V/5.6~28A +/-5% +5V/6.0~30A +/-5%

0 01 high regulation

Constant voltage and constant current operation

Overload and reverse polarity protection

Size 128 W x145 H x285

. %

: ( ) ( ) ( )L mm

Part No. Product No. Manufacturer Description Output Volt./Current

12012 SPS-1820 GW Instek Digital Meter Adjustable Switching Power Supply 18V/20A

13740 SPS-606 GW Instek Adjustable Switching Power Supply 60V/6A

Constant voltage and constant current operation

Load regulation ≤0 01 3mV

Line regulation ≤0 01 3mV

Recovery Time ≤100us

: . %+

: . %+

:

Temp coefficient ≤300ppm

Load regulation ≤0 2 3mA

Line regulation ≤0 2 3mA

Dimensions 245 W x140 H x345 D mm

. :

: . %+

: . %+

: ( ) ( ) ( )

Part No. Product No. Manufacturer Description Output Volt./Current

47921 TP2303 TWINTEX TP-2000 DC POWER SUPPLY 0~30V/3A

Digital Linear Power Supply
Digital Linear Power Supply

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Output voltage Zero to rated continuously variable with front panel coarse and fine voltage knobs

Output current Zero to rated current continuously variable with front panel current knob

Line regulation CV±0 01 2mV CC±0 01 2mA

Load regualtion CV±0 01 2mV CC≤10mA 100W 15mA above 100W

Operating range 0 to 40 C ambient temperature

Overload protection automatic crossover from CV to CC mode

Series connection Different models can be chained to increase output up to 240Vdc

Parallel Connection Another same model can be paralleled to increase output to 24 Amps

:

:

: . %+ ; . %+

: . %+ ; @ ;< @

:

:

:

:

o

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

45321 3185D TOPWARD Digital Linear Power Supply 100/120/220/240V ±10% ,50/60 Hz 0-18V/0-5A

38039 33010D TOPWARD Digital Linear Power Supply 100/120/220/240V ±10% ,50/60 Hz 0-30V/0-10A

31846 3303D TOPWARD Digital Linear Power Supply 100/120/220/240V ±10% ,50/60 Hz 0-30V/0-3A

http://us.100y.com.tw/mainFrame.asp?mat3=27AZ
http://us.100y.com.tw/mainFrame.asp?mat3=27BA693
http://us.100y.com.tw/
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Digital Linear Power Supply Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Master Slave selectable

Output voltage controllable by external variable voltage or resistance

Output current controllable by external variable voltage or resistance

Voltage Current readback available

/

/

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

32983 6303D TOPWARD Digital Linear Power Supply 100/120/220/240V ±10% ,50/60 Hz ±30V/3A. 5V/5A

31350 6306D TOPWAR D Digital Linear Power Supply 100/120/220/240V ±10% ,50/60 Hz 0-30V/0-6A x 2; 5V/5A Triple

4 Built in analogue digital displays

Constant Voltage Current

Series Parallel Available with other Sets

- /

/

/

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

24080 6603D TOPWARD Digital Linear Power Supply 100/120/220/240V ±10% ,50/60 Hz 0-60V/0-3A x 2; 5V/5A Triple

Short Circuit External input protection

Auto series parallel selectable

Additional 5V 5A Fixed output

/

/

/

/

/

Constant voltage current

Auto series parallel selectable

Additional 5V 3A Fixed output

3 ½ digit 0 5 LED display

/

, . "

4 Built in analogue digital displays

Constant voltage current

Auto series parallel selectable

- /

/

/

Additional 5V 3A Fixed output

3 ½ digit 0 39 LED display

/

, . "

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

8339 GPC-3030D GW Instek Digital Linear Power Supply 110V/120V/220V/240V 30V/3A*2, 5V/3A*1

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

28393 GPC-3030DQ GW Instek Digital Linear Power Supply 110V/120V/220V/240V 30V/3A*2, 5V/3A*1

Dual Adjustable Output plus 5V 3A Fixed Output

Auto Tracking

Auto Series and Parallel Operation

Constant Voltage and Constant Current Operation

Low Ripple and Noise

Internal Select for Continuous or Dynamic Load

Overload and Reverse Polarity Protection

Two 3½ Digit 0.5" LED Displays Switchable Between

Voltage and current

FEATURES: 5V Fixed Output Line Regulation:≤5mV

Load Regulation:≤10mV

Voltage Accuracy:5V ±0.25V

Other Details Power Source:AC 100V/120V/220V/240V ±10%,

50/60Hz

Accessories:Power cord x 1, Instruction manual

x 1, Test lead (type GTL-105, type

GTL-104 with GPC-3060D) x 3

Dimensions 255mm (w) x 145mm (h) x 420mm (d)

Weight:18.5kg

:

Part No. Product No. Manufacturer Description

15249 GPC-6030D GW Instek Double Outputs Digital Linear Power Supply

0.01% High Resolution

Constant Voltage and Constant Current Operation

Internal Select for Continuous or Dynamic Load

Low Ripple and Noise

Overload and Reverse Polarity Protection

3½ Digit 0.5" LED Displays Showing Voltage and Current

FEATURES: SPECIFICATIONS:
Constant Voltage Operation

Line Regulation:≤0.01% +3mV

Load Regulation:≤0.01% +5mV (rating current <10A)

≤0.02% +5mV (rating current ≥10A)

Output Range:0V to rated voltage, continuously adjustable

Other Details

Power Source:AC 100V/120V/220V/240V ±10%, 50/60Hz

Dimensions:255mm (w) x 145mm (h) x 420mm (d)

Weight:18.5kg (13.5kg for GPR-11H30D and GPR-30H10D)

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

15857 GPR-0830HD GW Instek Digital Linear Power Supply 100V,120V,220V,240V 8V/30A

0.01% High Resolution

Constant Voltage and Constant Current Operation

Internal Select for Continuous or Dynamic Load

Low Ripple and Noise

Overload and Reverse Polarity Protection

3½ Digit 0.5" LED Displays Showing Voltage and Current

FEATURES: Power Source AC 100V/120V/220V/240V ±10%, 50/60Hz

Accessories:Power cord x 1, Instruction manual x 1, Test lead

(type GTL-105 with GPR-30H10D and GPR-11H30D,

type GTL-104 with GPR-7550D and GPR-6060D,

not supplied with other models) x 1

Dimensions:255mm (w) x 145mm (h) x 420mm (d)

Weight:18.5kg (13.5kg for GPR-11H30D and GPR-30H10D)

:

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

13759 GPR-11H30D GW Instek Digital Linear Power Supply 110V 110Vdc/3A

mailto:100y-1@163.com
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0.01% High Resolution

Constant Voltage and Constant Current Operation

Internal Select for Continuous or Dynamic Load

Low Ripple and Noise

Overload and Reverse Polarity Protection

3½ Digit 0.5" LED Displays Showing Voltage and Current

FEATURES:
SPECIFICATIONS:

Power Source:AC 100V/120V/220V/240V ±10%, 50/60Hz

Accessories:Power cord x 1, Instruction manual x 1, Test lead

(type GTL-105 with GPR-30H10D and GPR-11H30D,

type GTL-104 with GPR-7550D and GPR-6060D,

not supplied with other models) x 1

Dimensions:255mm (w) x 145mm (h) x 420mm (d)

Weight:18.5kg (13.5kg for GPR-11H30D and GPR-30H10D)

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

11732 GPR-1820HD GW Instek Digital Linear Power Supply 100V,120V,220V,240V 18V/20A

0.01% High Resolution

Constant Voltage and Constant Current Operation

Low Ripple and Noise

Overload and Reverse Polarity Protection

3½ Digit 0.5" LED Displays Showing Voltage and Current

FEATURES:
SPECIFICATIONS:

Power Source:AC 120V ±10%, 50/60Hz AC 220V or 240V

order made

Dimensions:430mm (W) x 178mm (H) x 572mm (D)

( ,

)

Part No. Product No. Manufacturer Description

48066 GPR-1850HD GW Instek GW_The digital power supply

0.01% High Resolution

Constant Voltage and Constant Current Operation

Internal Select for Continuous or Dynamic Load

FEATURES:

SPECIFICATIONS:

Constant Voltage Operation

Line Regulation:≤0.01% +3mV

Load Regulation:≤0.01% +5mV (rating current <10A)

≤0.02% +5mV (rating current ≥10A)

Constant Current Operation

Line Regulation:≤0.2% +3mA

Load Regulation:≤0.2% +3mA

Meter

Low Ripple and Noise

Overload and Reverse Polarity Protection

3½ Digit 0.5" LED Displays Showing Voltage and Current

Ripple and Noise:≤1mVrms 5Hz ~ 1MHz

Recovery Time:≤100μs (50% load change, minimum load 0.5A)

Output Range:0V to rated voltage, continuously adjustable

Ripple Current:≤5mArms (≤20A), ≤20mArms (≤50A)

Output Range:0A to rated current, continuously adjustable

Meter Type:Dual 3½ digit 0.5"

LED display

Accuracy:±(0.5% of reading +

2 digits)

Power Source:AC 100V/120V/220V/240V ±10%, 50/60Hz Dimensions:255mm (w) x 145mm (h) x 420mm (d)
Other Details

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

12946 GPR-30H10D GW Instek Digital Linear Power Supply 100V,120V,220V,240V 300V/1A

0.01% High Resolution

Constant Voltage and Constant Current Operation

Internal Select for Continuous or Dynamic Load

FEATURES:

Low Ripple and Noise

Overload and Reverse Polarity Protection

3½ Digit 0.5" LED Displays Showing Voltage and Current

SPECIFICATIONS:

Constant Voltage Operation

Line Regulation:≤0.01% +3mV

Load Regulation:≤0.01% +5mV (rating current <10A)

≤0.02% +5mV (rating current ≥10A)

Ripple and Noise:≤1mVrms 5Hz ~ 1MHz

Recovery Time:≤100μs (50% load change, minimum load 0.5A)

Output Range:0V to rated voltage, continuously adjustable

Constant Current Operation

Line Regulation:≤0.2% +3mA

Load Regulation:≤0.2% +3mA

Ripple Current:≤3mArms

Output Range:0A to rated current, continuously adjustable

Meter

Meter Type:Dual 3½ digit 0.5"

LED display

Accuracy:±(0.5% of reading +

2 digits) Other Details

Power Source:AC 100V/120V/220V/240V ±10%, 50/60Hz Dimensions:255mm (w) x 145mm (h) x 335mm (d)

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

12470 GPR-3060D GW Instek Digital Linear Power Supply 100V,120V,220V,240V 30V/6A

0.01% High Regulation

Constant Voltage and Constant Current Operation

Internal Select for Continuous or Dynamic Load

FEATURES:

Low Ripple and Noise

Overload and Reverse Polarity Protection

3 ½ Digits0.5"LED Display

SPECIFICATIONS:
Constant Voltage Operation

Regulation Line regulation ≤ 0.01%+3mV

Load regulation ≤ 0.01%+5mV(<10A)

≤0.02%+5mV(10A)

:

RecoveryTime ≤100μS(50% Load change,Minimum load 0.5A)

Output Range 0 to rating voltage continuously adjustable

:

:

Ripple&Noise ≤1mVrms5Hz~1MHz:

Constant Current Operation

Regulation Line regulation ≤0.2%+3mA Load regulation≤0.2%+3mA

RippleCurrent ≤5mArms(≤20A),≤10mArms(≤30A) ≤ ≤

:

: 20mArms( 50A)

OutputRange 0 to rating amperes continuoulsy adjustable:

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

46285 GPR-3510HD GW Instek Digital Linear Power Supply 100V/120V/220V/240V 35V/10A

http://us.100y.com.tw/PNoInfo/11732.htm
http://us.100y.com.tw/PNoInfo/11732.htm
http://us.100y.com.tw/PNoInfo/48066.htm
http://us.100y.com.tw/PNoInfo/48066.htm
http://us.100y.com.tw/PNoInfo/12946.htm
http://us.100y.com.tw/PNoInfo/12946.htm
http://us.100y.com.tw/PNoInfo/12470.htm
http://us.100y.com.tw/PNoInfo/12470.htm
http://us.100y.com.tw/PNoInfo/46285.htm
http://us.100y.com.tw/PNoInfo/46285.htm
http://us.100y.com.tw/mainFrame.asp?mat3=27BA693
http://us.100y.com.tw/
mailto:100y-1@163.com
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0.01% High Resolution

Constant Voltage and Constant Current Operation

Internal Select for Continuous or Dynamic Load

Low Ripple and Noise

Overload and Reverse Polarity Protection

3½ Digit 0.5" LED Displays

FEATURES:
SPECIFICATIONS:

Power Source:AC 100V/120V/220V/240V ±10%, 50/60Hz

Accessories:Power cord x 1, Instruction manual x 1, Test lead

type GTL-105x1 ≤3A or GTL 104x1 ≤10A or

Not available 10A

Dimensions:255mm (w) x 145mm (h) x 420mm (d)

( ) - ( )

>

Part No. Product No. Manufacturer Description

48065 GPR-6060D GW Instek GW_The digital power supply

0.01% High Resolution

Constant Voltage and Constant Current Operation

Internal Select for Continuous or Dynamic Load

Low Ripple and Noise

Overload and Reverse Polarity Protection

3½ Digit 0.5" LED Displays

FEATURES: SPECIFICATIONS:

Power Source:AC 120V ±10%, 50/60Hz AC220V or240V order

made

Accessories:Power cord x 1, Instruction manual x 1, Test lead

type GTL-105x1 ≤3A or GTL 104x1 ≤10A or

Not available 10A or 600V

Dimensions:430mm (w) x 178mm (h) x 572mm (d)

( ,

)

( ) - ( )

>

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

29711 GPR-60H15D GW Instek Digital Linear Power Supply 120V±10% 600V/1.5A

Light and Compact Design

0.01% High Regulation

Constant Voltage and Constant Current Operation

Series or Parallel Operation Function

FEATURES:

Remote Control for External Programmable

Internal Select for Continuous or Dynamic Load

Overload and Reverse Polarity protection

SPECIFICATIONS:

Constant Voltage Operation

Constant Current Operation

Regulation Line regulation≤0.01% + 3mV

Load regulation ≤ 0.01% + 3mV

(rating current ≤3A)

Load regulation ≤0.01% + 5mV

(rating current >3A)

: Ripple & Noise ≤0.5mVrms 5Hz ~ 1MHz (rating current ≤3A)

≤1mVrms 5Hz ~ 1MHz (rating current > 3A)

Recovery Time ≤100

:

:

:

μS ( 50% Load change, Minimum load 0.5A )

Output range 0 to rating voltage continuously adjustable

Regulation Line regulation ≤ 0.2% + 3mA

Load regulation ≤ 0.2% + 3mA

Ripple Current ≤ 3mArms

:

:

Output Range 0 to rating amperes continuously adjustable

(Hi/Lo range switchable)

:

POWER SOURCE

AC 100V/120V/220V/

240V±10% 50 / 60Hz

DIMENSIONS & WEIGHT

128(W) x 145(H) x

285(D)mm,

Approx. 4kg

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

12747 GPS-1830D GW Instek Digital Linear Power Supply 100V/120V/220V/240V 18V/3A

10503 GPS-3030D GW Instek Digital Linear Power Supply 100V/120V/220V/240V 30V/3A

Light and Compact Design

0.01% High Regulation

Constant Voltage and Constant Current Operation

Series or Parallel Operation Function

FEATURES:

Remote Control for External Programmable

Internal Select for Continuous or Dynamic Load

Overload and Reverse Polarity protection

SPECIFICATIONS:

Constant Voltage Operation

Regulation Line regulation ≤ 0.01% + 3mV

Load regulation ≤ 0.01% + 3mV

(rating current ≤3A)

Load regulation < 0.01% + 5mV

(rating current >3A)

: Ripple & Noise ≤0.5mVrms 5Hz ~ 1MHz (rating current ≤ 3A)

≤1mVrms 5Hz ~ 1MHz (rating current > 3A)

Recovery Time ≤100

Temp. Coefficient ≤300 ppm/°C

:

:

:

：

μS ( 50% Load change, Minimum load 0.5A )

Output range 0 to rating voltage continuously adjustable

Constant Current Operation

Regulation Line regulation≤0.2% + 3mA

Load regulation ≤0.2% + 3mA

: Ripple Current ≤3mArms

Output Range 0 to rating amperes continuously adjustable (Hi/Lo range switchable)

:

:

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

9901 GPS-3030DD GW Instek Digital Linear Power Supply 100V,120V,220V,240V 30V/3A

mailto:100y-1@163.com
http://us.100y.com.tw/mainFrame.asp?mat3=27BA693
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/48065.htm
http://us.100y.com.tw/PNoInfo/48065.htm
http://us.100y.com.tw/PNoInfo/29711.htm
http://us.100y.com.tw/PNoInfo/29711.htm
http://us.100y.com.tw/PNoInfo/12747.htm
http://us.100y.com.tw/PNoInfo/12747.htm
http://us.100y.com.tw/PNoInfo/10503.htm
http://us.100y.com.tw/PNoInfo/9901.htm
http://us.100y.com.tw/PNoInfo/9901.htm
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FEATURES:

,

,

3 Independent DC output

Four LED display with 3 digits selectable for two sets output voltage and current display simultaneously

Auto series parallel and tracking operation

Constant voltage and constant current operation

Low ripple and noise

Overload and reverse polarity protection

/

/

Selectable for continuous Dynamic load

Output enable disable control

Rotation speed of the fan is controlled by heatsink temperature

Constant Voltage Operation

Regulation Line regulation ≤ 0.01% + 3mV

Load regulation ≤ 0.01% + 3mV(rating current ≤3A)

Load regulation < 0.02% + 5mV (rating current >3A)

: Ripple & Noise ≤1mVrms 5Hz ~ 1MHz

Recovery Time ≤100

:

: μS ( 50% Load change, Minimum

load 0.5A )

Constant Current Operation( ,
)

CH1
Ch2
Regulation Line regulation≤0.2% + 3mA

Load regulation ≤0.2% + 3mA

:

Ripple Noise ≤3mArms& :

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

16311 GPS-3303 GW Instek Triple Outputs Digital Linear Power Supply 100V,120V,220V(+/-10%),230V(+10%~-6%),50/60Hz 30V/3A

Input AC 110V 220V 50 60Hz

3½ Digit 0.5" LED double Displays CV CC

: / /

, /

FEATURES:

Power source AC110 220V

Size 130 H x183 W x323 D mm

: /

: ( ) ( ) ( )

Part No. Product No. Description ACVin DCVout/Current(A)

27876 HP-3003D Digit Power Supply 110V 30V/3A*2 , 5V/3A*1

Input AC 110V 220V 50 60Hz: / /

FEATURES:

: ( ) ( ) ( )Size 22 H x48 W x45 D mm

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

10872 HP-30052 D HILA Digital Linear Power Supply 110V 30V/5A*2

Simply set Up down key

Input 5V or 3 3V LPS304 305 only

: ,

: . ( , )

Could choice Rs232 output

2x16 point matrix poor light LCD screen

FEATURES:

Part No. Product No. Manufacturer Description DCVout/Current(A)

47243 LPS-302 MOTECH Digital Linear Power Supply 30VDC/2.2A

47244 LPS-305 MOTECH Digital Linear Power Supply 30VDC/3.3A

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

30818 P-300/0.5D2 Linear Digital Power Supply 300V/500mA , 300V/1mA

14743 P-60102D HILA Digital Linear Power Supply 60V 10A

P-60102D

P-300/0.5D2

Part No. Product No. Manufacturer Description DCVout/Current(A)

47622 PA18-3B KENWOOD KENWOOD_Digital Linear Power Supply 18V/3A

48441 PA36-3B KENWOOD KENWOOD_Digital Linear Power Supply 36V/3A

KENWOOD_Digital Linear Power Supply

PA36-3BPA18-3B

Standard GPIB Interface

One-Box Solution Architecture

Electronic Calibration via Front Panel or GPIB

Programmable Overvoltage and Overcurrent Protection

Low Ripple and Noise Output

Voltage Controlled External Programming Capabilities

Output Enable/Disable

Remote Sensing Function

Programmable Up/Down Fine Tuning

Power-Off Memory

FEATURES:

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

12671 PPS1203F MOTECH Digital Linear Power Supply 115V/230V 35V/2A*2

We provide a wide range of products to development and maintenance engineers in all type of business

Centenary Materials

http://us.100y.com.tw/PNoInfo/16311.htm
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Digital Linear Power Supply Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

UL CSA IEC Safety criterion

High stability Low excursion

, ,

,

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

11977 PPT-1830GP GW Instek Digital Linear Power Supply 100V,120V,220V,240V 18V/3A*2, 6V/5A*1

12285 PPT-3615GP GW Instek Digital Linear Power Supply 100V,120V,220V,240V 36V/1.5A*2, 6V/3A*1

Digitized Programmable Interface, High Resolution 10mV,1mA

HighStability,LowDrift

Built-in Buzzer Alarm

Over-Voltage,Over-Current,Over Temperature Protection

FEATURES:

Intelligent Fan Control(ChangebyOutputPower)

Standard Interface:RS-232C

Option GPIB IEEE 488 2

Optional European Jack Type Terminal

: ( - . )

SPECIFICATION:

INTERFACE:

Standard:RS-232C;Option:GPIB(IEEE488.2)

POWERSOURCE:

AC100V/120V/220V10%,230V(+10%/~6%),50/60Hz

DIMENSIONS&WEIGHT

108(W)x140(H)x315(D)mm,Approx.4.8kg

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

29712 PSS-3203 GW Instek Programmable DC Power Supply 100V/120V/220V/240V±10% 32V/3A

Output voltage 0 30VDC

Max output current 3A

: -

:
TESPower source 110 230VAC 10 50 60Hz

Size HxWxD :190mmx115mmx332mm

: / +- %, /

:( )

Part No. Product No. Manufacturer Description ACVin DCVout/Current(A)

6842 TES-6210 TES Digital Linear Power Supply 110V/220V 30V/3A

6757 TES-6220 TES Digital Linear Power Supply 110V/220V 60V/3A

Linear Power Supply Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Power source AC110 220V

Size 130 H x183 W x323 D mm

Ripple voltage ≤1mVrms

: /

: ( ) ( ) ( )

:

Part No. Product No. Description ACVin DCVout/Current(A)

8340 HP-3003 Linear Power Supply 110V 0~30V/0~3A

Power source AC110 220V 50Hz 60Hz

Size 130 H x410 W x250 D mm

: / , /

: ( ) ( ) ( )

Ripple voltage ≤1mVrms:

Part No. Product No. Description ACVin DCVout/Current(A)

7733 HP-30032 Linear Power Supply 110V 30V/3A*2 , 5V/3A*1

Power source AC110 220V

Size 130 H x183 W x323 D mm

: /

: ( ) ( ) ( )

Ripple voltage ≤1mVrms:

Part No. Product No. Description ACVin DCVout/Current(A)

15333 HP-3005 Linear Power Supply 110V 0~30V/0~5A

Input AC110V 220V 50 60Hz

Size 22 H x48 W x45 D mm

: / /

: ( ) ( ) ( )

Ripple voltage 1mVrms:

Part No. Product No. Description ACVin DCVout/Current(A)

18398 HP-30302 Linear Power Supply 110V 30V/3A*2 , 5V/3A*1

Spec 0~50V 0~5A double

Size 130 H x410 W x250 D mm

: /

: ( ) ( ) ( )

Ripple voltage 1mVrms

Power source AC110 220 50Hz 60Hz

:

: / , /

Part No. Product No. Description ACVin DCVout/Current(A)

13456 HP-50032 Double Outputs Linear Power Supply 110V 50V/3A*2

We provide a wide range of products to development and maintenance engineers in all type of business

Centenary Materials
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Linear Power Supply Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Part No. Product No. Description ACVin DCVout/Current(A)

41310 P-3012D 350W Linear Power Supply 350W 30V/12A

41309 P-3020D 600W Linear Power Supply 660W 30V/20A

Linear Power Supply

Part No. Product No. Description ACVin DCVout/Current(A)

10882 RPS-1512MB Linear Power Supply 110V 13.8V/18A

Linear Power Supply

"ABM" Programmable Power Supply Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

High resolution output 10mV 1mA

Auto step running with timing setting

: , Output ON OFF Control

Output current and voltage have high stability and low noise

/

Part No. Product No. Description ACVin DCVout/Cur. (A)

15681 PR8323 ABM_Programable Power Supply 32V/3A Single 110V/220V 32V/3A

44077 PR9323 ABM_Programable Power Supply 32V/3A Single 110V/220V 35V/3A

Main Power Adaptors Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

AC to DC Unregulated Wall Adaptor

Size L 40mm±0 3mm (W 30mm±0 3mm (T 18mm±0 3mm

Weight ≤35g No DC wire

:( ) . , ) . , ) .

: ( )

FEATURES:

Working temperature 0 C~50 C

Appearance temperature ≤60 C

:

:

o o

o

Part No. Product No. Description Power (W) Vin Vout / Current

14309 A1-110610A AC to DC Unregulared Wall Adaptor 6W AC115V 0.14A 6V / 1.0A

12952 A1-110911A AC to DC Unregulared Wall Adaptor 10W AC115V 0.2A 9V / 1.1A

12951 A1-111212A AC to DC Unregulared Wall Adaptor 15W AC115V 0.27A 12V / 1.2A

16835 A1-111501A AC to DC Unregulared Wall Adaptor 12W 115V~0.33A 15V/75mA

16181 A1-111512A AC to DC Unregulared Wall Adaptor 18W 115V 0.33A 15V/1.2A

13143 A1-112410A AC to DC Unregulared Wall Adaptor 24W AC115V 0.4A(INPUT) DC24V / 1.0A(OUTPUT)

13144 A1-113008A AC to DC Unregulared Wall Adaptor 24W AC115V 0.41A 30V / 0.8A

A5-112411B

A6-11121215A

A9-110622B
A9-110625B A9-110922B

A9-110923B A9-111222B

Part No. Product No. Description Power (W) Vin Vout / Current

39478 A5-112411B AC to DC Unregulared Wall Adaptor 27W 115V/0.51A 24V/1.1A

30145 A6-11121215A AC to DC Unregulared Wall Adaptor 24W 115V/0.49A 12V/1.5A

39438 A9-110622B AC to DC Unregulared Wall Adaptor 14W 115V 6V/2.2A

45122 A9-110625B AC to DC Unregulared Wall Adaptor 15W 115V 6V/2.5A

39439 A9-110922B AC to DC Unregulared Wall Adaptor 20W 115V 9V/2.2A

45123 A9-110923B AC to DC Unregulared Wall Adaptor 21W 115V 9V/2.3A

39415 A9-111222B AC to DC Unregulared Wall Adaptor 27W 115V/0.46A 12V/2.2A

Part No. Product No. Description Power (W) Vin Vout / Current

27800 AA200W AC to AC Unregulared Wall Adaptor 200W 110V 100V

AC to AC Unregulared Wall Adaptor

The high efficiency high reliability

Single output

Optional output connectors

Pass LPS

O P volt between 3 3~24VD

&

/ .

FEATURES: DESCRIPTION:

The 12W series AC DC switching power

adapter are 12W continuous output power

High efficiency small size and light weight

/

,

Full range input 100~240VAC

Compact low profile

Over current protection

&

Part No. Product No. Description Power (W) Vin Vout / Current CSA/CUL Approved

15102 AD-1205C AC to DC Unregulared Wall Adaptor For CCD 14W AC110V DC12V50mA CNS Approve

http://us.100y.com.tw/
http://us.100y.com.tw/
http://us.100y.com.tw/
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twAC to DC Unregulated Wall Adaptor

Part No. Product No. Description Vin Vout / Current CSA/CUL Approved

7500 AD-1210 AC to DC Unregulared Wall Adaptor For TV 110V 60Hz DC12V/ 1A CNS Approve

Input voltage AC 110V Output voltage DC 12V Output current 1A: : :

Input voltage 12 24VDC

Safety standards EN55022B FCC15B IEC61000 GB4943 EN60950 UL1950

: -

: ; ; ; ; ;

AD-1318 AD-1210A

Part No. Product No. Description Power (W) Vin Vout / Current CSA/CUL Approved

15921 AD-1210A
AC to DC Unregulared

Wall Adaptor For TV
12W 110V 60Hz DC12V/ 1A CNS Approve

8635 AD-1318
AC to DC Unregulared

Wall Adaptor
110V/60HZ DC13V/1.8A

Input voltage AC 110V 220V

Output current 300mA

Amphibious output voltage DC 3 4 5 6 7 5 9 12V

: /

:

: / . / / . / /

Part No. Product No. Description Vin Vout / Current CSA/CUL Approved

6644 AD-6300A 6-Segment AC to DC Unregulared Wall Adaptor 110/220V 60Hz 3,4.5,6,7.5,9,12V/300mA CSA Approve

Input voltage 12 24VDC

Safety standards EN55022B FCC15B IEC61000 GB4943 EN60950 UL1950

: -

: ; ; ; ; ;

Part No. Product No. Description Vin Vout / Current CSA/CUL Approved

5693 AD-9850 AC to DC Unregulared Wall Adaptor For TV Game Station AC110V 9V/850mA CNS Approve

FEATURES:

/

/

Ⅱ ( )

: / /

Universal AC input Full range

2 pole USA EURO plug

Class power without earth pin

Full output 3~48V safety approval

Protections short circuit over load over voltage

: / / /

/ / /

Pass LPS for 9~48V output

Fully enclosed plastic case

Approvals UL CUL CCC CE for USA plug type

TUV CB CCC CE for EURO plug type

1 year warranty

SPECIFICATIONS:

AC input voltage range 90~264VAC 0 5A for 18W 90~264VAC 0 8A for 25W

Over load protection hiccup mode auto recovery

Withstand voltage I P O P 3KVAC 1minute

Working temperature 0~40 C 100 load 50 C 70 load

: / . ; / .

: , -

: / - / : ,

: @ % , @ %
o o

Dimension L W H mm 79x54x33:( * * ) :

ES18E ES25E/

ES18U ES25U/

Dimension L W H mm 79x54x33:( * * ) :

ES18U

ES18E
ES25E

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

32060 ES18E03-P1J MEAN WELL MEAN WELL_18W AC-DC Single Output Wall-mounted type 90-264Vac 3.3V/2.72A

32063 ES18E05-P1J MEAN WELL MEAN WELL_18W AC-DC Single Output Wall-mounted type 90-264Vac 5V/3.00A

32065 ES18E07-P1J MEAN WELL MEAN WELL_18W AC-DC Single Output Wall-mounted type 90-264Vac 7.5V/2.00A

32066 ES18E09-P1J MEAN WELL MEAN WELL_18W AC-DC Single Output Wall-mounted type 90-264Vac 9V/2.00A

32067 ES18E12-P1J MEAN WELL MEAN WELL_18W AC-DC Single Output Wall-mounted type 90-264Vac 12V/1.50A

32069 ES18E15-P1J MEAN WELL MEAN WELL_18W AC-DC Single Output Wall-mounted type 90-264Vac 15V/1.20A

32070 ES18E18-P1J MEAN WELL MEAN WELL_18W AC-DC Single Output Wall-mounted type 90-264Vac 18V/1.00A

32071 ES18E24-P1J MEAN WELL MEAN WELL_18W AC-DC Single Output Wall-mounted type 90-264Vac 24V/0.75A

32072 ES18E28-P1J MEAN WELL MEAN WELL_18W AC-DC Single Output Wall-mounted type 90-264Vac 28V/0.64A

32073 ES18E48-P1J MEAN WELL MEAN WELL_18W AC-DC Single Output Wall-mounted type 90-264Vac 48V/0.38A

28386 ES18U03-P1J MEAN WELL_18W AC-DC Single Output Wall-mounted type 9W 90-264Vac 3.3Vdc/2.72A CCC/UL/CUL/CE/TUV/CB

23807 ES18U05-P1J MEAN WELL MEAN WELL_18W AC-DC Single Output Wall-mounted type 90-264Vac 5V/3.00A CE

31946 ES18U07-P1J MEAN WELL MEAN WELL_18W AC-DC Single Output Wall-mounted type 90-264Vac 7.5V/2.00A

31951 ES18U09-P1J MEAN WELL MEAN WELL_18W AC-DC Single Output Wall-mounted type 90-264Vac 9V/2.00A

31952 ES18U12-P1J MEAN WELL MEAN WELL_18W AC-DC Single Output Wall-mounted type 90-264Vac 12V/1.50A

31957 ES18U15-P1J MEAN WELL MEAN WELL_18W AC-DC Single Output Wall-mounted type 90-264Vac 15V/1.20A

31958 ES18U18-P1J MEAN WELL MEAN WELL_18W AC-DC Single Output Wall- mounted type 90-264Vac 18V/1.00A

31959 ES18U24-P1J MEAN WELL MEAN WELL_18W AC-DC Single Output Wall-mounted type 90-264Vac 24V/0.75A

31961 ES18U28-P1J MEAN WELL MEAN WELL_18W AC-DC Single Output Wall-mounted type 90-264Vac 28V/0.64A

31962 ES18U48-P1J MEAN WELL MEAN WELL_18W AC-DC Single Output Wall-mounted type 90-264Vac 48V/0.38A

ES25U
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27 62-
R

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twAC to DC Unregulated Wall Adaptor

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current

32064 ES25E05-P1J MEAN WELL MEAN WELL_25W AC-DC Single Output Wall-mounted type 90-264Vac 5V/4.00A

31956 ES25U05-P1J MEAN WELL MEAN WELL_25W AC-DC Single Output Wall-mounted type 90-264Vac 5V/4.00A

32015 ES25U07-P1J MEAN WELL MEAN WELL_25W AC-DC Single Output Wall-mounted type 90-264Vac 7.5V/2.80A

32017 ES25U09-P1J MEAN WELL MEAN WELL_25W AC-DC Single Output Wall-mounted type 90-264Vac 9V/2.50A

32018 ES25U12-P1J MEAN WELL MEAN WELL_25W AC-DC Single Output Wall-mounted type 90-264Vac 12V/2.08A

32019 ES25U15-P1J MEAN WELL MEAN WELL_25W AC-DC Single Output Wall-mounted type 90-264Vac 15V/1.67A

32020 ES25U18-P1J MEAN WELL MEAN WELL_25W AC-DC Single Output Wall-mounted type 90-264Vac 18V/1.40A

32021 ES25U24-P1J MEAN WELL MEAN WELL_25W AC-DC Single Output Wall-mounted type 90-264Vac 24V/1.04A

32022 ES25U28-P1J MEAN WELL MEAN WELL_25W AC-DC Single Output Wall-mounted type 90-264Vac 28V/0.90A

32023 ES25U36-P1J MEAN WELL MEAN WELL_25W AC-DC Single Output Wall-mounted type 25W 90-264Vac 36Vdc/0.70A

32024 ES25U48-P1J MEAN WELL MEAN WELL_25W AC-DC Single Output Wall-mounted type 90-264Vac 48V/0.52A

Compact size light weight

Over load protection

DC output plug option

Short circuit protection

Low cost high reliability

100 full load burn in test

1 year warranty

,

/

% -

FEATURES: Input

: - ( ) -

( ) @ . @

:> %@ , ( )

Input range 90 240VAC Full range ,47 63Hz

Input current rms :160mA 90VAC 80mA 264VAC MAX

Efficiency 80 full load 115VAC DC Conversion

Output

( ) +

: %@

: %@

( )

Voltage Vo : 5V~+12V

Voltage regulation ±8 constant voltage mode

Current limit ±8 constant current mode

Maximum power Po :5W

Environmental

:

+

:-

+

: % %

Operating temperature 0 C to

40 C ambient

Storage temperature 10 C to

70 C

Humidity 20 ~90 RH

o

o

o

o

Part No. Product No. Description

24404 FA033-1000 DC output plug option

FA050-2000 2P+2.1FA050-2000

Compact size light weight

Over load protection

DC output plug option

Short circuit protection

Low cost high reliability

100 full load burn in test

1 year warranty

,

/

% -

FEATURES: Input

: - ( ) -

( ) @ . @

:> %@ , ( )

Input range 90 240VAC Full range ,47 63Hz

Input current rms :160mA 90VAC 80mA 264VAC MAX

Efficiency 80 full load 115VAC DC Conversion

Output

( ) +

: %@

: %@

( )

Voltage Vo : 5V~+12V

Voltage regulation ±5 constant voltage mode

Current limit ±5 constant current mode

Maximum power Po :15W

Environmental

: + :- + : % %Operating temperature 0 C to 40 C ambient Storage temperature 10 C to 70 C Humidity 20 ~90 RH
o o o o

Part No. Product No. Description Vin Vout / Current

32117 FA050-2000 AC to DC Unregulared Wall Adaptor AC100-240V DC5V 2A

40632 FA050-2000 2P+2.1 AC to DC Unregulared Wall Adaptor AC100-240V DC5V 2A

Compact size light weight

Over load protection

DC output plug option

Short circuit protection

Low cost high reliability

100 full load burn in test

1 year warranty

,

/

% -

FEATURES: Input

: - ( ) -

( ) @ . @

:> %@ , ( )

Input range 100 240VAC Full range ,47 63Hz

Input current rms :160mA 90VAC 80mA 264VAC MAX

Efficiency 80 full load 115VAC DC Conversion

Output

( ) +

: %@

: %@

( )

Voltage Vo : 5V~+12V

Voltage regulation ±8 constant voltage mode

Current limit ±8 constant current mode

Maximum power Po :12W

Environmental

:

+

:-

+

: % %

Operating temperature 0 C to

40 C ambient

Storage temperature 10 C to

60 C

Humidity 20 ~90 RH

o

o

o

o

Part No. Product No. Description Vin Vout / Current

17845 FA060-1500 AC to DC Unregulared Wall Adaptor AC100-240V DC6V 1.5A

24350 FA090-1200 DC output plug option

FA120 1000-

Input AC 100 240V-

Output DC 12V

Output current 1 A.

Maximum output power 3 3W.

Dimensions 46x35x21mm

Weight 70g

Small Volume 4 6x3 5x2 1 centimetre

Light weight take easy

High load Max 1100mA

Steady voltage and have protect action

( . . . )

,

( )

,

Apply for scanner telephone personal stereo

transducer PDA

, , ,

, ……

Part No. Product No. Description Vin Vout / Current

18601 FA120-1000 AC to DC Unregulared Wall Adaptor AC100-240V DC12V 1A
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27 63-
R

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twAC to DC Unregulated Wall Adaptor

Compact size light weight

Over load protection

DC output plug option

Short circuit protection

Low cost high reliability

100 full load burn in test

1 year warranty

,

/

% -

FEATURES: Input

: - ( ) -

( ) @ . @

:> %@ , ( )

Input range 90 240VAC Full range ,47 63Hz

Input current rms :160mA 90VAC 80mA 264VAC MAX

Efficiency 80 full load 115VAC DC Conversion

Output

( ) +

: %@

: %@

( )

Voltage Vo : 5V~+12V

Voltage regulation ±8 constant voltage mode

Current limit ±8 constant current mode

Maximum power Po :5W

Environmental

:

+

:-

+

: % %

Operating temperature 0 C to

40 C ambient

Storage temperature 10 C to

70 C

Humidity 20 ~90 RH

o

o

o

o

Part No. Product No. Description Vin Vout / Current

18105 JLD-0505WU AC to DC Unregulared Wall Adaptor AC100-240V DC5V 1A

35379 JLD-0505WU2P+2.1 AC to DC Unregulared Wall Adaptor AC100-240V DC5V 1A

JLD 0505WU-

Specification

7 5~10W AC DC Wall Mount

Universal America type

. ->

/

Output voltage DC 5V

Output current 1 5A

Ripple 50mV

:

: .

:

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

16948 KBM020-05B MEAN WELL AC to DC Unregulared Wall Adaptor 7.5W 90~264VAC/0.5A 5V/1.5A UL/CUL/CE

Universal AC input full range

IEC 320 C14 3 Pin inlet

Fully enclosed plastic case

100 full load burn in test

Led indication for power on

Short circuit protection

Over load protection

Over voltage protection

Approvals UL CUL TUV CB CE

1 year warranty

/

- ( )

% -

: / / / /

Input voltage range 90~264VAC 47~63Hz

AC current 1 6A 100VAC

AC input connector IEC320 C14 3 Pin inlet

Inrush current gold start 40A peak 230VAC

Leakage current 0 75mA 240VAC

Over voltage protection 110 ~140 of 5V rated output voltage

Withstand voltage I P O P 3KVAC I P FG 1 5VAC for 1 minute

Working temp humidity 0 C~+30 C 20 ~90 RH

Dimension 147 76 43mm L W H

Safety standards UL 1950 CSA22 2 EN60950 Approved

:

: . /

: - ,

: < @

:< . /

: % % +

: / - / : , / - : .

, : , % %

: * * ( * * )

: , . ,

o o

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

17316 P50A16-R1B MEAN WELL 49W AC-DC Dual Desktop P50B-D Type 50W 90~264VAC/1.6A +5V,0.5~5.0A/+24V,0.1~1.0A UL/CUL/TUV/CB/CE

3 pole AC inlet IEC320-C14

Class I power (without earth pin)

Full output 3~48V safety approval

Protections: short circuit/ over load/ over voltage

Fix switching frequency and regulation

LED indicator for power on

Fully enclosed plastic case

Pass LPS for 16~48V

Topology:Top switch circuit

Approvals: UL/ CUL/TUV/ CB/ CE

1 year warranty

INPUT VOLTAGE RANGE 90 ~ 264VAC

INPUT AC CURRENT 1.5A/ 100VAC

INRUSH CURRENT (max.) COLD START< 40Apeak @ 230VAC

PROTECTION OVER LOAD Hiccup mode, reset: auto recovery

PROTECTION OVER VOLTAGE 110~140% follow to output set up point

ENVIRONMENT WORKING TEMP., HUMIDITY 0~+30 C@100% load,

50 C@ 60% load, 20%~90% RH non-condensing

SAFETY&EMC SAFETYSTANDARDS UL1950, CSA22.2, En60950

Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC, I/P-FG:1.5KVAC for 1min.

:

:

:

:

:

:

:

:

o

o

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

17457 P66A-2P2J MEAN WELL AC-DC Single Output Desktop P66A Type 66W 90~264VAC 9V/5.55A UL/CUL/TUV/CB/CE

18583 P66A-3P2J MEAN WELL AC-DC Single Output Desktop P66A Type 66W 90~264VAC 12V/5.55A UL/CUL/TUV/CB/CE

18799 P66A-4P2J MEAN WELL AC-DC Single Output Desktop P66A Type 66W 90~264VAC 15V/4.40A UL/CUL/TUV/CB/CE

Part No. Product No. Description Vin Vout / Current CSA/CUL Approved

39485 PSP24-D AC to DC Unregulared Wall Adaptor (For DPT281) AC100~240V 0.5A DC24V 1.2A CE

AC to DC Unregulared Wall Adaptor (For DPT281)

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:

mailto:100y-1@163.com
http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27CA695
http://us.100y.com.tw/PNoInfo/18105.htm
http://us.100y.com.tw/PNoInfo/18105.htm
http://us.100y.com.tw/PNoInfo/35379.htm
http://us.100y.com.tw/PNoInfo/16948.htm
http://us.100y.com.tw/PNoInfo/16948.htm
http://us.100y.com.tw/PNoInfo/17316.htm
http://us.100y.com.tw/PNoInfo/17316.htm
http://us.100y.com.tw/PNoInfo/17457.htm
http://us.100y.com.tw/PNoInfo/17457.htm
http://us.100y.com.tw/PNoInfo/18583.htm
http://us.100y.com.tw/PNoInfo/18799.htm
http://us.100y.com.tw/PNoInfo/39485.htm
http://us.100y.com.tw/PNoInfo/39485.htm
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27 64-
R

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twAC to DC Unregulated Wall Adaptor
3 poleAC inlet IEC320-C14

Class I power (with earth pin)

Full output 3~48V safety approval

Protections: short circuit/ over load/ over voltage

Fix switching frequency and regulation

LED indicator for power on

Fully enclosed plastic case

Topology: PWM 3882 circuit

Approvals: UL/CUL/TUV/ CE

1 year warranty

INPUT VOLTAGE RANGE 90 ~ 264VAC

INPUT AC CURRENT 0.7A/ 100VAC

INRUSH CURRENT (max.) COLD START< 40Apeak / 100VAC

LEAKAGE CURRENT < 0.75mA/ 240VAC

OVER LOAD Hiccup mode, Reset: auto recovery

OVER VOLTAGE 110~145% of rated output voltage

WORKING TEMP., HUMIDITY 0~+40 C@100% load, 70 C@60% load,

20%~90% RH non-condensing

SAFETY STANDARDS UL1950, CSA22.2,TUV EN60950Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC , I/P-FG:1.5KVAC for 1min.

:

:

:

:

:

:

:

:

:

o o

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

17543 U24S102-P2J MEAN WELL AC to DC Unregulared Wall Adaptor 15W 95~264VAC 5V/3A UL/CUL/TUV/CE

18800 U24S105-P2J MEAN WELL AC to DC Unregulared Wall Adaptor 24W 95~264VAC 12V/2A UL/CUL/TUV/CE

Dimension 106 65 30mm L W H: * * ( * * )

Universal AC input full range

IEC 320 C14 3 Pin inlet

Fully enclosed plastic case

100 full load burn in test

Led indication for power on

Short circuit protection

3~48V output optional

With AC ON OFF switch optional

Over voltage protection

Approvals UL CUL TUV CB CE

1 year warranty

/

- ( )

% -

( )

- ( )

: / / / /

Input voltage range 95~264VAC 47~63Hz

AC current 1 9A 230VAC

Inrush current gold start 40A peak 230VAC

Leakage current 3 5mA 240VAC

Over voltage protection 110 ~140 of rated output voltage

Withstand voltage I P O P 3KVAC I P FG 1 5VAC for 1 minute

Working temp humidity 0 C~+25 C 100 load 40 C 60 load 20 ~90 RH

Dimension 168 78 5 44 5mm L W H

Safety standards UL 1950 TUV E 60950 Approved

:

: . /

: < /

:< . /

: % %

: / - / : , / - : .

, : @ % , @ % , % %

: * . * . ( * * )

: ,

o o o

N

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

17146 U65S105-P2J MEAN WELL AC to DC Unregulared Wall Adaptor 80W 95~264VAC 12V/6.66A UL/CUL/TUV/CB/CE

21191 U65S106-P2J AC to DC Unregulared Wall Adaptor 80W 95~264VAC 15V/5.33A UL/CUL/TUV/CB/CE

21192 U65S107-P2J MEAN WELL AC to DC Unregulared Wall Adaptor 80W 95~264VAC 18V/4.44A UL/CUL/TUV/CB/CE

21193 U65S108-P2J MEAN WELL AC to DC Unregulared Wall Adaptor 80W 95~264VAC 24V/3.33A UL/CUL/TUV/CB/CE

21194 U65S111-P2J MEAN WELL AC to DC Unregulared Wall Adaptor 80W 95~264VAC 48V/1.66A UL/CUL/TUV/CB/C E

AC to DC Regulated Wall Adaptor Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

6A12512MB 7400-075

7600-18-1000

8100-05-3.3V

Part No. Product No. Description Power (W) Vin Vout / Current CSA/CUL Approved

12784 512MB AC to DC Regulared Wall Adaptor 110V 12V-13.8VDC

8449 6A12 AC to DC Regulared Wall Adaptor AC110V DC13.8V/ 6A

28799 7400-075 AC to DC Regulared Wall Adaptor AC110-220V DC7.5V/1.2A CB

42909 7600-18-1000 AC to DC Unregulared Wall Adaptor AC120-220V DC18V/1A

40546 8100-05-3.3V AC to DC Regulared Wall Adaptor 5W AC120V~240V / DC12~24V DC3.3V/0.85~1A

AA1000WA2-110506A8101-05-850 AD-1200 AD-A95100T
AD1-111810A

FA075-1200

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

48008 8101-05-850 DC to DC Regulared Wall Adaptor 5W DC12-24V 5V/850mA CE

14557 A2-110506A AC to DC Regulared Wall Adaptor 3W AC115V 0.11A 5V / 0.6A

23829 AA1000W AC to AC Unregulared Wall Adaptor 1000W 120VAC 100V

16114 AC110V/DC15V/1A ADAPTOR AC110V DC15V/1A

35913 AD-1200 AC to DC Regulared Wall Adaptor 4.2W AC110V 12V/350mA CNS Approve

31484 AD-A95100T CASIO AC to DC Regulared Wall Adaptor 4.5W 110V 9V/500mA

15216 AD1-111810A AC to DC Regulared Wall Adaptor 18W AC115V 18V/1A

23982 FA075-1200 AC to DC Regulared Wall Adaptor 9W AC100~240V/350mA DC7.5V/1200mA

http://us.100y.com.tw/PNoInfo/17543.htm
http://us.100y.com.tw/PNoInfo/17543.htm
http://us.100y.com.tw/PNoInfo/18800.htm
http://us.100y.com.tw/PNoInfo/17146.htm
http://us.100y.com.tw/PNoInfo/17146.htm
http://us.100y.com.tw/PNoInfo/21191.htm
http://us.100y.com.tw/PNoInfo/21192.htm
http://us.100y.com.tw/PNoInfo/21193.htm
http://us.100y.com.tw/PNoInfo/21194.htm
http://us.100y.com.tw/PNoInfo/12784.htm
http://us.100y.com.tw/PNoInfo/12784.htm
http://us.100y.com.tw/PNoInfo/8449.htm
http://us.100y.com.tw/PNoInfo/8449.htm
http://us.100y.com.tw/PNoInfo/28799.htm
http://us.100y.com.tw/PNoInfo/28799.htm
http://us.100y.com.tw/PNoInfo/42909.htm
http://us.100y.com.tw/PNoInfo/42909.htm
http://us.100y.com.tw/PNoInfo/40546.htm
http://us.100y.com.tw/PNoInfo/40546.htm
http://us.100y.com.tw/PNoInfo/48008.htm
http://us.100y.com.tw/PNoInfo/48008.htm
http://us.100y.com.tw/PNoInfo/14557.htm
http://us.100y.com.tw/PNoInfo/14557.htm
http://us.100y.com.tw/PNoInfo/23829.htm
http://us.100y.com.tw/PNoInfo/23829.htm
http://us.100y.com.tw/PNoInfo/16114.htm
http://us.100y.com.tw/PNoInfo/35913.htm
http://us.100y.com.tw/PNoInfo/35913.htm
http://us.100y.com.tw/PNoInfo/31484.htm
http://us.100y.com.tw/PNoInfo/31484.htm
http://us.100y.com.tw/PNoInfo/15216.htm
http://us.100y.com.tw/PNoInfo/23982.htm
http://us.100y.com.tw/PNoInfo/23982.htm
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AC to DC Regulated Wall Adaptor Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Output Power Range

Operation Temperature

Storage Temperature

Protection Mode Short Circuit Protection, Over Voltage Protection, Over Load Protection

AV Input Plug Available Wall Mount Type With USA/Japan, European, UK, Australia

Dimension 55x48x28mm

No load standy power 0 1~0 6Wmax

:

:

:

:

:

:

: . .

10W ~ 15W

0

-40

℃ ~ 40℃

℃ ~ 85℃

FEATURES:

Part No. Product No. Description Vin Vout / Current CSA/CUL Approved

47823 AD-12V1A sunfone_AC to DC Unregulared Wall Adaptor 100~240VAC 12VDC/1.2A CUL

Input voltage AC110V

Output voltage DC3V

Output current 350mA

Power 1W

:

:

:

:

Input voltage AC110V

Output voltage DC6V

Output current 350mA

Power 2 1W

:

:

:

: .

AD 6000-AD 3000-

Input voltage AC110V

Output voltage DC9V

Output current 350mA

Power 3 15W

:

:

:

: .

AD 9000-

Part No. Product No. Description Power (W) Vin Vout / Current CSA/CUL Approved

7722 AD-3000 AC to DC Regulared Wall Adaptor 1W AC110V 3VDC/350mA CNS Approve

6646 AD-6000 AC to DC Regulared Wall Adaptor 2.1W 110V 60Hz 6VDC/350mA CNS Approve

6645 AD-9000 AC to DC Regulared Wall Adaptor 3.15W 110V 60Hz 9VDC/350mA CNS Approve

FEATURES:

/

-

Ⅰ ( )

: / /

: / / / / /

Universal AC input Full range

3 pole AC inlet IEC320 C14

Class power with earth pin

Full output 3~48V safety approval

Protections short circuit Over load over voltage

RCC control circuit and regulated

Fully enclosed plastic case

LED for power on

Approvals UL CUL TUV CCC CB CE

1 year warranty

VOLTAGE RANGE 90~264VAC135~370VDC

AC CURRENT 0.5A/100VAC

INRUSHCURRENT(max.) 40A/230VAC

LEAKAGECURRENT(max.) 0.75mA/240VAC

WORKINGTEMP. 0~+50 C(Refer to output load derating curve)

SAFETYSTANDARDS UL60950-1,CSAC22.2,TUVEN60950-1Approved

WITH STANDVOLTAGE I/P-O/P:3KVAC,I/P-FG:1.5KVAC

DIMENSION 93*54*36mm(L*W*H)

:

:

:

:

:

:

:

:

o

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

33784 ES18A12-P1J MEAN WELL 18W AC-DC Single Output Adaptor 18W 90 ~ 264VAC 135~370VDC 12V/1.50A UL/ CUL/TUV/CCC/CB/CE

FA075-1300

Part No. Product No. Description Vin Vout / Current

41830 FA075-1300 AC to DC Regulared Wall Adaptor AC100~240V/350mA DC7.5V/1200mA

AC to DC Regulared Wall Adaptor

Universal AC input / Full rangepole

2 poleUSA plug

Class power (without earth pin)

Full output 3~48V safety approval

Protections: Short circuit/Over load/ Over voltage

RCC control circuit and regulated

Pass LPS for 9~48V output

Fully enclosed plastic case

Approvals: UL/ CUL/ CB/ CE

1 yearwarranty

Ⅱ

FEATURES:
VOLTAGE RANGE 90 ~ 264VAC135~370VDC

AC CURRENT 0.5A/ 100VAC

INRUSH CURRENT (max.) 20A/ 115VAC

LEAKAGE CURRENT(max.) 0.25mA/ 240VAC

WORKING TEMP. 0~+40 C(Refer to output load derating curve)

SAFETY STANDARDS UL60950, CSA22.2Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC

DIMENSION 80*53*39mm (L*W*H)

:

:

:

:

:

:

:

:

o

Part No. Product No. Description Power (W) Vin Vout / Current CSA/CUL Approved

21196 G15U-0P2J 7.2 ~ 15WAC-DC Wall Mount Adaptor 12W 90 ~ 264VAC 135~370VDC 3.3V/2.18A UL/ CUL/ CB/ CE

21197 G15U-1-1P2J 7.2 ~ 15WAC-DC Wall Mount Adaptor 12W 90 ~ 264VAC 135~370VDC 7.5V/1.6A UL/ CUL/ CB/ CE

21198 G15U-2P2J 7.2 ~ 15WAC-DC Wall Mount Adaptor 12W 90 ~ 264VAC 135~370VDC 9V/1.66A UL/ CUL/ CB/ CE

21199 G15U-3P2J 7.2 ~ 15WAC-DC Wall Mount Adaptor 12W 90 ~ 264VAC 135~370VDC 12V/1.25A UL/ CUL/ CB/ CE

21200 G15U-4P2J 7.2 ~ 15WAC-DC Wall Mount Adaptor 12W 90 ~ 264VAC 135~370VDC 15V/1A UL/ CUL/ CB/ CE

21201 G15U-5P2J 7.2 ~ 15WAC-DC Wall Mount Adaptor 12W 90 ~ 264VAC 135~370VDC 18V/0.83A UL/ CUL/ CB/ CE

21202 G15U-6P2J 7.2 ~ 15WAC-DC Wall Mount Adaptor 12W 90 ~ 264VAC 135~370VDC 24V/0.62A UL/ CUL/ CB/ CE

21203 G15U-8P2J 7.2 ~ 15WAC-DC Wall Mount Adaptor 12W 90 ~ 264VAC 135~370VDC 48V/0.31A UL/ CUL/ CB/ CE

We provide a wide range of products to development and maintenance engineers in all type of business

Centenary Materials

mailto:100y-1@163.com
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AC to DC Regulated Wall Adaptor Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Universal AC input / Full range

2 pole USA plug

Class power ( without earth pin)

Full output 3~48V safety approval

Protections: Short circuit / Over load / Over voltage

No load power consumption <0.75W

Pass LPS

Fully enclosed plastic case

Approvals: UL/ CUL / CB / CE / FCC

1 year warranty

Ⅱ

FEATURES:

INPUT VOLTAGE RANGE 90 ~ 264VAC 135~370VDC

AC CURRENT 0.3A/ 100VAC

INRUSH CURRENT (max.) 30A/ 230VAC

LEAKAGE CURRENT(max.) 0.25mA/ 240VAC

WORKING TEMP. 0 ~ +40 C(Refer to output load derating curve)

SAFETY STANDARDS UL60950-1, CSA22.2Approved

WITHSTAND VOLTAGE I/P-O/P:4242VDC

DIMENSION 32*66*42.5mm (L*W*H)

PACKING100g ; 110pcs / 12Kg / CARTON

:

:

:

:

:

:

:

:

o

FC

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

45241 GS06U-11P1J MEAN WELL 6W AC-DC Single Output Wall-Mounted Adaptor 6W 100-240VAC 7.5VDC/0.80A UL/ CUL/ CB/ CE/ FCC

46683 GS06U-1P1J MEAN WELL 5W AC-DC Single Output Wall-Mounted Adaptor 5W 100-240VAC 5VDC/1A UL/ CUL/ CB/ CE/ FCC

46682 GS06U-3P1J MEAN WELL 6W AC-DC Single Output Wall-Mounted Adaptor 6W 100-240VAC 12VDC/0.5A UL/ CUL/ CB/ CE/ FCC

Universal AC input / Full range

2 pole USA plug

Classpower ( without earth pin)

Full output 3~48V safety approval

Protections: Short circuit / Over load / Over voltage

No load power consumption <1.0W

Pass LPS

Fully enclosed plastic case

UL/ CUL / CB / CE / FCC

Ⅱ

FEATURES: INPUT VOLTAGE RANGE 90 ~ 264VAC 135 ~ 370VDC

AC CURRENT 0.5A/ 100VAC

INRUSH CURRENT (max.) 40A/ 230VAC

LEAKAGE CURRENT(max.) 0.25mA/ 240VAC

WORKING TEMP. 0 ~ +50 C(Refer to output load derating curve)

SAFETYSTANDARDS UL60950-1, CSA22.2, EN60950-1Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC

DIMENSION 34*71*50mm (L*W*H)

PACKING 150g ; 84pcs / 14Kg / CARTON

:

:

:

:

:

:

:

:

:

o

C

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

46685 GS15U-3P1J MEAN WELL 15W AC-DC Single Output Wall-Mounted Adaptor 15W 100-240VAC 12VDC/1.25A UL/ CUL/ CB/ CE/ FCC

SLU030011B

Input AC 100 120V-

Output DC 3V

Output current 1 1A.

Maximum output power 3 3W.

Dimensions 46x35x21mm

Weight 70g

Small Volume 4 6x3 5x2 1 centimetre

Light weight take easy About 70g

High load Max 1100mA

Steady voltage and have protect action

( . . . )

, ( )

( )

,

Apply for scanner telephone personal stereo

transducer PDA

, , ,

, ……JLD-05030U
JLD-0455WU
JLD-0305WU

Part No. Product No. Description Power (W) Vin Vout / Current CSA/CUL Approved

16285 JLD-0305WU AC to DC Regulared Wall Adaptor 3.3W AC100-120V DC3V/1.1A CB

29198 JLD-0455WU AC to DC Regulared Wall Adaptor 4.95W 110~240V 4.5V/1.1A CB

41707 JLD-05030U AC to DC Regulared Wall Adaptor AC110~240V DC5V/3A

Part No. Product No. Description Power (W) Vin Vout / Current CSA/CUL Approved

48009 JLD-06030U2.1 AC to DC Regulared Wall Adaptor 18W AC100-240V DC6V/3A UL,FCC

AC to DC Regulared Wall Adaptor

Compact size light weight

Over load protection

DC output plug option

Short circuit protection

Low cost high reliability

100 full load burn in test

1 year warranty

,

/

% -

FEATURES: Input

: - ( ) -

( ) @ . @

:> %@ , ( )

Input range 0 240VAC Full range ,47 63Hz

Input current rms :160mA 90VAC 80mA 264VAC MAX

Efficiency 80 full load 115VAC DC Conversion

9

Output

( ) +

: %@

: %@

( )

Voltage Vo : 5V~+12V

Voltage regulation ±8 constant voltage mode

Current limit ±8 constant current mode

Maximum power Po :5W

Environmental

:

+

:-

+

: % %

Operating temperature 0 C to

40 C ambient

Storage temperature 10 C to

0 C

Humidity 20 ~90 RH

o

o

o

o
7

JLD-0605WU

JLD-12010U

Part No. Product No. Description Vin Vout / Current CSA/CUL Approved

39215 JLD-0605WU AC to DC Regulared Wall Adaptor AC100-240V DC6V/830mA UL,FCC

48442 JLD-09012U AC to DC Regulared Wall Adaptor AC100-240V DC9V/1.2A

48443 JLD-12010U AC to DC Regulared Wall Adaptor AC100-240V DC9V/1A

http://us.100y.com.tw/PNoInfo/45241.htm
http://us.100y.com.tw/PNoInfo/45241.htm
http://us.100y.com.tw/PNoInfo/46683.htm
http://us.100y.com.tw/PNoInfo/46682.htm
http://us.100y.com.tw/PNoInfo/46685.htm
http://us.100y.com.tw/PNoInfo/46685.htm
http://us.100y.com.tw/PNoInfo/16285.htm
http://us.100y.com.tw/PNoInfo/16285.htm
http://us.100y.com.tw/PNoInfo/29198.htm
http://us.100y.com.tw/PNoInfo/41707.htm
http://us.100y.com.tw/PNoInfo/41707.htm
http://us.100y.com.tw/PNoInfo/48009.htm
http://us.100y.com.tw/PNoInfo/48009.htm
http://us.100y.com.tw/PNoInfo/39215.htm
http://us.100y.com.tw/PNoInfo/39215.htm
http://us.100y.com.tw/PNoInfo/48442.htm
http://us.100y.com.tw/PNoInfo/48443.htm
http://us.100y.com.tw/mainFrame.asp?mat3=27CB695J
http://us.100y.com.tw/
mailto:100y-1@163.com
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AC to DC Regulated Wall Adaptor Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Compact size light weight

Over load protection

DC output plug option

Short circuit protection

Low cost high reliability

100 full load burn in test

1 year warranty

,

/

% -

FEATURES:
Input

: - ( ) -

( ) @ . @

:> %@ , ( )

Input range 100 240VAC Full range ,47 63Hz

Input current rms :400mA 90VAC 350mA 260VAC MAX

Efficiency 70 full load 115VAC DC Conversion

Output

( ) +

: %@

: %@

( )

Voltage Vo : 5V~+12V

Voltage regulation ±8 constant voltage mode

Current limit ±8 constant current mode

Maximum power Po :12W

Environmental

:

+

:-

+

: % %

Operating temperature 0 C to

40 C ambient

Storage temperature 10 C to

60 C

Humidity 20 ~90 RH

o

o

o

o

JLD-12015U2.1

JLD-12010U2.1

JLD-15012U

Part No. Product No. Description Power (W) Vin Vout / Current CSA/CUL Approved

47926 JLD-12010U2.1
AC to DC Regulared

Wall Adaptor
12W AC100~240V DC12V/1A UL,FCC

42252 JLD-12015U2.1
AC to DC Unregulared

Wall Adaptor
AC100-240V DC12V/1.5A

40547 JLD-15012U
AC to DC Regulared

Wall Adaptor
AC100~240V DC15V/1.2A

JLD120 Type

Univeral AC input / Full range

Two pole EURO plug in

Class

Compact size , light weight

Protections:short circuit/ over load/ over voltage/ over temp.

Approvals:TUV/ CE

Fix switching frequency and regulation

1 year warranty

Ⅱ power (without earth pin)

FEATURES: AC input voltage 90~264VAC

AC inrush current cold start , 60A peak 230VAC

Over load protection hiccup mode , auto recovery

Over voltage protection 105%~145% of rated output voltage

Set, hold up time 300ms, 20ms at full load and 230VAC

Withstand voltage I/P-O/P:3KVAC, 1minute

Working temperature 0~30

Safety standards TUV EN60950 approved

EMC standards EN55022 class B, EN61000-3-2,3,IEC801-2,3,4

Length of output cable 180cm of SPT-1, 20AWG× C

:

: < @

:

:

:

:

:

:

:

: 2

℃@100%, 40℃@60% load

Part No. Product No. Description Power (W) Vin Vout / Current CSA/CUL Approved

21159 KBM020-05M AC to DC Regulared Wall Adaptor 7.5W 90~264VAC/0.5A 5V/1.5A UL/CUL/CE

21160 KBM020-09M AC to DC Regulared Wall Adaptor 7.5W 90~264VAC/0.5A 9V/1A UL/CUL/CE

21161 KBM020-12M AC to DC Regulared Wall Adaptor 7.5W 90~264VAC/0.5A 12V/0.83A UL/CUL/CE

Full range AC input

2 blade pin(usa plug in),class ii

Build in emi filter

Fully enclosed plastic case

PWM control circuit

100% full load burn-in test

DC output plug option

FEATURES:

Low cost, high reliability

Short circuit protection

Over load protection

1 year warranty

Approvals:UL/CUL/FCC

Operation life:25000hrs@25ºc

Input voltage range 90~264VAC 47~63Hz

AC current 0.5A@115VAC

AC input plug 2 BLADE PIN(USA TYPE AC PLUG)

Inrush current COLD START < 25A PEAK @ 115VAC

Overload protection pulsing mode, reset:auto recovery

Withstand voltage I/P-O/P:3KVAC 1min.

Working temp., humidity 0ºC~+40ºC @ 100%load,

50ºC @ 60% load, 20%~90% RH

Dimension 80*55*32mm (L*W*H)

Safety standards UL1950, CSA22.2

:

:

:

:

:

:

:

:

:

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

16822 L24D05B-P1J MEAN WELL AC to DC Regulared Wall Adaptor 15W 90~264VAC/0.5A 5V/3.0A UL/CAS/FCC

Input: AC 90 - 264V / 1.5A

Sutible standby IT machine

Short circuit / Over voltage / Over load protection

Approvals: UL / CSA / TUV / CE / FI / D / N / S / CE / FCC

Plug of DC output : 5.5φx2.1φx11mm, center"+"

Length of output cable : 180cm of AWM 1185x 2C with bead core

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

18438 L60A05-P1J MEAN WELL AC to DC Unregulared Wall Adaptor 25W 90~264VAC /1.5A 5V/5.0A UL / CSA/TUV/PSE/CB/CE/FCC

21183 L60A12-P1J AC to DC Regulared Wall Adaptor 25W 90~264VAC /1.5A 12V/5A UL / CSA/TUV/PSE/CB/CE/FCC

21184 L60A19-P1J AC to DC Regulared Wall Adaptor 25W 90~264VAC /1.5A 19V/3.16A UL / CSA/TUV/PSE/CB/CE/FCC

21185 L60A24-P1J AC to DC Regulared Wall Adaptor 25W 90~264VAC /1.5A 24V/2A UL / CSA/TUV/PSE/CB/CE/FCC

L60A05-P1J

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:

mailto:100y-1@163.com
http://us.100y.com.tw/mainFrame.asp?mat3=27CB695J
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/47926.htm
http://us.100y.com.tw/PNoInfo/47926.htm
http://us.100y.com.tw/PNoInfo/42252.htm
http://us.100y.com.tw/PNoInfo/42252.htm
http://us.100y.com.tw/PNoInfo/40547.htm
http://us.100y.com.tw/PNoInfo/40547.htm
http://us.100y.com.tw/PNoInfo/21159.htm
http://us.100y.com.tw/PNoInfo/21159.htm
http://us.100y.com.tw/PNoInfo/21160.htm
http://us.100y.com.tw/PNoInfo/21161.htm
http://us.100y.com.tw/PNoInfo/16822.htm
http://us.100y.com.tw/PNoInfo/16822.htm
http://us.100y.com.tw/PNoInfo/18438.htm
http://us.100y.com.tw/PNoInfo/18438.htm
http://us.100y.com.tw/PNoInfo/21183.htm
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http://us.100y.com.tw/PNoInfo/21185.htm
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FEATURES:

/

-

Ⅰ ( )

: / / / .

:

: / / / /

Universal AC input Full range

3 pole AC inlet IEC320 C14

Class power with earth pin

Full output 3~48V safety approval

Protections Short circuit over load over voltage over temp

Fix switching frequency and regulation

LED indicator for power on

Fully enclosed plastic case

Topology top switch circuit

Approvals UL CUL TUV CB CE

2 years warranty

Input voltage range 90~264VAC135~370VDC

AC current 0.8A/100VAC

Inrush current(max.) 35A/230VAC

Leakage current(max.) 0.3mA/240VAC

Working temp. 0~+40 C(Refer to output load derating curve)

Safety standards UL2601-1,IEC601-1,EN60601-1Approved

Withstand voltage I/P-O/P:5656VDC,I/P-FG:2828VDC

Dimension 108*67*36mm(L*W*H)

:

:

:

:

:

:

:

:

o

CBC US

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

39488 MES30A-4P1J MEAN WELL 30W AC-DC Single Output & Medical Adaptor 30W 100~240VAC 15V/2.00A UL/ CUL/TUV/CB/CE

Universal AC input / Full range

2 pole USA plug

Class power(without earth pin )

Protections: Short circuit /Over load /Over voltage

RCC controland regulated

Fully enclosed plastic case

100% full load burn-in test

Smallest and compact size

Pass LPS for 3~12V

Approvals: UL /CUL /T-mark

1 year warranty

Ⅱ

FEATURES:
INPUT VOLTAGE RANGE 90 ~ 264VAC 135~370VDC

AC CURRENT 0.3A/ 110VAC

INRUSH CURRENT (max.) 20A/ 110VAC

LEAKAGE CURRENT (max.) 0.25mA/ 240VAC

WORKING TEMP. 0~+50 C(Refer to output load derating curve)

SAFETY STANDARDS UL1950, CSA22.2Approved

WITHSTAND VOLTAGE I/P-O/P:1.5KVAC

DIMENSION 54*48*26mm (L*W*H)

PACKING 120g ; 110pcs / 17kg / CARTON

:

:

:

:

:

:

:

:

:

o

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

22074 NP1205U-P2I MEAN WELL 6~12W AC-DC Wall Mount America/NP12-U Type 10W 90~264VAC/0.3A 5V/2.3A UL1950, CSA22.2 approved

3 pole AC inlet IEC320-C14

Full output 3~48V safety approval

Short circuit protection

Over load/ temp. Protection

LED indicate for power on

100% full load burn-in test

Fully enclosed plastic case

DC output plug option

Approvals: UL/CUL/ TUV/ CB/ CE

Low cost/ OEM brand acceptable

1 year warranty

FEATURES:
AC input range 90~264VAC/ 0.5A

Inrush current cold start, <30A peak@230VAC

Over load protection pulsing mode, auto recovery

Operating temperature 0~30 C 100 load 40 C 60 load

Withstand voltage I/P-O/P:3KVAC, I/P-FG: 1.5KVAC, 1min.

Safety standards UL 1950, CSA 22.2, TUV E 60950

Length of output cable 180cm of SPT-1, 18AWG

Standard plug of DC output 2.1№ 5.5№ 11mm. Center"+"

:

:

:

: @ % , @ %

:

:

: ⊙ 2C

: ⊙ ⊙

o o

N

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

16666 P15A-1P2J MEAN WELL AC to DC Regulared Wall Adaptor 12~15W 90~264VAC 5V/2.4A UL/CUL/TUV/CB/CE

3 pole AC inlet IEC320-C14

Classpower ( with earth pin)

Full output 3~48V safety approval

Protections: Short circuit/ Over load/ Over voltage

/ Over temp.

Fix switching frequency and regulation

LED indicator for power on

Fully enclosed plastic case

Topology: Top switch circuit

Approvals: UL/ CUL/ TUV/ CB/ CE

1 year warranty

FEATURES:
INPUT VOLTAGE RANGE 90 ~ 264VAC 135~370VDC

AC CURRENT 0.8A/ 100VAC

INRUSH CURRENT (max.) 60A/ 230VAC

LEAKAGE CURRENT(max.) 0.75mA/ 240VAC

WORKING TEMP. 0~+50 C(Refer to output load derating curve)

SAFETYSTANDARDS UL1950, CSA22.2, EN60950Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC , I/P-FG:1.5KVAC

DIMENSION 108*67*36mm (L*W*H)

PACKING 0.3kg ; 54pcs/ 20kg / CARTON

:

:

:

:

:

:

:

:

:

o

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

21150 P30A-0P2J AC to DC Regulared Wall Adaptor 27W 90~264VAC/0.8A 3.3V/3.63A UL/CUL/TUV/CB/CE

21151 P30A-1-1P2J AC to DC Regulared Wall Adaptor 27W 90~264VAC/0.8A 7.5V/3.06A UL/CUL/TUV/CB/CE

18640 P30A-1P2J MEAN WELL AC to DC Regulared Wall Adaptor 27W 90~264VAC/0.8A 5V/4.00A UL/CUL/TUV/CB/CE

21153 P30A-2P2J DC Regulared Wall Adaptor 27W 90~264VAC/0.8A 9V/2.89A UL/CUL/TUV/CB/CE

21154 P30A-3P2J AC to DC Regulared Wall Adaptor 27W 90~264VAC/0.8A 12V/2.25A UL/CUL/TUV/CB/CE

21155 P30A-4P2J AC to DC Regulared Wall Adaptor 27W 90~264VAC/0.8A 15V/1.8A UL/CUL/TUV/CB/CE

21156 P30A-5P2J AC to DC Regulared Wall Adaptor 27W 90~264VAC/0.8A 18V/1.5A UL/CUL/TUV/CB/CE

21157 P30A-6P2J AC to DC Regulared Wall Adaptor 27W 90~264VAC/0.8A 24V/1.2A UL/CUL/TUV/CB/CE

21158 P30A-8P2J AC to DC Regulared Wall Adaptor 27W 90~264VAC/0.8A 48V/0.56A UL/CUL/TUV/CB/CE

http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27CB695J
http://us.100y.com.tw/PNoInfo/39488.htm
http://us.100y.com.tw/PNoInfo/39488.htm
http://us.100y.com.tw/PNoInfo/22074.htm
http://us.100y.com.tw/PNoInfo/22074.htm
http://us.100y.com.tw/PNoInfo/16666.htm
http://us.100y.com.tw/PNoInfo/16666.htm
http://us.100y.com.tw/PNoInfo/21150.htm
http://us.100y.com.tw/PNoInfo/21150.htm
http://us.100y.com.tw/PNoInfo/21151.htm
http://us.100y.com.tw/PNoInfo/18640.htm
http://us.100y.com.tw/PNoInfo/21153.htm
http://us.100y.com.tw/PNoInfo/21154.htm
http://us.100y.com.tw/PNoInfo/21155.htm
http://us.100y.com.tw/PNoInfo/21156.htm
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Full range AC input

Short circuit protected

Compact size, light weight.

Over load protection.

Fully enclosed plastic case.

Over temp. protected.

100% full load burn-in test.

Over voltage protected.

LED indicate for power on.

Approvals:ul/cul/tuv/cb/ce

MTBF:500000HRS BY MIL-HDBK-217F,

NOTICE 2, PARTS COUNT

INPUT VOLTAGE RANGE 90~264VAC47~63Hz

AC CURRENT 1A/230VAC

AC INPUT CONNECTOR IEC320-C8, 2PIN INLET

INRUSH CURRENT COLD START < 60A PEAK @ 230VAC

OVERLOAD PROTECTION PULSING MODE,RESET:AUTO RECOVERY

WITHSTAND VOLTAGE I/P-O/P:3KVAC FOR 1min.

WORKING TEMP., HUMIDITY 0ºC~+30ºC @ 100%LOAD, 40ºC @ 70% LOAD,

20%~90% RH

DIMENSION 108*67*36mm (L*W*H)

SAFETY STANDARDS UL1950, CSA22.2, EN60950 APPROVAL

EMC STANDARDS EN55022 CLASS B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,11,

ENV50204 VERIFICATION

:

:

:

:

:

:

:

:

:

:

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

21322 P30B-1-1P2J AC to DC Regulared Wall Adaptor 27W 90~264VAC/0.8A 7.55V/3.06A UL/CUL/TUV/CB/CE

16680 P30B-1P2J MEAN WELL AC to DC Regulared Wall Adaptor 27W 90~264VAC/0.8A 5V/4.00A UL/CUL/TUV/CB/CE

21323 P30B-2P2J AC to DC Regulared Wall Adaptor 27W 90~264VAC/0.8A 9V/2.89A UL/CUL/TUV/CB/CE

21324 P30B-3P2J AC to DC Regulared Wall Adaptor 27W 90~264VAC/0.8A 12V/2.25A UL/CUL/TUV/CB/CE

21325 P30B-4P2J AC to DC Regulared Wall Adaptor 27W 90~264VAC/0.8A 15V/1.8A UL/CUL/TUV/CB/CE

21326 P30B-5P2J AC to DC Regulared Wall Adaptor 27W 90~264VAC/0.8A 18V/1.5A UL/CUL/TUV/CB/CE

21327 P30B-6P2J AC to DC Regulared Wall Adaptor 27W 90~264VAC/0.8A 24V/1.12A UL/CUL/TUV/CB/CE

21328 P30B-8P2J AC to DC Regulared Wall Adaptor 27W 90~264VAC/0.8A 48V/0.56A UL/CUL/TUV/CB/CE

3 poleAC inlet IEC320-C14

Class Ipower (with earth pin)

Full output 3~48V safety approval

Protections: short circuit/ over load/ over voltage

/ over temp.

Fix switching frequency and regulation

LED indicator for power on

Fully enclosed plastic case

Topology:Top switch circuit

Approvals: UL/ CUL/TUV/ CB/ CE

1 year warranty

FEATURES: INPUT VOLTAGE RANGE 90 ~ 264VAC

AC CURRENT 1A/ 100VAC

INRUSH CURRENT (max.) COLD START< 60Apeak @ 230VAC

LEAKAGE CURRENT < 0.75mA/ 240VAC

OVER LOAD Hiccup mode, reset: auto recovery

OVER VOLTAGE 110~140% follow to output set up point

WORKING TEMP., HUMIDITY 0~+30 C@100% load, 40 C@ 60% load,

20%~90% RH non-condensing

SAFETYSTANDARDS UL1950, CSA22.2, EN60950Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC I/P-FG:1.5KVAC for 1min.

DIMENSION 108*67*36mm (L*W*H)

PACKING 0.3Kgs/pcs, 54pcs/ 20Kgs/ CTN

:

:

:

:

:

:

:

:

:

:

:

o o

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

21162 P40A-0P2J AC to DC Regulared Wall Adaptor 40W 90~264VAC/1.0A 3.3V/4.54A UL/CUL/TUV/CB/CE

21165 P40A-1-1P2J AC to DC Regulared Wall Adaptor 40W 90~264VAC/1.0A 7.5V/4A UL/CUL/TUV/CB/CE

21164 P40A-1P2J MEAN WELL AC to DC Regulared Wall Adaptor 40W 90~264VAC/1.0A 5V/5A UL/CUL/TUV/CB/CE

21166 P40A-2P2J AC to DC Regulared Wall Adaptor 40W 90~264VAC/1.0A 9V/3.88A UL/CUL/TUV/CB/CE

17207 P40A-3P2J MEAN WELL AC to DC Regulared Wall Adaptor 40W 90~264VAC/1.0A 12V/3.33A UL/CUL/TUV/CB/CE

18164 P40A-4P2J MEAN WELL AC to DC Regulared Wall Adaptor 40W 90~264VAC/1.0A 15V/2.66A UL/CUL/TUV/CB/CE

21167 P40A-5P2J AC to DC Regulared Wall Adaptor 40W 90~264VAC/1.0A 18V/2.22A UL/CUL/TUV/CB/CE

21168 P40A-6P2J AC to DC Regulared Wall Adaptor 40W 90~264VAC/1.0A 24V/1.66A UL/CUL/TUV/CB/CE

21169 P40A-8P2J AC to DC Regulared Wall Adaptor 40W 90~264VAC/1.0A 48V/0.83A UL/CUL/TUV/CB/CE

Compact size

LED indicator for power on

Fully regulated outputs

High efficiency

100% full load burn-in test

Approvals: UL/CUL/TUV/CB/CE

FEATURES: AC input range 90~264VAC/1.0A

Inrush current Cold start, <60A peak @ 230VAC

Hold up time 16ms @ full load,115VAC input

Operating temperature 0C~30 C@100% load, 40 C@60% load

Over voltage protection 110%~140% of output voltage

Over load protection Pulsing mode, auto recovery

Withstand voltage I/P-O/P:3KVAC, I/P-FG:1.5KVAC, 1 min

Safety UL 1950, CSA 22.2, TUV En60950

Length of output cable 180cm typically

:

:

:

:

:

:

:

:

:

o o

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

21170 P40B-0P2J AC to DC Regulared Wall Adaptor 40W 90~264VAC/1.0A 3.3V/4.54A UL/CUL/TUV/CB/CE

21171 P40B-1-1P2J AC to DC Regulared Wall Adaptor 40W 90~264VAC/1.0A 7.5V/4A UL/CUL/TUV/CB/CE

16681 P40B-1P2J MEAN WELL AC to DC Regulared Wall Adaptor 40W 90~264VAC/1.0A 5V/5A UL/CUL/TUV/CB/CE

21172 P40B-2P2J AC to DC Regulared Wall Adaptor 40W 90~264VAC/1.0A 9V/3.88A UL/CUL/TUV/CB/CE

21173 P40B-3P2J AC to DC Regulared Wall Adaptor 40W 90~264VAC/1.0A 12V/3.33A UL/CUL/TUV/CB/CE

21174 P40B-4P2J AC to DC Regulared Wall Adaptor 40W 90~264VAC/1.0A 15V/2.66A UL/CUL/TUV/CB/CE

21175 P40B-5P2J AC to DC Regulared Wall Adaptor 40W 90~264VAC/1.0A 18V/2.22A UL/CUL/TUV/CB/CE

21176 P40B-6P2J AC to DC Regulared Wall Adaptor 40W 90~264VAC/1.0A 24V/1.66A UL/CUL/TUV/CB/CE

21177 P40B-8P2J AC to DC Regulared Wall Adaptor 40W 90~264VAC/1.0A 48V/0.83A UL/CUL/TUV/CB/CE

mailto:100y-1@163.com
http://us.100y.com.tw/mainFrame.asp?mat3=27CB695J
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/21322.htm
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AC to DC Regulated Wall Adaptor Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Universal AC input/full range.

Short circuit protection

IEC320-C14(3PIN INLET).

Over load protection.

Fully enclosed plastic case.

Over voltage protection.

100% Full load burn-in test.

Approvals:UL/CUL/TUV/CB/CE

LED indication for power on.

1year warranty

FEATURES:
INPUT VOLTAGE RANGE 90~264VAC 47~63Hz

AC CURRENT 1.6A/100VAC

AC INPUT CONNECTOR IEC320-C14, 3PIN INLET

INRUSH CURRENT COLD START < 40A PEAK @230VAC

LEAKAGE CURRENT <0.75mA/240VAC

OVERLOAD PROTECTION HICCUP MODE; AUTO RECOVERY

OVER VOLTAGE PROTECTION 110%~140% OF +5V RATED OUTPUT VOLTAGE

WITHSTAND VOLTAGE I/P-O/P:3KVAC, I/P-FG:1.5KVAC FOR 1minute.

WORKING TEMP., HUMIDITY 0ºC~+30ºC, 20%~90% RH

DIMENSION 147*76*43mm (L*W*H)

SAFETY STANDARDS UL1950, CSA22.2, EN60950 APPROVED

EMC STANDARDS EN55022 CLASS B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,11,

E 50204 VERIFICATION

:

:

:

:

:

:

:

:

:

:

:

:

N

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

34216 P50A13D-1-R1B MEAN WELL AC to DC Regulared Wall Adaptor 45W 100~240VAC/1.4A 5V/5A,12V/1A,-12V/0.25A UL/CUL/TUV/CB/CE

16570 P50A13D-R1B MEAN WELL AC to DC Regulared Wall Adaptor 50W 90~264VAC/1.6A +5V/0.8-4.0A,+12V/0.2/2.0A,-12V/0.1-0.5A UL/CUL/TUV/CB/CE

21195 P50A14E-R1B AC to DC Regulared Wall Adaptor 50W 90~264VAC/1.6A +5V/0.5-4.0A,+15V/0.5/1.5A,-15V/0.1-0.5A UL/CUL/TUV/CB/CE

3 pole AC inlet IEC320-C14

Class I power (without earth pin)

Full output 3~48V safety approval

Protections: short circuit/ over load/ over voltage

Fix switching frequency and regulation

LED indicator for power on

Fully enclosed plastic case

Pass LPS for 16~48V

Topology:Top switch circuit

Approvals: UL/ CUL/TUV/ CB/ CE

FEATURES:
INPUT VOLTAGE RANGE 90 ~ 264VAC

AC CURRENT 1.5A/ 100VAC

INRUSH CURRENT (max.) COLD START< 40Apeak @ 230VAC

OVER LOAD Hiccup mode, reset: auto recovery

OVER VOLTAGE 110~140% follow to output set up point

WORKING TEMP., HUMIDITY 0~+30 C@100% load, 50 C@ 60% load,

20%~90% RH non-condensing

SAFETY STANDARDS UL1950, CSA22.2, EN60950Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC, I/P-FG:1.5KVAC for 1min.

DIMENSION 147*75.5*43.2mm (L*W*H)

PACKING 0.55Kgs/pcs, 36pcs/ 21Kgs/CTN

:

:

:

:

:

:

:

:

:

:

o o

Part No. Product No. Description Power (W) Vin Vout / Current CSA/CUL Approved

21187 P66A-1-1R1B AC-DC Single Output Desktop P66A Type 66W 90~264VAC 7.5V/6.4A UL/CUL/TUV/CB/CE

21186 P66A-1R1B AC to DC Regulared Wall Adaptor 66W 90~264VAC 5V/8.5A UL/CUL/TUV/CB/CE

21188 P66A-5P2J AC-DC Single Output Desktop P66A Type 66W 90~264VAC 18V/3.66A UL/CUL/TUV/CB/CE

21189 P66A-6P2J AC-DC Single Output Desktop P66A Type 66W 90~264VAC 24V/2.75A UL/CUL/TUV/CB/CE

21190 P66A-8P2J AC-DC Single Output Desktop P66A Type 66W 90~264VAC 48V/1.37A UL/CUL/TUV/CB/CE

Worldwide Input: AC100-240V 50/60Hz adjusting automatically

Regulated Output: DC 3/4.2/5/6/6.5/8.4V 2500mA max at every voltage.

Hi gh Efficiency: More than 80%

Six Adaptor Plugs: For use with most small home electronic devices

Short Circuit and Overload Protection(SCOP):Self-protection against short circuit and overload

Innovative Design on Voltage Button Selector

LED Power Indicator

Compact in size, Light in weight, Convenient to use Easy to Carry

Part No. Product No. Description Vin Vout / Current

31419 PST-2500MS3 AC Adaptor for Digital Cameras 2500mA AC100-220V DC3V,4.2V,5V,6V,6.5V,8.4V/2.5A

Part No. Product No. Description Vin Vout / Current

19774 SA06N12-A AC to DC Regulared Wall Adaptor 100-240VAC DC12V-2A

AC to DC Regulared Wall Adaptor

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:

http://us.100y.com.tw/PNoInfo/34216.htm
http://us.100y.com.tw/PNoInfo/34216.htm
http://us.100y.com.tw/PNoInfo/16570.htm
http://us.100y.com.tw/PNoInfo/21195.htm
http://us.100y.com.tw/PNoInfo/21187.htm
http://us.100y.com.tw/PNoInfo/21187.htm
http://us.100y.com.tw/PNoInfo/21186.htm
http://us.100y.com.tw/PNoInfo/21188.htm
http://us.100y.com.tw/PNoInfo/21189.htm
http://us.100y.com.tw/PNoInfo/21190.htm
http://us.100y.com.tw/PNoInfo/31419.htm
http://us.100y.com.tw/PNoInfo/31419.htm
http://us.100y.com.tw/PNoInfo/19774.htm
http://us.100y.com.tw/PNoInfo/19774.htm
mailto:100y-1@163.com
http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27CB695J
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AC to DC Regulated Wall Adaptor Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Small Volume 4 6x3 5x2 1 centimetre

Light weight take easy About 70g

( . . . )

, ( )

Apply for scanner telephone personal stereo

transducer PDA

, , ,

, ……

Part No. Product No. Description Power (W) Vin Vout / Current CSA/CUL Approved

17507 SHU090011B AC to DC Regulared Wall Adaptor AC220V DC9V/.11A

17105 SLU045011B AC to DC Regulared Wall Adaptor 4.95W AC110V DC4.5V/1.1A CB

21765 SLU060011B AC to DC Regulared Wall Adaptor 6.6W AC100-120V DC6V/1.1A CB

16286 SLU060011B AC to DC Regulared Wall Adaptor 6.6W AC100-120V DC6V/1.1A CB

17602 SLU070011B AC to DC Regulared Wall Adaptor 7.7W AC100-120V DC7V/1.1A CB

16287 SLU075011B AC to DC Regulared Wall Adaptor 6.6W AC100-120V DC7.5V/1.1A CB

SLU090011B

Input

Output

Output current

Maximum output power

Dimensions

Weight

AC 100 120V-

DC 9V

1 1A.

9 9W.

46x35x21mm

70g

SLU045011B SLU075011B SLU060011B

AC 100 120V-

DC 4 5V.

1 1A.

4 9W.

46x35x21mm

70g

AC 100 120V-

DC 7 5V.

1 1A.

8 2W.

46x35x21mm

70g

AC 100 120V-

DC 6V

1 1A.

6 6W.

46x35x21mm

70g

High load Max 1100mA

Steady voltage and have protect action

( )

,

Small Volume 4 6x3 5x2 1 centimetre

Light weight take easy About 70g

( . . . )

, ( )

Apply for scanner

telephone personal

stereo transducer

PDA

,

,

, ,

……

SLU120011B

Input

Output

Output current

Maximum output power

Dimensions

Weight

AC 100 120V-

DC 12V

1 1A.

13 2W.

46x35x21mm

70g

SLU180008B SLU240008B

AC 100 120V-

DC 18V

0 8A.

14 4W.

46x35x21mm

70g

AC 100 120V-

DC 24V

0 8A.

19 2W.

46x35x21mm

70g
High load Max 1100mA

Steady voltage and have protect action

( )

,

Type
Features

Type
Features

Part No. Product No. Description Power (W) Vin Vout / Current CSA/CUL Approved

29204 SLU090011B-2P+2.5 AC to DC Regulared Wall Adaptor 9.9W 120V 9V/1.1A

16289 SLU120011B AC to DC Regulared Wall Adaptor 13.2W AC100-120V DC12V/1.1A CB

17661 SLU180008B AC to DC Regulared Wall Adaptor 14.4W AC110V DC18V/0.8A CB

24011 SLU190008B AC to DC Regulared Wall Adaptor 15.2W AC100-120V DC19V/0.8A CB

16321 SLU240008B AC to DC Regulared Wall Adaptor 19.2W AC100-120V DC24V/0.8A CB

SLU090011B-2P+2.5

Full range AC input

Full output 5~40V safety approval

AC input range 90~264VAC/ 1.0A

Inrush current Cold start, <60A peak@230VAC

Hold up time 16ms@full load, nominal line

Over load protection Pulsing mode, auto recovery

Over voltage protection 110%~145%

Operating temperature 0 C~40 C @100% load

:

:

:

:

:

:
o o

Withstand voltage I/P-O/P:3KVAC, I/P-FG:1.5KVAC, 1min

Safety standards UL 1950, CSA 22.2, TUV E 60950

EMC standards EN55022, IEC801-2,3,4

Humidity 20%~90%RH

Length of output cable 180cm for 10~36V; 120cm for 5~10V

Plug of DC output 2.1 x 5.5 x 11mm, center "+" DIN 5 pin for +5V output

:

:

:

:

:

:

N

Compact size, light weight

Short circuit/ over voltage protection

LED indicate for power on

Approvals: UL/ CUL/ CE

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

14563 SPU41-1 MEAN WELL AC to DC Regulared Wall Adaptor 30W 100~240VAC,47-63Hz,1.6A 5V/6A Eff.:70% UL/CUL/TUV/CE

14564 SPU41-2 MEAN WELL AC to DC Regulared Wall Adaptor 38W 100~240VAC,47-63Hz,1A 10V/3.8A Eff.:72% UL/CUL/TUV/CE

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:

http://us.100y.com.tw/mainFrame.asp?mat3=27CB695J
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/17507.htm
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AC to DC Regulated Wall Adaptor Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Full range AC input

Compact size, light weight

Over voltage protected

Short circuit protected

LED indicate for power on

100% full load burn-in test

Fully enclosed plastic case

Approvals:UL/CUL/TUV/CE

OEM acceptable

Input voltage range 90~264VAC, 47~63Hz

AC current 1.6A/230VAC

Inrush current cold start < 60a peak/230VAC

Leakage current <0.35mA/240VAC

Overload protection pulsing mode, reset:auto recovery

Over voltage protection 105%~145%

Withstand voltage I/P-O/P:3KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC 1min.

Working temp., humidity 0ºC~+25ºC @ 100% LOAD,40ºC @ 50% LOAD, 20%~90% RH @ @

Dimension 146*76*44mm (L*W*H)

Safety standards UL1950,CSA22.2, TUV EN60950 APPROVED

EMC standards EN55022, IEC801-2,3,4 verification

:

:

:

:

:

:

:

:

:

:

:

S 50 seriesPU

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

21178 SPU50-1 AC to DC Regulared Wall Adaptor 60W 100~240VAC,47-63Hz,1.6A 5V/10A Eff.:70% UL/CUL/TUV/CE

19479 SPU50-4 MEAN WELL AC to DC Regulared Wall Adaptor 60W 100~240VAC,47-63Hz,1.6A 15V/4A Eff.:75% UL/CUL/TUV/CE

21181 SPU50-6 AC to DC Regulared Wall Adaptor 60W 100~240VAC,47-63Hz,1.6A 24V/2.5A Eff.:78% UL/CUL/TUV/CE

21182 SPU50-9 AC to DC Regulared Wall Adaptor 60W 100~240VAC,47-63Hz,1.6A 48V/1.25A Eff.:82% UL/CUL/TUV/CE

FEATURES:

/

:

-

/

% -

Internal SMD technology

1000VDC I O isolation

3000VDC isolation is available

Input filter capacitor type

Non conductive plasticitor type

Dual in line package

SIP package is available

High reliability Low cost

100 burn in test

1 year warranty

INPUT VOLTAGE RANGE 10.8~13.2V

OVERLOAD 150~350%ratedoutputpower

Protectiontype:Hiccup mode,recovers automatically

after fault condition is removed

WORKING TEMP. -25~+71 C(Refer to output load derating curve)

WITHSTAND VOLTAGE I/P-O/P:1KVDC

DIMENSION 22.6*9.9*8.4mm or 0.89"*0.39"*0.33"inch(L*W*H)

WEIGHT 3.1g

:

:

: o

:

:

:

Part No. Product No. Description Power (W) Vout / Current

41767 SRS-1212 0.5W DC-DC Regulated Single Output Converter 0.5W 12V/0-42mA

Universal AC input/Full range

2 pole American plug

Class II power(without earth pin)

No load power consumption<1.0W

Protections:Short circuit/Overload Overvoltage

Approval:UL/CUL/CB/CE/FCC

Fully enclosed plastic case

Compact size,light weight

1 year warranty

/

FEATURES: A input voltage range 90~264VAC/0.3A

Overload protection Hiccup mode,auto-recovery

Over voltage protection >120%

Withstand voltage I/P-O/P:3KVAC,1minute

Working temperature 0~25 C@100%load,40 C@50%load

Safety standards UL1950,CSA22.2approved

EMC standards EN55022-B,EN61000-3-2,3,EN61000-4-2,3,4,5,6,8,11,

ENV50204

C :

:

:

:

:

:

:

O O

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

39616 SW12U05-P1I MEAN WELL 6~12W AC-DC Wall-mounted American Type 10W 100~240VAC 5V/2.00A UL/CB/CE/FC

High Efficiency, high reliability

Universal full range AC input

Over voltage protection

Short circuit protection

Low ripple noise

1 year warranty

FEATURES: Input specification：

Voltage Range 100~240VAC

Frequency 47~63Hz

Current 0.49A Max

Inrush current 42A Max/100 Vac;84A Max/240 Vac

(Cold stabt at 25

:

:

:

:

:< ＠

℃ full load)

Leakage current 5mA 1500V

Output specification：

Single Voltage 12V

MAX. Load 5A

MIN. Load 0.1A

Regulation 11.40V Min12.00V Typ.

12.60VMax

Ripple & Noise 120mV Max

Efficiency 80% Typical(At norminal line

voltage full load)

Total Power 60W Max

：+

:

:

:

:

:

:

Environment：

Operating temperature range 0 C~+40 C

Storage temperature 40 C~+70 C

:

:-

o o

o o

Part No. Product No. Description Power (W) Vin Vout / Current CSA/CUL Approved

39349 SW12V5A AC to DC Regulared Wall Adaptor 60W AC100~240V 12V/5A UL,CE,FC

Part No. Product No. Description Power (W) Vin Vout / Current CSA/CUL Approved

46804 SWE-1210 AC to DC Unregulared Wall Adaptor 100~240VAC 12VDC/1A

47698 SWE-9010 AC to DC Regulared Wall Adaptor 9W 100-240V 9V/1A CSA,CE,UL

SWE 1210- SWE 9010-

mailto:100y-1@163.com
http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27CB695J
http://us.100y.com.tw/PNoInfo/21178.htm
http://us.100y.com.tw/PNoInfo/21178.htm
http://us.100y.com.tw/PNoInfo/19479.htm
http://us.100y.com.tw/PNoInfo/21181.htm
http://us.100y.com.tw/PNoInfo/21182.htm
http://us.100y.com.tw/PNoInfo/41767.htm
http://us.100y.com.tw/PNoInfo/41767.htm
http://us.100y.com.tw/PNoInfo/39616.htm
http://us.100y.com.tw/PNoInfo/39616.htm
http://us.100y.com.tw/PNoInfo/39349.htm
http://us.100y.com.tw/PNoInfo/39349.htm
http://us.100y.com.tw/PNoInfo/46804.htm
http://us.100y.com.tw/PNoInfo/46804.htm
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27 73-
R

AC to DC Regulated Wall Adaptor Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

THE090011B

Input AC 220 240V-

Output DC 9V

Output current 1 1A.

Maximum output power 9 9W.

Dimensions 46x35x21mm

Weight 70g

Small Volume 4 6x3 5x2 1 centimetre

Light weight take easy About 70g

High load Max 1100mA

Steady voltage and have protect action

( . . . )

, ( )

( )

,

Apply for scanner telephone personal stereo

transducer PDA

, , ,

, ……

Part No. Product No. Description Vin Vout / Current

17510 THE090011B AC to DC Regulared Wall Adaptor 220V DC9V 1.1A

Two pole usa plug

Compact size, light weight

High reliability, low ripple noise

Built-in EMI filter, low ripple noise

Short circuit protection

Over voltage / over load protection

APPROVALS:UL/CUL/T-MARK

Low cost / high reliability

INPUT VOLTAGE RANGE 90~132VAC, 47~63Hz

AC CURRENT 0.5A/115VAC

INRUSH CURRENT COLD START < 25A PEAK/115VAC

OVERLOAD PROTECTION PULSING MODE, RESET:AUTO RECOVERY

WITHSTAND VOLTAGE I/P-O/P:3KVAC 1min.

DIMENSION 74*49*41mm (L*W*H)

SAFETY STANDARDS UL1950, CSA22.2, T-MARK APPROVED

:

:

:

:

:

:

:

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current CSA/CUL Approved

13426 WA15-065 MEAN WELL AC to DC Regulared Wall Adaptor 15W 100-120VAC 1.0A 47-63Hz +6.5V/2.30A UL/CUL/T-mark

Description

- ( )

/ ,

,

.

The PWM mode car charger USB port is to be

used in the mobile telephone USB application it

is designed for DC input ranged from 12V to 24Vdc

DC output with rated voltage of 5 0V and rated

current of 850mA

Temperature Humidity&

:- +

:- + , ,

- (

)

Operating temperature 10 C to 40 C

Storage temperature 40 C to 80 C 20 hours with specified

carton box packaging condition No functional

failure and observable cosmetic defect on the

charger

The wrinkle or yellowness or any cosmetic

defect in the packaging material is defect in

the packaging material is neglected

o o

o o

Safety EMC&

& :Safety EMC standards E4 mark

Part No. Product No. Description Power (W) Vin Vout / Current CSA/CUL Approved

22543 YF-051000 AC to DC Regulared Wall Adaptor 5W AC220V-5Vdc / DC12-24V-5Vdc AC220V-1A /DC12-24V/0.85A CB

Input AC 100 120V-

Output DC 24V

Output current 1 1A.

Maximum output power 26 4W.

Dimensions 46x35x21mm

Weight 70g

Small Volume 4 6x3 5x2 1 centimetre

Light weight take easy About 70g

High load Max 1100mA

Steady voltage and have protect action

( . . . )

, ( )

( )

,

Part No. Product No. Description Power (W) Vin Vout / Current CSA/CUL Approved

23664 YFAF-22073001 AC to DC Regulared Wall Adaptor 5W AC220V-5Vdc AC220V-1A /DC5V/1A CB

Part No. Product No. Description Power (W) Vin Vout / Current CSA/CUL Approved

48119 YFAF-22073001 AC to DC Regulared Wall Adaptor 5W 100~240Vac/0.15A 5Vdc/1A UL

AC to DC Regulared Wall Adaptor

Part No. Product No. Description Power (W) Vin Vout / Current CSA/CUL Approved

41342 ZZ-RSWE0510-L
AC to DC Regulared

Wall Adaptor
5W 100-240V 5V/1A CSA

46770 ZZ-RSWE1510
AC to DC Regulared

Wall Adaptor
5W 100-240V 5V/1A CSA,CE,UL

32211 ZZ-RSWE7510-L
AC to DC Regulared

Wall Adaptor
7.5W 100-240V 7.5V/1A CSA

AC to DC Regulared Wall Adaptor

ZZ-RSWE7510-LZZ-RSWE1510ZZ-RSWE0510-L
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27 74-
R

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twAC to AC Unregulated Wall Adaptor

1-2-100W 2-1-180W

AA120W

Part No. Product No. Description Power (W) Vin Vout / Current

5746 1-2-100W AC to AC Unregulared Wall Adaptor 100W 110V 220V

5399 2-1-180W AC to AC Unregulared Wall Adaptor 180W AC220V AC110V

AC to AC Unregulared Wall Adaptor

AA600W

Output voltage 100V

Input voltage 110V

Output power 600W

:

:

:

Input 50 60Hz

Suitable for Video electrograph etc

: /

,

Part No. Product No. Description Power (W) Vin Vout / Current

42770 AA120W AC to AC Unregulared Wall Adaptor 120W AC110V AC100V

5755 AA600W AC to AC Unregulared Wall Adaptor 600W 110V 100V

AA600W

Size 360 W x150 H x266 D mm

Weight 10 0kg

: ( ) ( ) ( )

: .

Part No. Product No. Description Vin Vout / Current

6224 AC110V/24V/1A AC to AC Unregulared Wall Adaptor AC110V AC24V/1A

AC110V/AC9V ADAPTOR AC12V1A AC220V/24V/1A AC220V/24V/1A

AC9V-2A

AC to DC Unregulared Wall Adaptor

Part No. Product No. Description Power (W) Vin Vout / Current

41392 AC110V/AC9V ADAPTOR AC to DC Unregulared Wall Adaptor AC120V~60Hz AC 9V 200mA

6223 AC12V1A AC to AC Unregulared Wall Adaptor AC110V AC12V/1A

23909 AC220V/24V/1A AC to AC Unregulared Wall Adaptor AC220V AC24V/1A

40388 AC220V/24V/1A AC to AC Unregulared Wall Adaptor AC220V AC24V/1A

16943 AC9V-2A AC to AC Unregulared Wall Adaptor 18W 110Vac 9V/2A

Universal AC input full range

2 pole USA plug

Class power without earth pin

Protections short circuit over load over voltage

RCC control low cost for high quantity

Approvals UL CSA CE FCC

1 year warranty

/

Ⅱ ( )

: / /

,

: / / /

AC input voltage range 90~264VAC 0 5A

AC inrush current cold start 20A peak 115VAC

Over load protection hiccup mode auto recovery

Over voltage protection clamp by zener diode 110

Setup hold up time 200ms 8ms at full load and 115VAC

Withstand voltage I P O P 3KVAC 1 minute

Working temperature 0~40 C 100 50 C 70 load

Safety standards UL 1950 CSA 22 2 approved

EMC standards FCC part 15 class B

Length of output cable 180cm of SPT 1 18AWGx2C

Standard plug of DC output 2 1øx5 5øx11cm center

: / .

: ,< @

: , -

: > %

, : ,

: / - / : ,

: @ %, @ %

: , .

: , ,

: - ,

: . . , "+"

o o

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current

20773 L15D05B-P1J MEAN WELL AC to AC Unregulared Wall Adaptor UL/CAS/FCC 90~264VAC/0.5A 5V/2.0A

2 pole USA plug

Class power (without earth pin)

Universal AC input / Full range

Protections: Short circuit/ Over load/ Over voltage

Topology: R.C.C. Circuit

100% full load burn-in test

Fully enclosed plastic case

Approvals: UL/ CSA/ FCC/ CE

1 year warranty

Ⅱ

FEATURES: INPUT VOLTAGE RANGE 90 ~ 264VAC 135~370VDC

AC CURRENT 0.5A/ 115VAC

INRUSH CURRENT (max.) 20A/ 115VAC

LEAKAGE CURRENT (max.) 0.25mA/ 240VAC

OVER LOAD 150~250% rated output power

Protection type : Hiccup mode, recovers automatically

after fault condition is removed

WORKING TEMP. 0~+70 C(Refer to output load derating curve)

SAFETY STANDARDS UL1950, CSA22.2Approved

WITHSTAND VOLTAGE I/P-O/P:3KVAC

DIMENSION 80*55*32mm (L*W*H)

PACKING 220g ; 70pcs / 17kg / CARTON

:

:

:

:

:

:

:

:

:

:

o

Part No. Product No. Manufacturer Description Power (W) Vin Vout / Current

21204 L15D12B-P1J MEAN WELL AC to AC Unregulared Wall Adaptor UL/CAS/FCC 90~264VAC/0.5A 12V/1.25A

21206 L15D24B-P1J MEAN WELL AC to AC Unregulared Wall Adaptor UL/CAS/FCC 90~264VAC/0.5A 24V/0.5A

http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27CC695J
http://us.100y.com.tw/PNoInfo/5746.htm
http://us.100y.com.tw/PNoInfo/5746.htm
http://us.100y.com.tw/PNoInfo/5399.htm
http://us.100y.com.tw/PNoInfo/5399.htm
http://us.100y.com.tw/PNoInfo/42770.htm
http://us.100y.com.tw/PNoInfo/42770.htm
http://us.100y.com.tw/PNoInfo/5755.htm
http://us.100y.com.tw/PNoInfo/5755.htm
http://us.100y.com.tw/PNoInfo/6224.htm
http://us.100y.com.tw/PNoInfo/6224.htm
http://us.100y.com.tw/PNoInfo/41392.htm
http://us.100y.com.tw/PNoInfo/41392.htm
http://us.100y.com.tw/PNoInfo/6223.htm
http://us.100y.com.tw/PNoInfo/6223.htm
http://us.100y.com.tw/PNoInfo/23909.htm
http://us.100y.com.tw/PNoInfo/40388.htm
http://us.100y.com.tw/PNoInfo/16943.htm
http://us.100y.com.tw/PNoInfo/40388.htm
http://us.100y.com.tw/PNoInfo/20773.htm
http://us.100y.com.tw/PNoInfo/20773.htm
http://us.100y.com.tw/PNoInfo/21204.htm
http://us.100y.com.tw/PNoInfo/21204.htm
http://us.100y.com.tw/PNoInfo/21206.htm
mailto:100y-1@163.com


WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

RPrew

Prew Next

Next

Power Supplies UPS&

T E L : Taiwan:886 3 5753170- - Shenzhen:86 755 83298787- - Shanghai:86 21 54151736- -

F A X : Taiwan:886 3 5753172- - Shenzhen:86 755 83640655- - Shanghai:86 21 64605107- -
Taiwan sale@100y com tw: . .E mail- : Shenzhen 100y@163 com: . Shanghai 100y 1@163 com: - .

27 75-
R

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twAC to AC Unregulated Wall Adaptor

Converts 220/240AC to 110/120 VAC. For use with Radios, walkmans, calculators, cassette players, electric shavers and

battery chargers. Maximum 50 Watts. Ideal for north Americans traveling abroad.

Part No. Product No. Description Power (W) Vin Vout / Current

5744 LD-005 AC220V-AC110V Unregulared Wall Adaptor 50 AC220V AC110V

Perfect for the traveller. Converts 220/240VAC to 110/120 VAC. Intended for use with high power devices like hair dryers,

irons, heated blankets, coffee-makers, toasters, frying pans etc. Not intended for use with radios or other electronic

devices.

Part No. Product No. Description Power (W) Vin Vout / Current

15914 TC-1600 AC to AC Unregulared Wall Adaptor 1600W AC220V-240V 50/60Hz AC110V-120V

STEP UP VOLTAGE CONVERTER

50 Watts Flat Pin Voltage Converter Flat two prong plug.

Input: AC 110/120 V, 50/60 Hz.

Output: AC 220/240 V, 50/60 Hz. 50 watts.

Part No. Product No. Description Power (W) Vin Vout / Current

15912 TC-30 AC to AC Unregulared Wall Adaptor 50W AC110V-120V 50/60Hz AC220V-240V 50/60Hz

Converts 220/240AC to 110/120 VAC. For use with Radios, walkmans, calculators, cassette players, electric shavers and

battery chargers. Maximum 50 Watts. Ideal for north Americans traveling abroad.

Part No. Product No. Description Power (W) Vin Vout / Current

15913 TC-50 AC to AC Unregulared Wall Adaptor 50W AC220V-240V 50/60Hz AC110V-120V 50/60Hz

Converts 110/120 VAC to 220/240 VAC. For use with Radios, walkmans, calculators, cassette players, electric shavers

and battery chargers. Perfect for Europeans visiting North America.

Part No. Product No. Description Vin Vout / Current

5353 TC-50C AC to AC Unregulared Wall Adaptor 110VAC 220VAC

"ABM" D.C. POWER SUPPLY Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

/ : * , / * ,

Universal AC input / Full range

Protections: Over load/ Outer converse input protect

Output voltage Output current 0~30V 2 5V 0~3A 2 3A

FEATURES:

Part No. Product No. Description Vin Vout / Current

15683 9303D Power Supply ACV10/120/220/240±10%,60/50Hz 5V/3A

Load Regulation

Line Regulation

Ripple & Noise

Recovery Time

:≦0.01%+3mV

:≦0.01%+3mV

:≦0.5mVrms

:≦50us(50% to 100% Load Change)

Constant voltage

Constant current

Load Regulation

Line Regulation

Ripple & Noise

:≦0.06%+4mA

:≦0.06%+4mA

:≦1mArms

POWER SOURCE AC 100V,120V, 220V, 240V±10%, 60/50Hz

DIMENSIONS 213(W) x 88(H) x 394(D) mm

WEIGHT 6.5kg

STORAGE TEMP. & HUMIDITY -20

:

:

:

:

:

℃ to 70℃, <80%

ACCESSORIES Test Lead x 1, Operation Manual x 1,

Power Cord x 1

Part No. Product No. Description Power (W) Vin Vout / Current

17017 ABM8185D "ABM" Single Outputs Power Supply 90W AC100V,120V,220V,240V±10%, 60/50Hz 18V/5A

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:
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"ABM" D.C. POWER SUPPLY Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

SPECIFICATIONS

:

:

: . %+

& :

Output voltage 0~30V

Output current 0~10A

Constant voltage

Load regulation ≤0 01 5mV

Ripple Noise ≤1mVrms

: , , , %, /

.& : ,< %

: ( ) ( ) ( )

:

Power source AC 100V 120V 220V 240V±10 60 50Hz

Operation temp Humidity 5oC to 40oC 80

Dimensions 270 W x156 H x462 D mm

Weight 16kg

Constant current

Load regulation ≤0 06 4mA

Ripple Noise ≤3mArms

: . %+

& :

Part No. Product No. Description Vin Vout / Current

28058 ABM8301HD "ABM" 3 1/2 Single Outputs Power Supply AC100V,120V,220V,240V±10%, 60/50Hz 0~30V/0~10A

Load Regulation

Line Regulation

Ripple & Noise

Recovery Time

:≦0.01%+3mV

:≦0.01%+3mV

:≦0.5mVrms

:≦50us(50% to 100% Load Change)

Constant voltage

Constant current

Load Regulation

Line Regulation

Ripple & Noise

:≦0.06%+4mA

:≦0.06%+4mA

:≦1mArms

POWER SOURCE AC 100V,120V, 220V, 240V±10%, 60/50Hz

DIMENSIONS 213(W) x 88(H) x 394(D) mm

WEIGHT 6.5kg

STORAGE TEMP. & HUMIDITY -20

:

:

:

:

:

℃ to 70℃, <80%

ACCESSORIES Test Lead x 1, Operation Manual x 1,

Power Cord x 1

Output voltage 0~30V

Output current 0~3A

:

:

Part No. Product No. Description Vin Vout / Current

16059 ABM8303D "ABM" 3 1/2 Single Outputs Power Supply AC100V,120V,220V,240V±10%, 60/50Hz 30V/3A

Part No. Product No. Description Power (W) Vin Vout / Current

42722 PRT3230 "ABM" apheliotropic LCD Power Supply 90W AC100V,120V,220V,240V±10%, 60/50Hz 18V/5A

"ABM" apheliotropic LCD Power Supply

DC to DC Converters Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

MOTIEN_DC/DC Single Output
Power Converters

I/O Isolation 6000VDC

Miniature Package

Efficiency up to 75%

SMT Technology

Lost Cost

MTBF > 2,000,000 Hours

FEATURES:

Environmental specifications

Operating temperature Ambient -25 C 70 C

Case -25 C 90 C

:( ) -+

( ) -+

o o

o o

Pin Single Output Dual Output

1

2

5

6

7

+Vin +Vin

-Vin -Vin

-Vout -Vout

Part No. Product No. Manufacturer Description DCVout Current Watts Efficiency % DCVin

46139 MAU413 MINMAX
DC to DC Single Output

Power Converters
15 6ma 1 8% 10.8~13.2Vin

No Pin Common

+Volt +Volt

1500 Vdc isolation

Wide 2 1 input range

24 pin DIL package

Regulated

Continuous Short circuit

Protection

Non conductive plastic case

:

-

Input specifications

Voltage range 5Vdc 4 5 9Vdc 12Vdc

9 18Vdc 24Vdc 18 36Vdc

48Vdc 36 72Vdc

Filter pi Network

Output specifications

Voltage accuracy ± Max

:

: , . - , ,

- , - ,

, -

: ( )

:

: 1%,

π

Short circuit protection Continuous

Load voltage regulation ± 5 Max

Enviromental specification

Operating temperature ambient 40 C~85 C

Storage temperature 40 C~ 125 C

:

: 0. %.

:

( ):-

:- +

o o

o o

Part No. Product No. Manufacturer Description DCVout Current Watts Efficiency % DCVin

39794 RD-053R3S3 MOTIEN DC/DC Single Output Converter (=TRACO_TEN3-0511) 3.3V 600mA 3W 76% 5V

48484 RD-1205S3 MOTIEN DC/DC Single Output Converter 5V 600mA 3W 76% 9~18V

We provide a wide range of products to development and maintenance engineers in all type of business

Centenary Materials
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Part No. Product No. Manufacturer Description DCVout Current Watts Efficiency % DCVin

39918 V1-0505S MOTIEN DC/DC Single Output Converter (=C&D_NMA 0505 S) 5.0V 200mA 1W 78% 5V

40903 V1-0505SS MOTIEN DC/DC Single Output Converter 5V 200mA 1W 78% 5V

39957 V1-0505SSH MOTIEN DC/DC Single Output Converter (=C&D_NMV 0505SA) 5V 200mA 1W 78% 5V

39938 V1-0512S MOTIEN DC/DC Single Output Converter (=C&D_NMA 0512 S) 12.0V 83.3ma 1W 76% 5V

39959 V1-0512SSH MOTIEN DC/DC Single Output Converter (=C&D_NMV 0512SA) 12V 83.3mA 1W 76% 5V

39939 V1-0515S MOTIEN DC/DC Single Output Converter (=C&D_NMA 0515 S) 15.0V 66.7mA 1W 76% 5V

39960 V1-0515SSH MOTIEN DC/DC Single Output Converter (=C&D_NMV 0515SA) 15V 66.7mA 1W 76% 5V

39940 V1-1205S MOTIEN DC/DC Single Output Converter (=C&D_NMA 1205 S) 5.0V 200mA 1W 74% 12V

39941 V1-1212S MOTIEN DC/DC Single Output Converter (=C&D_NMA 1212 S) 12.0V 83.3mA 1W 77% 12V

39961 V1-1212SSH MOTIEN DC/DC Single Output Converter (=C&D_NMV1212SA) 12V 83.3mA 1W 77% 12V

39942 V1-1215S MOTIEN DC/DC Single Output Converter (=C&D_NMA 1215 S) 15.0V 66.7mA 1W 78% 12V

39943 V1-2405S MOTIEN DC/DC Single Output Converter (=C&D_NMA 2405 S) 5.0V 200mA 1W 77% 24V

39944 V1-2412S MOTIEN DC/DC Single Output Converter (=C&D_NMA 2412 S) 12.0V 83.3mA 1W 78% 24V

39945 V1-2415S MOTIEN DC/DC Single Output Converter (=C&D_NMA 2415 S) 15.0V 66.7mA 1W 78% 24V
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twMOTIEN_DC/DC Single Output
Power Converters

FEATURES:

/

%

-

-

7 Pin SIL 14 Pin DIL package

1000 VDC isolation

Up to 6000 VDC Isolation

Low ripple and noise

Efficiency up to 85

40~85oC operation temperature range

Non conductive black plastic case

Physical specifications

Case material Non conductive black plastic UL94V 0 rated

Base material Epoxy encapsulayed UL 4V 0 rated

Weight 2 7g

Dimensions SIP Case 0 24 x0 46 x0 38

DIP Case 0 50 x0 40 x0 27

: - ( - )

: ( 9 - )

: .

: : . " . " . "

: . " . " . "

Environment specifications

Operating temperature 40 C~85 C

Storage temperature 40 C~125 C

;-

:-

o o

o o

19 5 0 76. ( . )

9
5

0
0

3
7

.
(

.
)

.
( . )
3 05
0 12

.
( . )
2 54
0 10 15 24 0 60. ( . )

.
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PIN
Number

Single Dual Single H- Dual H-

1

2

4

5

6

7

+V input +V input +V input +V input

-V input -V input -V input -V input

-V output -V output N P. . N P. .

N P. . Common -V output -V output

+V input +V input N P. . Common

N P. . N P. . +V input +V input

7 pin SIL package

Input specifications

Voltage range 10 Filter Capacitors

Isolation specification

Rated voltage 1000Vdc standard

Resistance 1000M Min

:

: % :

: ,

: ,Ω

Capacitance 60 pF Type

Output specifications

Voltage accuracy ± Max

Environmental specification

Operating temperature ambient

40 C~ 85 C

: ,

:

: 3%,

:

( ):

- +
o o

7 Pin SIL // 14 Pin DIL Package

Low Ripple and Noise

1000 Vdc Isolation

Up to 5200 Vdc Isolation

Mobile Application

Portable Equipments

Local Area Network Circuits

Telecommunication Instruments

Part No. Product No. Manufacturer Description DCVout Current Watts Efficiency % DCVin

39969 V3-0505SS MOTIEN DC/DC Single Output Converter (=C&D_NMH 0505S) 5V 400mA 2W 79% 5V

39972 V3-0512SS MOTIEN DC/DC Single Output Converter (=C&D_NMH 0512S) 12V 167mA 2W 84% 5V

39973 V3-0515SS MOTIEN DC/DC Single Output Converter (=C&D_NMH 0515S) 15V 133mA 2W 84% 5V

39974 V3-1205SS MOTIEN DC/DC Single Output Converter (=C&D_NMH 1205S) 5V 400mA 2W 79% 12V

39975 V3-1212SS MOTIEN DC/DC Single Output Converter (=C&D_NMH 1212S) 12V 167mA 2W 86% 12V

39976 V3-1215SS MOTIEN DC/DC Single Output Converter (=C&D_NMH 1215S) 15V 133mA 2W 85% 12V

Regulated 24 pin DIL Package

Low Ripple and Noise

1000 Vdc Isolation

Up to 5200 Vdc Isolation

Continuous Short Circuit Protection

Mobile/Battery driven application

Telecommunication Instruments

Mixed Analog/Digital Subsystems

Input specifications

Voltage range 10 Filter Capacitors

Isolation specification

Rated voltage 1000Vdc standard

Resistance 1000M Min

:

: % :

: ,

: ,Ω

Part No. Product No. Manufacturer Description DCVout Current Watts Efficiency % DCVin

39760 V5-0505S2 MOTIEN DC/DC Single Output Converter (=TRACO_TEM2-0511) 5V 0.4A 2W 68% 5V

39761 V5-0512S2 MOTIEN DC/DC Single Output Converter (=TRACO_TEM2-0512) 12V 0.167A 2W 68% 5V

39762 V5-1205S2 MOTIEN DC/DC Single Output Converter (=TRACO_TEM2-1211) 5V 400mA 2W 66% 12V
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twMOTIEN_DC/DC Single Output
Power Converters

Wide 2:1 Input Range

Full SMD Technology

1500 Vdc Isolation

Up to 3500 Vdc Isolation

Continuous Short Circuit Protection

Low Profile metal package

Distributed Power Networks

Data Communication Equipments

Telecommunication Instruments

Process / Machine Control Equipments
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Bottom view

To ease PCB cleaning
Built in stand offss- -

Capacitance 390 pF Type

Output specifications

Voltage accuracy ±1 Max

Environmental specification

Operating temperature ambient

40 C~ 85 C

: ,

:

: %,

:

( ):

- +
o o

Input specifications

Voltage range 12Vdc 9 18Vdc

24Vdc 18 36Vdc

48Vdc 36 72Vdc

Filter Pi Network

Isolation specification

Rated voltage 1500Vdc standard

Resistance 1000M Min

:

: , - ,

, -

, -

: ( )

: ,

: ,

π

Ω

Part No. Product No. Manufacturer Description DCVout Current Watts Efficiency % DCVin

40026 V6-1205S3P MOTIEN DC/DC Single Output Converter (=TRACO TEL3-1211) 5V 600mA 3W 76% 9-18V

40027 V6-1212S3P MOTIEN DC/DC Single Output Converter (=TRACO TEL3-1212) 12V 250mA 3W 79% 9-18V

40028 V6-2405S3P MOTIEN DC/DC Single Output Converter (=TRACO TEL3-2411) 5V 600mA 3W 80% 18-36V

40030 V6-2412S3P MOTIEN DC/DC Single Output Converter (=TRACO TEL3-2412) 12V 250mA 3W 82% 18-36V

Wide 2:1 Input Range

Full SMD Technology

1500 Vdc Isolation

Continuous Short Circuit Protection

Low Profile metal package

Mobile/Battery driven application

Distributed Power Networks

Data Communication Equipments

Telecommunication Instruments

Process / Machine Control Equipments

Meet FCC CLASS B & CE

Physical specifications

Case material Nickel coated

Copper

Base material Epoxy encapsulayed

UL 4V 0 rated

Weight g

Dimensions

: -

:

( 9 - )

: .

: . " . " . "

30 0

2 00 x1 00 x0 40

General specification

Safety standard IEC 60950 1 2001

Environment specifications

Operating temperature 40 C~85 C

: - :

:-
o o

Part No. Product No. Manufacturer Description DCVout Current Watts Efficiency % DCVin

39833 V7-1205S10 MOTIEN DC/DC Single Output Converter (=TRACO_TEN 10-1211) 5.0V 2000Ma 10W 83% 9-18V

39851 V7-1205S15 MOTIEN DC/DC Single Output Converter (=TRACO_TEN 15-1211) 5.0V 3000mA 15W 83% 9-18V

39861 V7-1205S25L MOTIEN DC/DC Single Output Converter (=TRACO_TEN 25-1211) 5.0V 5000mA 25W 85% 9-18V

39834 V7-1212S10 MOTIEN DC/DC Single Output Converter (=TRACO_TEN 10-1212) 12.0V 833mA 10W 85% 9-18V

39852 V7-1212S15 MOTIEN DC/DC Single Output Converter (=TRACO_TEN 15-1212) 12.0V 1250mA 15W 85% 9-18V

39862 V7-1212S25L MOTIEN DC/DC Single Output Converter (=TRACO_TEN 25-1212) 12.0V 2083mA 25W 88% 9-18V

39835 V7-1215S10 MOTIEN DC/DC Single Output Converter (=TRACO_TEN 10-1213) 15.0V 666mA 10W 84% 9-18V

39837 V7-1224S10 MOTIEN DC/DC Single Output Converter (=TRACO_TEN 10-1215) 24.0V 416mA 10W 85% 9-18V

39830 V7-123R3S10 MOTIEN DC/DC Single Output Converter (=TRACO_TEN 10-1210) 3.3Vdc 2000mA 10W 78% 9-18V

39838 V7-2405S10 MOTIEN DC/DC Single Output Converter (=TRACO_TEN 10-2411) 5.0V 2000mA 10W 83% 18-36V

39853 V7-2405S15 MOTIEN DC/DC Single Output Converter (=TRACO_TEN 15-2411) 5.0V 3000mA 15W 85% 18-36V

39876 V7-2405S25L MOTIEN DC/DC Single Output Converter (=TRACO_TEN 25-2411) 5.0V 5000mA 25W 86% 18-36V

39839 V7-2412S10 MOTIEN DC/DC Single Output Converter (=TRACO_TEN 10-2412) 12.0V 833mA 10W 85% 18-36V

39854 V7-2412S15 MOTIEN DC/DC Single Output Converter (=TRACO_TEN 15-2412) 12.0V 1250mA 15W 86% 18-36V

39878 V7-2412S25L MOTIEN DC/DC Single Output Converter (=TRACO_TEN 25-2412) 12.0V 2083mA 25W 88& 18-36V

39840 V7-2415S10 MOTIEN DC/DC Single Output Converter (=TRACO_TEN 10-2413) 15.0V 666mA 10W 86% 18-36V

39841 V7-2424S10 MOTIEN DC/DC Single Output Converter (=TRACO_TEN 10-2415) 24.0V 416mA 10W 86% 18-36V

39842 V7-4805S10 MOTIEN DC/DC Single Output Converter (=TRACO_TEN 10-4811) 5.0V 2000mA 10W 84% 36-72V

39843 V7-4812S10 MOTIEN DC/DC Single Output Converter (=TRACO_TEN 10-4812) 12.0V 833mA 10W 86% 36-72V

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twMOTIEN_DC/DC Single Output
Power Converters

4 Pin SIL // 8 Pin DIL Package

Low Ripple and Noise

1000 Vdc Isolation

Up to 3000 Vdc Isolation

P.C.B Mounted

Mobile Application

Portable Equipments

Telecommunication Instruments

Meet FCC CLASS B & CE

Physical specifications

Weight 1 8g

Dimensions SIP Case 0 24 x0 46 x0 38

DIP Case 0 50 x0 40 x0 27

General specifications

Safety standard IEC 60950 1 2001 EN60950 UL60950

Environment specifications

Operating temperature 40 C~85 C

: .

: . " . " . "
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: - : / /

:-
o o

Output specifications

Voltage accuracy ±

Ripple Noise 20 Mhz band width :60mV pk pk

Input specifications

Voltage range ± 0
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4 PIN SIL Package

8 PIN DIL Package

Pin number Single

1

2

3

4

-V Input

+V Input

-V output

+V output

Pin number Single

1

4

5

7

-V Input

+V Input

+V output

-V output

Part No. Product No. Manufacturer Description DCVout Current Watts Efficiency % DCVin

40043 VA-0505S1 MOTIEN DC/DC Single Output Converter (=C&D_NME 0505 S) 5V 200mA 1W 75% 5V

40045 VA-0512S1 MOTIEN DC/DC Single Output Converter (=C&D_NME 0512 S) 12V 83.3mA 1W 78% 5V

40047 VA-0515S1 MOTIEN DC/DC Single Output Converter (=C&D_NME 0515 S) 15V 66.67mA 1W 78% 5 V

40061 VA-1205S1 MOTIEN DC/DC Single Output Converter (=C&D_NME 1205 S) 5V 200mA 1W 75% 12 V

40062 VA-1212S1 MOTIEN DC/DC Single Output Converter (=C&D_NME 1212 S) 12V 83.3mA 1W 78% 12V

40063 VA-1215S1 MOTIEN DC/DC Single Output Converter (=C&D_NME 1215 S) 15V 66.67mA 1W 78% 12 V

8 Pin SIL // 16 Pin DIL Package

Wide 2:1 Input Range

Full SMD Technology

1000 Vdc Isolation

Up to 3000 Vdc Isolation

Continuous Short Circuit Protection

Telecommunication Instruments

Process / Machine Control Equipments

Physical specifications

Weight 4 5g SIP ~6g DIP

Dimensions SIP Case 0 86 x0 36 x0 44

DIP Case 0 92 x0 40 x0 55

General specifications

Safety standard IEC 60950 1 2001

Environment specifications

Operating temperature 40 C~85 C
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Output specifications

Voltage accuracy ±

Ripple Noise 20 Mhz band width :80mV pk pk
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Part No. Product No. Manufacturer Description DCVout Current Watts Efficiency % DCVin

39888 VB-0505S2 MOTIEN DC/DC Single Output Converter (=TRACO_TMR 0511) 400mA 5.0V 2W 66% 4.5 -9V

39906 VB-0512S2C MOTIEN DC/DC Single Output Converter (=TRACO_TMR 0512) 12.0V 167mA 2W 70& 4.5-9V

39908 VB-1212S2 MOTIEN DC/DC Single Output Converter (=TRACO_TMR 1211) 12.0V 167mA 2W 77% 9-18V

39909 VB-2424S2 MOTIEN DC/DC Single Output Converter (=TRACO_TMR 2411) 24V 83mA 2W 77% 18-36V

16 PIN DIL Package

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:

mailto:100y-1@163.com
http://us.100y.com.tw/mainFrame.asp?mat3=27DA1
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/40043.htm
http://us.100y.com.tw/PNoInfo/40043.htm
http://us.100y.com.tw/PNoInfo/40045.htm
http://us.100y.com.tw/PNoInfo/40047.htm
http://us.100y.com.tw/PNoInfo/40061.htm
http://us.100y.com.tw/PNoInfo/40062.htm
http://us.100y.com.tw/PNoInfo/40063.htm
http://us.100y.com.tw/PNoInfo/39888.htm
http://us.100y.com.tw/PNoInfo/39888.htm
http://us.100y.com.tw/PNoInfo/39906.htm
http://us.100y.com.tw/PNoInfo/39908.htm
http://us.100y.com.tw/PNoInfo/39909.htm
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twMOTIEN_DC/DC Single Output
Power Converters

Wide 2:1 Input Range

Full SMD Technology

1500 Vdc Isolation up to 3500 Vdc Isolation

Continuous Short Circuit Protection

Low Profile metal package

Data Communication Equipments

Process / Machine Control Equipments

Meet UL/cUL approval

Physical specifications

Weight 17 0g

Dimensions 1 28 x0 84 x0 41

1 25 x0 8 x0 4 plastic case

General specifications

Safety standard IEC 60950 1 2001

Environment specifications

Operating temperature 40 C~85 C
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Output specifications

Voltage accuracy ±1

Ripple Noise 20 Mhz band width :60mV pk pk
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Non conductive plastic-

For P case" "

Part No. Product No. Manufacturer Description DCVout Current Watts Efficiency % DCVin

39797 VD-1205S3P MOTIEN DC/DC Single Output Converter (=TRACO_TEN3-1211) 5.0V 600mA 3W 76% 9-18V

39772 VD-1205S5 MOTIEN DC/DC Single Output Converter (=TRACO_TEN5-1211) 5.0V 1000mA 5W 77% 9-18V

39798 VD-1212S3P MOTIEN DC/DC Single Output Converter (=TRACO_TEN3-1212) 12V 250mA 3W 80% 9-18V

39773 VD-1212S6 MOTIEN DC/DC Single Output Converter (=TRACO_TEN5-1212) 12Vdc 500mA 6W 81% 9-18V

39771 VD-123R3S4 MOTIEN DC/DC Single Output Converter (=TRACO_TEN5-1210) 3.3Vdc 1200mA 4W 72% 9-18V

39799 VD-2405S3P MOTIEN DC/DC Single Output Converter (=TRACO_TEN3-2411) 5.0V 600mA 3W 76% 18-36V

39774 VD-2405S5 MOTIEN DC/DC Single Output Converter (=TRACO_TEN5-2411) 5.0V 1000mA 5W 80% 18-36V

39800 VD-2412S3P MOTIEN DC/DC Single Output Converter (=TRACO_TEN3-2412) 12.0V 250mA 3W 80% 18-36V

39775 VD-2412S6 MOTIEN DC/DC Single Output Converter (=TRACO_TEN5-2412) 12V 500mA 6W 80% 18-36V

39776 VD-2415S6 MOTIEN DC/DC Single Output Converter (=TRACO_TEN5-2413) 15.0V 400mA 6W 80% 18-36V

24 Pin DIL package
Nickel coated copper-

Wide 4:1 Input Range

Full SMD Technology

1500 Vdc Isolation

Up to 3500 Vdc Isolation

Continuous Short Circuit Protection

Low Profile metal package

Distributed Power Networks

Data Communication Equipments

Telecommunication Instruments

Process / Machine Control Equipments

: .

: . " . " . "

: - :

:-

Physical specifications

Weight 17 0g

Dimensions 1 25 x0 8 x0 41

General specifications

Safety standard IEC 60950 1 2001

Environment specifications

Operating temperature 40 C~85 C
o o
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Output specifications

Voltage accuracy ±1

Ripple Noise 20 Mhz band width :60mV pk pk
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24 Pin DIL package
Nickel coated copper-

Part No. Product No. Manufacturer Description DCVout Current Watts Efficiency % DCVin

39815 VK-2405S4 DC/DC Single Output Converter (=TRACO_TEN 4-2411) 5.0V 800mA 4W 80% 9-36V

39820 VK-2405S5 MOTIEN DC/DC Single Output Converter (=TRACO_TEN 6-2411) 5V 1000mA 5W 80% 9-36V

39817 VK-2412S4 MOTIEN DC/DC Single Output Converter (=TRACO_TEN 4-2412) 12V 333mA 4W 83% 9-36V

39821 VK-2412S6 MOTIEN DC/DC Single Output Converter (=TRACO_TEN 6-2412) 12V 500mA 6W 83% 9-36V

39814 VK-243R3S3 MOTIEN DC/DC Single Output Converter (=TRACO_TEN 4-2410) 3.3V 900mA 3W 75% 9-36V

We provide a wide range of products to development and maintenance engineers in all type of business

Centenary Materials
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twDC/DC Single Output Power
Converters

RATING : 2A 12V DC

OUTPUT : 1.5/3/4.5/6/7.5/9/12V DC

MATERIAL: Housing : ABS ( UL flame: 94-HB 105 C ).

Top contact : nickel plated metal.

Spring contact : nickel plated spring steel.

Universal DC to DC power adapter with 200cm wire and 4 pc angle adapter plugs.

Angle adapter plug size: Type B: O.D.=5.5 I.D.=2.5 Type P: O.D.=3.4 I.D.=1.3

Type A: O.D.=5.5 I.D.=2.1 Type D: O.D.=4.0 I.D.=1.7

Circuit protect.

Adjustable polarity adapter plug.

0 4 positions adjustable plug.

For use with 2A fuse.

℃ ~ 90℃

Part No. Product No. Description DCVout DCVin Current

16084 A13-37A 7-Segment Single Output Power Converters With 8 Kinds Of Plug For Car 1.5/3/4.5/6/7.5/9/12VDC 12VDC 2A

4 1 WIDE INPUT RANGE

SHORT CIRCUIT PROTECTION

BUILD IN EMI FILTER

OVERLOAD, OVER VOLTAGE PROTECTION

REMOTE ON-OFF CONTROL

LOW RIPPLE NOISE

: Output V. tolerance ±2% MAX.

Line regulation ±1% AT 10%~100% LOAD

Load regulation ±1 10 ~full load ±2 for 3 3VDC models

Efficiency 77 typical

Short circuit protection continuous, auto recovery

Over voltage protection clamp, 115%~150%

Shutdown idle current 15mA

I O isolation voltage 500VDC for ASD10H 12 series

1500VDC for ASD10H 48 series

I O isolation resistance 100MΩ(min 500VDC

Working temp., humidity -25ºC~+71ºC(60ºC TO 71ºC, DERATE

2.5% LOAD/ºC) ,0%~95% max. heat

sink temp. 110ºC

Storage temp., humidity -40ºC~+125ºC, 0%~95%

Safety /EMI design refer to UL1950, TUV EN60950, N55022 ,

FCC part15J

Packing 0 02kg 300pcs 7 0kg 0 97CUFT
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Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

21297 ASD10H-12S12 MEAN WELL MEAN WELL_10W DC-DC Regulated Single Output 12V 9.2-36V 830mA 10W 76%

21298 ASD10H-12S15 MEAN WELL MEAN WELL_10W DC-DC Regulated Single Output 15V 9.2-36V 670mA 10W 76%

18116 ASD10H-12S3 MEAN WELL MEAN WELL_10W DC-DC Regulated Single Output 3.3V 9.2-36V 2500mA 10W 76%

21294 ASD10H-12S5 MEAN WELL MEAN WELL_10W DC-DC Regulated Single Output 5V 9.2-36V 2000mA 10W 76%

21295 ASD10H-12S9 MEAN WELL MEAN WELL_10W DC-DC Regulated Single Output 9V 9.2-36V 1100mA 10W 76%

21300 ASD10H-48S12 MEAN WELL MEAN WELL_10W DC-DC Regulated Single Output 12V 22~72V 830mA 10W 76%

21299 ASD10H-48S15 MEAN WELL MEAN WELL_10W DC-DC Regulated Single Output 15V 22~72V 670mA 10W 76%

21303 ASD10H-48S3 MEAN WELL MEAN WELL_10W DC-DC Regulated Single Output 3V 22~72V 2500mA 10W 76%

21302 ASD10H-48S5 MEAN WELL MEAN WELL_10W DC-DC Regulated Single Output 5V 22~72V 2000mA 10W 76%

21301 ASD10H-48S9 MEAN WELL MEAN WELL_10W DC to DC Single Output Power Converters 9V 22~72V 1100mA 10W 76%

15 Watts DC/DC Converter

2:1 Input Range

Input Pi Filter

High Efficiency Up To 83%

Regulated Output

Metal Case

2" X 2" Package

Input Voltage Range 12/24/48 VDC, 2:1/4:1 Range, See Table

Line Regulation (HL-LL)......±0.2% max.

Efficiency See Model List

Short Circuit Protection Continuous

Temperature Coefficient ±0.02% / °C

I/O Isolation Voltage 1000VDC min.

Operating Temperature -15 To +71°C (No Derating)

Storage Temperature -55 To +100°C

:

:

:

:

:

:

:

:

Single out

Pin# Function

1

2

3

4

5

+Vi

-Vi

+Vo

N P.

-Vo

Dual out

Pin# Function

1

2

3

4

5

+Vi

-Vi

+Vo

-Vo

Comm.

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

23928 D15-11A FranMar D15 Series DC/DC Converters 5Vdc 9-18Vdc 3000mA 15W 77%

mailto:100y-1@163.com
http://us.100y.com.tw/mainFrame.asp?mat3=27DA695
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Part No. Product No. Description DCVout DCVin Current Efficiency %

44395 G408-0001
DC Input FieldConfigurable

Isolator
200MV 20MV 20MA 50%
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twDC/DC Single Output Power
Converters

Wide 4:1 DC input range

In/out capacitance1000pF

Protections:Short circuit/Over load/Over voltage

500~1500VDC I/O isolation forD/D

Built-in EMI filter

Cooling by free air convection

Built-in remote ON-OFF control

100% full load burn-in test

Fixed switching frequency at 450KHz

Lost cost

High reliability

2 years warranty

FEATURES:

OUTPUT INE REGULATION ±1.0% at 10% ~ 100% load

LOAD REGULATION ±1.0% at 10% ~ 100% load

INPUT DC CURRENT 1.8A/12VDC

SHUTDOWN IDLE CURRENT 15mA

WORKING TEMP. -25 ~ +71 C

L :

:

:

:

:
o

Pin no.

1

2

3 5.

4

7

+VIN

-VIN

+VOUT

-VOUT

Assignment

No Pin.

Control

6

8 TRIM

STORAGE TEMP., HUMIDITY -40 ~ +125 C, 0 ~ 95% RH

TEMP. COEFFICIENT ±0.03% C/(0~50 C

SAFETY STANDARDS Design refer to UL1950,TUV En60950

PACKING 0.025Kg; 180pcs/4.5Kg/0.97CUFT

:

: )

:

:

o

o o

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

29976 ASD15H-12S5 MEAN WELL MEAN WELL_15W DC-DC Regulated Single Output 5V 9.2-36V 3000mA 15W 76%

7.5W Isolated Output

24-Pin DIP Package

2:1 Input Range

Efficiency

Regulated Outputs

Pi Input Filter

Continuous Short Circuit Pretection

FEATURES: Voltage Accuracy ±2% max.

Temperature Coefficient ±0.05%/ °C

Ripple & Noise (20MHz BW) (5V)......75mVp-p max.

(12/15V)......100mVp-p max.

Short Circuit Protection Continuous

Line Regulation Singl / Dual.....(HL-LL)......±0.2% max.

Load Regulation Single......(FL-10%FL)......±0.5% max.

Dual......(FL-25%FL)......±1.0% max.

Operating Temperature Range -25 TO +71°C

Storage Temperature Range -40 To +100°C

:

:

:

:

:

:

:

:

Pin connections 1 5K VDC.

Pin# Single Output Dual Output Pin# Single Output Dual Output

1

2

3

5

9

11

12

10

NP

-V Input

NC Common

+V Output

-V Output

+V Input

NP NP NP

-V Input +V Output

-V Input -V Input

NP NP

NC NC

NC

NP NP

NP NP

+V Input

+V Input +V Input

-V Output Common

NC NC

13

14

15

16

22

23

24

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

23927 EA7.5-23 FranMar EA7.5 Series DC/DC Converters 15Vdc 18-36Vdc 500mA 7.5W 82%

Eliminates Ground Loopswith 1800 VDC

Input-to-Output Isolationn

Easy Field ConfigurableInput Ranges: 10mV to100V,

1mA to 100mA

Field Configurable OutputRanges: 0-5V, 0-10V, 0-1mA,

0-20mA, 4-20mA,or ±5v, ±10V

Ultra Slim 12.6mmHousing Mounts on DinRail for

High-Density Installations

Flexible Power SupplyAccepts 9 to 30VDC

ASIC Technology for High Reliability

Lifetime Warranty

SPECIFICATIONS

: :

:

L : :

:

:

:

:

Input Voltage Input Range Limits: 10mV to 100V

Impedance: >100KΩ Overvoltage: 400 Vrms, max.

(Intermittent); 264 Vrms,max. (Continous)

Current Input Range Limits: 1mA to 100mA

Impedance: 20, typical

Overcurrent: 170mA RMS, max.

Overvoltage: 60VDC

ED Indication (green) Input Range >110%(approx) input:8Hz flash

< -10%(approx) input: 4Hz flash

EMC Compliance (CE Mark) Emissions: EN50081-1

Immunity: EN50082-2

Safety: En50178

Temperature Range 1 Operating: 0 to 55°C (32 to 131°F)

Storage: -25 to 70°C (-13 to 158°F)

Power Consumption: 1.5W typical, 2.5W max.

Range: 9 to 30VDC

Weight 0.5 lbs.

BENEFITS:

http://us.100y.com.tw/PNoInfo/29976.htm
http://us.100y.com.tw/PNoInfo/29976.htm
http://us.100y.com.tw/PNoInfo/23927.htm
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twDC/DC Single Output Power
Converters

MTBF in excess of 200,000 hours

4A max output current

46V max input voltage

4V max drop-out voltage

Soft start

Remote logic inhibit/enable

Remote output voltage sense

Non-latching overload and short circuit protection

Crow-bar output overvoltage protection

FEATURES:

The GS-R400 series is a versatile

family of highcurrent, high voltage

step-down switching voltageregulators.

The integral heatsink allows a large

power handlingcapability and it provides

also an effective shieldingto minimize EMI.

DESCRIPTION:

Part No. Product No. Manufacturer

42792 GS-R424 ST(SGS)

Efficiency up to 81%

Miniature Package

I/O Isolation 1000VDC

SMT Technology

Lost Cost

MTBF > 2,000,000 Hours

FEATURES:

18 5 0. ( . )73

.
( . )
0 25
0 01

.
( . )
0 50
0 02

.
( . )
1 3
0 05T

Pin number Single

1

2

4

5

+Vin

6

No Pin

Dual

Common

+Vin

-Vin -Vin

-Vout -Vout

+Vout +Vout
Operating temperature Ambient 40 C~+85 C

Case 25 C~+90 C

Storage temperature 40 C~+125 C

Over load 120

Output short circuit 0 5 second max

Load regulation Io 20 to 100 See model selection guide

Ripple & Noise (20MHz) 5mV rms.

: :-

:-

:-

: %

: . .

: = % %

:

o o

o o

o o

SPECIFICATIONS:

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

21520 MAU101 MINMAX DC to DC Single Output Power Converters 3.3V 4.5~5.5V 260mA 1W 73%

21521 MAU102 MINMAX DC to DC Single Output Power Converters 5V 4.5~5.5V 200mA 1W 71%

21522 MAU103 MINMAX DC to DC Single Output Power Converters 9V 4.5~5.5V 110mA 1W 76%

14170 MAU104 MINMAX DC to DC Single Output Power Converters 12V 4.5-5.5V 84mA 1W 78%

21523 MAU105 MINMAX DC to DC Single Output Power Converters 15V 4.5~5.5V 67mA 1W 78%

21530 MAU111 MINMAX DC to DC Single Output Power Converters 3.3V 10.8~13.2V 260mA 1W 74%

14171 MAU112 MINMAX DC to DC Single Output Power Converters 5V 10.8~13.2V 200mA 1W 73

21534 MAU113 MINMAX DC to DC Single Output Power Converters 9V 10.8~13.2V 110mA 1W 78%

21537 MAU114 MINMAX DC to DC Single Output Power Converters 12V 10.8~13.2V 84mA 1W 80%

21541 MAU115 MINMAX DC to DC Single Output Power Converters 15V 10.8~13.2V 67mA 1W 80%

21531 MAU121 MINMAX DC to DC Single Output Power Converters 3.3V 21.6~26.4V 260mA 1W 73%

21533 MAU122 MINMAX DC to DC Single Output Power Converters 5V 21.6~26.4V 200mA 1W 71%

21535 MAU123 MINMAX DC to DC Single Output Power Converters 9V 21.6~26.4V 110mA 1W 76%

21536 MAU124 MINMAX DC to DC Single Output Power Converter s 12V 21.6~26.4V 84mA 1W 78%

21540 MAU125 MINMAX DC to DC Single Output Power Converters 15V 21.6~26.4V 67mA 1W 79%

21532 MAU151 MINMAX DC to DC Single Output Power Converters 5V 13.5~16.5V 200mA 1W 72%

21538 MAU152 MINMAX DC to DC Single Output Power Converters 12V 13.5~16.5V 84mA 1W 79%

21539 MAU153 MINMAX DC to DC Single Output Power Converters 15V 13.5~16.5V 67mA 1W 79%

Efficiency up to 81%

Miniature Package

I/O Isolation 3000VDC

SMT Technology

Lost Cost

MTBF > 2,000,000 Hours

FEATURES:
18 5 0. ( . )73

.
( . )
0 25
0 01

.
( . )
0 50
0 02

.
( . )
1 3
0 05T

Pin number Single

1

2

5

6

+Vin

7

No Pin

Dual

Common

+Vin

-Vin -Vin

-Vout -Vout

+Vout +Vout

19 5 0 77. ( . )

1
0

0
.

(
.

)
2

4
0

.
( . )
3
0 1

2
3

.
( . )
2 54
0 10

.
( . )
0 50
0 02

.
( . )
2 1
0 08

Operating temperature Ambient 40 C~+85 C Case 25 C~+90 C

Storage temperature 40 C~+125 C

Over load 120

: :- :-

:-

: %

o o o o

o o

SPECIFICATIONS:
Output short circuit 0 5 second max

Load regulation Io 20 to 100 See model selection guide

Ripple & Noise (20MHz) 5mV rms.

: . .

: = % %

:

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

21546 MAU201 MINMAX DC to DC Single Output Power Converters 3.3V 4.5~5.5V 260mA 1W 73%

19 5 0 77. ( . )

1
0

0
.

(
.

)
2

4
0

.
( . )
3
0 1

2
3

.
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twDC/DC Single Output Power
Converters

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

21552 MAU202 MINMAX DC to DC Single Output Power Converters 5V 4.5~5.5V 200mA 1W 71%

21553 MAU203 MINMAX DC to DC Single Output Power Converters 9V 4.5~5.5V 110mA 1W 76%

21558 MAU204 MINMAX DC to DC Single Output Power Converters 12V 4.5~5.5V 84mA 1W 78%

21559 MAU205 MINMAX DC to DC Single Output Power Converters 15V 4.5~5.5V 67mA 1W 78%

21547 MAU211 MINMAX DC to DC Single Output Power Converters 3.3V 10.8~13.2V 260mA 1W 74%

21550 MAU212 MINMAX DC to DC Single Output Power Converters 5V 10.8~13.2V 200mA 1W 73%

21554 MAU213 MINMAX DC to DC Single Output Power Converters 9V 10.8~13.2V 110mA 1W 78%

21557 MAU214 MINMAX DC to DC Single Output Power Converters 12V 10.8~13.2V 84mA 1W 80%

21560 MAU215 MINMAX DC to DC Single Output Power Converters 15V 10.8~13.2V 67mA 1W 80%

21548 MAU221 MINMAX DC to DC Single Output Power Converters 3.3V 21.6~26.4V 260mA 1W 73%

21549 MAU222 MINMAX DC to DC Single Output Power Converters 5V 21.6~26.4V 200mA 1W 71%

21555 MAU223 MINMAX DC to DC Single Output Power Converters 9V 21.6~26.4V 110mA 1W 76%

21556 MAU224 MINMAX DC to DC Single Output Power Converters 12V 21.6~26.4V 84mA 1W 78%

21561 MAU225 MINMAX DC to DC Single Output Power Converters 15V 21.6~26.4V 67mA 1W 79%

Efficiency up to 83%

Miniature Package

I/O Isolation 1000VDC

SMT Technology

Lost Cost

MTBF > 2,000,000 Hours

FEATURES:

Operating temperature Ambient 40 C~+70 C

Case 25 C~+90 C

Storage temperature 40 C~+125 C

Over load 120

Output short circuit 0 5 second max

Load regulation Io 20 to 100 See model

selection guide

Ripple & Noise (20MHz) 5mV rms.

: :-

:-

:-

: %

: . .

: = % %

:

o o

o o

o o

SPECIFICATIONS:

Pin number Single

1

2

4

5

+Vin

6

No Pin

Dual

Common

+Vin

-Vin -Vin

-Vout -Vout

+Vout +Vout

19 5 0 77. ( . )

1
0

0
.

(
.

)
2

4
0

.
( . )
3
0 1

2
3

.
( . )
2 54
0 10

.
( . )
0 50
0 02

.
( . )
2 3
0 09

18 5 0. ( . )73

.
( . )
0 25
0 01

.
( . )
0 50
0 02

.
( . )
1 3
0 05

7
6

0
3

0
.

(
.

)

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

14176 MAU301 MINMAX DC to DC Single Output Power Converters 3.3V 4.5~5.5V 10~500mA 2W 73%

21508 MAU302 MINMAX DC to DC Single Output Power Converters 5V 4.5~5.5V 8~400mA 2W 76%

14177 MAU303 MINMAX DC to DC Single Output Power Converters 12V 4.5~5.5V 3~165mA 2W 80%

21509 MAU304 MINMAX DC to DC Single Output Power Converters 15V 4.5~5.5V 2.5~133mA 2W 80%

21505 MAU311 MINMAX DC to DC Single Output Power Converters 3.3V 10.8~13.2V 10~500mA 2W 74%

14180 MAU312 MINMAX DC to DC Single Output Power Converters 5V 10.8~13.2V 8~400mA 2W 78%

21512 MAU313 MINMAX DC to DC Single Output Power Converters 12V 10.8~13.2V 3~165mA 2W 82%

21510 MAU314 MINMAX DC to DC Single Output Power Converters 15V 10.8~13.2V 2.5~133mA 2W 83%

21506 MAU321 MINMAX DC to DC Single Output Power Converters 3.3V 21.6~26.4V 10~500mA 2W 74%

21507 MAU322 MINMAX DC to DC Single Output Power Converters 5V 21.6~26.4V 8~400mA 2W 77%

21513 MAU323 MINMAX DC to DC Single Output Power Converters 12V 21.6~26.4V 3~165mA 2W 81%

21511 MAU324 MINMAX DC to DC Single Output Power Converters 15V 21.6~26.4V 2.5~133mA 2W 82%

Efficiency up to 75%

6000VDC Isolation

MTBF > 2,000,000 Hours

Low Cost

Input 5 and 12VDC

Output 5, 12, 15,±5,±12 and ±15VDC

Temperature Performance -40 C to +85 C

UL 94V-0 Package Material

Internal SMD Construction

Industry Standard Pinout

o o

FEATURES:

Operating temperature Ambient 25 C~+70 C

Case 25 C~+90 C

Storage temperature 40 C~+125 C

Over load 120

Output short circuit 0 5 second max

Load regulation Io 20 to 100 See model

selection guide

Ripple & Noise (20MHz) 5mV rms.
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Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

44837 MAU401 MINMAX DC to DC Single Output Power Converters 4.5~5.5Vin 5 200ma 1 10%

http://us.100y.com.tw/mainFrame.asp?mat3=27DA695
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/21552.htm
http://us.100y.com.tw/PNoInfo/21553.htm
http://us.100y.com.tw/PNoInfo/21558.htm
http://us.100y.com.tw/PNoInfo/21559.htm
http://us.100y.com.tw/PNoInfo/21547.htm
http://us.100y.com.tw/PNoInfo/21550.htm
http://us.100y.com.tw/PNoInfo/21554.htm
http://us.100y.com.tw/PNoInfo/21557.htm
http://us.100y.com.tw/PNoInfo/21560.htm
http://us.100y.com.tw/PNoInfo/21548.htm
http://us.100y.com.tw/PNoInfo/21549.htm
http://us.100y.com.tw/PNoInfo/21555.htm
http://us.100y.com.tw/PNoInfo/21556.htm
http://us.100y.com.tw/PNoInfo/21561.htm
http://us.100y.com.tw/PNoInfo/14176.htm
http://us.100y.com.tw/PNoInfo/14176.htm
http://us.100y.com.tw/PNoInfo/21508.htm
http://us.100y.com.tw/PNoInfo/14177.htm
http://us.100y.com.tw/PNoInfo/21509.htm
http://us.100y.com.tw/PNoInfo/21505.htm
http://us.100y.com.tw/PNoInfo/14180.htm
http://us.100y.com.tw/PNoInfo/21512.htm
http://us.100y.com.tw/PNoInfo/21510.htm
http://us.100y.com.tw/PNoInfo/21506.htm
http://us.100y.com.tw/PNoInfo/21507.htm
http://us.100y.com.tw/PNoInfo/21513.htm
http://us.100y.com.tw/PNoInfo/21511.htm
http://us.100y.com.tw/PNoInfo/44837.htm
http://us.100y.com.tw/PNoInfo/44837.htm
mailto:100y-1@163.com


WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

RPrew

Prew Next

Next

Power Supplies UPS&

T E L : Taiwan:886 3 5753170- - Shenzhen:86 755 83298787- - Shanghai:86 21 54151736- -

F A X : Taiwan:886 3 5753172- - Shenzhen:86 755 83640655- - Shanghai:86 21 64605107- -
Taiwan sale@100y com tw: . .E mail- : Shenzhen 100y@163 com: . Shanghai 100y 1@163 com: - .

27 85-
R

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twDC/DC Single Output Power
Converters

High Efficiency up to 80%

2:1 Input Range

I/O Isolation 1000VDC

Industry Standard Pinout

SMT Technology

Short Circuit Protection

MTBF > 1,000,000 Hours

External ON/OFF-Control

Low Ripple and Noise

FEATURES:

Operating temperature Ambient 40 C~+85 C

Case 40 C~+90 C

Storage temperature 55 C~+105 C

Output short circuit Continuous

Load regulation Io 25 to 100 Typ ±0 5 Max ±0 75

Ripple & Noise (20MHz) Max 15mV rms.
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Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

28448 MCW1022 MINMAX Wide Input Range DC/DC Converters(Single Outputs) 5 12V 400mA 2W 77

High Efficiency up to 84%

2:1 Input Range

I/O Isolation 1500VDC

Industry Standard Pinout

SMT Technology

Short Circuit Protection

MTBF > 1,000,000 Hours

FEATURES:

Operating temperature Ambient 40 C~+71 C

Case 40 C~+90 C

Storage temperature 40 C~+125 C

Output short circuit Continuous

Load regulation Io 10 to 100 Typ ±0 2 Max ±0 5

Ripple & Noise (20MHz) Max 15mV rms.
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SPECIFICATIONS:
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Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

21434 MIW1011 MINMAX 2:1 Wide Input Range DC/DC Converters 3.3VDC 5VDC(4.5~9Vin) 60~600mA 2~3W 70%

21435 MIW1012 MINMAX 2:1 Wide Input Range DC/DC Converters 5VDC 5VDC(4.5~9Vin) 50~500mA 2~3W 73%

21436 MIW1013 MINMAX 2:1 Wide Input Range DC/DC Converters 12VDC 5VDC(4.5~9Vin) 25~250mA 2~3W 77%

21437 MIW1014 MINMAX 2:1 Wide Input Range DC/DC Converters 15VDC 5VDC(4.5~9Vin) 20~200mA 2~3W 77%

21438 MIW1021 MINMAX 2:1 Wide Input Range DC/DC Converters 3.3VDC 12VDC(9~18Vin) 60~600mA 2~3W 74%

21439 MIW1022 MINMAX 2:1 Wide Input Range DC/DC Converters 5VDC 12VDC( 9~18Vin) 50~500mA 2~3W 78%

21440 MIW1023 MINMAX 2:1 Wide Input Range DC/DC Converters 12VDC 12VDC(9~18Vin) 25~250mA 2~3W 82%

21441 MIW1024 MINMAX 2:1 Wide Input Range DC/DC Converters 15VDC 12VDC( 9~18Vin) 20~200mA 2~3W 82%

21442 MIW1031 MINMAX 2:1 Wide Input Range DC/DC Converters 3.3VDC 24VDC(18~36Vin) 60~600mA 2~3W 76%

21443 MIW1032 MINMAX 2:1 Wide Input Range DC/DC Converters 5VDC 24VDC(18~36Vin) 50~500mA 2~3W 79%

21444 MIW1033 MINMAX 2:1 Wide Input Range DC/DC Converters 12VDC 24VDC(18~36Vin) 25~250mA 2~3W 84%

21445 MIW1034 MINMAX 2:1 Wide Input Range DC/DC Converters 15VDC 24VDC(18~36Vin) 20~200mA 2~3W 84%

21446 MIW1041 MINMAX 2:1 Wide Input Range DC/DC Converters 3.3VDC 48VDC(36~72Vin) 60~600mA 2~3W 76%

21447 MIW1042 MINMAX 2:1 Wide Input Range DC/DC Converters 5VDC 48VDC( 36~72Vin) 50~500mA 2~3W 79%

21448 MIW1043 MINMAX 2:1 Wide Input Range DC/DC Converters 12VDC 48VDC(36~72Vin) 25~250mA 2~3W 84%

21449 MIW1044 MINMAX 2:1 Wide Input Range DC/DC Converters 15VDC 48VDC(36~72Vin) 20~200mA 2~3W 84%

MCW1022 Series

MIW1000 Series

High Efficiency up to 81%

2:1 Input Range

I/O Isolation 1500VDC

Industry Standard Pinout

SMT Technology

Short Circuit Protection

EMI Complies With EN55022 Class A

MTBF > 1,000,000 Hours

FEATURES:
Operating temperature Ambient 40 C~+71 C

Case 40 C~+90 C

Storage temperature 40 C~+125 C

Output short circuit Continuous

Load regulation Io 10 to 100 Typ ±0 2 Max ±0 5

: :-

:-

:-

:

: = % % . . % . . %

o o

o o

o o

SPECIFICATIONS:

31 8 1 25. ( . )

1
0

2
0

4
0

.
(

.
)

4
5

0
1

8
.

(
.

)

Φ0 5(0 020). .

2 54 0 100. ( . ) 2 3 0. ( . )09

2 5 0 10. ( . )

1
5

2
2

0
6

0
0

.
(

.
)

2
0

3
0

8
0

.
(

.
)

2 3 11

23 22 15 14

1

24

10 12

13

Pin Single output

1

3

11

14

Dual output

-Vout

+Vout

+Vout

+Vin

-Vin

15 Common

+Vin24 +Vin

+Vin

2 NC -Vout

10 -Vout Common

+Vout

12 -Vin

13 -Vin -Vin

+Vout

22 NC Common

23 NC -Vout

NC Common

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

21463 MIW1111 MINMAX DC to DC Single Output Power Converters 5VDC 4.5~9VDC 600mA 3W 70%

MIW1100 Series

http://us.100y.com.tw/mainFrame.asp?mat3=27DA695
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Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

21492 MIW3011 MINMAX 2:1 Wide Input Range DC/DC Converters 3.3VDC 5VDC 60~1200mA 5-6W 75%

21491 MIW3012 MINMAX 2:1 Wide Input Range DC/DC Converters 5VDC 5VDC 50-1000mA 5-6W 79%

21499 MIW3013 MINMAX 2:1 Wide Input Range DC/DC Converters 12VDC 5VDC 25~500mA 5-6W 82%

21500 MIW3014 MINMAX 2:1 Wide Input Range DC/DC Converters 15VDC 5VDC 20~400mA 5-6W 82%

21493 MIW3021 MINMAX 2:1 Wide Input Range DC/DC Converters 3.3VDC 12VDC 60~1200mA 5-6W 77%

21490 MIW3022 MINMAX 2:1 Wide Input Range DC/DC Converters 5VDC 12VDC 50-1000mA 5-6W 81%

21498 MIW3023 MINMAX 2:1 Wide Input Range DC/DC Converters 12VDC 12VDC 25~500mA 5-6W 84%

21501 MIW3024 MINMAX 2:1 Wide Input Range DC/DC Converters 15VDC 12VDC 20~400mA 5-6W 84%

21494 MIW3031 MINMAX 2:1 Wide Input Range DC/DC Converters 3.3VDC 24VDC 60~1200mA 5-6W 79%

21489 MIW3032 MINMAX 2:1 Wide Input Range DC/DC Converters 5VDC 24VDC 50-1000mA 5-6W 83%

21497 MIW3033 MINMAX 2:1 Wide Input Range DC/DC Converters 12VDC 24VDC 25~500mA 5-6W 86%

21502 MIW3034 MINMAX 2:1 Wide Input Range DC/DC Converters 15VDC 24VDC 20~400mA 5-6W 86%

21495 MIW3041 MINMAX 2:1 Wide Input Range DC/DC Converters 3.3VDC 48VDC 60~1200mA 5-6W 79%

18402 MIW3042 MINMAX 2:1 Wide Input Range DC/DC Converter s 5VDC 48VDC 50-1000mA 5-6W 83%

21496 MIW3043 MINMAX 2:1 Wide Input Range DC/DC Converters 12VDC 48VDC 25~500mA 5-6W 86%

21503 MIW3044 MINMAX 2:1 Wide Input Range DC/DC Converters 15VDC 48VDC 20~400mA 5-6W 86%
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Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

14183 MIW1112 MINMAX DC to DC Single Output Power Converters 12V 4.5~9V 250mA 3W 74%

21464 MIW1113 MINMAX DC to DC Single Output Power Converters 5VDC 4.5~9VDC 200mA 3W 74%

14187 MIW1121 MINMAX DC to DC Single Output Power Converters 5VDC 9~18VDC 600mA 3W 76%

21465 MIW1122 MINMAX DC to DC Single Output Power Converters 12VDC 9~18VDC 250mA 3W 80%

21466 MIW1123 MINMAX DC to DC Single Output Power Converters 15VDC 9~18VDC 200mA 3W 80%

21468 MIW1131 MINMAX DC to DC Single Output Power Converters 5V 18~36V 600mA 3W 77%

21469 MIW1132 MINMAX DC to DC Single Output Power Converters 12V 18~36V 250mA 3W 81%

21470 MIW1133 MINMAX DC to DC Single Output Power Converters 15V 18~36V 200mA 3W 81%

21471 MIW1141 MINMAX DC to DC Single Output Power Converters 5V 36~75V 600mA 3W 77%

21472 MIW1142 MINMAX DC to DC Single Output Power Converters 12V 36~75V 250mA 3W 81%

21473 MIW1143 MINMAX DC to DC Single Output Power Converters 15V 36~75V 200mA 3W 81%

High Efficiency up to 85%

4:1 Input Range

I/O Isolation 1500VDC

Industry Standard Pinout

SMT Technology

Short Circuit Protection

EMI Complies With EN55022 Class A

MTBF > 1,000,000 Hours

FEATURES:

Operating temperature Ambient 40 C~+71 C Case 40 C~+90 C

Storage temperature 40 C~+125 C

Output short circuit Continuous

Load regulation Io 10 to 100 Typ ±0 3 Max ±1 0

Ripple & Noise (20MHz) Max 15mV rms.
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Pin Single output

2

3

9

11

14

No Pin

Dual output

Common

-Vin -Vin

-Vout

+Vout +Vout

+Vin

-Vin -Vin

NC

16 -Vout Common

22 +Vin

23 +Vin +Vin

MIW2000 Series

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

18400 MIW2022 MINMAX 2:1 Wide Input Range DC/DC Converters 5VDC 24VDC 66-660mA 3-4W 81%

High Efficiency up to 86%

High Power Density

2:1 Input Range

I/O Isolation 1500VDC

Industry Standard Pinout

SMT Technology

Short Circuit Protection

EMI Complies With EN55022 Class A

MTBF > 1,000,000 Hours

FEATURES:

Operating temperature Ambient 40 C~+71 C Case 40 C~+90 C

Storage temperature 40 C~+125 C

Output short circuit Continuous

Load regulation Io 0 to 100 Typ ±0 3 Max ±1 0

Ripple & Noise (20MHz) Max 15mV rms.
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SPECIFICATIONS:

MIW3000 Series
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Pin Single output

2
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No Pin

Dual output

Common

-Vin -Vin

-Vout

+Vout +Vout

+Vin

-Vin -Vin

NC

16 -Vout Common

22 +Vin

23 +Vin +Vin
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High Efficiency up to 86%

High Power Density

4:1 Input Range

I/O Isolation 1500VDC

Industry Standard Pinout

SMT Technology

Short Circuit Protection

EMI Complies With EN55022 Class A

MTBF > 1,000,000 Hours

FEATURES:

Operating temperature Ambient 25 C~+71 C Case 40 C~+90 C

Storage temperature 40 C~+125 C

Output short circuit Continuous

Load regulation Io 10 to 100 Typ ±0 3 Max ±1 0

Ripple & Noise (20MHz) Max 15mV rms.
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Pin Single output

2

3

9

11

14

No Pin

Dual output

Common

-Vin -Vin

-Vout

+Vout +Vout

+Vin

-Vin -Vin

NC

16 -Vout Common

22 +Vin

23 +Vin +Vin

MIW4000 Series

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

18397 MIW4022 MINMAX 4:1 Wide Input Range DC/DC Converters 5VDC 24VDC 100-1000mA 5-6W 81%

30307 MIW4027 MINMAX 4:1 Wide Input Range DC/DC Converters ±15VDC 24VDC ±20-±200mA 5-6W 85%

41355 MIW4032 MINMAX Wide Input Range DC/DC Converters 48VDC 48VDC 100-1000mA 5-6W 81%

41356 MIW4037 MINMAX Wide Input Range DC/DC Converters 48 48 +- 10mA 5-6W 85%

High Efficiency up to 83%

2:1 Input Range

I/O Isolation 1500VDC

SMT Technology

Short Circuit Protection

Industry Standard Pinout

EMI Complies With EN55022 Class A

Six-Side Shielded Case

MTBF > 700,000 Hours

FEATURES:

Operating temperature Ambient 40 C~+71 C Case 40 C~+90 C

Storage temperature 40 C~+125 C

Output short circuit Continuous

Load regulation Io 10 to 100 Typ ±0 1 Max ±0 5

Ripple & Noise (20MHz) Max 15mV rms.
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SPECIFICATIONS:

MKW1000 Series
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Pin Single output

1

2

3
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5

No Pin

Dual output

Common

-Vin -Vin

+Vout +Vout

+Vin

-Vout

+Vin

-Vout
1 2

3 4 5

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

21390 MKW1021 MINMAX 2:1 Wide Input Range DC/DC Converters 3.3VDC 12VDC(9~18Vin) 120~2400mA 10W 72%

21391 MKW1022 MINMAX 2:1 Wide Input Range DC/DC Converters 5VDC 12VDC(9~18Vin) 100~2000mA 10W 77%

21392 MKW1023 MINMAX 2:1 Wide Input Range DC/DC Converters 12VDC 12VDC(9~18Vin) 42~830mA 10W 80%

21393 MKW1024 MINMAX 2:1 Wide Input Range DC/DC Converters 15VDC 12VDC(9~18Vin) 34~670mA 10W 80%

21395 MKW1025 MINMAX 2:1 Wide Input Range DC/DC Converters 24VDC 12VDC(9~18Vin) 21~416mA 10W 81%

21399 MKW1031 MINMAX 2:1 Wide Input Range DC/DC Converters 3.3VDC 24VDC(18~36Vin) 120~2400mA 10W 76%

18401 MKW1032 MINMAX 2:1 Wide Input Range DC/DC Converters 5VDC 24VDC 100-2000mA 10W 78%

20123 MKW1033 MINMAX 2:1 Wide Input Range DC/DC Converters 12VDC 24VDC(18~36Vin) 42~830mA 10W 82%

21401 MKW1034 MINMAX 2:1 Wide Input Range DC/DC Converters 15VDC 24VDC(18~36Vin) 34~670mA 10W 82%

21402 MKW1035 MINMAX 2:1 Wide Input Range DC/DC Converters 24VD C 24VDC(18~36Vin) 21~416mA 10W 83%

21405 MKW1041 MINMAX 2:1 Wide Input Range DC/DC Converters 3.3VDC 48VDC(36~75Vin) 120~2400mA 10W 76%

21406 MKW1042 MINMAX 2:1 Wide Input Range DC/DC Converters 5VDC 48VDC(36~75Vin) 100~2000mA 10W 80%

21407 MKW1043 MINMA X 2:1 Wide Input Range DC/DC Converters 12VDC 48VDC(36~75Vin) 42~830mA 10W 82%

21408 MKW1044 MINMAX 2:1 Wide Input Range DC/DC Converters 15VDC 48VDC(36~75Vin) 34~670mA 10W 83%

21409 MKW1045 MINMAX 2:1 Wide Input Range DC/DC Converters 24VDC 48VDC(36~75Vin) 21~416mA 10W 83%

Very High Efficiency up to 89%

2:1 Input Range

I / O Isolation 1500VDC

Remote on/off Control

Soft Start

Short Circuit Protected

Over Voltage Protection

FEATURES:

Operating temperature Ambient 40 C~+50 C

Case 40 C~+105 C

Storage temperature 40 C~+125 C

Output short circuit Continuous

Load regulation Io 10 to 100 Typ ±0 1 Max ±0 5

Ripple & Noise (20MHz) Max 10mV rms.
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SPECIFICATIONS:

Industry Standard Pinout

Six-Side Shielded Case

EMI Complies With EN55022 Class A

MTBF > 800,000 Hours
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6 Remote on off/Remote on off/

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

18396 MKW3032 MINMAX 2:1 Wide Input Range DC/DC Converters 5VDC 24VDC 240-4000mA 20W 85%

18381 MKW3033 MINMAX DC to DC Single Output Power Converters 12VDC 24V 100-1670mA 20W 89%

Very High Efficiency up to 89%

Low Profile : 9.3mm

2:1 Input Range

I / O Isolation 1500VDC

Output Trim Function

Remote on/off Control

Soft Start

Short Circuit Protection

FEATURES:

Thermal Shutdown

Over Voltage Protection

Six-Side Shielded Case

EMI Complies With EN55022 Class A

MTBF > 1,000,000 Hours

Operating temperature Ambient 40 C~+50 C Case 40 C~+105 C

Storage temperature 50 C~+125 C

Output short circuit Continuous

Load regulation Io 10 to 100 Typ ±0 1 Max ±0 5

Ripple & Noise (20MHz) Max 10mV rms.
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SPECIFICATIONS:

Pin Single output

1

2

4

5 No Pin

Dual output

Common

-Vin -Vin

+Vout

+Vout

+Vin

-Vout

+Vin

6

Remote on off/Remote on off/

7 -Vout

8 Trim Trim

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

18395 MPW1032 MINMAX DC/DC Converters 5VDC 24VDC 350-5000mA 25-30W 85%

SPECIFICATIONS:
Input voltage range ±10%

Input filter Capacitor.

Output voltage accuracy ± 5 %

Line voltage regulation 1.2%Typ./1%Of Vin

Load voltage regulation

(10% ~ 100%)- 5V Output Types 15% Max.

9V,12V and 15V Output Types 10% Max.

Ripple&noise/20MHZ BW 100mV P-P Max.

Isolation voltage 1000Vdc Min.

Short circuit protection 1.0 Second

Operating temperature range -40°C to 85°C

Storage temperature range -55°C to 125°C

Isolation capacity 75pF Typ.

Package weight 2.2g
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Pin no.

1

2

4

5

+VIN

-VIN

+VOUT

-VOUT

Function

NC

6

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

37095 MS-0505 CTC DC to DC 1W Single Output Converters 5 1.8,3.3,5,9,12,15,24Vin 200mA 1W 70％

High Efficiency up to 83%

2:1 Input Range

I/O Isolation 1500VDC

SMT Technology

Short Circuit Protection

MTBF > 1,000,000 Hours

FEATURES:

Operating temperature Ambient 40 C~+71 C Case 40 C~+90 C

Storage temperature 40 C~+125 C

Output short circuit Continuous

Load regulation Io 10 to 100 Typ ±0 3 Max ±1 0

Ripple & Noise (20MHz) Max 10mV rms.
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SPECIFICATIONS:
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Pin Single output

1
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14
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+Vin
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+Vin24 +Vin
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NC

-Vin -Vin

NC

NC

NC

NC

+Vout

NC NC
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MSIW1000 Series

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

21412 MSIW1021 MINMAX 2:1 Wide Input Range DC/DC Converters 3.3VDC 12VDC(9~18Vin) 70~700mA 3W 75%

http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27DA695
http://us.100y.com.tw/PNoInfo/18396.htm
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Converters

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

21413 MSIW1022 MINMAX 2:1 Wide Input Range DC/DC Converters 5VDC 12VDC(9~18Vin) 60~600mA 3W 79%

21414 MSIW1023 MINMAX 2:1 Wide Input Range DC/DC Converters 12VDC 12VDC(9~18Vin) 25~250mA 3W 82%

21415 MSIW1024 MINMAX 2:1 Wide Input Range DC/DC Converters 15VDC 12VDC(9~18Vin) 20~200mA 3W 82%

21419 MSIW1031 MINMAX 2:1 Wide Input Range DC/DC Converters 3.3VDC 24VDC(18~36Vin) 70~700mA 3W 76%

21420 MSIW1032 MINMAX 2:1 Wide Input Range DC/DC Converters 5VDC 24VDC(18~36Vin) 60~600mA 3W 80%

21422 MSIW1033 MINMAX 2:1 Wide Input Range DC/DC Converters 12VDC 24VDC(18~36Vin) 25~250mA 3W 83%

21423 MSIW1034 MINMAX 2:1 Wide Input Range DC/DC Converters 15VDC 24VDC(18~36Vin) 20~200mA 3W 83%

21427 MSIW1041 MINMAX 2:1 Wide Input Range DC/DC Converters 3.3VDC 48VDC(36~75Vin) 70~700mA 3W 76%

21428 MSIW1042 MINMAX 2:1 Wide Input Range DC/DC Converters 5VDC 48VDC(36~75Vin) 60~600mA 3W 80%

21429 MSIW1043 MINMAX 2:1 Wide Input Range DC/DC Converters 12VDC 48VDC(36~75Vin) 25~250mA 3W 83%

21430 MSIW1044 MINMAX 2:1 Wide Input Range DC/DC Converters 15VDC 48VDC(36~75Vin) 20~200mA 3W 83%

0.18 in board space

5, 12, 24 and 48 VDC Inputs

80% Efficiency

SIP and DIL Packages

15 Watts per in

1000 VDC Isolation

2

3

FEATURES:

Input voltage range ±10%

Output voltage accuracy ±5%

Line regulation (10% to 100% Load) 1.2%/1% of Vin

Load regulation (10% to 100% Load) ±10%

Short circuit protection 1 second max.

Temperature coefficient 0.03% per °C max

Operating temperature range, 5V and 12V

inputs -40°Cto 85°C (no derating)

Operating temperature range, 24V and 48V

inputs 0°Cto 70°C(no derating)

Storage temperature range -55°Cto 150°C

…………

…………

…………

…………

…………

…………

…………

…………

…………

SPECIFICATIONS:
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5 12 24VDC Input models, &

Part No. Product No. Description DCVout DCVin Current Watts Efficiency %

46357 NMA0505S DC/DC Converters ±5DC 5VDC ±40mA 1W 70% typical, 65% min.

28571 NMA0512S single-DC to DC Converter +-12VDC 5VDC +-40mA 1W 70% typical, 65% min.

Wide input DC range

24V, 48V, 110V and 300VDC input options

Output power: 50W, 75W, 100W, 150W and 300W

Output voltage trim

Wide baseplate operating temperature -20°C~85°C

Parallel and N+1 operation "F" series modules

Fully isolated and regulated output

International safety approvals and CE marked

OVP, overload protection• Overtemperature protection

Fully encapsulated, suitable for harsh environments

Suitable for a wide range of industrial applications

FEATURES:

INPUT VOLTAGE: 24VDC(18~36V) 48VDC (36~72V)

110VDC (82~185V) 280VDC (200~400V)

EFFICIENCY:Model dependent 68%~90%

OUTPUT VOLTAGE: F series: 2, 3, 5,15, 24VDC

S series: 5,12,15, 24,28VDC

OUTPUT POWER:50~300 watts

LINE REGULATION: 0.4% or 20 mV, whichever is greater

LOAD REGULATION: 0.8% or 40mV, whichever is greater

TEMP. CO-EFFICIENT: 0.02% per °C

OVERLOAD PROTECTION: Overload protection set at 105%~140%

constant current with auto recovery

SAFETY:UL1950, CSA, E 60950N

SPECIFICATIONS:

Part No. Product No. Description DCVout DCVin Current Watts

17351 PH300F280-24 DC-DC Single Output Power Converters 24V 200-400V 12.6A 300W

Low Cost

500VDC Isolation

MTBF > 800,000 Hours

40mV P-P Ripple and Noise

Input 5, 12, 24 and 48VDC

Output 5, 12, 15, ±12 and ±15VDC

Temperature Performance -25 C to +71 C

Short Circuit Protection

UL 94V-0 Package Material

Internal SMD Construction

o o

FEATURES:

Operating temperature Ambient 25 C~+71 C Case 25 C~+90 C

Storage temperature 40 C~+125 C

Output short circuit Continuous

Load regulation Io 10 to 100 Typ ±0 Max ±0 5

Ripple & Noise (20MHz) Max 5mV rms.
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SPECIFICATIONS:

31 8 1 25. ( . )

3
8

0
1

5
.

(
.

)

Φ0 50 0 020. ( . )

1
0

2
0

4
0

.
(

.
)

2 3 10 11

23 22 15 14

2 54 0 100. ( . )

2 0 0 08. ( . )

1
5

2
2

0
6

0
0

.
(

.
)

2 5 0 10. ( . )

2
0

3
0

8
0

.
(

.
)1

24

12

13

Pin Single output

1

3

11

14

Dual output

+Vin

15 Common

+Vin24 +Vin

+Vin

2

10

-Vout

Common

+Vout

12
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22 NC
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-Vin-Vin

NC

-Vout Common

+Vout

-Vin-Vin

+Vout +Vout

-Vout

Common

NC -Vout

S200R Series

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

44847 S201R MINMAX DC to DC Single Output Power Converters 4.5~5.5Vin 5 400ma 2W 50%

http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27DA695
http://us.100y.com.tw/PNoInfo/21413.htm
http://us.100y.com.tw/PNoInfo/21414.htm
http://us.100y.com.tw/PNoInfo/21415.htm
http://us.100y.com.tw/PNoInfo/21419.htm
http://us.100y.com.tw/PNoInfo/21420.htm
http://us.100y.com.tw/PNoInfo/21422.htm
http://us.100y.com.tw/PNoInfo/21423.htm
http://us.100y.com.tw/PNoInfo/21427.htm
http://us.100y.com.tw/PNoInfo/21428.htm
http://us.100y.com.tw/PNoInfo/21429.htm
http://us.100y.com.tw/PNoInfo/21430.htm
http://us.100y.com.tw/PNoInfo/46357.htm
http://us.100y.com.tw/PNoInfo/46357.htm
http://us.100y.com.tw/PNoInfo/28571.htm
http://us.100y.com.tw/PNoInfo/17351.htm
http://us.100y.com.tw/PNoInfo/17351.htm
http://us.100y.com.tw/PNoInfo/44847.htm
http://us.100y.com.tw/PNoInfo/44847.htm
mailto:100y-1@163.com


WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

RPrew

Prew Next

Next

Power Supplies UPS&

T E L : Taiwan:886 3 5753170- - Shenzhen:86 755 83298787- - Shanghai:86 21 54151736- -

F A X : Taiwan:886 3 5753172- - Shenzhen:86 755 83640655- - Shanghai:86 21 64605107- -
Taiwan sale@100y com tw: . .E mail- : Shenzhen 100y@163 com: . Shanghai 100y 1@163 com: - .

27 90-
R
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Converters

Low Cost

Regulated Outputs

40mV P-P Ripple and Noise

I / O Isolation 500VDC

Short Circuit Protection

Industry Standard Pinout

MTBF > 800,000 Hours

FEATURES:

Operating temperature Ambient 25 C~+71 C Case 25 C~+90 C

Storage temperature 40 C~+125 C

Output short circuit Continuous

Load regulation Io 10 to 100 Typ ±0 Max ±0 5

Ripple & Noise (20MHz) Max 5mV rms.
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SPECIFICATIONS:
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-Vout
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NC -Vout

S200R Series

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

16810 S211R MINMAX DC to DC Single Output Power Converters 5VDC 21.6~26.4V/163mA 400mA 2W 51%

Low Cost

Regulated Outputs

40mV P-P Ripple and Noise

I/O Isolation 500 VDC

Short Circuit Protected

MTBF > 600,000 Hours

FEATURES:

0 08 2 0. ( . )

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

35593 S2A11R MINMAX DC to DC Single Output Power Converters 5VDC 21.6~26.4V/210mA 600mA 3W 60%
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2:1 wide input range

100% burn-in test

1000VDC I/O ISOLATION

Input pi network filter

1 year warranty

Protection short circuit overload

Cooling by free air convection

Five sided shield metal case

Low cost high reliability

: /

-

,

FEATURES:

Voltage set point accuracy ±2 max

Line regulation ± 0.5% max

Load regulation ± 5% max 20~100 load

Efficiency 76 typical

: %( .)
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: 0. ( .)@ %

: %( )

SPECIFICATIONS:
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Unit mm inch: ( )

Overload protections 150~250 auto recovery

I O isolation voltage 1000VDC min

I O isolation voltage 100MΩ(min 500VDC

Short circuit protection CONTINUOUS auto recovery

: %, -

/ : ( )

/ : .)@

: , -

Temp. coefficient ±0.03% / ºC (max )

Working temp., humidity - 5ºC~+60ºC(NO

DERATING); 71 ºC 80 load

Storage temp., Humidity -25ºC~+105ºC

: .

: 2

+ @ %

:

Pin no.
Output

Single Dual

2 3& -Vin

9

-Vin

N C. . COM

-Vout

+Vout

11 N C. .

14 +Vout

16 -Vout COM

+Vin +Vin22 23&

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

21207 SCW03A-05 MEAN WELL DC to DC Single Output Power Converters 5VDC 9~18VDC 0.6A 3W >76% @full load, nominal I/P

21208 SCW03A-12 MEAN WELL DC to DC Single Output Power Converters 12VDC 9~18VDC 0.25A 3W >76% @full load, nominal I/P

21209 SCW03A-15 MEAN WELL DC to DC Single Output Power Converters 15VDC 9~18VDC 0.2A 3W >76% @full load, nominal I/P

21210 SCW03B-05 MEAN WELL DC to DC Single Output Power Converters 5VDC 18~36VDC 0.6A 3W

21211 SCW03B-12 MEAN WELL DC to DC Single Output Power Converters 12VDC 18~36VDC 0.25A 3W

8414 SCW03B-15 MEAN WELL DC to DC Single Output Power Converters 15VDC 18~36VDC 0.2A 3W

21212 SCW03C-05 MEAN WELL DC to DC Single Output Power Converters 5VDC 36~72VDC 0.6A 3W

21213 SCW03C-12 MEAN WELL DC to DC Single Output Power Converters 12VDC 36~72VDC 0.25A 3W

21214 SCW03C-15 MEAN WELL DC to DC Single Output Power Converters 15VDC 36~72VDC 0.2A 3W

2:1 wide input range

100% burn-in test

1000VDC I/O ISOLATION

Input pi network filter

1 year warranty

Protection short circuit overload

Cooling by free air convection

Five sided shield metal case

Low cost high reliability
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Pin no.
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Single Dual
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Voltage set point accuracy ±2 max

Line regulation ± 0.5% max

Load regulation ± 5% max 20~100 load

Efficiency 76 typical

: %( .)

: ( .)

: 0. ( .)@ %

: %( )

SPECIFICATIONS:

Overload protections 150~250 auto recovery: %, -

Temp. coefficient ±0.03% / ºC (max )

Working temp., humidity - 5ºC~+60ºC(NO DERATING); 71 ºC 80 load

Storage temp., Humidity -25ºC~+105ºC

: .

: 2 + @ %

:

I O isolation voltage 1000VDC min

I O isolation voltage 100M 500VDC

Short circuit protection CONTINUOUS auto recovery

/ : ( )

/ : .)@

: , -

Ω(min

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

33386 SCW05B-05 MEAN WELL DC to DC Single Output Power Converters 5VDC 18~36VDC 1A 5~6W 76%

low cost, high reliability

100% full load burn-in test

105ºC output capacitor

High efficiency, low working temperature

Compact size, light weight

Short circuit, overload, over voltage protected

FEATURES: Input voltage range B:19~36VDC C:36~72VDC D:72~144VDC or 85~132VAC

Inrush current B,C:---------- D:20A/96VDC

Leakage current <075mA/120VAC (SD-100D)

Overload protection 105%~135% type:foldback current limiting

reset:auto recovery

Temp. coefficient ±0.03% / ºC (0~50ºC)

Withstand voltage I/P-O/P:1.5KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC

Working temp., humidity -10ºC~+60ºC(refer to output derating curve),

20%~90% RH

Storage temp., humidity -20ºC~+85ºC, 10%~95% RH

Dimension 199*98*38mm CASE:902

:

:

:

:

:

:

:

:

:

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

19616 SD-100B-12 MEAN WELL SWITCHING POWER SUPPLY 12V 19~36VDC 0-8.5A 100W 75%

21313 SD-100B-24 MEAN WELL SWITCHING POWER SUPPLY 24V 19~36VDC 0-4.2A 100W 75%

21312 SD-100B-5 MEAN WELL DC to DC Single Output Power Converters 5V 19~36VDC 0-20A 100W 75%

21317 SD-100C-12 MEAN WELL SWITCHING POWER SUPPLY 12V 36~72Vdc 0-8.5A 100W 75%

21314 SD-100C-24 MEAN WELL SWITCHING POWER SUPPLY 24V 36~72Vdc 0-4.2A 100W 75%

21319 SD-100C-5 MEAN WELL SWITCHING POWER SUPPLY 5V 36~72Vdc 0-20A 100W 75%

21316 SD-100D-12 MEAN WELL SWITCHING POWER SUPPLY 12V 72~144Vdc 0-8.5A 100W 75%

21315 SD-100D-24 MEAN WELL SWITCHING POWER SUPPLY 24V 72~144Vdc 0-4.2A 100W 75%

21320 SD-100D-5 MEAN WELL SWITCHING POWER SUPPLY 5V 72~144Vdc 0-20A 100W 75%

2:1 wide input range

Protections:Short circuit/Over load /voltage

Built-in EMI filter,low ripple noise

100% full load burn-in test

Low cost

High reliability

1 year warranty

FEATURES: Input voltage range A: 9.2 ~18VDC B 18~36VDC C:36~72VDC

Over load 105% -160%rated output power

Protection type : hiccup mode , recovers automatically after

fault condition is removed

Working temp. 10 C~60 C Refer to output load derating curve

Storage temp., Humidity 20~+85 C 10~95 RH

Withstand voltage I/P-O/P:3KVDC I/P-FG:1.5KVDC O/P-FG:0.8KVDC

Dimension 79*51*28mm (L*W*H)
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Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

42856 SD-15A-5 MEAN WELL DC to DC Single Output Power Converters 5V 9.2-18V 3.0A 68%

SD 15 Series-

2:1 wide input range

Protections:Short circuit/Over load/

Over voltage/Over temperature

1500VDC I/O isolation

Cooling by free air convection

100% full load burn-in test

24V and 48V input voltage design refer to LVD

2 years warranty

FEATURES: Input voltage range B:19 ~ 36VDC C:36 ~ 72VDC D:72 ~144VDC

Inrush current(typ.) C:45A/48VDC D:45A/96VDC

Over load 105 ~ 135%rated output power

Protection type :Shut down o/p voltage, re-power on to recover

Working temp. -20 ~ +60 C(Refer to output load derating curve)

Safetystandards EN60950-1 CBApproved byTUV (for D type only)

Withstand voltage I/P-O/P:1.5KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC

DIMENSION 215*115*50mm (L*W*H)

:

:

:

:

:

:

:

o

CB( )for D type only

SD 200 Series-

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

41391 SD-200B-12 MEAN WELL DC to DC Single Output Power Converters 12V 19~36V 16.7 A 200W 82%

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:
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2 1 wide input range

1500VDC I O isolation

Protections short circuit Overload Over voltage

Built in EMI filter low ripple noise

100 full load burn in test

Low cost high reliability

1 year warranty

.

/

: / /

- .

% -

,

FEATURES:
DC adjustment range 5V 4 5~5 5V 12V 11~16V 24V 23~30V

Line and load regulation ±0 5 max

Overload protection 105 ~150 fold back current limiting auto recovery

Over voltage protection 115 ~165 rated output voltage

Withstand voltage I P O P 1 5KV I P FG 1 5KV 1minute

Isolation resistance 100MΩ(MIN 500VDC

Working temperature 10 C to 60 C Refer to output derating curve

Safety standards Meet LVD

EMC standards EN55022 class B EN61000 4 2 3 4 6 8 ENV50204

Packing 0 38kg 45pcs 17 8kg 0 9CUFT

: : . . , : , :

: . %( .)

: % % , -

: % %

: / - / : . , / - : . ,

: .)@

:- + ( )

:
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o o

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

39615 SD-25B-5 MEAN WELL DC to DC Single Output Power Converters 5V 19~36V 5A 25W 72%

SD 25 Series-

Low cost, high reliability

100% full load burn-in test

105ºC output capacitor

Built in emi filter, low ripple noise

High efficiency, low working temperature

Compact size, light weight

Short circuit, overload, over voltage protected

FEATURES: Input voltage range A:9.2~18VDC B:19~36VDC C:36~72VDC

Input current A:7A/12V B:3A/24V C:1.5A/48V

Overload protection 105%~150% type:foldback current limiting

reset:auto recovery

Temp. coefficient ±0.03% / ºC (0~50ºC)

Withstand voltage I/P-O/P:1.5KVAC I/P-FG:1.5KVAC O/P-FG:0.5KVAC

Working temp., humidity -10ºC~+60ºC(refer to output derating

curve), 20%~90% RH

Storage temp., humidity -20ºC~+85ºC, 10%~95% RH

DIMENSION 159*97*38mm CASE:901

EMC standards EN55022 CLASS B (RADIATION), EN61000-4-2,3,4,6,8

ENV50204 VERIFICATION

:

:

:

:

:

:

:

:

:

SD 50 Series-

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

17542 SD-50A-12 MEAN WELL DC to DC Single Output Power Converters 12V 9.2-18V 4.2A 50W 72%

16568 SD-50A-24 MEAN WELL DC to DC Single Output Power Converters 24V 9.2-18V 2.1A 50W 74%

21304 SD-50A-5 MEAN WELL DC to DC Single Output Power Converters 5V 9.2-18V 10A 50W 74%

21306 SD-50B-12 MEAN WELL DC to DC Single Output Power Converters 12V 19~36V 4.2A 50W 74%

21308 SD-50B-24 MEAN WELL DC to DC Single Output Power Converters 24V 19~36V 2.1A 50W 74%

21305 SD-50B-5 MEAN WELL DC to DC Single Output Power Converters 5V 19~36V 10A 50W 74%

21311 SD-50C-12 MEAN WELL DC to DC Single Output Power Converters 12V 36~72V 4.2A 50W 74%

21309 SD-50C-24 MEAN WELL DC to DC Single Output Power Converters 24V 36~72V 2.1A 50W 74%

21310 SD-50C-5 MEAN WELL DC to DC Single Output Power Converters 5V 36~72V 10A 50W 74%

FEATURES:

: /

:

:

Backlight type LED EL Backlight

Controller NT3881 Or equivalent

Power supply for LCM DC +5V

: +

: ( )

: - ( )

LED backlight input DC 5V

EL backlight input AC90~100V 400~700Hz

EL Inverter SDEC 1002 1005

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts

17317 SDEC-I002 SDEC EL Inverter 5V 4.5~5.5V 30~40mA 1600mW

2:1 input range

Short circuit protection

Build in emi filter

Overload, over voltage protection

Remote on-off control

Low ripple noise

FEATURES: Line regulation ±1

Load regulation

: %

:±1

Input voltage range 12S:9.2 ~ 18VDC 24S:18 ~ 36VDC 48S:36 ~ 72VDC

Overload protection ABOVE 105% type:over power limiting reset:auto recovery

Over voltage protection 115~150%

Working temp., humidity -25ºC~+85ºC(refer to output derating curve)

Storage temp., humidity -25ºC~+85ºC, 0%~95%

Safety / EMI design to meet: UL1950, EN60950, EN55022 ,FCC PART15J

%

:

:

:

:

:

:

SDM30 Series

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

21290 SDM30-12S03 MEAN WELL DC to DC Single Output Power Converters 3.3V 9~18V 5A 30W 83%

21291 SDM30-12S05 MEAN WELL DC to DC Single Output Power Converters 5V 9~18V 5A 30W 83%

21292 SDM30-12S12 MEAN WELL DC to DC Single Output Power Converters 12V 9~18V 2.1A 30W 83%

21293 SDM30-12S15 MEAN WELL DC to DC Single Output Power Converters 15V 9~18V 1.7A 30W 83%

17402 SDM30-24S03 MEAN WELL DC to DC Single Output Power Converters 3.3V 18-36V 5A 30W 83%

21289 SDM30-24S05 MEAN WELL DC to DC Single Output Power Converters 5V 18~36V 5A 30W 83%

16005 SDM30-24S12 MEAN WELL DC to DC Single Output Power Converters 12V 18-36V 2.5A 30W 83%

21288 SDM30-24S15 MEAN WELL DC to DC Single Output Power Converters 15V 18~36V 2A 30W 83%

21285 SDM30-48S03 MEAN WELL DC to DC Single Output Power Converters 3.3V 36~72V 5A 30W 83%

mailto:100y-1@163.com
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twDC/DC Single Output Power
Converters

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

21286 SDM30-48S05 MEAN WELL DC to DC Single Output Power Converters 5V 36~72V 5A 30W 83%

21284 SDM30-48S12 MEAN WELL DC to DC Single Output Power Converters 12V 36~72V 2.5A 30W 83%

21287 SDM30-48S15 MEAN WELL DC to DC Single Output Power Converters 15V 36~72V 2A 30W 83%
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FEATURES:

:

/

/ ( )

: /

-

% -

,

2 1 wide input range

1000VDC I O isolation

3000VDC I O isolation option

Input Pi network filter

Protection short circuit Overload

Cooling by free air convection

Six sided shield metal case

100 full load burn in test

Low cost high reliability

1 year warranty
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Pin no.
Output

Single Dual

1

-Vin2 -Vin

-Vout

+Vout3

4

+Vout

5 -Vout

COM

+Vin +Vin

No Pin

Voltage set point accuracy ±2 max

Line regulation ±0 2 max

Load regulation ±0 5 max 20~100 load

Efficiency 76 typical

Short circuit protection continuous auto recovery

Overload protections 110~250 auto recovery

: %( .)

: . %( .)

: . %( .)@ %

: %( )

: , -

: %, -

I O isolation voltage 1000VDC min

I O isolation resistance 100MΩ(min 500VDC

Working temperature 25 C to 60 C no derating , 71 C 80 load

Storage temperature 25 C to 105 C

Temp Coefficient ±0 03 C max
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Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

39456 SKA15B-15 MEAN WELL 15W DC-DC Regulated Single and Dual Output 15V 9~18V 1000mA 15W 76%

FEATURES:

:

/

/ ( )

: /

-

% -

,

2 1 wide input range

1000VDC I O isolation

3000VDC I O isolation option

Input Pi network filter

Protection short circuit Overload

Cooling by free air convection

Six sided shield metal case

100 full load burn in test

Low cost high reliability

1 year warranty
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Pin no.
Output

Single Dual

1

-Vin2 -Vin

-Vout

+Vout3

4

+Vout

5 -Vout

COM

+Vin +Vin

No Pin

Voltage set point accuracy ±2 max

Line regulation ±0 3 max

Load regulation ±0 5 max 20~100 load

Efficiency 76 typical

Short circuit protection continuous auto recovery

Overload protections 160~250 auto recovery

: %( .)

: . %( .)

: . %( .)@ %

: %( )

: , -

: %, -

I O isolation voltage 1000VDC min

I O isolation resistance 100MΩ(min 500VDC

Working temperature 25 C to 60 C no derating , 71 C 80 load

Storage temperature 25 C to 105 C

Temp Coefficient ±0 03 C max
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Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

21239 SKE10A-05 MEAN WELL DC to DC Single Output Power Converters 5V 9-18V 2000mA 10W 76%

21241 SKE10A-12 MEAN WELL DC to DC Single Output Power Converters 12V 9-18V 840mA 10W 76%

15117 SKE10A-15 MEAN WELL DC to DC Single Output Power Converters 15VDC 9~18VDC 666mA 10W 76%

17631 SKE10A-24 MEAN WELL DC to DC Single Output Power Converters 24V 9-18V 420mA 10W 76%

21243 SKE10B-05 MEAN WELL DC to DC Single Output Power Converters 5V 18~36V 2000mA 10W 76%

21244 SKE10B-12 MEAN WELL DC to DC Single Output Power Converters 12V 18~36V 840mA 10W 76%

8411 SKE10B-15 MEAN WELL DC to DC Single Output Power Converters 15VDC 18~36VDC 666mA 10W 76%

21245 SKE10B-24 MEAN WELL DC to DC Single Output Power Converters 24V 18~36V 420mA 10W 76%

21246 SKE10C-05 MEAN WELL DC to DC Single Output Power Converters 5V 36~72V 2000mA 10W 76%

21247 SKE10C-12 MEAN WELL DC to DC Single Output Power Converters 12V 36~72V 840mA 10W 76%

21249 SKE10C-15 MEAN WELL DC to DC Single Output Power Converters 15V 36~72V 666mA 10W 76%

21250 SKE10C-24 MEAN WELL DC to DC Single Output Power Converters 24V 36~72V 420mA 10W 76%

10W DC DC Single and
Dual output

-

2:1 wide input range

4:1 wide input range ( optional )

1000VDC I/O isolation

Input Pi network filter

Protections: short circuit/ over load

Free air convection

Six-sided shield metal case

High reliability / Low cost

100% burn-in test

1 year warranty

FEATURES:

Pin no.
Output

Single Dual

1

-Vin2 -Vin

-Vout

+Vout3

4

+Vout

5 -Vout

COM

+Vin +Vin

No Pin

http://us.100y.com.tw/mainFrame.asp?mat3=27DA695
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/21286.htm
http://us.100y.com.tw/PNoInfo/21284.htm
http://us.100y.com.tw/PNoInfo/21287.htm
http://us.100y.com.tw/PNoInfo/39456.htm
http://us.100y.com.tw/PNoInfo/39456.htm
http://us.100y.com.tw/PNoInfo/21239.htm
http://us.100y.com.tw/PNoInfo/21239.htm
http://us.100y.com.tw/PNoInfo/21241.htm
http://us.100y.com.tw/PNoInfo/15117.htm
http://us.100y.com.tw/PNoInfo/17631.htm
http://us.100y.com.tw/PNoInfo/21243.htm
http://us.100y.com.tw/PNoInfo/21244.htm
http://us.100y.com.tw/PNoInfo/8411.htm
http://us.100y.com.tw/PNoInfo/21245.htm
http://us.100y.com.tw/PNoInfo/21246.htm
http://us.100y.com.tw/PNoInfo/21247.htm
http://us.100y.com.tw/PNoInfo/21249.htm
http://us.100y.com.tw/PNoInfo/21250.htm
http://us.100y.com.tw/PNoInfo/21261.htm
mailto:100y-1@163.com


WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

WWW.100Y.COM.TW      WWW.100Y.COM.TW      WWW.100Y.COM.TW  

RPrew

Prew Next

Next

Power Supplies UPS&

T E L : Taiwan:886 3 5753170- - Shenzhen:86 755 83298787- - Shanghai:86 21 54151736- -

F A X : Taiwan:886 3 5753172- - Shenzhen:86 755 83640655- - Shanghai:86 21 64605107- -
Taiwan sale@100y com tw: . .E mail- : Shenzhen 100y@163 com: . Shanghai 100y 1@163 com: - .

27 94-
R

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twDC/DC Single Output Power
Converters

Voltage set point accuracy ±2 max

Line regulation ±0 3 max

Load regulation ±0 5 max 20~100 load

Efficiency 76 typical

Short circuit protection continuous auto recovery

Overload protections 160~250 auto recovery

: %( .)

: . %( .)

: . %( .)@ %

: %( )

: , -

: %, -

I O isolation voltage 1000VDC min

I O isolation resistance 100MΩ(min 500VDC

Working temperature 25 C to 60 C no derating , 71 C 80 load

Storage temperature 25 C to 105 C

Temp Coefficient ±0 03 C max

/ : ( .)

/ : .)@

:- + ( ) + @ %

:- +

. : . %/ ( .)

o o o

o o

o

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

21261 SKE15A-05 MEAN WELL DC to DC Single Output Power Converters 5V 9~18V 3000mA 15W 76%

21262 SKE15A-12 MEAN WELL DC to DC Single Output Power Converters 12V 9~18V 1250mA 15W 76%

21263 SKE15A-15 MEAN WELL DC to DC Single Output Power Converters 15V 9~18V 1000mA 15W 76%

21265 SKE15A-24 MEAN WELL DC to DC Single Output Power Converters 24V 9~18V 625mA 15W 76%

21266 SKE15B-05 MEAN WELL DC to DC Single Output Power Converters 5V 18~36V 3000mA 15W 76%

21268 SKE15B-12 MEAN WELL DC to DC Single Output Power Converters 12V 18~.36V 1250mA 15W 76%

21269 SKE15B-15 MEAN WELL DC to DC Single Output Power Converters 15V 18~.36V 1000mA 15W 76%

14343 SKE15B-24 MEAN WELL DC to DC Single Output Power Converters 24V 18~36V 625mA 15W 76%

21270 SKE15C-05 MEAN WELL DC to DC Single Output Power Converters 5V 36~72V 3000mA 15W 76%

21271 SKE15C-12 MEAN WELL DC to DC Single Output Power Converters 12V 36~72V 1250mA 15W 76%

8410 SKE15C-15 MEAN WELL DC to DC Single Output Power Converters 15VDC 36~72VDC 1A 15W 76%

21272 SKE15C-24 MEAN WELL DC to DC Single Output Power Converters 24V 36~72V 625mA 15W 76%

SKE15 Series

2:1 wide input range

Cooling by free air convection

1000VDC I/O isolation

Input Pi network filter

Protections: short circuit/ over load

Free air convection

Six-sided shield metal case

High reliability / Low cost

100% burn-in test

1 year warranty

FEATURES:
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Pin no.
Output

Single Dual

1

-Vin2 -Vin

-Vout

+Vout3

4

+Vout

5 -Vout

COM

+Vin +Vin

No Pin

Voltage set point accuracy ±2 max

Line regulation ±0 2 max

Load regulation ±0 5 max 20~100 load

Efficiency 76 typical

Short circuit protection continuous auto recovery

Overload protections 150~250 auto recovery
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I O isolation voltage 1000VDC min

I O isolation resistance 100MΩ(min 500VDC

Working temperature 25 C to 60 C no derating , 71 C 80 load

Storage temperature 25 C to 105 C

Temp Coefficient ±0 03 C max
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SLW05 Series

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

21222 SLW05A-05 MEAN WELL DC to DC Single Output Power Converters 5VDC 9~18VDC 1 000mA 5W 76%

21223 SLW05A-09 MEAN WELL DC to DC Single Output Power Converters 9VDC 9~18VDC 556mA 5W 76%

21224 SLW05A-12 MEAN WELL DC to DC Single Output Power Converters 12VDC 9~18VDC 417mA 5W 76%

21225 SLW05A-15 MEAN WELL DC to DC Single Output Power Converters 15VDC 9~18VDC 333mA 5W 76%

21226 SLW05B-05 MEAN WELL DC to DC Single Output Power Converters 5VDC 18~36VDC 1000mA 5W 76%

8412 SLW05B-09 MEAN WELL DC to DC Single Output Power Converters 9VDC 18~36VDC 556mA 5W 76%

12137 SLW05B-12 MEAN WELL DC to DC Single Output Power Converters 12VDC 18~36VDC 417mA 5W 76%

21227 SLW05B-15 MEAN WELL DC to DC Single Output Power Converters 15VDC 18~36VDC 333mA 5W 76%

21228 SLW05C-05 MEAN WELL DC to DC Single Output Power Converters 5VDC 36~72VDC 1000mA 5W 76%

21229 SLW05C-09 MEAN WELL DC to DC Single Output Power Converters 9VDC 36~72VDC 556mA 5W 76%

21230 SLW05C-12 MEAN WELL DC to DC Single Output Power Converters 12VDC 36~72VDC 417mA 5W 76%

21231 SLW05C-15 MEAN WELL DC to DC Single Output Power Converters 15VDC 36~72VDC 333mA 5W 76%

FEATURES

/

:

:

-

% -

,

1000VDC I O isolation

Internal SMD technology

Input filter capacitor type

Protection short circuit

Non conductive plasitc case

Single in line package

DIP package is available

100 full load burn in test

Low cost high reliability

1 year warranty

Pin No. Output

1

2

4

6

+Vin

-Vin

-Vout

+Vout

Voltage set point accuracy ±2 max

Line regulation ±1 max

Load regulation ±1 max 20~100 load

Efficiency 60 typical

Short circuit protection Momentary

Switching frequency 50KHz min

: %( .)

: %( .)

: %( .)@ %

: %( )

:

: ( .)

I O isolation voltage 1000VDC min

I O isolation resistance 100MΩ(min

Working temperature 25 C to 60 C no derating ,

71 C 80 load

Storage temperature 25 C to 105 C

Temp Coefficient ±0 03 C max

/ : ( .)

/ : .)

:- + ( )

+ @ %

:- +

. : . %/ ( .)

o o

o

o o

o

Part No. Product No. Manufacturer Description DCVout DCVin Current Watts Efficiency %

27845 SPR01M-12 MEAN WELL DC to DC Single Output Power Converters 12 12±10％ 84mA 1W

39307 SPR01M-15 MEAN WELL DC to DC Single Output Power Converters 15 12±10％ 67mA 1W 60%
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Input Voltage 4 5~9Vdc

Input Current No load :40mA typ

Output voltage ±15Vdc ±1

Output Current Min load :±25mA Min

Output current Full load :±100mA Max

Short circuit protection Continuous

Efficiency 70 Min

Isolation capacitance 60 pF Typ

Operating temperature 40 C~85 C

Storage temperature 40 C~ 125 C

Cooling Free air convection
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SPECIFICATIONS:
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24 Pin DIL package
Non conductive plastic-
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PIN
DESCRIPTION

#

1 24, +V Input

2 23, -V Output

3 22, Common

Common10 15,

11 14,

12 13,

+V Output

-V Input

Part No. Product No. Manufacturer Description DCVout Current DCVout Current Watts Efficiency % DCVin

39801 RD-0505D3 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN3-0521) -5V -600mA +5V +600mA 3W 76%-82% 5V

48485 R6-0515D3 MOTIEN DC/DC Dual Output Converter -15V -100mA +15V +100mA 3W 70% 4.5~9V

FEATURES:

/

%

-

-

7 Pin SIL 14 Pin DIL package

1000 VDC Isolation

Up to 6000VDC Isolation

Low ripple and noise

Efficiency up to 85

40~85 C Operation temperature range

Non conductive black plastic case

o

Physical specifications

Weight 2 7g

Dimensions SIP Case 0 24 x0 46 x0 38

DIP Case 0 50 x0 40 x0 27

General specifications

Safety standard IEC 60950 1 2001 EN60950 UL60950

Environment specifications

Operating temperature 40 C~85 C

: .

: . " . " . "

. " . " . "

: - : / /

:-
o o

Output specifications

Voltage accuracy ±3

Ripple Noise 20 Mhz

band width :60mV pk pk
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PIN
NUMBER SINGLE DUAL SINGLE

H-
DUAL

H-

1

2

4

5

6

7

+V Input +V Input +V Input +V Input

-V Input -V Input -V Input -V Input

-V output -V output N P. . N P. .

N P. . Common

Common

-V output -V output

+V output +V output N P. .

N P. . N P. . +V output +V output

PIN
NUMBER SINGLE DUAL SINGLE

H-
DUAL

H-

1

7

8

9

10

11

+V Input

-V Input -V Input -V Input -V Input

-V output

N P. .

N P. .

N P. .

Common

Common

N P. . N P. .

+V output

N C. . N C. . N C. . N C. .

+V output

+V output +V output

-V output

-V output -V output N P. .

14 +V Input +V Input +V Input

7 Pin SIL Package

14 Pin DIL Package

Part No. Product No. Manufacturer Description DCVout Current DCVout Current Watts Efficiency % DCVin

39946 V1-0505D MOTIEN DC/DC Dual Output Converter (=C&D_NMA 0505 D) -5.0V -100mA +5.0V +100mA 1W 74% 5V

39962 V1-0505SH MOTIEN DC/DC Dual Output Converter (=C&D_NMV 0505S) -5V -100mA +5V +100mA 1W 74% 5V

39947 V1-0512D MOTIEN DC/DC Dual Output Converter (=C&D_NMA 0512 D) -12.0V -41.67mA +12.0V +41.67mA 1W 78% 5V

39963 V1-0512SH MOTIEN DC/DC Dual Output Converter (=C&D_NMV 0512S) -12V -41.67mA +12V +41.67mA 1W 78% 5V

39948 V1-0515D MOTIEN DC/DC Dual Output Converter (=C&D_NMA 0515 D) -15.0V -33.33mA +15.0V +33.33mA 1W 80% 5V

38697 V1-0515S07 MOTIEN DC/DC Converter +15VDC +25mA -15VDC -25mA 0.75W 77% 5VDC

39964 V1-0515SH MOTIEN DC/DC Dual Output Converter (=C&D_NMV 0515S) -15V -33.33mA +15V +33.33mA 1W 80% 5V

39950 V1-1205D MOTIEN DC/DC Dual Output Converter (=C&D_NMA 1205 D) -5.0V -100mA +5.0V +100mA 1W 75% 12V

39965 V1-1205SH MOTIEN DC/DC Dual Output Converter (=C&D_NMV 1205S) -5V -100mA +5V +100mA 1W 75% 12V

39951 V1-1212D MOTIEN DC/DC Dual Output Converter (=C&D_NMA 1212 D) -12V -41.67mA +12V +41.67mA 1W 78% 12V

39966 V1-1212SH MOTIEN DC/DC Dual Output Converter (=C&D_NMV 1205S) -12V -41.67mA +12V +41.67mA 1W 78% 12V

39953 V1-1215D MOTIEN DC/DC Dual Output Converter (=C&D_NMA 1215 D ) -15V -33.33mA +15V +33.33mA 1W 78% 12V

39954 V1-2405D MOTIEN DC/DC Dual Output Converter (=C&D_NMA 2405 D) -5V -100mA +5V +100mA 1W 72% 24V

39955 V1-2412D MOTIEN DC/DC Dual Output Converter (=C&D_NMA 2412 D) -12V -41.67mA +12V +41.67mA 1W 78% 24V

39956 V1-2415D MOTIEN DC/DC Dual Output Converter (=C&D_NMA 2415 D) -15V -33.33mA +15V +33.33mA 1W 75% 24V

FEATURES:

/

%

-

-

7 Pin SIL 14 Pin DIL Package

1000VDC Isolation

Up to 5200 VDC Isolation

Low Ripple and Noise

Efficiency up to 85

40~85 C Operation temperature range

Non conductive black plastic case

o

Physical specifications

Weight 2 7g

Dimensions SIP Case 0 24 x0 46 x0 38

DIP Case 0 50 x0 40 x0 27

General specifications

Safety standard IEC 60950 1 2001 EN60950 UL60950

Environment specifications

Operating temperature 40 C~85 C

: .

: . " . " . "

. " . " . "

: - : / /

:-
o o

Output specifications

Voltage accuracy ±3

Ripple Noise 20 Mhz

band width :60mV pk pk

: %

& (

) -

V1 Series

V3 Series
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PIN
NUMBER SINGLE DUAL SINGLE

H-
DUAL

H-

1

2

4

5

6

7

+V Input +V Input +V Input +V Input

-V Input -V Input -V Input -V Input

-V output -V output N P. . N P. .

N P. . Common

Common

-V output -V output

+V output +V output N P. .

N P. . N P. . +V output +V output

PIN
NUMBER SINGLE DUAL SINGLE

H-
DUAL

H-

1

7

8

9

10

11

+V Input

-V Input -V Input -V Input -V Input

-V output

N P. .

N P. .

N P. .

Common

Common

N P. . N P. .

+V output

N C. . N C. . N C. . N C. .

+V output

+V output +V output

-V output

-V output -V output N P. .

14 +V Input +V Input +V Input

7 Pin SIL Package

14 Pin DIL Package

1 2 4 5 6 7

Part No. Product No. Manufacturer Description DCVout Current DCVout Current Watts Efficiency % DCVin

39977 V3-0505D MOTIEN DC/DC Dual Output Converter (=C&D_NMH 0505 D) -5V -200mA +5V +200mA 2W 73% 5V

39978 V3-0512D MOTIEN DC/DC Dual Output Converter (=C&D_NMH 0512 D) -12V -84mA +12V +84mA 2W 80% 5V

39979 V3-0515D MOTIEN DC/DC Dual Output Converter (=C&D_NMH 0515 D) -15V -67mA +15V +67mA 2W 82% 5V

39980 V3-1205D MOTIEN DC/DC Dual Output Converter (=C&D_NMH 1205 D) -5V -200mA +5V +200mA 2W 75% 12V

39982 V3-1212D MOTIEN DC/DC Dual Output Converter (=C&D_NMH 1212 D) -12V -83mA +12V +83mA 2W 83% 12V

39983 V3-1215D MOTIEN DC/DC Dual Output Converter (=C&D_NMH 1215 D) -15V -67mA +15V +67mA 2W 85% 12V

Regulated 24 pin DIL Package

Low Ripple and Noise

1000 Vdc Isolation

Up to 5200 Vdc Isolation

Continuous Short Circuit Protection

Mobile/Battery driven application

Telecommunication Instruments

Mixed Analog/Digital Subsystems

FEATURES: Input specifications

Isolation specification

Output specifications

:

:

: %

:

: ,

, .

:

: , .

( ) - , .

:

Voltage range ±10

Filter π(Pi)Network

Rated voltage 1000 Vdc standard

5200 Vdc Max

Resistance 1000MΩ,Min

Capacitance 60 pF Typ

Ripple and Noise at 20 Mhz BW :75mVp p Max

Short circuit protection Continuous

Line voltage reguilation ±0 5 Max

Load voltage regulation ±0 5 Max

Temperature coefficient ±0 02 C

Efficiency 68~80

Operating temperature amvient -25 C~+71 C

Storage temperature 20 C~+125 C

: . %, .

: . %, .

: . %/

: %

( )

:-

o

o o

o o

General specifications

Enviromental specification

:

:
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Pin STANDARD 3KVdc

#

1

2

3

10

11

12

13

14

Dual Dual

+V Input +V Input

-V output +V Input

Common Omitted

Common Common

Common+V output

-V Input Omitted

-V Input -V output

+V output Omitted

Pin STANDARD 3KVdc

#

15

22

23

24

Dual Dual

+V Input

+V Output

-V output

Common Omitted

Common

-V Input

-V Input

V5 Series

Part No. Product No. Manufacturer Description DCVout Current DCVout Current Watts Efficiency % DCVin

39766 V5-0512D2 MOTIEN DC/DC Dual Output Converter (=TRACO_TEM2-0521) -12V -83mA +12V +83mA 2W 70% 5V

39767 V5-0515D2 MOTIEN DC/DC Dual Output Converter (=TRACO_TEM2-0522) -15V -67mA +15V +67mA 2W 70% 5V

39768 V5-1212D2 MOTIEN DC/DC Dual Output Converter (=TRACO_TEM2-1221) -12V -83mA +12V +83mA 2W 78% 12V

39769 V5-1215D2 MOTIEN DC/DC Dual Output Converter (=TRACO_TEM2-1222) -15V -67mA +15V +67mA 2W 77% 12V

39765 V5-2412D2 MOTIEN DC/DC Dual Output Converter (=TRACO_TEM2-2412/TEM2-2421) -12V -83mA +12V +83mA 2W 80% 24V

39770 V5-2415D2 MOTIEN DC/DC Dual Output Converter (=TRACO_TEM2-2422) -15V -67mA +15V +67mA 2W 77% 24V
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Min

To ease PCB cleaning
Built in stand offss- -

Capacitance 390 pF Type

Voltage accuracy ±1 Max

Operating temperature ambient

40 C~ 85 C

: ,

: %,

( ):

- +
o o

Output specifications

Environmental specification

:

:

Input specifications

Isolation specification

:

: , - ,

, -

, -

: ( )

: ,

: ,

Voltage range 12Vdc 9 18Vdc

24Vdc 18 36Vdc

48Vdc 36 72Vdc

Filter Pi Network

Rated voltage 1500Vdc standard

Resistance 1000M Min

π

Ω

1500 Vdc Isolation

Wide 2 1 Input range

24 Pin DIL Package

Regulated

Continuous Short circuit protection

Nickel coated copper metal

MTBF 1 1 Mhours

:

-

> .

Pin STANDARD 3KVdc

#

1

2

3

9

10

11

12

13

Single Dual

+V Input +V Input

-V output

Common

Common

+V output

Omitted

-V Input

-V outputN C. .

N C. .

Omitted

+V output

-V Input

-V Input -V Input

Pin STANDARD 3KVdc

#

14

16

22

Dual Dual

+V Input

-V output

Common

+V output +V output

15 Common

Omitted Omitted

N C. .

23 N C. . -V output

24 +V Input

Part No. Product No. Manufacturer Description DCVout Current DCVout Current Watts Efficiency % DCVin

40032 V6-1212D3P MOTIEN DC/DC Dual Output Converter (=TRACO_TEL3-1222) -12V -125mA +12V +125mA 3W 78% 9-18V

mailto:100y-1@163.com
http://us.100y.com.tw/mainFrame.asp?mat3=27DB1
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/39977.htm
http://us.100y.com.tw/PNoInfo/39977.htm
http://us.100y.com.tw/PNoInfo/39978.htm
http://us.100y.com.tw/PNoInfo/39979.htm
http://us.100y.com.tw/PNoInfo/39980.htm
http://us.100y.com.tw/PNoInfo/39982.htm
http://us.100y.com.tw/PNoInfo/39983.htm
http://us.100y.com.tw/PNoInfo/39766.htm
http://us.100y.com.tw/PNoInfo/39766.htm
http://us.100y.com.tw/PNoInfo/39767.htm
http://us.100y.com.tw/PNoInfo/39768.htm
http://us.100y.com.tw/PNoInfo/39769.htm
http://us.100y.com.tw/PNoInfo/39765.htm
http://us.100y.com.tw/PNoInfo/39770.htm
http://us.100y.com.tw/PNoInfo/40032.htm
http://us.100y.com.tw/PNoInfo/40032.htm
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Part No. Product No. Manufacturer Description DCVout Current DCVout Current Watts Efficiency % DCVin

40033 V6-1215D3P MOTIEN DC/DC Dual Output Converter (=TRACO_TEL3-1223) -15V -100mA +15V +100mA 3W 78% 9-18V

40035 V6-2412D3P MOTIEN DC/DC Dual Output Converter (=TRACO_TEL3-2422) -12V -125mA +12V +125mA 3W 80% 18-36V

40036 V6-2415D3P MOTIEN DC/DC Dual Output Converter (=TRACO_TEL3-2423) -15V -100mA +15V +100mA 3W 80% 18-36V

Wide 2:1 Input Range

Full SMD Technology

1500 Vdc Isolation

Continuous Short Circuit Protection

Efficiency up to 90

40~85 C Operation temperature

Range

%

-
o

Physical specifications

: -

:

( 9 - )

: .

: . " . " . "

Case material Nickel coated

Copper

Base material Epoxy encapsulayed

UL 4V 0 rated

Weight g

Dimensions

30 0

2 00 x1 00 x0 40

General specification

Environment specifications

: - :

:-

Safety standard IEC 60950 1 2001

Operating temperature 40 C~85 C
o o
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FEATURES
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Part No. Product No. Manufacturer Description DCVout Current DCVout Current Watts Efficiency % DCVin

39844 V7-1205D10 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN 10-1221) -5.0V -1000mA +5.0V +1000mA 10W 83% 9-18V

39845 V7-1212D10 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN 10-1222) -12.0V -416mA +12.0V +416mA 10W 85% 9-18V

39856 V7-1212D15 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN 15-1222) -12.0V -625mA +12.0V +625mA 15W 85% 9-18V

39879 V7-1212D30L MOTIEN DC/DC Dual Output Converter (=TRACO_TEN 25-1222) -12.0V -1250mA +12.0V +1250mA 30W 88% 9-18V

39846 V7-1215D10 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN 10-1223) -15.0V -333mA +15.0V +333mA 10W 85% 9-18V

39858 V7-1215D15 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN 15-1223) -15.0V -500mA -15.0V +500mA 15W 85% 9-18V

39881 V7-1215D30L MOTIEN DC/DC Dual Output Converter (=TRACO_TEN 25-1223) -15.0V -1000mA +15.0V +1000mA 30W 88% 9-18V

39847 V7-2405D10 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN 10-2421) -5.0V -1000mA +5.0V +1000mA 10W 84% 18-36V

39849 V7-2412D10 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN 10-2422) -12.0V -416mA +12.0V +416mA 10W 85% 18-36V

39859 V7-2412D15 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN 15-2422) -12.0V -625mA +12.0V +625mA 15W 86% 18-36V

39882 V7-2412D30L MOTIEN DC/DC Dual Output Converter (=TRACO_TEN 25-2422) -12.0V -1250mA +12.0V +1250mA 30W 88% 18-36V

39850 V7-2415D10 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN 10-2423) -15.0V -333mA +15.0V +333mA 10W 86% 18-36V

39860 V7-2415D15 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN 15-2423) -15.0V -500mA +15.0V +500mA 10W 87% 18-36V

39883 V7-2415D30L MOTIEN DC/DC Dual Output Converter (=TRACO_TEN 25-2423) -15.0V -1000mA +15.0V +1000mA 30W 88% 18-36V

8 Pin DIL Package

Low Ripple and Noise

1000 Vdc Isolation

Unregulated

Non conductive black plastic case

MTBF 2 Mhours

-

>
: % %

:-

General specifications

Efficiency 72 ~82

Environment specifications

Operating temperature 40 C~85 C
o o

Output specifications

Voltage accuracy ± Max

Ripple Noise at 20 Mhz BW :100mVp p Max

Input specifications

Voltage range ± 0

: 3% .

& ( ) - . .

: 1 %

12 70 0 50. ( . )
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Pin STANDARD

1

4

5

6

-V Input

+V Input

+V1 output

-V1 output

7

8

# Dual separate

+V2 output

-V2 output

Part No. Product No. Manufacturer Description DCVout Current DCVout Current Watts Efficiency % DCVin

39911 VA-0505D1 MOTIEN DC/DC Dual Output Converter (=C&D_NME 0505 D) -5.5V -100mA +5.5V +100mA 1W 80% 5V

39912 VA-0515D1 MOTIEN DC/DC Dual Output Converter (=C&D_NME 0515 D) -15.15V -34.14mA +15.15V +34.14mA 1W 80% 5V

39913 VA-1205D1 MOTIEN DC/DC Dual Output Converter (=C&D_NME 1205 D) -5.0V -100mA +5.0V +100mA 1W 74% 12V

39914 VA-1212D1 MOTIEN DC/DC Dual Output Converter (=C&D_NME 1212 D) -12.0V -50mA +12.0V +50mA 1W 82% 12V

39916 VA-1215D1 MOTIEN DC/DC Dual Output Converter (=C&D_NME 1215 D) -15.0V -34mA +15.0V +34mA 1W 80% 12V

Wide 2:1 Input Range

Full SMD Technology

1500 Vdc Isolation up to 3500 Vdc Isolation

Continuous Short Circuit Protection

Efficiency up to 85

40~85 C Operation temperature range

%

-
o

Physical specifications

Weight 17 0g

Dimensions 1 28 x0 84 x0 41

1 25 x0 8 x0 4 plastic case

: .

: . " . " . "

. " . " . "( )

Output specifications

Voltage accuracy ±1

Ripple Noise 20 Mhz band width :60mV pk pk

: %

& ( ) -

General specifications

Safety standard IEC 60950 1 2001

Environment specifications

Operating temperature 40 C~85 C

: - :

:-
o o
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To ease PCB cleaning
Built in stand offs- -

Pin number Single

2

3

9

11

-V Input

+V Input
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24 Pin DIL package
Non conductive plastic-

For P case" "

24 Pin DIL package
Nickel coated copper-

Part No. Product No. Manufacturer Description DCVout Current DCVout Current Watts Efficiency % DCVin

39802 VD-1205D3P MOTIEN DC/DC Dual Output Converter (=TRACO_TEN3-1221) -5.0V -300mA +5.0V +300mA 3W 76% 9-18V

39786 VD-1205D5 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN5-1221) -5.0V -500mA +5.0V +500mA 5W 77% 9-18V

39803 VD-1212D3P MOTIEN DC/DC Dual Output Converter (=TRACO_TEN3-1222) -12.0V -125mA +12.0V +125mA 3W 80% 9-18V

39787 VD-1212D6 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN5-1222) -12V -250mA +12V +250mA 6W 80% 9-18V

39804 VD-1215D3P MOTIEN DC/DC Dual Output Converter (=TRACO_TEN3-1223) -15V -100mA +15V +100mA 3W 80% 9-18V

39789 VD-1215D6 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN5-1223) -15V -200mA +15V +200mA 6W 78% 9-18V

39805 VD-2405D3P MOTIEN DC/DC Dual Output Converter (=TRACO_TEN3-2421) -5.0V -300mA +5.0V +300mA 3W 76% 18-36V

39791 VD-2405D5 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN5-2421) -5.0V -500mA +5.0V +500mA 5W 78% 18-36V

39806 VD-2412D3P MOTIEN DC/DC Dual Output Converter (=TRACO_TEN3-2422) -12.0V -125mA +12.0V +125mA 3W 82% 18-36V

39792 VD-2412D6 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN5-2422) -12.0V -250mA +12.0V +250mA 6W 80% 18-36V

39807 VD-2415D3P MOTIEN DC/DC Dual Output Converter (=TRACO_TEN3-2423) -15.0V -100mA +15.0V +100mA 3W 82% 18-36V

39793 VD-2415D6 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN5-2423) -15V -200mA +15V +200mA 6W 80% 18-36V

Wide 4:1 Input Range

Full SMD Technology

1500 Vdc Isolation

Up to 3500 Vdc Isolation

Continuous Short Circuit Protection

Efficiency up to 85

40~85 C Operation temperature

range

%

-
o

: .

: . " . " . "

: - :

:-

Physical specifications

Weight 17 0g

Dimensions 1 25 x0 8 x0 41

General specifications

Safety standard IEC 60950 1 2001

Environment specifications

Operating temperature 40 C~85 C
o o

: %

& ( ) -

Output specifications

Voltage accuracy ±1

Ripple Noise 20 Mhz band width :60mV pk pk
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24 Pin DIL package
Nickel coated copper-

Part No. Product No. Manufacturer Description DCVout Current DCVout Current Watts Efficiency % DCVin

39818 VK-2412D4 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN 4-2422) -12V -167mA +12V +167mA 4W 82% 9-36V

39822 VK-2412D6 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN 6-2422) -12V -250mA +12V +250mA 6W 84% 9-36V

39819 VK-2415D4 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN 4-2423) -15V -134mA +15V -134mA 4W 80% 9-36V

39823 VK-2415D6 MOTIEN DC/DC Dual Output Converter (=TRACO_TEN 6-2423) -15V -200mA +15Vdc +200mA 6W 80% 9-36V

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:

mailto:100y-1@163.com
http://us.100y.com.tw/mainFrame.asp?mat3=27DB1
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Pin no.

Output

2 3& -Vin

COM9

N C. .11 -Vout

+Vout14

16

22 23&

COM

+Vin

Single Dual

N C. .

-Vin

+Vout

-Vout

+Vin

Voltage set point accuracy ±2 max

Line regulation ±0 5 max

Load regulation ±0 5 max 20~100 load

Efficiency 76 typical

Short circuit protection continuous auto recovery

Overload protections 150~250 auto recovery

: %( .)

: . %( .)

: . %( .)@ %

: %( )

: , -

: %, -

I O isolation voltage 1000VDC min

I O isolation resistance 100MΩ(min 500VDC

Working temperature 25 C to 60 C no derating , 71 C 80 load

Storage temperature 25 C to 105 C

Temp Coefficient ±0 03 C max

Isolation capacitance 80pF Max
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Part No. Product No. Manufacturer Description DCVout DCVin Current DCVout Current Watts Efficiency %

14441 DCW03A-05 MEAN WELL DC to DC Dual Output Power Converters +5VDC 9~18VDC +300mA -5VDC -300mA 3W 76%

21215 DCW03A-12 MEAN WELL DC to DC Dual Output Power Converters +12VDC 9~18VDC +125mA -12VDC -125mA 3W 76%

21217 DCW03A-15 MEAN WELL DC to DC Dual Output Power Converters +15VDC 9~18VDC +100mA -15VDC -100mA 3W 76%

17456 DCW03B-05 MEAN WELL DC to DC Dual Output Power Converters +5VDC 18~36VDC +300mA -5VDC -300mA 3W 76%

21218 DCW03B-12 MEAN WELL DC to DC Dual Output Power Converters +12VDC 18~36VDC +125mA -12VDC -125mA 3W 76%

11851 DCW03B-15 MEAN WELL DC to DC Dual Output Power Converters +15VDC 18~36VDC +100mA -15VDC -100mA 3W 76%

21219 DCW03C-05 MEAN WELL DC to DC Dual Output Power Converters +5VDC 36~72VDC +300mA -5VDC -300mA 3W 76%

21220 DCW03C-12 MEAN WELL DC to DC Dual Output Power Converters +12VDC 36~72VDC +125mA -12VDC -125mA 3W 76%

21221 DCW03C-15 MEAN WELL DC to DC Dual Output Power Converters +15VDC 36~72VDC +100mA -15VDC -100mA 3W 76%

FEATURES:

:

/

: /

% -

,

2 1 wide input range

1000 VDC I O isolation

Input PI network filter

Protection short circuit overload

Cooling by free air convection

100 full load burn in test

Low cost high reliability

1 year warranty

FEATURES:

:

/

: /

% -

,

2 1 wide input range

1000 VDC I O isolation

Input PI network filter

Protection short circuit

overload

Cooling by free air convection

100 full load burn in test

Low cost high reliability

1 year warranty
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Voltage set point accuracy ±2 max

Line regulation ±0 5 max

Load regulation ±0 5 max 20~100 load

Efficiency 76 typical

Short circuit protection continuous auto recovery

Overload protections 150~250 auto recovery
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: %( )

: , -

: %, -

I O isolation voltage 1000VDC min

I O isolation resistance 100MΩ(min 500VDC

Working temperature 25 C to 60 C no derating , 71 C 80 load

Storage temperature 25 C to 105 C

Temp Coefficient ±0 03 C max

Isolation capacitance 80pF Max
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Pin no.

Output

2 3& -Vin

COM9

N C. .11 -Vout

+Vout14

16

22 23&

COM

+Vin

Single Dual

N C. .

-Vin

+Vout

-Vout

+Vin

Part No. Product No. Manufacturer Description DCVout DCVin Current DCVout Current Watts Efficiency %

47787 DCW05B-12 MEAN WELL DC to DC Dual Output Power Converters +12VDC 18~36VDC +230mA -12VDC -230mA 5W 82%

47730 DCW05C-12 MEAN WELL DC to DC Dual Output Power Converters +12VDC 36~72VDC +230mA -12VDC -230mA 5W 83%

3000VDC I/O isolation

Internal SMD technology

Protection: Short circuit

Non-conductive plastic case

SMD package styles

100% full load burn-in test

Low cost / High reliability

Approved: UL / CUL

1 year warranty

FEATURES:
Rated power 1W

Ripple & noise (max.)Note.2 100mVp-p

Line regulation 1.2% for 1% input variation

Load regulation ±8.0%

Voltageaccuracy ±2.0%

Working temp. -40 ~ +85 C(Refer to output load derating curve)

Storage temp., humidity -40 ~ +105 C, 10 ~ 95% RH

Safety standards UL60950-1, CSAC22.2

Withstand voltage I/P-O/P:3KVDC
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DET01 Series
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Pin No. Output
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Part No. Product No. Manufacturer Description DCVout DCVin Current DCVout Current Watts Efficiency %

46967 DET01L-05 MEAN WELL 1W DC to DC Dual Output Converters +5V 5Vin +100mA -5V -100mA 1W 72%

FEATURES:

:

/

/ ( )

: /

-

% -

,

2 1 wide input range

1000VDC I O isolation

3000VDC I O isolation option

Input Pi network filter

Protection short circuit Overload

Cooling by free air convection

Six sided shield metal case

100 full load burn in test

Low cost high reliability

1 year warranty
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Pin no.
Output

Single Dual

1

-Vin2 -Vin

-Vout

+Vout3

4

+Vout

5 -Vout

COM

+Vin +Vin

No Pin

Voltage set point accuracy ±2 max

Line regulation ±0 2 max

Load regulation ±0 5 max 20~100 load

Efficiency 76 typical

Short circuit protection continuous auto recovery

Overload protections 110~250 auto recovery
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I O isolation voltage 1000VDC min

I O isolation resistance 100MΩ(min 500VDC

Working temperature 25 C to 60 C no derating , 71 C 80 load

Storage temperature 25 C to 105 C

Temp Coefficient ±0 03 C max
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Part No. Product No. Manufacturer

39617 DKA15B-15 MEAN WELL

FEATURES:

:

:

/

: /

-

% -

,

2 1 wide input range

4 1 wide input range

1000VDC I O isolation

Input Pi network filter

Protection short circuit overload

Cooling by free air convection

Six sided shield metal case

100 full load burn in test

Low cost high reliability

1 year warranty

Pin no.
Output

TripleDual

1

-Vin

2

-Vin

-Vout

+Vout

3

4

+Vout5

-Vout

+Vin +Vin

No Pin

6

7

8

R C. . R C. .

No Pin

COMMON

COMMON

+5V

TRIM

Voltage set point accuracy ±2 max

Line regulation ±0 5 max

Load regulation ±0 5 10 ~Full load Dual

±5 10 ~full load triple

Efficiency 80 full load nominal I P

Short circuit protection continuous auto recovery

Overload protections 110~250 auto recovery
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I O isolation voltage 1000VDC min

I O isolation resistance 100MΩ(min 500VDC

Working temperature 25 C to 71 C no derating , 85 C 60 load

Storage temperature 40 C to 105 C

Temp Coefficient ±0 03 C max
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Part No. Product No. Manufacturer Description DCVout DCVin Current DCVout Current Watts Efficiency %

23806 DKA30B-05 MEAN WELL DC to DC Dual Output Power Converters +5V 18~36V +2500mA - 5V -2500mA 30W 80%

28064 DKA30C-05 MEAN WELL DC to DC Dual Output Power Converter +5V 36~72V +2500mA -5V -2500mA 25~30W 80%

23932 DKA30B-15 MEAN WELL DC to DC Dual Output Power Converter +15V +500mA -15V -500mA

FEATURES:

:

/

/ ( )

: /

-

% -

,

2 1 wide input range

1000VDC I O isolation

3000VDC I O isolation option

Input Pi network filter

Protection short circuit Overload

Cooling by free air convection

Six sided shield metal case

100 full load burn in test

Low cost high reliability

1 year warranty
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Pin no.
Output

Single Dual

1

-Vin2 -Vin

-Vout

+Vout3

4

+Vout

5 -Vout

COM

+Vin +Vin

No Pin

http://us.100y.com.tw/mainFrame.asp?mat3=27DB697
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/46967.htm
http://us.100y.com.tw/PNoInfo/46967.htm
http://us.100y.com.tw/PNoInfo/39617.htm
http://us.100y.com.tw/PNoInfo/39617.htm
http://us.100y.com.tw/PNoInfo/23806.htm
http://us.100y.com.tw/PNoInfo/23806.htm
http://us.100y.com.tw/PNoInfo/28064.htm
http://us.100y.com.tw/PNoInfo/23932.htm
http://us.100y.com.tw/PNoInfo/21251.htm
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twDC/DC Dual Output Power
Converters

Voltage set point accuracy ±2 max

Line regulation ±0 3 max

Load regulation ±0 5 max 20~100 load

Efficiency 76 typical

Short circuit protection continuous auto recovery

Overload protections 160~250 auto recovery
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I O isolation voltage 1000VDC min

I O isolation resistance 100MΩ(min 500VDC

Working temperature 25 C to 60 C no derating , 71 C 80 load

Storage temperature 25 C to 105 C

Temp Coefficient ±0 03 C max
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10W DC DC Single and
Dual output

-

Part No. Product No. Manufacturer Description DCVout DCVin Current DCVout Current Watts

21251 DKE10A-05 MEAN WELL DC to DC Dual Output Power Converters +5VDC 9~18VDC +1000mA -5VDC -1000mA 10W

21252 DKE10A-12 MEAN WELL DC to DC Dual Output Power Converters +12VDC 9~18VDC +420mA -12VDC -420mA 10W

8408 DKE10A-15 MEAN WELL DC to DC Dual Output Power Converters +15VDC 9~18VDC +333mA -15VDC -333mA 10W

21253 DKE10A-24 MEAN WELL DC to DC Dual Output Power Converters +24VDC 9~18VDC +210mA -24VDC -210mA 10W

21254 DKE10B-05 MEAN WELL DC to DC Dual Output Power Converters +5VDC 18~36VDC +1000mA -5VDC -1000mA 10W

21255 DKE10B-12 MEAN WELL DC to DC Dual Output Power Converters +5VDC 18~36VDC +420mA -5VDC -420mA 10W

21256 DKE10B-15 MEAN WELL DC to DC Dual Output Power Converters +15VDC 18~36VDC +333mA -15VDC -333mA 10W

21257 DKE10B-24 MEAN WELL DC to DC Dual Output Power Converters +24VDC 18~36VD C +210mA -24VDC -210mA 10W

21258 DKE10C-05 MEAN WELL DC to DC Dual Output Power Converters +5VDC 36~72VD C +1000mA -5VDC -1000mA 10W

8407 DKE10C-12 MEAN WELL DC to DC Dual Output Power Converters +12VDC 36~72VDC +420mA -12VDC -420mA 10W

21259 DKE10C-15 MEAN WELL DC to DC Dual Output Power Converters +15VDC 36~72VDC +333mA -15VDC -333mA 10W

21260 DKE10C-24 MEAN WELL DC to DC Dual Output Power Converters +24VDC 36~72VDC +210mA -24VDC -210mA 10W

Part No. Product No. Manufacturer Description DCVout DCVin Current DCVout Current Watts

21276 DKE15A-05 DC to DC Dual Output Power Converters +5VDC 9~18VDC +1500mA - 5VDC -1500mA 15W

21277 DKE15A-12 DC to DC Dual Output Power Converters +12VDC 9~18VDC +625mA -12VDC -625mA 15W

21278 DKE15A-15 DC to DC Dual Output Power Converters +15VDC 9~18VDC +500mA -15VDC -500mA 15W

21279 DKE15A-24 DC to DC Dual Output Power Converters +24VDC 9~18VDC +313mA -24VDC -313mA 15W

21280 DKE15B-05 DC to DC Dual Output Power Converters +5VDC 18~36VDC +1500mA -5VDC -1500mA 15W

21281 DKE15B-12 DC to DC Dual Output Power Converters +12VDC 18~36VDC +625mA -12VDC -625mA 15W

21282 DKE15B-15 DC to DC Dual Output Power Converters +15VDC 18~36VDC +500mA -15VDC -500mA 15W

21283 DKE15B-24 DC to DC Dual Output Power Converters +24VDC 18~36VDC +313mA -24VDC -313mA 15W

21273 DKE15C-05 DC to DC Dual Output Power Converters +5VDC 36~72VDC +1500mA -5VDC -1500mA 15W

21274 DKE15C-12 DC to DC Dual Output Power Converters +12VDC 36~72VDC +625mA -12VDC -625mA 15W

8391 DKE15C-15 MEAN WELL DC to DC Dual Output Power Converters +15VDC 36~72VDC +500mA -15VDC -500mA 15W

21275 DKE15C-24 DC to DC Dual Output Power Converter s +24VDC 36~72VDC +313mA -24VDC -313mA 15W

FEATURES:

:

% -

2 1 input range

Excellent regulation

Input LC filter

Short circuit protection

Over current protection

100 burn in test

Free air convection

Pin no.
Output

Dual

1

2 -Vin

-Vout

3

4

+Vout

5

COM

+Vin

Voltage set point accuracy ±2

Line regulation ±0 3

Load regulation ±2 20 ~ load

Efficiency 76 full load nominal I P
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full

I O isolation voltage 500VDC min

I O isolation resistance 100MW MIN

Operating temperature 15 C to 60 C no derating

Storage temperature 25 C to 85 C¢J

Temp Coefficient ±0 02 ¢J
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15W DC DC Dual Output-

2:1 wide input range

Cooling by free air convection

1000VDC I/O isolation

Input Pi network filter

Protections: short circuit/ over load

Six-sided shield metal case

High reliability / Low cost

100% full burn-in test

1 year warranty

Cooling by free air convection

FEATURES: 15 3. 20 3. 15 2.
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Pin no.
Output

Single Dual

1

-Vin2 -Vin

-Vout

+Vout3

4

+Vout

5 -Vout

COM

+Vin +Vin

No Pin

5W DC DC Regulated
Dual Output

-
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Converters

5W DC DC Regulated
Dual Output

-

Voltage set point accuracy ±2 max

Line regulation ±0 2 max

Load regulation ±0 5 max 20~100 load

Efficiency 76 typical

Short circuit protection continuous auto recovery

Overload protections 150~250 auto recovery
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I O isolation voltage 1000VDC min

I O isolation resistance 100MΩ(min 500VDC

Working temperature 25 C to 60 C no derating , 71 C 80 load

Storage temperature 25 C to 105 C

Temp Coefficient ±0 03 C max
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Part No. Product No. Manufacturer Description DCVout DCVin Current DCVout Current Watts

21232 DLW05A-05 DC to DC Dual Output Power Converters +5VDC 9~18VDC +500mA -5VDC -500mA 5W

21233 DLW05A-12 DC to DC Dual Output Power Converters +12VDC 9~18VDC +208mA - 12VDC -208mA 5W

8413 DLW05A-15 MEAN WELL DC to DC Dual Output Power Converters +15VDC 9~18VDC +167mA -15VDC -167mA 5W

21234 DLW05B-05 DC to DC Dual Output Power Converters +5VDC 18~36VDC +500mA -5VDC -500mA 5W

21235 DLW05B-12 DC to DC Dual Output Power Converters +12VDC 18~36VDC +208mA -12VDC -208mA 5W

11615 DLW05B-15 MEAN WELL DC to DC Dual Output Power Converters +15VDC 18~36VDC +167mA -15VDC -167mA 5W

21236 DLW05C-05 DC to DC Dual Output Power Converters +5VDC 36~72VDC +500mA -5VDC -500mA 5W

21237 DLW05C-12 DC to DC Dual Output Power Converters +12VDC 36~72VDC +208mA -12VDC -208mA 5W

21238 DLW05C-15 DC to DC Dual Output Power Converters +15VDC 36~72VDC +167mA -15VDC -167mA 5W

Efficiency up to 81%

Miniature Package

I/O Isolation 1000VDC

SMT Technology

Lost Cost

MTBF > 2,000,000 Hours

FEATURES:
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Pin number Single

1

2

4

5

+Vin

6

No Pin

Dual

Common

+Vin

-Vin -Vin

-Vout -Vout

+Vout +Vout
Operating temperature Ambient 40 C~+85 C

Case 25 C~+90 C

Storage temperature 40 C~+125 C

Over load 120

Output short circuit 0 5 second max

Load regulation Io 20 to 100 See model selection guide

Ripple & Noise (20MHz) 5mV rms.
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SPECIFICATIONS:
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Part No. Product No. Manufacturer Description DCVout DCVin Current DCVout Current Watts Efficiency %

14172 MAU106 MINMAX DC to DC Dual Output Power Converters +5V 4.5~5.5Vin +100mA -5V -100mA 1W 72%

21524 MAU107 MINMAX DC to DC Dual Output Power Converters +9V 4.5~5.5Vin +56mA -9V -56mA 1W 77%

14173 MAU108 MINMAX DC to DC Dual Output Power Converters +12V 4.5~5.5Vin +42mA -12V -42mA 1W 78%

21525 MAU109 MINMAX DC to DC Dual Output Power Converters +15V 4.5~5.5Vin +34mA -15V -34mA 1W 79%

14174 MAU116 MINMAX DC to DC Dual Output Power Converters +12V 10.8~13.2Vin +100mA -12V -100mA 1W 74%

21542 MAU117 MINMAX DC to DC Dual Output Power Converters +9V 10.8~13.2Vin +56mA -9V -56mA 1W 79%

14175 MAU118 MINMAX DC to DC Dual Output Power Converters +12V 10.8~13.2Vin +42mA -12V -42mA 1W 81%

21527 MAU119 MINMAX DC to DC Dual Output Power Converters +15V 4.5~5.5Vin +34mA -15V -34mA 1W 79%

21544 MAU126 MINMAX DC to DC Dual Output Power Converters +5V 21.4~26.4Vin +100mA -5V -100mA 1W 72%

21543 MAU127 MINMAX DC to DC Dual Output Power Converters +9V 21.4~26.4Vin +56mA -9V -56mA 1W 76%

21518 MAU128 MINMAX DC to DC Dual Output Power Converters +12V 21.6~26.4Vin +42mA -12V -42mA 1W 79%

21528 MAU129 MINMAX DC to DC Dual Output Power Converters +15V 21.6~26.4Vin +34mA -15V -34mA 1W 80%

21545 MAU154 MINMAX DC to DC Dual Output Power Converters +5V 13.5~16.5Vin +100mA -5V -100mA 1W 72%

21519 MAU155 MINMAX DC to DC Dual Output Power Converters +12V 13.5~16.5Vin +42mA -12V -42mA 1W 80%

21529 MAU156 MINMAX DC to DC Dual Output Power Converters +15V 13.5~16.5Vin +34mA -15V -34mA 1W 80%

MAU100 Series
Dual Outputs

Efficiency up to 81%

Miniature Package

I/O Isolation 3000VDC

SMT Technology

Lost Cost

MTBF > 2,000,000 Hours

FEATURES:
18 5 0. ( . )73
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Pin number Single
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No Pin
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Operating temperature Ambient 40 C~+85 C Case 25 C~+90 C

Storage temperature 40 C~+125 C

Over load 120

: :- :-

:-

: %

o o o o

o o

SPECIFICATIONS:
Output short circuit 0 5 second max

Load regulation Io 20 to 100 See model selection guide

Ripple & Noise (20MHz) 5mV rms.

: . .

: = % %

:

1 2 5 6 7

Part No. Product No. Manufacturer Description DCVout DCVin Current DCVout Current Watts Efficiency %

21564 MAU206 MINMAX DC to DC Dual Output Power Converters +5V 4.5~5.5V +100mA -5V -100mA 1W 72%

MAU200 Series
Dual Outputs

mailto:100y-1@163.com
http://us.100y.com.tw/mainFrame.asp?mat3=27DB697
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/21232.htm
http://us.100y.com.tw/PNoInfo/21232.htm
http://us.100y.com.tw/PNoInfo/21233.htm
http://us.100y.com.tw/PNoInfo/8413.htm
http://us.100y.com.tw/PNoInfo/21234.htm
http://us.100y.com.tw/PNoInfo/21235.htm
http://us.100y.com.tw/PNoInfo/11615.htm
http://us.100y.com.tw/PNoInfo/21236.htm
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Power Supplies UPS&

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twDC/DC Dual Output Power
Converters

Part No. Product No. Manufacturer Description DCVout DCVin Current DCVout Current Watts Efficiency %

21565 MAU207 MINMAX DC to DC Dual Output Power Converters +9V 4.5~5.5V +56mA -9V -56mA 1W 77%

21570 MAU208 MINMAX DC to DC Dual Output Power Converters +12V 4.5~5.5V +42mA - 12V -42mA 1W 78%

21571 MAU209 MINMAX DC to DC Dual Output Power Converters +15V 4.5~5.5V +34mA -15V -34mA 1W 79%

21563 MAU216 MINMAX DC to DC Dual Output Power Converters +5V 10.8~13.2V +100mA -5V -100mA 1W 74%

21566 MAU217 MINMAX DC to DC Dual Output Power Converters +9V 10.8~13.2V +56mA -9V -56mA 1W 79%

21569 MAU218 MINMAX DC to DC Dual Output Power Converters +12V 10.8~13.2V +42mA -12V -42mA 1W 81%

21572 MAU219 MINMAX DC/DC Dual Output Power Converter +15V 10.8~13.2V +34mA -15V -34mA 1W 81%

21562 MAU226 MINMAX DC to DC Dual Output Power Converters +5V 21.6~26.4V +100mA -5V -100mA 1W 72%

21567 MAU227 MINMAX DC to DC Dual Output Power Converters +9V 21.6~26.4V +56mA -9V -56mA 1W 76%

21568 MAU228 MINMAX DC to DC Dual Output Power Converters +12V 21.6~26.4V +42mA -12V -42mA 1W 76%

21573 MAU229 MINMAX DC to DC Dual Output Power Converters +15V 21.6~26.4V +34mA -15V -34mA 1W 80%

Efficiency up to 83%

Miniature Package

I/O Isolation 1000VDC

SMT Technology

Lost Cost

MTBF > 2,000,000 Hours

FEATURES:

Operating temperature Ambient 40 C~+70 C

Case 25 C~+90 C

Storage temperature 40 C~+125 C

Over load 120

Output short circuit 0 5 second max
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SPECIFICATIONS:
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Load regulation Io 20 to 100 See model selection guide

Ripple & Noise (20MHz) 5mV rms.

: = % %

:
1 2 4 5 6

MAU300 Series
Dual Outputs

Part No. Product No. Manufacturer Description DCVout DCVin Current DCVout Current Watts Efficiency %

14178 MAU305 MINMAX DC to DC Dual Output Power Converters +5V 4.5~5.5V +200m A -5V -200mA 2W 77%

14179 MAU306 MINMAX DC to DC Dual Output Power Converters +12V 4.5~5.5V +83mA -12V -83mA 2W 79%

21517 MAU307 MINMAX DC to DC Dual Output Power Converters +15V 4.5~5.5V +66mA -15V -66mA 2W 79%

14181 MAU315 MINMAX DC to DC Dual Output Power Converters +5V 10.8~13.2V +200mA -5V -200mA 2W 79%

14182 MAU316 MINMAX DC to DC Dual Output Power Converters +12V 10.8~13.2V +83mA -12V -83mA 2W 82%

21516 MAU317 MINMAX DC to DC Dual Output Power Converters +15V 10.8~13.2V +66mA -15V -66mA 2W 82%

21504 MAU325 MINMAX DC to DC Dual Output Power Converters +5V 21.6~26.4V +200mA -5V -200mA 2W 79%

21514 MAU326 MINMAX DC to DC Dual Output Power Converters +12V 21.6~26.4V +83mA -12V -83mA 2W 82%

21515 MAU327 MINMAX DC to DC Dual Output Power Converters +15V 21.6~26.4V +66mA -15V -66mA 2W 82%

High Efficiency up to 84%

2:1 Input Range

I/O Isolation 1500VDC

Industry Standard Pinout

SMT Technology

Short Circuit Protection

MTBF > 1,000,000 Hours

FEATURES:

Operating temperature Ambient 40 C~+71 C

Case 40 C~+90 C

Storage temperature 40 C~+125 C

Output short circuit Continuous

Load regulation Io 10 to 100 Typ ±0 2 Max ±0 5

Ripple & Noise (20MHz) Max 15mV rms.
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SPECIFICATIONS:
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No Pin

Dual output
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-Vout
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16 -Vout Common

22 +Vin

23 +Vin +Vin

MIW1000 Series
Dual Outputs

Part No. Product No. Manufacturer Description DCVout DCVin Current DCVout Current Watts Efficiency %

21451 MIW1015 MINMAX DC to DC Dual Output Power Converters +5VDC 4.5~9VDC +250mA -5VDC -250mA 2~3W 72%

21452 MIW1016 MINMAX DC to DC Dual Output Power Converters +12VDC 4.5~9VDC +125mA -12VDC -125mA 2~3W 75%

21453 MIW1017 MINMAX DC to DC Dual Output Power Converters +15VDC 4.5~9VDC +100mA -15VDC -100mA 2~3W 75%

21454 MIW1025 MINMAX DC to DC Dual Output Power Converters +5VDC 9~18VDC +250mA -5VDC -250mA 2~3W 77%

21455 MIW1026 MINMAX DC to DC Dual Output Power Converters +12VDC 9~18VDC +125mA -12VDC -125mA 2~3W 80%

21456 MIW1027 MINMAX DC to DC Dual Output Power Converters +15VDC 9~18VDC +100mA -15VDC -100mA 2~3W 80%

21457 MIW1035 MINMAX DC to DC Dual Output Power Converters +5VDC 18~36VDC +250mA -5VDC -250mA 2~3W 79%

21458 MIW1036 MINMAX DC to DC Dual Output Power Converters +12VDC 18~36VDC +125mA -12VDC -125mA 2~3W 82%

21459 MIW1037 MINMAX DC to DC Dual Output Power Converters +15VDC 18~36VDC +100mA -15VDC -100mA 2~3W 82%

http://us.100y.com.tw/PNoInfo/21565.htm
http://us.100y.com.tw/PNoInfo/21570.htm
http://us.100y.com.tw/PNoInfo/21571.htm
http://us.100y.com.tw/PNoInfo/21563.htm
http://us.100y.com.tw/PNoInfo/21566.htm
http://us.100y.com.tw/PNoInfo/21569.htm
http://us.100y.com.tw/PNoInfo/21572.htm
http://us.100y.com.tw/PNoInfo/21562.htm
http://us.100y.com.tw/PNoInfo/21567.htm
http://us.100y.com.tw/PNoInfo/21568.htm
http://us.100y.com.tw/PNoInfo/21573.htm
http://us.100y.com.tw/PNoInfo/14178.htm
http://us.100y.com.tw/PNoInfo/14178.htm
http://us.100y.com.tw/PNoInfo/14179.htm
http://us.100y.com.tw/PNoInfo/14181.htm
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http://us.100y.com.tw/PNoInfo/21504.htm
http://us.100y.com.tw/PNoInfo/21514.htm
http://us.100y.com.tw/PNoInfo/21515.htm
http://us.100y.com.tw/PNoInfo/21451.htm
http://us.100y.com.tw/PNoInfo/21452.htm
http://us.100y.com.tw/PNoInfo/21451.htm
http://us.100y.com.tw/PNoInfo/21453.htm
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http://us.100y.com.tw/PNoInfo/21459.htm
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Power Supplies UPS&

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twDC/DC Dual Output Power
Converters

Part No. Product No. Manufacturer Description DCVout DCVin Current DCVout Current Watts Efficiency %

21460 MIW1045 MINMAX DC to DC Dual Output Power Converters +5VDC 36~72VDC +250mA -5VDC -250mA 2~3W 80%

21461 MIW1046 MINMAX DC to DC Dual Output Power Converters +12VDC 36~72VDC +125mA -12VDC -125mA 2~3W 84%

21462 MIW1047 MINMAX DC to DC Dual Output Power Converters +15VDC 36~72VDC +100mA -15VDC -100mA 2~3W 84%

14184 MIW1114 MINMAX DC to DC Dual Output Power Converters +12V 4.5~9V +125mA -12V -125mA 3W 74%

14185 MIW1115 MINMAX DC to DC Dual Output Power Converters +15V 4.5~9V +100mA -15V -100MA 3W 74%

14186 MIW1124 MINMAX DC to DC Dual Output Power Converters +12V 9~18V +125mA -12V -125mA 3W 80%

21467 MIW1125 MINMAX DC to DC Dual Output Power Converters +15VDC 9~18VDC +100mA -15VDC -100mA 3W 80%

21474 MIW1134 MINMAX DC to DC Dual Output Power Converters +12V 18~36V +125mA -12V -125mA 3W 81%

21475 MIW1135 MINMAX DC to DC Dual Output Power Converters +15V 18~36V +100mA -12V -125mA 3W 81%

21476 MIW1144 MINMAX DC to DC Dual Output Power Converters +12V 36~75V +125mA -12V -125mA 3W 81%

21477 MIW1145 MINMAX DC to DC Dual Output Power Converters +15V 36~75V +100mA -12V -125mA 3W 81%

High Efficiency up to 85%

4:1 Input Range

I/O Isolation 1500VDC

Industry Standard Pinout

SMT Technology

Short Circuit Protection

EMI Complies With EN55022 Class A

MTBF > 1,000,000 Hours

FEATURES:

Operating temperature Ambient 40 C~+71 C Case 40 C~+90 C

Storage temperature 40 C~+125 C

Output short circuit Continuous

Load regulation Io 10 to 100 Typ ±0 3 Max ±1 0

Ripple & Noise (20MHz) Max 15mV rms.
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SPECIFICATIONS:
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Pin Single output
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No Pin

Dual output

Common

-Vin -Vin

-Vout

+Vout +Vout

+Vin

-Vin -Vin

NC

16 -Vout Common

22 +Vin

23 +Vin +Vin

MIW2000 Series

MIW2000 Series
Dual Outputs

Part No. Product No. Manufacturer Description DCVout DCVin Current DCVout Current Watts Efficiency %

14191 MIW2025 MINMAX +5VDC 9~36VDC +300mA -5VDC -300mA 3~4W 80%

14192 MIW2026 MINMAX DC to DC Dual Output Power Converters +12V 9~36V +167mA -12V -167mA 3~4W 83%

33526 MIW2027 MINMAX DC to DC Dual Output Power Converters +15V 9~36V +133mA -15V -133mA 3~4W 83%

14193 MIW2035 MINMAX DC to DC Dual Output Power Converters +5V 18~75V +300mA -5V -300mA 3~4W 82%

14194 MIW2036 MINMAX DC to DC Dual Output Power Converters +12V 18~75V +167mA -12V -167mA 3~4W 85%

High Efficiency up to 86%

High Power Density

2:1 Input Range

I/O Isolation 1500VDC

Industry Standard Pinout

SMT Technology

Short Circuit Protection

EMI Complies With EN55022 Class A

MTBF > 1,000,000 Hours

FEATURES:

Operating temperature Ambient 40 C~+71 C Case 40 C~+90 C

Storage temperature 40 C~+125 C

Output short circuit Continuous

Load regulation Io 0 to 100 Typ ±0 3 Max ±1 0

Ripple & Noise (20MHz) Max 15mV rms.

: :- :-

:-

:

: = % % . . % . . %

: :

o o o o

o o

2
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Pin Single output

2

3

9

11

14

No Pin

Dual output

Common

-Vin -Vin

-Vout

+Vout +Vout

+Vin

-Vin -Vin

NC

16 -Vout Common

22 +Vin

23 +Vin +Vin

Part No. Product No. Manufacturer Description DCVout DCVin Current DCVout Current Watts Efficiency %

21480 MIW3015 MINMAX DC to DC Dual Output Power Converters +5V 5V +500mA -5V -500mA 5~6W 79%

21488 MIW3016 MINMAX DC to DC Dual Output Power Converters +12V 5V +250mA -12V -250mA 5~6W 82%

21478 MIW3017 MINMAX DC to DC Dual Output Power Converters +15V 5V +200mA -15V -200mA 5~6W 82%

21482 MIW3025 MINMAX DC to DC Dual Output Power Converters +5V 12V +500mA -5V -500mA 5~6W 81%

21487 MIW3026 MINMAX DC to DC Dual Output Power Converters +12V 12V +250mA -12V -250mA 5~6W 84%

16590 MIW3027 MINMAX DC to DC Dual Output Power Converters +15V 12V +200mA -15V -200mA 5~6W 84%

21483 MIW3035 MINMAX DC to DC Dual Output Power Converters +5V 24V +500mA -5V -500mA 5~6W 83%

21486 MIW3036 MINMAX DC to DC Dual Output Power Converters +12V 24V +250mA -12V -250mA 5~6W 86%

21378 MIW3037 MINMAX DC to DC Dual Output Power Converters +15V 24V +200mA -15V -200mA 5~6W 86%

21484 MIW3045 MINMAX DC to DC Dual Output Power Converters +5V 48V +500mA -5V -500mA 5~6W 83%

21485 MIW3046 MINMAX DC to DC Dual Output Power Converters +12V 48V +250mA -12V -250mA 5~6W 86%

21479 MIW3047 MINMAX DC to DC Dual Output Power Converters +15V 48V +200mA -15V -200mA 5~6W 86%

MIW3000 Series
Dual Outputs

mailto:100y-1@163.com
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Power Supplies UPS&

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twDC/DC Dual Output Power
Converters

High Efficiency up to 83%

2:1 Input Range

I/O Isolation 1500VDC

SMT Technology

Short Circuit Protection

Industry Standard Pinout

EMI Complies With EN55022 Class A

Six-Side Shielded Case

MTBF > 700,000 Hours

FEATURES:

Operating temperature Ambient 40 C~+71 C Case 40 C~+90 C

Storage temperature 40 C~+125 C

Output short circuit Continuous

Load regulation Io 10 to 100 Typ ±0 1 Max ±0 5

Ripple & Noise (20MHz) Max 15mV rms.
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SPECIFICATIONS:
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No Pin

Dual output

Common

-Vin -Vin

+Vout +Vout

+Vin
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Part No. Product No. Manufacturer Description DCVout DCVin Current DCVout Current Watts Efficiency %

14188 MKW1026 MINMAX DC to DC Dual Output Power Converters +5VDC 9~18VDC +1000mA -5VDC -1000mA 10W 78%

21396 MKW1027 MINMAX DC to DC Dual Output Power Converters +12VDC 9~18VDC +416mA -12VDC -416mA 10W 81%

21398 MKW1028 MINMAX DC to DC Dual Output Power Converters +15VDC 9~18VDC +333mA -15VDC -333mA 10W 80%

21403 MKW1036 MINMAX DC to DC Dual Output Power Converters +5VDC 18~36VDC +1000mA -5VDC -1000mA 10W 80%

14189 MKW1037 MINMAX DC to DC Dual Output Power Converters +12VDC 18~36VDC +416mA -12VDC -416mA 10W 82%

21404 MKW1038 MINMAX DC to DC Dual Output Power Converters +15VDC 18~36VDC +333mA -15VDC -333mA 10W 82%

21410 MKW1046 MINMAX DC to DC Dual Output Power Converters +5VDC 36~75VDC +1000mA -5VDC -1000mA 10W 81%

14190 MKW1047 MINMAX DC to DC Dual Output Power Converters +12VDC 36~75VDC +416mA -12VDC -416mA 10W 83%

21411 MKW1048 MINMAX DC to DC Dual Output Power Converters +15VDC 36~75VDC +333mA -15VDC -333mA 10W 83%

MKW1000 Series
Dual Outputs

High Efficiency up to 83%

2:1 Input Range

I/O Isolation 1500VDC

SMT Technology

Short Circuit Protection

MTBF > 1,000,000 Hours

FEATURES:

Operating temperature Ambient 40 C~+71 C Case 40 C~+90 C

Storage temperature 40 C~+125 C

Output short circuit Continuous

Load regulation Io 10 to 100 Typ ±0 3 Max ±1 0

Ripple & Noise (20MHz) Max 10mV rms.
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SPECIFICATIONS:
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MSIW1000 Series
Dual Outputs

Part No. Product No. Manufacturer Description DCVout DCVin Current DCVout Current Watts Efficiency %

21416 MSIW1025 MINMAX DC to DC Dual Output Power Converters +5VDC 9~18VDC +300mA -5VDC -300mA 3W 78%

21417 MSIW1026 MINMAX DC to DC Dual Output Power Converters +12VDC 9~18VDC +125mA -12VDC -125mA 3W 81%

21418 MSIW1027 MINMAX DC to DC Dual Output Power Converters +15VDC 9~18VDC +100mA -15VDC -100mA 3W 81%

21424 MSIW1035 MINMAX DC to DC Dual Output Power Converters +5VDC 24V(18~36VDC) +300Ma -5VDC -300mA 3W 79%

21425 MSIW1036 MINMAX DC to DC Dual Output Power Converters +12VDC 24V(18~36VDC) +125mA -12VDC -125mA 3W 82%

21426 MSIW1037 MINMAX DC to DC Dual Output Power Converters +15VDC 24V(18~36VDC) +100mA -15VDC -100mA 3W 82%

21431 MSIW1045 MINMAX DC to DC Dual Output Power Converters +5VDC 36~75VDC +300mA -5VDC -300mA 3W 79%

21432 MSIW1046 MINMAX DC to DC Dual Output Power Converters +12VDC 36~75VDC +125mA -12VDC -125mA 3W 82%

21433 MSIW1047 MINMAX DC to DC Dual Output Power Converters +15VDC 36~75VDC +100mA -15VDC -100mA 3W 81%

3kVDC Isolation (1 Minute)

Wide Temperature Performance at Full 1 Watt Load, -40°C to 85°C

Lead Frame Technologyn

CECC00802 Reflow (280°C)

Dual Isolated Outputn

Efficiency to 82%

Power Density 1.5W/cm3

5V & 12V Inputn

5V, 9V, 12V and 15V Output

Footprint Over Pins 1.64cm2

UL 94V-0 Package Material

No Heatsink Required

Internal SMD Construction

Toroidal Magnetics

Plastic Encapsulated

MTTF up to 2.1 Million Hours

Custom Solutions Available

Multi Layer Ceramic Capacitors

Lead Free Compatibility

Tape and Reel Option

FEATURES:

NTV Series

PIN 1 3 5 9 11 12 14 18 20 22

GND VIN NA OV -V NA +V NA NA NA

Part No. Product No. Description DCVout DCVin Current DCVout Current Watts Efficiency %

30403 NTV0512M DC to DC Dual Output Power Converter 12V 5V -42mA 5V 42mA 1W 79%

30402 NTV0515M DC to DC Dual Output Power Converter 15V 5V -33mA 5V 33mA 1W 80%
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twDC/DC Dual Output Power
Converters

Low Cost

Regulated outputs

MTBF > 800,000 Hours

40mV P-P Ripple and Noise

Industry standard pinout

I O isolation 500VDC

Short circuit protection

/

FEATURES:

Operating temperature Ambient 25 C~+71 C Case 25 C~+90 C

Storage temperature 40 C~+125 C

Output short circuit Continuous

Load regulation Io 10 to 100 Typ ±0 Max ±0 5

Ripple & Noise (20MHz) Max 5mV rms.
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Dual output
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S200R Series

Part No. Product No. Manufacturer Description DCVout DCVin Current DCVout Current Watts Efficiency %

39034 S201R MINMAX DC to DC Dual Output Power Converters 5VDC 5VDC 800mA 5VDC 400mA 2W 50%

13254 S204R MINMAX DC to DC Dual Output Power Converters +12VDC 4.5~5.5V/740mA 83mA -12VDC 83mA 2W 53%

17475 S205R MINMAX DC to DC Dual Output Power Converters +15VDC 4.5~5.5V/770mA 66mA -15VDC -66mA 2W 51%

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw
DC/DC Triple Output Power
Converters

FEATURES:

:

:

/

: /

-

% -

,

2 1 wide input range

4 1 wide input range

1000VDC I O isolation

Input Pi network filter

Protection short circuit overload

Cooling by free air convection

Five sided shield metal case

100 full load burn in test

Low cost high reliability

1 year warranty

Pin no.
Output

TripleDual

1

-Vin

2

-Vin

-Vout

+Vout

3

4

+Vout5

-Vout

+Vin +Vin

No Pin

6

7

8

R C. . R C. .

No Pin

COMMON

COMMON

+5V

TRIM

Voltage set point accuracy ±2 max

Line regulation ±0 5 max

Load regulation ±0 5 10 ~Full load Dual

±5 10 ~full load triple

Efficiency 80 full load nominal I P

Short circuit protection continuous auto recovery

Overload protections 110~250 auto recovery

: %( .)

: . %( .)

: . %( % )( )

%( % )( )

: %@ , /

: , -

: %, -

I O isolation voltage 1000VDC min

I O isolation resistance 100MΩ(min 500VDC

Working temperature 25 C to 71 C no derating , 85 C 60 load

Storage temperature 40 C to 105 C

Temp Coefficient ±0 03 C max

/ : ( .)

/ : .)@

:- + ( ) + @ %

:- +

. : . %/ ( .)

o o o

o o

o

Part No. Product No. Manufacturer Description DCVin DCVout Current DCVout Current Watts Efficiency %

40998 TKA30A-B MEAN WELL DC to DC Triple Output Power Converter 18-36V +5V +-310mA +-12VDC 3500mA 30W 80%

29334 TKA30B-B MEAN WELL DC to DC Triple Output Power Converter 18~36V +5V +3500mA ±12VDC ±310mA 30W 80%

38617 TKA30B-C MEAN WELL DC to DC Triple Output Power Converter 18~36V +5V +3500mA ±15VDC ±250mA 30W 80%

DC to AC Power Converters
DC to AC Power Inverter

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw

Load regulation MAX 300W

Load moment MAX 1000W

Input voltage DC12V

( .):

( .):

:

Part No. Product No. Description Output voltage(ACVout) Input voltage(DCVin) Max.Power(W)

12453 2263 DC to AC Power Convertor AC110 DC12V 300W

7985 2264 DC to AC Power Convertor AC110V DC12V 600W

Output voltage AC110V

Working temperature 15 C~50 C

:

:-
o o

Part No. Product No. Description Output voltage(ACVout) Input voltage(DCVin) Max.Power(W)

12670 2265 DC to AC Power Convertor AC110V DC12V 1500W

DC to AC Power Convertor

FEATURES:

: , , , ,

/ : ,

: ( ) ( )

DC to AC Inverter 100W 150W 200W 300W 600W

DC to AC Inverter Battery charger 300W 600W

Input DC12V 10~15V or 24V 20~28W

: , , , , ,

: %

:

Output AC 100V 110V 120V 220V 230V 240V

Efficency 90

Output waveform modified sine wave

Part No. Product No. Description Output voltage(ACVout) Input voltage(DCVin) Max.Power(W)

7502 2280 DC to AC Power Convertor AC110V DC12V 150W

http://us.100y.com.tw/mainFrame.asp?mat3=27DB697
http://us.100y.com.tw/
http://us.100y.com.tw/
http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27DC
http://us.100y.com.tw/mainFrame.asp?mat3=27FA
http://us.100y.com.tw/PNoInfo/39034.htm
http://us.100y.com.tw/PNoInfo/39034.htm
http://us.100y.com.tw/PNoInfo/13254.htm
http://us.100y.com.tw/PNoInfo/17475.htm
http://us.100y.com.tw/PNoInfo/40998.htm
http://us.100y.com.tw/PNoInfo/40998.htm
http://us.100y.com.tw/PNoInfo/29334.htm
http://us.100y.com.tw/PNoInfo/38617.htm
http://us.100y.com.tw/PNoInfo/12453.htm
http://us.100y.com.tw/PNoInfo/12453.htm
http://us.100y.com.tw/PNoInfo/12670.htm
http://us.100y.com.tw/PNoInfo/12670.htm
http://us.100y.com.tw/PNoInfo/7502.htm
http://us.100y.com.tw/PNoInfo/7502.htm
mailto:100y-1@163.com
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twDC to AC Power Inverter
Output power continuous 300W

Output power surge 1000W

Regulation 10

Efficiency 90

:

:

:+/- %

: %

Over temperature protection 55oC 5oC

Dimensions LxWxH :250x104x58mm

Net weight 0 9KGS approx

: +/-

( )

: . ( .)

Part No. Product No. Description Output voltage(ACVout) Input voltage(DCVin) Max.Power(W)

16086 DA-12030-110V 12? 110V 300W Power Converter For Car 110V 12V 300W

Output regulation max 110VAC ± 750W

Output moment 1500W

Fuse 40A 2 Fast acting

.: 5%

:

: * -

Input voltage 10 15VDA

Size 245mm 105mm 158mm

Weight 1 6kg

: -

: * *

: .

Part No. Product No. Description Output voltage(ACVout) Input voltage(DCVin) Max.Power(W)

42742 DA-12075-110V 12? 110V 750W Power Converter For Car 110V 12V 750W

Input voltage DC 8 5V~15V

Output voltage AC 110V

Output capacity 60Hz

Output regulation power 150W

: .

:

:

:

Output moment power 200W

Fuse 15A

Size L W H :143 77 45mm

Net Weight 520g

:

:

( * * ) * *

:

Part No. Product No. Description Output voltage(ACVout) Input voltage(DCVin) Max.Power(W) Efficiency

15113 DA-150W DC to AC Power Convertor AC110V 50~60Hz DC10.5V~15V 150W +/-5%

Part No. Product No. Description Output voltage(ACVout) Input voltage(DCVin) Max.Power(W) Efficiency

23827 DA-350W DC to AC Power Convertor AC110V 50~60Hz DC21.5~30V 150W ±10%

DC to AC Power Convertor

Output power continuous 2500W

Output power surge 5000W

Over load 2501 3000W

DC input voltage 10 15V

Low battery alarm audible 10 7VDE

:

:

: -

: -

: , .

Low battery cutout 10VDC

Efficiency approx 85 90

Over temperature protection 55 C 5 C

Dimensions LxWxH :496x203x166mm

Net weight 9 KGS approx

:

: , - %

: +/-

( )

: ( .)

o o

Part No. Product No. Description Output voltage(ACVout) Input voltage(DCVin) Max.Power(W) Efficiency

16298 G-12-250 12? 110V 2500W Power Convertor Foc Car 110V 12V 2500W approx, 85-90%

Part No. Product No. Description Output voltage(ACVout) Input voltage(DCVin) Max.Power(W)

27822 HH172 Power Convertor AC110V DC12V 300W

1. With strict Q.C. and strong development ability, our inverter series have achieved CE, e-mark via TUV approval and

ISO 9001 certification.

2. All of our inverters are wisdom micro control models and have more better protections than normal inverters .

1. DC to AC inverter:150W, 300W, 400W, 600W, 800W, 1000W, 1700W, 2500W.

2. Inverter W/battery charger:350W, 600W, 1000W, 1700W.3. DC to DC converter:10A, 15A, 20A.

All of our inverter are intelligent models and have CE, e-mark

SPECIFICATION :

FEATURES :

DESCRIPTION:

Output power 1500w continue Output Abidance 1700W 30min ( 700W Output 30 minute 3000w surge output Output

moment (100ms

Input voltage DC 10~15V

Output voltage AC 100 110 120 220 230 240V

Output waveform modified sine wave

: ( ) ( ) 1 ) (

) )

:

: , , , , ,

:

Efficiency 85 ~ 0

Cooling by fan

Fuse 30A 10PCS

Size L W H :455 210 85mm

Weight 5 5kgs

: % 9 %

:

: *

( * * ) * *

: .

Part No. Product No. Description Output voltage(ACVout) Input voltage(DCVin) Max.Power(W) Efficiency

47712 MDA-N-1700-110V 1700W DC to AC INVERTER AC110V DC12V 1700W 85 % ~ 90 %

http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=27FA
http://us.100y.com.tw/PNoInfo/16086.htm
http://us.100y.com.tw/PNoInfo/16086.htm
http://us.100y.com.tw/PNoInfo/42742.htm
http://us.100y.com.tw/PNoInfo/42742.htm
http://us.100y.com.tw/PNoInfo/15113.htm
http://us.100y.com.tw/PNoInfo/15113.htm
http://us.100y.com.tw/PNoInfo/23827.htm
http://us.100y.com.tw/PNoInfo/23827.htm
http://us.100y.com.tw/PNoInfo/16298.htm
http://us.100y.com.tw/PNoInfo/16298.htm
http://us.100y.com.tw/PNoInfo/27822.htm
http://us.100y.com.tw/PNoInfo/27822.htm
http://us.100y.com.tw/PNoInfo/47712.htm
http://us.100y.com.tw/PNoInfo/47712.htm
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Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twUninterruptible Power Supplies
Off-Line UPS

Output Capability power 300W 500VA
Output 120V

: /
:

Output: Input:
:

: +/-
Input voltage 120V
Input frequency 60Hz 3Hz

Part No. Product No. Description Size

42751 BE500TW APC Back-UPS ES 500VA 175x277x84mm

High Convert efficiency Long working time Insure computer Power cut off
UPS-1000AP

UPS-BNT-500

Part No. Product No. Description Output Waveform Convert Time communction Size

15753 UPS-1000AP Off Line UPS 1000VA
Sine Wave

1150V/220V+/-5%

2/4 ms(Include

Testing Time
130/382/201mm

14118 UPS-BNT-500
Off Line UPS -500VA

110VAC in/110VAC out

Sine Waves

115V/220V+/-5%

2/4 ms(Include

Testing Time)
No 97*320*135mm

Input capability 1000AV

Output voltage Rating voltage 5 single-phase 100V 110 115V120V or 220V 230V 240

Weight 15 0 33 0 pound

:

: +/- %( / / / / )

: . ( . )

Part No. Product No. Description Output Waveform communction Size

29329 UPS-KIN-1000AP-220 Off Line UPS -1000VA 110V ±5% Sine Waves RS232 130 x 382 x 201mm

AC INPUT

AC OUTPUT

PROTECTION

:

:

:

:

:

:

:

AC Input capacity on battery 525VA

AC Input Voltage 100V/110V/115V/120V/220V/230/240V+/-25% at line input

AC output voltage Simulated sine wave at 100V/110V/115V/120V/220V/230V/240V +/-5%

AC Output Transfer 2/4 milliseconds, including detection time

Protection Overload UPS automatic shutdown if overload over 110% of nominal at 60 seconds and 130% at 3 seconds.

Physical Dimension mm 97 x 320 x 135

Physical Dimension inch 3.8" x 12.6" x 5.3"

Rating capability 1000VA 600W

Rating voltage 110V

Input voltage range 88V~132V

: /

:

:

UPS Output capability 1000VA

Temperature 0~35 C

Size 120x300x190 WxDxH mm

:

:

: ( )

o

Part No. Product No. Description

26225 UPS-KIN-525AP-220 Off Line UPS -500VA 220VAC in/220VAC out

Part No. Product No. Description Output Waveform Convert Time Size

17301 V1000 Off-Line UPS Simulate Sine Wave 4-10ms 120(W)*300(D)*190(H)mm

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com tw
On-Line UPS

CPU Controlled Smart UPS

Input Power Factor Correction

Self Diagnostic

Green Mode Function

Back-up Mode Test Function

S1010-110-110

True RS232 Interface

Integrated Compact Size

By Pass Load Protection

Long Back-up Time Series Abailable

Part No. Product No. Description Output Waveform Convert Time communction Size

14064 S1010-110-110
On Line UPS-1KVA UPS IN:110V

OUT:110V

50Hz/60Hz(auto t

racking)

Line fails or recovers:0 UPS to

BYPASS:<4 milli seconds
RS232 152*400*220(mm)/17kg

We provide a wide range of products to development and maintenance engineers in all type of business

If you cannot find the components you want on the catalogue please call us, .

Centenary Materials
Waiting for your phone call021 54151736-Shanghai:

Taiwan 886 3 5753170: - -

0755 83298787-Shenzhen:

mailto:100y-1@163.com
http://us.100y.com.tw/PNoInfo/42751.htm
http://us.100y.com.tw/PNoInfo/42751.htm
http://us.100y.com.tw/PNoInfo/15753.htm
http://us.100y.com.tw/PNoInfo/15753.htm
http://us.100y.com.tw/PNoInfo/14118.htm
http://us.100y.com.tw/PNoInfo/14118.htm
http://us.100y.com.tw/PNoInfo/29329.htm
http://us.100y.com.tw/PNoInfo/29329.htm
http://us.100y.com.tw/PNoInfo/26225.htm
http://us.100y.com.tw/PNoInfo/26225.htm
http://us.100y.com.tw/PNoInfo/17301.htm
http://us.100y.com.tw/PNoInfo/17301.htm
http://us.100y.com.tw/PNoInfo/14064.htm
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Power Supplies UPS&

Detailed product specifications are available on: . . .us 100y com twDetailed product specifications are available on: . . .us 100y com twOn-Line UPS

ON-LINE UPS - 1kva, 2kva, 3kva

CPU controlled smart UPS

Green Mode Function, Line Fault Detection

Output Short Circuit Protection

True RS232 Interface via dual communication port

Power stage designed with high frequency DC_AC Isolation

Input power factor correction

Patents of built-in circuits, outlook and software

CNS, CE (EN55022),UL (FCC class A) approved

Configuration from serial port and http web browser.

Management from SNNP manager and http web browser.

Support shutdown programs for multiple operation system-

Windows 95,NetWare and UNIX.

Upgrade from TFTP server and serial port.

Scheduling function to control UPS.

History log and statistic log for further tracing.

UPS shutdown warning broadcast by http.

UPS event notice by pager.

Frequency 50Hz/60Hz (Auto Tracking)

Voltage Regulation ±3%

Overload Capability Sustaining at least 50 seconds at 105% load, immediate response at 150% load

:

:

:

Output

Efficiency

AC to AC >83%:

Environment

:

:

:

Temperature 0

Humidity 0% ~ 95% (non-condensing)

Dimension W x D x H (mm)152x400x220

℃ ~ 40℃

Part No. Product No. Description Output Waveform Convert Time communction Size

14063 S1010-220-220 Off Line UPS-1KVA UPS IN:220V OUT:220V 50Hz/60Hz(auto t racking)
Line fails or recovers:0 UPS to BYPASS:<4

milli seconds
RS232 152*400*220(mm)

Net Weight kgs)(

: :Without Battery 15 kg With Internal Battery 7.5 kg

AC INPUT

AC OUTPUT

AC Input Capacity on Battery: 1000VA

AC Input Voltage: (+/-) 25% at line input

AC Input Frequency: 50 or 60 Hz+/-5% (auto sensing)

AC Output Voltage: Pure sine wave at +/-5% of nominal,

-10% of nominal after low battery warning

AC Output Frequency: 50 or 60 Hz +/- 0.5%

AC Output Voltage: Regulation AVR automatically increase

output voltage 15% above input vo-25% of nominal.

AVR decrease output voltage 15% below input voltage

if +9% to +25% of nominal

PROTECTION

Protection Overload: UPS automatic shutdown if overload

exceeds 110% nominal at 20 sec and

Protection Unit: Fuse for 110V models

(600VA~2500VA) and 220V models

(under 1250VA), bre

model (3000VA) and 220V models

(above 1500VA)

Protection Transfer Time: 2/4 milliseconds (typical), including

detection time

Protection Short Protection: UPS output cut off immediately or

input fuse( or breaker) protection
Physical Weight kgs Tower: 15

Physical Weight lbs Tower: (33.0lb)

Physical Weight lbs RM: N/A

Physical Dimension mm Tower: 140x436x210

Physical Dimension inch Tower: 5.5

PHYSICAL

Environment Ambient: 3,500 meters max. elevation, 0-95% humidity

non-condensing, 0-48 deg

Environment Audible: <40dBA (1 meter from surface)

Environment Storage Condition: 15,000 meters max. elevation

ShowOrder: 30

ENVIRONMENT

Part No. Product No. Description Output Waveform Convert Time Size

16117 SMK-1000A-LED Off Line UPS -1000VA Sine Wave 220V+/-5% 2/4 ms(Include Testing Time) 140(W)*445(D)*200(H)mm

AC INPUT

AC OUTPUT

EFFICIENCY

:

:

:

:

:

:

:

:

AC Input Voltage 100V : 76V~130V 110V : 80V~138V 115V : 83.5V~140V 120V : 87V~140V 208V :

152V~260V 220V : 160V~276V 230V : 167V~280V 240V : 174V~280V

AC Input Frequency 50Hz or 60Hz +/- 3Hz

AC Output Frequency 50Hz/60Hz (Auto detection)

AC Output Voltage 100/110/115/120V or 208/220/230/240V

AC Output Voltage Regulation +/-2 % (+/- 1 % particular country)

AC Output Frequency stability +/-0.5 %

AC Output Overload detection 105% for 10 seconds and

130% ± 10% for 300ms

Efficiency >85%

ENVIROMENT

PHYSICAL

:

:

:

:

:

:

Environment Temperature 0 deg C~40 deg C

Environment Humidity 0%~95%

(Non condensing)

Physical Weight kgs Tower 18

Physical Weight lbs Tower (39.6 lb)

Physical Dimension mm Tower 145 x 400 x 220

Physical Dimension inch Tower (5.7" x 15.7" x 8.7")

Part No. Product No. Description Output Waveform Convert Time Size

21727 ULT-1500 Off Line UPS -1500VA Wave Filter 0ms 145(W)*400(D)*220(H)mm

AC INPUT

DC OUTPUT

:

: ); ( % )

& : %

Rating voltage 110V

Voltage range 80V~138V (fully loaded 65V~80V 70 load

Voltage stability 110V±2

ENVIRONMENT

:

: / -

Operating temperature 0~40 C

Safety UL C UL

o

Part No. Product No. Description Output Waveform communction Size

20167 UPS-N1KV Off Line UPS -1000VA Sine Wave RS232 140x363x242(mm)

http://us.100y.com.tw/mainFrame.asp?mat3=27HC
http://us.100y.com.tw/PNoInfo/14063.htm
http://us.100y.com.tw/PNoInfo/14063.htm
http://us.100y.com.tw/PNoInfo/16117.htm
http://us.100y.com.tw/PNoInfo/16117.htm
http://us.100y.com.tw/PNoInfo/21727.htm
http://us.100y.com.tw/PNoInfo/21727.htm
http://us.100y.com.tw/PNoInfo/20167.htm
http://us.100y.com.tw/PNoInfo/20167.htm
mailto:100y-1@163.com
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