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Switches & Control Gear

Magnetic Switches
Magnetic Switch-With Line

o g

Detailed product specifications are available on: us. 100y. com. tw

3.4 TYPE:NO+NC
\ ° SIZE:34x15x8. 3mm
< — s
i i f COLOR: IVORY
- 3 o0 || j
— — 25.6 —» - Part No. Product No. Description
1.6
«—— 340 —» [ 8.3 |+ 7697 5047 Magnetic Switch
A A 2 e Surface mount/wire leads
& 9 g O @] e Available in closed loop and open loop
(ES8NE0) PUEIY 1.58 (40) N
2 (50.3) a3) -
2 (50.8) Part No. Product No. Description
3183 MC-12A Magnetic Switch MC-12

® Miniature Surface mount

e Standard 15mm + gap

* Available in Closed loop and Open loop

e Latching type upon request

e Switches or magnet only are available Supply

Part No. Product No. Description
40158 MC-15AB Magnetic Switch MC-15 ROHS
Magnetic Switch Detailed product specifications are available on: us. 100y. com. tw
'
000 - { ‘S‘ } « MODEL:MAG-701 A-OC
L a5 ‘ e TYPE:NO+NC
‘47 " 4’1 ‘ e | e SIZE:64. 51x44x14mm
e COLOR:IVORY OR BROWN
Part No. Product No. Description
3571 5046 Magnetic Switches
= - - Part No. Product No. Description
42994 FR2282 Reed Switch_SRC Devices FR SMD Series

DIP Switches (In-Line Switches)

In-Line Switches

1

Part No.

12988
29799
28879
12989
29798
12990
29797
45566
41672

DSIC08LHGET

Product No.

DSHD-04TSGET
DSHPO2TSSET
DSHPO4TSSET
DSHPO6TSGET
DSHPO6TSSET
DSHPO8TSGET
DSHPO8TSSET
DSHP10TSGET
DSICO8LHGET
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Manufacturer

Kingtek

Kingtek

Detailed product specifications are available on: us. 100y. com. tw

8. 5£0. 2

Features

Gold/Gold plated Gold/Tin plated Unit
2 G type P/N S type P/N mm inch
% DSHP02TSG DSHP02TSS 4.12 0.16
o DSHP04TSG DSHP04TSS 6.66 0.26
DSHPO6TSG DSHP0O6TSS 9.20 0.36
DSHP08TSG DSHP08TSS 11.74 0.46
DSHP10TSG DSHP10TSS 14.28 0.56

*Hyper-miniature DIP Switch, surface mount device base on 1.27mm pitch.

*Lowest contact resistance less than 50m.

*Twin points and gold-plated contact, reliable design.

*All materials are UL 94V-0 grade, high temperature resistance plastic.

Description

SMD Type DIP Switches

SMD Switches (In-Line Switches)
SMD Type DIP Switches

SMD Type DIP Switches
SMD-Switches (In-Line Switches)
SMD Type DIP Switches
SMD-Switches (In-Line Switches)
SMD Type DIP Switches

DIP Switches

No. of pos.

4-P
2-P
4-P
6-P
6-P
8-P
8-P
10P
8-P

Package

SMD
SMD

SMD

SMD

mm—
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Taiwan:886-3-5753170
Taiwan:886-3-5753172
il: Taiwan:us_ sale@100y.com.tw

Shenzhen:86-755-83298787
Shenzhen:86-755-83640655
Shenzhen: 100y@163. com

Shanghai: 86-21-54151736
Shanghai: 86-21-64605107
Shanghai: 100y—-1@163. com
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Detailed product specifications are available on: us. 100y. com. tw

ELECTRICAL
E1RS Electrical life: 2000 operation cycles per switch 24VDC, 25mA.
I E E 3 E E E E Efifc’aﬁ Non-Switching Rating: 100mA, 50 VDC
I Switching Rating: 25mA, 24VCD.
cto MTT I 0T LT J 0T T[] ) ) )
Dielectric Strength: 500VAC/1 minute.
o= 11050, 1 Ja Capacitance: 5pF max.
PRODNO. | NO.OFPOS | DIMA ié (0049 |8 Circuit: Single pole single throw
. 6 S e e e e e e s A _
RI/RIR-03 03 8.56 0.337 ﬁ MECHANICAL
RI/RIR-04 04 1.1 0.437 o= \ ) ) )
N ¥ Mechanical life: 2000 operations per cycle switch
RI/RIR-06 06 16.18 0.637 N .
RURIR-08 08 2126 | 0837 ° 2 Operation Force: 600gf max.
“ Stroke: 0.9mm
0.5
4l—L_(D271%§UYuP *J'Lmzm Operation Temp: -25° C to +70° C
2 Storage Temp: -40° C to +85° C
Part No. Product No. Description No. of pos.
17515 RI-04-H IC Type DIP Switches 4-p
17516 RI-06-H IC Type DIP Switches 6-P
17517 RI-08G-H IC Type DIP Switches 8-P
50471 RI-10G-H IC Type DIP Switches 10-P
3594 RIR-03-S DIP Switches 3-P
3595 RIR-04-S IC Type DIP Switches 4-p
3596 RIR-06-S IC Type DIP Switches 6-P
3597 RIR-08G-S IC Type DIP Switches 8-P
50381 RIR-10G-S IC Type DIP Switches 10-P
| A |
‘ ‘ SPECIFICATION
ﬁﬁm M ELECTRICAL
7;7'5_ =S Electrical life: 2000 operation cycles per switch 24VDC, 25mA.
} E E E E E E E E B Non-switching rating: 100mA, 50 VDC
Switching rating:25mA, 24VCD.
cto ST LI LT LT J 0T T L]
Contact resistance: (a) 50mQ max. atinitial
1.1020. 1 o8 (b) 100mQ max. after life test.
(0043 os | PRODNO. | NO.OFPOS | DIMA Insulation resistance:100MQ min. (at 500VDC)
o e e e e e e - )
ts | RM/RMR-04 04 11.1 0. 437| Capacitance: 5pF max.
mg RM/RMR-05 05 13. 64 |0.537 Circuit: Single pole single throw
o & | RM/RMR-06| 06 16. 18 |0. 637 MECHANICAL
IS RM/RMR-07 07 18.72 |0.737 Mechanical life: 2000 operations per
J—Lﬁﬁ%‘mﬂl’ JL(TO;ZO) RM/RMR-08| 08 21.26 |0. 837 cycle switch Shock:0. 9mm
B RM/RMR-10 10 26.34 |1.037| Operationg force:600gf max. Operation Temp: -25°Cto +70°C
Storage Temp: -40° Cto +85°C
Part No. Product No. Manufacturer Description No. of pos.
17248 RM-04 RESON SURFACE MOUNTING TYPE DIP SWITCH 4p
18694 RM-05 RESON SURFACE MOUNTING TYPE DIP SWITCH 5P
17249 RM-06 RESON SURFACE MOUNTING TYPE DIP SWITCH 6P
17250 RM-07 RESON SURFACE MOUNTING TYPE DIP SWITCH 7P
17251 RM-08 RESON SURFACE MOUNTING TYPE DIP SWITCH 8P
17252 RM-10 SURFACE MOUNTING TYPE DIP SWITCH 10P
1.3
m W A | (0.051) PRODNO. | NO.OFPOS | DIMA
ﬁ - ‘ ‘ g I e = | RSR/RS-01 01 3.84 [0.151
ﬁ E m fﬁ‘e L .‘35 RSR/RS-02 02 6.08 |0.239
m H H H H H H H E g% * "—% |RSRRS-03| 03 8.92 |0.315
W AR H H H H H H H ‘ RSR/RS-04 04 11. 16/0. 439
0.60 3¢ | RSR/RS-05 05 13.70/0. 539
SPECIFICATION J—% *ﬂmw g
ELECTRICAL; ) S | RSR/RS-06 06 16. 24/ 0. 639
Electrical life: 2000 operation cycles per switch 24VDC, 25mA. 3 RSR/RS-07 07 19. 08/ 0. 751
Non.—svyltchmg rating: 100mA, 50 VDC MECHANICAL RSR/RS-08 08 21. 32| 0. 839
Switching rating:25mA, 24VCD. Mechanical life: 2000 operations per cycle switch RSFYRSOb 09 24 16/ 0. 951
Contact resistance: (a) 50mQ max. atinitial Operationg force : 800gf max. - . .
(b) 100mQ max. after life test. Shock: 2. Omm RSR/RS-10 10 26. 40/ 1. 039
Insulation resistance: 100MQ min. (at 500VDC) J\ . . RSR/RS-12 12 31. 48/ 1. 239
Capacitance : 5pF max. Operation Temp: -25° Cto +70° C
Circuit: Single pole single throw Storage Temp: -40°Cto +85°C
Part No. Product No. Description No. of pos.
22095 RS-01-B DIP Switches 01-P
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-02
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com

Shanghai: 100y—-1@163. com
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Switches & Control Gear

In-Line Switches Detailed product specifications are available on: us. 100y. com. tw

Part No. Product No. Description No. of pos.
3599 RS-02-B DIP Switches 2-P
3598 RS-03-B DIP Switches 3-P
3600 RS-04-B DIP Switches 4-P
22096 RS-05-B DIP Switches 05-P
6792 RS-06-B DIP Switches 6-P
6793 RS-07-B DIP Switches 7-P
3601 RS-08-B DIP Switches 8-P
22097 RS-09-B DIP Switches 09-P
6794 RS-10-B DIP Switches 10-P
4492 RS-12-B DIP Switches 12-P
19486 RSR-02-B DIP Switches (In-Line Switches) 02
19487 RSR-08-B DIP Switches (In-Line Switches) 08
19488 RSR-12-B DIP Switches (In-Line Switches) 12

HAHAAHAHAHAHA J‘;ﬂpﬂ
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Part No. Product No. Description No. of pos. Package
H H H H H H H H 49911 SOP12 SMD Type DIP Switches 12-P TUBE
Piano Type DIP Switches Detailed product specifications are available on: us. 100y. com. tw
(In_LIne SWItCheS) | 2 s SPECIFICATION
‘ ‘ g ELECTRICAL

Electrical life: 2000 operation cycles per switch 24VDC, 25mA.
Non-switching rating: 100mA, 50 VDC

Sl AREEEIRIEIEIE SR vt

U U U U U k Contact resistance: (a) 50mQ max. atinitial
(b) 100mQ max. after life test.

3.6
9.90
(0. 390)

PRODNO. | NO.OFPOS | DIMA | X
RA=04 04 1. 16 | 0. 439 ‘ 2505 »“ STt 48 Insulation resistance: 100MQ min. (at 500VDC)
RA-06 b s 629 . NS Dielectric strength:500VAC / | min.

_ Capacitance: 5pF max.
RA-08 08 21.32 | 0. 839 Shock: 2. Omm

Circuit: Single pole single throw
MECHANICAL Operation Temp:

(0.051) |
1.3 -
[T T I rIrird . .
Mechanical life: 2000 operations per 25°Cto+70°C
cycle switch Storage Temp:

L Operationg force: 800gf max. -40°Cto+85°C

0
(0. 057

0. 224)

L 70

Part No. Product No. Description No. of pos.
12400 RA-04-B Piano Type DIP Switches 4-P
12401 RA-06-B Piano Type DIP Switches 6-P
12402 RA-08-B Piano Type DIP Switches 8P
SPECIFICATION A ‘
W ELECTRICAL ‘ ‘
w Electrical life: 2000 operation cycles per switch 24VDC, 25mA.
w m Non-switching rating: 100mA, 50 VDC
Switching rating:25mA, 24VCD. 8 E
Contact resistance: (a) 50mQ max. atinitial °°
(b) 100mQ max. after life test. :U:U: :U:U:U:U:U:
Insulation resistance: 100MQ min. (at 500VDC) L
1.40
(0. 055)
Dielectric strength: 500VAC / | min.
C.apafsltan'ce: 5pF max.. Shock: 2. Omm L
Circuit: Single pole single throw Operation Temp: -25° C to +70° C Sﬁi
MECHANICAL Storage Temp: -40° Cto +85°C i
Mechanical life: 2000 operations per cycle switch b =
Operationg force:400gf max. H H H H H H H ‘
l ‘ 2.54 TYP H 0.60 S@
“70.100) 470, 024) ,ﬂ;
B
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-03
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Piano Type DIP Swi
(In-Line Switches)

Switches & Control Gear

tches

. PROD NO. | NO.OF POS | DIMA Part No. Product No. Description No. of pos.

m W RPL-03 03 9.06 |0.357 22093 RPL-03B Piano Type DIP Switches 3P
3384 RPL-04B Piano Type DIP Switches 4P
RPL-04 L 1e 3%, 107446 22094 RPL-05B Piano Type DIP Switches 5P
ﬂ @ m RRLROS 05 13.88 10. 546 | 5199 RPL-06B Piano Type DIP Switches 6P
RPL-06 06 16.42 | 0. 646/ 6819 RPL-08B Piano Type DIP Switches 8P

RPL-08 08 21.5 | 0. 846 2201 RPL-10B Piano Type DIP Switches 10P

RPL-10 10 26. 58 | 1. 046 2202 YDP-12 Piano Type DIP Switches 12P

51559 YDPL-12 Piano Type DIP Switches 12P

Detailed product specifications are available on: us. 100y. com. tw

Rotary DIP Switche

Part No. Product No.

10747 900A-R2-T1-M1-112
10746 900A-R2-T1-M2-14
5679 900A-R2B-T112

S

SPECIFICATIONS

Dielectric strength:
Operating temperature;
Soldering temperature:

Operating voltage: 24V DC max
Switch: 100mA max
Carrying current: 0. 5A max
Contact resistance: 100mQ max
Insulation resistance: 1, 000mQ max

300V AC for 1 minute

-10°C to 70°C

25+ 5°C for 5 seconds
Life: 10, 000 step operations minimum

Description

Rotary Dip Switches
Rotary Dip Switches
Rotary Dip Switches

MATERIALS:
® HOUSING, Knob: Thermoplastic

Detailed product specifications are available on: us. 100y. com. tw

® Printed circuit boards: Hard gold plated

over nickel plated on epoxy fiberglass

e Contacts/Terminations: Precious metal

on phospor bronze

Position
6P

6P
6P

SPECIFICATIONS

Operating
Switch:

Part No. Product No.
21768 Y900A-R1T21212
21769 Y900A-R1T21412

Carrying current:
Contact resistance:
Insulation resistance:

voltage: 24V DC max
100mA max Dielectric strength: 300V AC for 1 minute
0. 5A max Operating temperature; -10°C to 70°C
100mQ max Soldering temperature: 25+ 5°C for 5 seconds
1, 000mQ max Life: 10, 000 step operations minimum
Description Position Code Type
Rotary Dip Switches 0-9 900A
Rotary Dip Switches 0-9,A-F 900A

Foot Switches
Foot Switches

Detailed product specifications are available on:

TFS-402

TFS-602
i ’--Qllgﬁ s

51\.1 ! "

. 100y. com. tw

TFS-102
Lol TFS-201 TFS-302 TFS-402 TFS-602
Sort Style Load Mini switch style Wire sort/length Contact SrZeraJi\ée Shell material
Import \Y style Plastic/aluminum
Standard __TFS-101|10A250VAC |  gwitch 0. 75mm?, 3C/0.5M , 1M-3M | 1A1B| 3. 5kg mental
TFS-102 | 15A 250VAC ™ 1704 0.75mm?, 3C/1M , 1M-3M 1A1B K
Mini & N
fixed TFS-201 | 10A250VAC Is"v‘vﬂ%ﬁ V style 0.5mm2, 3C/1M~3M 1A1B
piece
Cover styld TFS-302 | 15A 250VAC ™ 1704 1A1B| 3.5kg |"lasticrauminum
Big style | TFS-402 | 15A250VAC ™ 1704 ':gdcgglt;'e fixed nob 2A2B|
Full cover _ s
style TFS-402 | 15A 250VAC TM 1704%2 1A1B |  3kg aluminum mental TFS.4027
Part No. Product No. Manufacturer Description Contact Rating Contact Type
39036 TFS-101 TEND Foot Switches 250Vac/10A OFF/ON
42222 TFS-102 TEND Foot Switches 250v/15A OFF/ON
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736  50-04
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Foot Switches

Product No.

TFS-105
TFS-201
TFS-201-2
TFS-201-3
TFS-302
TFS-402
TFS-402Z
TFS-602

Switches & Control Gear

Manufacturer

TEND
TEND
TEND
TEND
TEND
TEND
TEND

Detailed product specifications are available on: us. 100y. com. tw

Description Type Contact Rating Contact Type
Foot Switches 250Vac/6A OFF/ON
Foot Switches 250Vac/10A OFF/ON
Foot Switches 250Vac/10A OFF/ON
Foot Switches 250Vac/10A OFF/ON
Foot Switches 250VAC 15A TM? 1704
Foot Switches TM1704 15A/250VAC

Foot Switches 15A/250V 1A1B

Foot Switches ?? 15A /250VAC TM1704x2?

us. 100y. com. tw

2\ »\ \ﬂ A\ 110 R
=R S 7o 312 1p (P:19) 124
i - : 11 ~ i 6
= q o " = >[5}«
R E A
; \] 4’1\ + g
A AR v
5°1-KEY-SW =4 3% \_
4*4-KEY-SW 2 L4705
Part No. Product No. Description Type
31137 4*4-KEY-SW Keypads 4*4 KEY-SW
12944 5*1-KEY-SW Keypads 5*1 KEY-SW
48.00
e e oo
34t '
DO} "1 T
| 000 3 all
Part No. Product No. Description Type
“’“\U @ @ n 12950 Numeric Keypads 4*3 Numeric Keypads 4*3
32600 Numeric Keypads 4*3 Numeric Keypads 4*3
‘ 28.00 ‘
48. 00
51. 00
/¢2-30*4l’ R2.50-4P
2 L * SPECIFICATIONS
—
OO0 00O 3 Operating force: 10025 gms
O0O0O0O 4 J Life test: 1, 000, 000 CYCLES
@@ @@ 13.002;-;; s Travel: 1.320. 5 mm
* l Operating temp: -2°C--6°C
@ @ @ @ Contact resist: 200 ohms MAX.
A
000000000
‘4}‘ 1400 “79 Part No. Product No. Description Type
60. 00 % 3873 Numeric Keypads 4*4 Numeric Keypads 4*4
65, 00 [e—— 49.50

Keylock Switch
Keylock Switch

by

Detailed product specifications are available on: us. 100y. com. tw

,\ .,_I_ ?“’ ' |
d-‘ﬁ" i

4?%? 01K-RM40.S1P*L1 01K-RA40.S1P*L2
Part No. Product No. Manufacturer Description Volt./Current Fixed Aperature Contact Type
22299 01K-CA40.Q1P*V2 META 2P Keylock Switch b 16mm
48675 01K-RA40.Q1P*L1 META Keylock Switch b 16mm
49479 01K-RA40.S1P*L2 META Keylock Switch b 16mm
39578 01K-RM40.S1P*L1 META L type Keylock Switch b 16mm L?
47795 01K-SA40.Q1P*V1 META Square Alternate Keylock Switches 250V/5A ¢ 16mm 1A1B
22310 01K-SA40.Q1P*V2 META 2P Keylock Switches b 16mm
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-05
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com

Shanghai: 100y—-1@163. com
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Keylock Switch

Detailed product specifications are available on: us. 100y. com. tw

NOTES:

e Zinc alloy die cast housing with bright stainless steel bezel.

e Brass Keys, nickel plated.

e Silver plated contacts and terminals.

e 2 positions (off-on).

e S109B Key may be withdrawn in one or both positions.

5055 5058A .
e Contact Rating: 1A120VAC,0.5A 250VAC

Part No. Product No. Description Fixed Aperature

6882 5055 2P Keylock Switches

13950 5058A Keylock Switches 16mm b 16mm

b TN3SS
T
Part No. Product No. Manufacturer Description Fixed Aperature Contact Type
16/Selector Rect: |

48757 TN16-KSR4B112D TEND clecior hecE L 1A1B black

TN16-KSR4B112D TSS-30122B 1R

39182 TSS-30122B 1R TEND Keylock Switch

Switch-2-position(1key wintdrawable )

Keyboard Push Button Switches

Miniature PCB- Keyswitches

&

1
®
i

o

6601VA-160g

7AD7P2B1M1GE

SPECIFICATIONS:

Contact rating:refer to “Contact material options”
for more info

Electrical life: 50, 000 make-and-break cycles of
full load

Insulation resistance: 1, 000MQ min.

Operating temperature: -30°C to 85°C

Cap installation force: 10 Ibs. max

Detailed product specifications are available on: us. 100y. com. tw

205 DIA
©5.20

114 DIA
2. 90

EPOXY SEAL

r—»‘ B A
185
4.70

7AD7P2B1M1GE
Part No. Product No. Description Pins = Type Contact Rating 4158
17610 6601VA-160g DIP Pushbutton Switches 4 Pin  OFF-ON Stepless 12Vdc ,50mA
21819 7AD7P2B1M1GE = Sealed shap-acting pushbutton switches 6 ON-MOM(DPDT) 1A/120VAC
236 DIA
6. 00
EPOXY SEAL SPECIFICATIONS:
s Contact rating:refer to “Contact material options”
114 DIA @ ‘ for more info
@2.90 i Electrical life: 50, 000 make—-and-break cycles of
260 27 full load
=lanc 0 W& Insulation resistance: 1, 000MQ min.
500 T 2 N0, Operating temperature: -30°C to 85°C
12. 70| . .
<_TH|| 1 coNm W% Cap installation force: 10 Ibs. max
[l
050
1.26
Part No. Product No. Description Pins Type Contact Rating
21818 7AS7P2B1M1GE Sealed snap-acting pushbutton switches 3 ON-MOM(SPDT) 1A/120VAC
.236 DIA 276 663 500
7.00 16.85
6,00, NN NI\ EPOXY SEAL ‘ 1270
1.2 .3

E®N
T

—/

200

114 DIA
2. 90 6 60

030

185 0.75

5.08 —»| |l
- » 4.70
500
12.70
Part No. Product No. Manufacturer Description Pins Type Contact Rating
21823 8AD9P1B4M6RE Sealed Sub-Miniature Pushbutton Switches 4 OFF-MOM(DPDT) 0.4VA
21825 8AS8P1B4M6ERE TAIWAY Sealed Sub-Miniature Pushbutton Switches 3 OFF-MOM(SPDT) 0.4VA
21822 8AS9P1B4MERE Sealed Sub-Miniature Pushbutton Switches 4 OFF-MOM(SPDT) 0.4VA
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 50-06
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Switches & Control Gear

Detailed product specifications are available on: us. 100y. com. tw

" * -
5 - f [N :[:[:D, I ° * Test conditions:5~35°C, 45~85°C RH
- 'ﬁ' > ) = j:[]]}” ;  Operating temperature: -20~70°C
w = \

v (Normal humidity, Normal pressure)

25| 5
3.5 7 5.5
|
Part No. Product No. Description Pins Type Contact Rating
3469 HPS-2212 DIP Pushbutton Switches 6 ON-ON(2P2T) 12Vdc/0.1A
Part No. Product No. Description Pins Type Contact Rating
4241 HPS-2213 DIP Pushbutton Switches 6 ON-ON(2P2T) 16VDC 0.5A
—» 40 A0 e
FULL ST:C;KE Tleo als o ® Rating:DC 30V 0. 1A
E'..‘{.'f - i ' Mo ; 10 —H2 4 Unit : mm e Circuit: 2C-2P
=
N\ - = T i LA ® Timing: Shorting or Non-Shorting
I 1.5 2.5 1.0
LOOK STROKE tt T e Operating Mode: Self-Lock, Non-Lock
HPS-2215 8.0 B-iﬂ Non-Lock With Click
i 0 e Stroke: Full 2. 5mm Lock 1. 5mm
3.5
e 80— e O i )
- perating force:200+80gf
i \d Lllee T C,
o f —». 52 5l«— '
P Part No. Product No. Description Pins Type Contact Rating
HPS-2215-L 8400 HPS-2215 DIP Pushbutton Switches 6P ON-ON(2P2T) AC125V/0.5A
8078 HPS2215-L Stepless DIP Pushbutton Switches 6 ON-ON(2P2T) Stepless AC125V/0.5A
M;: o0
v 10 EI: I: e c— _
v [e}¥e) o $N Iw
o I al — i
> R = c—
3.5 5.0 23127
>
Part No. Product No. Description Pins Type Contact Rating Button Color
31364 HPS-2216 DIP Pushbutton Switches 6P PUSH-ON(2C-2P) DC30V/0.1A White

x
& % rﬂ,‘ * Test conditions :5~35°C, 45~85% RH.
(H ”, A P S - A * Operating temperature: -20~70°C
- \| (Nomal humidity, Normal pressure)
HTS-6301HA " HTS6601HJ — ) Rating: 12VDC, R0gw

* Operating force: 120 30gf
©l  *Travel: 0.25 0.1mm

o]

0.7)

* Contact resistance: 50mQ Max.

0.3 L*
g a E g b.ss0.5 ‘ —  -Life: 100, 000 cycles
A L “—r
. ‘P

HTS6601HA-160g

Pl
A

~
©
£
S
o

o

Part No. Product No. Description Pins Type Contact Rating Button Color
23538 HTS-6301HA DIP Pushbutton Switches 2 OFF-ON Stepless 12Vdc/50mA White
40422 HTS-6601HA-160g DIP Switches 4 OFF-ON Stepless 12Vdc/50mA

48354 HTS-6601HJ-160g DIP Pushbutton Switches 4 OFF-ON Stepless 12Vdc/50mA Black

e We provide a wide range of products to development and maintenance engineers in all type of business

® |f you cannot find the components you want on the catalogue, please call us.

©) Taiwan:886-3-5753170 centenary Materials

Shanghai: 021-54151736 Shenzhen:0755-83298787

TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736  50-07
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Miniature PCB- Keyswitches
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Detailed product specifications are available on: us. 100y. com. tw

i ‘«—» ’HL 4
-I | (ot I [I / | K
12.3 I
\_ 7 4.2 (3.1
f |
Part No. Product No. Manufacturer Description Pins Type Contact Rating
18417 JB-15LRP2/AT-4060-R NKK DIP Pushbutton Switches 6P OFF(ON) SPST 50mA/24Vdc
- 472
1% 00 SPECIFICATIONS
I ® QOperating temperature: 10°C~60°C
c1g pc2 ara e Ambient humidity: 85% RH Max.
d ; 12,00 e Contact arrangement:S. P. S. T
c3 & o LED Rating:50mA/12VDC Voltage 6V Max, Current 20mA Max
e Contact resistance: 100mQ Max (initial)
i e Insulation resistance: 100mQ Min
'8_333 e Dielectric withstanding voltage: 250VAC, 1mimute
v ['19‘2‘3 e Operating force: 250gf(Max)
'5783 T e Total travel:0. 3mm0. Tmm
f l. _30(,;\‘¢ b?ggT 006 | H‘ L 039 e Operating life: 300, 000 cycles Min
‘7433 0 1;197 1.00 ® Malfunction durability: 10 to 55 Hz 0. 75mm double amplitude during 2 hours
“ 1250 500 L0
. 543 g “10.16
13. 80
Part No. Product No. Manufacturer Description Pins Type Contact Rating
14909 LP-12-Y TAIWAY Illuminatted Tact Switches 6P SPST 50Ma/12VDC Voltage 6V Max 20mA Max
LS .3 Test conditions: 5~35°C, 45~85% RH
P 6.2 < >
cii 4.5 ‘ Operating temperature: -20~70°C (Normal humidity, Normal
@) O pressure)
107D ANYT T \ Rating: 12V DC, 50mA
W\ ~ O\JO . P p Operating force: 130£30gf
l 5 N ‘ i Travel: 0. 25+0. Tmm
mI £ Contact resistance: 50mQ Max
C =3 Life: 100, 000 cycles
04l l, ML ~
4.5 s LEY N (A
7.3 2.45 2.5
5 N 40y
Part No. Product No. Manufacturer Description Pins Type Contact Rating
23540 TS-6601VD Kingtek DIP Pushbutton Switches 2 OFF-ON 12Vdc ,50mA
D6. 5
‘ 12.0 ‘ S !
%i:
‘1 =)
B\ A O o ¢
)0y- KN I
% O O
A .
14.1
Part No. Product No. Manufacturer Description Pins Type Contact Rating
47309 TS2201D-160g Kingtek DIP Pushbutton Switches 4 OFF-ON Stepless 12Vdc/50mA
12.0 Test conditions: 5~35°C, 45~85% RH
‘ T, ‘ Operating temperature: -20~70°C (Normal humidity, Normal
q Sl pressure)
/x EBEF Rating: 12V DC, 50mA
\ EI M Operating force: 160+30gf
\\J m—r Travel:0. 3£0. 15mm
) o Contact resistance: 100mQ Max
Life: 100, 000 cycles
Part No. Product No. Manufacturer Description Pins Type Contact Rating
6667 TS2201H Kingtek DIP Pushbutton Switches 4 OFF-ON Stepless 12Vdc ,50mA
®
TEL Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-08
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Detailed product specifications are available on: us. 100y. com. tw

‘134‘18
‘ LN

Part No. Product No. Manufacturer Description Pins Type Contact Rating
12033 TS2201T-160g Kingtek DIP Pushbutton Switches 4 OFF-ON 12Vdc/50mA
“
: o 3 — 2 Test conditions:5~35°C, 45~85% RH
e & " S I o ] H H TET’ 1 Operating temperature: -20~70°C
\ 7 e N R | L (Normal humidity, Normal pressure)
L S A N Rating: 12V DC, 50mA
e} <« >
p J : L— « 5 Operating force: 120+30gf
U O] | 4= Travel: 0. 25+0. 1Tmm
‘ C I\ ‘ © o0 Contact resistance: 50mQ Max
E . [ [ = Life: 100, 000 cycles
mbossing Tl nm|
. jvj_l
\__2-90. 9:0. 05
Part No. Product No. Description Pins Type Contact Rating Button Color
8344 TS6301V180G DIP Pushbutton Switches 2 OFF-ON Stepless 12Vdc/50mA White
\ Model No. Knob (L)
a a ' ‘<$. TS 6601H 4.3mm
A
A A | 5 ol s TS 6601HB 7.0mm
TS6601H-160g-RED ! % K\ L % i i TS 6501HC 8.0mm
# U |>° TS 6601HG 13.5mm
O

.

Unit: mm
Part No. Product No. Manufacturer Description Pins Type Contact Rating
35920 TS6601H-160g-RED Kingtek DIP Switches 4 OFF-ON Stepless 12Vdc/50mA
28384 TS6601H160G Kingtek DIP Switches 4 OFF-ON Stepless 12Vdc/50mA
22814 TS6601HB160G Kingtek DIP Switches 4 OFF-ON Stepless 12Vdc/50mA
22815 TS6601HC-160g Kingtek DIP Switches 4 OFF-ON Stepless 12Vdc/50mA
11146 TS6601HG DIP Pushbutton Switch 4 OFF-ON Stepless 12Vdc ,50mA
2.4
[
‘ 6.0 ‘ [ANILN B B
~ x '\
| % o _ os ;%,ih 5
N Eﬁ . : g
|\ g 3
1) = o T : T 1> v
0.3 - (; 5
7.9+0.3
Part No. Product No. Manufacturer Description Pins Type Contact Rating
22279 TS6601T-160g Kingtek Tact Switch 4Pins OFF-ON Stepless DC12V/50mA

e We provide a wide range of products to development and maintenance engineers in all type of business

® |f you cannot find the components you want on the catalogue, please call us.

@© Taiwan:886-3-5753170
Shanghai: 021-54151736

Centenary Materials

Shenzhen:0755-83298787

TEL
FAX:
E-ma

il: Taiwan

Taiwan:886-3-5753170
Taiwan:886-3-5753172
:us_ sale@100y.com.tw

Shanghai: 86-21-54151736
Shanghai: 86-21-64605107
Shanghai: 100y—-1@163. com

Shenzhen:86-755-83298787
Shenzhen:86-755-83640655
Shenzhen: 100y@163. com
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SPECIFICATIONS

Detailed product specifications are available on: us. 100y. com. tw

Contact arrange

S.P.S.T

. 047|

. 006

0.15 >+

“T10.16 °

Humidity

85%RH max.

Contact resistance

100mQ max. initial

039

1.00

Insulated resistance 100MQ max.
Endure voltage strength| 250VAC, 1 minl
Operating temperature: | 10°C to 60°C
Operating ability: 250gf max.

Life:

300,000 cycles min.

error endurance :

10 to 55 Hz 0.75mm double amplitude during 2 hrs

Total circle: 0.3mm+0.1mm
LED grade: 50mA/12VDC Voltage 6V max. current 20mA max.
Part No. Product No. Description Pins Type Contact Rating
18102 YLP12-GC02 Illuminated Tact Switches 6P 12*12mm 12Vdc/50mA
18104 YLP12-RC02 Illuminated Tact Switches 6P 12*12mm 12Vdc/50mA
18103 YLP12-YC02 Illuminated Tact Switches 6P 12*12mm 12Vdc/50mA
232
[5. 90] SPECIFICATIONS
Contact arrange S.P.S.T
- Humidity 85%RH max.
Contact resistance 100mQ max. initial
l— [8?;0] >0 Insulated resistance 100MQ max.
i [lago]i [7.20] Endure voltage strength | 250VAC, 1 minl
YLP13-A-5-A-532 071 = ‘T Operating temperature : 10°C to 60°C
[1.80] 4777 . - ™
13501 Operating ability : 250gf max.
4 - (0701 w20 s Life: 300,000 cycles min.
iy 4. 50 - n
5 i A to. 50] P error endurance : 10 to 55 Hz 0.75mm double amplitude during 2 hrs
3 7 [8?50] 256 ’z:‘ Total circle: 0.3mm £ 0.1mm
= En LED grade: 50mA/ 12VDC Voltage 6V max. current 20mA max.
YLP13-A-5 a1
[7.90] . 0
158 Iﬁ } E
[4.00] 236
Y4 [6. 00]
177
> & 028 [4 50]_‘ —
S [0. 70] 008
—, [0. 20]
. 213
[5. 40]
YLP13-B-5 RN
Part No. Product No. Description Pins Type Contact Rating
18094 YLP13-A-5-A-532 Illuminated Tact Switches 4P 10*10mm 12Vdc/50mA
18095 YLP13-A-5-B1-132 Illuminated Tact Switches 6P 10*10mm 12Vdc/50mA
18096 YLP13-A-5-B2-232 Illuminated Tact Switches 6P 10*10mm 12Vdc/50mA
18097 YLP13-A-5-B3-332 Illuminated Tact Switches 6P 10*10mm 12Vdc/50mA
18098 YLP13-B-5-C-532 Illuminated Tact Switches 4P 10*10mm 12Vdc/50mA
18100 YLP13-B-5-D1-132 Illuminated Tact Switches 6P 10*10mm 12Vdc/50mA
18099 YLP13-B-5-D2-232 Illuminated Tact Switches 6P 10*10mm 12Vdc/50mA
18101 YLP13-B-5-D3-332 llluminated Tact Switches 6P 10*10mm 12Vdc/50mA
SPECIFICATIONS
NS e Contact rating: 250Ma max. @ 50V AC or DC max.
. ﬁ ﬁ ﬁ e Mechanical life: 50, 000 actuations.
e Contact resistance: 20 milliohms max.
— B e Insulated resistance: 100 milliohms max.
1ee - i o Dielectric strength: 1, 000V RMS min. @ sea level.
5.06 e Operating temperature: -30°C TO 65°C
. 098 4‘ — f— 171 T L’)
249 —h— oo ! ) [ MATERIALS
F T A S ® CASE: Class filled nylon
ool | 1 e ACTUAATOR : ABS
I:a ‘ 5182 /\( 041%. 016 TYP e Moveable contact: Beryllium copper, silver plated
494 - 1. 05%0. 41 \ .
- 760 o T oh2se Y ® Housing: Stainless steel
® Stationary contacts & terminal: Copper alloy, silver plated
Part No. Product No. Description Pins Type Contact Rating Button Color
7911 YR18-801-1C05 DIP Pushbutton Switches 2 OFF-MOM 25mA msx. @50V AC or DC max.
10613 YR18-801-2 DIP Pushbutton Switches 2P 2 OFF-MOM 25mA msx. @50V AC or DC max.
7913 YR18-801-3C05 DIP Pushbutton Switches 2 OFF-MOM 25mA msx. @50V AC or DC max.
7912 YR18-801-5C05 DIP Pushbutton Switches 2 OFF-MOM 25mA msx. @50V AC or DC max.
2198 YR18-801-6 DIP Pushbutton Switches 2 OFF-MOM 25mA msx. @50V AC or DC max.
8539 YR18-801-7C05 DIP Pushbutton Switches 2Pins OFF-MOM 25mA msx. @50V AC or DC max.
37540 YR18-801-9C05 DIP Pushbutton Switches 2Pins OFF-MOM 25mA msx. @50V AC or DC max. Gray
®
TEL Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-10
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Miniature PCB- Keyswitches Detailed product specifications are available on: us. 100y. com. tw
W' corn v conLt AQ [ Al A2
LV . £ S
SPECIFICATIONS R
® Rating: 50mA 24V DC (Minimum 1 mA current is accepiable)
® |nitial contact resistance: 20mQ max. (AC 200u V, 5mA) BO [ B1 B2
® Dielectric strength: 250V AC 1 minute (Except between 1
terminal of LED ) % i %‘ %
e Insulation resistance: 100MQ min. (250V DC megger) n

o Electrical life: 200, 000 operations (Rated voltage and current)
e Static capcity: 1. 5PF max. (1MHZ)

e Shock resistance: 30G (3 directions perpondicular to each other 3 times for each direction)
e Operating temperature: -25°C TO 75°C

Part No. Product No. Manufacturer Description Pins Type Contact Rating
18085 YSP86-A0-SCC02 TAIWAY DIP Pushbutton Switches 4P With Limpid Cover 50mA 24Vdc
18092 YSP86-A1-3-3C02 TAIWAY DIP Pushbutton Switches 6P LED 50mA 24Vdc
18088 YSP86-A1-SC1C02 TAIWAY DIP Pushbutton Switches 6P 50mA 24Vdc
18091 YSP86-A2-332C02 TAIWAY DIP Pushbutton Switches 8P 50mA 24Vdc
18090 YSP86-A2-SC13C02 TAIWAY DIP Pushbutton Switches 8P 50mA 24Vdc
18087 YSP86-B0-SCC02 TAIWAY DIP Pushbutton Switches 4P With Limpid Cover 50mA 24Vdc
18089 YSP86-B1-SC1C02 TAIWAY DIP Pushbutton Switches 6P 50mA 24Vdc
27943 YSP86-B2-SC1C02 TAIWAY DIP Pushbutton Switches 8P 50mA 24Vdc

SMD Miniature Push Button Switches bR product specifications are available on: us. 100y. com. tw

® Surface-mounting model with dimensions of 4.7 x4.7 x 0.47 mm allows high-density mounting.
® Contributes to making devices with this TactileSwitch more compact, slim, and light weight.

® Available on embossed tape that enables automatic mounting.

® Dust-sealed construction provides high reliability.

® Available for reflow soldering.

. 04783 Part No. Product No. Manufacturer Description
=———————mmLlL
\ 41667 B3B-1002P OMRON Tactile Switch (Ultra-low Profile SMD Type)
4.5
3
‘ ‘ TS 4417
! ] )
i = | —— N
@ ’% ﬂ ﬂ :Fl\:%é o 4 DC 12V 50mA
T 0.2+0.1m/m

Jd TN el 160 or 250+ 30gf |
< TS ° 50mQ MAX

100, 000Cycles |
2

0.5 Part No. Product No. Description Pins = Type Contact Rating Button Color

12032 TS4417-180g SMD Pushbutton Switches 4 OFF-ON 12Vdc/50mA Black
w
S o TS 6301E
T ) 1 = o
A e I DC 12V 50mA
© 9 o S =
o~ J L ® 0.25+0. 1m/m
S , @ < | |
U — ] ‘ s ‘ 180 or 250+ 30gf
| i | - N
i ; ) i 100mQ MAX
8:0.3 ' e 5 T EANAGBAro e
° 50, 000Cycles
Embossing
Part No. Product No. Description Pins Type Contact Rating Button Color
8360 TS6301E180G SMD Pushbutton Switches 2 OFF-ON Stepless 12Vdc/50mA White
27103 TS6301E180G SMD Pushbutton Switches 2 OFF-ON Stepless 12Vdc/50mA White

e \We provide a wide range of products to development and maintenance engineers in all type of business

® |f you cannot find the components you want on the catalogue, please call us.

@©) Taiwan:886-3-5753170 Centenary Materials

Shanghai: 021-54151736 Shenzhen:0755-83298787

TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736  50-11
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
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SMD Miniature Push Button Switches
4 j'.’L., | O - e TS6647NA
o RN == s

S
o

O O
4.5
Unit : mm
Part No. Product No. Manufacturer Description Pins Type Contact Rating Button Color
23421 TS6647NA-160G-N Kingtek SMD Switch 4 OFF-ON Stepless 12Vdc/50mA Black
23422 TS6647SA-160g-N Kingtek SMD Switch 6*6*5mm 4 OFF-ON Stepless 12Vdc/50mA Black

Tact SW Cap us. 100y. com. tw

— 1 [— ®7.4 —¥
T T 3.25 ]
Lo ™ N
LA i S
™
(R
1
MATERIAL:ABS(UL) 0. 5665
FLAME CLASS:94-HB »7«:;) 25
UNIT:mm
Part No. Product No. Description
46672 TSC-10B TACT SWITCH CAP
46673 TSC-118 TACT SWITCH CAP
+ 13.2—»
2.5 - 11 2.5
I celle
1 — eSS = *
. £t ot A
" s s= [ 1] =
W. N
v 4 3y v - ER
[« 11 5| vy T8 [« 11
Ky T K
MATERIAL:ABS(UL) + PARTNO | PACKAGE w© 0 ! : ‘ .
= [T7sc-7 1000 | @~ | = =
FLAME CLASS:94-HB N el ' .
UNIT:mm MOUNTING HOLE MOUNTINGONE
Part No. Product No. Description
46671 TSC-7V0B TACT SWITCH HOLDER
46670 TSC-7YV0 TACT SWITCH HOLDER
6. 45 T
—t TSC- 1
T MATERIAL:ABS(UL)
© ? FLAME CLASS:94V-2
l o UNIT:mm

R

Part No. Product No. Description
46669 TSC-8 TACT SWITCH CAP

Push Button SW_itCheS_Panel Mounting Detailed product specifications are available on: us. 100y. com. tw
Panel Mounting

Part No. Product No. Description Button/Body Color Contact Function

41394 2SWA-E Contact Block For : E2 Series 1NO

41404 2SWB-E Contact Block For : E2 Series 1NC
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-12
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Panel Mounting

Detailed product specifications are available on: us. 100y. com. tw

®

Part No.
32610

Product No.

44-711+44-131+44-901+22704.927

Manufacturer

EAO

Description

Reset Switch

(11%12. 8 HOLE)

A: OFF-(ON)
B: ON- (OFF)
Part No. Product No. Description
12882 6501A-Y Push-Button Switches

Button/Body Color Contact Rating

Yellow 10A/250VAC(max) 2

Pins/Terminal Type

Contact Function

OFF-(ON)

91A-EM65+G+T1A

91A-GM65+Y+T1A

91A-RA65+R+T1B

91-CFM65+B
91-CFM65+G+T2A

102

100

91-CEA65+R
91-CFM65+Y+T2A

Produch\type 91A-EMB5+G+T1A

91A-GM6B5+Y+T1A |91A-RAG5+R+T1B

91-CEAB65+R
91-CEM65+Y+T2A

Stall hole Dia

22m/m indicator light and switch

form

C= Round roundness

predicament Big knob button

Mushroom button Big knob button

Flat button

Function type

2 Way Spring Return

2 way alternant

2 Way Spring Return

IP_Protect grade

Rubber-sealedtype

Contact mode

A Contact 1NO |

B Contact INC |

A Contact 1NO

Operating temp -25°C~70°C
91-CFM65+G+T1A Storage temp -40°C~70°C

Rating insulated vol 600V AC/ DC

Mechnical life 1, 000, 000 250, 000 1. 000, 000
Part No. = Product No. Manufacturer  Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
36392 91-CEAB5+R+T2A 22m/m Mushroom Button Switches RED 22mm 2NO
36394 91-CEA65+R+T2B 22m/m Mushroom Button Switches RED 22mm 2NC
14453 91-CFM65+B+T2A META 22m/m Flat Button Switches Black 22mm Momentary+2NO
14454 91-CFM65+BU+T2A META Flat Button Switch Without Lamp Blue 22mm 2 Way Spring return
36554 91-CFM65+G+T1A+D24 META 22m/m Flat Button Switches GREEN 22mm 1 No+Momentary
14455 91-CFM65+G+T2A META Flat Button Switch Without Lamp 22mm 2 Way Spring Return
36555 91-CFM65+R+T1A+D24 META 22m/m Flat Button Switches RED 22mm 1 No+Momentary
36556 91-CFM65+Y+T1A+D24 META 22m/m Flat Button Switches YELLOW 22mm 1 No+Momentary
14390 91-CFM65+Y+T2A META 22m/m Flat Button Switches Yellow 22mm 2 No+Momentary
12861 91A-EM65+G+T1A 22m/m Mushroom Button Switches Green 10A/250VAC(max) 22mm 1 Way Spring Return
12865 91A-GM6B5+Y+T1A 22m/m Protruding Button Switches Yellow 10A/250VAC(max) 22mm 1 Way Spring Return
12866 91A-RA65+R+T1B Mushroom Buttom Switches Red 10A/250VAC(max) 22mm 1NC+Contact Block

Electrical capacity: Max insulated voltage:

600VAC, Max hot
current 10A

E2P1G1A
E2P1R1A

Contact resistance: Max 50mQ

Insulated intensity: 2500VAC 50Hz 1minute
Insulated resistance: <500VDC, >100MQ
Storage temp:-40 ~+80C

E2P1R1A5A E2P4GIA  Operating temp:-25 ~+55C

S Product No. Manufacturer Description By Contact Rating FIEEA T Contact Function

No. Color Type

41413  E2P1G1A | META 22m/m Flat Button Switches Green 22mm Momentary+1NO

41414  E2P1R1A META 22m/m Flat Button Switches Red 22mm Momentary+1NO

E2P2Y1A | 48665 E2P1R1ASA META 22m/m RigTBotiu Switches With Lamp Red 220V Momentary + 1NO
1P65,? 1NO
48664 < E2P2Y1A 22m/m Protruding Button Switches Yellow 10A/250VAC(max) 22mm 1 Way Spring Return
48663 @ E2P4G1A 22m/m Mushroom Button Switches Green 10A/250VAC(max) 22mm 1 Way Spring Return
®
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Contact mode

A Contact 1NO

Button/color

For:91 A Series

Specification 22m/m
. V. . Contact
Part No. Product No.  Manufacturer Description Button/Body Color ~ Contact Rating Function
14050 P9B01VN GE Contact Block 10A AC15V-13DCV
P9B01VN R9-C10 ga=oY _
12869 R9-C10 Contact Block For : 91A Series 10A/250VAC(max) 1NO
Item Code Description
i Fixed hole Dia T2 ®22mm/d25mm
8
Part Button/Body Contact Pins/Termi- Contact
Product No. Manufacturer Description Y 4 . I : .
No. Color Rating nal Type Function
17597 | T2BARR-2A TEND 25 Long Head(AIlternate)Round Red 10A/250VAC ap 2a
o265 Push botton Switch (max)

® Fixed hole Dia: 20mm/25mm indicator light & switch

TC-1A contact circuit | TC-2A contact circuit

L Prew]

g ® exterior:roundness NN =
d = ® Color: @ ON X J
"y et ® Contact mode: 1a, 2a
i i O O O OO0 O
k= . ® Environmental temp: -20°C~+60°C Ce 23 24 14 13 23 24
) ® Environmental humidity: 45~85% RH
Part No. Product No. Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
6030 T2BFRB-1A 25 Flat Button Switches 1a Black 10A/250VAC(max) 2 1a
3704 T2BFRB-2A 25 Flat Button Switches 2a Black 10A/250VAC(max) 4 2a
12392 T2BFRBL-2A 25 Flat Button Switches 2a Blue 10A/250VAC(max) 4 2a
3703 T2BFRG-1A 25 Flat Button Switches 1a Green 10A/250VAC(max) 2 1a
34307 T2BFRG-2A 25 Flat Button Switches 2a GREEN 10A/250VAC(max) 4 2a
5433 T2BFRR-1A 25Flat Button Switches 1a Red 10A/250VAC(max) 2 1a
5434 T2BFRR-2A 25 Flat Button Switches 2a Red 10A/250VAC(max) 4 2a
12391 T2BFRY-2A Flat Button Switches Yellow 10A/250VAC(max) 4 2a
) TCE26" contacheircuit ® Fixed hole Dia: 20mm/25mm indicator light & switch
§ e [ ° ior:
LS gt . L~ oz exterior: roundness
g ® Color: @
v ) o
) ® Contact mode: 2A2B
] 4 O 00 O \ o o
14 1323 24 ® Environmental temp: -20°C~+60°C e
® Environmental humidity: 45~85% RH
Part No. Product No. Manufacturer Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
11921 T2BKRR-2C TEND 22Push-Lock 2a2b Red 10A/250VAC(max) 8 2A2B
® Fixed hole Dia: 20mm/25mm indicator light & switch
w H )
€ TC-2B contact circuit ¢ exterior:roundness
N 5 / ® Color: @
e
3 Q‘: 19 1*11-2? 99 ® Contact mode: 2A2B
Qlo g9 ® Environmental temp: -20°C~+60°C ce
® Environmental humidity: 45~85% RH
Part No. Product No. Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
3702 T2BMRR-2B 25 Murshroom Button Switches Red 10A/250VAC(max) 4 2*1b
Specifications
Dielectric strength:AC2200V for duration of one minute. TYPE H L w
Insulation resistance:over 100MQ@DC500V 1A1B 25 35 32 5
Temperature rise:At contacts Less than 30 degrees.
Atterminals Lessthan 25 degrees.
(@Ambient temperature of 40°C,and a continuous current of 10 amperes)
Contact resistance:Less than 30mQ
Ambient temperature allowable:-20°C -60°C
Part No. Product No. Manufacturer Description Button/Body Color Contact Rating Contact Function
44169 TBD-301 TEND Ne30 Special duty Botton green 6A 250V AC 1a1b
®
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Part No. Product No. Manufacturer Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
44170 TBDR-301 TEND Ne30Special duty with guard ring 1a1b red,green 6A 250V AC 1a1b
44119 TBF-251-B TEND Flat button Switches Ne25mm Black 10A/250VAC(max) 4 1a1b(NO-NC)
Rating data TC-1A Contact circuit TC-1C Contact circuit
AC AC125V | AC250V | AC500V | AC600V R 19 11' |
10A 6A 3A 2A olg
DC DC125V | DC250V
2A 1A o O O O
K 23 24 23 24
Operating temp: -20°C~+60°C
Color: @
Part No. Product No. Manufacturer Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
12428 TBF-251-G TEND Flat Button Switches Ne25mm Green 10A/250VAC(max) 4 1a1b(NO-NC)
12427 TBF-251-R TEND Flat Button SwitchesNe25mm Red 10A/250VAC(max) 4 1a1b(NO-NC)
12429 TBF-251-Y TEND Flat button Switches Ne25mm Yellow 10A/250VAC(max) 4 1a1b(NO-NC)
12380 TBF-251A-G TEND Flat Button Switches Ne25mm Green 10A/250VAC(max) 2 1a(NO)
3883 TBF-251A-R TEND Flat Button SwitchesNe25mm Red 10A/250VAC(max) 2 1a(NO)
12381 TBF-251A-Y TEND Flat Button SwitchesNe25mm Yellow 10A/250VAC(max) 2 1a(NO)
44120 TBF-251a/1b TEND Ne25Flat head 1a/1b black 6A 250V AC 4 1a/1b
AC | AC125V [ AC250V | AC500V [ AC60OV Operating temp:-20°C~+60°C
10A 6A 3A 2A .
Dc | DC125V | DC250v Color: ®
2A 1A
Part No.  Product No. Manufacturer  Description Button/Body Color Contact Rating Contact Function
39234 TBF-252-R TEND Flat button Switches Ne25mm Red 10A/250VAC(max) 2a2b(NO-NC)
39384 TBF-252-Y TEND Flat button Switches Ne25mm Yellow 10A/250VAC(max) 2a2b(NO-NC)

Part No.

44122
39178

TBF-301-B

Product No.

TBF-301-B
TBF-301-R

Dielectric strength:AC2200V for duration of one minute.
Insulation resistance:over 100MQ@DC500V

Temperature rise:At contacts Less than 30 degrees.

Atterminals Lessthan 25 degrees.

(@Ambient temperature of 40°C,and a continuous current of 10 amperes)

Contact resistance:Less than 30mQ

TBF-301-R  Ambient temperature allowable:-20°C -60°C
Manufacturer Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
TEND Flat button Switches Ne30mm Black 10A/250VAC(max) 4 1a1b(NO-NC)
TEND Flat button Switches Ne30mm Red 10A/250VAC(max) 4 1a1b(NO-NC)

Part No.

44146
44150

Product No.

TBFM-25AG
TBFM-30AG

1.0V

0. 01mm to 1m/sec
Mechanic: 240/Minute
Electricity: 20/Minute
<15mQ (original data)
>100mQ (<500VDC)

Operating speed

Act frequency

Contact resistance
Insulated resistance

Life Mechanic: >20, 000, 000

Mechanic: >500, 000
Manufacturer Description Button/Body Color Pins/Terminal Type
TEND 25 Flat head Push Botton Switch (with Micro Switch) green Solder terminal
TEND 30 Flat head Push Botton Switch (with Micro Switch) green Solder terminal

Dielectric strength:AC2200V for duration of one minute.
Insulation resistance:over 100MQ@DC500V
Temperature rise:At contacts Less than 30 degrees.
Atterminals Lessthan 25 degrees.
Contactresistance:Less than 30mQ

Ambient temperature allowable:-20°C -60°C

(@Ambient temperature of 40°C,and a continuous current of 10 amperes)

Part No. Product No. Manufacturer Description Button/Body Color Contact Rating Contact Function
44129 TBK-251-R TEND 25 Push-lock Button Switches Red 10A/250VAC(max) 1A1B(NO-NC)
®
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TC-2A Contact circuit
I AC  |AC125V | AC250V | AC500V | AC600V
10A 6A 3A 2A
DC125V | DC250V
5 00 © DC 2A 1A
14 13 23 24
Part No. Product No. Manufacturer Description Button/Body Color Contact Rating

27181
11922

TBK-252-R | TEND
TBK-252A | TEND

Red
Red

Emergency Button Switches
Emergency Button Switches

10A/250VAC(max) 4
10A/250VAC(max) 4

Detailed product specifications are available on: us. 100y. com. tw

Pins/Terminal Type = Contact Function

2A3B(2 NO-NC)
2A(2NO)

&

Dielectric strength:AC2200V for duration of one minute.
Insulation resistance:over 100MQ@DC500V
Temperature rise:At contacts Less than 30 degrees.
Atterminals Lessthan 25 degrees.
(@Ambient temperature of 40°C,and a continuous current of 10 amperes)
Contact resistance:Less than 30mQ
Ambient temperature allowable:-20°C -60°C

Part No. Product No. Manufacturer Description Button/Body Color Contact Rating Contact Function
39181 TBK-301-R TEND 30 Push-lock Button Switches Red 10A/250VAC(max) 1A1B(NO-NC)
4 4
W o
i A )i
W

BKL-251-R TBKL-251A-R TBKL-301
Part No.  Product No. Manufacturer Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
44133 TBKL-251-R TEND 25 Push-lock(large head) Push Botton Switch RED 4 1a1b
11923 TBKL-251A-R Mushroom Emergency Button Switches 1NO Red 10A/250VAC(max) 2 1a(NO)
44135 TBKL-301 TEND 30 Push-lock(large head) Push Botton Switch red 4 1a1b

Button/Bod Pins/Termin Contact
Part No. Product No. Manufacturer Description LHogRocy Contact Rating Bl éc
Color al Type Function
Ne25Long head
44123 | TBL-251  TEND s Qroinea green 6A 250V AC 4 1a1b
a
Protruding Button
12382 | TBL-251A-R Red 10A/250VAC(max) | 2 1a(NO
Switches 1a(NO) (max) (NO)
Protruding But
12383 | TBL-251A-Y rotruding BUon | v etiow 10A/250VAC(max) 2 1a(NO)
Switch
Protruding Butt
3701 | TBL-251AG rotruding BUtlon | 5 en 10AI250VAC(max) 2 1a(NO)
Switches 1a(NO)
Ne30Long head
44124 | TBL-301  TEND " ra s green 6A 250V AC 4 1a1b
a

TIB

TBLM TBW
Part No.  Product No. Manufacturer Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
44152 TBLM-25 TEND Ne25Long head yellow B6A 250V AC
44155 TBLM-30 TEND Ne30Long head yellow B6A 250V AC
44126 TBM-251 TEND Ne25Mushroom head 1a1b yellow B6A 250V AC 4 1a1b
44127 TBM-301 TEND Ne30Mushroom head 1a1b yellow 6A 250V AC 4 1a1b
44157 TBMM-25 TEND Ne25Mushroom head red 6A 250V AC
44159 TBMM-30 TEND Ne25Mushroom head red B6A 250V AC
44171 TBMR-301 TEND Ne30Mushroom head with guard ring 1a1b yellow 6A 250V AC 1a1b
44165 TBR-251-Y TEND 25 Flat head with guard ring push botton switch yellow
44166 TBR-301-Y TEND 30 Flat head with guard ring push botton switch yellow
®
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F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Panel Mounting

Part No.

44136
44143
39235
37904
37903

Product No.

TBW-251
TBW-301
TIB-257-G
TIB-302-G
TIB-302-R

Switches & Control Gear

Manufacturer Description Button/Body Color
TEND Ne25Rainproofialb red

TEND Ne30Rainproof1alb red

TEND Ne25mm Standard llluminated push button switch Green

TEND Ne30mm Flat Button Switches Green

TEND Ne30mm Flat Button Switches Red

Contact Rating Pins/Terminal Type

6A 250V AC 4
6A 250V AC 4
6A 250V AC
6A 250V AC
6A 250V AC

Detailed product specifications are available on: us. 100y. com. tw

Contact Function

1alb
1a1b

Part No.
44289
44290
44291
44190
44191
44192
44316
44317
44318
44204
44205
44206
44345
44346
44347
44223
44224
44225

Product No.
TN16-ABS4Y1
TN16-ABS4Y2
TN16-ABS4Y3
TN16-ABS6Y1
TN16-ABS6Y2
TN16-ABS6Y3
TN16-AIS41Y1
TN16-AIS41Y2
TN16-AIS41Y3
TN16-AIS61Y1
TN16-AIS61Y2
TN16-AIS61Y3
TN16-ALS41Y1
TN16-ALS41Y2
TN16-ALS41Y3
TN16-ALS61Y1
TN16-ALS61Y2
TN16-ALS61Y3

Characteristics

Contact resistance: 50mQ min.(initial)
Insulation resistance : 100MQ min(500VDC)

Dielectric strength : 1,000VAC,50/60 Hz for 1 minute

Vibration :
Shock:

between non-continuous terminals
2,000VAC,50/60 Hz for 1 minute
current-carrying part and ground
Mechanical durability: 10 to 55 Hz 1.5mm double amplitude
Mechanical durability:Approx. 500m/sec2 (approx. 50G's)
Malfunction durability: Approx. 500m/sec2 (approx. 50G's)

Ambient operating temperature: Operating: -25°Cto 55°C temperature

Storage: -30°C to 80°C

Manufacturer Description

TEND Push Button (Alternate) yellow
TEND Push Button (Alternate) yellow
TEND Push Button (Alternate) yellow
TEND Push Button (Alternate) yellow
TEND Push Button (Alternate) yellow
TEND Push Button (Alternate) yellow
TEND lluminted push button (Alternate)(Incandescent lamp) Yellow
TEND llluminted push button (Alternate)(Incandescent lamp) Yellow
TEND llluminted push button (Alternate)(Incandescent lamp) Yellow
TEND llluminted push button (Alternate)(Incandescent lamp) Yellow
TEND llluminted push button (Alternate)(Incandescent lamp) Yellow
TEND llluminted push button (Alternate)(Incandescent lamp) Yellow
TEND llluminated push button (Alternate)(Led lamp) Yellow
TEND llluminated push button (Alternate)(Led lamp) Yellow
TEND llluminated push button (Alternate)(Led lamp) Yellow
TEND llluminated push button (Alternate)(Led lamp) Yellow
TEND llluminated push button (Alternate)(Led lamp) Yellow
TEND llluminated push button (Alternate)(Led lamp) Yellow

Button/Body Color

Humidity : 45% to 80% RH
Mechanical Life (min) :

Momentary: 2,000,000

Alternate/BKR: 250,000

Electrical Life (min) : Momentary: 100,000(1800

operations/hour)
Alternate/BKR: 100,000(1200
operations/hour)

Contact Rating

110V
110V
110V
110V
110V
110V
110V
110V
110V
110V
110V
110V

Contact Function

1A1B
2A2B
3a3b
1A1B
2A2B
3A3B
1A1B
2A2B
3A3B
1A1B
2A2B
3A3B
1A1B
2A2B
3A3B
1A1B
2A2B
3A3B

Part No.

44292
44293
44294
44193
44194
44195

Product No

TN16-AMR4G1
TN16-AMR4G2
TN16-AMR4G3
TN16-AMR6G1
TN16-AMR6G2
TN16-AMR6G3

W

Characteristics
Contactresistance: 50mQ min.(initial)
Insulation resistance : 100MQ min(500VDC)
Dielectric strength : 1,000VAC,50/60 Hz for 1 minute
between non-continuous terminals
2,000VAC,50/60 Hz for 1 minute
current-carrying part and ground
Mechanical durability: 10 to 55 Hz 1.5mm double amplitude
Mechanical durability:Approx. 500m/sec2 (approx. 50G's)
Malfunction durability: Approx. 500m/sec2 (approx. 50G's)
Ambient operating temperature: Operating: -25°Cto 55°C temperature
Storage: -30°C to 80°C

Vibration :
Shock:

Humidity : 45% to 80% RH
Mechanical Life (min) :

Momentary: 2,000,000

Alternate/BKR: 250,000
Electrical Life (min) : Momentary: 100,000(1800
operations/hour)
Alternate/BKR: 100,000(1200
operations/hour)

Manufacturer Description Button/Body Color Contact
TEND Push Button (Alternate) (Mushroom Head) green 1A1B
TEND Push Button (Alternate) (Mushroom Head) green 2A2B
TEND Push Button (Alternate) (Mushroom Head) green 3a3b
TEND Push Button (Alternate) (Mushroom Head) green 1A1B
TEND Push Button (Alternate) (Mushroom Head) green 2A2B
TEND Push Button (Alternate) (Mushroom Head) green 3A3B

Function

Contact resistance: <50mQ(original data) Environmental

Insulated resistance: >100MQ(500VDC)

temp: Operating: -25°C to 55°C
deposited: -30°C to 80°C

Contact Function

1A1B
3A3B
1A1B
2A2B
2A2B
3A3B

mm—

Part No. Product No. Manufacturer ~ Description Button/Body Color = Contact Rating

44319 TN16-ANS41Y1 | TEND Illuminted push button (Alternate)(Neon lamp) yellow 110V

44323 TN16-ANS41Y3  TEND llluminted push button (Alternate)(Neon lamp) yellow 110V

44212 TN16-ANS61Y1 | TEND llluminted push button (Alternate)(Neon lamp) yellow 110V

44213 TN16-ANS61Y2 = TEND llluminted push button (Alternate)(Neon lamp) yellow 110V

44322 TN16-ANS61Y2 | TEND llluminted push button (Alternate)(Neon lamp) yellow 110V

44219 TN16-ANS61Y3 | TEND llluminted push button (Alternate)(Neon lamp) yellow 110V
E L : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736
A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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el 5>

TN16-BKR4R1

(W

Switches & Control Gear

Detailed product specifications are available on: us. 100y. com. tw

Characteristics
Contactresistance: 50mQ min.(initial)

Insulation resistance : 100MQ min(500VDC)

Dielectric strength : 1,000VAC,50/60 Hz for 1 minute
between non-continuous terminals

2,000VAC,50/60 Hz for 1 minute
current-carrying part and ground

Vibration :
Shock:

Humidity : 45% to 80% RH

Mechanical Life (min) :

Mechanical durability: 10 to 55 Hz 1.5mm double amplitude
Mechanical durability:Approx. 500m/sec2 (approx. 50G's)

Malfunction durability: Approx. 500m/sec2 (approx. 50G's)
Ambient operating temperature: Operating: -25°Cto 55°C temperature
Storage: -30°C to 80°C

Momentary: 2,000,000

Alternate/BKR: 250,000
Electrical Life (min) : Momentary: 100,000(1800
operations/hour)
Alternate/BKR: 100,000(1200
operations/hour)

Part No. Product No. Manufacturer Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
14222 TN16-BKR4R1 TEND Mushroom Button Switches IP40 Red 250VAC/5A 4 1A1B
44366 TN16-BKR4R2 TEND Push-lock Turn-reset Red 250VAC/5A 2A2B
44368 TN16-BKR4R3 TEND Push-lock Turn-reset Red 250VAC/5A 3A3B
44196 TN16-BKR6R1 TEND Push-lock Turn-reset Red 250VAC/5A 1A1B
44199 TN16-BKR6R2 TEND Push-lock Turn-reset Red 250VAC/5A 2A2B
44200 TN16-BKR6R3 TEND Push-lock Turn-reset Red 250VAC/5A 3A3B
Part No. Product No. Manufacturer Description Button/Body Color Pins/Terminal Type
4 23759 TN16-C TEND TN16_Switch WHITE/BLACK 4P

Part No.

44355
44357
44362
44251
44253
44260

Characteristics:
Contact resistance: 50mQ max. (initial)
Insulation resistance : 100MQmin.(at 500VDC)
Dielectric strength: 1000VAC,50/60 Hz for 1 minute between non-continuous terminals
2000VAC, 50/60 Hz for 1 minute current-carrying part and ground

Vibration : Mechanical durability: 10 to 55 Hz 1.5mm double amplitude
Shock : Mechanical durability:Approx. 500m/sec2 (approx. 50G's)

Malfunction durability: : Approx. 500m/sec2 (approx. 50G's)
Ambient operating temperature :Operating: -25°C to 55°C

Storage: -30°C to 80°C

Humidity : 45% to 80% RH
Mechanical Life (min) : 250,000 operations
Electrical Life(min): 100,000 operations

Product No. Manufacturer Description Button/Body Color Contact Function
TN16-KSL4W 111 TEND key operato r white 1a1b
TN16-KSL4W 112 TEND key operator white 2a2b
TN16-KSL4W 113 TEND key operator white 3a3b
TN16-KSL6W 111 TEND key operator -1C white 1alb
TN16-KSL6W 112 TEND key operator -2C white 2a2b
TN16-KSL6W 113 TEND key operator -3C white 3a3b

Part No.

44283
44284
44285
44182
44185
44186

Product No.

TN16-MBS4Y1
TN16-MBS4Y2
TN16-MBS4Y3
TN16-MBS6Y1
TN16-MBS6Y2
TN16-MBS6Y3

Characteristics
Contactresistance: 50mQ min.(initial)
Insulation resistance : 100MQ min(500VDC)

Humidity : 45% to 80% RH
Mechanical Life (min) : Momentary: 2,000,000

Dielectric strength : 1,000VAC,50/60 Hz for 1 minute A\ A'te'”at_e1’BKR:2510’°°°
between non-continuous terminals ectrical Life (min) : Momentary: 100,000(1800

2,000VAC,50/60 Hz for 1 minute operations/hour)
) Alternate/BKR: 100,000(1200
current-carrying part and ground X h
Vibration : Mechanical durability: 10 to 55 Hz 1.5mm double amplitude operatignscur)
Shock: Mechanical durability:Approx. 500m/sec2 (approx. 50G's)
Malfunction durability: Approx. 500m/sec2 (approx. 50G's)
Ambient operating temperature: Operating: -25°Cto 55°C temperature
Storage: -30°C to 80°C

Manufacturer Description Button/Body Color Contact Function
TEND Push Button (Momentary) yellow 1A1B
TEND Push Button (Momentary) yellow 2A2B
TEND Push Button (Momentary) yellow 3a3b
TEND Push Button (Momentary) yellow 1A1B
TEND Push Button (Momentary) yellow 2A2B
TEND Push Button (Momentary) yellow 3A3B

mm—
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Switches & Control Gear

Detailed product specifications are available on: us. 100y. com. tw

Part No.  Product No. Manufacturer Description Button/Body Color Contact Rating Contact Function
44295 TN16-MIS41Y1 TEND 16mm llluminted push button (Momentary) (Incandescent lamp) Yellow 110V 1A1B

44296 TN16-MIS41Y2 TEND 16mm llluminted push button (Momentary) (Incandescent lamp) Yellow 110V 2A2B

44298 TN16-MIS41Y3 TEND 16mm llluminted push button (Momentary) (Incandescent lamp) Yellow 110V 3a3b

44201 TN16-MIS61Y1 TEND 16mm llluminted push button (Momentary) (Incandescent lamp) Yellow 110V 1A1B

44202 TN16-MIS61Y2 TEND 16mm llluminted push button (Momentary) (Incandescent lamp) Yellow 110V 2A2B

44203 TN16-MIS61Y3 TEND 16mm llluminted push button (Momentary) (Incandescent lamp) Yellow 110V 3A3B

44306 TN16-MLS41Y1 TEND llluminted push button (Momentary) (LED lamp) Yellow 110V 1A1B

44312 TN16-MLS41Y2 TEND llluminted push button (Momentary) (LED lamp) Yellow 110V 2A2B

44313 TN16-MLS41Y3 TEND llluminted push button (Momentary) (LED lamp) Yellow 110V 3a3b

44220 TN16-MLS61Y1 TEND llluminted push button (Momentary) (LED lamp) -1C YELLOW 1a1b LED lamp
44221 TN16-MLS61Y2 TEND Illuminted push button (Momentary) (LED lamp) Yellow 110V 2A2B

44222 TN16-MLS61Y3 TEND Illuminted push button (Momentary) (LED lamp) Yellow 110V 1A1B

2

Characteristics
Contact resistance: 50mQ min.(initial)
Insulation resistance : 100MQ min(500VDC)
Dielectric strength : 1,000VAC,50/60 Hz for 1 minute
between non-continuous terminals
2,000VAC,50/60 Hz for 1 minute
current-carrying part and ground
Mechanical durability: 10 to 55 Hz 1.5mm double amplitude
Mechanical durability:Approx. 500m/sec2 (approx. 50G's)
Malfunction durability: Approx. 500m/sec2 (approx. 50G's)
Ambient operating temperature: Operating: -25°Cto 55°C temperature
Storage: -30°C to 80°C

Humidity : 45% to 80% RH
Mechanical Life (min) : Momentary: 2,000,000
Alternate/BKR: 250,000
Momentary: 100,000(1800
operations/hour)
Alternate/BKR: 100,000(1200
operations/hour)

Electrical Life (min) :

Vibration :
Shock:

Part No. Product No. Manufacturer Description Button/Body Color Contact Function
44286 TN16-MMR4G1 TEND Push Button (Momentary) (Mushroom Head) Green 2A2B
44287 TN16-MMR4G2 TEND Push Button (Momentary) (Mushroom Head) Green 2A2B
44288 TN16-MMR4G3 TEND Push Button (Momentary) (Mushroom Head) Green 3A3B
44187 TN16-MMR6G1 TEND Push Button (Momentary) (Mushroom Head) Green 1A1B
44188 TN16-MMR6G2 TEND Push Button (Momentary) (Mushroom Head) Green 2A2B
44189 TN16-MMR6G3 TEND Push Button (Momentary) (Mushroom Head) Green 3A3B

Contact resistance: <50mQ(original data)

Insulated resistance: >100MQ(500VDC)

Environmental temp: Operating: -25°C to 55°C
deposited: -30°C to 80°C

Part No. Product No. Manufacturer Description Button/Body Color Contact Rating Contact Function
4430 1 TN16-MNS41Y1 TEND llluminted push button (Momentary) (Neon lamp) Yellow 110V 1A1B
44304 TN16-MNS41Y2 TEND llluminted push button (Momentary) (Neon lamp) Yellow 110V 2A2B
44305 TN16-MNS41Y3 TEND llluminted push button (Momentary) (Neon lamp) Yellow 110V 3a3b
44208 TN16-MNS61Y1 TEND llluminted push button (Momentary) (Neon lamp) Yellow 110V 1A1B
44209 TN16-MNS61Y2 TEND llluminted push button (Momentary) (Neon lamp) Yellow 110V 2A2B
44210 TN16-MNS61Y3 TEND llluminted push button (Momentary) (Neon lamp) Yellow 110V 3A3B

TN16-PIR47R

Characteristics:
Contact resistance: 50mQ max. (initial)
Insulation resistance : 100MQmin.(at 500VDC)
Dielectric strength: 1000VAC,50/60 Hz for 1 minute between non-continuous terminals
2000VAC, 50/60 Hz for 1 minute current-carrying part and ground

Vibration : Mechanical durability: 10 to 55 Hz 1.5mm double amplitude
Shock : Mechanical durability:Approx. 500m/sec2 (approx. 50G's)

Malfunction durability: : Approx. 500m/sec2 (approx. 50G's)
Ambient operating temperature :Operating: -25°C to 55°C

Storage: -30°C to 80°C

Humidity : 45% to 80% RH
Mechanical Life (min) : 250,000 operations
Electrical Life(min): 100,000 operations

Part .~ Button/Body Pins/Terminal Contact
Product No. Manufacturer Description |
“\‘ No. Color Type Function
' 48758  TN16-PIR47TR  TEND llluminted push button RED
44348 | TN16-SSL4B111 TEND 1§/Selector Rectangural Switch-2-position(0.1key black 1A1B
withdrawable )
44349  TN16-SSL4B112 TEND 16/Selector Rectangural Switch-2-position(Okey withdrawable) = black 1A1B
44350 @ TN16-SSL4B113 TEND 16/Selector Rectangural Switch-2-position(1key wintdrawable ) = black 1A1B
44241 | TN16-SSL6B111 TEND 1§/Selector Rectangural Switch-2-position(0.1key black 1a1b
withdrawable )
44242 | TN16-SSL6B112 TEND 16/Selector Rectangural Switch-2-position(Okey withdrawable) = black 1A1B
44243 | TN16-SSL6B113 TEND 16/Selector Rectangural Switch-2-position(1key wintdrawable ) = black 1A1B
23812  TN16-SSS4B11 16/Selector Square Switch Black 4P 1A1B
®
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Part No. Product No. Manufacturer Description Button/Body Color Contact Rating Contact Function
50056 TN2BFR-1C TEND 30 Flat head Push Botton Switch Red 600VAC/10A lalb
50057 TN3BLR-1C TEND 35 Long head Push Botton Switch Red 600VAC/10A lalb
30591 TN3IL7G-I1C TN3 Long head Push Botton Switch Green 24VAC/DC 1A1B

) o
8 8 Part No. Product No. Manufacturer ~ Description Button/Body Color Contact Function
Al <
X 46145 XB2BA31C Schneider Pushbuttons, spring return GREEN/GREEN N/O
46144 XB2BA42C Schneider Pushbuttons, spring return RED/RED N/O

XB2BAsC

Category: 22467 - Push Buttons, Plastic, 22mm, ZB5, Xb5
Discount Schedule: |

Article Number : 785901383482

Package Qty : 1

Weight (Ibs.): 0.06 Part No. Product No. Manufacturer = Description Button/Body Color = Contact Rating =~ Contact Function
Availability Code : F 48660 XB5-AA21 Schneider Pushbuttons, spring return Flush N/O
. 20212 XB5-AA31 Schneider Pushbuttons, spring return = Green/Black Flush N/O
Returnability : R - -
48661 XB5-AA41 Schneider Pushbuttons, spring return Flush N/O
48662 XB5-AA61 Schneider Pushbuttons, spring return Flush N/O

Part No. Product No. Manufacturer ~ Description Button/Body Color  Contact Function
Wi 23309 XB5-AD53 Schneider Pushbuttons, spring return Black/Black N/O

21350 ZB2-BE101 Contact Block Green/Black NO

48599 ZB2-BE102 Contact Block NG

XB5-AD53

v Part No. Product No. Manufacturer Description Button/Body Color ~ Contact Rating
00 47072 ZB4-BA3 Schneider Contact Block GREEN N/O
W 1 47074 ZB4-BA4 Schneider Contact Block RED N/C
47080 ZB4-BV01 Schneider Contact Block: WRITE
47082 ZB4-BV03 Schneider Contact Block GREEN
ZB4-BA ZB4-BV01 ZB4-BV6 47077 ZB4-BV6 Schneider = Contact Block
ZB4-BZ009
Part No. Product No. Manufacturer Description Button/Body Color
47109 ZB4-BZ009 Schneider Electrical block
ZB4BJ2+ZB4BE101 49777 ZB4BJ2+ZB4BE101 Schneider telemecanique Mushroom switch black
Part No. Product No. Manufacturer Description
39455 ZB5-AD3 3-stay put
23312 ZB5-AD5 Schneider 3-spring return to centre

e We provide a wide range of products to development and maintenance engineers in all type of business

® |f you cannot find the components you want on the catalogue, please call us.
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Switches & Control Gear

Panel Mounting

Detailed product specifications are available on: us. 100y. com. tw

Environment

Protective treatment Standard version “TH”
Ambient air temperature Storage °c | —40--- +70
around the device Operation °C| -25---++70 unless otherwise stated

Class 11

IP 65 unless otherwise stated
NEMA 4X and 13, unless otherwise stated

Electric shock protection Conforming to IEC 536

Conforming to IEC 529
Conforming to NEMA

Degree of protection

Mechanical shock protection IK 03

IEC 947-1, IEC/EN 60947-5-1, [EC 947-5-4
EN 60947.JIS C 4520

UL508, CSA C22-2 n° 14

Standard contact with screw clamp terminals:A600; Q600
Standard contact with screw clamp termials

Conforming to EN 50102

Conforming to standards

UL Listed, CSA
BV, RINA, LROS, DNV, GL (pending)

Conforming to EN 50005 and EN 50013

Product certifications

Terminal identification

Part No. Product No. Manufacturer Description Button/Body Color Contact Function
18011 ZB5-AS844 Schneider 22 Mushroom Emergency Switches Red/Black N/C
Environment
Protective treatment Standard version "TH”
Ambient air temperature Storage oc | —40 - +70
around the device Operation °C| -25++++70 unless otherwise stated

Class 11

IP 65 unless otherwise stated
NEMA 4X and 13, unless otherwise stated

Electric shock protection Conforming to IEC 536

Conforming to IEC 529
Conforming to NEMA

Degree of protection

IK 03

IEC 947-1, IEC/EN 60947-5-1, IEC 947-5-4
EN 60947. JIS C 4520

UL508, CSA C22-2 n° 14

Standard contact with screw clamp terminals: A600; Q600
Standard contact with screw clamp termials

Mechanical shock protection Conforming to EN 50102

ZB5-AZ103
Conforming to standards

UL Listed, CSA
BV, RINA, LROS, DNV, GL (pending)

Conforming to EN 50005 and EN 50013

Product certifications

Terminal identification

Bodies for pushbuttons,
screw clamp terminal connections
1 ZB5-AZ10,AZ141

wn|
;’ Part No. Product No. Manufacturer Description Contact Rating Contact Function
J 23311 ZB5-AZ103 Schneider Pushbuttons and switches
18012 ZB5-AZ104 Schneider Contact Block 240V/3A N/C+N/C
. 315
Part No. Product No. Description
39479 ZBE-101 3-spring return to centre
39480 ZBE-102 3-spring return to centre
Part Button/Bod Pins/Terminal
@ Product No. Manufacturer Description Ltton/Bocy Jor{Rgning
W No. Color Type
49120  ZBE-102+ZB4BZ102+ZB4BS54 telemecanique Mushroom switch RED 40MM
47107 | ZBE-203 Schneider contact? blocks
LA 47108 ZBE-204 Schneider contact? blocks
47106 = ZBE-205 Schneider contact blocks
ZBE-203 48610  ZS16V1IR DEMEX Reset Switch

ZBE-102+ZB4BZ102+ZB4BS54

e We provide a wide range of products to development and maintenance engineers in all type of business

® |f you cannot find the components you want on the catalogue, please call us.
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Switches & Control Gear

Panel Mounting

' ' Product No.

Part No. Description

3464 6501A

Panel Mounting Button Switches

Detailed product specifications are available on: us. 100y. com. tw

Pins/Terminal Type Contact Function Contact Rating Button/Body Color

2 Red

A OFF-(ON) 1A 125V AC

®5.8

w S ‘
- o |
<
2.8 0
©w
Part No. Product No. Description
10653 6513 Momentary Switches 2

Pins/Terminal Type

SPECIFICATIONS

¢ Rating: 0. 3A 25VAC, 0. 15A 250VAC

e Circuit : OFF-(ON)

¢ Insulated voltage: DC500V100MQ OR MORE
* Withstand voltage: AC 1500V FOR Imin.

* Contact resistance: DC2-4V 100MQ OR LESS

[0}

()

MOUNTING HOLE

16.0

2.5

1

Contact Function Button/Body Color

A Momentary OFF-(ON) White

$20. 5

)

\

(

P13.7

1]

SPECIFICATIONS
e Circuit : OFF-(ON)

A * Rating: 3A 125VAC.
: Fd ¢ Contact resistance: DC500V100MQ OHMS.
* Insulatetion resistance: AC 1000V FOR Imin.
% 5 O * Dielectric strength: 20m Mar.
7.4 t=0.6 3.7]
16.9 14.9
Part No. Product No. Description Pins/Terminal Type Contact Function Contact Rating Button/Body Color
6721 6516 Push-Button 2P/Soldering B. OFF-(ON) 3A/125VAC RED
T / 219.3 Key Specifications
4 § = * Model: 6517 (Push OFF)
-~ ( N * Tamper switch
Q ® o * Size: 40.6%23.4%12.5
=|——?—T
= 9. 2|'_ Part No.  Product No.  Description AW IAE] Contact Function Button/Body Color
14 [3)6.9 16.6 Type
A 12055 6517 Momentary Switches | 2 A OFF-(ON) White

Unit:mm

Miniature, Sub-Miniature Panel Mounting

Detailed product specifications are available on: us. 100y. com. tw

Contact material: Silver metal

Contact capacity: 250 VAC/5A (p.f.20.9)

Electric resistance: | <50mQ

5A/250VAC 50. 000
6A/250VAC 60, 000
2A/250VAC 200, 000

Electrical life

Insulated resistance: | <500VDC. >10'MQ

1A/250VAC 400, 000

Solder resist temp: 600°C/5 seconds

Operating temp: -25°C TO +55°C

Storage temp: -40°C TO +85°C

Resist temperature&soil, high capability, plastic
materials, fire—proof

Shell material:

Part No. Product No. Manufacturer Description Button/Body Color Contact Rating Pins/Terminal Type
50010 01P-RM40.Q1P+G META Rectangular Momentary Button Sitches 16mm 1A1B 250VAC/5A
® Frontsize: 9x9 mm ® Switch rating: 50 VAC, 800 mA
- N * Front protection: IP 40 * Switching system: Snap-action switching element
ﬁf * Mounting hole size: 8 mm dia. * Mounting style: raised mounting | PCB mounting
e Terminals: Plug-in terminal | Soldering terminal e Contacts: 1 Normally open
¢ lllumination: LED * Switching action: Momentary action
e Frontshape:Square e Contact material: Silver
Part No.  Product No. Manufacturer  Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
48370 19-159.015+5+F36 EAO Low-level llluminated Pushbotton Switch Green 50 VAC, 800 mA 4 1 Normally open
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-22
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
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Switches & Control Gear

?19

Model No. Circuit

6506A 2P SPST OFF-(ON) PILT
65068 2P SPST ON- (OFF) -
Rating 3A 125V AC

Contact resistance 50mQ Max. E

Insulation resistance

DC 500V _100MQ Min.

Dielectric strength

AC 100V 1 minute

M12x10

Detailed product specifications are available on: us. 100y. com. tw

0© g

Unit:mm

Part No. Product No. Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
11989 6506A Momentary Push Button Swtiches Red 3A/250Vac 2 A,OFF-(ON)
8555 6506B Button Switches Red 3A/250Vac 2 ON-OFF
8 \m\ & e Unit:mm
* 6P DPDT ON-ON L Ei 9l
* AC 125V 4A M12P 0.75 :7 ) 3 PP‘* ©
+ Terminal : Solder PIN Z ¢ 1" \ L]:;'%j
PC PIN - 4.3 ‘:B‘{: 8
* (M): (Momentary) ; ° =K 4005 osl |, T
el TG 0s . : v e
o 18
Part No. Product No. Description Contact Rating Pins/Terminal Type Contact Function
4287 6520C Momentary Push Button Switch AC125V/3A 6 ON-ON
49332 6520C Momentary Push Button Switch AC125V/3A 6 ON-ON
FLAT TN 1/4-40 NS SPECIFICATIONS:
— @29 Y L Contact rating: 1 AMP@120VAC or 28VDC
! : % 0. 4Volt-Amps (VA) ,20 VAC or VDC max.
. 500 225 s __ 030 . ]
12.70 15-71 T = 1 \[ o-78 Electrical life: 50, 000 make and break cycles at full load
L T Contact resistance: 1, 000MQ min
- '1;‘533+‘ 451 Dielectric strength: 1, 000V RMS @ sea level
25 a5 T s O o ation t ture: ~30°C to 85°C
Aead 248 ;2o peration temperature: o
Part No. Product No. Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
11651 7ND7P1B1M1QE Snap-Acting Pushbutton Switches Red 1A 120V AC Or 38V DC 6 1-3,4-6 ON,1-2,4-5 MOM
114 DIA Y BNV e SPECIFICATIONS:
_ 29 v « Contact rating: 1AMP@ 120VAC or 28VDC
- e 4 EHKM[ § AQV, 40 Volt-Amps(VA),20VAC or VDC max.
T S f J o7 * Electrical life: 50, 000 make and break cycles at full load
e T ¢ Contact resistance: 1, 000MQ min.
ST ‘1;‘5‘1‘5_#2—23’ EPOXY SEAL ¢ Dielectric strength: 1, 000V RMS @ sea level.
5.66 6.25 5.65 * Operation temperature:-30°C TO 85°C
Part No. Product No. Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
3449 7NS7P1B1M1QE Red Push Button Swtiches Red 1A 120V AC Or 38V DC 3 Pin 1-30N,1-2MOM
~ 110
SPECIFICATIONS: 210 P 1.-48UNS 0.79 ‘%
¢ Contact rating: 1AMP @ 120VAC or 28VDC g T % 200
* Electrical life: 50, 000 make and break cycles at full load k\\\\\\ Em :.:.é 5.08
* Contact resistance: 20MQ max. inital @2-4 V (D. C) ‘ ‘ t
e\ —>|e— 020
100MA for both coin silver and gold plated contact 14 28] P
« Insulated resistance: 1000MQ min. 5.¢5| \\18
« Dielectric strength: 1, 000V RMS @ sea level.
« Operation temperature: -30°C TO 85°C
Part No. Product No. Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
4533 8MS9B500M1QE Momentary Push Button Swtiches Red 1A/125Vac 2 OFF-(ON)
® We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.
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Switches & Control Gear

Specifications :

Switch mode : momentary or alternate action, 1-4 poles.

Body material
thermosetting plastic.

Operating travel : 3.0 mm.

Actuating force : 2-5N depending on no. of contact block.

Mechanical lifetime : > 2 million operations.

Electric rating : 250V AC 5A, 125V AC 8A, 250V DC 0.2A, 24V DC 6A

Detailed product specifications are available on:

us. 100y. com. tw

Switch system : each contact block has one double break snap action switching mechanism.

Contact material : soldering type - silver is standard; socket type - pin with golden plating.
- high-grade temperature thermoplastic. Contact housing moulded in electrical high-grade

Part Contact
@ Product No. Manufacturer Description Button/Body Color Contact Rating Pins/Terminal Type on aF
No. Function

49647 | D16LMV2-1CG) DECA Nor]—lllumlnated pushButton 1 pole momentary green/metal 250V AC 5A/125V AC 8A/250V DC 1 pf)le/momentary
action(Waterproof) ring-optional 0.2A/24V DC 6A action
Non-llluminated hButton 1 pol t
49632 | D16LMV2-1CR DECA on-fluminated pushiution 1 pole momentary - gpqr 1 nole Red/metal ring-optional 25mm*L:39mm
action(Waterproof)
Non-llluminat hButton 1 pol t Yell tal 250V A 125V A 250V D 1 pol t
49659 | D16LMV2-1CY| DECA or1 uminated pushButton 1 pole momentary _e ow/me a 50V AC 5A/125V AC 8A/250V DC p_o e/momentary
action(Waterproof) ring-optional 0.2A/24V DC 6A action
. Rating
16 . m: A PR 3A 125V AC
t 1.5A 250V AC
& 1. .2 Contact resistance
2y 50mQ Max
< I . Insulated resistance
OFF @ DC 500V 100MQ Min
Color: @@ 2P SPST Dielectric strength
,,I AC 1000V 1 minute
B Cut-out
Part No. Product No. = Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
14146 R13-502A-05 Momentary Push Button Swtiches Red/Blak 3A125VAC/1.5A250VAC = 2 Pin/Solder OFF-(ON)
Rating
~ L. D16
Ny S 3A 125V AC
1.5A 250V AC
s Contact resistance
e 50mQ Max
“e Insulated resistance
v | DC 500V 100MQ Min
Dielectric strength
AC 1000V 1 minute
Part No. Product No. Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
33216 R13-502MA-05 Push Button Swtiches 7 3A/125V 1.5A/250V 3P/SO Solder OFF-(ON) SPDT
@16 <88, Rating
g m;@ c P 3A 125V AC
Y ‘ | ® [ ) Y 1.5A 250V AC.
‘ [ 1 2 3 Contact resistance
93 50mQ Max
ot \ S ZBUNEE Insulated resistance
< \Hi[” o9 @ DC 500V 100MQ Min
OFF A i
2P SPST Dielectric strength
H H AC 1000V 1 minute
Cut-out
Part No. Product No. Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
14281 R13-502MC-05  Push Button Swtiches Red 3A/125V 5A/250V 3P/SO Solder ON-(ON) SPDT

® We provide a wide range of products to development and maintenance engineers in all type of business

® |f you cannot find the components you want on the catalogue, please call us.
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Detailed product specifications are available on: us. 100y. com. tw

o18 o128, Rating
‘ ‘ ‘ :i ‘ ‘ _ 3A 125V AC
i ~ o v —— A * 1.5A 250V AC
. A [ i 1. .2 Contact resistance
‘ ‘ ‘ ‘ 50mQ Max
© N
g < ‘ ‘ ‘ ‘\ IN . Insulated resistance
- DC 500V 100MQ Min
Color: @@ AP A \iwre OFF (ON) - -
2P SPST Dielectric strength
@ “LH H AC 1500V 1 minute
Pins/Terminal Cut-out
Part No. Product No. Description Button/Body Color Contact Rating Tlns s Contact Function Lo
ype
M tary Push Button Swtich
32528 R13-508AL-05 /(?:/anaEr}[,) f uoHHon SWICHSS Red with 3Vdc LED = 3A125VAC/1.5A250VAC 4P/SO Solder ~  OFF-(ON) SPST
W/ Ci
S,
. ©
Momentary Push Button Swtiches
14132 R13-508BL-0 R ith 3Vdc LED A125VAC/1.5A250VAC 4P, I FF-ON SPST
3 3 5 \W/3VdcLED ed with 3Vdc 3A125VAC/1.5A250VAC4P/SO Solder OFF-ON SPS @27 mm max
»12.8 . OL FEATURES:
2. f T e Material: Frames are nylon (UL flame:94V-2) .Terminals
are silver plated brass
13.0 e |lluminated actuators are molded in PC, available with red
| amber, and green colors
Part No.  Product No. Description Button/Body Color Contact Rating Pins/Terminal Type = Contact Function
51454 R13-523AL-05 Momentary Push Button Swtiches with LED = Red with LED 3A125VAC/1.5A250VAC 4P/SO Solder OFF-(ON) SPST
50657 R13-541CL Push Button Swtiches Green /Black 16A250VAC,1HP250VAC, 1/2HP125VAC 3P/250 SQ (ON)-OFF SPST
SPECIFICATIONS
. 551
e Proofvoltage: 1, 500 V AC SCALE 1,5,2.44 14.0
e Contact resistance: 20 MQ max.
- o Electrical life: 50, 000 min. |
— . ] \ 138
e Mechanical life: 100, 000 min. 3.5
e Circuitry : S.P.S, T
ing: 650
e Contact rating: 1A 250VAC .@. 1ae 1 AR
e Insulation resistance: 100MQ M T4-80 i
¢ Type: OFF-ON TR
e Color: 3.00
Part No. Product No. Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
472
39087 R18-24A-501 Push Button Swtiches Yellow 3A/125Vac 2 OFF-ON — 1200 Y
Part No. Product No. Manufacturer Description Contact Function
39180 T21FR-IC TEND Miniature, Sub-Miniature Panel Mounting OFF-ON
39385 TBM-251-R TEND Miniature, Sub-Miniature Panel Mounting OFF-ON
- 709 _,
. 551 18.0Q 315
FEATURES: SCALE 1,5,2.44 14.0 ! | 800

Part No.

3382
7905
3395
7900

Product No.

YR18-21A-3
YR18-21A-5
YR18-21B-3
YR18-21B-5

Proof voltage: 1,500 V AC

e Contact resistance: 20 MQ max.
Electrical life: 50, 000 min.

e Mechanical life: 100, 000 min.
Circuitry : S.P.S, T

e Contact rating: 1A 250VAC
Insulated resistance: 100MQ

e Type: OFF-ON

Description

Alternative Push Button Swtiches
Alternative Push Button Swtiches
Momentary Push Button Swtiches
Momentary Push Button Swtiches

Colors®

Button/Body Color
Red

Yellow

Red

Yellow

«—

. 138
3.50

Ty

650

16.5

«—

189
4.80

118

3.00

L472
12.00

—»

Contact Rating Pins/Terminal Type

3A/250Vac 2 Pin
3A/250Vac 2P
3A/250Vac 2
3A/250Vac 2P

le—

Contact Function

OFF-ON
OFF-ON
OFF-(ON)
OFF-ON

mm—

-m
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Miniature, Sub-Miniature Panel Mounting

- S

Switches & Control Gear

FEATURES:

e Proof voltage: 1,500 V AC
e Contact resistance: 20 MQ max.

e Mechanical life:

Electrical life: 50, 000 min.

100, 000 min.

Detailed product specifications are available on: us. 100y. com. tw

SCALE 1,5:2.61

Colors: @

.591
~— 15.0 —»|
.433

1.0 |

. 265
6.50

e Circuitry : S.P. S, T 370 o

e Contact rating: 1A 250VAC o e t 1.50

e Insulated resistance: 100MQ e 5088 380

e Type: OFF-ON 5 0 l ‘ 413

10.5
Part No. Product No. Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function ﬂ J
5681 YR18-23A-3  Alternative Push Button Swtiches Red 3A/250Vac 2 OFF-ON N |l .513;
7903 YR18-23A-502 Momentary Push Button Swtiches = Yellow 3A/250Vac 2P OFF-ON .413
2208 YR18-23B-3 | Momentary Push Button Swtiches  Red 3A/250Vac 2Pin OFF-ON R ;1‘{’(2)0 e 108
7904 YR18-23B-5 = Momentary Push Button Swtiches = Yellow 3A/250Vac 2P OFF-ON
FEATURES:
e Proof voltage: 1,500 V AC SCALE 1.5: 2. 46
= e Contact resistance: 20 MQ max.

e Electrical life: 50, 000 min. ;

e Mechanical life: 100, 000 min. n

e Circuitry : S.P.S, T e

e Contact rating: 1A 250VAC N

e Insulated resistance: 100MQ .18
Colors: @ « Type: OFF-ON 3.00
Part No. Product No. Description Button/Body Color Contact Rating = Pins/Terminal Type = Contact Function
3411 YR18-24A-3 Push Button Swtiches Red 3A/125Vac 2 OFF-ON
2210 YR18-24B-3 Momentary Push Button Swtiches = Red 3A/250Vac 2Pin OFF-(ON)

s

FEATURES:

Mechanical life:

Proof voltage: 1,500 V AC
Contact resistance: 20 MQ max.
Electrical life: 50, 000 min.
100, 000 min.
Circuitry : S.P.S, T

Contact rating: 1A 250VAC
Insulated resistance:

100MQ

SCALE 1.5: 2. 44

Colors: @ s Type: OFF-ON
Part No. Product No. Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
5680 YR18-25A-3 Alternative Push Button Swtiches Red 3A/250Vac 2 OFF-ON
7902 YR18-25A-5 Alternative Push Button Swtiches Yellow 3A/250Vac 2P OFF-ON
7899 YR18-25B-302 Momentary Push Button Swtiches = Red 3A/250Vac 2P OFF-ON
7901 YR18-25B-502 Momentary Push Button Swtiches = Yellow 3A/250Vac 2P OFF-ON
FEATURES: g 8
> " ©wo .
e Proof voltage: 1,500 V AC Te 0 Ss SGALE 1.31 39
e Contact resistance: 20 MQ max. \_‘_" f* T <
| )
e Electrical life: 50, 000 min. T ' n
i ife: i A [F——
. M.ech.amcal life: : 100, 000 min. Do SE ,,,,,,,,,,,,,,,, -@- — g
e Circuitry : S.P.S, T [ — a2 i : 4.80
e Contact rating: 1A 250VAC v i —»‘11‘5—
o Insulated resistance: 100MQ o ) e fe— 82 o 3.00
Colors: ® « Type: OFF-ON S8 ee a e
o
Part No. Product No. Description Button/Body Color Contact Rating Pins/Terminal Type Contact Function
3394 YR18-26A-3 Push Button Swtiches Red 3A/250Vac 2 OFF-ON
3393 YR18-26B-3 Momentary Push Button Swtiches Red 3A/250Vac 2 OFF-ON
e \We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.
-
©) Taiwan:886-3-5753170 centenary Materials
Shanghai:021-54151736 Shenzhen: 075583298787
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-26
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Switches

Miniature, Sub-Miniature Panel Mounting

FEATURES:

e Proof voltage: 1,500 V AC

e Contact resistance: 20 MQ max.
e Electrical life: 50, 000 min.

e Mechanical life: 100, 000 min.
e Circuitry : S.P.S, T

& Control Gear

Detailed product specifications are available on: us. 100y. com. tw

Colors: @

N
)

AN
=

e Contact rating: 3A 250VAC N/
e Insulated resistance: 100MQ '
e Type: OFF-ON
Part No. Product No. Description Button/Body Color Contact Rating  Pins/Terminal Type Contact Function
2209 YR18-29A-302 Momentary Push Button Swtiches = Red 1A 250V AC 2Pin OFF-ON H I
7906 | YR18-29A5 Momentary Push Button Swtiches | Yellow 1A/250Vac 2P OFF-ON P A s
— < 8.00
FEATURES: Colors: @ l:‘ ‘H .6'236
e Proof voltage: 1,500 V AC . 146
e Contact resistance: 20 MQ max. ‘ 3.70
e Electrical life: 50, 000 min. ' T
« Mechanical life: 100, 000 min. /X
e Circuitry : S.P.S, T - (’) - T 110
e Contact rating: 3A 250VAC N 355 2.0
e Insulated resistance: 100MQ ‘ 1000
e Type: OFF-ON |
Part No. Product No. Description Button/Body Color Contact Rating = Pins/Terminal Type Contact Function W
3383 | YR18-30B-3 = Momentary Push Button Swtiches = Red 1A250VAC | 2Pin ON-OFF T -
0.0

Standard llluminated With Snap
-action Switch Element

Detailed product specifications are available on: us. 100y. com. tw

SPECIFICATIONS

MATERIALS
Rating: 5A@250 VAC-UL, VDE, Nemko, Semko, Demko, Fimko, CSA
Switch Housing: | Polyetherimide (PEI) 8A@125VAC - UL, CSA
Contact housing:| Diallyl phthalate (DAP) 2A@250 VAC - UL, CSA
Lens: Polycarbonate (PC) 6A@24 VDC - UL, CSA
Contacts: Silver plated copper alloy| | Mechanical life: =100, 000 cycles
Terminals: Silver plated copper alloy| | Ejectrical life >50, 000 cycles
Contact resistance: 100mQmax. typical; initial @ 2-4 VDC
Insulation resistance:| >1,000mQ
2 Dielectric strength: >1,500 volts 1 minute
>3,000 volts between poles
o Actuation force: 300g/pole
N 3.6 Operating temp: -20°Cto 55°C
10.8 A |
Part No. Product No. Manufacturer = Description Installed Aperature ~ Contact Function = Contact Rating = Button/Body Color
47323 | 01-121.0252+2 = EAO Indicator, Lighted Pushbuttons with Snap Acting Switch Element 18*24 1Pole 250VAC/5A Red/black
47324 01-121.0252+5 A EAO Indicator, Lighted Pushbuttons with Snap Acting Switch Element 18*24 1Pole 250VAC/5A Green/black
SPECIFICATIONS
Rating: 5A@250 VAC-UL, VDE, Nemko, Semko, Demko, Fimko, CSA
24 8A@125 VAC - UL, CSA
2A@250 VAC - UL, CSA
o 6A@24 VDC - UL, CSA
) \ Mechanical life: =100, 000 cycles
i i >
MATERIALS Electrical life =50, 000 cycles
Contact resistance: | 100mQmax. typical; initial @ 2-4 VDC
Switch Housing: Polyetherimide (PEI) - N >
1 >1,000mQ
Contact housing: | Diallyl phthalate (DAP) In.sulatn?n resistance '
Lens: Polycarbonate (PC) Dielectric strength: | >1,500 volts 1 minute
Contacts: Silver plated copper alloy >3,000 volts between poles
Terminals: Silver plated copperalloy | —| . Actuation force: 300g/pole
10.8
'| Operating temp: -20°Cto55°C
Part No. = Product No. Manufacturer ~ Description Installed Aperature Contact Function Contact Rating ~ Button/Body Color
19810 01-121.0252+7  EAO Indicator, Lighted Pushbuttons with Snap Acting Switch Element = 18*24 1Pole 250VAC/5A White/black
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 50-27
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Standard llluminated With Snap

Switches & Control Gear

-action Switch Element

2 d

By

Detailed product specifications are available on: us. 100y. com. tw

Part No. Product No. ~ Manufacturer = Description Installed Aperature =~ Contact Function Contact Rating = Button/Body Color
48772 01-122.0252 EAO Indicator, Lighted Pushbuttons with Snap Acting Switch Element 18*24 2Pole 250VAC/5A Red/Black
48773 01-122.0252 EAO Indicator, Lighted Pushbuttons with Snap Acting Switch Element 18*24 2Pole 250VAC/5A Green/Black
19811 01-122.0252 EAO Indicator, Lighted Pushbuttons with Snap Acting Switch Element 18*24 2Pole 250VAC/5A White/Black
Working environmental temp Storage temp
. * -25°C to +55°C * -40°C to +85°C
\' r
Part No. Product No. = Manufacturer Description Installed Aperature ~ Contact Function = Contact Rating = Button/Body Color
14086 = 01-264.0252 Indicator, llluminated Pushbuttons Witg Snap-action Switching Element = 16mm 4A4B 5A/250VAC Green
40909  01.151.0252 EAO Indicator, Lighted Pushbuttons with Snap Acting Switch Element 18*24 1Pole 250VAC/5A whoit/black

CHARACTERISTIC:

* Installed hole 16m/m, Available in three sizes appearance:
Square 18*%18mm

Circle 18m/m

>y

Rectangular 18%24 mm
* Offer built-in standard type, the panelto avoid
infiltration of liquid.

Alternating |
1 3 -

| * Heightening borders to prevent unnecessary mistakenly touch
E - W actuator.
* The use of micro-structure T13/4 Baizhilights, Helium Neon
Unit: mm 2 4 % Glow Indicator Lamp and LED lamp

» 1P Reverted |

¢ Afast switching agencies, contact can automatically remove

SPECIFICATIONS

Contact material: Silver plated platinum
Contact capacity: 250 VAC/5A (p.f.=0.9)
Electrical conductivity cell life: 5A/250 VAC
50,
4A/250 VAC 60, 000
2A/250 VAC 200, 000
1A/250 VAC 400, 000
Max insulated voltage: In all terminals and some plastic
shell, 4000VAC,
50HZ, 1 minute
Insulated resistance: <500 VDC , >10‘MQ
Resistance welding temperature: 200°C/5sec

000

1.3 carbon deposition. « Shell material: High temperature oil resistance
| * Each switch modules with a set of normally closed and a group performance plastic materials,
E— - of normally open contact. extinct by itself
? W * Use plastic fire rating UL94VO0, Plastic body could extinct by s Operating temp: -25°C to +55°C,
Unitmm  ——p itself  Storage temp: -40°C to +85°C
* Installed hole: ®16mm
Part No. Product No. Manufacturer Description Installed Aperature Contact Function Contact Rating
4363 01P-CA40.S1P META Alternative Button Sitches With Lamp b 16mm 1A1B 5A/ 250VAC
4362 01P-CM40.S1P META Reverted Button Sitches With Lamp b 16mm 1A1B 5A/ 250VAC
3212 01P-RA40.S1P META Alternative Button Sitches With Lamp b 16mm 1A1B 5A/ 250VAC
7873 01P-RA40.S2P META Alternative Button Sitches With Lamp b 16mm 2A2B 5A/ 250VAC
3213 01P-RM40.S1P META Reverted Button Sitches With Lamp b 16mm 1A1B 5A/ 250VAC
2567 01P-SA40.S1P META Alternative Button Sitches With Lamp & 16mm 1A1B 5A/ 250VAC
2573 01P-SM40.S1P META Reverted Button Sitches With Lamp b 16mm 1A1B 5A/ 250VAC
CHARACTERISTIC:
o * Installed hole 16m/m, Available in three sizes « Afast switching agencies, contact can automatically
0 .\¢.’ 4 appearance: remove carbon deposition.
‘ Square 18%18mm « Each switch modules with a set of normally closed
Circle 18m/m and a group of normally open contact.

ARNESOONE

Rectangular 18%24 mm
® Offer built-in standard type, to avoid infiltration of
liquids before the panel.

» 1P Alternating |

* Heightening borders to prevent unnecessary

1 3 mistakenly touch actuator.
\ * The use of micro-structure T13 / 4 Baizhi lights,
E - W and LED lights Helium Neon Glow Indicator Lamp.
Unit: mm 2 4 +

¢ Use plastic fire rating UL94V0, Plastic body could
extinct by itself

TEL : Taiwan:886-3-5753170
F A X : Taiwan:886-3-5753172
E-mail: Taiwan:us_ sale@100y.com.tw

Shenzhen:86-755-83298787
Shenzhen:86-755-83640655
Shenzhen: 100y@163. com
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Switches & Control Gear

Standard [lluminated With Snap il T AT
-action Switch Element

. O

3

SPECIFICATIONS
® Contact material: Silver plated platinum
* Contact capacity: 250 VAC/5A (p.f.=0.9)
* Electrical conductivity cell life: 5A/250 VAC 50, 000
4A/250 VAC 60, 000
2A/250 VAC 200, 000
1A/250 VAC 400, 000
* Max insulated voltage: In all terminals and some plastic
shell, 4000VAC,
50HZ, 1 minute

* Insulated resistance: <500 VDC , >10‘MQ

* Resistance welding temperature: 200°C/5sec

e Shell material: High temperature oil resistance
performance plastic materials,
extinct by itself

» Operating temp: -25°C to +55°C,

» Storage temp: -40°C to +85°C

 Installed hole: ®16mm

Part No.  Product No. Manufacturer  Description Installed Aperature Contact Function Contact Rating Button/Body Color Lamp (V)
50105 01P-CA40.S1P+R+D06 META Alternative Button Sitches With Lamp 16mm 1A1B 5A/ 250VAC Red 48V/0.8W
15474 01P-CA65.S1P+R+L06 META Waterproof Flat Button Switches 16mm 1A1B 5A/250VAC Red 6Vdc
CHARACTERISTIC: .SgEC'F'CAT'Ole sitvaeSMhed orati
* Installed hole 16m/m, Available in three sizes QMask materlla L Si\ver plated platinum
anpd3N s * Contact capacity: 250 VAC/5A (p.f.=0.9)
Spp AR * Electrical conductivity cell life: 5A/250 VAC
guare mm 50, 000
Circle 18m/m

» 1P Alternating |
1 3 -
\
E - W
Unit: mm 2 4 F

ARNESOODNE

Rectangular 18%24 mm

® Offer built-in standard type, to avoid infiltration of
liquids before the panel.

* Heightening borders to prevent unnecessary
mistakenly touch actuator.

* The use of micro-structure T13 / 4 Baizhi lights,
and LED lights Helium Neon Glow Indicator Lamp.

* Afast switching agencies, contact can automatically
remove carbon deposition.

« Each switch modules with a set of normally closed
and a group of normally open contact.

* Use plastic fire rating UL94V0, Plastic body could
extinct by itself

4A/250 VAC 60, 000
2A/250 VAC 200, 000
1A/250 VAC 400, 000
¢ Max insulated voltage: In all terminals and some plastic
shell, 4000VAC,
50HZ, 1 minute
« Insulated resistance: <500 VDC , >10‘MQ
« Resistance welding temperature: 200°C/5sec
« Shell material: High temperature oil resistance
performance plastic materials,
extinct by itself
e Operating temp: -25°C to +55°C,
* Storage temp: -40°C to +85°C
¢ Installed hole: ®16mm

Part No. = Product No. Manufacturer Description Installed Aperature Contact Function Contact Rating Button/Body Color Lamp (V)
14692 01P-CAB5.S1P+V+L12 META Waterproof Flat Button Switches 16mm 1A1B 5A 250V Green 12Vdc
Contact type 1Pole=1A1B;  2Poles=2A2B
Actuating itinerary 3mm
Road to power 1Pole about120gw; 2plose about 250gw
Mechanical life Reverted1%10°; Alternating1*10°
Weight Welding 1P about 7gw; Welding 2P about 8gw
i, NN EGOOODE
Part No. Product No. Manufacturer Description Installed Aperature
12471 01P-Cl40.Q META Pilot Light
21629 01P-Cl40.S META Pilot Light 16mm
Contact type 1Pole=1A1B;  2Poles=2A2B » 1P Reverted |
Actuating itinerary 3mm 13 7
Road to power 1Pole about 120gw; 2plose about 250gw \
Mechanical life Reverted 1%10°; Alternating 1%10° E— N W
Weight Welding 1P about 7gw; Welding 2P about 8gw .
Unit: mm 5 2 +

ARNESOONE

L Prew]

Part No. Product No. Manufacturer Description Installed Aperature Contact Function Contact Rating
17494 01P-CM40.Q1P META Rectangular Momentary Button Sitches With Lamp 16mm 1A1B 5A/ 250VAC
o Contact type 1Pole=1A1B;  2Poles=2A2B » 1P Reverted | |
Actuating itinerary 3mm d g
0y o Road to power 1Pole about 120gw; 2plose about 250gw E—— B |
@ Mechanical life Reverted 1%10°; Alternating 1%10° W
Weight Welding 1P about 7gw; Welding 2P about 8gw Unit: mm — .
NANEGCOO®
Part No.  Product No. Manufacturer  Description Installed Aperature Contact Function Contact Rating  Button/Body Color Lamp (V)
33855 01P-CM65.S1PRL0O6 META Alternative Button Sitches With Lamp 16mm 1A1B 5A/ 250VAC RED 6V LED
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-29
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Switches & Control Gear

Standard [lluminated With Snap il T AT

o g

-action Switch Element

CHARACTERISTIC:

* Installed hole 16m/m, Available in three sizes
appearance:
Square 18%18mm
Circle 18m/m

Rectangular 18%24 mm

® Offer built-in standard type, to avoid infiltration of
liquids before the panel.

* Heightening borders to prevent unnecessary
mistakenly touch actuator.

* The use of micro-structure T13 /4 Baizhilights,
and LED lights Helium Neon Glow Indicator Lamp.

« Afast switching agencies, contact can automatically
remove carbon deposition.

« Each switch modules with a set of normally closed
and a group of normally open contact.

* Use plastic fire rating UL94VO0, Plastic body could
extinct by itself

ARNESOONE

01P-RA40.Q1P

01P-RA40.Q1P+R+L24

Color: O® @

Part No. Product No. Manufacturer Description

18014 01P-RA40.Q1P META Rectangular Alternative Button Sitches With Lamp
12925 01P-RA40.Q1P+0O+D24 = META Momentary Button Sitches With Lamp

42741 01P-RA40.Q1P+R+L24 =~ META Momentary Button Sitches With Lamp

SPECIFICATIONS
* Contact material: Silver plated platinum
Contact capacity: 250 VAC/5A (p.f.=0.9)
Electrical conductivity cell life: 5A/250 VAC 50, 000
4A/250 VAC 60, 000
2A/250 VAC 200, 000
1A/250 VAC 400, 000
Max insulated voltage: In all terminals and some plastic
shell, 4000VAC,
50HZ, 1 minute
Insulated resistance: <500 VDC , >10'MQ
Resistance welding temperature: 200°C/5sec
Shell material: High temperature oil resistance
performance plastic materials,
extinct by itself
Operating temp: -25°C to +55°C,
Storage temp: -40°C to +85°C
Installed hole: ®16mm

» 1P Alternating | » 1P Reverted |
1 3 ~ 1 3 -
| \
E ~ = W E 77777777777777 W
Unit:
Unit:mm 3 2 + pitemm = T+
Installed Aperature =~ Contact Function = Contact Rating = Button/Body Color = Lamp (V)
b 16mm 1A1B 250VAC/5A
& 16mm 1A1B 250Vac/5A Red 28Vdc
& 16mm 1A1B 250Vac/5A

CHARACTERISTIC:

* Installed hole 16m/m, Available in three sizes

appearance:

Square 18%18mm

Circle 18m/m

Rectangular 18%24 mm

® Offer built-in standard type, to avoid infiltration of
liquids before the panel.

¢ Heightening borders to prevent unnecessary
mistakenly touch actuator.

* The use of micro-structure T13 /4 Baizhi lights,
and LED lights Helium Neon Glow Indicator Lamp.

* Afast switching agencies, contact can automatically
remove carbon deposition.

01P-RA40.S2P

SPECIFICATIONS
* Contact material: Silver plated platinum
Contact capacity: 250 VAC/5A (p.f.=0.9)
Electrical conductivity cell life: 5A/250 VAC 50, 000
4A/250 VAC 60, 000
2A/250 VAC 200, 000
1A/250 VAC 400, 000
Max insulated voltage: In all terminals and some plastic
shell, 4000VAC,
50HZ, 1 minute
Insulated resistance: <500 VDC , >10*MQ
Resistance welding temperature: 200°C/5sec
Shell material: High temperature oil resistance
performance plastic materials,
extinct by itself

« Each switch modules with a set of normally closed * Operating temp: -25°C to +55°C, » 1P Alternating |
and a group of normally open contact. * Storage temp: -40°C to +85°C Fa\\ \
¢ Use plastic fire rating UL94V0, Plastic body could ¢ Installed hole: ®16mm ‘
extinct by itself E - % W
“‘N ce @@@@ Unit: mm 2 4+
01P-RA40.S2P+R+L24 Color: O0® @
Part No. Product No. Manufacturer = Description Installed Aperature ~ Contact Function = Contact Rating = Button/Body Color = Lamp (V)
39353  01P-RA40.S2P META Rectangular Alternative Button Sitches With Lamp & 16mm 2A2B 250VAC/5A
44870 01P-RA40.S2P+B+L24 = META Rectangular Alternative Button Sitches With Lamp & 16mm 2A2B 5A/ 250VAC BLUE 24V
33206 01P-RA40.S2P+R+L24 = META Rectangular Alternative Button Sitches With Lamp & 16mm 2A2B 5A/ 250VAC RED 24V
43933 01P-RA40.S2P+V+L24 = META Rectangular Alternative Button Sitches With Lamp & 16mm 2A2B 5A/ 250VAC Dark Green 24V
43938 01P-RA40.S2P+Y+L24 = META Rectangular Alternative Button Sitches With Lamp & 16mm 2A2B 5A/ 250VAC Yellow 24V

Weight

Welding about 5gw Interpolation about 7. 8gw

Safety norms

ARNESOONE

Lamp power

Input voltage

Tungsten Lamp

DC06, DC12, DC24V

01P-RI40.Q Helium Neon Glow Ind

icator Lamp AC110, AC220V

01P-RI40.S
LED Lamp AC/DC: 6, 12, 24V
Part No.  Product No. Manufacturer Description Installed Aperature Contact Rating Button/Body Color Lamp (V)
28500 01P-R140.Q META Rectangular Momentary Button Sitches With Lamp b 16m/m 5A/250VAC oblong 48V,0.8W
16910 01P-R140.S META Rectangular Momentary Button Sitches With Lamp & 16m/m 5A/250VAC
®

TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 50-30
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Switches & Control Gear

Standard [lluminated With Snap il T AT

-action Switch Element

01P-RM40.Q1P

-
' :
“n\’

01P-RM40.Q1P+R+D12

.0

01P-RM40.Q1P+B+D12

-
=

01P-RM40.Q1P+G+D12

CHARACTERISTIC:

Installed hole 16m/m, Available in
three sizes appearance:

Square 18%18mm

Circle 18m/m

Rectangular 18%24 mm

® Offer built-in standard type, to avoid

infiltration of liquids before the panel.

* Heightening borders to prevent

unnecessary mistakenly touch actuator.

* The use of micro-structure T13 /4 Baizhi

lights, and LED lights Helium Neon Glow
Indicator Lamp.

* Afast switching agencies, contact can

automatically remove carbon deposition.

* Each switch modules with a set of normally

closed and a group of normally open contact.

® Use plastic fire rating UL94VO0, Plastic body

could extinct by itself

SPECIFICATIONS
Contact material: Silver plated platinum
Contact capacity: 250 VAC/5A (p.f.=0.9)
Electrical conductivity cell life:
5A/250 VAC 50, 000
4A/250 VAC 60, 000
2A/250 VAC 200, 000
1A/250 VAC 400, 000
Max insulated voltage: In all terminals and
some plastic shell,
4000VAC,
50HZ, 1 minute
Insulated resistance: <500 VDC , >10‘MQ
Resistance welding temperature: 200°C/5sec
Shell material: High temperature oil resistance
performance plastic materials,
extinct by itself

» Operating temp: -25°C to +55°C,
« Storage temp: -40°C to +85°C
¢ Installed hole: ®16mm

A, » 1P Reverted |
77 01P-RM40.Q1P+0+D24 Color: 0@ @@ 13 -
01P-RM40.Q1P+G 01P-RM40.Q1P+Y+D12 |
E 77777777777777 \f W
NRANEGOODE
Unit: mm
' 2 a4 ¢+
Part No. Product No. Manufacturer Description Installed Aperature = Contact Function Contact Rating Button/Body Color = Lamp (V)
18013 | 01P-RM40.Q1P META Rectangular Momentary Button Switches b 16mm 1A1B 250VAC/5A 48V
12762  01P-RM40.Q1P+B+D12 = META Rectangular Momentary Button Sitches With Lamp b 16mm 1A1B 5A/250V Blue 14Vdc
42918 | 01P-RM40.Q1P+G+D12 = META Rectangular Momentary Button Sitches With Lamp & 16mm 1A1B 250VAC/5A 12V
44898  01P-RM40.Q1P+0+D24 = META Rectangular Momentary Button Sitches With Lamp b 16mm 1A1B 250VAC/5A ORANGE 24V
42914 | 01P-RM40.Q1P+R+D12 = META Rectangular Momentary Button Sitches With Lamp b 16mm 1A1B 12VDC 250VAC/5A
42916  01P-RM40.Q1P+Y+D12  META Rectangular Momentary Button Sitches With Lamp b 16mm 1A1B 250VAC/5A 12v
50010  01P-RM40.Q1P+G META Rectangular Momentary Button Sitches With Lamp b 16mm 1A1B 250VAC/5A 12v
Contact type 1Pole=1A1B;  2Poles=2A2B
Actuating itinerary 3mm

>y

Road to power

1Pole about120gw; 2plose about 250gw

Mechanical life Reverted1*10°;

Alternating1*10°

» 1P Reverted | Weight Welding 1P about 7gw; Welding 2P about 8gw
1 3 -
| NANECODO
E—r
Part No. Product No. Manufacturer Description Installed Aperature = Contact Function Contact Rating
Unit: mm > 7+ 29161 = 01P-RM40.S2P META Rectangular Momentary Button Sitches With Lamp & 16mm 2A2B 5A/250V
39351  01P-RM40.S2P META Rectangular Momentary Button Sitches With Lamp ¢ 16mm 1A1B 250VAC/5A
Contact type 1Pole=1A1B: 2Poles=2A2B » 1P Alternating |
”_ i Actuating itinerary 3mm 1 3 -
z Road to power 1Pole about120gw; 2plose about 250gw \
# Mechanical life Reverted1%10°: Alternating1*10° E - W
Weight Welding 1P about 7gw; Welding 2P about 8gw
Unit: mm 2 4 +
NANESCOD®

Part No.  Product No. Manufacturer Description Installed Aperature Contact Rating Button/Body Color Lamp (V)

21770 01P-SA65.S1P+R+D12 META Rectangular Alternative Button ~ Sitches With Lamp b 16mm 250VAC/5A Red/Black D14V

21771 01P-SA65.S1P+Y+D12 META Alternative Button Switches b 16mm 250VAC/5A Yellow/Black D14V
Weight Welding about 5gw Interpolation about 7. 8gw

Safety norms

ARNCESOONE

[ —&—]

Lamp power

Input voltage

Tungsten Lamp

DC06, DC12, DC24V

Helium Neon Glow Indicator Lamp

AC110, AC220V

LED Lamp AC/DC: 6, 12, 24V
Part No. Product No. Manufacturer Description Installed Aperature Contact Rating Lamp (V)
32377 01P-S140.Q META Rectangular Momentary Button Sitches With Lamp b 16m/m 5A/250VAC 48V/0.8W
@
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-31
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Switches & Control Gear

Standard llluminated With Snap

Detailed product specifications are available on: us. 100y. com. tw

-action Switch Element > 1P Rovertod |
Contact type 1Pole=1A1B;  2Poles=2A2B 13
v- ’ Actuating itinerary 3mm
Road to power 1Pole about120gw; 2plose about 250gw E—— % W
Mechanical life Reverted1%10°; Alternating1*10°
Weight Welding 1P about 7gw;  Welding 2P about 8gw Unittmm  ———
Part No. = Product No. Manufacturer = Description Installed Aperature Contact Function = Contact Rating Button/Body Color
30309 01P-SM40.Q1P META Rectangular Momentary Button Sitches With Lamp ¢ 16mm 1A1B 250VAC/5A square
29160 01P-SM40.S2P META Rectangular Momentary Button Sitches With Lamp b 16mm 2A2B 250VAC/5A
Installed Contact
Part No. Product No. Manufacturer Description nstafie on a.c Contact Rating Lamp (V)
Aperature  Function
Standard llluminated With
28303 | 30-530.02  EAO andard Tuminale@ Wi - 1, o4+35mm | 2A2B | 250Vac /5A
Snap-action Switch Element
Standard llluminated With
28307 | 30-530.04  EAO andard Tuminale@ Wi~ 1, o4+7omm | 2A2B | 250Vac/sA | 6V
— Snap-action Switch Element
MATERIALS

SPECIFICATIONS

Data: 5A@250 VAC-UL, VDE, Nemko, Semko, Demko, Fimko, CSA | [gwitched Rack: Polyetherimide (PEI)
8A@125 VAC - UL, CSA Contacted rack:| Diallyl phthalate (DAP)
2A@250 VAC - UL, CSA Lemss Polycarbonate (PC)
6A@24 VDC - UL, CSA chntdet: Silver plated copper alloy

Mechanical life: =100, 000 cycles Terminals Silver plated copper alloy|
Electrical life: =50, 000 cycles -
Contact resistance: | 100mQmax. typical; initial @ 2-4 VDC
Insulated resistance:| >1,000mQ
| Dielectric strength: | >1,500 volts 1 minute
>3,000 volts between poles 2
Drive power: 300g/pole N
| Operating temp -20°Cto55°C Y A | 19

Part No. Product No. Manufacturer Description Installed Aperature Contact Function Contact Rating
3220 31-121.0252 EAO Rectangular Momentary Button Sitches (soldering) b 16mm 1A1B 5A/ 250VAC
27746 31-122.0252+2 Rectangular Momentary Button Sitches (soldering) $16mm 1A1B 5A/ 250VAC
4848 31-261.0252 Alternative Push  Button Swtiches b 16mm 1A1B 5A/250V
29270 31-262-0252 EAO Rectangular Momentary Button Sitches (soldering) 2A2B 5A/ 250VAC
Installed Contact
ﬁ Part No. Product No. Manufacturer Description nstafie e a_c Contact Rating
Aperature Function
= Rect: lar M tary Butt
E 28305 | 31-263.0252 ectanguar Momentary Buton 1 16mm | 3a38 5A/ 250VAC
Sitches (soldering)
Rect lar M: tary Butt
— ] —~— 28306 | 31-264.0252 EAO i oA EEEN g temm | andaB 5A/ 250VAC
31-263.0252 = 31-264.0252 fiches (soldering)
SPECIFICATIONS
ﬁ Data: 5A@250 VAC-UL, VDE, Nemko, Semko, Demko, Fimko, CSA
s 7, 24
. ' . 8A@125 VAC - UL, CSA
N 2A@250 VAC - UL, CSA
6A@24 VDC - UL, CSA
Mechanical life: =100, 000 cycles
MATERIALS Electrical life: =50, 000 cycles

Switched Rack: | Polyetherimide (PEI) Contact resistance:

100mQmax. typical; initial @ 2-4 VDC

Contacted rack: Diallyl phthalate (DAP) Insulated resistance

>1,000mQ

Electrical strength:

>1,500 volts 1 minute

Lens: Polycarbonate (PC)
Contact: Silver plated copper alloy : >3,000 volts between poles
e Silver plated copper alloy| | Drive p.ower: 300g/pole
Operating temp -20°Cto 55°C
Part No. Product No. = Manufacturer = Description Installed Aperature Contact Function ~ Contact Rating = Button/Body Color
19826 31-421.036 = EAO LOW-LEVEL SWITCHES, DPST, MOMENTARY b 18*24mm DPST (2N.O.) 48V/1.2W White/Black
19812 41-121.015 | EAO Indicator, Lighted Pushbuttons with Snap Acting Switch Element b 24*18 2Pole 250VAV/5A White/Black
19825 41-261.025 | EAO Indicator, Lighted Pushbuttons with Snap Acting Switch Element 24*18 1Pole 250VAV/5A White /Black
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-32
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com

e 4


http://us.100y.com.tw/PNoInfo/30309.htm
http://us.100y.com.tw/PNoInfo/29160.htm
http://us.100y.com.tw/PNoInfo/28303.htm
http://us.100y.com.tw/PNoInfo/28307.htm
http://us.100y.com.tw/PNoInfo/3220.htm
http://us.100y.com.tw/PNoInfo/27746.htm
http://us.100y.com.tw/PNoInfo/4848.htm
http://us.100y.com.tw/PNoInfo/29270.htm
http://us.100y.com.tw/PNoInfo/28305.htm
http://us.100y.com.tw/PNoInfo/28306.htm
http://us.100y.com.tw/PNoInfo/19826.htm
http://us.100y.com.tw/PNoInfo/19812.htm
http://us.100y.com.tw/PNoInfo/19825.htm
mailto:us_sale@100y.com.tw
mailto:100y-1@163.com
http://us.100y.com.tw/
http://us.100y.com.tw/mainFrame.asp?mat3=50GE1321

X Prow
Switches & Control Gear

Standard llluminated With Snap
-action Switch Element

Detailed product specifications are available on: us. 100y. com. tw

Installed Contact Contact Button/Bod
Part No. Product No. Manufacturer Description nstaiie on a_c o_n ac uton/sody
Aperature Function Rating Color
Mai B itch
50379 | 31-282.0252 EAO Sajrare Maintenancg Blition Sitches 51818 2Pole 250VAC/5A | black

(soldering)

71-611.0 < IP65 Protect
» Switch specified value,3A,250VAC
« Insert all devices 22.5mm,21x21mm and 21x27mm Tailoring

« Lighting Microgroove T13/4 lamp or single-chip LED Lamp

51-152.0252
51-262.0252

« All of the standard lens is transparent and translucent distributor can be different colors

Contact Button/Body

Part No.  Product No. Manufacturer Description Installed Aperature = Contact Function . Lamp (V)
Rating Color
48775 51-152.0252 EAO
48774 51-262.0252 EAO
40522 71-611.0 EAO llluminated pushbotton 22.5mm 1P65 3A/250V Black 60V/1.2W
Installed hole Dia 22m/m indictor lamp and switch
Shape C=Round round
Flat__ ConlaCD Actuating form flat & light button
g Function type 2 reverted
. IP protect grate Water—-proof type (Rubber-sealed type)
\ :—E Color-color (] [ X J
Contact form A Contact 1NO
Operating temp -25°Cto +70°C
Sto.ragg temp -40°C to  +70°C oy
Rating insulated vol 600VAC/DC K‘
Mechanical life 1.000. 0000 RENY
Part No. = Product No. Description Installed Aperature Contact Function Button/Body Color Lamp (V)
12864 91A-CFM65+R+T1A+A22 22m/m Flat Bottun Switches With Lamp 1P65,? 1NO 22mm Momentary + 1INO Red 220V

Key features of the 21/64" (8mm) A8 series Switches and Pilot Devices include:
*21/64" (8mm) round mounting hole

» Compact Design Saves Space

* Bright and Vivid lllumination

» Choice of Shapes and Functions

* Gold Clad Sllver Contacts for reliable low level switching

* Snap action contacts

* |[p40 (Dustproof) Construction

SPECIFICATIONS Shock Resistance Damage limits: 500m/sec2 (approx. 50G)

LED Lamp Life

50,000 hours approximately (reduced to half of original intensity)

Operating extremes: 200m/sec2 (approx. 20G)

Contact Configuration

SPDT

Electrical Life

100,000 operations minimum

Maximum Voltage 250VAC/DC Mechanical Life Maintained: 100,000 (1200 operations/hour)
Thermal Current 3A Momentary: 200,000 minimum
Contact Material Silver Degree of Protection IP40 Enclosed/Dustproof

Terminal Style

Solder Tab Terminal

Soldering Temperature

20W/5 seconds or 260°C/3 seconds

Operating Temperature

-25°t0 +55°C (no freezing)

Operating Humidity

4510 85% RH

Contact Resistance

50mQ maximum (initial value)

Insulation Resistance

100MQ minimum(500V DC megger)

Vibration Resistance

10to 55Hz, amplitude 1.5mm p-p

Dielectric Strength

Switch Unit: 2,000V AC, 1 min. between live/dead part
and terminals of different poles; 1,000V AC, 1 minute

between terminals of the same pole; 1,500V AC, 1 minute
between contact and lamp terminals.lllumination Unit:

2,000V AC, 1 min. between live part/ground

Part No. Product No.

28934 | AB8M-M1W  IDEC

® We provide a wide range of products to development and maintenance engineers in all type of business

Manufacturer

Description

IDEC_8mm A8 Series Switches = 0.351(9mm)

Installed Aperature

Contact Function

SPDT(Gold-Clad Siliver Contact)

Contact Rating Button/Body Color
AC125V/1A,DC30V/1A = WHITE/BLUE

® |[f you cannot find the components you want on the catalogue, please call us:

@©) Taiwan:886-3-5753170

Shanghai: 021-54151736

Lamp (V)
5V AC/CD,1mA

Centenary Materials

Shenzhen:0755-83298787
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X Prow
Switches & Control Gear

Standard llluminated With Snap
-action Switch Element

Detailed product specifications are available on: us. 100y. com. tw

Standard state | Operating temp -25°C to +50°C

N Operating humidity |45 to 85%RH
t‘ Contact resistance <50Q (Initial Value)
Insulated resistance >100Q
Withstanding voltage between the recharge and non recharge AC 2500 1minute
Vibration Misoperation 5-55Hz, Amplitude 0. 5mm
8@ (e resistance, Durability 1,000m/s’
ALN2F611G AVLN32611NR impact resistance| \jisoperation 100m/s*
Part No. Product No. Manufacturer Description Installed Aperature Lamp (V)
44451 ALN2F611G IDEC IDEC_8mm A8 Series Switches 30 AC200/220V
44449 AVLN32611NR IDEC IDEC_8mm A8 Series Switches 30 AC200/220V
Part No. Product No. ~ Description Installed Aperature Contact Function = Contact Rating Lamp (V)
31182 E16-231.0+2 Rectangular Momentary Button Sitches With Lamp 16mm 1A1B 250VAC/3A 48V
‘ % lw
‘ 24 Part No. Product No. Manufacturer
I 2,10 41366 P16LAT1-1AB DECA
22 o 41387 P16LAT1-1AB DECA
40
Contact block diagram Mounting
Description Type (button not depressed) length (A) { ‘ % 4116
llluminated or non-illuminated ‘
12 10
Pushbutton 1 pole momentary 40mm ‘ - '
. SPST| - 22
action 40
Illuminated or non-illuminated IEEET 24
Pushbutton 1 pole momentary SPST Iﬁ O (%{) 40mm
id o
action Tz 4 l
19
Part No. Product No. Manufacturer = Description Installed Aperature  Contact Function = Contact Rating = Button/Body Color  Lamp (V)
40432 P16LMS1-1ABNG | DECA Socket type Pushbutton Switch - Square type 16mm 1AB 250VAC/5A Green 14V AC/DC
40433 P16LMS1-1ABNY DECA Socket type Pushbutton Switch - Square type 16mm 1AB 250VAC/5A Yellow 14V AC/DC
Contact block diagram Mounting
tw Description Type (button not depressed) length (A) { ‘ % J“
llluminated or non-illuminated
Pushbutton 1 pole momentary 40mm -LAL»
action o
v‘\"‘ Illuminated or non-illuminated i ;
\ Pushbutton 1 pole momentary | gpgr Iﬁ é{) 40mm Color®@® @
id o 24
action Tz 4 l
Part No. Product No. Manufacturer Description Contact Rating Lamp (V) 19
39076 P16LMT1-1AB DECA PUSHBUTTON SWITCHES 200mA 6V
39077 P16LMT1-1AB DECA PUSHBUTTON SWITCHES 200mA 6
39079 P16LMT1-1AB DECA PUSHBUTTON SWITCHES 200mA 6
39078 P16LMT1-1AB DECA PUSHBUTTON SWITCHES 200mA 6
T2BARR-1C T2BBRR-1@ T2BFSR-1 2BasslG e
_ _ P
3 &,‘.ﬂ’ N
1elis N W
P
Part No.  Product No. Manufacturer Description Installed Aperature Contact Function Contact Rating Button/Body Color
43904 T2BARR-1C TEND 22L.ong Head(Alternate) Push botton Switch 22mm 1a1b 10A/250VAC(max) Red
®
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F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com

e 4


mailto:100y-1@163.com
mailto:us_sale@100y.com.tw
http://us.100y.com.tw/mainFrame.asp?mat3=50GE1321
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/44451.htm
http://us.100y.com.tw/PNoInfo/44449.htm
http://us.100y.com.tw/PNoInfo/31182.htm
http://us.100y.com.tw/PNoInfo/41366.htm
http://us.100y.com.tw/PNoInfo/41387.htm
http://us.100y.com.tw/PNoInfo/40432.htm
http://us.100y.com.tw/PNoInfo/40433.htm
http://us.100y.com.tw/PNoInfo/39076.htm
http://us.100y.com.tw/PNoInfo/39077.htm
http://us.100y.com.tw/PNoInfo/39079.htm
http://us.100y.com.tw/PNoInfo/39078.htm
http://us.100y.com.tw/PNoInfo/43904.htm

<«

Standard llluminated With Snap

Switches & Control Gear

-action Switch Element

Part No.

43932
43908
43920
43887
43876
43935

Product No.

T2BAS-1C
T2BBRR-1C
T2BBSR-1C
T2BFRR-1A/1B
T2BFRR-1C
T2BFSR-1C

Manufacturer

TEND
TEND
TEND
TEND
TEND
TEND

Description

22Long Head(Alternate) Square Push botton Switch
22 Mushroom Head(Alternate) Push botton Switch
22Mushroom Head(Alternate) Square Pust button Switch

22 Flat Button Switches 1a or 1b
22 Flat Button Switches 1a1b
22 Flat Button Switches 1a1b

Installed Aperature

22mm
22mm
22mm
22mm
22mm
22mm

1a1b
1a1b
1a1b
1aor1b
1a1b
1a1b

Contact Function

Contact Rating

10A/250VAC(max)
10A/250VAC(max)
10A/250VAC(max)
10A/250VAC(max)
6A250V AC

10A/250VAC(max)

Detailed product specifications are available on: us. 100y. com. tw

Button/Body Color

Green

Red

Red

Red
10A/250VAC(max)
Red

T2BKSR-1C T2BLRR-1C T2BLSG-1C T2BMRR-

Part No. ~ Product No. Manufacturer  Description Installed Aperature
43912 T2BKRR-1C TEND 22Push-Lock 1a1b 22mm

43941 T2BKSR-1C TEND 22Push-Lock Square 1a1b 22mm

43888 T2BLRR-1C TEND 22Long Head Push Button1a1b 22mm

43928 T2BLSG-1C TEND 22 Long Head Square 1a1b 22mm

43907 T2BMRR-1C = TEND 22 Mushroom Head 1a1b 22mm

43918 T2BMSR-1C TEND 22Mushroom Head Square 1a1b 22mm

43923 T2BTL-1C TEND 22 Twin-Touch 1a1b 22mm

44054 T2IAR2R-1C = TEND 22 Long Head(Alternate) Round Botton 22mm/ 25mm
44066 T2IAS2R-1C  TEND 22 Long Head(Alternate) Square Botton 22mm/ 25mm
44057 T2IBR2R-1C = TEND 22 Mushroom Head(Alternate) Round Botton 22mm/ 25mm
44068 T2IBS2R-1C  TEND 22 Mushroom Head(Alternate) Botton 22mm/ 25mm
44050 T2IFR2R-1C  TEND 22Flat Head Round 1a1b 22mm/ 25mm

1C

T2BMSR-1C

Contact Function

1a1b
1alb
1a1b
1a1b
1a1b
1a1b
1a1b
1alb
1a1b
1alb
1a1b
1a1b

Contact Rating

10A/250VAC(max)
10A/250VAC(max)
10A/250VAC(max)
10A/250VAC(max)
10A/250VAC(max)
10A/250VAC(max)
10A/250VAC(max)
220V

220V

220V

220V

220VAC

T2BTL-1C

Button/Body Color

Red

Red

Red

green

Red

Red

Red Green

Long Head/Round/Red
Long Head/Square/Red
Mushroom/Round/Red
Mushroom/Square/Red
Flat Head/Round/Red

-

S
”

/

Part No. Product No.

28363 T2IFR7G-1C

SPECIFICATIONS

Ambient temperature | -20°C to +60°C

Humidity around 45-85%RH

Contact resistance <50Q (The initial value)

Insulation Resistance| >100Q <500V

Withstanding voltage | 2500V, 50/60HZ Test 1 minute

Mechanical life Button, Phototherapy button (Reverted)

3,000, 000, others 500, 000

Electrical life

500, 000

Description Installed Aperature

T2 Flat Head Round Luminated Push botton 1C 22mm/? 25mm

Contact Function

1A1B

Flat Head/Round/Green

Button/Body Color

Lamp (V)
24V

(]

i :i\
W

"

T2IFS2R-1C T2IHR-1C T2IMR2R-1C
; Type Code Description
A fixed hole T2 22mm/25mm
Dia T3 30mm
W i y IS nominal optional
type IH Nagara choice
T2IMS2R-1C T2KLR-1C R round
N\ shape
T2ITL-1C S sqare
Part No. Product No. Manufacturer Description Installed Aperature Contact Function Contact Rating Button/Body Color
44064 T2IFS2R-1C TEND 22 Flat Head Square Botton 22mm/ 25mm 1a1b 220V Flat Head/Square/Red
44073 T2IHR-1C TEND 22 Lever Operator 1a1b 22mm/ 25mm 1a1b 6A250VAC black
44083 T2IHS-1C TEND 22 Lever Operator Square 22mm/ 25mm 1a1b 6A250VAC black
44058 T2IKR2R-1C TEND 22 Push-Lock Round Botton 22mm/ 25mm 1a1b 220V Push-Lock/Round/Red
44069 T2IKS-1C TEND 22 Push-Lock Square Botton 22mm/ 25mm 1a1b 220V Push-Lock/Square/Red
44053 T2ILR2R-1C TEND 22 Long Head Round Botton 22mm/ 25mm 1a1b 220V Long Head/Round/Red
44065 T2ILS2R-1C TEND 22 Long Head Square Botton 22mm/ 25mm 1alb 220V Long Head/Square/Red
44056 T2IMR2R-1C TEND 22 Mushroom Head Round Botton 22mm/ 25mm 1a1b 220V Mushroom/Round/Red
44067 T2IMS2R-1C TEND 22 Mushroom Head Square Botton 22mm/ 25mm 1a1b 220V Mushroom/Square/Red
44071 T2ISR-1C TEND 22Knob Operator 1a1b 22mm/ 25mm 1a1b 6A250VAC red
44081 T21SS-1C TEND 22Knob Operator Squaretalb 22mm/ 25mm 1a1b B6A250VAC black
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-35
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Switches & Control Gear

Standard llluminated With Snap
-action Switch Element

Detailed product specifications

are available on: us. 100y. com. tw

Part No. Product No. Manufacturer Description Installed Aperature Contact Function Contact Rating Button/Body Color
44060 T2ITL-1C TEND 22Twin-Touch alb 22mm/ 25mm 1alb 220V red green
43971 T2KLR-1C TEND 22Long head Round1a1b 22mm/ 25mm 1alb 6A250V AC black
T2KLS-1C
T2KSS T2PA-1C
e Y ) —
¥ ”'”‘ —= W
YL W o
Al y i
} ww W i
" T2KSR-1C T2PBRG-1C T2SHR-1C
Type Code Description
fixed hole T2 22mm/25mm
Dia T3 30mm
1S nominal optional
type i
T2SHS-1C T2SSR-1C 144 IH Nagara choice
R round
W shape s sqare
W
T2TAS2G-1C T2TBR2R-1C T2TBS2R-1C T2TFR-1C
Part No. Product No.  Manufacturer Description Installed Aperature  Contact Function = Contact Rating  Button/Body Color Lamp (V)
43978 | T2KLS-1C TEND 22Long head Squaret1alb 22mm/ 25mm 1a1b 6A250V AC black
43974 | T2KMR-1C TEND 22Mushroom head Round1a1b 22mm/25mm 1alb 6A250V AC black
43979 | T2KMS-1C TEND 22Mushroom head Squareialb 22mm/ 25mm 1alb 6A250V AC black
43962 | T2KSR-1C TEND 22Key operator Round1a1b 22mm/ 25mm 1alb A250V AC Black
43969 | T2KSS TEND 22Key operator Squarelalb 22mm/ 25mm 1alb 6A250V AC Black
43944 | T2PA-1C TEND 22Simple (Alternate) 1a1b 22mm 1alb 6A250V AC Green
43948 | T2PBRG-1C | TEND 22 Simple 1a1b 22mm 1alb 6A250V AC Green
43959 | T2SHR-1C TEND 22Lever operator Round1alb 22mm/ 25mm 1alb A250V AC Black
43967 | T2SHS-1C TEND 22Lever operator Squaretalb 22mm/ 25mm 1alb 6A250V AC Black
43957 | T2SSR-1C TEND 22Knob operator Round1a1b 22mm/ 1alb 6A250V AC Black
43966 | T2SSS-1C TEND 22Knob operator ? Square1alb 22mm/ 25mm 1alb 6A250V AC Black
43991 T2TAR2R-1C TEND 22 Long Head(Alternate) Round Botton 22mm/25mm 1alb 220/5VAC Long Head/Round/Red TS9-5(6V)
44029  T2TAS2G-1C TEND 22L.ong Head(Alternate) Square Push Botton Switch 22mm/25mm 1alb 220/5VAC Long Head/Square/Green = TS9-5(6V)
44004  T2TBR2R-1C TEND 22 Mushroom Head(Alternate) Round Botton 22mm/25mm 1alb 220/5VAC Mushroom/Round/Red TS9-5(6V)
44032  T2TBS2R-1C TEND 22 Mushroom Head(Alternate) Square Push botton Switch = 22mm/25mm 1alb 220/5VAC Mushroom/Square/Red TS9-5(6V)
43981 T2TFR-1C TEND 22Flat Head Round 1a1b 22mm/25mm 1alb 220/5VAC black
SPECIFICATIONS
" ' -~ = Ambient temperature | -20°C to +60°C
s = Humidity around 45-85%RH
T Contact resistance <50Q (The initial value)
i q q
i Insulation Resistance| >100Q <500V
Withstanding voltage | 2500V, 50/60HZ Test 1 minute
Mechanical life Button, Phototherapy button (Reverted) 3, 000, 000, others 500, 000
Electrical life 500, 000
Part No.  Product No. Manufacturer ~ Description Installed Aperature  Contact Function = Contact Rating ~ Button/Body Color  Lamp (V)
28350 T2TFR1G-1C = TEND Standard llluminated With Snap-action Switch Element ? 22mm/25mm 1A1B 110/5 VAC Flat/round/green 6.3V
28229 T2TFR2G-2C Standard llluminated With Snap-action Switch Element ? 22mm/25mm 1A1B 220/5 VAC Flat/round/green 6.3V
(W Type Code Description
% W w fixed hole T2 22mm/25mm
W Dia T3 30mm
W 5 W IS nominal optional
type N ra choi
T2TFS2R-1C T2THR-1C T2THS-1C T2TKR2R-1C H agdra cho/es
R round
shape S sqare

® We provide a wide range of products to development and maintenance engineers in all type of business

® |[f you cannot find the components you want on the catalogue, please call us:

@©) Taiwan:886-3-5753170

Shanghai:021-54151736 Shenzhen:0755-83298787

Centenary Materials

TEL : Taiwan:886-3-5753170
F A X : Taiwan:886-3-5753172
E-mail: Taiwan:us_ sale@100y.com.tw

Shenzhen:86-755-83298787
Shenzhen:86-755-83640655
Shenzhen: 100y@163. com

Shanghai: 86-21-54151736
Shanghai: 86-21-64605107
Shanghai: 100y—-1@163. com
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X Prow
Switches &

Standard llluminated With Snap
-action Switch Element

SPECIFICATIONS

Control Gear

-20°C to +60°C

45-85%RH

<50Q (The initial value)

>100Q <500V

2500V, 50/60HZ Test 1 minute

Button, Phototherapy button (Reverted)

3, 000,

000, others 500, 000

500, 000

i Ambient temperature
Humidity around
wh Contact resistance
T2TKS2R-1C Insulation Resistance
Withstanding voltage
W Mechanical life
Electrical life
W “r'l
2TLS2G-1C
Part No.  Product No. Manufacturer = Description
44023 T2TFS2R-1C  TEND 22 Flat Head Square Push Botton Switch
44041 T2THR-1C TEND 22Lever oprator Round1at1b
44049 T2THS-1C TEND 22Lever Operator Squareialb
44010 T2TKR2R-1C  TEND 22 Push-Lock Round Botton
44033 T2TKS2R-1C = TEND 22 Push-Lock Square1alb
43987 T2TLR2R-1C = TEND 22 Long Head Round Botton
44025 T2TLS2G-1C  TEND 22Long Head Square Push Botton Switch
44000 T2TMR2R-1C | TEND 22 Mushroom Head Round Botton
44030 T2TMS2R-1C ~ TEND 22 Mushroom Head Square Push Botton Switch

Detailed product specifications are available on: us. 100y. com. tw

Installed Aperature  Contact Function ~ Contact Rating ~ Button/Body Color Lamp (V)
22mm/25mm 1a1b 220/5VAC Flat Head/Square/Red TS9-5(6V)
22mm/ 25mm 1a1b 6A250V AC red

22mm/ 25mm 1a1b 6A220VAC green

22mm/25mm 1a1b 220/5VAC Round/Red TS9-5(6V)
22mm/25mm 1a1b 220/5VAC Square/Red TS9-5(6V)
22mm/25mm 1a1b 220/5VAC Long Head/Round/Red TS9-5(6V)
22mm/25mm 1a1b 220/5VAC Long Head/Square/Green = TS9-5(6V)
22mm/25mm 1a1b 220/5VAC Mushroom/Round/Red TS9-5(6V)
22mm/25mm 1a1b 220/5VAC Mushroom/Square/Red TS9-5(6V)

T3BTLAC

LW W

W ¥
W )
21TL2-1C W

T2TSR-1C T2TSS-1C T3ITL2-1C
T3IKR2R-1C T3SHR-1C
T3IKR2R-
W
W W
T3BKRR-1C T3IFR2R-1C T3IHR-1C

W SPECIFICATIONS

T3BLRG-

N

|

1{;

by
0

T3BARG-1C T3BMRR-1C T3BFRG-1C
T3IAR2G-1C T3IBR2R-1C
T3IMR2R-1C

T3SSE-1C T3KSR

. i
T3KLR-1Cc W'

T3KMR-1C

W

Ambient temperature

-20°C to +60°C

Humidity around

45-85%RH

T3TBR2R-1C

W

Contact resistance

<50Q (The initial value)

Insulation Resistance

>100Q <500V

Withstanding voltage

2500V, 50/60HZ Test 1 minute

Mechanical life

Button, Phototherapy button (Reverted)

3, 000, 000, others 500, 000

Electrical life

500, 000

= T3TFR2G-1C T3THR-1C

W

T3TKR2R-1Cc W

T3TLR-1C T3TMR2R-1C

Type Code Description
fixed hole T2 22mm/25mm
W Dia T3 30mm
IS nominal optional
type IH Nagara choice
., R round
T3TSR-1C shape s sqare

Part No. Product No. = Manufacturer Description Installed Aperature Contact Function Contact Rating Button/Body Color Lamp (V)
44038  T2TSR-1C TEND 22Knob operator 1a1b 22mm/ 25mm 1alb 6A250V AC Red
44045  T2TSS-1C TEND 22Knob operator Square1alb 22mm/ 25mm 1alb 6A250V AC green
44018  T2TTL2-1C  TEND 22 Twin-Touch Botton Switch 22mm/25mm 1alb 220/5VAC Twin-Touch/Rectangular = TS9-5(6V)
43905  T3BARG-1C | TEND 30 Long Head(Alternate) Round Push Botton Switch 30 1alb Green
43910  T3BBRR-1C TEND 30Mushroom Head(Alternate) Round Push Botton Switch = 30 1alb Red
43886  T3BFRG-1C A TEND 30 Flat Head Round Push Botton Switch 30 1a1b Green
43914  T3BKRR-1C | TEND 30 Push-Lock Push Botton Switch 30 1a1b Red
43900  T3BLRG-1C @ TEND 30 Long Head Push Button Switch 30 1alb Green
43909 T3BMRR-1C | TEND 30 Mushroom Head Push Botton Switch 30 1alb Red
43926  T3BTL-1C TEND 30 Twin-Touch 1a1b 30 1alb red.green
44052  T3IAR2G-1C TEND 30 Long Head (Alternate) Round Botton 30mm 1alb 220V Long Head/Round/Green
44063  T3IBR2R-1C  TEND 30 Mushroom Head(Alternate) Round Botton 30mm 1alb 220V Mushroom/Round/Red
44051 | T3IFR2R-1C  TEND 30Flat Head Round 1a1b 30mm 1a1b 220V Flat Head/Round/Red
44079  T3IHR-1C TEND 30Lever Operator 1a1b 30mm 1alb 6A250VAC black
44059  T3IKR2R-1C TEND 30 Push-Lock Round Botton 30mm 1alb 220V Push-Lock/Round/Red
44055 @ T3ILR2G-1C TEND 30 Long Head Round Botton 30mm 1alb 220V Long Head/Round/Green
44062  T3IMR2R-1C TEND 30 Mushroom Head Round Botton 30mm 1a1b 220V Mushroom/Round/Red
S
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-37
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Switches & Control Gear

Standard llluminated With Snap Detailed product specifications are available on: us. 100y. com. tw
-action Switch Element

Part No.  Product No. Manufacturer ~ Description Installed Aperature Contact Function Contact Rating  Button/Body Color
44072 T3ISR-1C TEND 30Knob Operator 1a1b 30mm 1a1b 6A250VAC black
44061 T3ITL2-1C TEND 30 Twin-Touch Rectangular Botton 30mm 1a1b 220V red green
43972 T3KLR-1C TEND 30Long head ? Round1alb 30mm 1a1b 6A250V AC black
43977 T3KMR-1C TEND 30Mushroom head ound1alb 30mm 1alb 6A250V AC black
43964 T3KSR TEND 30Key operator Round1alb 30mm 1a1b 6A250V AC Black
43961 T3SHR-1C TEND 30Lever operator Round1a1b 30mm 1a1b A250V AC Black
43958 T3SSE-1C TEND 30Knob operator Round1a1b 30mm 1alb 6A250V AC Black
43997 T3TAR2G-1C TEND 30 Long Head(Alternate) Round Push Botton Switch 30mm 1a1b 220/5VAC Gree n
44009 T3TBR2R-1C TEND 30 Mushroom Head(Alternate) Round Push Botton Switch 30 1a1b 220/5VAC red
43984 T3TFR2G-1C  TEND 30 Flat Head Round Push Botton Switch 30mm 1alb 220/5V Green
44042 T3THR-1C TEND 30Lever oprator Round1alb 30mm 1a1b 6A250V AC red
44015 T3TKR2R-1C = TEND 30 Push-Lock Botton Switch 30mm 1a1b 220/5VAC red
43992 T3TLR-1C TEND 30 Long Head Round Push Botton Switch 30mm 1alb 220/5V Green
44002 T3TMR2R-1C | TEND 30 Mushroom Head Round Push Botton Switch 30 1a1b 220/5V red
44040 T3TSR-1C TEND 30Knob operator Round1a1b 22mm/25mm 1alb 6A250V AC red
44021 T3TTL2-1C TEND 30 Twin-Touch Push Botton 30mm 1a1b 220/5V red green

® Dielectric strength: AC2200V for duration of one minute.
e Insulation resistance:Over 100Q@DC500v.
e Temperature rise : At Contacts less than 30degrees.

(!

@
1\‘,\”

At Terminals less than 25degrees.

(@Ambient temperature of 40°C,and a continuous current of 10amperes)

® Contactresistance:Less than 30mQ

IBNZS0256 IBRZ252 e Ambient temperature allowble:-20°C~+60°C
Part No. Product No. Manufacturer Description Installed Aperature Contact Rating Button/Body Color
43666 TIB-252-R TEND 25 llluminated push button Switch 25 6A 250V AC Red
43700 TIB-302 TEND 30 llluminated push button Switch 30 6A 250V AC White
43684 TIBN-252-R TEND 25 llluminated Push Button Switch 25 220V Red
39179 TIBN-302-G TEND 30 llluminated Push Button Switch 30 220V Green
43707 TIBN-302-W TEND 30 llluminated Push Button Switch 30 220V White
43694 TIBNR-252 TEND 25 llluminated Push Button Switch With Ring 25 220V Green
43719 TIBNR-302 TEND 30 llluminated Push Button Switch With Ring 30 220V Red
47802 TIBR-252-G TEND 25 guard ring Illurninatedlalb220v 25m/m-30m/m 6A 250V AC Green
47803 TIBR-252-O TEND 25 guard ring Illurninatedlalb220v 25m/m-30m/m 6A 250V AC Orange
43689 TIBR-252-R TEND 25 guard ring lllurninatedlalb220v 25m/m-30m/m 6A 250V AC Red
47804 TIBR-252-W TEND 25 guard ring lllurninatedlalb220v 25m/m-30m/m 6A 250V AC White
43711 TIBR-302 TEND 30 With ring lalb-220V 25m/m-30m/m 6A 250V AC

Accessories for Standard
[lluminated

Detailed product specifications are available on: us. 100y. com. tw

* IP65 Protection

» Switch Rating,3A,250VAC

* Flush Mounting into 22.5mm,21x21mm and 21x27mm cut out

* lllumination using midget-grooved T13/4lamps or single chip LED’s

+ All standard lenses are transparent with translucent diffuser available in different colours
» For keylock switches 135 different keys are available

Part No. Product No. Manufacturer Description

40918 01-907 EAO Mounting Tool

| Description Color Size Weight grm
~ Lens, flat, , for fil
inasdtipng | oo for fim Green 12.8%18. 8mm (0. 503%0. 740) | 1
ens, fat, transparent, for film White 15. 2421, 2mm (0. 598%0. 834) 1
Part No. Product No. Manufacturer Description Type Color Size(mm)
14088 01-982.5 EAO Cap Rectangular Green 12.8*18.8
23225 01-982.7 EAO Cap Rectangular White 12.8*18.8
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 50-38
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Switches & Control Gear

Accessories for Standard
[lluminated

Detailed product specifications are available on:

us. 100y. com. tw

‘ $ & a4 o
C v mommoe <
200. S
Part No. Product No. Manufacturer Description Type Color For Switch
2157 01A-200.S META Cap Square Limpid Square lamp with push-button switch
Color . bottle
‘ % S oo e outline border White Red Yellow Aqua Blue Orange green Black
‘ ‘ m EEO® round 01P-0C1 | 01P-0C1 | 01P-0C2 | 01P-0C3 |01P-0C4 |01P-0C5 |01P-0C6 |01P-0C7
square 01P-0S0O |01P-0S1 | 01P-0S2 | 01P-0S3 |01P-0S4 |01P-0S5 |01P-0S6 |01P-0S7
rectangle 01P-ORO | 01P-OR1 | 01P-OR2 | 01P-OR3 |01P-OR4 |01P-OR5 |01P-OR6 |01P-OR7
Part No. Product No. Manufacturer Description Type Color For Switch Size(mm)
4775 01P-0CO META Cap White For 01P-xx40.xxx 15.8 mm dia.
4773 01P-0C1 META Cap Red For 01P-xx40.XXx 15.8 mm dia.
4774 01P-0C2 META Cap Yellow For 01P-xx40.xxx 15.8 mm dia.
4776 01P-0C6 META Cap Green For 01P-xx40.xXXx 15.8 mm dia.
2574 01P-0RO META Cap WHITE For 01P-xx40.xxx 21.01x15.19mm
2575 01P-0R1 META Cap Red For 01P-xx40.Xxx 21.01x15.19mm
6342 01P-0R2 META Cap Yellow For 01P-xx40.xxx 21.01x15.19mm
6344 01P-0R5 META Cap Orange For 01P-xx40.Xxx 21.01x15.19mm
6343 01P-0R6 META Cap Rectangular Green For 01P-xx40.Xxx 21.01x15.19mm
2568 01P-0S0 META Cap WHITE For 01P-xx40.xxx 15.36x15.36mm
2569 01P-0S1 META Cap RED For 01P-xx40.xxx 15.36x15.36mm
2570 01P-0S2 META Cap YELLOW For 01P-xx40.xxx 15.36x15.36mm
2571 01P-0S3 META Cap GREEN For 01P-xx40.xxx 15.36x15.36mm
2572 01P-0S5 META Cap ORANGE For 01P-xx40.xxx 21.01x15.19mm
0 ol
' }' - <
“""“' - e / Part No. Product No. Manufacturer Description
10632 01P-T02+01P-TO3 META Tweezer
‘ $ & 94 o
6 $ momm-ooe
Part No. Product No. Manufacturer Description Type Color 200.R
3214 01Z-200.R META Cap Rectangular Limpid
3]
m v\ Part No. Product No. Manufacturer Description Type Color For Switch Size(mm)
50378 31-954.5 EAO CAP Square Green Square cap with push-button switch 15*15mm
‘ $ & 98 o
Part No. = Product No. Manufacturer Description Type Color For Switch Size(mm)
‘ ‘ n mE-e 50377 519.071.1B EAO Cap Square Limpid Square lamp with push-button switch 20*23*15mm
« IP65 Protection
W * Switch Rating,3A,250VAC
fh * Flush Mounting into 22.5mm,21x21mm and 21x27mm cut out
|
‘i‘m. « [llumination using midget-grooved T13/4 lamps or single chip LED’s
< All standard lenses are transparent with translucent diffuser available in different colours
« For keylock switches 135 different keys are available Color: @ @
Part No. Product No. Manufacturer Description Type Color For Switch Size(mm)
40524 61-9681.2 EAO Cap Rectangular Red 71 Series 24*30mm
40525 61-9681.4 EAO Cap Rectangular Yellow 71 Series 24*30mm
40526 61-9681.5 EAO Cap Rectangular Green 71 Series 24*30mm

>m
X
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Switches & Control Gear

Accessories for Standard
[lluminated

Detailed product specifications are available on: us. 100y. com. tw

« IP65 Protection

« Switch Rating,3A,250VAC

¢ Flush Mounting into 22.5mm,21x21mm and 21x27mm cut out

« [llumination using midget-grooved T13/4 lamps or single chip LED’s

« All standard lenses are transparent with translucent diffuser available in different colours
« For keylock switches 135 different keys are available

Part No. Product No. Manufacturer Description Type For Switch Size(mm)
40523 61-9931.0 EAO Accessories Rectangular 71 Series 24*30mm
Part No. Product No. Manufacturer Description Type Color For Switch Size(mm)
48776 651-904.2 EAO
48777 751-954.2 EAO CAP Square Red Square lamp with push-button switch 15*15mm
Part No. Product No. Description Color For Switch Size(mm)
. % i 3217 S50-002-02 Cap Green For 31-121. & 32-261. 15.2x21.2
- 3216 S50-002-03 Cap Orange For 31-121. & 32-261. 15.2x21.2
3218 S50-002-04 Cap Blue For 31-121. & 32-261. 15.2x21.2
3215 S50-002-04 Cap Red For 31-121. & 32-261. 15.2*21.2
3254 S50-002-05 Cap White For 31-121. & 32-261. 15.2x21.2
3253 S50-002-06 Cap Yellow For 31-121. & 32-261. 15.2x21.2
Pus h b utton Stations Detailed product specifications are available on: us. 100y. com. tw
Part No. Product No. Manufacturer Description
28925 T2B1-BKR3 TEND PushButton Station
2-M4
¥ — ‘&»‘ 2-m4
N.P. R g —_—
s v
Fandl- sl & = l
M| 8 i AR BimAN S
or ;
v Ed
U . i
35 2 N
Y 4 45.5 20 :?
43 H 4 >
Part No. Product No. Manufacturer Description Contact Function
9835 TBSN-315 TEND PushButton Station 3P-15A/2.2KW
9834 TBSN-315C TEND PushButton Station 3P/15A/2.2KW
Mounting Hole
o —
7 e o e ilzloy B X
<= . ST TEE R N ) -

*

Part No. Product No. Manufacturer Description Contact Function
9837 TBSY-315 TEND PushButton Station 3P/15A/2.2KW
9836 TBSY-330 TEND PushButton Station 3P/30A/3.7TKW

e \We provide a wide range of products to development and maintenance engineers in all type of business

® |f you cannot find the components you want on the catalogue, please call us.
@© Taiwan:886-3-5753170 Centenary Materials

Shanghai: 021-54151736 Shenzhen:0755-83298787
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Switches & Control Gear

Pushbutton Stations Detailed product specifications are available on: us. 100y. com. tw

2-¢4.5

- - q
\ e P, 7 o
./ - 2 |
R\‘\\,_ = T
TPB-2 TPB-3
35
‘ 39 4075
Part No. Product No. Description Contact Rating
9833 TPB-2 Industrial Switches
5436 TPB-3 Industrial Switches 3A/250V
L |
8"" L‘l.lql
14 If\. = , Part No. Product No. Description
) b Reg _d*,/‘ 45027 XALK178F SCHNEIDER /\switch
Interlockin g Pushbuttons Detailed product specifications are available on: us. 100y. com. tw

PC Push Button Switch
L, el A @

P.C.B POSITION

|
?I;$ 1 i L ‘q;;i @ @ @ @
HASE | :
)
1.0
— 8.0 10. 25
13.9 > >
[ 23.5
' Unit : mm

Part No. Product No. Description Type Pins Pressure/Current value of tolerance
4237 6509A-2P InterLocking Button ON-OFF 2 250V/10A

3.5 FULL STROKE
2.5 LOCK STROKE
N
ol e
>
9.2 0.2
2 |e——>
¥
3.2
)
@
@

@7 i 212 ,
N t i m s
. N
® 20 M3#0. 5-2 :

OO & :

35.2 «— 18.0 —»|

2

3.3-0.1

26 —— 20—
Part No. Product No. Description Type Pins Pressure/Current value of tolerance
10018 6509B-4P InterLocking Button ON-OFF 4 250V/10A

e We provide a wide range of products to development and maintenance engineers in all type of business

e |f you cannot find the components you want on the catalogue, please call us.

© Taiwan:886-3-5753170 centenary Materials

Shanghai: 021-54151736 Shenzhen:0755-83298787
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PC Push Button Switch
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Y5
fl.‘ m 4

7

Part No. Product No.
14570 YWP-656
42486 YWP-756

Switches & Control Gear

SPECIFICATIONS

Detailed product specifications are available on:

us. 100y. com. tw

Contact rating: 200mA@30VAC or
VDC max
Electrical life:30. 000 make-and-
break cycle at full load
Contact resistance: 20mQ max. @2-4
VDC, 100ma for both coin
silver and gold plated contacts
Insulation resistance: 100MQ min
Dielectric strength:500 Volt RMS
@seal level
Operating temperature: -10°C to
60°C

TYPE: Momentary

1
2]

i R e R

= oo

|

TRAVEL 3.5(.137)

TRAVEL TO LOCK 2. 5(. 098) . - .31%5

Schematic

3 2 1
|
|

Description

InterLocking Button(Momentary)
InterLocking Button(Alternative)

Pressure/Current value of tolerance

200mA/30V
200mA/30V

Sub-Miniature for PCB

CENERAL SPECIFICATIONS:

e Circuit: ON-ON
e Rating: AC. 250V 0. 5A

P.C.B. HOLE DETAIL

0 )
] E:

=
) =

=)
(=)

)
(i)

0. 7%1. 3%6

e Contactor. (MAX):AC. 5V 1A 100MQ H D !

e Withstand vol. : AC. 500V 1 MINUTE
e Operating force: A-300+100G, B-200+100G E

—
]
Iy

o

i 0.9 Hﬁ 10 6 ¢
o Life cycle(max):10, 000 Cycles 40MQ N, Unit: mm H o
—_— —rlle—
Part No. Product No. Description Type Pins Pressure/Current value of tolerance
6519 0867 PCB InterLocking Button ON-ON 6P 250VAC/0.5A
SPECIFICATIONS MATERIALS

Rating:
® Contact resistance: 50MQ (Min)

AC 100V 0. 5A, AC250V 0. 2A, DC250V 1A

e Mounting: P. C. Mount

Dielectric strength: 1, 000AC/1 minute

Insulation resistance: 100MQ Min at 500VDC

® Working temperature range: -20°C ~ +70°C

® Contact finish:all contacts shall be silver plated
e Terminal material: Brass or copper
e Terminal finish: Silver plated

e Typical application:Dry circuit switching

Part No. Product No. Description Pins Pressure/Current value of tolerance
7091 0868 PCB InterLocking Button 12P AC100V/0.5A,AC250V/0.2A,DC25V/1A
4
il -‘l-‘s‘:.-::ag,._.
1 UOT i [
W-M»m b Part No. Product No. Description Pins
_‘ . 18186 5044 PCB InterLocking Button 12P
APPLICABLE TO: ® OA machines
k. Bk ® Telephone and communication instruments ® Various electronic products
sy -,'_.'«' Totn ® Various accurate intensively ® Other products intemalvaly
S .
< ; Part No. Product No. Description Type Pins Pressure/Current value of tolerance
16458 PS-22F78 PCB InterLocking Button ON-(OFF) 6P 30VDC/0.3A
®
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Buttons Detailed product specifications are available on: us. 100y. com. tw

¥ a
1' Part No. Product No. Description Spec
A3

7693 3280A Cap For InterLocking Button Ne10*16mm
3280A 3280B 8364 3280B Cap For InterLocking Button Ne10*16mm
Rocker Switch Detailed product specifications are available on: us. 100y. com. tw
Illuminated Power Rocker Switch AYe)
Circuit description
y -y 15A 125VAC . ° ° °
Contact capacity 10A 250VAC ./
20A 12VDC
g e On-resistance 30Q MAX ° o
Insulation .
S Resistance 1000 1g §00-VDC Install hole Dia.
V0] R | / Insulation voltage| 1, 500 VAC, 1 MIN. X Z Z Plate X Size Y Size
Electrical life 10, 000 cycles 0.75-1.25 | 30.2/30.4 | 11.0/11.2
T, 500_200gw X 1.25-2.00 | 30.4/30.6 | 11.0/11.2
W 2.00-3.00 | 30.6/30.8 11.0/11. 2

sareryroms | AL AL C€E © O @

Part No. Product No. Description Pins/Terminal Type Contact Type VIVAC Button/Body Coler

7472 34217-091-62 Rocker Switch 3P ON-OFF 15A/250Vac Red Button/Black Background
7479 34217-091-63 Rocker Switch 3P ON-OFF 15A/250Vac Yellow Button/Black Background
4354 34217-191-65 Rocker Switch 3P ON-OFF 15A/250Vac Green Button/Black Background
4847 34217-199-65 Rocker Switch 3P ON-OFF 15A/250Vac Green Button/White Background
4846 34231-099-62 Rocker Switch 3P ON-OFF 15A/250Vac Red Button/White Background
12056 34231-099-63 Rocker Switch 3 ON-OFF 15A/250Vac Yellow Button/White Background

15A 125VAC X : Z Plate X Size Y Size
Contact capacity 10A 250VAC ‘ 0.75-1.25 | 30.2/30.4 11.0/11. 2
20A 12VDC X 1.25-2.00 | 30.4/30.6 11.0/11.2
On-resistance 30Q MAX N 2.00-3.00 30.6/30.8 11.0/11.2
Insulation

“‘“ CE Resistance 100Q in 500 VDC Circuit description

Insulation voltage| 1,500 VAC, 1 MIN.

[} [ ] [ J [} [} [ J [} [ ]
@ @ @ @ Electrical life 10, 000 cycles ﬁ
Road-force 500_200gw
[} o
Part No. Product No. Description Pins/Terminal Type Contact Type VIVAC Button/Body Coler
4849 37917-021-1302 Rocker Switch 4P ON/OFF 15A/250Vac Red Button/Black Background
5080 37917-029-1102 Rocker Switch 4P ON/OFF 15A/250Vac Red Button/White Background
4355 37917-029-1104 Rocker Switch 4P ON-OFF 15A/250Vac Green Button/White Background
SPECIFICATION:
1. Rating: 6A 120VAC;3A 250VAC;
(A) 10A 125VAC; 6A 250VAC 4. Electric strength: 1500VAC , 1 Minute
2. Contact resistance: 350 MAX. 5. Operating temperature: -30°C TO +80°C
3. Insulation resistance: 500VDC 100MQ MIN. 6. Electrical life: 10, 000 CYCLES
P Pi inal
Part No. edict Description TR EHIE et VIVAC Button/Body Coler Indicators
No. Type Type
Rock Red Button/Black
42065 | 51725 TH 3P ON-OFF | 10A125VAC/BA250VAC o uronBiac ILLUMINATED
Switch Background(125VAC33K? /250VAC150K

panel cut out : 22%38.5

«—24.5—»
‘ |17 —>|

,, T
e, | BRI
5199 Rt 5200 L

444 ———p
%325—»‘

JL 1

:\—FI

r +—
Part No. Product No. Description Pins/Terminal Type VIVAG @ @ @ 1y @ @
13736 5199 Rocker Switch 4P 24V/15A —l . b0 Unit : mm
13737 5200 Rocker Switch 4P 10A/24VDC bkt

TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736  50-43
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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llluminated Power Rocker Switch

Detailed product specifications are available on:

25.5

8 8
‘ 30.6 ‘ ‘4—»‘ ‘4—»‘

]
L]
I

Panel hole size

| St

22

SPECIFICATIONS

us. 100y. com. tw

® RL2-421/N-C-30-RE/BD-P2

®* ON-OFF W/Lamp 6P DPST

® 16 (4) A 250VAC T85

® 16(4) A 250VAC T125 IE 4

® 16A 125/8A 250VAC

s N
e AN
10.5 | 10.5 46-_3> i—
Color:@
25.5 i
af\ 208" Unit : mm m m
Part No. Product No. Description Pins/Terminal Type Contact Type VIVAC Button/Body Coler
8394 6070P-B Rocker Switch With  Lamp 6 6P-2 10A/250Vac Red Button/Black Background
L |
N o 1 Panel hole size
EF 3
. w @ 3 =) A\
‘T al\E ke B EIE W [} I
>
L & °
® 30
A 10 18.1 2 Unit : mm Color:@ D
A A
Part No. Product No. Description Pins/Terminal Type Contact Type VIVAC Button/Body Coler
8393 6073B-B/R UL Rocker Switch With Lamp 3P ON-OFF 10A/250Vac Red Button/Black Background
- 22, — g SPECIFICATIONS
L4 |\ -C- — -
30.6 8 Panel hole size RL2-421/N-C-30-RE/BD-P2
/\ « ®* ON-OFF W/Lamp 6P DPST
" [ n ] L *16(4) A 250VAC T85
Lo DA ‘ o ¥ X ®16(4) A 250VAC T125 IE 4
- 109
e * 16A 125/8A 250VAC
b 30 —_—
? R
v | I A A
;ﬂf‘ ) c
05| 105 Unit : mm  Color:@
25.5 6.3
10.5
>
Part No. Product No. Description Pins/Terminal Type Contact Type VIVAC Button/Body Coler
29275 6073B-WR Rocker Switch With Lamp 3P ON-OFF 10A/250Vac (DC12V) Red Button/White Background
195 Color- @ Model The characteristic
TL6092F DPDT 6P Light
i ) TL6092E DPDT 4P Light
- ° SPEC 125VAC-16A, 250VAC-10A
Q Contact resistance 50Q MAX.
© _H)l * Insulated resistance DC 500V 100Q MIN.
= 1 T . .
T Ui ~ Withstanding voltage AC 1500V 1 Minute
I&E{ * BSEC Color Black and White
21.3
30. 2 ® Greenpeace blocks orange color red
Unit : mm * WITH 220V 100VNEON LAMP 12V BULB
Part No. Product No. Description Pins/Terminal Type Contact Type VIVAC Button/Body Coler
11637 6092F-BR-2 Rocker Switch With Lamp 6P ON-ON 15A/250Vac Red Button/Black Background
11085 6093E Rocker Switch With Lamp 4 ON-OFF 15A/250Vac ILLUMINATED

Taiwan:886-3-5753170
Taiwan:886-3-5753172

mm—

EL
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-ma
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[lluminated Power Rocker Switch

Switches & Control Gear

Detailed product specifications are available on: us. 100y. com. tw

- - J’ Part No. Product No. Description Pins/Terminal Type Contact Type VIVAC Button/Body Coler
\. ‘_l 29037 6093E-WR-2 Rocker Switch With Lamp 4 ON-OFF 15A/250Vac ILLUMINATED
37 | Model The characteristic
32 281 TL600B 3P SPST ON-OFF
20 - Spec 125VAC-16A, 250VAC-10A
” Contact resistance 50Q MAX.

DC 500V 100Q MIN.
AC 1500V 1 Minute

Insulated resistance
Withstanding voltage

37.

S * 6100B contents 110 V neon lights
| . . g
U = Unit ;N * W/110V NEON LAMP
ol * Footline/terminal model: 3P
Part No. Product No. Description Pins/Terminal Type Contact Type VIVAC Button/Body Coler
4235 6100B-3P Rocker Switch With Lamp 3 ON-OFF 10A/250Vac Red Button/Black Background 13.5*28
Unit : mm Model The characteristic
19.2 TL600B 3P SPST ON-OFF
Spec 125VAC-16A, 250VAC-10A
o Contact resistance 50Q MAX.
Insulated resistance DC 500V 100Q MIN.
Color-® m. Withstanding voltage AC 1500V 1 Minute

* W/110V NEON LAMP
s Footline /terminal model: 3P

¢ |lluminated switches
* 110 V neon contents

N
O®OEI

Product No.
6110B

Part No. Description

3463

Rocker Switch With Lamp

Pins/Terminal Type Contact Type VIVAC Button/Body Coler

3 Pin SPST 5A/250Vac Red Button/Black Background

WY

v

SPECIFICATIONS
1. Spec: 10A 125VAC/6A 250VAC T85

T 16A 125VAC/10A 250VAC
Contact resistance: 20Q (MAX.)
Insulated resistance: DC500V 100Q (MIN. )
. Dielectrical strength: 1500VAC/1 Minute

A EAO®O®

@

<

811082781K MR-21C-Q-R/B-3

Part No. Product No. Description Pins/Terminal Type Contact Type VIVAC Button/Body Coler

45288 811082781K Rocker Switch 3P ON-OFF 20A/250Vac Green Button/Black Background

39496 MR-21C-Q-R/B-3 Rocker Switch With Lamp 4P ON-OFF(ill) 10A/125VAC Red Button/Black Background

v [ _F—— A D
—— &S @
sy O®O®
mm- oy Color: @
Part No. Product No. Description Pins/Terminal Type Contact Type VIVAC Button/Body Coler Indicators
15086 R13-104B-B/R Rocker Switch 4P/DPST ON/OFF 16A 125VAC/10A 250VAC Red/Black ILLUMINATED 220V
> IndicglgNLAUMINATED SPEC 10A 125VAC/6A 250VAC
1.\"“\@\3 Rootline / termimghinodel : 3P Contact resistance 50m ohm MAX.

ah

* Color-& DC 500V 100M ohm Min.

AC 1500V 1 Minute

Insulated resistance

W

Dielectric strength

ON OFF
Circuit 3P SPST OFF-NO (ILLUMINATED)
Operating temp -20°C TO 85°C
Part No.  Product No. Description Pins/Terminal Type  Contact Type = V/VAC Button/Body Coler Indicators
14133 | R13-112BP-02 = Rocker Switch = 3P ON-OFF 10A125VAC/6A250VAC | Red Button/Black Background(125VAC33K? /250VAC150K) ILLUMINATED
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 50-45
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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[lluminated Power Rocker Switch

Switches & Control Gear

FEATURES
e MATERIAL: Frames are nyl

on (UL flame: 94V-2).

Terminals are silver plated brass.

e [[luminated actuators are m
with red, amber, and green

e Snap-in mounting, easy to install switch into panel.

e Dust resistant.

olded in PC, available
colors.

Detailed product specifications are available on:

us. 100y. com. tw

Color: @

L

14.5

]
| |

-

e S——
\ \ ]
| M% -

11

SREC 10A 125VAC/6A 250VAC Unit -
[ ° nit : mm
Contact resistance 50m ohm MAX. ! 2 3 m 'sp @@@@
Insulated resistance | DC 500V 100M ohm Min. v -l
f - : ON OFF
Dielectric strength AC 1500V 1 minute
Part No. Product No. Description Pins/Terminal Type Contact Type VIVAC Button/Body Coler Indicators
14280 R13-135B2-02 = Rocker Switch 3P/.187"SQ Quick cinnect SPST ON-OFF = 10A/125VAC 6A/250VAC Black Button/Black Background 125V/33K? 250V/150K
31.5 © ren
FEATURES S h— : || color:®
* MATERIAL: Frames are nylon (UL flame: 94V-2). - O
Terminals are silver plated brass. B S
e llluminated actuators are molded in PC, available with p -

red, amber, and green colors.

e Snap-in mounting, easy to install

switch into panel.

o mm

+
SPEC 10A 125VAC/6A 250VAC 1.\2 %
Contact resistance 50m ohm MAX. -
Insulated resistance | DC 500V 100M ohm Min. . .
Dielectric strength AC 1500V 1 minute ON OFF
Part No. Product No. Description Pins/Terminal Type  Contact Type VIVAC Button/Body Coler Indicators
14410 R13-205L-B/R = Rocker Switch With Red LED 4P/SO Solder SPST ON-OFF = 16A 125V/10A 250V Black Button/Black Background LED Rating @10MAVf=1.85V
223.5 FEATURES
0. a2
‘ ‘ ® MATERIAL: Frames are nylon (UL flame: 94V-2). Terminals are silver
o5 b2
plated brass.
'.' S ¢ llluminated actuators are molded in PC, available with red, amber, and
ON OFF
green colors.

Cut-out

® Snap-in mounting, easy to install switch into panel.

« Waterproof cover is optional.

SPEC

10A 125VAC/6A 250VAC

Contact resistance

50m ohm MAX.

Insulated resistance

DC 500V 100M ohm Min.

Dielectric strength

AC 1500V 1 minute

1y,
S 0

@#@ 3 mm max mm
Part No.  Product No. Description Pins/Terminal Type Contact Type VIVAC Button/Body Coler Indicators
14325 R13-244B-B/G  Rocker Switch = 4P/4.8*0.8t Quick connect DPST ON-OFF  16A125V/10A250V Green Button/Black Background AC220V(125Vac 33k /250V 150k )
22070 R13-244B-B/R Rocker Switch 4P/4.8*0.8t Quick connect DPST ON-OFF 16A125V/10A250V Red Button/Black Background AC220V(125Vac 33k /250V 150k)
| Color: ® ® FEATURES
Unit : mm e MATERIAL: Frames are nylon (UL flame: 94V-2). Terminals are silver

15

plated brass.

e |[luminated actuators are molded in PC, available with red, amber,

s i
R13-66B-02 and green colors.

e Snap-in mounting, easy to install switch into panel.

JAN
(AININ -~ )

«ﬂ!!

* Waterproof cover is optional.

e Dustresistant.

NEEO®O®

R13-66L-05

®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-46
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y—-1@163. com
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Switches & Control Gear

[lluminated Power Rocker Switch

Detailed product specifications are available on: us. 100y. com. tw

R TERMINAL Cut-out
” X
. . o 1.\? %_ 0 2 TJ.1877"sQ |:|Y
A i 0 5 [0SO
ON OFF | e - X TP 2 gzéa X v
’ ON OFF
'} , 0.75~1.25| 19.2-0.1 13.0+0.1
R13-66B-02 1 0 "[LPC ANGLE 125-2 | 19401 | 13.0+0.1
R13-66L-05 . 2~3 19.8-0.1 13.0+0.1
Contact resistance 50m ohm MAX.
Insulated resistance DC 500V 100M ohm Min.
Dielectric strength AC 1500V 1 minute
Part No.  Product No.  Description Pins/Terminal Type Contact Type VIVAC Button/Body Coler Indicators
14149 R13-66B-02 = Rocker Switch With Lamp 3P/Quick Connect SPST ON-OFF  10A125VAC/6A250VAC Red/Black 125Vac-33k/250Vac-150k
14283 R13-66L-05 = Rocker Switch With LED 4P/SO Solder SPST ON-OFF 10A/125V 6A/250V Black Button/Black Background 10MA Vf=1.85V

FEATURES
® MATERIAL: Frames are nylon (UL flame: 94V-2). Terminals

are silver plated brass.

33.2

] e -

14

® |l[luminated actuators are molded in PC, available with red,

Color: @

amber, and green colors.

® Snap-in mounting, easy to install switch into panel.

Unit : mm

® The dimension of frame is 33.2*14, for shorter dimension

of frame 31.5*14, please refer to page 1-33, item NO.
R13-221.

Cut-out
X

16

v SPEC 16A 125VAC 1/8HP 125VAC
J U L 10A 250VAC 1/3HP 250VAC
EZA#EZ X Y Y
Contact resistance 50m ohm MAX.
0.75~1.25| 30.2-0.1 11.2+0.1 - -
125~2 30401 | 11.2+01 Insulated resistance DC 500V 100M ohm Min.
2~3 30.8-0.1 | 11.2+0.1 Dielectric strength AC 1500V 1 minute
Part No.  Product No. Description Pins/Terminal Type Contact Type VIVAC Button/Body Coler Indicators
14409 R13-70B-B/R Rocker Switch 3P/6.3*0.8t Quick connect = SPST ON-OFF 16A125V/10A250VAC Red Button/Black Background 125VAC 330K/250VAC 150K
31.8 ©
- . “‘¢ ‘ ‘ \:"W—@I
N1y °
- ]I 1 2 3
r o . -l
Q ON OFF
R13-72B-01 N @ — \ = Color:® @
- Q Unit : mm
Cut-out
SPEC 16A 125VAC 1/8HP 125VAC y
10A 250VAC 1/3HP 250VAC |:|Y
Contact resistance 50m ohm MAX. TERMINAL
R12.7280H Insulated resistance DC 500V 100M ohm Min. 0 1 \El 250”SQ @é@ X Y
3- -B/ Dielectric strength AC 1500V 1 minute : 0.75~1.25| 28.6-0.1 14.0+0.1
FEATURES 1.25~2 28.8-0.1 | 14.0+0.1
2~3 29.2-0.1 14.0+0.1
® MATERIAL: Frames are nylon (UL flame: 94V-2). Terminals are silver plated brass.
e |lluminated actuators are molded in PC, available with red, amber, and green colors.
e Snap-in mounting, easy to install switch into panel.
Part No. Product No.  Description Pins/Terminal Type Contact Type VIVAC Button/Body Coler Indicators
14134 R13-72B-01 = Rocker Switch With Lamp = 3P/6.3*0.8t Quick Connect SPST ON-OFF = 15A150V/10A250V Green Button/Black Background = AC220V(125Vac 33k/250V 150k)
14411 R13-72B-B/R = Rocker Switch 3P/S06.3/0.8t Quick connect = SPST ON-OFF = 15A 125V/10A 250V | Red Button/Black Background 125VAC330K/250VAC150K
FEATURES Cut-out
® MATERIAL: Frames are nylon (UL flame: 94V-2). Terminals are silver plated brass. X
e llluminated actuators are molded in PC, available with red, amber, and green colors. |:|Y
® Snap-in mounting, easy to install switch into panel. i ma X Y
[y
0.75~1.25| 19.2-0.1 | 13.0+0.1
N (sp @@@@ 125-2 19401 | 13.0+0.1
2~3 19.8-0.1 13.0+0.1
®
Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 50-47

TEL
FAX:
E-mail: Taiwan:us_ sale@100y.com.tw

Taiwan:886-3-5753172

Shenzhen:86-755-83640655
Shenzhen: 100y@163. com

Shanghai: 86-21-64605107
Shanghai: 100y—-1@163. com
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Switches & Control Gear

[lluminated Power Rocker SwitCh [T T O

TERMINAL
0 2 T .1877SQ S f | o .
¢
Y ﬁ PC
10 PC ANGLE ? . Ry
ON OFF
Contact resistance 50m ohm MAX.
Insulated resistance DC 500V 100M ohm Min. “
Dielectric strength AC 1500V 1 minute
Part No. Product No. Description Pins/Terminal Type Contact Type V/VAC Button/Body Coler Indicators
" . Color: ®
14156 | R13-73B-02 Ro.cker 3P/4.8*0.8t Quick SPST ON-OFF 10A150V/6 Red Button/Black = AC220V(125Vac o .
Switch Connect) A250V Background 33k/250V 150k) “ Unit : mm
32.2 14 SPECIFICATIONS
* RL2-421/N-C-30-RE/BD-P2
‘ 30.6 LR Panel hole size * ON-OFF W/Lamp 6P DPST
/\ o * 16 (4) A 250VAC T85
[ | 1
@ :I *16(4) A 250VAC T125 IE 4
> [ = ] oo * 16A 125/8A 250VAC
b 30
3 ’\% R S —
_tles SI ¢
‘é}(
0.5 | 105 U Unit : mm 9
Color: @ —
25.5 6.3
s A A
¢
Part No. Product No. Description Pins/Terminal Type Contact Type VIVAC Button/Body Coler
18072 RL1-6073B-W/R Rocker Switch With Lamp 3P ON-OFF 10A/250Vac Red Button/White Background
Power Rocker Switch Detailed product specifications are available on: us. 100y. com. tw

0886

SPECIFICATIONS

e Contact rating:refer to “contact
Material options”for more info.
Electrical life: 50, 000 make-
and-break cycles at full load
Contact resistance: 10mQ max.
Initial @ 2-4VDC

100mA for both silver and gold
plated contact

Insulation resistance: 1, 000MQ min
Dielectric strengths:1, 500V RMS

.094 DIA Unit: mm

— 1.52
O 024
0.61 ||
N .

if

. 937
1.156
23. 80 29. 36

e |

3MD1R103M1Q0

e;é" ]j .3.12?4 e . @ secllevel -
Operating temperature: -30°C to
MATERIALS: 85°C
CASE : Dially phthalate (DAP) (UL 94V-0) HOUSING: Stainless steel N @
ROCKERS: Nylon (UL 94V-0) SWITCH SUPPORT:Brass, in plated
BUSHING: Brass, nickel plated TERMINAL SEAL:Epoxy
Part No. Product No. Description Contact Type Pins/Terminal Type VIVAC
11944 0886
7907 3MD1R103M1Q0 Rocker Switch ON-OFF 6P2 5A/125Vac
374 MATERIALS:
g et A CASE: Dially phthalate (DAP) (UL 94V-0)
% o Ll 00 ROCKERS: Nylon (UL 94V-0)
BUSHING: Brass, nickel plated

HOUSING: Stainless steel
SWITCH SUPPORT:Brass, in plated
TERMINAL SEAL:Epoxy

A @

1:.?
.937

23.80 0% ¢ E:I 168

— 0

156

N 3.95
Schematic 02C. mm. A

75 Color: @
77 a‘ «— e
1 161

Unit: mm

TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736  50-48
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Power Rocker Switch

SPECIFICATI
L]
L]
L]

o g

Switches & Control Gear

Detailed product specifications are available on: us. 100y. com. tw

ONS

Contact rating:refer to “contact Material options”for more info.
Electrical life: 50, 000 make-and-break cycles at full load
Contact resistance: 10mQ max. Initial @ 2-4VDC

100mA for both silver and gold plated contact

e Insulation resistance: 1, 000MQ min
e Dielectric strengths: 1, 500V RMS @ sec level
® Operating temperature:-30°C to 85°C

Part No. Product No. Manufacturer Description Contact Type Button/Body Coler Pins/Terminal Type VIVAC
7908 3MS1R103M1Q0 TAIWAY Rocker Switch ON-OFF Red/Red 3P2 5A/125Vac
Model The characteristic 19 g
5009A 2P SPST ON-OFF ‘T’ eI Color: @
Spec AC 10A 125V, 6A 250V ‘ X ‘
Contact resistance 50Q MAX. o= |:| :I
Insulated resistance DC 500V 100Q MIN. Unit: g =
Withstanding voltage AC 1500V 1 Minute Lﬁ"
[ v
V¥ ey
A

Part No. Product No. Description Pins/Terminal Type
13335 5009A Rocker Switch 2P
Model KS-30 SPT-1 USE Information
Applicable Wire SPT-1 18AWG/2C ® Split cord, cut Non-identified conductor 3mm only
Applicable Wire size| 2-7*5.4 ® Place cord in half without wheel.
Applicable Vol 6A 125V AC ® Press halves together, note that points pierce insulation to make contact
3A 250V AC with copper inside cut cord
SA 125V T ® Replace nut into switch and tighten screw until secure
Part No. Product No. Description Contact Type Button/Body Coler
12041 5054-B Rocker Switch ON-OFF 2A Black
26.5
N Model The characteristic
- -~ o
M -n_i |:| ~ 6010 2P SPST ON-OFF
= = ‘ NI Spec 10A 125V
\, 32.5 =% A q
‘ ‘ ‘ (I | Contact resistance 50Q MAX.
EI 2.2 Insulated resistance DC 500V 100Q MIN.
3\\«;6 . et e Withstanding voltage AC 1000V 1 Minute
[ :
27.3 EJZ Unit: mm Pin/Terminal Type: 2P2
33
Part No. Product No. Description Contact Type Button/Body Coler Pins/Terminal Type Size VIVAC
10654 6010A-2P2 Rocker Switch ON-OFF Red Button/Black Background 2P2 14*28 10A 125V AC
SPECIFICATIONS
e 3 Unit: mm SCEHMATIS e Contact data: 15A 125VAC
: / / ,,,,,,,,,,,, 10A 250VAC
\V \ . ® Contact point resistance: 50Q (MAX.)
1 3 4 6
\‘ _. MOUNTING HOLE ® |nsulated resistance: 500Q (MIN),
. - 500VDC
T e Withstanding vol: 1, 000VAC, 1Minute
2.7 e Life Cycle: More than 6, 000CYCLES
i e Operating Force: 600+/-100GRAM
Color: 2.7 7!
Part No. Product No. Description Contact Type Pins/Terminal Type Size VIVAC
3467 6018 Rocker Switch ON-OFF 4P2 25*25 10A 125/250V AC

e We provide a wide range of products to development and maintenance engineers in all type of business

® |f you cannot find the components you want on the catalogue, please call us.

@ Taiwan:

886-3-5753170

Shanghai:021-54151736

Centenary Materials

Shenzhen:0755-83298787

TEL : Taiwan:886-3-5753170
F A X : Taiwan:886-3-5753172
E-mail: Taiwan:u

Shenzhen:86-755-83298787
Shenzhen:86-755-83640655
Shenzhen: 100y@163. com

Shanghai: 86-21-54151736
Shanghai: 86-21-64605107
Shanghai: 100y—-1@163. com
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Switches & Control Gear

Detailed product specifications are available on: us. 100y. com. tw

Power Rocker Switch

o g

26.5

20

« " r
o

15

10

N/
wY *W

Model The characteristic
6020 2P SPST ON-OFF

- Spec 10A 125V

XI Contact resistance 500 MAX.

Insulated resistance

DC 500V 100Q MIN.

Withstanding voltage

AC 1000V 1 Minute

Color: O ) )
ond 2 Unit: mm Pin/Terminal Type: 2P2
33
Part No. Product No. Description Contact Type Button/Body Coler Pins/Terminal Type Size
10886 6020A-2P2 Rocker Switch ON-OFF White Button/Black Background 2P2 12*28
2P switch
Switching Power Supply
Opening Size: 19%13mm
Panel Size: 21%15mm
Resistance current/ voltage values: 6A/125VAC
Contact Model: ON-OFF
6062A-2P-Black/Red 6062B-3P2-Black,/Black
Part No. Product No. Description Contact Type Button/Body Coler Pins/Terminal Type Size VIVAC
19582 6062A-2P-Black/Red Rocker Switch ON-OFF Black/Red 2P2 13*19 6A/125Vac
20391 6062B-3P2-Black/ Black Rocker Switch ON-ON Black Button/Black Background 3P2 13*19 6A/125Vac
=t :
‘ . Part No. = Product No.  Description Contact Type Button/Body Coler Pins/Terminal Type Size VIVAC
i 24663 6064A-B llluminated Rocker Switch ON-OFF B/B 2P2 13*19 5A/125Vac
Model The characteristic Color- ® 325 255
6090 DPDT 6P ON-OFF-ON PEERCT N
— 2.3
Spec 125VAC-16A-250 VAC-10A ﬁ
: s /\ i C )
Contact resistance 50Q MAX. oo 0 ]J =
Insulated resistance DC 500V 100Q MIN. © w@
Withstanding voltage AC 1500V 1 Minute - K
H H of[lTo
0. 8| — :I @)
PartNo. ~ ProductNo.  Descripti Contact T Pins/Terminal T Si VIVAC g 108
al 0. roduct 0. escription ontact l'ype Ins/Terminal lype 1ze m@ > N
11638 6090C-6P3 | Rocker Switch | ON-OFF-ON  6P3 22*30  10A/250Vac TUV 2.6 Unit:mm 21.7 >
21
® llluminated switches 15 Color: @
* 110V Neon lights inside 39
* W/110V NEON LAMP //”\
L
T % I 19.2
Model The characteristic 6
Lo
6110A 4P DPST ON-OFF o |
N
Spec AC 10A125VAC, 6A250V | it
Contact resistance 50Q MAX. o ”_H
Insulated resistance DC 500V 100Q MIN. .
Withstanding voltage AC 1500V 1 Minute 18. 4 12.5 Unit: mm
Part No. Product No. Description Contact Type Button/Body Coler Pins/Terminal Type Size VIVAC
15433 6110A Rocker Switch DPST Black 4P 21*15*23.5 AC10A 125V, 6A 250V

e We provide a wide range of products to development and maintenance engineers in all type of business

® |f you cannot find the components you want on the catalogue, please call us.

© Taiwan:886-3-5753170

Shanghai:021-54151736

Shenzhen:0755-83298787

Centenary Materials

TEL : Taiwan:886-3-5753170
F A X : Taiwan:886-3-5753172
E-mail: Taiwan:us_ sale@100y.com.tw

Shenzhen:86-755-83298787
Shenzhen:86-755-83640655
Shenzhen: 100y@163. com

Shanghai: 86-21-54151736
Shanghai: 86-21-64605107
Shanghai: 100y—-1@163. com
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Power Rocker Switch Detailed product specifications are available on: us. 100y. com. tw
SPECIFICATIONS
e Rating:K:6A 125VAC/3A 250 VAC (UL CSA)

H:10A 125VAC/6A 250 VAC (UL~KEMA) e Contact resistance: 20mQ(max. )

L:5A 125L (Inrush Current 80A) ® Insulation resistance: DC500V 100MQ(min)

T:16A 125VAC/10A 250 VAC T105 e Dielectric strength: 1500VAC/ 1minute

JS-606-A-Q-B/B-2-K
Part No. Product No. Description Contact Type Button/Body Coler Pins/Terminal Type Size VIVAC
39489 JS-606-A-Q-B/B-2-K Rocker Switch ON-OFF Black/Black 2P/IQ 21*13 6A/125Vac
23 Cut-out

oo e | Color:® ‘
e e . \
ﬁ * 4 EAVA®: Terminal
f— 0 5 10 SO

23
9

FEATURES
® MATERIAL: Actuators are

Yo (Bl Reime: 84X(R). SPEC 10A 125VAC/6A 250VAC
Terminals are silver plated Contact resistance 50m ohm MAX.
brass. Insulated resistance DC 500V 100M ohm Min.
® Phenolic base. Dielectric strength AC 1500V 1minute
Part No. Product No. Description Contact Type Button/Body Coler Pins/Terminal Type Size VIVAC
14279 R13-136B-05 Rocker Switch DPDT ON-ON Red Button/Black Background 6P/Solder 23L*23W*19D(mm) 10A125V/6A250V
Cut-out
X 6.8
) L
mim X Y
2 0.75~1.25| 19.2-0.1 7.0+0.1
R13-243A-02 125~2 19.4-0.1 7.0+0.1
2~3 19.8-0.1 7.0+0.1
,\3 « 10\3 SPEC 10A 125VAC/6A 250VAC |
Contact resistance 50m ohm MAX. “A
. || . Insulated resistance DC 500V 100M ohm Min. Coipn\ @
ON OFF || (ON) OFF Dielectric strength AC 1500V 1 minute Unit : mm
R13-243A-02 R13-243F-02
- FEATURES
Terminal ) . . .
0 2 18775 e MATERIAL: Frames are nylon with glass fiber(UL flame: 94HB).Terminals are silver plated brass.
E . q ® [lluminated actuators are molded in PC, available with red, amber, and green colors.
Part No. Product No. Description Contact Type Button/Body Coler Pins/Terminal Type Size VIVAC
14284 R13-243A-02 Rocker Switch SPST ON-OFF Black Button/Black Background 2P/.187"SQ Quick connect L21*W9.5*D23.7mm 10A/125V 6A/250V
12148 R13-243F-02 Rocker Switch SPST (ON)-OFF Black Button/Black Background 2P/4.8*0.8t Quick connect L21*W9.5*D23.7mm 10A/125VAC 6A/250VAC

Color: @ FEATURES

/_/\ 1 mli_J:]_l ® MATERIAL: Frames are nylon (UL flame: 94V-2).
A N N

Terminals are silver plated brass.

e |lluminated actuators are molded in PC, available

21 |
with red, amber, and green colors.
e Snap-in mounting, easy to install switch into panel.

JIN I ) mego®mee

Part No. Product No. Description Contact Type Button/Body Coler Pins/Terminal Type Size VIVAC

22
15 |

7

14285 R13-73A-10  Rocker Switch DPST ON-OFF Black Button/Black Background 4P/PC ANGLE PC mounting L21*W15*D24mm 10A/125V 6A/250V

e We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.

© Taiwan:886-3-5753170 Centenary Materials
Shanghai: 021-54151736 Shenzhen:0755-83298787

®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736  50-51
FA X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Power Rocker Switch Detailed product specifications are available on: us. 100y. com. tw
Materials
Housing: PA 66 Rating: 6A 250VAC, 10A 125VAC
Rocker: PC Mechanical Life Endurance: 50, 000 cycles
Contact: Silver alloy Electrical Life Endurance: 10, 000 cycles
Terminal: Brass silver plated Contact resistance: <20m ohm
Insulation resistance: >1000M ohm (5000V DC between open contacts)
High Voltage resistance: >1500V 1minute. (initial)
UL File: Ambient temperature: Terminal side: -20 to +85°C
No. 104190 (S) lf’ ) o
VDE File: A Actuator side: -20 to +55°C
Ng: 109048 A S Storage Temperature: 30 to 80°C
[JorF & onN[] ‘[ Atmospheric humidity: MAX. 85%
N ope—_— Actuating Force: 4N (depends on different switch functions)
\ Flammability: UL94v-2
i ; @ % Temperature rise at the terminal:| MAX30°C (UL 1054)
é LJ H Solder temperature of terminal: | \ax 350°C, 3 seconds (No pressure may be
T ‘ Unit: mm placed on the terminals when soldering by hand )
RES | 1,
‘lg,l ,‘
18.7
Part No. Product No. Description Contact Type Button/Body Coler Pins/Terminal Type Size VIVAC
10020 R6-BB-0-2P Rocker Switch ON-OFF Black Button/Black Background 2 6.8*19 10A/125Vac

— SPECIFICATIONS

21 .
e Al A e (G): 6A 250VAC T85 1E4

® 6(2)A 250VAC T125

{ COPE8 | ik
el T e (H): 12(4) A 250VAC;6(4) A 250VAC 5E4

<
- ® 16A 125V/10A 250VAC 1/3 HP 125-
Panel hole size
—_— Panel hickness X B 250VAC T 105
e mI orsizs |02 I e ON-OFF-ON 3P SPDT
«— ~ 1.25-2.0 19.4 \ .
Color: @ N NI 2030 106 L7 - ® Pins/Terminal Type: 3P/Solder
7.1, &5 L—, ‘
Unit: mm
18.8 « 130
Part No. Product No. Description Contact Type Button/Body Coler Pins/Terminal Type Size VIVAC
8392 RL-3P3 Rocker Switch OF-OFF-ON Black Button/Black Background 3P3 13*19 10A/125Vac UL
Part No.  Product No. = Manufacturer Description Size VIVAC
(]
U- 43269 TAS33-41 TEND TEND_48*48(10A)Electric current cut switch 48*48 10A
" ju ' T" ) 43270 TAS33-413 | TEND TEND_48*48(10A) Electric current cut switch 48*48 10A
i '. 3 L.(.}”l' 43275 TAS33-42 TEND TEND_48*48(16A)Electric current cut switch 48*48 16A
E I ” [h' i il | : 43276 TAS33-423 | TEND TEND_48*48(16A) Electric current cut switch 48*48 16A
“qi"“" LTI 43280 | TAS33-43  TEND TEND_48*48(25A) Electric current cut switch 48*48 25A
S———— 43281 TAS33-433 ' TEND TEND_48*48(25A)Electric current cut switch 48*48 25A
T T Ll 43220 | TAS33-61  TEND TEND_64*64(25A)Electric current cut switch 64*64 10A
sl T T 43221 TAS33-613 = TEND TEND_64*64(10A) Electric current cut switch 64*64 10A
43245 TAS33-62 TEND TEND_64*64(16A) Electric current cut switch 64*64 16A
&,‘ 43246 TAS33-623 = TEND TEND_64*64(16A)Electric current cut switch 64*64 16A
43250 TAS33-63 TEND TEND_64*64(25A) Electric current cut switch 64*64 25A
SINERIuEnIu=wIN 43251 | TAS33-633  TEND TEND_64*64(25A) Electric current cut switch 6464 25A
o o o o 43272 TAS34-41 TEND TEND_48*48(10A) Electric current cut switch 48*48 10A
g . g . g . g . g 43277 | TAS34-42  TEND TEND_48*48(16A) Electric current cut switch 48*48 16A
000000 Ao
11 | 43222 TAS34-61 TEND TEND_64*64(10A) Electric current cut switch 64*64 10A
SEERSHIN a1 e 43247 | TAS34-62  TEND TEND_64*64(16A)Electric current cut switch 6464 16A
t L 43252 TAS34-63 TEND TEND_64*64(25A) Electric current cut switch 64*64 25A
f 43216 TAS3443 TEND 48*48(25A)Electric current cut switch 48*48 25A

T(Plate)=8 max

e We provide a wide range of products to development and maintenance engineers in all
type of business

e |If you cannot find the components you want on the catalogue, please call us.

© Taiwan:886-3-5753170
Shanghai: 021-54151736
Shenzhen:0755-83298787

Centenary Materials

®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-52
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y—-1@163. com
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Switches & Control Gear

FEATURES

® The upper and lower bases of ®22/®25/®30 series can be push-button assembled or
disassenbled as per our patent.Upper base,fixed base and contact are three detachable
parts.

® Unique modular design of contact blocks keeps internal parts from falling apart when contact
blocks are disassembled or replaced.

® Can assenble or disassemble contact blocks to suit for various models yet without risking
excessive stock.

Detailed product specifications are available on:

us. 100y. com. tw

15.5
HANDLE ® Contact blocks can be added click-on easily,no need to unscrew. 42.2
e Connecting screws are fastened from the back rather than normally from the side. It makes i
S:Short handle ) .
wiring easier.
K:Key e Aspecial design to keep connecting terminals and screws in the contact blocks can prevent
users from from electric shocking.
® All the connecting pieces of terminals are covered to avoid from electric shocking.
Capacities are differentiaed by colors of contact blocks:blue for 10A;gray for 16A and black tor 25A.
Part No. Product No. Manufacturer Description Size VIVAC
43477 TCS3K11 TEND TEND_®30(10A) multistage type cut switch one level (key) D30KEY 10A
43478 TCS3K12 TEND TEND_®30(10A) multistage type cut s witch two levels(key) ®30KEY 10A
43480 TCS3K13 TEND TEND_®30(10A) multistage type cut switch three levels(key) D3OKEY 10A
43481 TCS3K14 TEND TEND_®30(10A) multistage type cut switch four levels(key) ®30KEY 10A
43482 TCS3K15 TEND TEND_®30(10A) multistage type cut switch five levels(key) D30KEY 10A
43483 TCS3K16 TEND TEND_®30(10A) multistage type cut switch six levels(key) D30KEY 10A
43484 TCS3K17 TEND TEND_®30(10A) multistage type cut switch seven levels(key) D30KEY 10A
43485 TCS3K18 TEND TEND_®30(10A) multistage type cut switch eight levels(key) D3OKEY 10A
43505 TCS3K21 TEND TEND_®30(16A) multistage type cut switch one level (key) D30KEY 16A
43506 TCS3K22 TEND TEND_®30(16A) multistage type cut switch two levels(key) D30KEY 16A
43507 TCS3K23 TEND TEND_®30(16A) multistage type cut switch three levels(key) D30KEY 16A
43508 TCS3K24 TEND TEND_®30(16A) multistage type cut switch four levels(key) D30KEY 16 A
43509 TCS3K25 TEND TEND_®30(16A) multistage type cut switch five levels(key) ®30KEY 16A
43510 TCS3K26 TEND TEND_®30(16A) multistage type cut switch six levels(key) D30KEY 16A
43511 TCS3K27 TEND TEND_®30(16A) multistage type cut switch seven levels(key) D30KEY 16A
43513 TCS3K28 TEND TEND_®30(16A) multistage type cut switch eight levels(key) D30KEY 16A
43528 TCS3K31 TEND TEND_®30(25A) multistage type cut switch one level D30KEY 25A
43529 TCS3K32 TEND TEND_®30(25A) multistage type cut switch two levels D30KEY 25A
43533 TCS3K36 TEND TEND_®30(25A)multistage type cut switch six levels ®30KEY 25A
43534 TCS3K37 TEND TEND_®30(25A)multistage type cut switch seven levels D30KEY 25A
43535 TCS3K38 TEND TEND_®30(25A) multistage type cut switch D3OKEY 25A
FEATURES
® The upper and lower bases of ®22/925/®30 series can be push-button assembled or
disassenbled as per our patent.Upper base,fixed base and contact are three detachable
1 “t' parts.
: ® Unique modular design of contact blocks keeps internal parts from falling apart when contact
: blocks are disassembled or replaced.
“'“ ® Can assenble or disassemble contact blocks to suit for various models yet without risking
excessive stock. « 250,
® Contact blocks can be added click-on easily,no need to unscrew.
e Connecting screws are fastened from the back rather than normally from the side. It makes
HANDLE wiring easier.
S:Short handle o Aspecial design to keep connecting terminals and screws in the contact blocks can prevent
K:Key users from from electric shocking.
® All the connecting pieces of terminals are covered to avoid from electric shocking.
Capacities are differentiaed by colors of contact blocks:blue for 10A;gray for 16A and black tor 25A.
Part No. Product No. Manufacturer Description Size VIVAC
43462 TCS3S11 TEND TEND_®30(10A) multistage type cut switch one level P30 10A
43464 TCS3S12 TEND TEND_®30(10A) multistage type cut switch two levels ®30 10A
43465 TCS3S13 TEND TEND_®30(10A) multistage type cut switch three levels ®30 10A
43466 TCS3S14 TEND TEND_®30(10A) multistage type cut switch four levels 30 10A
43467 TCS3S15 TEND TEND_®30(10A) multistage type cut switch five levels ®30 10A
43468 TCS3S16 TEND TEND_®30(10A) multistage type cut switch six levels 30 10A
43475 TCS3S817 TEND TEND_®30(10A) multistage type cut switch seven levels 30 10A
43476 TCS3S18 TEND TEND_®30(10A) multistage type cut switch eight levels ®30 10A
43496 TCS3S21 TEND TEND_®30(16A) multistage type cut switch one level ®30 16A
43497 TCS3S22 TEND TEND_®30(16A) multistage type cut switch two levels ®30 16A
43499 TCS3S823 TEND TEND_®30(16A) multistage type cut switch three levels ®30 16A
43500 TCS3S824 TEND TEND_®30(16A) multistage type cut switch four levels P30 16A
43501 TCS3S25 TEND TEND_®30(16A) multistage type cut switch five levels 30 16A
43502 TCS3S26 TEND TEND_®30(16A) multistage type cut switch six levels P30 16A
43503 TCS3827 TEND TEND_®30(16A) multistage type cut switch seven levels 30 16A
43504 TCS3S28 TEND TEND_®30(16A) multistage type cut switch eight levels ®30 16A
43520 TCS3S31 TEND TEND_®30(25A) multistage type cut switch one level 30 25A
®
TEL Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-53
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com

e 4


http://us.100y.com.tw/mainFrame.asp?mat3=50IC
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/43477.htm
http://us.100y.com.tw/PNoInfo/43478.htm
http://us.100y.com.tw/PNoInfo/43480.htm
http://us.100y.com.tw/PNoInfo/43481.htm
http://us.100y.com.tw/PNoInfo/43482.htm
http://us.100y.com.tw/PNoInfo/43483.htm
http://us.100y.com.tw/PNoInfo/43484.htm
http://us.100y.com.tw/PNoInfo/43485.htm
http://us.100y.com.tw/PNoInfo/43505.htm
http://us.100y.com.tw/PNoInfo/43506.htm
http://us.100y.com.tw/PNoInfo/43507.htm
http://us.100y.com.tw/PNoInfo/43508.htm
http://us.100y.com.tw/PNoInfo/43509.htm
http://us.100y.com.tw/PNoInfo/43510.htm
http://us.100y.com.tw/PNoInfo/43511.htm
http://us.100y.com.tw/PNoInfo/43513.htm
http://us.100y.com.tw/PNoInfo/43528.htm
http://us.100y.com.tw/PNoInfo/43529.htm
http://us.100y.com.tw/PNoInfo/43533.htm
http://us.100y.com.tw/PNoInfo/43534.htm
http://us.100y.com.tw/PNoInfo/43535.htm
http://us.100y.com.tw/PNoInfo/43462.htm
http://us.100y.com.tw/PNoInfo/43464.htm
http://us.100y.com.tw/PNoInfo/43465.htm
http://us.100y.com.tw/PNoInfo/43466.htm
http://us.100y.com.tw/PNoInfo/43467.htm
http://us.100y.com.tw/PNoInfo/43468.htm
http://us.100y.com.tw/PNoInfo/43475.htm
http://us.100y.com.tw/PNoInfo/43476.htm
http://us.100y.com.tw/PNoInfo/43496.htm
http://us.100y.com.tw/PNoInfo/43497.htm
http://us.100y.com.tw/PNoInfo/43499.htm
http://us.100y.com.tw/PNoInfo/43500.htm
http://us.100y.com.tw/PNoInfo/43501.htm
http://us.100y.com.tw/PNoInfo/43502.htm
http://us.100y.com.tw/PNoInfo/43503.htm
http://us.100y.com.tw/PNoInfo/43504.htm
http://us.100y.com.tw/PNoInfo/43520.htm
mailto:us_sale@100y.com.tw
mailto:100y-1@163.com

<«

Power Rocker Switch

Switches & Control Gear

o g

Detailed product specifications are available on: us. 100y. com. tw

Part No. Product No. Manufacturer Description Size VIVAC
43521 TCS3832 TEND TEND_®30(25A) multistage type cut switch two levels ®30 25A
43522 TCS3S833 TEND TEND_®30(25A) multistage type cut switch three levels D30 25A
43530 TCS3833 TEND TEND_®30(25A) multistage type cut switch three levels D30KEY 25A
43523 TCS3S34 TEND TEND_®30(25A) multistage type cut switch four levels ®30 25A
43531 TCS3S34 TEND TEND_®30(25A) multistage type cut switch four levels D30KEY 25A
43524 TCS3S835 TEND TEND_®30(25A) multistage type cut switch five levels 30 25A
43532 TCS3S835 TEND TEND_®30(25A)multistage type cut switch five levels D30KEY 25A
43525 TCS3S36 TEND TEND_®30(25A) multistage type cut switch six levels 30 25A
43526 TCS3837 TEND TEND_®30(25A) multistage type cut switch seven levels D30 25A
43527 TCS3S38 TEND TEND_®30(25A) multistage type cut switch eight levels ®30 25A
Designation Signal Description
y 1. Size 4 48748
T 6 64%64
S Short handle
2. Handle L long handle
0 Octagonal handle
3. Position,turn angle plate number| 240~842 | ——
4. Capacity 1 10A
Model designation 2 16A
3 25A
TCSE— 5. Wiring diagram number —
6. Operation None Hold
@ ® @ 6B 6 R Spring return
(45°,2 position,3 position only))
Part No. Product No. Manufacturer Description Size VIVAC
43356 TCS4S833 TEND TEND_48*48(25A) multistage type cut switch three levels 48*48 25A
43357 TCS4S34 TEND TEND_48*48(25A) multistage type cut switch four levels 48*48 25A
43358 TCS4835 TEND TEND_48*48(25A) multistage type cut switch five levels 48*48 25A
43359 TCS4S36 TEND TEND_48*48(25A) multistage type cut switch six levels 48*48 25A
T Model designation
- Y
Y gopcom™ | TosH m:ﬂ
‘ Ll @ ® ® 6 ®
" N
Part No. Product No. Manufacturer Description Size VIVAC?
43371 TCS6S16 TEND TEND_64*64(10A) multistage type cut switch six levels 6464 10A
43373 TCS6S17 TEND TEND_64*64(10A) multistage type cut switch sevent levels 64*64 10A
43374 TCS6S18 TEND TEND_64*64(10A) multistage type cut switch eight levels 6464 10A
43375 TCS6S21 TEND TEND_64*64(16A) multistage type cut switch one level 6464 16A
43376 TCS6S22 TEND TEND_64*64(16A) multistage type cut switch two levels 6464 16A
43377 TCS6S23 TEND TEND_64*64(16A) multistage type cut switch three levels 64*64 16A
43378 TCS6S24 TEND TEND_64*64(16A) multistage type cut switch four levels 6464 16A
43379 TCS6S25 TEND TEND_64*64(16A) multistage type cut switch five levels 6464 16A
43390 TCS6S38 TEND TEND_64*64(25A) multistage type cut switch eight levels 6464 25A
Item Code Description ~30,
Control style | VS 33 | Current Switching (3-phase 3-wire) T
R ZS 34 ‘(‘f;;;esnt Switching (3-phase 4-wire) e e e
Shape 6 64%64 Ego ESO ESO 50 =
1 10A Eoo H:Oo Eoo H:OOE
Capacity 5 16A ° % ° °
3 25A =nja=nlasnlasnla
- t ‘i L . 38
T (Thick Plate) =8 max
Part No. Product No. Manufacturer Description Size VIVAC
43273 TVS33-41 TEND TEND_48*48(10A) Voltage cut switch 48*48 10A
43278 TVS33-42 TEND TEND_48*48(16A) Voltage cut switch 4848 16A
43224 TVS33-61 TEND TEND_64*64(10A) Voltage cut switch 64*64 10A
43248 TVS33-62 TEND TEND_64*64(16A) Voltage cut switch 64*64 16A
43253 TVS33-63 TEND TEND_64*64(25A) Voltage cut switch 64*64 25A
43217 TVS3343 TEND TEND_48*48(25A) Voltage cut switch 4848 25A
43274 TVS34-41 TEND TEND_48*48(10A) Voltage cut switch 4848 10A
@
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-54
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Switches & Control Gear

Power Rocker Switch

Part No. Product No. Manufacturer Description

43279 TVS34-42 TEND TEND_48*48(16A) Voltage cut switch
43226 TVS34-61 TEND TEND_64*64(10A)Voltage cut switch
43249 TVS34-62 TEND TEND_64*64(16A) Voltage cut switch
43254 TVS34-63 TEND TEND_64*64(25A) Voltage cut switch
43219 TVS3443 TEND TEND_48*48(25A) Voltage cut switch

Detailed product specifications are available on: us. 100y. com. tw

Size VIVAC
48*48 16A
6464 10A
6464 16A
6464 25A
4848 25A

Rotary Switch
Rotary Switches

Detailed product specifications are available on: us. 100y. com. tw

™ 12e/-0.5 ¢
® Rotary Switches 1 41 e - A
® Rated electric power 0. 3(AC. 125V) —r—| 6418 TEETH S o \;0”
e Contactresistance :<25Q(MAX) (= 3 O Q
- R W~ )
5 oo IR A\
= ? 1 N %
Part No. Product No. Description Numl. O Nun-1.l Of —— s S
Sections(layer) Position(segment) N i =
5961 5060A 1 Sec. 3 Pos. Roatry Switches = 1 3 - = =3
) —»|6+/-0. 54— Unltmm
5962 5060B 1 Sec. 4 Pos. Roatry Switches = 1 4 . | 100/-0.5 e
5963 5060D 1 Sec. 6 Pos. Roatry Switches = 1 6 “ 19/ el o 25005
e FEATURES
Refer to “shaft style”on p. 21 o
I Unit: mm ® Hermetically sealed, compact
""’ 16max L B4 rotary switch
= ) .
] j‘, Terminal No. @ 13 |8y gre.2 e Excellent operational feeling and
8 i environmental characteristics
5
™ e Lead wiring type
Terminal APPLICATIONS
r% SI . all types of electronic equipment
0| L ASS
1.8 o 0.8+1.6hole = such as measuring instruments
A
R and control equipment
il
2 M7%0. 75
Part No. Product No. Manufacturer  Description Num. Of Sections(layer) Num. Of Position(segment) Num. Of Poles (Loop)
28114 SRRN124 ALPS 1 Sec. 2 Pos. 4 Poles Roatry Switches 1 2 4
6745 SRRN134 ALPS 1 Sec. 3 Pos. 4 Poles Roatry Switches 1 3 4
50755 SRRN134-N14-15mm 1 Sec. 3 Pos. 4 Poles Roatry Switches 1 3 4
40236 SRRN134-N16-20mm 1 Sec. 3 Pos. 4 Poles Roatry Switches 1 3 4
6746 SRRN143 1 Sec. 4 Pos. 3 Poles Roatry Switches 1 4 3
8086 SRRN152 ALPS 1 Sec. 5 Pos. 2 Poles Roatry Switches 1 5 2
50756 SRRN152-N32-15mm 1 Sec. 5 Pos. 2 Poles Roatry Switches 1 5 2
40235 SRRN152-N40-20mm 1 Sec. 5 Pos. 2 Poles Roatry Switches 1 5 2
8088 SRRN162 ALPS 1 Sec. 6 Pos. 2 Poles Roatry Switches 1 6 2
8087 SRRN1C1S ALPS 1 Sec. 12 Pos. 1 Poles Roatry Switches 1 12 1
SPECIFICATIONS MATERIALS
Contact rating: AC/DC 150V 130mA Shaft: aluminum
Electrical life: 15, 000 cycles at full load Cover: PA.
Contact resistance: 25m max. initial BASE : PA
Insulation resistance: 100MQ max. CONTACTS: PBS+Ag
Dielectric strength:1, 000V RMS © sea level TERMINALS : Brass+Ag
Operating temperature: -30°C to 80°C MOVEMENT : PA
Stops: adjustable 2 through 12 position -30°C indexing SPRING: SUS
Part No. Product No. Description Num. Of Sections(layer) Num. Of Position(segment) Num. Of Poles(loop)
50016 Y8404-1-21-E-B-NS-37 Rotary Switches 1 12
50014 Y8404-3-21-E-B-NS-37 Rotary Switches 3 4

e We provide a wide range of products to development and maintenance engineers

® |f you cannot find the components you want on the catalogue, please call us.

© Taiwan:886-3-5753170

Shanghai:021-54151736 Shenzhen:0755-83298787

in all type of business

Centenary Materials

TEL : Taiwan:886-3-5753170
F A X : Taiwan:886-3-5753172
E-mail: Taiwan:us_ sale@100y.com.tw

Shenzhen:86-755-83298787
Shenzhen:86-755-83640655
Shenzhen: 100y@163. com
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Switches & Control Gear

ROtary Switches Detailed product specifications are available on: us. 100y. com. tw
o FEATURES
® Hermetically sealed, compact rotary switch

e Excellent operational feeling and environmental characteristics

APPLICATIONS

sE all types of electronic equipment such as measuring instruments and control equipment
e
e
. B 18 TOOTH SERFATON
Terminal Unit: mm
21max 20 D24
R E—_
10| Terminal No. @ oo -2 « Q9.2 >

1.8 o 0.8+1 6hole

E- =l g
A ‘ 11
Typical specifications
Items Standards 2 M7x0.75
Ratings 0. 15A12V DC (resistive load)
Operating life without load 10, 000 cycles
Initial contact resistance 50m ohm max.
Part No. Product No. Manufacturer Description Num. Of Position(segment) Num. Of Sections(layer) Num. Of Poles(loop)
28115 SRRN234 2 Sec. 3 Pos. 4 Poles Roatry Switches 3 2 4
7519 SRRN243 2 Sec. 4 Pos. Roatry Switches 4 2 3
8089 SRRN252 2 Sec. 5 Pos. 2 Poles Roatry Switches 5 2 2
28117 SRRN262 ALPS 2 Sec. 6 Pos. 2 Poles Roatry Switches 6 2 2
28118 SRRN2C1 2 Sec. 12 Pos. 1 Poles Roatry Switches 12 2 1

2 Way Select Switch Detailed product specifications are available on: us. 100y. com. tw

Serials characters

® The same level of the Germany design to enhance the value and beauty

® Professional engineering materials selection, to overcome the challenges of your operating environment

. Easy installation dismantling a modular design, saving you hours of assembly

Modular combination of flexibility, you can effectively reduce the cost of inventories

Small and light, and the protection of IP 40 rating requirements

® Provide lower frame and plane, increase your panel texture

® Support 22, 25 and 30 m/ m aperture,such as the installation of the convenience of your choice and alternative
Slitting the contact-touch design, improving signal avoid coke pollution Reliability

CCC, CE safety norms and provide security guarantee your products and services

Part No. Product No. Manufacturer Description Fixed hole Dia. Contact Type
44875 E2S2K2A.V META 2 Way Select Switch 22M/IM E2S
ltem Code Description 6. Contact types A 1a
3. Shape R round B 1b
S square c 1alb
L Rectangular ] None No lettering
R Red 7. Lettering p English lettering
4. Color G Green M Chinese lettering
Y Yellow 8. Lettering Category | 01-04 Show in R 20
W White
B Black Model Description
Bl Blue
1 Group 1 [BF] - [06]
2 Group 2
5. Contact number Group 3
3 ® @ ® ®
4 Group 4
Part No. Product No. Manufacturer Description Volt./Current Color Contact Type
43112 T2BTLG-1C TEND 2 Way Select Switch 10A/250VAC(max) Green 1A1B

e We provide a wide range of products to development and maintenance engineers in all type of business
e |f you cannot find the components you want on the catalogue, please call us.

© Taiwan:886-3-5753170 Centenary Materials
Shanghai:021-54151736 Shenzhen:0755-83298787
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F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
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Detailed product specifications are available on: us. 100y. com. tw

2 Way Select Switch

o g

Part No. Product No. Manufacturer Description Volt./Current
19472 TBC-1 TEND 2 Way Select Switch Sockets 10A/250VAC(max)
Operating temperature -20°C--+60°C

Contact resistance

Use rating voltage that Following DC test voltage, The resistance data < 15Q in 1A

Insulated resistance

The use of high resistivity impose DC500V voltage, measured in the more than 100 ohms

Withstanding voltage

AC2500V to accept the one minute test voltage,

No short circuit, burning, destruction, insulation, and other anomalies

Life | Mechinery 1,000/ hour of the opening and closing frequency
Electric Up to more than 500,000
Part No. Product No. Manufacturer Description Volt./Current Fixed hole Dia. Color Contact Type
44113 TKS-2512 TEND 22Key type selector switch 1a1b2 positions 10A/250VAC(max) 25m/m black 1alb
44114 TKS-2513 TEND 25Key type selector switch 1a1b3 positions 10A/250VAC(max) 25m/m Black 1alb
44111 TKS-251a/1b TEND Ne25Key type selector switch 2 positions 1a or 1b 10A/250VAC(max) 25m/m Black 1aor1b
44116 TKS-3012 TEND Ne30Key type selector switch 2 positions 1a1b 10A/250VAC(max) 30m/m Black 1a1b
44117 TKS-3013 TEND 30Key type selector switch 1a1b3 positions 10A/250VAC(max) 30m/m black 1alb
44115 TKS-301a/1b TEND Ne30Key type selector switch 2 positions 1a or 1b 10A/250VAC(max) 30m/m Black 1aor1b
Rating:
AC AC125V |AC250V | AC500V | AC600V
10A 6A 3A 2A
DC125V | DC250V
DC
2A 1A
TSS-2512-B TSS-2512-G TSS-2512-R
Operating temperature | ~20°C--+60°C oM Note

Contact resistance

Use rating voltage that Following DC test voltage, The resistance data < 15Q in 1A

Insulated resistance

The use of high resistivity impose DC500V voltage, measured in the more than 100 ohms

1. Style

Selection switch

2. Fixed hole Dia

Withstanding voltage

AC2500V to accept the one minute test voltage,

No short circuit, burning, destruction, insulation, and other anomalies

@ 25m/m

3. Contact number

1

4. Contact style

1a1b (NO-NC)

Life | Mechinery 1,000/ hour of the opening and closing frequency 5. Paragraph =
Electric Up to more than 500,000
Part No. Product No. Manufacturer Description Volt./Current Fixed hole Dia. Color Contact Type
8464 TSS-2512-B 2 Way Select Switch 10A/250VAC(max) Ne25 Black 1A1B
9842 TSS-2512-G 2 Way Select Switch 10A/250VAC(max) Ne25 Green 1A1B
9843 TSS-2512-R 2 Way Select Switch 10A/250VAC(max) Ne25 Red 1A1B
39239 TSS-2522-B TEND 2 Way Select Switch 10A/250VAC(max) Ne25 Black 1A1B
39240 TSS-2523-B TEND 3 Way Select Switch 10A/250VAC(max) Ne25 Black 1A1B
9831 TSS-3012-B 2 Way Select Switch 10A/250VAC(max) Ne30 Black 1A1B
9832 TSS-3012-G 2 Way Select Switch 10A/250VAC(max) Ne30 Green 1A1B
8465 TSS-3012-R 2 Way Select Switch 10A/250VAC(max) Ne30 Red 1A1B

Operating temperature

-20°C--+60°C

Contact resistance

Use rating voltage that Following DC test voltage, The resistance data < 15Q in 1A

Insulated resistance

The use of high resistivity impose DC500V voltage, measured in the more than 100 ohms

Withstanding voltage AC2500V to accept the one minute test voltage,

No short circuit, burning, destruction, insulation, and other anomalies

Color: @ Life | Mechinery 1,000/ hour of the opening and closing frequency
Electric Up to more than 500,000
Rating:

ltem Note JN AC125V | AC250V | AC500V | AC600V
1. Style Selection switch 10A 6A 3A 2A
2. Fixed hole Dia | ©25m/m be DC125V | DC250V
3. Contact number 1 2A 1A
4. Contact style 1a1b (NO-NC) Part No. Product No. = Manufacturer Description Volt./Current Fixed hole Dia. Color Contact Type
5. Paragraph = 44099 | TSSL-2512-R TEND Ne25Long konb selector switch 2 positions 1A1B | 10A/250VAC(max) 25m/m RED 1A1B

44101 | TSSL-2513 = TEND Ne25Long konb selector switch 3 positions 1A1B/ 10A/250VAC(max) 25m/m red  1A1B/

TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com

Shanghai: 86-21-54151736
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2 Way Select Switch

Part No.  Product No. Manufa
44097 TSSL-251a/1b TEND
44107 TSSL-3012-R TEND
44110 TSSL-3013-R TEND
44104 TSSL-301a/1b TEND

Switches & Control Gear

o g

Detailed product specifications are available on: us. 100y. com. tw

cturer Description Volt./Current Fixed hole Dia. Color = Contact Type
Ne25Long konb selector switch 2 positions 1A1B/ 10A/250VAC(max) 25m/m red 1A or1B/
Ne30Long konb selector switch 2 positions 1A1B 10A/250VAC(max) 30m/m red 1A1B
Ne30Long konb selector switch 3 positions 10A/250VAC(max) 30m/m RED  1A1B
Ne30Long konb selector switch 2 positions 1a or 1b 10A/250VAC(max) 30m/m red 1aor1b

3 Way Select Switch

Detailed product specifications are available on: us. 100y. com. tw

Series Feature

® Elegant and sophisticated design, add the extra value and esthetic feeling into applications.

® Professional selection of engineering materials, overcome the harshest of your environment.

e Friendly handling and modulus design, save your treasure time while set-up and installing.

® Flexible and modular assembly, effectively decrease the stock cost on your hand.

E2S3K1A E2S3K1A5AR e Whole series slim;delicate and light, go up to the requirement of protection 1p40.
T I D1 ® | ower and flush housing actuators, highly increase the fine appearance of your panel.
e 2225 and 30m/m mounting holes, fulfill your intentions of choice and replacement.
® Contact sliding mechanism, avoid the pollution of contacts and increase switching reliability.
! =y = e Approved by safety standards CCC and CE, provide you with fully safety assured products.
=l
* Technical Specifications
safety standard CE/EN60947.5.1, CCC/GB14048.5-2001
) S 36 rated capacity Ui =600VAC, Ith=10A
4'.73—0. 53 | AC| contact rating AC15:250VAC/6A DC13:250VDC/0.6A
contact resistance MAX. 50mQ
dielectric strength 2500VAC 50HZ, 1min.
insulation resistance >100MQat 500VDC
Yy vibration resistance 10g @40~500Hz
® lamp lifetime incandescentlamp: <1, 000 hrs
[«
N LED lamp: =5, 000 hrs
mechanical lifetime pushbutton switches: momentary >3,000,000 maintained> 500,000
V selector switches: momentary > 500,000 maintained> 500,000
keylock switches: momentary > 500,000 maintained> 500,000
24 emergency stop switches: > 300,000 units: cycles
electrical lifetime contact block:AC15 250VAC/6A >1,000,000
DC13 250VDC/0.6A>1,000,000
storage temperature -40 +80°C
operating temperature -25 +55°C
Part No. Product No. Manufacturer Description Fixed hole Dia. Color Contact Type Lamp (V)
41419 E2S3K1A META 22m/m 3 Way Select Switch 22m/m Black Short handle 3 Alternating 1INO
41423 E2S3K1A5AR META 22m/m 3 Way Select Switch 22mm Red Short handle 3 Alternating 1NO 220VAC
Operating temperature -20°C--+60°C

Contact resistance

Use rating voltage that Following DC test voltage, The resistance data < 15Q in 1A

Insulated resistance

The use of high resistivity impose DC500V voltage, measured in the more than 100 ohms

Withstanding voltage

AC2500V to accept the one minute test voltage,

No short circuit, burning, destruction, insulation, and other anomalies

Life | Mechinery 1,000/ hour of the opening and closing frequency
Electric Up to more than 500,000
Rating: ltem Note
AC AC125V | AC250V | AC500V| AC600V 1. Style Selection switch
10A 6A 3A 2A 2. Fixed hole Dia | ©25m/m
DC DC;i5V DC12A50V 3. Contact number 1
TSS-3013-B 4. Contact style 1a1b (NO-NC)
Color:®® 5. Paragraph I
Part No. Product No. Manufacturer Description Volt./Current Fixed hole Dia. Color Contact Type
44088 TSS-2513-R TEND Ne25Knob type selector switch 3 positions 1A1B 6A250V AC 25m/m red 1A1B
39183 TSS-3013-B TEND 3 Way Select Switch 10A/125VAC Ne30 Black 1A1B
44093 TSS-3013-R TEND Ne30Knob type selector switch 3 positions 1A1B/ 6A250V AC 30m/m red 1A1B
®
TEL Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-58
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Switches & Control Gear

Slide Switch Detailed product specifications are available on: us. 100y. com. tw

Slide Switch

SPECIFICATIONS
e Contact rating: Refer to “Contact material options”for more info
e Contact resistance: 10mQ max. initial © 2-4VDC 100mA for both silver and gold plated contact
e Electrical life: 30, 000 actuations at full load
e Insulation resistance: 1, 000 MQ Min
® Dielectric strengths: 1, 500V RMS © sea level
e Operation temperature: -30°C to 85°C

MATERIALS: .
Unit: mm
e CASE:Dially phthalate (DAP) (UL 94V-0)
® HOUSING: Stainless steel
e SLIDE HANDLE: Nylon Part No. Product No. Description Type AlVac Pins /Terminal Type
® TERMINAL SEAL : Epoxy 4305 5AS1S120M2QE Slide Switch ON-OFF 1.5A/250Vac 3P
Unit: mm
Part No. Product No. Description Type AlVac
7910 5AS1S120M6QE Slide Switch ON-OFF 1.5A/250Vac
Unit: mm
Part No. Product No. Description Type AlNVac Pins /Terminal Type
11506 5MDISI20M6QE Slide Switch ON-OFF 5A/125Vac 6P2
Unit: mm
Part No. Product No. Description Type AlVac? Pins /Terminal Type
11507 5MDISIM2QE Slide Switch ON-OFF 5A/125Vac 6P3
Part No. Product No. Description Type AlVac?
41420 5MS1S120M2QE Slide Switch ON-OFF 5A/125Vac
Unit: mm
®

TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-59

F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
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Slide Switch

Switches & Control Gear

Detailed product specifications are available on: us. 100y. com. tw

SPECIFICATIONS:

® CONTACT RATING:5A with resistive @125VAC or 28VDC

CONTACT RESISTANCE : 10mQ max. initial@2-4VDC, 100mA for both

2A with resistive load @250 VAC

coin silver and gold plated contacts.
ELECTRICALLIFE : 30,000 actuations at full load

MATERIALS:

® CASE-dially phthalate(DAP)
® HOUSING-Stainless Steel

e SLIDE HANDLE-Nylon

® INSULATION RESISTANCE : 1,000MQ Min.
e DIELECTRIC STRENGTHS : 1,000 VRMS @ sea level
o OPERATION TEMPERATURE : -30°C to 85°C

® CONTACTS-Coin silver,silver plated

o g

Part No. Product No. Description Type AlNVac
10745 5MS1S120M6QE Slide Switch ON-OFF 5A/125Vac
13 6.1
—x | l
5.|7
2.5 6
; y 1| 3.4
0.4 h
X A1 s |l 5 iL
! - 1.3 .
3.4 | .
[+ 2.5 TRAVEL 12.6 Unit:mm
—
Part No. Product No. Description
12696 HSS-1212-L7 Slide Switch
Unit: mm
Part No. Product No. Description Type Pins /Terminal Type
7840 HSS-1216-L4 Slide Switch ON-OFF 3P
Unit: mm
Part No. Product No. Description Type Pins /Terminal Type
7841 HSS-2225-L6 Slide Switch ON-OFF 6P3
Unit: mm
Part No. Product No. Description Type AlVac Pins /Terminal Type Spec
11334 SK-12D02V2 Slide Switch ON-ON(1P2T) 0.3A/DC50V 3P2 8.7*4.5*7.5mm
Unit: mm
Part No. Product No. Description Pins /Terminal Type
12971 SS-22H06-V4 Slide Switch 6P
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-60
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Toggle Switch

SPECIFICATIONS
* Contact Rating: 0.4VAmax. @ 20V max. (AC or DC)
® Electrical Life: 30,000 make - and - break cycles at full load
e Contact Resistance: 20mQ max. initial @ 2 -4VDC
100mA for both coin silver and gold plated contacts
e Insulation Resistance: 1,000MQ min
e Dielectric Strength: 1,500V RMS @ sea level
e Operating Temperature:-30°C to 85°C

MATERIALS:

* Case & Bushing: Glass filled nylon 6/6, flam retardant,
heat stabilized

® Actuator: Brass, chrome plated, internal o-ring seal std.

e Switch Support: Brass, tin plated

e Contacts & Terminals: Copper alloy with gold plated over

nickel plated
e Terminal Seal: Epoxy

SPDT DPDT
. 177 DIA
. 177 DIA 77 EPOXY SEAL . 201 pAasel 177 EPOXY SEAL
@4. 50 4.50 5.10 Y \ 362
. 421 | . s . 327
10.70 3 0 830 .
3hd== 6 —|—=3
0 g, 102 5= =22
| f === | A==
. 098 DIA 122 e Y \_. 098 DIA 120 — “030
. 030 . 0.76 l-200
Part No. Product No. Manufacturer Description No. of Pos. Volt./Current Color Type
21816 2AD1T1B4M2GE TAIWAY Sealed Surface Mount Taggle Switches DPDT 1.5A/250VAC Silver/Red 200A
21817 2AD4T1B4M2GE TAIWAY Toggle Switch DPDT 1.5A/250VAC Silver/Red 200A
21813 2AS1T1B4M2GE TAIWAY Sealed Surface Mount Taggle Switches SPDT 1.5A/250VAC Silver/Red 200A
21815 2AS4T1B4M2GE TAIWAY Sealed Surface Mount Taggle Switches SPDT 1.5A/250VAC Silver/Red 200A
SPECIFICATIONS MATERIALS
Contact rating: refer to “Contact material options”for more info CASE & BUSHING: Glass filled nylon 4/6 flame
Electrical life: 30, 000 make-and-break cycles at full load retardant, heat stabilized (UL 94V-0)
Contact resistance: 20mQ max typ. initial©2-4 VDC ACTUATOR:Brass chrome plated, internal o-ring
100mA for both silver and gold contacts sealed (std)
Insulation resistance: 1, 000MQ min Switch support: brass, tin plated
Dielectric strength: 1, 500V RMS. © Sea level Terminal seal: Epoxy
Operating temperature: -30°C to 85°C
Part No. Product No. Manufacturer Description No. of Pos. Volt./Current? Color Type
21809 2BS1P1B4M6RE TAIWAY Sealed Surface Mount Taggle Switches SPDT 0.4VA Black/ White 200B
21811 2BS3P1B4M6RE TAIWAY Sealed Surface Mount Taggle Switches SPDT 0.4VA Black/White 200B
21812 2BS4P1B4M6RE TAIWAY Sealed Surface Mount Taggle Switches SPDT 0.4VA Black/White 200B
SPECIFICATIONS MATERIALS
Contact rating:refer to “Contact material options”for more info CASE: Dially phthalate (DAP) (UL 94V-0)
Electrical life: 30, 000 make-and-break cycles at full load TOGGLE HANDLE:Brass, chrome plated
Contact resistance: 20mQ max typ. initial©2-4 VDC Bushing: Brass, nickel plated
100mA for both silver and gold plated contacts Housing: stainless steel
Insulation resistance: 1, 000MQ min Switch support: brass, tin plated
Dielectric strength: 1, 500V RMS. © Sea level Terminal seal: Epoxy L=\
Operating temperature: -30°C to 85°C
Unit: mm
Part No. Product No. Description No. of Pos. Volt./Current? Type
7909 2MD1T1B1M1QE Toggle Switch 6P2 250VAC/1.5A ON-ON

® We provide a wide range of products to development and maintenance engineers in all type of business

® |f you cannot find the components you want on the catalogue, please call us.
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SPECIFICATIONS
Contact rating:refer to “Contact material options”for more info
Electrical life: 50, 000 make—-and-break cycles at full load

MATERIALS
CASE: Dially phthalate (DAP) (UL 94V-0)
TOGGLE HANDLE: Brass, chrome plated

. Contact resistance: 10mQ max typ. initial©2-4 VDC Bushing: Brass, nickel plated
= 100mA for both silver and gold contacts Housing: stainless steel
Insulation resistance: 1, 000MQ min Terminal seal: Epoxy
Dielectric strength: 1, 500V RMS. © Sea level
Operating temperature:-30°C to 85°C
Part No. Product No. Description No. of Pos. Volt./Current Type
17834 2MD1T1B1M2QE Toggle Switch 6P2 250VAC/1.5A ON-ON
= SPECIFICATIONS MATERIALS

189 DlA

Contact rating:refer to “Contact material options”for more info
Electrical life: 30, 000 make-and-break cycles at full load
Contact resistance:20mQ max typ. initial©2-4 VDC

100mA for both silver and gold plated contacts
Insulation resistance: 1, 000MQ min
Dielectric strength: 1, 500V RMS. © Sea level
Operating temperature: -30°C to 85°C

370 236
9.40 6.00

236 DIa
26.00

173
4.40 098 Dia

CASE: Dially phthalate (DAP) (UL 94V-0)
TOGGLE HANDLE: Brass, chrome plated
Bushing: Brass, nickel plated

Housing: stainless steel

Switch support: brass, tin plated
Terminal seal: Epoxy

Schematic
02Comm.

1y 30 173

24.80 Pl
Unit: mm
Part No. Product No. Manufacturer Description No. of Pos. Volt./Current? Type
11658 2MS4T1B3M1Q0 TAIWAY Toggle Switch 3P3 250VAC/1.5A (ON)-OFF-(ON)
(1)%"-40UNS
f .< (2)M6P0.75 A hgamig
; . e =] — Fe = E
= | : 2 FOP|
r A - - J
oo | |
N @ ¥ = S
L0513 9 157 { 18 Unit: mm
Part No. Product No. Description No. of Pos. Volt./Current? Type
13317 6304AN-9P2 Toggle Switch 9P2 6A/125V ON-ON
f:_gj , (1) —(2) =(3)
i ) | g -F-H- !-c-- ] I I
7 -0V o
o
12 4714
e 234 127 | 137 47 4l Unit: mm
Part No. Product No. Description No. of Pos. Volt./Current? Type
5676 6306A Toggle Switch 3P2 6A/125Vac ON-ON
a 2P0S5
g < "T‘I'QJ ©m°
€ = : 2, | 9
=R =g g
: L Cos- X : 3|~
o o Unit: mm
L AL 515
Part No. Product No. Description No. of Pos. Volt./Current? Type
11131 6314-2P2 Toggle Switch(ROHS) 2P2 3A/125Vac ON-OFF
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' 2k
1
L O[S
h O
Iil N
o} \J O
4,1 | Unit: mm
Part No. Product No. Description No. of Pos. Volt./Current Type
5675 6316 Toggle Switch 6P2 3A/125Vac ON-ON
30°
- Contact R:50mQ Max. ®5 -
J Insulation R: DC500V 100MQ Min M12 . ‘ ‘
Dielectric strength: AC 1000V 1 minute ROV 13
Electrical life: 20, 000 make-and-break cycles at full load 1075
Unit: mm
14
Part No. Product No. Description No. of Pos. Volt./Current? Type *:é @6 E
12079 6318-4P2 Toggle Switch 4P2 2A-250V 4A-125V ON-OFF 8.48-4 |3 Dal
26 14.3
L2 Rating: AC 125V 15A 250V 10A 30°C
Contact R.:50mQ Max.
Insulation R.:DC500V 100MQ Min.
Dielectric Strength : AC 1000V 1 minute.
Operating Temperature : -20°C~+65°C
Electrical Life :50,000 make-and-break cycles at full load. Unit:mm
Part No. Product No. Description No. of Pos. Volt./Current Type
8399 6323N-2P2 Toggle Switch(ROHS) 2P2 15A/125Vac ON-OFF
o« Rating: AC 125V 15A 250V 10A
\W Contact R.:50mQ Max.
&;@ Insulation R.:DC500V 100MQ Min.
\’-/“m Dielectric Strength : AC 1000V 1 minute.
i 4 Operating Temperature : -20°C~+65°C
Electrical Life :50,000 make-and-break cycles at full load. .
Unit: mm
Part No. Product No. Description No. of Pos. Volt./Current Type
7741 6324N-3P2 Toggle Switch 3P2 10A/250Vac ON-ON
Rating: AC 125V 15A 250V 10A o]
y \ o6 / 2e
Contact R.:50mQ Max. \ / TE 75
Insulation R.:DC500V 100MQ Min. aTa =) '\\
! |
Dielectric Strength : AC 1000V 1 minute. s NN
Operating Temperature : -20°C~+65°C
Electrical Life :50,000 make-and-break cycles at full load. Unit: mm _h
Part No. Product No. Description No. of Pos. Volt./Current Type ( —-— |15
8398 6325N-3P3 Toggle Switch 3P3 15A/125V ON-OFF-ON z o J ]5_"5 \
® We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us.
@ Mmn: aaggpszsa170 Centenary Materials
Shanghai:021-54151736 Shenzhen:0755-83298787
®
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- Rating: AC 125V 15A 250V 10A p.lr-L7
Contact R.:50mQ Max. ' ",‘Qﬁ
Insulation R.:DC500V 100MQ Min. ¥ F
Dielectric Strength : AC 1000V 1 minute. *’J e _E
Operating Temperature : -20°C~+65°C ~ _:‘l
Electrical Life :50,000 make-and-break cycles at full load. f «

Unit: mm i |

Part No. Product No. Description No. of Pos. Volt./Current Type [—-L l
7745 6327N-6P2 Toggle Switch 6P2 10A/250Vac ON-ON 322 | ™
Rating: AC 125V 15A 250V 10A ¥
o6 M2
Contact R.:50mQ Max. NAF %Q_ZEL
Insulation R.:DC500V 100MQ Min. 1 N
A u
Dielectric Strength : AC 1000V 1 minute. 1
-
Operating Temperature : -20°C~+65°C -]
Electrical Life :50,000 make-and-break cycles at full load. 1 g ==l
it: | i |
Unit: mm | CMC)
Part No. Product No. Description No. of Pos. Volt./Current Type - 2.2 : 198
11140 6328-6P3 Toggle Switch 6P3 15A/125Vac ON-OFF-ON . '
SPECIFICATIONS MATERIALS
Contact rating:refer to “Contact material options”for more info CASE: Dially phthalate (DAP) (UL 94V-0)
Electrical life: 50, 000 make—-and-break cycles at full load TOGGLE HANDLE: Brass, chrome plated
Contact resistance: 10mQ max typ. initial©2-4 VDC Bushing: Brass, nickel plated
\ 100mA for both silver and gold contacts Housing: stainless steel
J Insulation resistance: 1, 000MQ min Terminal seal: Epoxy
Dielectric strength:1, 500V RMS. © Sea level
Operating temperature: -30°C to 85°C
Part No. Product No. Manufacturer Description No. of Pos. Volt./Current Type
13318 IM33T1B1M1Q5 TAIWAY Toggle Switch 9P3 5A/125V ON-OFF-ON
1/4”-40 UNS
™
@ — —
. 1 | il - E
o  E— - =
co.5 11 9 ! 15.7 Unit: mm .
35.7 Unit: mm
Part No. Product No. Description No. of Pos. Volt./Current Type
4231 MT-1021 Toggle Switch 2P2 6A/125Vac UL ON-OFF
1/4”-40 UNS _—
2 ,6P0.75 =
) =
S | ==
s\ Y =
( =" A
< ;E
MT-1062 N P
T
3 4. 5
Lo ] 9 ‘q—» 8.5
MT-1031-3P2 MT-1032-3P3NR Unit: mm co.5 GAS, (8- 5 D
Part No. Product No. Description No. of Pos. Volt./Current Type
7739 MT-1031-3P2 Toggle Switch 3P2 6A/125Vac ON-ON
4232 MT-1032-3P3NR Toggle Switch 3P3 6A/125Vac ON-OFF-ON
4230 MT-1062 Toggle Switch 6P3 B6A/125Vac ON-OFF-ON

® We provide a wide range of products to development and maintenance engineers in all type of business

e |f you cannot find the components you want on the catalogue, please call us.
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2

< \ J
[ —
[e] g
—
5.15
MT-1131-3P2 | R Unit: mm
Part No. Product No. Description No. of Pos. Volt./Current Type
4233 MT-1131-3P2 Toggle Switch 3P2 3A/125Vac ON-ON
1/4"-40 UNS
2 .6P0.75 MT1061-P-6P2
™
Q
=
(ﬁél%ﬁﬂm‘\jﬂ ] EEES
°<r «; - RusemabiE exeas)
N HH A =
co.5 11 9 15.7
| I
35.7 Unit: mm 12. 7
s -
¥ MT-1131P-3P2 MT1061-P-6P2
Part No. Product No. Description No. of Pos. Volt./Current Type
28301 MT-1131P-3P2 Toggle Switch 3P2 1.5A/250Vac ON-ON
16641 MT1061-P-6P2 Toggle Switch 6P2 125Vac/6A ON-OFF
1/4”-40 UNS
2 .6P0.75
el
0 E
ﬁ/‘m o
~ | |=—>
PR v =
< il =
co.5 11 9 ‘ 15.7
|
35.7 Unit: mm 12. 7
d >
Part No. Product No. Description No. of Pos. Volt./Current Type
7738 NT1061-6P2 Toggle Switch 6P2 125Vac/6A ON-OFF
Rating 15° . 15° 5
6A 125V AC Color: @ - e
3A 250V AC
Contact resistance | B
500 ohm Max ‘\./. / =
. R 1 2 3
Insulation resistance v
DC 500V 1000 ohm Min e E———
Dielectric strength ‘ ‘ ‘ ) A\
AC 1500V 1 minute
Cut-out ON ON e L J ‘\L J\ J
TERMINAL = — % ’g \_M15+P1. 0
0 5 [0 SO i _
Unit: mm
FEATURES:
o1 ® Material: frames are nylon (UL flame:94V-2) .Terminals are silver plated brass
N sp na P Bax e Pins/Terminal type:3P SPDT
Part No Product No. Description No. of Pos. Volt./Current Color Type
14138 R13-402C-05 Toggle Switch 3P SPDT 6A125VAC/3A250VAC All Black SPDT ON-ON
W PEAN Rating
6A 125V AC
3A 250V AC
g Contact resistance
500 ohm Max
J mize1.0 Insulation resistance
OFF v DC 500V 1000 ohm Min
- Dielectric strength
AC 1500V 1 minute
. Cut-out
TERMINAL ol @
olor:
0] I8 i SO ’_”_‘
o o . Unit: mm
25 12.5
Part No. Product No. Description No. of Pos. Volt./Current Color Type
14282 R13-406F2-05 Toggle Switch 4P/SO Solder 6A/125V 3A/250V Metalized/Black DPST ON-OFF
®
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Rating B
6A 125V AC ‘;‘_.&Q‘
3A 250V AC 10 ‘
Contact resistance
500 ohm Max .\.
Insulation resistance 2 ©
DC 500V 1000 ohm Min Mi2%1 0
Dielectric strength ’ ‘
AC 1500V 1 minute P
Cut-out ON OFF =
TERMINAL
0o 2 .1877s8Q Color: @
>
Unit: mm v H = = H /E\
U U 12
19
Part No. Product No. Description No. of Pos. Volt./Current Color Type
14407 R13-412A1-HWR Toggle Switch 2P SPDT 4.8*0.8t Quick connect 10A125VAC/6A250VAC All Black SPST ON-OFF
.059
[1.50] —
e >, (© :
197 88 Unit: mm
,,,,,,,,,,, [5.00] a . S - se
476 oL I RT 96
[@12.10] 28 | ud 4 R
G501 N ; 1[“‘.
,,,,,,,, — © J—Af
r 354]1 i JL
9.00
<> @. 492 Y] :
x 012 50 PANEL AYOUT o3
Part No. Product No. Description No. of Pos Volt./Current Type
5650 Y7033-K1C3T1 Toggle Switch 9P3 10A/250Vac ON-OFF-ON
Micro Switch
: RF min 42g R
I"" PT max 2. 7mm X T~ % ? 9. 5%4 N\
0T min 2. 4mm Unit:mm 0o | A
¢ MD 0.5 <« )
= J1561704 _.v:.(i max . omm /
T oP 30.2+/-10. 4mm T [ o
15A 125VAC or 250VAC T E 3 - T = T
B o Yy
s @ 1
Service life: B ¥
CHARACTERISTICS: ' i i <
Mechanically : 1
Contact resistance:15mQ max. (Initial \ .
) ) o ( ) c 1,000,000 operations min.
Insulation resistance: 100MQ min. (at 500VDC) Electrically: r ] T ) @ —
Dielectric strength: 1,000VAC 50/60Hz for 1 minute 100,000 operations min. — —>
25.4+/-0.1_ [, 1.9,  17.45
Part No. Product No. Description AIVAC 49.2 N C E
11188 5101 Micro Switch 15A/125/250Vac
OF 100¢g
i 22
RF min g i (9. 5%4 \4
PT max 7. 1mm Unit: mm
0T min 4mm
MD max 1.02mm T T T
o
oP 30.2+/-0. 8mm St . =
15A 125VAC or 250VAC S C,,T

Part No. Product No.

3587 5102

Description

Micro Switch

AVAC

15A/125/250Vac

L

25.4+/-0.1

49.2

S
Tl

< 17.45 —»|

Unit: mm

® We provide a wide range of products to development and maintenance engineers in all type of business

e |f you cannot find the components you want on the catalogue, please call us.

©) Taiwan:886-3-5753170

Shanghai: 021-54151736

Shenzhen:0755-83298787

Centenary Materials

mm—

EL
A X :
-mail: Taiwan:us_ sale@100y.com.tw

Taiwan:886-3-5753170
Taiwan:886-3-5753172

Shenzhen:86-755-83298787
Shenzhen:86-755-83640655
Shenzhen: 100y@163. com

Shanghai: 86-21-54151736
Shanghai: 86-21-64605107
Shanghai: 100y—-1@163. com

50-66

e 4


http://us.100y.com.tw/mainFrame.asp?mat3=50LA
http://us.100y.com.tw/mainFrame.asp?mat3=50MA1339
http://us.100y.com.tw/
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/14407.htm
http://us.100y.com.tw/PNoInfo/5650.htm
http://us.100y.com.tw/PNoInfo/11188.htm
http://us.100y.com.tw/PNoInfo/3587.htm
mailto:us_sale@100y.com.tw
mailto:100y-1@163.com

<«

Micro Switch

Switches

& Control Gear

Detailed product specifications are available on: us. 100y. com. tw

= oF 70g - 262
RF min 14¢g 363‘5/9\ 4. 9%
PT max 10mm T T—; = T T = T
0T min 5. 6mm N Q10 = -
o .
MD max 1.27mm N o & - 2
oP 19+/-0. 8mm I || "1
15A 125VAC or 250VAC
C— - @ —
[ E— S
Part No. Product No. Description AIVAC 25. 4+/-0. 1 1.9
— e 1T <« 17.45 —»|
8368 5104 HIGHLY_Micro Switch 15A/125/250Vac N c E
49.2 Unit: mm
OF 250-350¢g —»| 23.3+/-0.25 |«
RF min T14g . 67.15
o T — —
PT max 0. 4mm / h\ )—fﬁk
0T min 1. 6mm
o
MD max 0.05mm o
oP 21.5+/-0. 5mm |
15A 125VAC or 250VAC
— —N @ ——
Part No. Product No. Description AIVAC ‘ — ‘
25.4+/-0.1 1.9
3552 5105 Micro Switch 15A/125/250Vac A SallNg N C E < 17.45
49.2 Unit: mm
—
OF 250-350¢g o 23.3+/-0.25 |« $0.85
i 114 5 B
RF min g T Unit: mm M12%1
PT max 0. 4mm g "_
0T min 5.5mm ©
MD max 0.05mm T +
opP 21.8+/-0. 8mm s
15A 125VAC or 250VAC I
Lh.ﬂ'
! )] [ ) [
Part No. Product No. Description A/VAC r— ‘ Lo ‘
7703 5106 Micro Switch 15A/125/250Vac 254701 L 119, — 1745 —
49.2 N C E Unit: mm
- 53.8
r~ ¢ 4302 25.4 R e
’ ‘ e
X
- * Y
RS L ‘ 8 18 21
SR 2.2 J L
6.I4 .
# fT i 7 Unit: mm
Part No. Product No. Manufacturer Description
51339 AP-B OMRON AP-B
Part No. Product No. Manufacturer Description AINVAC
51127 D4MC-2020 OMRON Enclosed Switch 10A/250VAC,0.5A/125VDC
iy
=)
Part No. Product No. Manufacturer Description
39035 SHL-Q2155 OMRON Enclosed Switch
19484 SHL-Q2255 OMRON Enclosed Switch
® We provide a wide range of products to development and maintenance engineers in all type of business
® |f you cannot find the components you want on the catalogue, please call us. O
, Centenary Materials
@© Taiwan:886-3-5753170
Shanghai:021-54151736 Shenzhen:0755-83298787
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shangha!:86—21—54151736 50-67
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Micro Switch

FEATURES

e High precision

* Wide variety of actuators

Switches & Control Gear

e Wide operating speed range

Detailed product specifications are available on: us. 100y. com. tw

Operating speed

0. 01mm~1m/sec (push button type)

Operating frequency

Mechanically: 240 operations/min electrically: 20 operations/min

Contact resistance

15mmQ max

Insulation resistance

100MQ min (at 500VDC)

Vibration

10~55Hz, double amplitude 1. 5mm

Ambient temperature

general purpose type:-25°C to +65°C

Ambient humidity

general purpose type:85%RH max General purpose type: +5° to +35°C

Weight

Approx:7.2-8g

. rH? AR
Unit: mm

[E Sty

Part No. Product No. Manufacturer Description AIVAC
6530 TM-1308 TEND Micro Switch 15A/125/250Vac

Siwr
TM-1701 Operating speed 0. 01mm~1m/sec (push button type)

r l!ll‘h‘.rum‘l W

Operating frequency

Mechanically: 240 operations/min

electrically: 20 operations/min

Contact resistance

15mmQ max

Insulation resistance

100MQ min (at 500VDC)

Vibration

10~55Hz, double amplitude 1. 5mm

Ambient temperature

general purpose type:-25°C to +65°C

Ambient humidity

general purpose type:85%RH max

General purpose type: +5° to +35°C

Weight

Approx:7.2-8g

«— —_
4.9
l—
o (R
N = . =41
. o
8 ¢ & :T
I } !
SN W) —
25.4+/-0.1_,| (1.9, c E - 17.4V
49.2 Unit: mm
Part No. Product No. Manufacturer
40794 TM-1701 TEND
40795 TM-1703 TEND

? 9. 5%4

.

FP
[
i

i\

20.2
9
.

—
le—

13.9
—

L —
25.4+/-0. 1 <119, Ce « 17.45 —»
49.2 Unit: mm
Description AINVAC
Micro Switch 15A/125/250Vac
Micro Switch 15A/125/250Vac

V-10-1A4

&%&W‘“

&

Characteristics

Operating speed

0.1 mmto 1 m/s (pin plunger models)

Operating frequency

Mechanical:600 operations/min max.

Electrical:30 operations/min max.

Insulation resistance

100 MQ min. (at 500 VDC)

Contact resistance
(initial value)

15 mQ max.

Dielectric strength
(see note 2)

1,000 VAC, 50/60 Hz for 1 min between terminals of the same polarity

V-21,V-16, and V-11 models: 2,000 VAC, 50/60 Hz for 1 min between current-carrying metal
parts and ground, and between each terminal and non-current-carrying metal parts

V-15 and V-10 models: 1,500 VAC, 50/60 Hz for 1 min between current-carrying metal parts
and ground, and between each terminal and non-current-carrying metal parts

Vibration resistance
(see note 3)

Malfunction: 10 to 55 Hz, 1.5-mm double amplitude

Ambient operating
temperature

—25°C to 80°C (at ambient humidity of 60% max.) (with no icing)
—25°C to 150°C for heat-resistive model (at ambient humidity of 60% max.) (with no icing)

Ambient operating humidity

85% max. (for 5°C to 35°C)

V-115-1A4
Weight Approx. 6.2 g (pin plunger models)
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 50-68
F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Micro Switch

Switches & Control Gear

Detailed product specifications are available on: us. 100y. com. tw

HIGHLY

20. 2+0. 25 ; 20.1 o6k 5.1
. PT 3 ’
TN\ T A=y ey B
\) % ©—t 15.9 O« +
\ 2 OP) T — sl
\. _ | 1i8 5
> | PN ) 19. 1
31701 | |
V-10-1A4 04 °3T " 3.420. 15 dial\l —
— — .
22.2+0. 1 2.8 T420. 15 dia. 12.0
27.8 22.2%0.1
g 10.3 27.8 10.3
A\ 37.840.8 39. 8+0. 8
= it- it
.. W\_L Vo10-1A4 Unit: mm V-115-1A4 Unit: mm
i\
\ ﬁ B Part No. Product No. Manufacturer Description A/VAC
O g 51267 V-10-1A4 OMRON Basic Switch 10A/250VAC
V-115-1A4 | 51266 V-115-1A4 OMRON Basic Switch 11A/250VAC
Part No. Product No. Manufacturer Description AIVAC
51035 Z-15GD-B OMRON OMRON_Micro Switch 15A/250V
Z-15GW22-B
——

Z-15GQ22-B

FEATURES:

* Basic models (most popular)
« High sensitivity models, drip—proof models, micro
load models, and models with protective covers

Z-15GW-B

Z-15GW2-B

Contact specification: Rivet
Contact material; silver

Z-15GW22

Rating (resistive load) : 15A at 250VAC 0. 5A at 125VDC
Ambient operating temperature: -25°C to 80°C (Drip-proof:-15°C to 80°C)
Mounting pitch:25. 4mm

Z-15GW4455-B

Part No. Product No. Manufacturer Description AIVAC
51037 Z-15GQ22-B OMRON OMRON_Basic Switch 15A/250V
51036 Z-15GW-B OMRON OMRON_Basic Switch 15A/250V
44936 Z-15GW2-B OMRON Micro Switch 15A/250V
51038 Z-15GW22 OMRON OMRON_Basic Switch 15A/250V
44938 Z-15GW22-B OMRON Micro Switch 15A/250V
38129 Z-15GW4455-B OMRON Micro Switch 15A/250V
FEATURES : Contact specification: Rivet
) Contact material; silver
* Basic models (most popular) ) AN
. J.\ | ) Rating (resistive load) : 15A at 250VAC 0. 4A at 125VDC
« High sensitivity models, drip—proof models, micro . \ . N
. . Ambient operating temperature: -25°C to 80°C
load models, and models with protective covers ) o R
(Drip-proof: -15°C to 80°C)
Mounting pitch:25. 4mm
Part No. Product No. Manufacturer Description AIVAC
38132 Z-15HW24-B OMRON Micro Switch 15A/250V
16103 Z-15HW78-B OMRON Micro Switch 15A/250V
Mlmature MICFO SWItCh Detailed product specifications are available on: us. 100y. com. tw
Part No. Product No. Manufacturer Description AIVAC
48693 311SM706-T Honeywell Micro Switch 4A/250Vac

® We provide a wide range of products to development and maintenance engineers in all type of business

® |f you cannot find the components you want on the catalogue, please call us.
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Miniature Micro Switch

/™

Switches & Control Gear

Super compact, ideal for PCB mounting
Switches 3 Aloads (general-purpose), 1 Aloads(low force general-purpose) and 0.1 Aloads(microvoltage/microcurrent)
Long life span assured by high-precision dual spring reverse-action mechanism

Flux penetration prevented by using an insert terminal and allowing a height difference at the case bottom

Ideal for a wide variety of applications from household appliances and office equipment to audio equipment and

communications equipment

RoHS Compliant

Detailed product specifications are available on: us. 100y. com. tw

Part No. Product No. Manufacturer Description AIVAC
48909 D2F-01F-T OMRON Snap Action Switch 0.1A
14.5 3.7 ) ~
350, 1 . . Operating speed 0. 1cm-1m/s
ﬁfﬂ — 7.5 ‘ j Operating frequency (mechanism) 400 operations/min
5 B Operating frequency (electric) 30 operations/min
10.2 | § ok ] mechanism life 10, 000, 000
§ 11 l2s O { electric life 10, 000~100, 000 min
] & [T Contact resistance (Initial value) 30mQ max
T J H H 6.4 J Insulation Resistance (500VDC) 100MQ min
1.6, 88,78 g 321 Dielectric strength (RMS 50-60HZ) 1000 VAC
51 9.5 Environmental humidity 85%RH max
19.8 5 \ Environmental temperature 25°C~85°C
Unit: mm
Part No. Product No. Description AIVAC
10652 DM-00 Micro Switch 1A/125VAC
FEATURES APPLICATIONS

! )
L Y

DM1-01P

® Large over travel
e Small compact size

Insert molding in the contact prevent flux
build-up during soldering and permits auto
dipping

DM1-03P e Long life Be-Cu spring Mechanism

® Telecommunication equipment
® Office applications
® Other various applications

Part No. Product No. Description A/VAC
39473 DM1-01P Micro Switch 1A/125VAC
39538 DM1-03P Micro Switch 1A/125VAC
| P
Part No. Product No. Description AIVAC
39471 MN2-0302D Micro Switch 3A 125/250VAC
40427 MN2-0303D Micro Switch 3A 125/250VAC
MN2-0302D MN2-0303D MN2-0501D 39665 MN2-0501D | Micro Switch 5A 125/250VAC
OF MAX. 39
RF min 2.8 £ 10-37
20.2°% 3.1
PT max 1.2mm - > .2
0T min 0. 8mm L Hie 2.8 \boin FOLE M
— MD max 0. 4mm [ ;Z< 0
oP 14.7+/-0. 5mm - - N ]
A 37 BT\ b
125/250V AC  10A 5 2| | — x| %
- ~——=nNo o g 2
— = =
Part No. Product No. Description AIVAC T 3.4 v con l: |
10641 MN4-10-00 Micro Switch 125/250VAC 10A 015 :]—*
22.2°"
Part No. Product No. Manufacturer Description AIVAC
26836 S-5GL2 OMRON Micro Switch 5A/125Vac 3A/250Vac

® We provide a wide range of products to development and maintenance engineers in all type of business

® |f you cannot find the components you want on the catalogue, please call us.
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Switches & Control Gear

Miniature Micro Switch Detailed product specifications are available on: us. 100y. com. tw
SCHE. MATIC s
T35 3 X &
Hi- g
O 1 |
$loe NEHE [,
coM NOT NC G e (R ‘IJ‘; :
3.2
25/u J \t 0.6 <6_:
Part No. Product No. Description AIVAC 18] ‘ 8.8 7 3% *\ 5 350
6666 SM-00 Micro Switch 3A/125/250Vac PESNPENLEN Unit: mm
19.8

Em \ [ -0501A
T v N N \
SM1-0504A SM2-0305A SM2-0500A SM2-0503A SM2-0511A
Part No. Product No. Description AIVAC
31358 SM1-0504A Micro Switch 5A/125/250Vac
39924 SM2-0305A Micro Switch 3A/125/250Vac
30920 SM2-0500AA Micro Switch 5A/125/250Vac
32099 SM2-0501A Micro Switch 5A/125/250Vac
39539 SM2-0503A Micro Switch 5A/125/250Vac
39582 SM2-0511A Micro Switch 5A/125/250Vac
“ e Economical, subminiature snap action switch offers long service life (30 million operations minimum)
- S

® All models are free from overtravel restrictions permit easy setting
e Wide switching capacity range from microvoltage/current loads (1mA at 5 VDC to high-capacity loads 10. 1A at 250VAC)
e Standard operating force, low force or super-low force models available

Part No. Product No. Manufacturer Description AIVAC
50495 SS-01GL13-E OMRON Micro Switch 0.1A/125Vac, 0.1A/30Vdc

Part No. Product No. Manufacturer Description AIVAC
40906 SS-5-F OMRON Snap Action Switch 5A/125Vac 3A/250Vac
o) 40008 SS-5GL-F OMRON Snap Action Switch 5A/125Vac 3A/250Vac
SS-5GL | 16921 SS-5GL2 OMRON Snap Action Switch 5A/125Vac 3A/250Vac
ﬂ ‘ 2.2 4.85 7.5
SCHE. MATIC hme >
~ \TI o *
4 mI o, : [¢ NO NC.
3 L EE
COM | NO NC 12 2 M J u+
_32 ¢ P ) 2.5 ‘ 0.6
6.4 Unit: mm J ﬂ -«
8.8 7.3
Part No. Product No. Description AIVAC 25,
19.8
48493 SW5-00N Micro Switch-Water Proof Type 5A/250VAC
Part No. Product No. Description AIVAC
13195 V-105-1A5 Micro Switch 125VDC/0.3-0.6A
21.3°°
B SE—
0F s N,
RF min 8.4
. R |
= PT max 1.5mm - )
0T min 0. 6mm
MD max 0. 5mm L .
oP 15.3+/-0. 5mm o P
o 1
Part No. Product No. Description AIVAC -
10642 VM-01 Micro Switch 3A 125/250VAC Unit: mm
@
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F A X : Taiwan:886-3-5753172 Shenzhen:86-755-83640655 Shanghai: 86-21-64605107
E-mail: Taiwan:us_ sale@100y.com.tw Shenzhen: 100y@163. com Shanghai: 100y-1@163. com
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Switches

Miniature Micro Switch

€

Part No.
31650
31651
31649
31653
31654
31652

:

& Control Gear

Detailed product specifications are available on:

Product No. Manufacturer Description AIVAC

YSSM-00-C-L232 TAIWAY Micro Switch 0.5A/30VDC
YSSM-00-D-L232 TAIWAY Micro Switch 0.5A/30VDC
YSSM-00P32 TAIWAY Micro Switch 0.5A/30VDC
YSSM-01-C-L232 TAIWAY Micro Switch 0.5A/30VDC
YSSM-01-D-L232 TAIWAY Micro Switch 0.5A/30VDC
YSSM-01P32 TAIWAY Micro Switch 0.5A/30VDC

us. 100y. com.

tw

Push-Button Assemblies

Part No.
4506

Product No.
5092

Description

Micro Switch

Detailed product specifications are available on:

® Electricrange :AC 125V 3A/250V 1A
® Contact resistance: 20Q MAX.
® Insulation Resistance: DC 500V 100MQ Min.

® Withstanding voltage: AC 1500V 1minute

® Operating Temperature : —20°C-+65°C

® Electrical life: 20, 000 make and break cycles at full load.

AIVAC
3A

Button Color

Red

us. 100y. com.

tw

ol

e

T

® Electricrange : AC 125V 3A/250V 1A
® Contact resistance: 20Q MAX.

® Insulation Resistance: DC 500V 100MQ Min.

@ Withstanding voltage: AC 1500V 1minute
® Operating Temperature : —20°C-+65°C
® Electrical life: 20, 000 make and break cycles at full load.

Part No. Product No. Description AIVAC Button Color
8585 PBS-810-1-G Button Switch 3A/250Vac Green
8584 PBS-810-1-R Button Switch 3A/250Vac Red
8583 PBS-810-1-Y Button Switch 3A/250Vac Yellow
® Electricrange : AC 125V 3A/250V 1A
® Contactresistance: 20Q MAX.
. ® Insulation Resistance: DC 500V 100MQ Min.
» >
® Withstanding voltage: AC 1500V 1minute
® Operating Temperature : —20°C-+65°C
® Electrical life: 20, 000 make and break cycles at full load.
Part No. Product No. Description AIVAC Button Color
21388 PBS-910-1-BU Button Switch With Lamp 3A/250Vac Blue
6062 PBS-910-1-G Button Switch With Lamp 3A/250Vac Green
8561 PBS-910-1-R Button Switch With Lamp 3A/250Vac Red
8563 PBS-910-1-Y Button Switch With Lamp 3A/250Vac Yellow
® Electricrange :AC 125V 3A/250V 1A
® Contact resistance: 20Q MAX.
® Insulation Resistance: DC 500V 100MQ Min.
[ - ® Withstanding voltage: AC 1500V 1minute
T ® Operating Temperature : -20°C-+65°C
® Electrical life: 20, 000 make and break cycles at full load.
Part No. Product No. Description AIVAC Button Color
8579 PBS-910-2-G Button Switch With Lamp 3A/250V Green
8578 PBS-910-2-R Button Switch With Lamp 3A/250V Red
8577 PBS-910-2-Y Button Switch With Lamp 3A/250V Yellow
® Electricrange : AC 125V 3A/250V 1A
® Contact resistance: 20Q MAX.
® Insulation Resistance: DC 500V 100MQ Min.
3 ® Withstanding voltage: AC 1500V 1minute
® Operating Temperature : -20°C-+65°C
® Electrical life: 20, 000 make and break cycles at full load.
Part No. Product No. Description AIVAC Button Color
8560 PBS-910-5-G Button Switch With Lamp 3A/250V Green
6063 PBS-910-5-R Button Switch With Lamp 3A/250V Red
8562 PBS-910-5-Y Button Switch With Lamp 3A/250V Yellow
®
TEL : Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai:86-21-54151736 50-72
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
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Switches & Control Gear

Detailed product specifications are available on: us. 100y. com. tw

Push-Button Assemblies

® Electricrange : AC 125V 3A/250V 1A

® Contactresistance: 20Q MAX.

® Insulation Resistance: DC 500V 100MQ Min.
® Withstanding voltage: AC 1500V 1minute

® Operating Temperature : -20°C-+65°C
® Electrical life: 20, 000 make and break cycles at full load.

Part No. Product No. Description
8582 PBS-910-6-G

8581 PBS-910-6-R

8580 PBS-910-6-Y

48872 PBS-910-6-Y-24V

Button Switch With Lamp
Button Switch With Lamp
Button Switch With Lamp
Button Switch With Lamp

AIVAC Button Color
3A/250V Green
3A/250V Red
3A/250V Yellow
3A/250V Yellow

o g

Mains Switches
Power Switches

Detailed product specifications are available on: us. 100y. com. tw

0865 5153 LF-5151 WNF5001
Part No. Product No. Description
12238 0865 Power Switches
10957 5153 Power Switches
7812 976A Power Switches
12100 LF-5151 Power Switches
4530 WNF5001 AC Power Switch
8¥R er ¥y pe gw l %CR €s Detailed product specifications are available on: us. 100y. com. tw
CHARACTERISTICS
Switching capacity 1mAto0.1A, 50 VAC/28 VDC (resistive load)
a \' Carry current 1A (max.)
:§| h « Contact resistance 200 mQ max.
\ \ &\ Insulation resistance 10 MQ min. (at 500 VDC) between nonconnected terminals
&\\ o 1,000 MQ min. (at 500 VDC) between each terminal and noncurrent-carrying part
\ Dielectric strength 600 VAC, 50/60 Hz for 1 minute between nonconnected terminals
1 1,000 VAC, 50/60 Hz for 1 minute between each terminal and noncurrent-carrying part
Operating force 550 g max.
Vibration 10 to 55 Hz, 1.5 mm double amplitude
Shock 500 m/s’ (approx. 50 G)
Ambient temperature Operating -10°to 65°C
Storage -20° to 80°C
Humidity 45% to 85% RH max.
Service life | Mechanical 100,000 operations (steps) min.
| Electrical 50,000 operations (steps) min.
Weight (per unit) Approx.4.1g
Part No. Product No. Manufacturer Description
51276 A7BS-206 OMRON Thumbwheel Switch
51700 A7BS-207 OMRON Thumbwheel Switch
r SPECIFICATIONS MATERIAL ®0. 4mm
,",,_, ® Electrical Rating : <6mA 24VDC ® Canister: Copper gold plated
i & e Electrical Life: >50,000 Cycles ® Electrode: copper gold plated R
’.,'_f' ® Contact Resistance: 10 ® Rolling ball: stainless steel gold plated ‘ 15mm1 L 11mmt1;!
{_: T ® Solder Temperature: 250°C 3 Seconds ® |nsulated piece:nylon 46(94V-0)
/ e Ambient Temperature: 0°C~100°C
i Part No. Product No. Description
/ 50761 AT411-2 Rolling Switch 4mm*11mm

® We provide a wide range of products to development and maintenance engineers in all type of business

® |f you cannot find the components you want on the catalogue, please call us.
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Other Type Switches Detailed product specifications are available on: us. 100y. com. tw

SPECIFICATIONS

/ / * Electrical Rating : <6mA 24VDC MATERIAL ) ®0. 4mm BT411-3
j ’f 0 o Electrical Life: 50,000 Cycles e Canister: .Copper Shell Nickel Plated oamm
] .Téfll ,I‘/ p « Contact Resistance: 20 e Electrode: Copper Gold Plated
. N 'I.n’; “i e Solder Temperature: 250°C 3 Seconds * Rolling Balll: Stainless Steel Gold Plated 15mme1 -L 11mmed.,|
y NN I,III « Ambient Temperature: 0°C~100°C ® Insulated Piece: Nylon 46(94V-0) T
[ |
Il, /.‘ ®0. 4mm BT514-3
[ Part No. Product No. Description
J'{ ®5. 2mm
50759 BT411-3 Rolling Switch 4mm*11mm
50760 BT514-3 Rolling Switch 5.2mm*14mm 15mm+1 L 14mmz1 !
GPF52
— — e 0 I e e 14.3
Bl B E]| |+
o —| — | I
5 = = == N I N RS G S ) <
1.5
a - H H H N A= (7. 62XN) +5
N BT L‘LL 18 6 ,ﬂl B= (7. 62XN) +3
B C=(7.62XN) +3.3
o Unit: mm
GPrs21021  PFo2EID
Part No. Product No. Description
28235 GPF521221 Pushwheel Switch
31349 GPF521421
28236 PF52E10
Limit Switches Detailed product specifications are available on: us. 100y. com. tw

Limit Switches

Contacts opened by positive opening mechanism (NC contacts only)
x@g I Double insulation makes ground terminal unnecessary (Bears @ marking)
4 SRR %\\ Conforms to EN(TUV) standards corresponding to the CE marking
‘ \%& 1 Wide standard operating temperature range:--30°C to 70°C
‘ \\ .‘? Conforms to these standards and EC Directives:
\\¢, « Machinery Directive

* Low Voltage Directive En50047
« EN1088(slow-action models only)

Part No. Product No. Manufacturer Description AIVAC
51050 D4D-1127N OMRON Safety Limit Switch 2A/400Vac
50925 D4D-1131N OMRON Safety Limit Switch 2A/400Vac
51126 D4D-2115N-W OMRON OMRON_Limit Switch 2A/400V
51051 D4D-2120N OMRON Safety Limit Switch 2A/400Vac
51052 D4D-2121N OMRON Limit Switch 2A/400Vac

Rating vol 5A 125V, 3A 250VAC

Operating frequency | 1mm-1m/s

Operating frequency | Mechanically: 120 operations/min
Contact resistance 15m Q@ max

Insulation resistance | 100 2max (at 500VDC)

Withstanding voltage | 1, 000VAC, 50, 60HZ Continued 1 minute

Vibration 10-55Hz, 1. 5mm double amplitude

Shock 1000m/s* min (30G min)

temperature -10--+70C

Humidity max 90%RH

Humidity Machinery: 1, 00000000 min, Electric: 2000000 min
Life IEC: Ip67

Weight 3609 (wire 3m)

5409 (wire 5m)

!

TZ-3103 TZ-3110 . TZ-3111 TZ-3112
Part No. Product No. Manufacturer Description AIVAC
44815 TZ-3101 TEND Compact prewired limit switch(pole type) 4A 250VAC
®
TEL Taiwan:886-3-5753170 Shenzhen:86-755-83298787 Shanghai: 86-21-54151736 50-74
F A X : Taiwan:886-3-5753172 Shenzhen: 86-755-83640655 Shanghai: 86-21-64605107
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< - - E»


http://us.100y.com.tw/mainFrame.asp?mat3=50OA
http://us.100y.com.tw/mainFrame.asp?mat3=50PA
http://us.100y.com.tw/
http://us.100y.com.tw/
http://us.100y.com.tw/PNoInfo/50759.htm
http://us.100y.com.tw/PNoInfo/50760.htm
http://us.100y.com.tw/PNoInfo/28235.htm
http://us.100y.com.tw/PNoInfo/31349.htm
http://us.100y.com.tw/PNoInfo/28236.htm
http://us.100y.com.tw/PNoInfo/51050.htm
http://us.100y.com.tw/PNoInfo/50925.htm
http://us.100y.com.tw/PNoInfo/51126.htm
http://us.100y.com.tw/PNoInfo/51051.htm
http://us.100y.com.tw/PNoInfo/51052.htm
http://us.100y.com.tw/PNoInfo/44815.htm
mailto:us_sale@100y.com.tw
mailto:100y-1@163.com

<« o g

Switches & Control Gear

Limit Switches Detaiied pioduci spedificaiions are avaitable on: us. i00y. com. iw

Part No. Product No. Manufacturer Description AIVAC

44828 TZ-3102 TEND Compact prewired limit switch(rotiform pole type) 4A 250VAC
44829 TZ-3103 TEND Compact prewired limit switch 90 rotiform pole type 4A 250VAC
44831 TZ-3104 TEND Compact prewired limit switch(block type) 4A 250VAC
44830 TZ-3110 TEND Compact prewired limit switch(pyramidal type) 4A 250VAC
44832 TZ-3111 TEND Compact prewired limit switch(pole type) 4A 250VAC
44833 TZ-3112 TEND Compact prewired limit switch(rotiform pole type) 4A 250VAC
44834 TZ-3113 TEND Compact prewired limit switch(90 rotiform pole type) 4A 250VAC
44835 TZ-3169 TEND Compact prewired limit switch 4A 250VAC

TZ-501

TZ-5103 TZ-5104 TZ-5104-2N Tz-5105 1275109 TZ-5108-2N

Characteristics

Operating speed 1mm to 2m/sec (with Type WLCA2)
Operating frequency | Mechanically: 120 operations/min.
Electrically: 30 operations/min.
15mQ max. (Initial).

Insulation resistance | 100MQ min. (at 500VDC)

Dielectric strength 1,000VAC, 50/60Hz for 1 minute between non-continuous terminals;
2,200VAC, 50/60Hz for 1 minute between each terminal and non-
current-carrying metal part and between each terminal and ground

Contact resistance

TZ-5101 Temperature rise 50 degrees max.
25109 Vibration Malfunction durability: 10 to 55Hz; 1.5mm double amplitude
Features Shock Mechani_cal durab_il_ity :Approx. 1,000m/sge<:2 (approx. 190G’s)
Malfunction durability :Approx. 300m/sec*(approx. 30G’s)

- Rifid diecast switch housing Ambient temperature | Operating: -50 to + 80°C

. Set position indicator plate for easy maintenance Humidity 95%RH max.

. High mechanical strength Service life Mechgni(l;ally:ol)Sb%%0,000 operations min.

. Oiltight,waterproof and dustproof construction Weight i:::;:z%gs(wi’m TyZZeTr;f'::&r;"n'

Degree of protection | IEC 529 class Ip67

Part No. Product No. Manufacturer Description AIVAC
44799 TZ-501 TEND Limit switch 10A 250VAC
44689 TZ-5101 TEND Linit switch(pole type) 10A 250VAC
40133 TZ-5102 TEND Limit Switch 10A 250VAC
44693 TZ-5103 TEND Limit switch 90 rotiform pole type 10A 250VAC
44702 TZ-5104 TEND Limit switch(45 block type) 10A 250VAC
44704 TZ-5104-2 TEND Limit switch 90 block type 10A 250VAC
44705 TZ-5104-2N TEND Limit switch 10A 250VAC
44706 TZ-5105 TEND Limit switch 10A 250VAC
44724 TZ-5106 TEND Limit swich(spring type) 10A 250VAC
44760 TZ-5107 TEND Limit switch 10A 250VAC
44763 TZ-5107-2 TEND Limit switch 10A 250VAC
44765 TZ-5107-2N TEND Limit switch 10A 250VAC
44786 TZ-5108 TEND Limit switch(handle type) 10A 250VAC
44789 TZ-5108-2 TEND Limit switch(handle type) 10A 250VAC
44791 TZ-5108-2N TEND Limit switch(handle type) 10A 250VAC
44796 TZ-5109 TEND Limit switch 10A 250VAC
44720 TZ-5125 TEND Limit switch 10A 250VAC
44722 TZ-5135 TEND Limit switch 10A 250VAC
44729 TZ-5166 TEND Limit switch(spring nylon type) 10A 250VAC
44755 TZ-5168 TEND Limit switch 10A 250VAC
44757 TZ-5169 TEND Limit switch 10A 250VAC

® We provide a wide range of products to development and maintenance engineers in all type of business

® |f you cannot find the components you want on the catalogue, please call us.
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TZ-7124
3 = ﬁ l - 3
s :I-[“ - “l.[ﬂ
e ‘1"
L
!‘\
TZ-7100 TZ-7120 TZ-7121 TZ-7140
Features
* High precision and ling life(10,000,000 mechanical operations)
*® Sealed with gasket diaphragm to provide high sealing property without use of any adhesive or pin
Part No. Product No. Manufacturer Description AIVAC
44838 TZ-7100 TEND Limit switch (pole type) 10A 250VAC
44839 TZ-7110 TEND Limit switch (long pole type) 10A 250VAC
44840 TZ-7120 TEND Limit switch (handle type) 10A 250VAC
44841 TZ-7121 TEND Limit switch 10A 250VAC
44842 TZ-7124 TEND Limit switch 10A 250VAC
44844 TZ-7140 TEND Limit switch 10A 250VAC
44845 TZ-7141 TEND Limit switch 10A 250VAC
44846 TZ-7144 TEND Limit switch 10A 250VAC
44848 TZ-7166 TEND Limit switch(spring nylon type) 10A 250VAC
44849 TZ-7310 TEND Limit switch 10A 250VAC
44851 TZ-7311 TEND Limit switch 10A 250VAC
44852 TZ-7312 TEND Limit switch 10A 250VAC

TZ-8108

TZ-8166

TZ-8167
Characteristics
Operating speed 5mm to 50cm/s
= Operating frequency 120 operations/min.
= = Contact resistance 25mW max (initial)
%..14-0068 " TZ-8169 | Insulation resistanc 100MW min. (at 500VDC)
nsu esistance
Features Dielectric strength 1,000VAC, 50/60Hz for 1 minute between non-continuous terminals;
¢ Built-in basic switch with double spring mechanism 1,500VAC, 50/60Hz for 1 minute between current-carrying and non-current-carrying
e Long life(10,000,000 mechanical operations) parts and between each terminal and ground
e Highly rigid construction (Head and cover snugly fitin box Vibration 10 to 55Hz, 1.5mm double amplitude
Dustproof and drip-proof construction Shock Approx. 300m/s* (approx. 30G’s)
® Smooth opration with greater OT Ambient temperature Operating: -5 to +65°c
® Easy-to-wire cinduit opening design Humidity 95%RH max.
Contact configuration Service life Mechanically: 10,000,000 operations min. Electrically:500,000 operations min.
Weight Approx. 130 to 190g
NO (4) (3 NO Degree of protection IEC : Ip65
40 07
NC NC
(1) (2)
Part No. Product No. Manufacturer Description A/NVAC
24682 TZ-8104 TEND Limit Switch AC-12 5A/250VAC
44862 TZ-8107 TEND Limit switch 5A 250VAC
19380 TZ-8108 TEND Limit Switch AC-15 5A/240VAC
44864 TZ-8111 TEND Limit switch(pole type) 5A 250VAC
44867 TZ-8112 TEND Limit switch(rotiform pole type) 5A 250VAC
44869 TZ-8122 TEND Limit switch(90 rotiform pole type) 5A 250VAC
43895 TZ-8166 TEND Limit Switch AC-15 5A/240VAC
44871 TZ-8167 TEND Limit switch (springtype) 5A 250VAC
44872 TZ-8168 TEND Limit switch 5A 250VAC
44874 TZ-8169 TEND Limit switch 5A 250VAC

® We provide a wide range of products to development and maintenance engineers in all type of business
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TZ-9108

TZ-9207

Detailed product specifications are available on: us. 100y. com. tw

TZ-9208

Characteristics

TZ-9167

“.ﬂ“

TZ-9212

TZ-9222

TZ-9224

TZ-9211

Operating speed

5mm to 50cm/s

Operating frequency

120 operations/min

Contact resistance

25m Q(initial)

Insulation resistance

100M Qmin.(at 500 VDC)

Dielectric strength

1,000VAC, 50/60Hz for 1 minute between non-continuous terminals
1,500VAC, 50/60Hz for 1 minute between current-carrying and non-current-carrying
parts and between each terminal and ground

Vibration 10 to 55Hz, 1.5mm double amplitude
TZ-9266 TZ-9267 TZ:9269 Shock Approx. 300m/s2(approx. 30G's)
Features Ambient temperature Operating: -5 to +65°c
. Built-in basic switch with double spring mechanism Humidity 95%RH max.
. Long life(10,000,000 mechanical operations) Service life Mechanically: 10,000,000 operations min. Electrically: 500,000 operations min.
Weight Approx. 130 to 190g

. Material:Glass reinforced plastic.
. Dustproof and drip-froof construction
. Smooth operation with greater OT

Degree of protection

IEC 529 class Ip65

. Easy-to-wire conduit opening design

Part No. Product No. Manufacturer Description AIVAC
44901 TZ-9104 TEND Limit switch 5A 250VAC
44903 TZ-9107 TEND Limit switch 5A 250VAC
43536 TZ-9108 TEND Limit Switch AC-15A/125VAC
44905 TZ-9111 TEND Limit switch 5A 250VAC
44906 TZ-9112 TEND Limit switch 5A 250VAC
44909 TZ-9122 TEND Limit switch 5A 250VAC
44910 TZ-9124 TEND TEND_Limit switch 5A 250VAC
44911 TZ-9166 TEND Limit switch 5A 250VAC
44912 TZ-9167 TEND Limit switch 5A 250VAC
44914 TZ-9169 TEND Limit switch 5A 250VAC
44947 TZ-9204 TEND Limit switch 5A 250VAC
44948 TZ-9207 TEND Limit switch 5A 250VAC
44949 TZ-9208 TEND Limit switch 5A 250VAC
44950 TZ-9211 TEND Limit switch 5A 250VAC
44954 TZ-9212 TEND Limit switch 5A 250VAC
44956 TZ-9222 TEND Limit switch 5A 250VAC
44958 TZ-9224 TEND Limit switch 5A 250VAC
44959 TZ-9266 TEND Limit switch 5A 250VAC
44969 TZ-9267 TEND Limit switch 5A 250VAC
44970 TZ-9269 TEND Limit switch 5A 250VAC

® We provide a wide range of products to development and maintenance engineers in all type of business
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Part No. Product No.
51264 WLCA12
51263 WLCA12-2N
33652 WLCA2-2-Q
51262 WLNJ

Switches & Control Gear

Detailed product specifications are available on: us. 100y. com. tw

e Microload models are added to the product lineup.
6 ° Meets EN/IEC standards (only Switches withground terminals).
e Switches with ground terminals have the CE marking.

Manufacturer
OMRON
OMRON
OMRON
OMRON

operation, low-tem-perature and heat-resistant models, and micro-load models.

Description

Connect Switch
Connect Switch
Connect Switch
Connect Switch

e Awide selection of models are available, includingthe overtravel models with greater OT, lamp-equipped models for checking

Tilt & Vibration & Mercury switches

Detailed product specifications are available on: us. 100y. com. tw

Tilt Switches(Rolling Ball Switches)

SPECIFICATION MATERIAL ®0. 9mm
A . . . -
'm_f'::‘ ® Electrical rating: <6mA 24VDC ® Canister: copper shell nickel plated / ®4mm
<« e . o Electrical life: >50, 000 cycles ¢ Electrode:copper gold plated *—#U—‘l
““""---- - .
e = e Contact resistance:2Q * Rolling ball:stainless steel gold plated ‘ j J
10 +1
* Solder temperature:250°C 3 Seconds o Insulated piece:nylon 46(94V-0) ‘ mm ‘ 11mmz1 :
e Ambient temperature: 0°C~100°C
Part No. Product No. Description Contact AV
10640 BT411-2 Rolling Ball Switch 4mm*11mm 5Q/25mA,24VDC
E 3 ‘ ‘ [OX]
e ‘ﬁ 441
o 7.8
RBS020902 Part No. Product No. Description Contact A/V
51822 RBS020902 Tilt Switch 3*7.8 mm 500Q/25mA,24VDC
[T 17 6.5 H LK
-‘_’ m [T 17 ®0. 64
: L ®0.64
.85 | U Uf 5 U
e J P2. 54
Part No. Product No. Description Contact A/V
51823 RBS070410 Tilt Switch 6.5*8.5mm 5Q/25mA,24VDC
. Part No. Product No. Description Contact AV
51824 RBS311110 Tilt Switch 10.5*8*10mm/45 5mA,5V
Vibration Switches Detailed product specifications are available on: us. 100y. com. tw
"iﬂs-ly
M v’ Part No. Product No. Description Contact A/V
51825 VBS030200 Vibration Switches 5*12.5mm 50Q/ 25mA,24VDC
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<« [Noxt 2
Switches & Control Gear

Mercury SWltCheS Detailed product specifications are available on: us. 100y. com. tw

19mm:1 30mms2 KEY SPECIFICATIONS
o) ¢ Model: MAC-709A-516, 518, 619
. e Inside resistance: 0. 05
=0 ®d6mm=d. 2< * Size:5x16mm, 5x18mm, 6x19mm
e Max. current: 500mA
e Glass tube has undergone special treatment. thus, it is not easy broken
¢ |ts effectiveness is excellent as its contact is made of special conductive martial
Part No. Product No. Description Contact ANV
3637 5108 Mercury Switch Dia.5*L16mm
[ ]
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